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Preface 


The User's Reference is one of a two-volume set that includes manual pages for 
the entire SCO UNIX System V Operating System, including sections (C), (M), 
(ADM), (F) and (HW). 


This volume contains a complete set of the section (C) and (M) manual pages, 
in that order. 


The manual pages for section (C) contain comprehensive descriptions of user 
commands. 


The manual pages for section (M) contain miscellaneous information used for 
access to devices, system maintenance and communication. 


All of these manual pages are accessible online by using the man command. 


UNIX Reference manual sections 


The complete UNIX Reference is actually divided into parts and distributed as 
individual reference sections in the various volumes of the Operating and De- 
velopment Systems. The following table lists the name, content, and location 
of each reference section. 


Xill 


Preface 


xiv 


Section Description Volume 
ADM Administrative Commands — used for System 
system administration Administrator's 
Reference 
Cc Commands — used with the Operating User's Reference 
System 
CP Programming Commands — used with the = Programmer's 
Development System Reference Manual 
DOS MS-DOS and OS/2 library routines — used = Programmer's 
with the Development System Reference Manual 
F File Formats — description of various sys- System 
tem files used with the Operating System Administrator's 
Reference 
FP Programming File Formats — used with Programmer's 
the Development System. Reference Manual 
HW Hardware device manual pages — used System 
with the Operating System Administrator's 
Reference 
K Kernel routines — used for writing device Device Driver 
drivers Writer’s Guide 
M Miscellaneous — information used for User's Reference 
accessing devices, performing system 
maintenance, and handling communi- 
cations 
S System Calls and Library Routines — used = Programmer's 
for C and assembly language programming — Reference Manual 
in the Development System 
XNX XENIX cross development manual pages— = Programmer's 


used with the Development System 


Reference Manual 


The Permuted Index for Reference Manuals, which is distributed with the Operat- 
ing System documentation set, is useful in matching a desired task with the 
manual page that describes it. 


Certain pages in the Operating System distribution make reference to include 
files that are part of the Development System. 


The alphabetized list given on the following pages is a complete listing of all 


UNIX commands, system calls, library routines, and file formats. 
X 


User's Reference 


Alphabetized list 


Commands, system calls, library routines, and file formats 


[visu bteecte eet saet ee eee eas test (C) 
B00: 26 ch oS SARS 300 (C) 
S006 hits 54 SRR a ee eee 300 (C) 
BOTA 38 sched eee Ras Pe eae ee 4014 (C) 
ASO: fecal eutceh es tense eee 450 (C) 
BO387 ios ieeea ke Ghee eee eek ee 80387 (HW) 
BGO) iia see ne phere wanes 86rel (FP) 
AGEN occa Sad ats Bea naend wa aed Seo a64l (S) 
ADOT: hich ewe ews Gee Le ee SOR abort (S) 
ADS 6s oe oe Ue oa eae ewes abs (S) 
ACCEDU eS iais sv aawhw esse Kaas accept (ADM) 
acceptable_password ......... accept_pw (S) 
ACCESS. Laks owe Cas  Peeeu es counts access (S) 
ACCU pins ahn epee Sad Ooh cneeees acct (ADM) 
ACCh vex fy dare ser eke eee years eS acct (FP) 
MCE: Sout das Cia ex wevocamreas acct (S) 
ACCICING: Overs Sea ewes acctcms (ADM) 
ACCICOM 3h Goons eet acctcom (ADM) 
acctcon........ Ret toe Gerace ek acctcon (ADM) 
ACCtCON) 356.05 iacoee kee eewes acctcon (ADM) 
ACCKICON2 codes reused san eden acctcon (ADM) 
ACCIGISK dix sac siwt ened pws aces et acct (ADM) 
ACCtAUSE eos dates e tees acct (ADM) 
ACCIIMIERS =)sia cide gesscen at acctmerg (ADM) 
ACCION 600s oe hadicwsine cee tn ene es acct (ADM) 
ACCION: is.ancs eA Ses oh vee accton (ADM) 
ACCIPICs cies Uh eee FR acctprc (ADM) 
ACCIOION cz ee he ae Sone acctpre (ADM) 
ACCI PIC! isiacicio new cies yA acctpre (ADM) 
ACCISN: ites Beas 4 hweeee eas acctsh (ADM) 
ACCIWEMND 35 ocean eee se ree Sein acct (ADM) 
ACOS iad s eae aa hia ae te ERS trig (S) 
SOD datid okt Geta taeeeamna aad: adb (CP) 
BAGH 65.225 ewe captains curses (S) 
ACEC 6c res eds Caetano ewes tam (S) 
addCH: 26546085662 wah Sede een terminfo (S) 
add_intr_handler ...... add_intr_handler (K) 
AdAKCY: iin clas wets eee hae Cewek curses (S) 
AAD CY 75.5 coca antes Sean terminfo (S) 
EVs Ce C14 oe a curses (S) 
AGG6Y vinndca cess Melo ie de dees sagan tam (S) 
BAGS EE ooo 25 68 aria wa oa aa eed terminfo (S) 
addxusers ................ addxusers (ADM) 
adf_gttok .........0..0 0... cee cea tam (S) 
GGL BtWi iors ek Gee esewee aad tam (S) 


AGE -PINCE: ries i hate teeGes setae ed tam (S) 
QO MSE cack aes cies adjmsg (K) 
AGNIN 5 65ers tk yao aie admin (CP) 
AAVANCE 55 cosine eens regexp (S) 
agetcommand.................. authcap (S) 
agetdefault .................04. authcap (S) 
apethles icici eas ose os See ee authcap (S) 
Aapetilag 6. ic saves Gaavedes ies authcap (S) 
apeCtStl 6 ssc tween ge awisre ants authcap (S) 
ABCULY. 55 4n4 bine ern eet eae authcap (S) 
ACCUSED: Secu tindspeune tenes authcap (S) 
BIO hs FS cea enews et Hee ee aio (F) 
AIO: See cetsdaeteawees eekes waees aio (M) 
aioinfo ............. 2. ce eee aioinfo (ADM) 
aiolkinit ................... aiolkinit (ADM) 
aiomemlock................ aiomemlock (F) 
PLAY 4.555 oo Seanciees tiie eae ad Oi .. alarm (S) 
NO Sie, eas tnd une Ae ets ale (ADM) 
AU 1G ix Bee ite Sack lace eae all_io (K) 
NOCD: Ge 24 Gest oeecetiettes ries allocb (K) 
allocld pt: cst. dcp ceases tasadawons Idptr (S) 
AN ZONE cinco 5s oe thes weaned ctime (S) 
AOU ict iow hee Ses elas aes a.out (FP) 
ADs beens settee oka eee weed ap (ADM) 
Al 63 esata ate so eeu: ar (CP) 
AR Sos eo She eases Kara gel eae Masse ar (FP) 
Ol cad pits pecs ove chee thee eee 4 ar (XNX) 
BIG 29 A os cae pe ese tere oak Sead plot (S) 
AICHIVG cota caer ee oC eteae aes archive (F) 
archtobus................000. archtobus (K) 
OS ie hia ak eal Hae eee a en atin Ree as (CP) 
ASA cia wee ee es cae undocumented (M) 
ASCH rss Waynes hea ascii (M) 
ASCUIMNG 4676. oo i Ai dA S hee Sete ctime (S) 
asetdefaults ................... authcap (S) 
ASIN ES ys eats cule sea saves oe ee es trig (S) 
ASkKMMEG tia ss kbs Ae haiewcs asktime (ADM) 
asktimer ................0-- asktime (ADM) 
ASTOOE 6d ecssdee eens cdeand Avatars asroot (ADM) 
ASSOPl a i) Ree wa ues Pe eee eS assert (S) 
ASSION 55.0 nao eks Por eeae hee ahs assign (C) 
BP Sicccn be cui d tera na Se aes eens at (C) 
MAN ersten ere Mamie ead’ Gawar ied trig (S) 
MANS ices ee ecto aiata omnis Meehan y trig (S) 
AtCKONSIN 5.2 oscil ee ee: atcronsh (ADM) 


XV 


BION er secon eee eae aes atexit (S) 


E10) See RO ne ee nee eee ee eee: atof (S) 
atOhe ss neo coma a ete ase atof (S) 
BO) Shee ce esd ee eee keg eas atof (S) 
AURORE 5 cco che ee eee tee eeates curses (S) 
BttrOl oe eiete sd rece See eeGest oe eke tam (S) 
AION he a ea eS oe es terminfo (S) 
BUTON se 3 bet wae pean eee ak curses (S) 
AQULON a: 5.4 chee valthawd eet eas tam (S) 
QUUEON ian Su ate eles Mics terminfo (S) 
AUTSEE bud ede eee Gel oeenedew’ curses (S) 
BttrSet ceetawrng chu Bans chads terminfo (S) 
QUI nee Fees audit (HW) 
audit_adjust_mask............ authaudit (S) 
audit_auth_entry ............. authaudit (S) 
audit_close................. 00008 audit (S) 
auditcmd ................. auditcmd (ADM) 
BUGNG scan cyceneesGosceere auditd (ADM) 
audit_lax_file................. authaudit (S) 
audit_lock ................... authaudit (S) 
audit_login .................. authaudit (S) 
audit_no_resource ............ authaudit (S) 
audit_open....................05. audit (S) 
audit_passwd ................ authaudit (S) 
audit-fead oii eke oie eG kd ees ews audit (S) 
audit_security_failure ......... authaudit (S) 
auditsh................ 000 ee auditsh (ADM) 
audit_subsystem ............. authaudit (S) 
authaudit .................... authaudit (S) 
QUtNCAP onic e eee ees See teas authcap (F) 
aUtheap! fig ier pewe eet ad authcap (S) 
QUINCK 2 ete sce Pea eek authck (ADM) 
AULNCKIC opeces hac eh eee ecaes tcbck (ADM) 
AUthOriZes «3, s2i555 bass Paw one authorize (F) 
authorized_user............. subsystems (S) 
QUIKS 2366 ee lear o ieee eens auths (C) 
AUENSA od cn keen thee Rees authsh (ADM) 
autoboot .................. autoboot (ADM) 
BW Ke isis hee ae Aes aes awk (C) 
DaCKO tinny tenet neon en wowes backq (K) 
DaCKUp sien e glee Maeiees backup (ADM) 
backupsh ................. backupsh (ADM) 
baGtr 666 a eu iosa seen te .. badtrk (ADM) 
Danner : .s-cccdhiuest paddacodatas banner (C) 
basename.................0.4. basename (C) 
DAICH gt cide sawed dowels haseen at (C) 
baudrate ............. 0... cee eee curses (S) 
DAUGQALC i352 ete ooNelk Bohs sea ee tam (S) 
Baudrate sc oa dea coke eek evokes terminfo (S) 
DO iio eesti k eens week ae dob eae bc (C) 
|i] Gee err eer ern eee ae er termcap (S) 
xvi 


boheckre 43 eeceadsasicdeat bcheckrc (ADM) 
DCO Yq hea tesa tags toe wee beopy (K) 
Deiiose aes eS ee eee! bdiff(C) 
bdistributed ............... bdistributed (Kk) 
DOOD 5a casa he Bese curses (S) 
DOOD fics seni Solttned Housemates tam (S) 
DECD oscar tata gosie ner esag terminfo (S) 
bessel oe 38k Kon eb a ok Peto ees bessel (S) 
DIG ffs DRGs Sia peters Ca ae ee oa bfs (C) 
DIBCry pl (2.205 ese oe seedehan getpasswd (S) 
bigcryptmax................. getpasswd (S) 
DOO ct wlareaa Sed seater as boot (HW) 
Boum 3 645.660 snl kee Socks libwindows (S) 
bottom_panel .................... panel (S) 
DOX 4 skeen 6 fe ce nieG Uae ee ee Oe curses (S) 
DOM SG pare Sri too ale act ees cae? plot (S) 
BOX 625k sok eee bowewmes hes terminfo (S) 
Drand ::¢.206s300ce4 550.8% undocumented (M) 
|») 0 3 (eae oe ee Te ee brelse (K) 
BENG 5565S ae AOE brk (S) 
Dekel 65354. e8 cae ieee aee eek brkctl (S) 
DSCAICN 4.055 Se hee a rae eee bsearch (S) 
Bild) Joel ead pee ae ese aes btld (F) 
btIdinstall................ btldinstall (ADM) 
DOC a oiwand Ai ecers oases ea ee lees btoc (K) 
DiliCall s cosines vateceniswS: bufcall (K) 
DZCr0 feces eaeeteehi bzero (K) 
Call sos teen cee eee chee ue eee ates cal (C) 
calendar ..............0 cee eeee calendar (C) 
CAMlOG: ied phe Vaasa Reek eas malloc (S) 
CANCEL cio ek EG ee ee hk cancel (C) 
can_change_color ................ curses (S) 
can_change_color .............. terminfo (S) 
CAN AOI aide eck See eds wed can_doio (K) 
CANON 255 55 See ha ee es canon (K) 
CANDUE vice non $c eoeetatas Kes canput (K) 
captoinfo ................- captoinfo (ADM) 
Cal citiiuc cease hye ciew whee hg eae eke cat (C) 
Catclose yc 5s Ko ey eV awe ssw catopen (S) 
Catgets cciciak case aedsepewewa ces catgets (S) 
CatOPeEN 2. ec he chee eee cee ae es catopen (S) 
CBk 25% baw wasleeanee teen be 2e see cb (CP) 
chackup: 4 c.c0s sates ens cbackup (ADM) 
CDIGAK 606s 84 eRe end if atuate curses (S) 
cbr@ak: 4.24.53666 oe echo beeen tam (S) 
Cbreake fois SG ees oe OR Ae ees terminfo (S) 
COs oe See eae Eis ae SA ee ns ewe cc (CP) 
CG rc eieeis Dare Sa es aes een ioe cd (C) 
COG ois eee aki s ba eats cdc (CP) 
cdistributed................ cdistributed (K) 
CATON 35.6 ee eee ets shee cdrom (HW) 
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COL be betas eae te VS SOs es ee floor (S) 


cfgetispeed ...........-- 5s eee cfspeed (S) 
cfgetospeed .........--...5-005s cfspeed (S) 
cfgstart ......... 6-2 eee eee getbsvalue (K) 
CHOW ori he cates Pa ee eases cflow (CP) 
CLO Rk b tone ei oo Ge eae ERRme malloc (S) 
cfsetispeed ...............--- 05. cfspeed (S) 
cfsetospeed ..............-- 005. cfspeed (S) 
Cispeed sas cc Vcd vedtsewe sete cfspeed (S) 
chargefee ............ ccc enes acctsh (ADM) 
Chitose suenca cia eecek teense chdir (S) 
checkaddr................ checkaddr (ADM) 
check_auth_parameters ......... identity (S) 
Checkeg 4.228055 580555 undocumented (M) 
checklist::..s4 tea sstuaewer estas checklist (F) 
checkmail ................... checkmail (C) 
checkque ..............5.. checkque (ADM) 
Checkup: ose occ vieeanean checkup (ADM) 
CHS AUGIE esa ietcvees chg_audit (ADM) 
CHGID 502 ee ees eae a cherp (C) 
CHKSALID is ees oie oe ods cases chkshlib (CP) 
CHIMOG: 6 i5ecag ee he eee chmod (C) 
CRIMNOG. -ec04o54 is oie erence eexs chmod (S) 
chown ......... eiarapeaneaioe wae Be chown (C) 
CHOWN doctored eae chown (S) 
CHLOOt a ter adescanes deseo chroot (ADM) 
CHYOOE 25.032 s shone eo eek oes chroot (S) 
CHINO): act.f8oce eines ouneec ae ewcun chrtbl (M) 
CHSIZO cc cae $a ber be Rae eee chsize (S) 
Chty pe: 2x awe nos eudstewaw es unretire (ADM) 
CIRCE nie een eh Cede g dag Meet regexp (S) 
CItClO? nates eee cine vane en canes plot (S) 
ckbupscd............... undocumented (M) 
CKpACCE nce ercthbead hace bens acctsh (ADM) 
CRSQMN 5.4 2 dag aren see enee wks cksum (C) 
cleanque .................. cleanque (ADM) 
cleantmp.................. cleantmp (ADM) 
Cleanup: ssc<ese fet acthens undocumented (M) 
ClOaF osetia adn Sse ees oewed ees clear (C) 
ClO AR hoe et iene tir tls eaten sd wen: curses (S) 
ClO AR eis cae hoes eS eho ewes tam (S) 
ClO AE ary. sfee etic tees ne WEED acetate terminfo (S) 
CLO ALORT tart fence ae Hh scha tin a ekede 5 ferror (S) 
cClearok............. 0.0. ccc eee eee curses (S) 
CLOAIOK i353 3 vane rare Sa ich woaade's tam (S) 
Clearok: és vba dykes eins terminfo (S) 
CLOCK eee nea ReGen utc ea tak ks clock (F) 
COCK 04 95 ess an eeeeee ee, clock (S) 
CONG dai ak 6 eae bv eae dks aloe clone (M) 
ce] c _ nSan a e close (S) 
closedir ....................5. directory (S) 


CIOSE Pls ooh. 6 A SEUSS eS plot (S) 
CBOE so winds ois ehh Sao ex clrbuf (K) 
re) | y ee ee clri(ADM) 
CIHODO! 34.564. Se4 sn eeS ease eee curses (S) 
ChODGE 55554560 4 eek 6 ee ee es tam (S) 
CIMODOL 66s 36. cna inte chee eae terminfo (S) 
CITIGCOL: 4562-55. 553 te hae eae es curses (S) 
CIPtOCO). esc eae eeh es ce Rer eis tam (S) 
ChrtOe@Ol 6.5 ees Hawes sak eres terminfo (S) 
CIA C wines Croan eens ore cmn_err (K) 
CMOS: 2.55 Sriaa nme e a Raeeees cmos (HW) 
CMD os 6c.52 ssn coe eee ees aleGe cmp (C) 
cnvtmbox ................ cnvtmbox (ADM) 
codeview ...............006- codeview (CP) 
CO) avg Wie 545. 66s Seer tee col (C) 
color_content .................... curses (S) 
color_content.................. terminfo (S) 
CONDI eed aceite oni wer eee an coltbl (M) 
COMB: 5. .on's, BS or ris. eek See ce San comb (CP) 
COMM & 25. peas Ss Ne ad wan comm (C) 
compile ............... Seaman ahaa regexp (S) 
COMPLOSS), 2. as seis as So's compress (C) 
COMPVEN 2b oha cewe ears ee compver (F) 
configure .............0005 configure (ADM) 
CONSOlE 422-2 0sy lex eveyeersees console (M) 
consoleprint............ consoleprint (ADM) 
CONE Faas contends Pees plot (S) 
CONV oa nes eee eae eee conv (CP) 
CONVELE 4.0525 24 tc eee he dcaced convert (CP) 
CONVKEY sai a.ien ce ceca Vee aes mapkey (M) 
COPY Ssutssn lair ees copy (C) 
COPY F6baese eee ous Ba copyb (Kk) 
copydvagent ................ getdvagent (S) 
COPY: cio Sinetesiniehry aaweuae copyin (K) 
COPY ie eerie eran tis copyio (K) 
COPYIMNSS iss skweis Gauwinds wee copymsg (K) 
COPYOUE cipchngaswcke re des eee een copyin (K) 
COpPyright 2... k ce eee cacuens copyright (F) 
COPYWIN 4 inns esd wee sagen oe curses (S) 
COPYWIN F060 cas ence nee ew eee terminfo (S) 
COLE 58 25s oi heh FSR ES KS core (FP) 
COTEK calorie skeet eerie corex (C) 
COG Sade Saas ee Dake Se trig (S) 
COS Nia ease Gt ee ee sae sinh (S) 
CD sea Sarna dhe ak ote eee ORAS cp (C) 
CpaSSie. ashok share eee det ae cpass (K) 
CPlO Site ir awed une Memieieaeds cpio (C) 
CIO: tl 2 eatin Greta a ead tee cpio (F) 
CDP eat icguted Siete ammwe sd cpp (CP) 
CDIS sci eh iS has eeeeeee oN ea Aes cprs (CP) 
CDS ou osicasieditaratae ae sats fixmog (ADM) 


XVII 


CDSOE nics eos ee ena Sats cpset (C) 


CLASNs S46 Suge oeA os eee ee oaes crash (ADM) 
Chal tet et rete te eee ones creat (S) 
create_file_securely . . . create_file_securely (S) 
creatsem ..............000 0c eee creatsem (S) 
CIMOGE. 5 i tes ans a ee ie HS curses (S) 
CEMOG © io sie 3 SOs bo eae ew daw wee e'ed tam (S) 
CIMNOdG: 455 53 ecko Sie he aes terminfo (S) 
CTOR: odes Sele Ses eeteee es cron (C) 
CHONTAD sic: anes canoes ie ape crontab (C) 
CLYDE voc ovietnke wes tee ees crypt (C) 
62] oe ee cere crypt (S) 
Crypt -CloS@:3-62: assed ey sies crypt (S) 
ChY PIOPON 5 ose es Hi el eae pene es crypt (S) 
CSCODE 4 Gre we sh aeesie eset Qeeene cscope (CP) 
CSR v6 ecs nt haiti eho ees ewoues csh (C) 
CSPME: sn tas eeeke sess vers seems csplit (C) 
Cl eh couiek eu cae a ter eaGukawn es ct (C) 
CARS netic eouwte gee nase ctags (C) 
CLOPMIG G6 cide daria ies ei as ws ctermid (S) 
CUIMC yn 5 taeda wh ae enone ctime (S) 
ClOD ¢ssecs seta bh ero eee eas btoc (K) 
CtlACE iain cake ees ctrace (CP) 
HPO cca vere eae teh alta: ctype (S) 
Clas Sieve bases ote wea tere cu (C) 
CULOTE: 33 sacely cine tesseeeeGOh Res curses (S) 
CUFOE. ayoo seed ieee lesa enh Hees terminfo (S) 
CULOIN iis eee edhe ge ties tangs curses (S) 
CUPON Ss oiied Sorat asd aualoous terminfo (S) 
CUFTENG ecicyasuvwe cece: libwindows (S) 
current_field ................0.008. form (S) 
current_item ................0008: menu (S) 
CUISCS ose at eae enone acnuann oan curses (S) 
CUTS SO0 oie tck le Oe teas eek curses (S) 
CUPS SOB icine Rs fs Aweve ges terminfo (S) 
COMDD so35 oct. oneal ae de tees montbl (M) 
CUSOTIG Nc chute te oases d cuserid (S) 
CUSIOND cine wie eek aaa custom (ADM) 
CWE 5.68 go nied oe ch Mate iets he eeses cut (C) 
OU SOBRE be Sth hom oe cate toe k codeview (CP) 
CNTOE ink akin e eel a bee ee cxref (CP) 
Gal cwiarie edad ean Reon ieee ees dat (HW) 
dalaMs ences tie ns eoecu ashen datamsg (K) 
ro | ( - ea ge a a eT date (C) 
GAaVGht foivawiaiiadets meagerons a ctime (S) 
ADIOCK ost towccmnine susie uke Pe dblock (S) 
GDM vibe tsa rarne a hoa ee ea we dbm (S) 
dbmbuild ................ dbmbuild (ADM) 
dbmedit ................... dbmedit (ADM) 
ODMINN 26 525235, 205 e0s seae a eversne. dbm (S) 
OD Xa os cchoretcn wae eeee cs dbXtra (CP) 
xviit 


OG sarees eet aah ee sche Lan eenatan dc (C) 
GOODY itch? saw asads sare onesies dcopy (ADM) 

Cte sabe BEE tba eater ses Se aed dd (C) 
oo  -4 | a er assign (C) 
debrand................ undocumented (M) 
default 952640 $4as eli weewed sess default (F) 
defaults ....................... defaults (F) 
GelOpen’ 35 c.olodiaiereeeesGnk ss defopen (S) 
def_prog mode.................. curses (S) 
def_prog mode................ terminfo (S) 
Cetra nos got cedar etaderend defopen (S) 
def_shell_mode.................. curses (S) 
def_shell_mode................ terminfo (S) 
Olay iidichwaiderusy ta aciewe cues delay (K) 
delay_output .................... curses (S) 
delay_output .................. terminfo (S) 
OGG agai ae eccneeent curses (S) 
CGlCN 5 fs et ccoeices eS ee aa tam (S) 
Gell. oe eeciicdenes cree Gees oi terminfo (S) 
del_curterm ..................0.. curses (S) 
del_curterm ................... terminfo (S) 
Gelete su hhc pew bew ede eees dbm (S) 
Delete senein oe dees cee ee libwindows (S) 
Geleteln v.s6ii sb iwi beee tenes curses (S) 
Geleteln 5.63 paiics hw eh eh oe tam (S) 
deleteln::.22+s.630c0hccaud-es9% terminfo (S) 
Geliver: vsti cose ce teerstie deliver (ADM) 
del: panel is cescde ees riin daesy panel (S) 
GMa 3665 tad Pina Weseca ewean delta (CP) 
GOWN niin posnee costes eee ee eess curses (S) 
GelWI ocd este pian terminfo (S) 
Gepena asic. hv cee restated depend (F) 
Ges crypt ios Sciiees Sas iw da staeees crypt (S) 
Aes encrypt sess ee Sede ae es crypt (S) 
des SCth@y ain tess cei eee en aves crypt (S) 
devassign..............00008- devassign (F) 
GOVE 8.056 eieaeeiaweeae deverr (kK) 
GEVICES « .caccsesan ieee ead devices (F) 
GOV. 665 Ges hc Se HR ow eet hs devnm (C) 
GOV0CR sss orndieess cece ees devreg (K) 
OE stra cawedianwe tt dese heaters df (C) 
OisSCK dec oceeieii seas eereees fsck (ADM) 
Aispace «25 a8 beans ieae ew seen dfspace (C) 
ial) nccosueesaces tac iian eases eet dial (ADM) 
UD sos, Gipice te Acad ORCAS Hl ee aes dial (S) 
dialeodeS: 6c caiccs ese tenons dialcodes (F) 
Cialere 524s ie es Rae eas dialers (F) 
GUE ack oi are Rieee die eS ahows diff (C) 
Gill S cic vic Shain kd Sad eey eee es diff3 (C) 
GifflimMe: 46 6242s ek weer ee wae difftime (S) 
Oil? chs Seale She Motes Sa OE dir (FP) 
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diremp ........00 eee eee e eens dircmp (C) 
directory .........:: sees eeeees directory (S) 
direntccixcwidaseed cess exes dirent (FP) 
GITMAME. 5 ie toe ea Sees dirname (C) 
GiS (55 Steg h ash C Swe een es dis (CP) 
isabl@i nhs te ences eA sdeens eds disable (C) 
diSkeip; cise tevaewr eesieed eee diskcp (C) 
GiSkeD cs damcneeiae name aes diskcp (C) 
GiSksOrt 5s hcatoi ceases ses disksort (K) 
AiSkUSP i 0b ese awicnmr en baws diskusg (ADM) 
DISPLAYED «oc sc06 cee. bless ews video (kK) 
displaypkg .............. displaypkg (ADM) 
IV ecciccait ence Nae near eee div (S) 
GIVVY och Seek tec anratiews « divvy (ADM) 
AKIN cuss ceevectscsieeeaias dparam (ADM) 
dlvr_audit ........... .... Alvr_audit (ADM) 
GINS 82 ins caciatien tans sees dmesg (ADM) 
inp WIN 2225923 cote wea seen oc curses (S) 
GOdISK > 2535 bute Son aeedtaacs acctsh (ADM) 
Goscat spec c4serecedis eeeees ot doscmd (C) 
GOSCMG ois Sika a Sele ees doscmd (C) 
OSD ecndeage hater ea tay doscmd (C) 
GOSGIC 64.644:200 Vee Gere aes doscmd (C) 
dosformat .............000 eee doscmd (C) 
GOSIG 0352 exces rt ois how ted ehes dosld (CP) 
GOSS sci ow wucat ek aeae oe aes doscmd (C) 
GOSMKGiF ins 8466 Heo wes doscmd (C) 
GOSH G66 ssbae Ree ck ee doscmd (C) 
dosrmdir ........... 0.00 cece doscmd (C) 
doupdate. 2. .ccccaseeteataweeowes curses (S) 
doupdate .................008. terminfo (S) 
AparaMm: ssh sxaasawiowes ees dparam (ADM) 
GiainO 3 .4o ieee dk cto weir ese ees curses (S) 
GIANG (6624 wien BV ae ad a eS Yond terminfo (S) 
drand48 ............... ccc eee drand48 (S) 
dsconfig................ undocumented (M) 
COX: ie 5h os ede eotieontow ane vies dtox (C) 
AY PO vccanieruniutaseaataswedtaae on dtype (C) 
QW) cee csncceslowesae ie waea asec are du (C) 
CUIND foot euuawad x ye ehh aes dump (CP) 
GUMPMNSE fc ese easadie ee dumpmsg (CP) 
dumpwin ..................05. terminfo (S) 
Odo he ws See EM weeks dup (S) 
GUD 2 inate heads aun ted Oh dup2 (S) 
GUD cific suse demaceak das dete dupb (Kk) 
fe UE oi C1 Co Reger a on sn field (S) 
GUPMNSE nico oenek eos eed axed dupmsg (K) 
CUP WIN 6 ol ihe ee cadae cae ae eny curses (S) 
GQUPWIN obec ease bso nedeekae wns terminfo (S) 
CACCOSS Fp fk ee a seman ties access (S) 
OCC ills Wish iia eae hae anchors ecc (ADM) 


COCO! 643 See eee eee Sa ees ecc (ADM) 


CONG osha tae oles es oakene hake curses (S) 
CONG eile eres Sats Vere e Bh ettadt echo (C) 
OCHO e503 xs Bhs is ie Sha es tam (S) 
PCNO xe cos tr oie sees eee e ees terminfo (S) 
@CHOCHAY 36 0c fc Ss oes ha es curses (S) 
GcHOCN AL o:55 6.4.24 he Ody eee eeke terminfo (S) 
COVE po vend oA Ore ee eae aes ecvt (S) 
CO vais adie yedinkals eatonmc eine wheal ed (C) 
Cdalajtswesiews C86 saawtaa pastes end (S) 
Odi 3s ew eee a ean ca eae ex (C) 
CRIED one iia Us ae ew eet Maton grep (C) 
C1SA fs Shoo ed es eee EOS eisa (ADM) 
emactovi ............... undocumented (M) 
CMiajOr vo2440 yownsevawb aie cease emajor (K) 
emdupmap................. emdupmap (Kk) 
CMINOE 32 66 eae Pe eee emajor (K) 
CMUNMAP oe 625 i4oegseee essa emunmap (K) 
ONADIS 46. gawd reese ceca takes enable (C) 
enableok ................00005 enableok (K) 
CNCLY Pl ie ecnns va oe ees Backus a crypt (S) 
ONG 5 ns aewlod sence neue aah ooo ... end (S) 
enddvagent................. getdvagent (S) 
CNdSreNnt si isc sans iasee aon abc getgrent (S) 
endprdfent .................. getprdfent (S) 
endprfient ........... 0005000. getprfient (S) 
endprpwent ................ getprpwent (S) 
endpricent............:00000: getprtcent (S) 
endpwent ...............e ees getpwent (S) 
endspent...............2-- 000 getspent (S) 
endutent.............. S Gietuteatedas getut (S) 
endwin ................ oeaieates curses (S) 
CNGWAN: 353.6 rene ae he ok bes tam (S) 
ONAWIR 66 cco San ee an eh Sedat terminfo (S) 
enter_quiet_zone ................ dblock (S) 
ONY 2s bile SS ake CSSD a hee env (C) 
CNVITON 43 Awe ake aea we sak ores environ (M) 
CVANGTS ki tes hOS 2eGR Gee drand48 (S) 
CPASCs 564s RS KS ads daw ee hee curses (S) 
CLAS) ch Gina sawaeota wads Cae iene plot (S) 
CFASG ci oo ater seueseee etek oun es tam (S) 
ClAS@ bic. de owe a dw bae eae terminfo (S) 
erasechar........... 0c eee curses (S) 
Crasechar:-ci-0 cere s cesar seus terminfo (S) 
OPE ce) ae hae aking bn ee euce a ed erf (S) 
CHG ca tice Sete hoes ecaasayeees ease erf (S) 
GINO 33h035'sd a ee asae eae: perror (S) 
CITON 352 Fae ay Eee ie alee error (M) 
ERROR | i seesd na naiaanaacignes ys regexp (S) 
ClOXG 2. ak ewe sensu ee ees end (S) 
@v DlOCK 7: .4 decd eee Shs kc ev_block (S) 


xIX 


ev_close ..............0 cece ev_close (S) 


ev_count ................0000. ev_count (S) 
OV: MUSH socio ow EE eo RS ev_flush (S) 
ev_getdev ................... ev_getdev (S) 
ev_getemask .............. ev_getemask (S) 
ev_gindev ................... ev_gindev (S) 
OVINE 45:00 5. eau Reece eer ows ev_init (S) 
OVINE eine. Stele ae be ela eas ev_init (S) 
CV OPEN. gc cae osi cand linens en ev_open (S) 
OVE DOD 85 ard tiie ere She Gas ee be ev_pop (S) 
EV [TEAG veces 8 ooo ev_read (S) 
ev_resume .................. ev_resume (S) 
ev_setemask ............... ev_setemask (S) 
ev_suspend ................ ev_suspend (S) 
OX Shia eo abs tiae alos oeteak ees ex (C) 
PXCO 2-55 ot se oe eos l.2 644s £2 cele exec (S) 
ONCOL 5 ohne ee hte Oe Dew toed exec (S) 
OXOClE*oice 2a 5 doe Gs.s ced eee Rees exec (S) 
CxeclD 3 fick pee rhea emer tees exec (S) 
CXOCSED . oiiir asa ata t pases execseg (S) 
OXOCV 555645 Gee ee ete eee. exec (S) 
OXOCVGus fous he ci aeore ee Lea eta exec (S) 
CXOCVD s le ei eke deaceeyeress exec (S) 
OxNGl D3. c2se est tans sen eetasae tam (S) 
MONIES. 2 opiate $5.5aba bee eee ean exit (S) 
Exitecockeete essa setae libwindows (S) 
exit_quiet_zone ................. dblock (S) 
ORD ee eee ees Buea ee exp (S) 
OXPANG tise Eee Cas Hees expand (C) 
CXOD stent tardutin yeast ek Goeae expr (C) 
FADS ices beak eee eee Ra a floor (S) 
FACtOR sob Peis pw es factor (C) 
falS@ so dih ewes a eet beaten es false (C) 
$CIOS@ nice cc ee ahha tawwe tes fclose (S) 
FONE so Seetnncaeddeuns eee etaews fentl (M) 
FCA ccs hee Rig eaters Bae fcentl (S) 
GOVE as Sexe ites Settee eas ecvt (S) 
BO ti cnars oven steele hie ba aart eee ae fd (HW) 
PDCCER Sect oeiisoeedasnis Seer ate select (S) 
PCISK wi coxu eso techeseesh fdisk (ADM) 
FD ASSED 53 ida eee eso select (S) 
Os) | ee ee ee fopen (S) 
FOUSED éreiesiecnd Sones Moen: select (S) 
fdSWaDp 23s eidans Fe acees ac fdswap (ADM) 
ED ZERO ioe cae bob eS ean select (S) 
FOOR 5.66 each eee eee Tae eases ferror (S) 
POQIGE 8 ion Bs oad Sars ferror (S) 
fOtCh 4 ete Puta tae wnnvsae one dbm (S) 
| ee ee eee eee ee orn eee ere gr ff (ADM) 
MS oct cdg eevee tea Nene es fclose (S) 
POCO r i225 25 Ho hae eatoine ee Sanne getc (S) 
xX 


fpetgrent <:22.024ci3so52eiaseeed getgrent (S) 
fgetpasswd.................. getpasswd (S) 
IROUDOS 5 od iss Pate ea ces fgetpos (S) 
fgetpwent .................... getpwent (S) 
PROUS oe eh Sha ss Bee aetna gets (S) 
fgetspent: «occas cies ens ees getspent (S) 
EBLED cece aio weal aacusweecrgak grep (C) 
Cane tO et nee field (S) 
Meld Ales ic osns cai aceeed eran field (S) 
field_back ..................00000. field (S) 
field buffer 5463.6 d045.302 0hsd ais field (S) 
field_count ...................005. form (S) 
Meld fO8G is ok cancaetoaea sexs tes field (S) 
field inde@x ..cc3i00c5 0603 e046 54 e468 form (S) 
field inlO.iietw saves esa hess field (S) 
NENG AN Gee Se hoadesakatetokveuss form (S) 
Meld just: vouched Sees an as ee field (S) 
Meld Opts: icc etscios yal Ganvadtas’ field (S) 
field_opts_off ..................... field (S) 
field_opts_on ................0005. field (S) 
field padi 204335 dcieiiacusewioauese field (S) 
FONNS see riced Cee ewe eed tee oige tie fields (S) 
field_status ............ 00.000 cease field (S) 
field tert 2.0 ei0one ace en saust ss form (S) 
field): types: i eek eos ease eos field (S) 
feldty pes cccsvsicauaheseide ees fieldtype (S) 
field “Uuserpte ees c5242 oon se ea es 4s field (S) 
Rl@ os teeeee rea tii hee oes file (C) 
MNCNAT 655.6284 is ee ewo reese filehdr (FP) 
RIONG: 20 64th i wes a ASS ferror (S) 
GCS oe ee eat ee Re ee ae files (F) 
Ales YS x scsioccd ius erneetehoine ad filesys (F) 
filesystem ...............05. filesystem (FP) 
POR i sis eee tow va eTR Seed es curses (S) 
TOT sen ey ohn sees ee da eee ee terminfo (S) 
GN fo isiterccinwsmecae et etaeeeeees find (C) 
MNS 63-235 tee et Ase esse findstr (CP) 
ANGOP oie kde cawursek eee tees finger (C) 
APSO ye o.5 5 6 og yo sows 4 FS Ree es dbm (S) 
Rxhd heen sedi oe soir as fixhdr (C) 
BXMOS si hiks aS oaasaeaeee es fixmog (ADM) 
fIXPEIM 026 des cedar es eess fixperm (ADM) 
fixshlib................. undocumented (M) 
FixteOPM 5.55650 Sa ee es ae eae curses (S) 
FxXtOKNl nn c hese ss betialenee es tam (S) 
Mash: 605s GG a weee Rees curses (S) 
Hash 55 $e cs eee ekeee tee tam (S) 
Hash esh 5 wsan eas Go Shee ees terminfo (S) 
HOOK oi ei eer Liads eee Sar 4 floor (S) 
flushinp. ............. 52s eee sees curses (S) 
flushinp...........00 0s eee eens tam (S) 
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fUSHINP® 2.05 ha ew SVs we see terminfo (S) 
flUSHG: 6 sied ig eee isecteee aes flushg (K) 
flushtlb: i054 065.n4 Swsakoieeiaas flushtlb (K) 
AIO sc hic he ee BE OSES floor (S) 
FOL inh ates Rae REE fold (C) 
FOPEN hte w uses eh eed ees ewerea eae fopen (S) 
FOE evans Gauss Le eee Ree eRe: fork (S) 
(ORM 5h:d Gorn nhea aa scae eae eae form (S) 
FOTN hs Phe ee REO ea ee oe tam (S) 
FORMAL? oss EAR ee Ske format (C) 
form_driver..............0 cece eee form (S) 
form fieldS:: ccciciwes enc hceeses cae form (S) 
FOTW ANE fh Se eo Cee ewe US form (S) 
fOrM Opts. fun Swe aw ecens form (S) 
form_opts_off................ 5008 form (S) 
form_opts_on.................0005 form (S) 
fOFMN “PAGE a3 Gory eu eas atew et c.e 9 form (S) 
fOFIMESUD ose nc owe ceeesees form (S) 
FORM. CONN ea kee es sanleee meee form (S) 
form_userptr.................0005- form (S) 
fOTM_WIN ...... 0... cee ees form (S) 
fpathconf 2 uacvacsenatvakeee pathconf (S) 
fpgetmask .................. fpgetround (S) 
fpgetround ................. fpgetround (S) 
fpgetsticky ccc ens fpgetround (S) 
PPFINths oc nono shhewe's eats ens printf (S) 
fpsetmask .................. fpgetround (S) 
fpsetround.................. fpgetround (S) 
FpSetstick yi, cee is aren samen fpgetround (S) 
IDULG sii o8 Dae wee Rane Ned econ putc (S) 
PD US sedate hi eon nes wie owen Se a puts (S) 
PICAU alo baie aweeercigyseweeae: fread (S) 
POC ieeeate and 5 undocumented (M) 
PISO ea eds aera dich are bheee eae malloc (S) 
FYCO Ds eine vihi wai Santina saree neds freeb (K) 
Pre@ Nel Qi eh es 6 Nua oR Paes ww eaws field (S) 
free_fieldtype ................. fieldtype (S) 
FOG TORN. usagi hue tn cinew sibs form (S) 
FFOG TOM 5 cick bE Gs gens ue yee ads item (S) 
freeld pth 2.03.0 664484 ¥iaeaeebataassa Idptr (S) 
free_menu.................00000- menu (S) 
FCOMNS Be esis ieisn chat eiye Vee vite freemsg (K) 
PCODCI atta nadtanty cee cok eee eas fopen (S) 
PEON icc ale ite eae a weak an cede frexp (S) 
fsanck.................. undocumented (M) 
FSAV Css cigs sed a winne Bakes os fsave (ADM) 
PSO Ans cies tare og atte undocumented (M) 
TSCA ao pot id Sharan eeoueks scanf (S) 
PSC Saige hoes a eeatieutney Gown fsck (ADM) 
ISO oe citas Bae Si ova ea fsdb (ADM) 
PSCC iiss aes s che oetones fseek (S) 


(SCIDOS shoe oe ecacasaurey eres oes fsetpos (S) 


fsname .............000 00 cee fsname (ADM) 
ESPOC 33.3.0 ese baxter edienae tines seek fspec (F) 
Fsphoto® 2.560034 60 bad dee Sa wv fsphoto (ADM) 
{SStats. «jess chee aaa eka eats fsstat (ADM) 
GSE cea: Qe told ee Pama undocumented (M) 
| © | Saag NO ee eae le de stat (S) 
statis ih ii cGy ee earner aes statfs (S) 
SCY DP os ost ew Ce wemseventen fstyp (ADM) 
PSYC Gh Sy Sed oF aoa awe: fsync (S) 
ROU oso het Ge SO oe tae fseek (S) 
PING otitis loa ws eases time (S) 
MOM aie ioe ee eee hee na lees ftok (S) 
TOW och two baeeaiaea enews ftw (S) 
PUbYle sit ot eseeerecieeeecse srs fubyte (K) 
PUSOR Bs hoaes alee ho ee eee 8 fuser (ADM) 
PUWONG 65.54.006-5554 5 ooo eens eeds fuword (K) 
EWENG ined wich anes Oe bates fread (S) 
EFWEND eh 5544 hoe neseaese es fwtmp (ADM) 
EXMISE eee see oui ee wae xlist (S) 
GAMMA ews cciascasssawes esas gamma (S) 
garbagedlines ................... curses (S) 
garbagedlines ................. terminfo (S) 
BOVE Ghrddulu damn hace dele eeearees ecvt (S) 
PeNCal ating soe hee ag PENS gencat (CP) 
PONCE ciwcenocemaantseson tau gencc (CP) 
Bel cic Seo ode eek ee eee ean get (CP) 
BetaDlK oceans ee eee nan geteblk (K) 
BOtDeR VX 6 6.snte scatter eis curses (S) 
SetbeeyX secs acces ne ee eens terminfo (S) 
getbsflag................ .... getbsvalue (K) 
getbsvalue 2.4 cscs. wee ees getbsvalue (K) 
SOIC 8 ov cpale Rare eed eae debs Mace | getc (K) 
CONG orca tines ees eine ens oeeke as getc (S) 
GETC «scd ase citinaans eaeewrs es regexp (S) 
POC ei yess lawns geese tae ais getc (K) 
SCUCDD eo oe se es eA eee eee aes getc (K) 
REC 66s heuciaea era ei kone see Ke getc (K) 
SCtCiBliNG 56.055 Mag aeens und getbsvalue (K) 
BON ein esiagen tip ae4 ga cee Gand oe curses (S) 
SCL seein weedy aed yaks bakes tam (S) 
PCC hoi assure wae ees terminfo (S) 
SetcNar oscuro caanke eae getc (S) 
Setehal s.r cs pe teetase eee getchar (K) 
eetclK c225 52. ease haus ees tess getclk (M) 
SCUCONE i iceiak wea oteaehes getconf (C) 
Betws cen ss selene getcwd (S) 
getdents: .5o ccs sid cede bass getdents (S) 
POA: holo gh Sad bod ciao a oes curses (S) 
GOlGIN se hc cet ey. cess 5s sds terminfo (S) 
getdvagent.................. getdvagent (S) 
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getdvagnam ................ getdvagent (S) 


geteblk 5.5 fo ints eB Dn use, bade al geteblk (K) 
ReltCIG cere etn ehem eee hag end getuid (S) 
getenv Ships eeyyied as ee ente. wees getenv (S) 
geteuid bee ee Roe tial abe ceane oa getuid (S) 
PeiWid. sea eee lanier ay ee head getuid (S) 
getgrent.........-.. eee eee getgrent (S) 
SOS PId se dee A eben tes getgrent (S) 
getgrnaMm.cicccraetsneiontadhs getgrent (S) 
he eee ee eee eaten (S) 
POUN2:. c5tewe ete AEs ce aeeareoties gethz (S) 
getitimer Gen Bah als de esiats ae ata en ks getitimer (S) 
SClOSIN nce sore eee ewaan getlogin (S) 
Pelvis occur eG ewe iGweeays getluid (S) 
BCtMNAXY Xe hkiwattastiadvaged sua curses (S) 
BOUMAXYX: cons chewy tiAd sae terminfo (S) 
BOUMNSS iis. ch Gouda pastas abs eek ee getmsg (S) 
Beta nics ce soeaekoweee nes cet getopt (C) 
BCtOPl a6 i dasdavantanotmnn ees s5 getopt (S) 
BOLOPlOVE’ oi oak delat a deme getopts (C) 
BOLOPES coe io cwtiek KEREL Ae getopts (C) 
Cl) 9 Sa ae ee ar ee curses (S) 
SCOTS: acheca ten eemne een eaa 8 terminfo (S) 
SCIDASS fees ed ites fawn aa es-ES getpass (S) 
getpasswd .................. getpasswd (S) 
getpgrp ye Ce ree eee ee getpid (S) 
SCIPS icc Sew how abe memes getpid (S) 
getpkeflag ..............006. getbsvalue (K) 
getpkgvalue ................ getbsvalue (K) 
getppid «co sdiveis ew ewks eet ceeat getpid (S) 
getprdfent................... getprdfent (S) 
getprdfnam.................. getprdfent (S) 
getpriient esiv ioe ev inate abs getprfient (S) 
getprfinam er er eee getprfient (S) 
ROIDIN ote een we outa getpriv (S) 
getprpwent................. getprpwent (S) 
getprpwnam................ getprpwent (S) 
getprpwuid................. getprpwent (S) 
Petpricenl ccscccc ss ese oselen getprtcent (S) 
getprtcnam .................. getprtcent (S) 
GOP saws vase ae eaten getpw (S) 
PetIPWEN aca 6 cate isees getpwent (S) 
getpwnam eis dala Syren dette Ga Pack getpwent (S) 
GetpWUIG, vce e ee catisiaays getpwent (S) 
BOS oracle cae Res Coe esa getq (K) 
gets ..... op cte ivecteh aah ec Sona oe Sead a gets (C) 
ig e Laihe Pane nS wala he saa wors ae 5 
POW-SOEd bc nict yates st ente< WRe eae see 
getserno ................2 eee getserno (C) 
Getspenl: ca eis MWe swear’ getspent (S) 
FetsPNAM oie eaves seen de ses getspent (S) 
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Rese era. Siesta ato one hee curses (S) 
ROUSE esis Se egreenece ad terminfo (S) 
REISYX: cine cceeusn ts ene ok Haas curses (S) 
REISYX cere enn ice ieee ts terminfo (S) 
gettmode....................000. curses (S) 
Sey ae Gente eee eats getty (M) 
gettydefs oo avs oes eke taiden gettydefs (F) 
BOTW ss Fass as pois eateealare tes getuid (S) 
BOUUE siete Sweet eee getut (S) 
getutent ............ eee eee ee getut (S) 
Betuhid. fete See ae getut (S) 
SCtUING 2h cas eu tee aee ery getut (S) 
BOW io eee ovine te eia eee ee getc (S) 
BOUYN: hata Vee ga Ae curses (S) 
BEX st crow clet aces eae anaes tam (S) 
SEWN aes wey aie tactic asi eee terminfo (S) 
SIMUME 52 yea hdsoe ea boas ctime (S) 
BOOK DW 3h eiicoa se sia eeaear ks goodpw (ADM) 
Staph coo s-Psnsce x ehaeeceyes graph (ADM) 
BICC: cians anise bet exces greek (C) 
RIOD Firs elves esta heen, grep (C) 
gr_idtoname.............. pw_nametoid (S) 
gr_nametoid.............. pw_nametoid (S) 
SIOUD 6 iiskaivs hack Rees Geewenes group (F) 
BIPCK ss icas van ieetne eee ees grpck (ADM) 
gsignal...... aah laces Seba ago Ie Se aoe ssignal (S) 
halfdelay (.:5-3.5casciiie en ori dese curses (S) 
halfdelay 4 vs isacccwsnisis os ves terminfo (S) 
Halts Y8 s ouie a ceaenn aie oonewee 8 haltsys (ADM) 
NaS: COMOTS &.6 iasewien se eest ica curses (S) 
has_colors .......... iG tasers terminfo (S) 
Nashcheck ss iio sameswer ew oeus spell (C) 
NashMake@ ico sss caaaawy ew gaeece spell (C) 
NaS 1G i ichuis cea ben ta eue awa = curses (S) 
WAS IC soe cate eck rela hanes terminfo (S) 
Nase cs usiceccdus tae ateees curses (S) 
Was. eccrine oe a eRe Casas ees terminfo (S) 
hereate os sisi sia aes Janes hsearch (S) 
Ws 2255 tains dares ak eas: hd (C) 
NG 52.285 0ag sd taathoa ee eaten Eeas hd (HW) 
hdestroy ...........: see ee eee hsearch (S) 
NG s ae sees een eases hdr (XNX) 
WGA scsi sae ea Pi abres head (C) 
HOUG sacs St She etiveia eas hello (C) 
hel -.cicacasyusepiiwsesaad stasis help (CP) 
hide_panel..............see seen panel (S) 
Ap ns kare ae kee AR Se eee eee Ue hp (C) 
WAG ioe Aes bi Bee a ae eee MOG Se oh hs (F) 
NSCarehes i646 he eee es hsearch (S) 
hweonfig............0.eee eee hwconfig (C) 
hypot .. 0.0... cece eee eee eens hypot (S) 
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1286 ht Sta ew ee etwas F machid (C) 
i266emUl 2053.4 en sees oon e es i286emul (C) 
i286emul ............0.000 00s i286emul (CP) 
1986 sia 5 cheats ope oaets machid (C) 
14862 ouch er ene hace eee machid (C) 
TAPX286 oy capac Pane ee eA ORS machid (C) 
ibmlpopt ............-.- undocumented (M) 
TCORY. ge eiase ies See ea Se iconv (CP) 
(: eee een emer rare ese errr ae id (C) 
idaddld ssc) cccsiis fan cave. idaddld (ADM) 
1d aS ac cuceeres vos ew aetn vane ces idas (M) 
idbuild so s6uknsn tess nevess idbuild (ADM) 
idcheck. fice fis wae wiew ees idcheck (ADM) 
TACONLIG soca ge ene ee ees idbuild (ADM) 
identity .............. erp our ease identity (S) 
idinstall .................-. idinstall (ADM) 
LONG icon 8 odoin Stet eee es idld (M) 
idleout ...............00008e idleout (ADM) 
IGIOK go co has eter ees curses (S) 
LOK cr acich kei eted eats oaeewes terminfo (S) 
idmkenv............0.00000- idbuild (ADM) 
idmkinit ...............0.. idmkinit (ADM) 
idmknod.................. idmknod (ADM) 
idmkunix.............00000- idbuild (ADM) 
1OSCSE. Gof eo ca aide oe os idbuild (ADM) 
IdSPAaCO ss owls was SW pawS esas oe idspace (ADM) 
WACO 655 BOSS eee ES ee idtune (ADM) 
LAVIGL 5.66.5 5.95 56nd se eS en tad idbuild (ADM) 
AUD. igs G bve ie bac oP hae eee inb (K) 
INCH, sche ye veer te ene eeu oe curses (S) 
1 (9 9 ee ga terminfo (S) 
ING) also asts cs tacea chee eee arc arast ind (K) 
infocmp ................08 infocmp (ADM) 
INipcrM ...............4. undocumented (M) 
IN erties el oweeedcaias Sete mas init (M) 
UN ec eh ERG 6 EemK a hance Sones regexp (S) 
MIE DASe oo ia wide ee teevugubae ies inittab (F) 
init_color ..............0.0. eee curses (S) 
inmit_color .................005. terminfo (S) 
initcond ................05. initcond (ADM) 
MME Pall aioe bs SP aen wee ea sos curses (S) 
INE Pall se etdae io tna aan terminfo (S) 
MNMSOE cetagc ys oasis a boo ee 2 curses (S) 
INUSCE: oc alae wade de cheek tam (S) 
HVNSCE p05 hors Boe ed hoc eve e oes terminfo (S) 
initscript .................. initscript (ADM) 
INItAD iates 4.4 ot ok Ss cow eee inittab (F) 
INODE ose Fees ha hese BEd wee RS inode (FP) 
INSON: ohio San ee oe eden pa gson cea curses (S) 
WSC eSodiga aces soleceer cute gaye 8 eink tam (S) 
WISCM: caudate ss bob ames cae terminfo (S) 


insertln ....... 0.0... cece eee eee curses (S) 


ATISO RUN 2 ideo 5h Sans ha Se ae eee a tam (S) 
insertln ........... 0.0.0.0 e eee terminfo (S) 
insertmsg................... insertmsg (CP) 
INS ce iss Ses ieee eo nad ple Baeeees insq (K) 
inStall.<5.323¢208.500 eee 42. aetus install (ADM) 
SNStallE. wlio sons boa eneaeateatns installf (ADM) 
installpkg ................ installpkg (ADM) 
int@Brity 2.5 42 i cesses ss integrity (ADM) 
intralloc 0 6 esaewse stew een ees intralloc (K) 
mnttallocs: 4.64 <5 5c50nte sees intralloc (K) 
intrflush) 305 sce 545 oo esaew sc anbess curses (S) 
UNtrAUSH: 6.8.644.0 8.59 aoe RNG RS terminfo (S) 
INGO’ 6 8h eeehie teers eee’ Intro (ADM) 
INGO) wacdcte tes tid ete owe cee es Intro (C) 
ATO hee oe ose eece Sees Intro (CP) 
INGO. cre eee eee ees Intro (F) 
TNO eer ea Aa sae Reese We Intro (FP) 
THEO} i651 95 5204s BROS Intro (HW) 
INGO ie bas. Swe ee oe aaa es Intro (K) 
MTICEO 322" bac os satreatne aa oases Intro (M) 
Intro... 2.0.0.2... eee eee ee eee ees. Intro (S) 
NNO vo oioien 9k Oe ee eee Intro (XNX) 
WNW? goes ites eee eaters Sw inw (K) 
IOC ive ia is ec ee ous ous ioctl (S) 
IOGONC =. 62s cso oot tee sats eae eek iodone (K) 
VOMOVE ....... 0... eee ees iomove (K) 
TOW Al iw nce ic eee ba ew ewe iowait (K) 
IDCTAL 3) heecke ode eRe HORS ipcrm (ADM) 
IDES cca ateeewraeiou ate iasasaee ipcs (ADM) 
isaddindex.............. ,... isaddindex (S) 
ISAMNUMNT 54.6 2855 626-8 eae eh PO eS ctype (S) 
ISALPNA 4.5.08 saa isay nde a eee se Sees ctype (S) 
ISASCH, 6 ectad tr bias esa Coes Rakes ctype (S) 
ISAULY. fei sige ct aux ec aw sway ttyname (S) 
ISDUN Geiss a newGe waka cee es isbuild (S) 
ISCIOSO 5.56. ars Fekete he ee Bw a isclose (S) 
ISCNEEN 5/2’ sh ede darted shears y ees ctype (S) 
ISCONY: 26.55 9544-205e MEG eee estan isconv (S) 
ISGCICUIT oso een Uees chews es isdelcurr (S) 
Ts (1 (1 (Shan a ee isdelete (S) 
isdelindex ...............0005 isdelindex (S) 
ISGOITOE 6.260 ei ee oisasind 228s isdelrec (S) 
ISGIPIG 2 fo ote an een 4 ctype (S) 
ISENGWIN 6 65 654 ie va aay See eee et curses (S) 
Isendwin .......... 0.0. eee terminfo (S) 
ISCTAGO fio ics beta tn wea awa iserase (S) 
ISStaph « osee sar issa sags susan es ctype (S) 
isindexinfo ................. isindexinfo (S) 
ISIOCK =. 2 hee yan Gul a Se Ee eee: islock (S) 
ISIOWEOR 6 ice eis eda way ag iees ctype (S) 


XX 


ISINPX «2h Fa Pi yet a oesle eed eawale ismpx (C) 


ISN AN 2 sci h oo hee Ree ee ees Res isnan (S) 
ISHANG slain Getereiums ened eles isnan (S) 
ISNANE: 62605 oo eee eRe OL eee isnan (S) 
ISOPON 6nd et eee ei Res isopen (S) 
ISPRMING 6.2 of 262s bee eae ee keNs ctype (S) 
ISPURCE oo vs bbs Gee aeeen eek hes ctype (S) 
ISTOAG 36 bx Gib Oo bo oe baw ee oe isread (S) 
isrelease ...............20000e, isrelease (S) 
isrename .................000. isrename (S) 
ISTEWCUIT.. 0... ees isrewcurr (S) 
ISTOW LOC fini OnE he 55 VEEA ORS isrewrec (S) 
ISFEWHItE 2% 6s b25e3s 4a os isrewrite (S) 
issetunique ................. issetunique (S) 
ISSPACE oon alae olson eee Swe waetes ctype (S) 
ISSLATE Os cease ule thx ee ened ews isstart (S) 
is_starting egid ................ identity (S) 
is_starting euid ................ identity (S) 
is_starting luid ................ identity (S) 
is_starting rgid ................ identity (S) 
is_starting ruid ................ identity (S) 
ISSUC Scere eed ste Ree. issue (F) 
ISUNIQUEID oie eens isuniqueid (S) 
ISUNIOCK: 2 cee Bee isunlock (S) 
ISUPPCbn ito la ees ey ites ctype (S) 
ISVOLUY. sciah Geeta sears isverify (M) 
ISWINKG Sion ie Or Be hee dels ages tam (S) 
ISWECURT insane eas eae es iswrcurr (S) 
ISWITLE: 2: ticad cea! cane wheter eas iswrite (S) 
ISXGIBIE f sijaa sieikeae be Sh eee: ctype (S) 
MGM ox Soe aie ea ee sa Seas kee item (S) 
MeM=<COUNE 6 cic fee ai ea Cae 2 item (S) 
item_description .................. item (S) 
item ANGeX nk hese eke te ws menu (S) 
MGM INI: coco otecitaosek be eas menu (S) 
item_nmame............. 0. cee eee item (S) 
HOM OPIS. cc ticestiesP due eens os item (S) 
item_opts_off ..................... item (S) 
IeMOpts ORs 6.20 sacha ce wots eke item (S) 
item_term .......... 0.00.00 cece menu (S) 
item_userptr ............... 000000. item (S) 
item_value........... 0.002 c eee eee item (S) 
item_visible ..................000- item (S) 
WIM Elia. 3 secon aes ache ee getitimer (S) 
DOs foresee tla Sahat Ori ates aise. Near ool bessel (S) 
fl Setathw aietses Ohta Qian eee rws bessel (S) 
JARCNE cto css ores a nekietteaies jagent (M) 
Wie ea re oe eaten bessel (S) 
JOIN: 535-54 rele onset denier saan join (C) 
[rane 4s fees es wiv hxetiaret ales drand48 (S) 
JOR 5 by eas i We eet aay aE ES jterm (C) 
xxiv 


PWN Sp a ae ee ee nea win (C) 
kbmode.................... kbmode (ADM) 
kcodemap......................... tam (S) 
keyboard .................. keyboard (HW) 
keyname....................004. curses (S) 
Ke yMaINe a.8o hs pacneeie ke ks Sete terminfo (S) 
KEY PdGs 25. nG Gh aaa tA wd curses (S) 
Key Pad: cau hee ence set a eek eae tam (S) 
KOV DAG io ccamad cosesiare oven terminfo (S) 
MUN seers Fadil ne ORGANS eee kc hes kill (C) 
WA eee site oad kd a stores Os ee a kill (S) 
Ma cee betas eee aes killall (ADM) 
Killch at vsnss Axo codtaeihia tase ad curses (S) 
Kill@hars.55.os40teccsacneaendss terminfo (S) 
KIMEMY: 64.0.5 bea eek ee aes mem (FP) 
LL) | ea a OC ae EY SO Ce ksh (C) 
KLOP is ol Shere ese ae eek ptok (K) 
Mase Sie ea a Ne es ot Is (C) 
BSC sce os a Ps aes, batetale un aiee 13tol (S) 
NOGA nati 1454s Piss wee aeeea es a64l (S) 
label nec cereal career eda ak plot (S) 
MADGMIE ook cote Siscdavaxenwnes labelit (ADM) 
TADS) 2 ope 2 Ss dae pace sees labs (S) 
langiniOciceesk odes OKs langinfo (FP) 
last e teas ae os alae eee eset ae last (C) 
lastlogin 242 .cceieeen ese ets acctsh (ADM) 
LAV ERS iret eae cs layers (C) 
LAV ONS cc cdi aaweuatndes Gas ees layers (M) 
Me inet Vion uate hae Sea eee Is (C) 
Wek pwd 22 tis soars tins ng Cee tiess getspent (S) 
ICONG4B) neces ew aiht eer teies drand48 (S) 
ICON 50k ot cheats dae eee OSes lconv (FP) 
ld coca isd Aetdien ce sate beeee ld (CP) 
Id) ccs Ete de taeeee et aeey ede Id (XNX) 
IGACIOSO park eae sense enews Idclose (S) 
Wdahf@adicécccad erate ea etes Idahread (S) 
Idaopen . .. 0.6 csc e ee enns Idopen (S) 
IdGlOS@..ca5csG ied does ekiee deeds ldclose (S) 
LdGD pose twa vas ec nee tee eis eee ee isconv (S) 
IdOXD ncaa ctieee eek et eet os frexp (S) 
PGRN oc he ee hee ldfcn (FP) 
Wdfliread’ 24cbs4 ia tak ea wae Idfhread (S) 
ldfldat cso Ae iecs een eee eters isconv (S) 
Idgetname...........-----55: ldgetname (S) 
Lit -o.2iwe dc Siees ot Kee ep es isconv (S) 
LGV s 33.5 ees bas ts ta PIE ae Idiv (S) 
WaMiNiteso-e6uccca ccad ates ees ldlread (S) 
Md liteiie belek Sk ies ee ee Ge Idlread (S) 
Idlong . 2... cece cee teen ees isconv (S) 
LOIPCAG 66sec seh 6 SS eG SS Idlread (S) 
(| Cia) aan OREN eee oR ee a eae Idlseek (S) 
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ldnlséeks. 255 2tcissaivetcis’ ass ldlseek (S) 


ldnrseek: 4 si0f io sieeseueuereene: Idrseek (S) 
Idnshread ...............-.2000- ldshread (S) 
Idnsseek ......... 00. c cece ee eees ldsseek (S) 
Idohseek .............- eee e eee Idohseek (S) 
IGOPON 55.65 ios i oS pee Lines Idopen (S) 
WdtSG@K i550 24 eRe oe See ees Idrseek (S) 
Idshread. ..s.666 sche wshiees Idshread (S) 
ldsSeeke: ctx cascade eee erwresey Idsseek (S) 
Idsysdump .............. ldsysdump (ADM) 
Idtbindex .............00 eens ldtbindex (S) 
Idtbread: 425 cccece sec ecg ska Idtbread (S) 
ldtbS@@ke os ivc.p-ou vice Sede veeed ss ldtbseek (S) 
leavedK i) iio teks curses (S) 
lGAVGOK 3 oc ik k Baas eee eeanee eee tam (S) 
leaveok ............... Rees terminfo (S) 
LOX iit oe telcos daa Cee eens lex (CP) 
LB ater te has as a ea baeee ect andar Is (C) 
LBA ecne beaded a eteeeeds Isearch (S) 
[Sam Mainicc 26.00 oats whee ees gamma (S) 
libwindows ................ libwindows (S) 
VS i eG ees te eee Sa een limits (FP) 
NG 2a eet Oh ee othe wen eis oes tA line (C) 
line ............ histor Sevres ates Pate eR plot (S) 
LiN€MOd : o.5 insls eeiewla se ew peek ee ee ss plot (S) 
linenum ..............0.e eee linenum (FP) 
Linke ose 53ch cea h epee eee link (ADM) 
TING scat ona ghey ee Veda link (S) 
LIND icant dee eee Awe Sees linkb (K) 
link: fel .iccu ase trseea abe tes es field (S) 
link_fieldtype................. fieldtype (S) 
link_unix ................. link_unix (ADM) 
BNE abt Raita db Geanoaeen eres lint (CP) 
Ste wade seach ues ee aae ews list (ADM) 
MSU teak one on oe ee ee ee ace list (CP) 
N2ClOSO? Si rstcs tensa nad Res Re eas llog (S) 
MSGI is het caret beat ee ae es llog (S) 
HONG otc ere eed hs e2 te hc tenay tie llog (S) 
Tost ta oie pee or eG Se llog (S) 
MNO 8304 toi cee espa eeaehimewied: llog (S) 
NOG os mies tele eeb RGAE Swe ase llog (S) 
Ne OpeN 426i hse wukeeeraees llog (S) 
Leper ancien ena ne eee oan tacos In(C) 
SHOOT wissen GenciaR pee Shik Oe ea regcmp (S) 
TOGT S accure a teus tale es donors regexp (S) 
NOG? 5 iret tre Pan ve aatoe tan ee hee regexp (S) 
LOCAL C2 <i S eg Oi he ba see cot wes locale (C) 
LOCALE 55-88 ore vitae ahah Partned- dn oe locale (M) 
localeconv................... localeconv (S) 
localedef ..................... localedef (C) 
localtime ........................ ctime (S) 


LOC 4h hs eee ede es Bae ates A es lock (C) 
TOCK, Ye eies.ns We Lee Os Seeds lock (S) 
JOCK D: 3h dc5bt bees terete. eee lockb (K) 
locked_out...................000- fields (S) 
IGCKE 5 bien bande ta Yee aes ats lockf (S) 
LOCKING: 3 osnaws tween teeaeee und locking (S) 
lOCS ico eget aketen es dare yet eees regexp (S) 
ORs base Speake eer se Hee exp (S) 
LOB i ic Uae edad aaaaees log (HW) 
MOG. cctoabarus Souda Aalst log (M) 
lOP 10 so ee oe wiaes ee exp (S) 
LORIN cos ott eke ees een eee es login (M) 
lOGNAME os ie 8554-0855 bad eee rsd logname (C) 
lORNAME: 0h 5.5 veoes Hanh eames logname (S) 
LOSS: vats eine mem CeNe ewer ine logs (F) 
lONSIMP: ogeen teres wows longjmp (K) 
lONGIMP 62 45shbce Gene et is es setjmp (S) 
longname ....................... curses (S) 
longname .................006: terminfo (S) 
IOIGOR mail ow eae eee eee lorder (CP) 
Lier ew eee es ee Ip (C) 
LD ehgct iia nan res ee an ea pokes : lp (HW) 
LO si cote ee eee Aa eewae nd lp (HW) 
IPE iid csi oh aie g tinainmache ete Oe Fab lp (HW) 
ID2 stirs tuner es iie ee eees we nee lp (HW) 
Ipaginits.h:is:t hare Gala een ans lpadmin (ADM) 
IpGltet cca eeee ey epee Ipfilter (ADM) 
IpfOrMmS: 656 coxicaw ed Gr aes Ipforms (ADM) 
IPMOVE sc ctu rien nocrssa4s Ipmove (ADM) 
IPE Ss oindannn aed tie aa ame hemos Ip (C) 
Iprint we enes vy ig ed ouks bbs sitet Deelah Iprint (C) 
IPEOR 3 leh ateng Ave eco siateat # anaien eet Iprof (CP) 
Ipsche@) o.4.4.46 5 ¢ seu eeeat ¥ou lpsched (ADM) 
IDEN: cGcae micas eudedeedauies Ipsh (ADM) 
IPSN 2ccinutegsccairswaadns lpsched (ADM) 
lpStal x 92-5 swe ee be tees bees Ipstat (C) 
IPUSETS 22 ing nares ue ute lpusers (ADM) 
Met caciiarnse te Crate ts reste erie a aM at Is (C) 
IPANGSG: hues eae ne wa been drand48 (S) 
IS ended 64 u Dae aad LAST a he ee eian Ras Is (C) 
IS@atChl 2 52 ook eet eee Sh oaees Isearch (S) 
IS@CK: taitin sd ens eeeweng ech aeaeusy Iseek (S) 
NSC AL 635 Seow ohn Gewese awe baeaes stat (S) 
HONS. .2e persia oaewleiaennees 13tol (S) 
DM Ses ich Baa a otei a eae aes ion anaiyes: Is (C) 
MNEs oy oo eets eh wena ees m4 (CP) 
MACKIG nc cokes esse eerie Kees machid (C) 
Midll oo 2uhccr sad cae eid Aces mail (C) 
maildelivery ............... maildelivery (F) 
MANN o.oo4d05 sede eee eae mail (C) 
MajOF esse. sees ee er ee major (K) 
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majorsinuse ............ majorsinuse (ADM) 


MaKe o6io oi eves hs sae eee ae es make (CP) 
makedey fics vacate ieee s Senecio major (K) 
Makekey ich rss tei wuuews makekey (ADM) 
make_transition_files ............ dblock (S) 
MallinlO: ia enna eaaks mallinfo (FP) 
MallinfO. esd shoes BGs wee’ malloc (S) 
MAN OC 2 oo oS eae Re ee ees malloc (S) 
MaMOpt ic. 6st cea eek omens malloc (S) 
WAN os Cece ee ee SES BE Es man (C) 
Mapchan: gowi.h esa eeessor sews mapchan (F) 
mapchan 50605 cs sesewe seo es mapchan (M) 
Mapke@ ys shite deine uheeas mapkey (M) 
MANSON, 4500's. <i0 on eee he eees mapkey (M) 
MADSW oor avce rates tad eka Gee: mapkey (M) 
Midk646 ctoraeageeie cess wie mar (CP) 
MaSM < ior ee ee Ree eae masm (CP) 
Maths rset ease hes wees ae aes math (M) 
Matherr 6666 ove kat ones Ses matherr (S) 
maxuuscheds ............. maxuuscheds (F) 
maxuuxgts ................4. maxuuxats (F) 
MBN 34h bdenn Seeds oe eeu mblen (S) 
mbstoOwcs ......... 0.000 c cece eee mblen (S) 
MDlOWE 642454 ese aetawiiewhediass mblen (S) 
MCOBK 0s 6 ose wak Go eabas eee machid (C) 
MCar 2 chee Gat eae wales es mcart (C) 
MCCONAG it aah tii ae wes mceconfig (F) 
mcdaemon................505. mceconfig (F) 
NGS tides last wen esaedsiaahs mcs (CP) 
Mmdevice.......... 00. cece ee eee mdevice (F) 
MOM cn Moyes poets steetdet teers mem (FP) 
MEMCODY 26) neescncnnee cass memory (S) 
WiCMCHT 4006 bso oo eee ees memory (S) 
MEMCMP iii ches Heat ie Peewee es memory (S) 
MEMCPY &4 66 Lessee tes ieee ss memory (S) 
mempet:cc2isceaii epacesaentes memeget (K) 
memmove..............2+05: memmove (S) 
MEMOFY <22+ 635608 soaksrteeda’ memory (S) 
MEMNSEE 05505. Ceca eontas So aK ex memory (S) 
Mmemsize ...............05- memsize (ADM) 
MON eocrse tics vans sc euene eds menu (S) 
MONG 346.0 ses ae eee ee ae tam (S) 
menu_add.............. undocumented (M) 
menu_back ..............02 eee eee menu (S) 
menu_del .............. undocumented (M) 
menu_driver...............00e eee menu (S) 
MENU OTE eo ire eee ee Rede ee menu (S) 
menu_format ................006: menu (S) 
MENU BlCy 6 cik oes esses etasadas menu (S) 
MGNUCINIG 665402 Gesiires sweets menu (S) 
menu_items ................00005 menu (S) 
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menu_mark...................... menu (S) 
menumerge ............. menumerge (ADM) 
MCNULOpPIS. «4.6065 J 66 Awa whee es menu (S) 
menu_opts_off ................... menu (S) 
menu_opts_on ..................0. menu (S) 
menu_pad ..................0000. menu (S) 
menu_pattern ..................... menu (S) 
MENU CSUD 6656 ions eee eeioe ts menu (S) 
memu_term .........0c ccc cece nee menu (S) 
menu_userptr..................., menu (S) 
MENU_WIN ......... 0.0.02 ce eee menu (S) 
MOSS asi uissaoiege tae Seas eves rean mesg (C) 
MESSAGE biG Go ie eee eae, eee we tam (S) 
message ................ undocumented (M) 
MESSABES 869 siseee tea enn es ke messages (M) 
MEStD sete eran tee eee: mestbl (M) 
MCA. o oe rs serene ee Reins curses (S) 
Meta oy sic Air eeas a tawatars terminfo (S) 
MISYS: 62.3 hitus eote et teeens mfsys (FP) 
MINGE vee is haw elanee snes eas major (K) 
MKGEV ie eee eee hates mkdev (ADM) 
MK irs ane ee tne eawe eyed as mkdir (C) 
WMG 555 A ere ah eae a Os mkdir (S) 
MANO) isch 2453s x 4G ee ede et mkfifo (C) 
MMO icky bee het kes eerae mkfifo (S) 
MKS cote osetia ew eieess mkfs (ADM) 
MKNOG «oho eae fhe eeee ee ees mknod (C) 
MNO is Wa hake vate sei dewerds mknod (S) 
MKSHID 2 4c ees ere tan Z4 mkshlib (CP) 
MSG siscs sa ewSace dee eae mkstr (CP) 
MkteMp...... cc cece cece neces mktemp (S) 
MING of daha oadee woes mktime (S) 
ME TAGE esa tein eee aioe ete ml_send (S) 
WAP sind tanto ta eens ml_send (S) 
ML ACH. oe Sh eo kes ml_send (S) 
WCC sok Sota nh en ae atone te eee ml_send (S) 
WN ONE: so 555-Fc Fees eens 3 ml_send (S) 
WAG 8d oc Sao oa eas ml_send (S) 
WUSINIE cee hee cee ees ml_send (S) 
WWIGE 53 4G nach wereeees undocumented (M) 
Wil SONG: 0. eo cateede tees horns ml_send (S) 
ml -tinit.ss cox oirckewn vee neieees ml_send (S) 
TAO Gadi tetee desc erie ete ml_send (S) 
PE ee igs a mil_send (S) 
MIME 65.55 Ses. os oleae eee ee mmdf (ADM) 
WINE a6 bd hae Peased ere aess mmdf (S) 
mmdfalias .............-. mmdfalias (ADM) 
mmdftailor .............-.-- mm<dftailor (F) 
mm_end ......... 0 cece eee eee mm<dt (S) 
MM_imit. 00... 0. ee eee mmdf (S) 
mm_pkend .........--.0::+ eee: mmdf (S) 
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mm_pkinit ........55-.- se eee ees mmdf (S) 
WM KAGE osgh ence v ern cos tec 655 mmdf (S) 
MN. TINIE 5 5036-8 e 6 ate Ress mmdf (S) 
MM TTOC eevee bee SSS 4s Re es mmdf (S) 
mm_rrply ....... 0.6 e eee eee ee ees mmdf (S) 
MIM TSH 66k dle see oan seeas mmdf (S) 
MM AXE ee ee este eee ees mmdf (S) 
mm_sbend ............--2ee eee mmdf (S) 
MM SDINIt osc cece se cee e ewes mmdf (S) 
MiMNAWAL 620 fae woc ae a oes mmdf (S) 
mm_waend.............00e ee eeee mmdf (S) 
MM WINE «cee ee eee eee ee es mmdf (S) 
MM WIC 6 ier ee eek a thees es mmdf (S) 
MM WEDLY sed oe Stas aS aeaca ane’ mmdf (S) 
FRM WSUS 65 hs Habe ee eee ee mmdf (S) 
mm_wtend ..........05seecceees mmdf (S) 
MM WIXO so bho ee Resa eew Ses mmdf (S) 
MMLISEs 42 o et ied an ete sacees munilist (ADM) 
MING oon ee ee sein teehee es mnt (C) 
Mintta 46s Swi awe ew ee esee beeen mnittab (F) 
MOGI nk prose Sa eess sien kee: frexp (S) 
MONACCE «456 bewis ow betes oes acctsh (ADM) 
MORTON. i bannuh eat eweee ide gend monitor (S) 
MOND. 6.05: ee akevads seueeNcceex montbl (M) 
MOG sv esese feiastine vas he aes more (C) 
MOURNE Wi.oo i ioe es th Rees oe mount (ADM) 
MOURNE baie oho eae Seve eye mount (S) 
mountall.................. mountall (ADM) 
MOUSC ic c4a505 52 Sha Aiea mouse (HW) 
MOV C526 on ests eee ao os curses (S) 
MOVG iss ccnaen tease tenes’ libwindows (S) 
MOVE cst dg ican Wa se Wh aes octane plot (S) 
MOVE ieee ia iec ieee eee bh eeu ee tam (S) 
MOVO ities hinnds tear nouawees terminfo (S) 
move_field............ 0.0.0 cc ee ees field (S) 
move_panel...................... panel (S) 
MPANGSS: of 5 Ke ee dea ee rawa es drand48 (S) 
MSCFECN ....... 0. c cee eee mscreen (M) 
MSCS s.5 ctor resis mae eine oe mscsi (F) 
NSS as aceiekk oa rete eres aes msg (FP) 
MSCs. dct te tease eels msgctl (S) 
MSSASIZE sé cise Siew shes oul msgdsize (K) 
MSPSCUs circ cesta we oehan msgget (S) 
INSSOP eit tami iege bee teeaet sa msgop (S) 
INSRICV cee cictus ater cei wiawes msgop (S) 
MS ESN ies fib Saes ooh dalennate msgop (S) 
Tt tea in bce Ka ed Since: undocumented (M) 
MUNG ct ic wd eatainedts. ceakuaeths mtune (F) 
multiscreen ................ multiscreen (M) 
11 | ee EN oe oe Oe a ee mv (C) 
MVaddch sins ene scbs sows ad eas curses (S) 


MVAGAICH 8635.6 ihe b oes oe ho we tam (S) 


mvaddch...............0000 eee terminfo (S) 
mvaddstr..................00 eee curses (S) 
MVAAGSUR. oso eee ee eee eens tam (S) 
mvaddstr ...............00005. terminfo (S) 
WIVCOD ososin so ee OE Eh noes curses (S) 
MVCUR 57 34ox hae ee ish ee terminfo (S) 
Mvdeleh: < s.2.e4400usses wees curses (S) 
mvdelch ..............00 eee aee terminfo (S) 
mvdevice ...........00eeeeuee mvdevice (F) 
MVGIE: oe tt ss hee sw laeeaee ess mvdir (ADM) 
MVPCICN sec cetcs pyar eadess curses (S) 
mvpeteh sis cca yess sank sors terminfo (S) 
MVBCSE 3. gos es eeee ee stew te curses (S) 
MV petit ie sen es ee sseehs terminfo (S) 
WAVINCHY. occa ves Bb Sosa esx curses (S) 
PAVING? jess 25 his a0 0 we ace sees Se Ra tam (S) 
MVINGC: 5.4604 ase ee Eee eaes terminfo (S) 
MIVINSCH. 4% 66640566856 5 S544 Ess curses (S) 
MVINSCN: 04.6400 4406064 R ess terminfo (S) 
MW PIINIW shoo nt cee ee eee hak curses (S) 
MVPTINtW i seve ew asa be terminfo (S) 
TNVSCAINW 5 assets to. 2 eh curses (S) 
MVSCANW: 83.555 od eee eve xs terminfo (S) 
mMvVwaddelt és oi0k tee en ws wise o5648 curses (S) 
mvwaddch ..............000055 terminfo (S) 
mvwaddstr ...............0000 eee curses (S) 
mvwaddstr.................05: terminfo (S) 
mvwdel hi osc 60 ccc ere das ccedcees curses (S) 
mvwdelch ................0085 terminfo (S) 
mvwgetch ..............4.. Meares curses (S) 
MV WRECK siete sobs ee Ree ees terminfo (S) 
MVW Sets iis peice tis See eas curses (S) 
MVWRCISEE ili hd vate wiweny Ssis terminfo (S) 
WIV WI 65h ios eek ORS RRA curses (S) 
MVWIN oo haeich wai eee eekaaans terminfo (S) 
MV WINCH 5556s we Eee ee Heke: curses (S) 
mvwinch ..............000 eee terminfo (S) 
mvwinsch ..............00 eens curses (S) 
mvwinsch..............00e eee terminfo (S) 
MVWPMNtW 22265 sade ek Kote curses (S) 
MVWwprintW .........0 0. eee eee terminfo (S) 
MVWSCANW ... 2. es curses (S) 
MVWSCANW ... 6. eee terminfo (S) 
NAD oe vices Gag sa eet dace a oer aes nap (S) 
NADIMS 343ss:ee ses aod ewe wees curses (S) 
NAPS os oa eek ods VAS eee aes terminfo (S) 
NAW 5 hci bh Susans eas bee tee ak awk (C) 
NDIA eri Gate een ee eee wes ees regexp (S) 
nbwaitsem .................6-- waitsem (S) 
NCHOCK ss sha hss ese Fe deeeass ncheck (ADM) 
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NetDuUl 05254 ck w'os be eek ware ae netbuf (FP) 


netconfig.................. netcon fig (ADM) 
Hetdtel! 6464S oe eee ies netutil (ADM) 
NOW eur he saee suerte tse libwindows (S) 
NEW MEO soho kee eee Bee field (S) 
new_fieldtype................. fieldtype (S) 
new_form ..................0-000% form (S) 
newform ...............0.000: newform (C) 
NOWSIPsiss C5925 bees os thee es newgrp (C) 
mew_item............ 0.0.2.0: eee ee item (S) 
Newlayer .................. libwindows (S) 
newmail ............... undocumented (M) 
mew_Menu...............00 00 eee menu (S) 
NEW Pad s:2ch ses awsweaseo iene dens curses (S) 
NEWPad 6265342 heehee tees terminfo (S) 
new_page ................ se eee form (S) 
NOW pale leisc estou season us 255 panel (S) 
NOWS 6s heehee SSS Oa eR SESS news (C) 
newterm ............. 0.000 e eee curses (S) 
newterm ...............000 000 terminfo (S) 
NOW WIR soi oiieek Ste eh ee Shoes curses (S) 
NEWWIN. . 0.0... ee terminfo (S) 
CMextchoices, soos awa ia es fieldtype (S) 
Wextkey ac2ndadecssticiches nears dbm (S) 
NICE cae h ot oc bas bk wate eee Se RE nice (C) 
NICO 445 tants otae oh awe eee es nice (S) 
nictable 2554.6. 4sieissan ee eyes nictable (ADM) 
1 | RP eee ea ea ae ces eres ne ee? curses (S) 
Oo ose sseearin eka eee ue eae seo nl(C) 
Nia dona on eet ok ee a ae waa tam (S) 
NS eke ce is heehee hee nak terminfo (S) 
nl_ascxtime .................. nl_cxtime (S) 
nl_cxtime ................2006. nl_cxtime (S) 
NL Tprintls coin 53S hocks eeees nl_printf (S) 
ML ASCANE | ig Sed vars beret veo nl_scanf (S) 
NIN ee het ome te wiaon Soaks nl_init (S) 
WS oes aya e leak oes nlist (S) 
nl_langinfo ................. nl_langinfo (S) 
ML PHN es sanity wary ohn ke Sh eS nl_printf (S) 
nisadmin ................. nlsadmin (ADM) 
NSCANE 050 oo ocak tee ee nl_scanf (S) 
AMISPTINel wi ieesies eee we ee atte nl_printf (S) 
nl_sscanf...... 0.0... ccc ee eee nl_scanf (S) 
AISHCMP ss heh k os unse ese te nl_stremp (S) 
NILSENCMP «6:5 spe ewes ca Ses nl_strcmp (S) 
nl_types ................0008. nl_types (FP) 
PN os he el ea he, be eae ne Saree? nm (CP) 
RIN 6 62ers ta eee eee eens aes nm (XNX) 
NOCDICAK 3 os sawice wkcxia hewn dees curses (S) 
NOcHreaK e554 eyes Sea eee tam (S) 
nocbreak..................005. terminfo (S) 
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mocrmode ....................... curses (S) 
nocrmode ....................0000. tam (S) 
nocrmode ..................... terminfo (S) 
NOGCAY 5 oss twi te Heed tas curses (S) 
NODE AY: iacayrniviiarngdse base neas tam (S) 
NOGA 6 65 caw Kote eeesehs terminfo (S) 
noecho................ 0c cee ace curses (S) 
FOCCHO & a5 asi cha Raa sey She eae tam (S) 
NOCCHO. 5 5G eek Mawoekens bs terminfo (S) 
noenable..................... noenable (K) 
NONUP sc 2.20456oubasn foaneees ies nohup (C) 
NON 534 seen ese eis os is curses (S) 
MOM oc. .ay rs eile ei eek. eee eulakoe tam (S) 
NON eat st nee keds ayia terminfo (S) 
ROCAW © isa enne devas ies Gaheeas curses (S) 
NGGAW. 53s eae es eh be ane terminfo (S) 
notimeout...................008. curses (S) 
notimeout....................0. terminfo (S) 
NPANGIAS >; soe as kha ea wea ER drand48 (S) 
nssend ............ 0.00 cee eee nssend (FP) 
ons coed ge ets od esate null (F) 
WU 5 os sera etc be nhag Re a, oes null (FP) 
nulladm .................0005 acctsh (ADM) 
NUMIDE 650k 4654 oss ae os oak numtbl (M) 
OAWK (oon cus ee es co oe ooo Caen awk (C) 
OG ee es ets Medias Sate od (C) 
OP@Ns aah Fa Saale Rhee ow Seas open (S) 
openagent.................. libwindows (S) 
openchan 22. ces8 es ce even libwindows (S) 
OPONGib: .h52305 aay eae ee directory (S) 
OPeNpl foes neu edaw sated eeseu te plot (S) 
OPeNSeMN 4455 nbn ahs See WR opensem (S) 
Oplalpe > besa hehe ee ews: getopt (S) 
ODtGER 25456 sie a ah Pelee BS getopt (S) 
Optind f0055i othuinee aww ete sss getopt (S) 
OS 21 os els ee ie ead oes os2ld (CP) 
OSPCCE 5 cies eke sion a meds termcap (S) 
OTHERO 6.0 ceirerdoadsh id sean OTHERQ (Kk) 
OUED sas sAsted th tase oe cue tian BR inb (K) 
OUl: 24 ceca ened keut suas sees aes ind (K) 
OUIW aca fetid oobi thee ebay inw (K) 
OVET AY: sss eer hs be ees Hey aes curses (S) 
OVER AY a niieac az ox nee ag yoeeiess terminfo (S) 
overwrite ........... 0c ce eee ee eee curses (S) 
overwrite ........... 00. eee eee terminfo (S) 
PACCeSS 6 ee Ged Nesas oe dsaees paccess (S) 
PACK hi eh snc tetnteeors sagt pack (C) 
PaBe onic tacseu eeaeb vedas swosew es more (C) 
pair_content...............---05: curses (S) 
pair_content...............556 terminfo (S) 
Panel cis Finscehidwaseasonre ess panel (S) 
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panel_above .............-.-+55. panel (S) 
panel_below ..............+.+055. panel (S) 
panel_hidden ................-55. panel (S) 
panel_userptr .........-.....-005 panel (S) 
panel_window ..............-+--- panel (S) 
PANIC ads heres eee ews panic (K) 
parallel ..............00seeeee parallel (HW) 
PASSO si tckuee nee g dee reetioge os cpass (K) 
PASSION wa satiseetod tetas ce eee passlen (S) 
PaSSWO oo. sks chase Rd eee eeeaes passwd (C) 
PASSWO cece rca we sadae eke was passwd (F) 
PassWOws fasts se oun tena tews passwd (FP) 
PASC shou Sis ecee pater enaeeetere paste (C) 
Pathenk i .6 plas iw es we ¥ie pathchk (C) 
PAtNCON fad osc coeeaaueska wene ss pathcont (S) 
PAUSE «occ teres eee wed ithe suisats pause (S) 
DAN seks cule en ine are ee eee wha pax (C) 
POKCHECK  corseccirosnsowieurneeaes tam (S) 
pb empty <hide etwas aoe das tam (S) 
DD BDUE cig oo riwesd awake eee wanes tam (S) 
PD SCS cove has esta awdwes ee ewrd tam (S) 
PDLNAMC Wiceee Vin goede eteswn esas tam (S) 
PD ODEN: S55 5c5 ve Veks seed Ree he ees tam (S) 
Poo pulse nevendidease nice waeew atic tam (S) 
POLSCC Kites pete Maeede ss tam (S) 
PD. WOE clk ie ter essen seesewers tam (S) 
PC. Gere iat asain ae eek termcap (S) 
PCal saccee eters seeded Semen gers pack (C) 
PClOSE io ueiw des eats hse eewes popen (S) 
PCDIO’ 6c otaieediae ll aadeaset eet pcpio (C) 
PODLD cso kad teas yucdie Seve cies machid (C) 
pechochar...................005. curses (S) 
pechochar «00.0% sec iaencands terminfo (S) 
PEERG oo) 24950 exh Ss ataw an regexp (S) 
permissions ................ permissions (F) 
POMINS atc Hees ihtoee beeen perms (F) 
POOR iin m inn aati ceS owes perror (S) 
PE ccleaner ete: Peertard ie pun edeae pg (C) 
DIG isin Stenis youths on ena suniaue Meee: phs (S) 
a SECU Mecca ets eee a tet eases Ee S 
PUS MSE ifae slaw es ude ea ue gow eases phs (S 

PNG NOEs hs okacr ite yoe nw each etendees phs (S) 
ee ieee ara Gg Rieck a athoh gn Pine dane o 
PRYS1O 4 osc ek eee de eee eee toe ee physio (K 

pio_breakup............... pio_breakup (K) 
pipe ae re oe ee eee ee pipe (ADM) 
Pipe ere ois h geek bg bee ee aR ees pipe (S) 
pkeada  cyiiigea. ae peewesan cs pkgadd (ADM) 
pkeask i cicts oie umianiees pkgask (ADM) 
pkgchk..................... pkgchk (ADM) 
PREINGG oon See caine ade tees pkginfo (ADM) 


PREINIOs G03 3 erase bcos ous s pkginfo (F) 


PROMAD 2 ono cose Cea weh eda hs os pkgmap (F) 
PREM oo 5 heel whee decane pkgmk (ADM) 
pkgparam................ pkgparam (ADM) 
PKSPIOl0 seek ike eee pkgproto (ADM) 
PKGIM, 33 6a tesa ratokinwey es pkgrm (ADM) 
pketrans 2.6.6. ee sae ees pkgtrans (ADM) 
plock......... Piece te tus eer tetas plock (S) 
PIO os ess Viet fants eae ven: plot (FP) 
DIO sis tts ca histor heeventeoeuess plot (S) 
PHC ios hice bGanGe eae eewmise sents pnch (FP) 
pnoutrefresh .................... curses (S) 
pnoutrefresh .................. terminfo (S) 
POM och oO wiedseeeeaaadwe es hens plot (S) 
BOIL: pcos onus taeeee ees eas poll (F) 
DOL. Causa ees Soe ase ee. poll (S) 
POM Gay es owisishen Ge eateee se esves poll (F) 
POUOUE 65 2c eek ess toe ged tot poll (F) 
POPEN Saverio eens sw eee popen (S) 
pos_form_cursor .................. form (S) 
pos_menu_cursor........ Rina uate menu (S) 
POSt fOr 0625 cat ceen ci Rewer sees . form (S) 
POSE [MENU 22 5.4.. 24 sees tise ees menu (S) 
DOW, 422 Scene teehee ntadewe eee suc exp (S) 
2) ee ee re ee re Ce ee pr(C) 
PICUMDP  ¢005 ewan viewers Sais acctsh (ADM) 
PIGaUly 5c ean sa see ees acctsh (ADM) 
prefreshiscicsccciess ge cheot ees tan curses (S) 
pretresli; .caetveceeasyesewedan terminfo (S) 
_prevchoice .............0.0005 fieldtype (S) 
Pils esis eee ees eoes ie emeeae prf (HW) 
PICs cee sie tie tid eae aes profiler (ADM) 
PIO (3s ss code itebiossvegars profiler (ADM) 
DUIDE 26 seitehs eaten eae profiler (ADM) 
prisnap 45.24.25 sssutegiantquss profiler (ADM) 
Pristatincaneed sect epee ss profiler (ADM) 
primary_auth ............... subsystems (S) 
primary_of_secondary_auth 

Ce ee eee ee subsystems (S) 
printcls os ededescls weet yagi es printcfg (K) 
PUINIGNV wit overseers ens see Se env (C) 
PURE vscacrisascaupeaiessee sass printf (K) 
Print? ccc eaireeatea stad eess printf (S) 
pr_intr_adderr........... pr_intr_adderr (K) 
pr_intr_rmerr............. pr_intr_rmerr (K) 
PNW icici seer curses (S) 
DINIW 23 5 bisa Ve ed eae iis tam (S) 
PONtWisi5 26 cede seas ote adeadt terminfo (S) 
PIOC ir 55S 1 oe ee Ce eee ee eee eS proc (FP) 
POC 6 5.65 facie eee sow thes proctl (S) 
DIOls oo eons du cee uence prof (CP) 
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DIOL gccnewes ots uiesse tuwesd bao prof (M) 


PIOl Dons eeeowasei se eaeeteakes prof (XNX) 
PION onsen eres eee eee profil (S) 
PLOle ssn ee whe ons ee Reese profile (M) 
profiler ..s. 42% isasechansan profiler (ADM) 
PICO Sic ati coaseiawecses eevee es proto (F) 
prototype isa iene rs prototype (F) 
PIDW  <cck eee ae ws eho prpw (F) 
Pisces uae esa e esa es prs (CP) 
PHACCE cent sic eee agate a eties acctsh (ADM) 
PIWAR 6 os leis os Cow hviash eae prwarn (C) 
PS -8 jaded Cokes pueawtad eeu: ps (C) 
PSIBNA) 635. riese este esse psignal (kK) 
PStaly seca vs sania seat aanvexacesce pstat (C) 
Plat areidiche nest ehent ease pes ptar (C) 
DUNK osc4 nei eaenet eres es enters ptmx (M) 
PIOK seb eee hort ton ewes ptok (kK) 
peace ee eee Gea aattaie Sen ptrace _ 
DESC oath Pap steer ee viens SateNG ptmx (M 
pullupmsg.................. pullupmsg (K) 
PUIPE seo i5aye VA ov ee we eerste han purge (C) 
DUPRE tics cad i hawt eure ta ees bs purge (F) 
PUIDC esc caweleenttienetete oe putc (kK) 
DULDG oii sou te ace achat putbq (K) 
PUG sopoe iat aha pi Seek Peas eke ae putc (K) 
PUL ccaviwusiawsn eneis sem eeeemes putc (S) 
DULCD coup cane netturpe doin wie taat's putc (K) 
PULCD Dwi see ie iene tee nee 8% putc (K) 
PIECE eco sewed bie tsa ww eee ey us putc (K) 
PUlchaknii4's os ease tS ils Ses eanselew putc (S) 
Putchal Bich sd eVntetertasheks putchar (Kk) 
PHUCEH euguec cis eraeeccusheteiaus putctl (K) 
PULCHLL oi kore inher eee ats putctll (K) 
putdvagnam ................ getdvagent (S) 
PULONV Sie Sue ye herein eels putenv (S) 
PUUNSS: 5 ccells eles coi eds putmsg (S) 
PUMEXE 4 ewe ewe teres ues putnext (K) 
POUR oi ogs ts that eins curses (S) 
PULD sol hae S Suen ea yews terminfo (S) 
putprdfnam ................. getprdfent (S) 
putprfinam................... getprfient (S) 
putprpwnam ............... getprpwent (S) 
putprtcnam .................. getprtcent (S) 
PUIPWENE gine eeiin Ge eens putpwent (S) 
ae pedis 4 eee Os wks oR SES putq S 
PUISs cies w lias s saecheeees nes puts (S 
Pulspent .....0.iacc tise eee putspent (S) 
PULUELING 2445 3:c52'5 oes Cea eee ce getut (S) 
DUCWii ities toes tancue on ieee ieee pute (S) 
PWC iis waar ces ee enwaeit pwck (ADM) 
PWCORY oo 2a iceman ewes pwconv (ADM) 
XXX 


PWG ic ier ree te th coated pwd (C) 
pwdmenu .............. undocumented (M) 
pw_idtoname............. pw_nametoid (S) 
pw_nametoid............. pw_nametoid (S) 
pwuncony ................. pwconv (ADM) 
QENADIC susie ehh i5596.eR4 qenable (kK) 
QIeply <5 3 atas4 ae aie es qreply (K) 
OSIZO: ela ieee ee ona aes aoe qsize (K) 
GSO orc al oe ae aera cahe as qsort (S) 
QUCUC? heehee Ovakwrcepiee er ese es queue (F) 
queuedefs ................... queuedefs (F) 
QUOU es A ains ety eet ba eae quot (C) 
FAISO 262i oe keane aedaee denial Oe raise (S) 
FAMGISK ica tei ek oe Ries Se ramdisk (HW) 
FANG onsen eat nap aot eon wae ett ee rand (S) 
TANGOMY seeds Aah iwakeekck random (C) 
randomword .............. randomword (S) 
FANN 3055 sa dunce otakwiten wees ranlib (XNX) 
PAW sl Sea hocsy neato cea curses (S) 
PAW hanes orotate Sue e eA terminfo (S) 
BOOS 5 eG ies eet ae ene ew een G rc0 (ADM) 
TC? ox seks Sut eu atau heraw ane ete rc2 (ADM) 
ICO’ 24.0 ou Sn ew ees eet eee rcc (CP) 
TCHOW: sid 8-9 pk eh Pa eh rcflow (CP) 
PCD i 4c ui erect er eeeeue ees rcp (C) 
PCV ALON firskowalsd hake dessa as rcvalert (C) 
PCVING 3 iy ow iawn ae bananas rcvfile (C) 
FCVPRNE 5 Once yes tine enaee aad bes rcvprint (C) 
POVUNID: cise aeons Naty Sooe eas rcevtrip (C) 
POXTOL 2s wend taiadeas- eae rexref (CP) 
RD acid seat sn toned area meee RD (K) 
TOCHIC ..sf 8 baad Sere eae wneaea rdchk (S) 
POAC iat 2 sh Posed ae sie seas read (S) 
FOADGIE i565 G:cant hoses ease ts directory (S) 
POAMAK 636 os ide dew KaKs readlink (S) 
read_pw_fields ................45. fields (S) 
read_tc_fields ................005- fields (S) 
VOALIOE § foie eae vee ee aaa malloc (S) 
FEDOOL \isph. 85-505. 93 iw gah haltsys (ADM) 
POO sc bos ie ee ee a es ed (C) 
POAUCE suo ieee tees es reduce (ADM) 
FOLreSH 63 sai Vohdh Hose ewe ees curses (S) 
TOLTESN ose o hts es ke awe eae eee tam (S) 
FOLESN soo oak Ci eae weeds hdie ts terminfo (S) 
FEQCMP .. 1... cece eee eee eens regcmp (CP) 
TEBCMP 1.0... cee eee eee eee regcmp (S) 
ee regcmp (S) 
FOQEXP. eee eee eee eens regexp (S) 
POJECE ci eee eens accept (ADM) 
TelaX estar ce are deidaee ees relax (ADM) 
FOLGE sce So ek he Os ss reloc (FP) 
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relogin .......:0cc cere ce eeee relogin (ADM) 
TEMOlE secs ob eae hG Ve es remote (C) 
PFOMOVE: ce ob 5 Fee EE we he remove (S) 
removef ..........0.0 ee euee removef (ADM) 
remove_intr_handler 

ee ee er eee remove_intr_handler (K) 
removepkg.............- removepkg (ADM) 
PONAME «6 a4 6 cco Gee Pasko eevee rename (S) 
repackman .............. repackman (ADM) 
TEDING 66 chs sae ees hase sane eg bans repins (K) 
FEDINGD 55015) sole swaewed one ereeeee repins (K) 
PEPINSE: 2 socio ets e de ede sees eee repins (K) 
FOPINSW okies es canes ew keane ee repins (K) 
replace: file -.c.sicsasannas eee ox dblock (S) 
replacepariel) i463 ossccnete gees ows panel (S) 
TEDOUS cosa eee wenawaawwied repins (K) 
FepoutsDeii ise ask eases ck See repins (K) 
FOPOUtS ose See ieee eet eF se repins (K) 
FEPOUSW vo scidiavce tend aoiviees repins (K) 
TOGSONG 26.55 Seanad Mae seal ares resend (C) 
reset_prog_mode................. curses (S) 
reset_prog mode .............. terminfo (S) 
reset_shell_ mode ................ curses (S) 
reset_shell_mode .............. terminfo (S) 
resetterm......... 0... ccc eee eens curses (S) 
FESO aiinetiaeadlesendeae Bikes curses (S) 
POSQUUY: eadctuntutwn sch ur ene sees x tam (S) 
FOSCl HY sien Mise edna ees terminfo (S) 
POSCUY 54.45 he eran eee deeds curses (S) 
TOSQUY. 3558 hs 5 eae ths Beate dle sane age tam (S) 
TOSCUY 3 soceke cio unuss wetter terminfo (S) 
Reshape ...............005. libwindows (S) 
restartterm ..............00cceeee curses (S) 
restartterm .................05. terminfo (S) 
restore .............0.ceeeeee restore (ADM) 
RETURN sci 4e-die adiwe's te whet regexp (S) 
TOWING 6661 aoe am aakeewedd fseek (S) 
rewinddir ..................0. directory (S) 
ripoffline............. 0... ccc eee curses (S) 
ripoffline .................000: terminfo (S) 
TKS 5 heat erp Sekee ica eau ksh (C) 
PNG id. fee hss chew outset rlint (CP) 
TIDOMG | pec eiiscue para e Vegas rlpemd (C) 
SIPStal ss. Mince eos d Sou Ga ad valea Ipstat (C) 
PM: eta ee hay haw eee tak ve Ree ek es rm (C) 
WMA einer etd moet: ded ts rmail (ADM) 
FIND ig hd Se OGG ee Aetuhwd Saha rmb (M) 
PINGE) isis hea oes eaow eee: rmdel (CP) 
WINGER oo 355 hes ne ee eGR hes rmdir (C) 
TING ici a.e tos bce Nee eee rmdir (S) 
rmgroup ...............2008. rmuser (ADM) 


rmpasswd.................4. rmuser (ADM) 


IMUSEF. 0... ee rmuser (ADM) 
TMV 66565 eke ends beeen eet rmvb (K) 
PINVG Sod cee es ee et eg ates rmvgq (Kk) 
Routines ................... Routines (DOS) 
Routines................. 0008. Routines (S) 
PSN casei sd te hee awe ee ewe wo aes rsh (C) 
1a oss5 caves tee oleae undocumented (M) 
Tl Skt ih ob tk ee hoe Sweetest rtc (HW) 
PUNACCE se 2 sites acctsh (ADM) 
FUNACCE ovis cae ase eee eee runacct (ADM) 
FUNC CRY Dt e656 ceed. eo teeecow Boeeisaes crypt (S) 
Runiayer................... libwindows (S) 
PUN: SOTKCY ii silo 0 5 5 than what ete8 crypt (S) 
Sal bese es Gok Guid pa ea eels wer eaodes sar (ADM) 
SA) Ke RG wel oe OR a ew ee Re REED sar (ADM) 
Sal ao 4 iSite See eee sact (CP) 
BAOC fee hwnd Va eae sar (ADM) 
SAP ect ae teasers Meee ee ws sag (ADM) 
SAR 4 he. Gates Or eae eas sar (ADM) 
SAVCLOTIN ooisieone ab te cae ehh curses (S) 
SAVEUY 2 sho yah eo tGemedainehek. -curses (S) 
BAVOUY ities No Lwtea di eenseea cuss tam (S) 
SAVEUY ..2 cee ao heeeey cased terminfo (S) 
SDE asain canoes teased os ees eee: brk (S) 
SCALC FOTN iccer bg ode theca n sn form (S) 
scale_menu ............0 0c ee eeees menu (S) 
SCANCODE: 6 aiiesas se swoon acanes scancode (HW) 
SCAINE 32s Seek Ghd ee eee ees scanf (S) 
SCaNnOll. 3.3 suchas gestae des oes scanon (M) 
SCANON: 6. soe eee tues depletes scanon (M) 
SCANW oils We paekbuce neue Lee ee curses (S) 
SCANW: 6.005.255 045 caw taredesaen terminfo (S) 
sc_copyscstate ..............005: sc_raw (S) 
SCOSGIUE ie five ita hides sccsdiff (CP) 
SCOSMIE ice cera etek wa tewaks sccsfile (FP) 
SCHOM eS ta eee teen eae sc_init (S) 
sc_getfkeystr .................06. sc_init (S) 
SC-BOtINGG sci asics See ees sc_raw (S) 
sc_getkbmap ................005. sc_init (S) 
sc_getkeymap ................... sc_init (S) 
SC_ Pete? iis sew ine tesa sew ens sc_init (S) 
sc_getscreenswitch .............. sc_raw (S) 
schedule .................. schedule (ADM) 
SONI SSS ia ee ese ewes sc_init (S) 
sc_kb2mapcode .............. sc_readkb (S) 
sc_mapcode2kb .............. sc_readkb (S) 
sc_mapcode2str............... sc_readkb (S) 
SC MAPING cs hank he Sedtee ages sc_readkb (S) 
SCLMADINIE 9 oc de pete dis tee cen Se sc_init (S) 
sc_mapout ................... sc_readkb (S) 


XXX1 


SCHNGL 45. £60 otc Be cae te ees scnhdr (FP) 


SS COMI Oss icine? eee eae BES __scoinfo (S) 
SCOSN. S55. son5. 856 F baa eave ser es scosh (C) 
SCAAW once Dawe ether ees are da sc_raw (S) 
SCEZGUMD: ...c0r iene eidshaeoteee: curses (S) 
SCr_GUMP 640 e Gace ie ddan scr_dump (FP) 
SCP GUMP i in) Geta eee terminfo (S) 
sc_readkb...................4. sc_readkb (S) 
sc_readmapcode.............. sc_readkb (S) 
sc_readstr................004. sc_readkb (S) 
sc_receive_kb ................... sc_init (S) 
SCFEEN Geet Secu ie aie eieuoen screen (HW) 
SCESINEG ace a ad Reena wae our ae curses (S) 
SCE-ANG ky Ses Pee FP WO A Ala ede terminfo (S) 
SCION Actita xn 8 anew eee eed on ie Baek curses (S) 
SCIOLl 6523545 e5Re5 OE SSE kens terminfo (S) 
SCEON OK 23.56.62 BONS KHER GUA AS curses (S) 
SCIONOK 2.055 2454 05-2565 55a Oe terminfo (S) 
Scr_restore ........... 0.000. eaee curses (S) 
SCh TOSLOTE i.o.4.5 oh b 6 dee 83 terminfo (S) 
sc_setfkeystr .................... sc_init (S) 
sc_SetinfO ............ 0.00 cceeee sc_raw (S) 
sc_setkeymap ................... sc_init (S) 
SC SOUOd i662) ee ake eae sc_init (S) 
sc_setscreenswitch .............. sc_raw (S) 
SCSI tia ee ee Aiea telat yeah eee scsi (HW) 
SCSI. Abi taig eats atate es ne eee eetes scsi (K) 
scsibadblk ............... scsibadblk (ADM) 
SCS GCVEEE 3.445 Sek Gi 8 a wees scsi (K) 
scsi_distributed ......... scsi_distributed (K) 
SSL BClAeV css esto ds Rae be9 wh hes scsi (K) 
scsi_get_gen_cmd.................. scsi (K) 
scsi_mkadr3 .......... 2... ccc eens scsi (K) 
SCSI“S2ZIOS ccdtowSewesine tetra wae ees scsi (K) 
SCSISStOL esc OES see ee aeas scsi (K) 
SCSI BOK hs wot scr eneiaeeae dary pele’ scsi (K) 
SCS) S10 Cees iari as ei he ey ee scsi (K) 
SCSI SWape io .Scieresaaae ee aesceeues scsi (K) 
SC SUZKB 32 vias teaiede se tee sc_readkb (S) 
SCSUNTAW vis i wnee oho oe eee sc_raw (S) 
10 Le tra enna er ee ere oe ee eee sd (ADM) 
BOD raresicey io bys bates SaaS Bieler ee ROE sdb (CP) 
SOG foie Sera tN elk wd eR Eee eRe sd (ADM) 
SOG SIE. ioc als ws fed Sets deed ohio sddate (C) 
SGenler nic. ete les id eackeees sdenter (S) 
SACVICE 4 ati Side. Ried ees sdevice (F) 
Sdevregister .................05. devreg (K) 
SOLO coin es te eka ees sdget (S) 
Sdget ot26s0cte re niu bse eedies see sdget (S) 
SORCW iis cneetdctes cehusannte ses sdgetv (S) 
SOV gots echo ia a & Ss ducehe bees sdiff(C) 
XXXII 


sdleave ................ 00. ec ee sdenter (S) 
sdwaitv ...................0000e sdgetv (S) 
secondary_auth ............. subsystems (S) 
CC: Se en eee Se ae ee eee regexp (S) 
SOG! fick ok Aptis. oe cee eee onarhe sed (C) 
SOCG iss hh a hae oe oa seed (S) 
seed48 ............ 0... cece eee drand48 (S) 
SOCK GUE opis hole Saracen eve directory (S) 
SOIC CE nasi 5 ay ounce rete a ak haan select (K) 
SClOCE cf 5 its pemoama seas meets . select (S) 
Selfalure i. sifscen bone een w a akon select (K) 
selsuccesS ..............0.00 cee uue select (K) 
selwakeup. ...........0. cece ecaes select (K) 
SOM 645 ce Ee See ae Eee ees sem (FP) 
SEMICE c 5.243 onto gae eset tas att semctl (S) 
SEMPCE iol s Kedac toes Kam ane semget (S) 
SOMODP 840 costs ead KOR RG eed semop (S) 
[3 9 | eae ee ee ae ee ee serial (HW) 
set_auth_parameters ............ identity (S) 
SOIDUE ost cede is Soha al ek Bae setbuf (S) 
SOtCIK 64 Seecsedekesaunwaad undocumented (M) 
SCUCIOCK 4. 64 64 os oie 4 Cakes setclock (ADM) 
SCICOION 556 sie ekta teu iases setcolor (C) 
SCICOLOUR ach sd Sues oo eens setcolor (C) 
set_current_field .................. form (S) 
set_current_item ................. menu (S) 
Set CUrteMM 3:5 056-o ene Sieh on euw's curses (S) 
set_curterm ................05. terminfo (S) 
setdvagent.................. getdvagent (S) 
SClOITOR 45658 Gees deb Rtaseness seterror (K) 
set_field_back..................0.- field (S) 
set_field_buffer.................... field (S) 
Set-feld fore i123 26 wa ewe wa sales. field (S) 
set_field_init ...............05008- form (S) 
set_field_just................0-0 0 field (S) 
set_field_opts ..............0--00e- field (S) 
set_field_pad.................-0-5- field (S) 
set_field_status...............-006: field (S) 
set_field_term.............-..0005+ form (S) 
set_field_type ............0.eeeueee field (S) 
set_fieldtype_arg .............. fieldtype (S) 
set_fieldtype_choice ........... fieldtype (S) 
set_field_userptr...........-..-0055 field (S) 
set_form_fields .................5- form (S) 
set_form_init ..............000e ee form (S) 
set_form_opts............----++05> form (S) 
set_form_page .........---.+s+-0e: form (S) 
set_form_sub ............-0-0e000: form (S) 
set_form_term ...........00000 005: form (S) 
set_form_userptr............---5:: form (S) 
set form_win ............000080 ee form (S) 
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setgid..... 6. cece ee eee eee eee setuid (S) 


setgrent ...... 6.6... eee ee ees getgrent (S) 
setgroupS .......... esse eeee setgroups (S) 
set_item_init.................005. menu (S) 
set_item_opts .............0- eee item (S) 
set_item_term...............00005 menu (S) 
set_item_userptr................00. item (S) 
set_item_value .................5.. item (S) 
setitimer...............200 008: getitimer (S) 
Co | | 5 ee ee oe setjmp (S) 
SEUKEY yiue waned oes Read anor tes crypt (S) 
SEtKEY civ 5 g0G ted aaangugise eames setkey (C) 
setlocale .......... 0.00 eee eee setlocale (S) 
SOL IG 5c 554k eee eee dane ee setluid (S) 
set_menu_back................... menu (S) 
set_menu_fore ................05- menu (S) 
set_menu_format................. menu (S) 
set_menu_grey .............0 ee eee menu (S) 
set_menu_init.................... menu (S) 
set_menu_items .................. menu (S) 
set_menu_mark .................. menu (S) 
set_menu_opts ................... menu (S) 
set_menu_pad ................... menu (S) 
set_menu_pattern ................ menu (S) 
set_menu_sub.................... menu (S) 
set_menu_term.................-. menu (S) 
set_menu_userptr ................ menu (S) 
set_menu_WiNn ..............00005 menu (S) 
SCUMING oe laa Olan cokes setmnt (ADM) 
set_new_page................0eees form (S) 
set_panel_userptr................. panel (S) 
1-4 49-4 (> eer ea ee setpgid (S) 
SCIPRID vas cnet Ras est Ae Yes setpegrp (S) 
SCtprarent Osc iGewendenees getprdfent (S) 
setprfient .................... getprfient (S) 
SEIDEL 5 geen Saha Hotaw as Se setpriv (S) 
setprpwent ................. getprpwent (S) 
Setprtcent «ica eee cian ves getprtcent (S) 
SCIDWENRE 5.6: ec ke ox eke be hs getpwent (S) 
BeUSCIres 64.0 5 Sb ee tote c eRe new eon curses (S) 
SCISCITOD obs etch dase ated terminfo (S) 
SCL SCC0 is corn we ieee Rd an seed (S) 
SCUS1G! ecg ie ai G usted AG eines a setsid (S) 
BEISDERE 25 gieccus Uy A ese ean getspent (S) 
SCISYX pis Aare Pune hate iene ce gme es curses (S) 
SOUS Y XS vs er as ek a chee Wee nak terminfo (S) 
SOMORY 5.152 bJ eit as eee aes antes curses (S) 
a Cl 1 | ak a en terminfo (S) 
SOUHIME® «foes eased ate earns settime (ADM) 
set_top_row ..................... menu (S) 
SOb Ys Goes Ser anniek oat oe curses (S) 


BOC a persateanyotoensawass terminfo (S) 
SQUUIG: 5 Sec ecs acces et eaee setuid (S) 
setupterm 23.2688 c65 shes ae eaa sees curses (S) 
SCtUPlER ce4 ssc aoe ores ssa as. terminfo (S) 
SQtUlONt ec at esa es ei wes getut (S) 
SCIVDUE 6 on. bhe tie oy SUG os Gee setbuf (S) 
SEMNE 5 gees Be ees os tee oe sfmt (ADM) 
SISYS 1.6035 aan deeconenes sfsys (FP) 
| eee ane ea ee eee eee eee sg (C) 
SRCU a e5s tay tak ignated sputl (S) 
| | ne eR ee eee sh (C) 
SHAGOW 60a ik eee beaks sy shadow (F) 
Sharegister .i:.04 6680s. eet ss devreg (K) 
SINE anes Gree By kaos 4G So eae BERR Seek one shl (C) 
SAMs kis esc s een soesaw hanes SEA es shm (FP) 
SHMAE os aaa wese aca ea wae shmop (S) 
SHINCUS 63-205 oye eee ee Awe eos shmctl (S) 
SHIN esis esis eters awe shmop (S) 
SHING CL: cc h Sod eusase Gs ese) shmeget (S) 
SHIMOP® Josh oid hates wend dened dd shmop (S) 
show_panel....................6. panel (S) 
Shutactt. 22 02ege vee Vou eans acctsh (ADM) 
SRUIGN shoe ieai oes Sh cece es shutdn (S) 
shutdown ................ shutdown (ADM) 
SigactiON: ....h6% 502d etasceen es sigaction (S) 
Sigaddset oes sscesieas wes es yey e: sigset (S) 
sigdelset, ibs. tesrsce steer deenes sigset (S) 
SIFEMPLYSEl si yena ss aiaweewss sigset (S) 
sip nllset. eacetes oe eesee eta sigset (S) 
SIGNOld ick ete hd eee ee wees sigsetv (S) 
Sigignore ............... Lee a ontees sigsetv (S) 
sigismember .................005- sigset (S) 
SISIONS| MP sacsiash es esa ec Gees sigsetymp (S) 
SIGNAL: fue Fea eines yarn ate signal (K) 
SIGNAL fis si 6 ce on i.ecd 2 avenpee aes signal (S) 
SIPNGAM: bc cxsies Mow ome es aha gamma (S) 
SIPPAUSE: 2 %es dase shues as neg ei4 sigsetv (S) 
sigpending ................. sigpending (S) 
sigprocmask ............... sigprocmask (S) 
Sigrelse: i vicina de aviedowss ee saw Ke sigsetv (S) 
SIBSOIN o.ches Soest he aea Mal o4 As sigsem (S) 
SISSCl cxntnveinanaeaneies tanec sigset (S) 
SIPSEL se 622e 5st ees dame eens sigsetv (S) 
SIZSEUMP hoa dt cones eee ga sigsetjmp (S) 
sigsuspend ................. sigsuspend (S) 
SM 5-8 ie te ees heen een ed ee trig (S) 
BIN. 5404s t ee ee enone sinh (S) 
S ISB: 2565535 Wi ooh ees stat (S) 
S ISCHR ot soasg. snc weweeon mae stat (S) 
SlISDIR os tvs eee Pierneeie a4 stat (S) 
SISFIRO 05 vss warea we utes ees wars stat (S) 
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SAISNAM ati nha eiocsien kaa stat (S) 


S-ISREG-¢ 4> 3. cus eee teat inGue ean stat (S) 
SIZE ub oacad burke a oe tees eke size (CP) 
SIZE gee is Shes oa ES ORE RS size (XNX) 
SICOD 4 nen set cad Nistawad nee eek oes sleep (C) 
BICC Ga tik eid otek Bene ees sleep (K) 
SIECD crise dna hota toes aeiaauss sleep (S) 
Sik (Cléaf 24056556 hae ohne es curses (S) 
SUKs ClO ar ic hates ene cite oe tou terminfo (S) 
SIRNA ahah An bo eee curses (S) 
SEK ANE cede ee eae ees terminfo (S) 
SIK ADC! 66 gio eS Meee curses (S) 
slk_label...................... terminfo (S) 
slk_noutrefresh .................. curses (S) 
slk_noutrefresh................ terminfo (S) 
SIk fefréSh .c5.cc405% ch454 6S ees curses (S) 
slk_refresh ...............00005 terminfo (S) 
slk_restore ..............0. cee eee curses (S) 
slk_restore ...............00055 terminfo (S) 
oY | SY | See ee curses (S) 
SIK.SEt ey och eer ew ees terminfo (S) 
SIK  HOUCH: o65 ids cn eae eek eee awe curses (S) 
CY | a (1) Col « terminfo (S) 
SOR esa eee es hae eS slot (C) 
SIMMCK nso oan cee hed Coed eae tcbck (ADM) 
SOR 428 ie ea weeek feats sort (C) 
SPAC@ iiece tienen sateen teaess plot (S) 
BD ACO’ erick Mae eee Ge Sas space (F) 
Spell <o5 aches bee ena a ss spell (C) 
SDOMIN : F554 sve sue oe woe ree wee spell (C) 
Spline tsoM gee haa pseu et os eb tes spl (K) 
SPIO i eos hasan ew Stee ewes spl (K) 
SPU cue se saves Reve Goatees spl (K) 
SPI2 Fore eee ews ee pea we eeu sp] (K) 
SPS sot necins aq hits Be esti Gass ore spl (K) 
SDE i ican aeceed eee areas spl (K) 
SPIS 3.45 vey counwubeusas eames et co sp (K) 
SDIGs den ctite rica ese en tiay se et eaee¥s spl (K) 
SPI? eec5G eres lous ee dew eee antes spl (K) 
SPIDUES sts tines enced xartaauenetees spl (K) 
SPIE ss c.se cue swe year nea eens spl (K) 
SPIN os ccccetor ese seine cena spl (K) 
SPHING ois hes ihe Gowewre ng wee uedos spline (C) 
SPE 6.50. soy ido 5S Goines ene ee split (C) 
SPIN ei cera iad ean a te eewea as eas spl (K) 
SPIDD 7 satik cea ee eee ea ease se spl (K) 
SPIStE isnies a hau e SiR eae ees splstr (K) 
SPINY. Vercescceees eee ress Yee eat spl (K) 
SPIO ncor cetus acme adnate teeta es spl (K) 
SPPUNl oh ee dia eee e/a printf (S) 
SptalOc: cas eidctn Siege eta we sptalloc (K) 
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SPUMGO cnt ise enn edous sptfree (K) 
SPU ct eiwenies Sec hee cane eens sputl (S) 
SQM.) 4 e eee hee ea ches exp (S) 
SPAIN e249) 4255 4G oe ae anaes rand (S) 
srand48 ..................0008, drand48 (S) 
SSCANE ik oe ene cies et harsnkens scanf (S) 
SSIBNG! eo asgianaweteceue denne: ssignal (S) 
SIANGONG oi hs heen See de wealen curses (S) 
standend...................... terminfo (S) 
standout .....................00. curses (S) 
standout ...................00. terminfo (S) 
start_color....................00, curses (S) 
start_color .................... terminfo (S) 
Starting egid................... identity (S) 
Starting euid................... identity (S) 
Starting luid ................... identity (S) 
Starting eid |...2.:0 cs cee a esas identity (S) 
Starting ruid................... identity (S) 
SEAMNO 34-6543. fe sta tc wwe ees startio (K) 
Stanly ig Ka eeteiet onus acctsh (ADM) 
Shab se Saeed ere eee eee stat (FP) 
SAU ee Boris Se Oe Oa as stat (S) 
BEALIS c55 oer ere tae nue statfs (S) 
StAtIStal: Koc ctr tee bate ees stat (S) 
Stare icine adams inagareeeie ts varargs (S) 
Std DE dc ies on koa Gee ree ees isconv (S) 
SICORE oct G ones 46 Cee ee eae stdio (S) 
SIGIN:. acieiweuderotdeteceeees koma stdio (S) 
SUGIO; bn. iiered soi bee ee ees ee stdio (S) 
StdGUl. cc2sss0cssi dienes esawens stdio (S) 
SED chine n cheseeooe Ve oeeeennet regexp (S) 
StNOAL sibs uC re eeG ee esatencde isconv (S) 
SHMO ocd lew eam econ Da eee stime (S) 
SUNG isis oh 3e bee eee se week eee isconv (S) 
SHIONG 2.62 iey a's dead ae eed wasioks isconv (S) 
SOPIO® save ences ie acowsd belaees stopio (S) 
SIOTE s/c) iS eae S clea de eet tee ears dbm (S) 
store_pw_fields.................++- fields (S) 
store_tc_fields................56-. fields (S) 
Strac@ ss sostalkse Gos Ei See strace (ADM) 
GUECAl Soest eA So eee ee string (S) 
SUCHE 2.0 3 ood eee aes ee string (S) 
Strclean. .2.64.essewstiaesoern _,. Strclean (ADM) 
StrcMPp .......- 0. eee eee eee ees string (S) 
Strooll <u 2 645 46 oes eons strcoll (S) 
SEICPY 2... cee etree string (S) 
StFCSPN .. 6... eee eee eee string (S) 
Strdup........ 06. e cece cece eee string (S) 
StreaMiO *<.660nc bei sea tows es streamio (M) 
SHORE 3522.4 sad he red oes strerr (ADM) 
StYEKPOr 666k k kk ee eed sade esees strerror (S) 
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StFHING ins oR eRe Vee eae ctime (S) 
StrhHIMes.o.6ee heb tke Reese a8 strftime (S) 
StFING. 6. eee tee eee eee string (M) 
SHTING 20. eee eee string (S) 
StringS . 0.0.0.6 ccc cece ee eee eee: strings (C) 
SILID Firs Se reek eae Rees strip (CP) 
SHIP s kad tetoks yore eee ates strip (XNX) 
Strleh. o4.s eMac nee eeesae +4 string (S) 
SHIOG eck ices ees ecebiraey sss strlog (K) 
Stencat® .452cu sian ates cae e wee Nas string (S) 
SHINCMP 460-5 ea eae eta string (S) 
StrnicOll.: iscsi $4 0eb 68 Saeee eS owes strcoll (S) 
SEMNCDY 566 5 fais Mela ae Dees string (S) 
Str Xthith 65.0685 .cr Sos eee css vars strcoll (S) 
SIPDDIK 6 nh54,6i case delsovnns esse string (S) 
Streit .-8e hos eer yee es eke string (S) 
SUSDN cash eho t eos Cees caws string (S) 
SUISEE si eisoniet ens eee en tees string (S) 
SIOG 6 eons coe aes Meee strtod (S) 
SUOK 633) Sched eadsaeiaiss whee s string (S) 
BION og omit eee ees bed eee sy strtol (S) 
StetOUl 2c05.ecwrde dake ben r ea dawes strtoul (S) 
SUXEPMN ik os cae vee sees strcoll (S) 
SLY staat euesas ee eee stty (C) 
StUNG loki tates eae ane Pies stune (F) 
SU he pe es a oS a Ok cee oe su (C) 
SUBIC hci oaecetuee een submit (ADM) 
SuDpad * suc OSawona antes sew bes curses (S) 
SUD PAG). cci0 o06o ses ewe Vena terminfo (S) 
subsystem .................. subsystem (M) 
subsystems ................. subsystems (S) 
SUDWIN 6.66 5.82 45s hee eee aewa se ws curses (S) 
SUDWIN .......... 0... eee eee terminfo (S) 
SUDYtE ioc se shia tt She tuey aces subyte (K) 
SUlOBIN 00 oe ntenta Peeve ets sulogin (ADM) 
SUM ict ce Veks Gee Sa meses ea sum (C) 
SUSER ciicid dae sek wien biaeet a aaieues suser (K) 
SUWOPG os nia ee aire Mekwa suword (Kk) 
SWAD: cpe¥ut oie ben chaes Ouewe swab (S) 
SWAD Genji ce oii ee tee eet se ae swap (ADM) 
SWCODNE hia Sirsemate ny Late swconfig (C) 
SKE eee i ete Sea heeds Rees sxt (M) 
SYMUNK 6.5.0 ete eadcss oba wees ots symlink (S) 
SYS 26 or Gad wee tee ee ba aiien syms (FP) 
SYNC'<'..65: 05.4 Khaw Maes we ake wd sync (ADM) 
BYNCl.. eek ited tues ota s te ee sync (S) 
sysadmcolor ............... sysadmcolor (F) 
sysadmmenu.............. sysadmmenu (F) 
sysadmsh................. sysadmsh (ADM) 
SYSCONE fh ts che teeta eed wtcwacks sysconf (S) 
SYSQCE sii Sos baa bk sysdef (ADM) 


SyS-errlist 3. 660i ioe ei er nesoe ss perror (S) 


BYSHIOS 6 ceed said ee een ss deena es sysfiles (F) 
SYSIS ish ier ase Heese re ance ese sysfs (S) 
BYSIOG 6 pc tot cer ey esis eee wel sysi86 (S) 
SYS-NEMT 067 cin eioresy ae aes ee perror (S) 
SYS(CI 456 bea sae ieee oa ae dans system (S) 
SYSLCMIG: << io<.nGiw sik vires es systemid (F) 
SYS(OINS: soos Sareea systems (F) 
SYSUY: iin ca cnr eee eeam ares systty (M) 
tADICS: jibe ee eee esses se tables (F) 
1ADS ice cast aon eer eens tabs (C) 
t ACCEPE as sind ee eneecesawens t_accept (S) 
fal ONG Soa o Soak ae oe Aha easel tai (S) 
tal POE eis ese ease eee tai (S) 
CAPA eis eager aa ea ea eee tai (S) 
fal nde aie gas 0 hee ha oe eee tail (C) 
CAN OG eee sah bend eRe Beare ans t_alloc (S) 
CAN otc 4 Pee oes ceed tam (S) 
false xcniie awa reeds dee ees sins trig (S) 
CANIN oe ee eek Sees sinh (S) 
LADO sect ee sees Bit ae ae tape (C) 
ADC occ ee naseues wens shea tape (HW) 
fapecntls.; 32 Ai e0a2.2u Sends oun. é tapecntl (C) 
tapedump................... tapedump (C) 
taf so ieee teased wn teeetienldesats tar (C) 
PAR ee ey a vette ea nace eee tar (F) 
EDING ss ocaecus hes 23556 ekes ee t_bind (S) 
KCDCK odacsndeurecten stand dees tcbck (ADM) 
(CLAN 5 65 3 ek Eh ese he eh eed tcflow (S) 
RCHOW nai Fe awe deere tcflow (S) 
fOHUSH sein ch aos oie iaas tcflow (S) 
tegetattr ...............0. Peat aees tcattr (S) 
tcpelperp’ <6. esas aw ate messes tcpgrp (S) 
ON 5 5 wncaed Swany acerca aed alaiseack ea eae tcl (C) 
ECOSOC enters t_close (S) 
f CONNEC aisiaie cadies Grae ae t_connect (S) 
tcsendbreak ..................05. tcflow (S) 
ICSCtalth 523d etetaw hie o ekh es tcattr (S) 
{CSCIPEIP iss act vege eases tcpgrp (S) 
TAClOLE: ccs ice Busta oeewes tsearch (S) 
1OG? see cee es ee ees a ees tee (C) 
tOHQE: ¢ cca oeirhasendooasees as: init (M) 
teil cadena eri Rew directory (S) 
COM PNAM 665 cases Sines tmpnam (S) 
CONN iia se hin 6 Cah eee a Sa we term (M) 
LOQINCAP woot ied can eed hee ees termcap (F) 
CEQINCAP? i cid wiv Sa dac ae sant ee termcap (S) 
terminal .................... terminal (HW) 
terminals .................... terminals (M) 
terminfo ................200 cee terminfo (F) 
terminfo .................0005 terminfo (M) 
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terminfo ................2.0005. terminfo (S) 


tEDMNIO? ooo creat oeere cote eeos ee termio (M) 
COEIMNIOS “6 eg aie Sees termios (M) 
tEPMUDE isnt ee dieses ttyupd (ADM) 
£2 CPUS Scho 6 se orate eho eee t_error (S) 
C2OrENO: 5 eee es wks eed ee ee t_error (S) 
(2CPPOE 63.4.4 fest teiedvs bake eae ds t_error (S) 
fOSte Socata eke hes eae es test (C) 
FOSED 6408 eet ee ees ee a a oe ee testb (K) 
PEG 5b Se oe org ea ewes tsearch (S) 
CS TROO oot Feb p ews eee eee t_free (S) 
teetent 2. cos tee eterna curses (S) 
tgetent 2. cccs es seei wee dees e dees termcap (S) 
tpetentss.03c6 oie wrasegee yess terminfo (S) 
(pethlag so 5256s jee saeeds teat eee curses (S) 
1 0 | F(a termcap (S) 
tpethlae specced heise Faw terminfo (S) 
CSOUNIO 055 55464 eee ae ees t_getinfo (S) 
teeta i os 4 eee WS Sones curses (S) 
teetNUM ::scdici as biwaeus ies es termcap (S) 
(geMMUNt 2645 ess aie eee terminfo (S) 
tpetstales ey .a estes creas t_getstate (S) 
(PeIShe: ci k sweetness eee ea curses (S) 
teelsthk fiancee ests ee termcap (S) 
(SetSit-siaciaceseitie weve ness terminfo (S) 
(BOl0) cient casos phn etaais weak curses (S) 
(SOl0's4 he deeeie ete Ma at aes termcap (S) 
1ROlO cis Seg uwaee cae ewees terminfo (S) 
Ps PD irenieare at Of week Seas hele Ohara aoe tic (C) 
tigettlag .cccuieusisseuerceceswes curses (S) 
figettlag 3.05555 h46 3 eo ae he. xs terminfo (S) 
fiPeINUM j2c26o shed tec dedy ess curses (S) 
HPeCMNOM 6s oes kc te ees ee eS terminfo (S) 
HI CUSER acne skeen ink ee curses (S) 
UISCtS Eis es ciel acted cece des terminfo (S) 
MING 223g swilcsied wae Sa we eee ress time (C) 
HIMG ois ecco oe Pad lostcaae aw teaee ea time (S) 
UMEOU iar ler ives sues timeout (K) 
RINGS ik wie la eaoreied Sear tae a times (S) 
MINCX: 2 Ginyu dea deeauew ere timex (ADM) 
timezone ........... 0.0 e eee ctime (S) 
HIMEZONG iii ase A eee eens timezone (F) 
WMG) shoes CR oe ed Sacto as, timod (M) 
HMEDE 235-554 eatin obese Sodhex timtbl (M) 
CANIO 6c Zawee xi3.0 Paes aete caks t_info (FP) 
TET OWE ogee od ene vale, 8 ona ee we Le tirdwr (M) 
TIStOR: 455 on serie wets eye ear sx t_listen (S) 
C1OOK: fcc cs eee ok ee hes t_look (S) 
tm philets cis cca te eee tmpfile (S) 
TM PNAM 205.26 5-S wes haved tmpnam (S) 
NCE gi he eo ee ek Sh eek t_error (S) 
XxxvI 


WOASCH eer etiscs see ns enaae ay ctype (S) 
LOASCIY, 57d 2s ee Gu ees Bale amet toascii (S) 
TODIGIE 60'S oe eei ie eax toascii (S) 
COUN ag 3 eh sca eck oa Ae toascii (S) 
SHOMOWER 626.4 ss Sh Se Ge wa weeds ctype (S) 
tolower ............... 000. c eee toascii (S) 
DOO na Aeros Ss st ee ee libwindows (S) 
LOD hiya ote eee ae esha dea top (F) 
CODEN: 5 55s G sie e See t_open (S) 
TOP -TOXE isis Fy Sb awe soeek ah 90% top (F) 
top panel si sc eeshanwiedswaees panel (S) 
TOP fOW os echt 2 oS menu (S) 
t_optmgmt.................. t_optmgmt (S) 
total_auths ................. subsystems (S) 
fOUEN Sos cGc ret Shae tax etnote ian touch (C) 
fOUCHIING: s6204660G5055 sda wae ees curses (S) 
touchline ..................... terminfo (S) 
touchwin ...............0 0c eee curses (S) 
touchwin ..................05. terminfo (S) 
MOUD PCR 559.25 5663 SANs ioe Bee ctype (S) 
AOUPDER osc Sivonen Seek esos toascii (S) 
TDAEMA feeb s Sais sae he Bee BETAS curses (S) 
(Pati eo ie eee a het Se terminfo (S) 
tplole cs Gee aos tplot (ADM) 
tPUb cae tows eee Nese ees tput (C) 
tPUts. 5 ion ota uran soe curses (S) 
1PUtS io as wakewrnsins can wetie’ termcap (S) 
(pUts 4 955 iese whe Gauan eases terminfo (S) 
GS 1s ie eae ae eae wee ethos tr(C) 
thaceOM 5 ooh ches See ieee curses (S) 
CraCOOEE fo ssc ea Ses ke PENS terminfo (S) 
(aCOON sa. Ssh aveu rene dtessees curses (S) 
CFACCON iis oe Sec eeee hos Gee terminfo (S) 
CEACK ort 5 ot Sadie aes Ree BESS tam (S) 
(Pans At@ 2s co cos awe ese ee translate (C) 
HECNAN s 6 ict wo taeitru send hee ese trchan (M) 
t fCVs. Circt wie sien aeeces iowa t_rcv (S) 
t_rcvconnect ............... t_rcvconnect (S) 
ETOVGIS 162 5 hs Sha chen VE eae t_rcvdis (S) 
Forcvrel inches each seusaae nnn t_rcvrel (S) 
t.revudata. 2.06 6ss.adev de. ees t_rcvudata (S) 
trovuderr ss .s6 hee es ces t_rcvuderr (S) 
CID ino cea Kha eee hehe ee HSS trig (S) 
| (ee ee a ge Oe a errata true (C) 
TSGAICH fish den Re ee SDE tsearch (S) 
(SOR ohn hh RASS eee tset (C) 
PSN b.c6o kh eee eee as t_snd (S) 
1 SNAdIS 3.6.69:55.44550 RiGee ss t_snddis (S) 
fsndrelisies ieee shee eee: t_sndrel (S) 
t_sndudata................-.. t_sndudata ({S) 
(SOPES oo od Sen FS Ce SA oe tsort (CP) 
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tSYNC 06... eee eee eee eens t_sync (S) 


HelOSO iss noi ei Ree aoe ee tty (K) 
if ee ie rh ee ee tty (K) 
tinit 22.05% nesucce seater tty (K) 
HIOCONMI 365 2 ese ewes ttiocom (K) 
COE cjcice GS ea a eee ave? tty (K) 
HIWAKC Scngesd ce ieee tae eee Menem: tty (K) 
OPEN: 5. 6.26No6S Aharon tee Ewes tty (K) 
HOULS sisca caer aciecthe tess eee eeu tty (K) 
HOWAKE noo ed hk GS A SEES eo tty (K) 
trdchk: oi isssk spawedgewa eee avy tty (K) 
tread tetas Boos weed eae eres tty (K) 
HiStehéco4 has ca ei eouneedecu tes tty (K) 
tSClECE cee Rees ee see eases tty (K) 
ttlimeo ones this iG aise ete iene tty (K) 
HWIMC isso 45k kocaadel ees aeeGawes tty (K) 
MXDUE gt ee tstu ee cattaes tool gaa tty (K) 
HY: gia kie cer seca a eaieneimenioe tty (C) 
ty Sat cea bonetiulee cen Sesenkeans tty (K) 
Hand Geeta aN at een oto tty (M) 
HV LIARH Gece sevees ees serial (HW) 
Hy2[A-B)  cncascee ser seeeuseeus serial (HW) 
OV EUSH Sco yo de tea adios eae tty (K) 
HEY TAME ei oi oe Ron Ba dee ttyname (S) 
UY S55 Sek ow bore eed eee wwe B vie ttys (F) 
HYSIOE siete ante tatew as ren eeu ttyslot (S) 
CVT Petite pit atnndeas sarees ttytype (F) 
MYUNG oat a Gay a hintewaess ttyupd (ADM) 
LEY Wall oe ct be dae rk sea bo edsaawat tty (K) 
CAMNDING caves ee eoes anes t_unbind (S) 
fumMaccl: 22h id ciwds econ sataes acctsh (ADM) 
(Walk. 6 cus bahar nie wide wos tsearch (S) 
typeahead ...................004- curses (S) 
typeahead..................... terminfo (S) 
WYPES cake wsier setae ieireeuee ee types (FP) 
WZ ev ete ye os Oe rate Ae eRe RSE ReeR tz (M) 
NANG hs oie i balee tances obese ctime (S) 
(250b so) de cet ba oa Choe eaee ctime (S) 
US7U Ace redew veh us eet bene machid (C) 
USD. scns itt were windeueioee bean machid (C) 
USDUS no hover eae cite Koeuie oe machid (C) 
USD2 we cdve eetinn sah faeces machid (C) 
USD9) es ore Gace ehee bane abled machid (C) 
uadmin .................... uadmin (ADM) 
uadmin...................000e. uadmin (S) 
ulckpwdf ..................... getspent (S) 
TLD CU) Sverre cer ne ge act ede Breen ulimit (S) 
umask ................ 0.000 c ae umask (C) 
OM ASK soe Se Cees whee umask (S) 
MTV escort aueStree eae GeO aa mnt (C) 
umount ....................., mount (ADM) 


MMOUNE, o5.46420 hic onan daKe umount (S) 
umountall................. mountall (ADM) 
UNAME 243.65 sree he ae eee aes uname (C) 
MNAMG 256355 cbese wee iea eles uname (S) 
uncompress .................. compress (C) 
MNCUED iy oe fs cs a5 hs he Des curses (S) 
UNCt ss ec eri hohe ews terminfo (S) 
WAI Al nts nota bs akaeaeeeeen dial (S) 
undocumented.......... undocumented (M) 
MNEXCCSOD «Ses Si Pen bee wees ws execseg (S) 
UNEXPANG Ge pws oya ashen sec expand (C) 
UNGOR 4 oh is4 si dace tend es eas unget (CP) 
UNGETC nies ctr ghtuastd ecanleets regexp (S) 
UNSC ek ietcace hid adae wae kis ungetc (S) 
UNngeteh: 465 dew feet saa eeees curses (S) 
MTB ORC seein ceed os ee ein 4 Sea terminfo (S) 
UNIQ inch eres Ses ee Aa ees ies unig (C) 
URISUG: 6 o/vcs Hen fhatiesaeewkeees unistd (FP) 
MUNITIES ioe $6 6 he 5 OS ae ee units (C) 
WNUK 6 oko os hens se oe Saoies link (ADM) 
UNINC Peace ce ene Ata ee unlink (S) 
CUNIINKD: 03664 end hea obese unlinkb (K) 
UNIGCKD 4 5c3se Ge oa deers lockb (K) 
Unpack 1.5 cs Kern cens enn ein Vekoes pack (C) 
unpost_form...................08. form (S) 
unpost_menu ...................6. menu (S) 
unretire ................0085 unretire (ADM) 
untimeout ................0000- timeout (K) 
RP ects lean ca aaanecie ts phd ee oe eae termcap (S) 
Updates ccc sia weemve ces undocumented (M) 
update_panels ................... panel (S) 
UPUMe: [cb ae ores ee uptime (C) 
usemouse ..............-0008: usemouse (C) 
UST AG hs 5.5 ct Go Gar Bowed eo ak ustat (S) 
WUE 353 Ss hk ee ees utime (S) 
HNP cass syed saws Cape ceaeineee eh utmp (F) 
utmp_getty ............. undocumented (M) 
VIM PNAM Cs 25k eevee ew ieee eS getut (S) 
UUCH Als ho sug ans Faced Reta eee dial (ADM) 
WMCHOCK 64-4 hc tae Cis o oes uucheck (ADM) 
MUCICO hci Sake ww are Gta staed uucico (ADM) 
tucléanie ns is fowes eek: uuclean (ADM) 
UUCD Soctoea Mii aieawue suaietiion sia uucp (C) 
uudecode.................055 uuencode (C) 
uudemon................. uudemon (ADM) 
uudemon.admin........... uudemon (ADM) 
uudemon.clean............ uudemon (ADM) 
uudemon.hour ............ uudemon (ADM) 
uudemon.poll............. uudemon (ADM) 
uudemon.poll2............ uudemon (ADM) 
MUCNCOGE ) fc.404s5ndGaae Rees uuencode (C) 


XXXVII 


UUPCMY: fos caw ethic has dad ee teas getty (M) 


uuinstall .................. uuinstall (ADM) 
MUELIS ES ice wise SA kee ee aes uulist (ADM) 
WUIOS | onda ch Gu te tada eee OS uucp (C) 
UUNAMEC £0065 oc s ow ooied tee ae ees uucp (C) 
MUPICK a1 2d eet eyetsaoks uuto (C) 
uusched ................... uusched (ADM) 
USA cocat hea eee aa iwen est uustat (C) 
UO ig or io ee eee ee ees uuto (C) 
MUG seca erse aetalees uutry (ADM) 
UR ee a aie tee ee uux (C) 
MONG ayatesred eee em wea uuxqt (ADM) 
Va alist 3.3 cc6o evi eee Rede ee a varargs (S) 
Ve AEE ht cdiaa tae teseertaeen varargs (S) 
Vase ecu nwa even heal ie sen : varargs (S) 
VALONG os coxa b tack tee tess sRdaasy varargs (S) 
Val ee cuetieset cobs ands eed te eas val (CP) 
Va list cox. a cr eeicede sa tacines varargs (S) 
VALUES “on. ewan ques He Asorneeees values (M) 
VaTarPS (25-3. 65:65 see eh ous choad Baws varargs (S) 
VAS on cwite aeaeba kien aoua eae ae vas (K) 
VASDING) fick oust eee USeG ue st ees vas (K) 
VASMALNOC: vciy- hb cede shaun vas (K) 
vasmapped ...................0006. vas (K) 
Va Slaltsciccuiy nc ica sneaw saw saws varargs (S) 
vasunbind............... 0002s vas (K) 
VAG ck ea ateaduaee ade ae hes machid (C) 
VO ewan ot Ab mise & Che ease Vas ve (CP) 
vectorsinuse............ vectorsinuse (ADM) 
VOOM oie K 4 de Cad he ole Rie aan vi (C) 
VIPTINGE oes ears cae eas weerese vprintf (S) 
MU sea Sete ho oe ey aha sense aecators aos vi (C) 
ViGGNE bor cch eb eee ohne ead curses (S) 
VIGQUE ico i oot oD sean en d-tee terminfo (S) 
ViddOIO .... 1.6... eee eee eee video (K) 
VIGCO oii tt bbe he weaawewodbe video (K) 
VIGIL 23.66 Sewanee pene ted edvatet% vidi (C) 
vidinitscreen ................005. video (K) 
VIOMAP ik xii aes tied ceased ws video (K) 
VIG DULS sci.25 Snes Messi haienret e s curses (S) 
VIG PUtS ce tise we eo anaw see terminfo (S) 
vidresscreen .............0.00000: video (K) 
vidsavscreen.............00 cee video (K) 
vidumapinit .................005. video (K) 
VIGUNIMNAP 226 oi es Senses. odor video (K) 
VIEW icc sale sioe Biss oan eee vi (C) 
VIGID Oth 55456 cian benameu ne aaeks Idptr (S) 
VINA 6 6 ova See v4 ee VES Kaa es vmstat (C) 
VOICODY io ase ele So ew ees volcopy (ADM) 
VPN cin ve ewe ete aeter weeees vprintf (S) 
VSPTINEE ens aoe Sameera vprintf (S) 
XXXVI1I 


MIOD city aa ta ea ah eon gnc vtop (K) 
vwprintw ................ cea curses (S) 
vwprintw .................000. terminfo (S) 
VWSCANW .. 6. ce eee curses (S) 
VWSCANW....... 6... eee eee terminfo (S) 
We scichs dis i aes aa nado we aOR ae eas w (C) 
WAG 25:65. 5 5a ik be ek ea es curses (S) 
Waddeh aii ceteicadiasesee cess terminfo (S) 
Waddstl soc 6 oso dds excl unyed curses (S) 
waddstr..............00 eevee terminfo (S) 
WIE 22 acai cae oh eae en wait (C) 
WAL sos Sa Gene eae aso 6 sew en ace wait (S) 
WalDId 6iein bese ieatuereovaariawas wait (S) 
WAlISOIN: 45. iine duaracewe wae ered waitsem (S) 
WaKOUpin caviar earan wakeup (Kk) 
Wall: Glsaiews kee oper ee eveulre Bane wall (ADM) 
WatttOlt ois bons dates haere curses (S) 
Wall vic fs sad pie ea bao due os terminfo (S) 
WaltfON 6 i5505 costa ec LES curses (S) 
WatllON:. b koisgil ewe he eenas ees terminfo (S) 
Wattisel <s s2 sini gis ees ee donee curses (S) 
Wattisels i025 foxadsesatasdunues terminfo (S) 
WO voi ese ia oie nee eon ees wc (C) 
WCl@al sink 22 aide bc KA Rea ke Sad curses (S) 
WCICAR iio ee ease Sa eae eas terminfo (S) 
WCiTlObOt: 5 fi oneie a whee bss curses (S) 
WCIMODOE if 4 serine asin ca tae: terminfo (S) 
Weltt0@0l 5 6ci6 6a kaw ood saad eda xs curses (S) 
WCIrtoeol oi 6 ee nSiaaee Rl eee terminfo (S) 
WCINE oii 3 obi ie a na Sea ewe rity tam (S) 
WCIOALC 35566 ade Ra nee eek ew ees tam (S) 
WCSLOMDS. 4 6c syss Goa as eS mblen (S) 
WCHOMD ache seoiriediwaaeeye 538s mblen (S) 
WOCICH: 65650 8h oe a oe ee eB curses (S) 
WGCICN. |b cxkacetiis oa ates ewes terminfo (S) 
WAGES: ince ans he ONG ie es tam (S) 
wdeleteln ............ 00 c eee ees curses (S) 
wdeleteln ............0 02 eee eee terminfo (S) 
wechochar .............00eeee es curses (S) 
wechochar ..........-.200 +000: terminfo (S) 
WeLASE 650054064 Gee es ene sess curses (S) 
WETASE 00 eee eee terminfo (S) 
WEXEE: so coe a iwoe ees Pace ene aes saws tam (S) 
WBE cee cere e eee nett tam (S) 
weetch...... 6... cece eee eens curses (S) 
weetch ............ eee eee eee terminfo (S) 
wgetmouse ..........---e eee e eee tam (S) 
WRetpos. . 6... eee eee eee ees tam (S) 
weetsel .. 0.0... eee eee tees tam (S) 
wegetstat .......... 0. ee eee eee eee tam (S) 
wegetstr 2.0... 6 eee eee eee curses (S) 
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wgetstr 6... eee eee ee eee ees terminfo (S) 
TO 0) tam (S) 
SUH Al 2s iscoa ranch Moe se Sire tere eos what (C) 
WHALE <i Shh SRA R OSSERE EOS what (CP) 
WHO: {Ratcordied ei ke PAb ee eee e USE es who (C) 
WhOdO snes a whose Race esoke: whodo (C) 
WICO EE 055s oh SAAS ee TOROS tam (S) 
WICOM ike bie VS ANG weed Hee Meads tam (S) 
widest_auth ................ subsystems (S) 
WINCH 5. Sahoo ee eee haem curses (S) 
WINCH 426400 o4 Gees eset danse terminfo (S) 
WING: oon ch eke ae taer tree asta ee tam (S) 
WINE oi Shree etawein paladin uesa tam (S) 
WINSCH so-so te pee Reta seeks ss curses (S) 
WISE: 4 ices Pa boar eae terminfo (S) 
WINSETHLN va oot ee es curses (S) 
winsertln ......... 0.0000 e eee terminfo (S) 
Wilabe@l 2 ict aterstsnenouapeet ene tam (S) 
WIMOVE shoes OP cs See weeks curses (S) 
WINOVE §6.25c 4 ces ale Rew ee ee terminfo (S) 
wndelay 4.664) st-ee. ine verses cess tam (S) 
WH ota aah pe ee Oe eae tam (S) 
wnoutrefresh ..............000 00 curses (S) 
wnoutrefresh ..... Se ee terminfo (S) 
wpostwait............... 0. eee eee tam (S) 
WPIOXGC foncs. czaniee eile aoa tam (S) 
WPT atc imias wee bnan viene ted tam (S) 
WPIHRIW sie oe coat bated Fes ose curses (S) 
WPHREW 3:5 ci eeaseimere toast terminfo (S) 
WPIOMPlsosiasc tive ceed ovced se eas tam (S) 
WUC ietea nes ae woe eeey eee tam (S) 
WPUS 252s ows eran aa ened fa tam (S) 
WR ie odihes et a heblevis eek ee ewaens WR (K) 
WIASlOD 6 io ase nwa d dial oKen an eles tam (S) 
wreadmouse........... 0.0000 ccs tam (S) 
WEEITOSI bose every cannes ee curses (S) 
WIeEresh: «oes 2655 dacdsveeam ones tam (S) 
wrefresh ........... 0.00.0 e cae terminfo (S) 
WIC opus Cah ict eas aeGisin eae write (C) 
WEE sock Bai bewaet et peice nevaes write (S) 
write_authorizations ........ subsystems (S) 
WSCARW. ioc y FAG tues hee ones curses (S) 
WSCANW ... 1... ccc eee terminfo (S) 
WSOLECE rei ce eaten bate te dnc pudarwatelas tam (S) 
WSOLV OR tnd Aye Boats estes Goes 9 wserver (C) 
wsetmouse ...................0.000- tam (S) 
WSEESCITOR ky ckdyecawiew oe ee wees curses (S) 
WSOISCITOD oii ects inion t nye os terminfo (S) 
WSElSlat cei de wece doer eck tam (S) 
WSL oe eee rire aall ewe dehe- aoe eure tam (S) 


wstandend ...................... curses (S) 


wstandend .................... terminfo (S) 


wstandout .................0000s curses (S) 
wstandout .................00- terminfo (S) 
WHRILS c2.26etei eit eee aed wtinit (ADM) 
WIMP) teu eee owes ears utmp (F) 
WUTNPIIK «22643 sheeenasceds fwtmp (ADM) 
WUSCR ese eae ee ee eee tam (S) 
x286emul ...............2005. x286emul (C) 
K28G6CMU) oscaibeG-cs wer ee neas x286emul (CP) 
MAPRS 55 ou w eww he aw saweeectens xargs (C) 
XDACKUD 4.c5c ihc sedeyessoes xbackup (ADM) 
xDACKUP 66.65. 5icee dns eee oe xbackup (F) 
MOUND: ¢ Gatucntsces hese cues xbackup (ADM) 
xdumpdir ................ xdumpdir (ADM) 
KINStAL so scls basa eadaw S eatws xinstall (ADM) 
MISE 392s sey Say ew ae SS SS xlist (S) 
MOUCS ain eri 6 Fag heer Lae ees x.out (FP) 
Kr@StOP i666 ok 6 vs 64 Reed weds xrestore (ADM) 
xrestore ......... 0.02 c eee eee xrestore (ADM) 
MSE oe le ew areas a ee beak xstr (CP) 
Ne sia ieee aia teas eee xt (HW) 
RIG seins ona eee ee wie ce eed xtd (ADM) 
RO Sou od tcaae deere he hs xtil (CP) 
MOG bcs davawumscmnnierae dieu sas xtod (C) 
RiPIOlO actin giew anaes ne wagons xtproto (M) 
MELACE cand oes ew ae Mae eke xtract (C) 
MOS i sans 2 Oe cs a eee xts (ADM) 
MiG og isto e eke eee eae Me Magnes xtt (ADM) 
VO ieee aad We namey ames bessel (S) 
VI occa ma poweeaanae bea cace ts bessel (S) 
VAC. GOK owe ieee aw ee ease 9 yacc (CP) 
VCS cnt ce Avamin tous Pedant ten ears4 yes (C) 
bree ee Leer re err ee wee bessel (S) 
TOA Baia END ER iG wee compress (C) 
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LE el 


introduces UNIX commands 


Syntax 


Unless otherwise noted, commands described in the “Syntax” section of a 
manual page accept options and other arguments according to the following 
syntax and should be interpreted as explained below. 


name [-option ...][cmdarg... | 


where: 


[] 


name 


option 


optarg 


cmdarg 
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Surrounds an option or cmdarg that is not mandatory. 
Indicates multiple occurrences of the option or cmdarg. 
The name of an executable file. 


“wt 


This is always preceded by a 
following forms: 


and may be in one of the two 


noargletter A single letter representing an option without an 
option-argument. Note that more than one noargletter 
option can be grouped after one “-” (Rule 5 in the fol- 
lowing text). 


argletter A single letter representing an option requiring an 
option-argument. 


An option-argument (character string) satisfying a preceding 
argletter. Note that groups of optargs following an argletter[ must 
be separated by commas or separated by white space and quoted 
(Rule 8 below). 


Pathname (or other command argument) not beginning with “-”, or 
“-” by itself indicating the standard input. 
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Command syntax standard: rules 


These command syntax rules are not followed by all current commands, but 
all new commands use them. getopts(C) should be used by all shell pro- 
cedures to parse positional parameters and to check for legal options. It sup- 
ports rules 3-10 below. The enforcement of the other rules must be done by 
the command itself. 


1. 


ON. el! OR ee oy 


Command names (name above) must be between two and nine charac- 
ters long. 


Command names must include only lowercase letters and digits. 
Option names (option above) must be one character long. 
All options must be preceded by “-”. 


Options with no arguments may be grouped after a single “-”. 


The first option-argument (optarg above) following an option must be 
preceded by white space. 


Option-arguments cannot be optional. 


Groups of option-arguments following an option must either be 
separated by commas or separated by white space and quoted (for exam- 
ple, -0 xxx,z,yy or -0 "xxx z yy"). 


All options must precede operands (cmdarg above) on the command line. 


Mu uy 


may be used to indicate the end of the options. 


. The order of the options relative to one another should not matter. 


. The relative order of the operands (cmdarg above) may affect their signi- 


ficance in ways determined by the command with which they appear. 


. “-" preceded and followed by white space should only be used to mean 


standard input. 
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Description 


This section describes the use of the individual commands available in the 
UNIX Operating System. Each command in this section is labeled with a C 
(Command) for easy reference from other volumes. (Commands labeled with 
the letters “CP” (Programming commands) are documented as part of the 
Development System. The Development System is an optional supplemental 
package to the standard Operating System.) 


For example, date(C) indicates a reference to a discussion of the date com- 
mand in the C section; cc(CP) indicates a reference to a discussion of the cc 
command in the Development System. 


The “ADM” (Administration) section contains descriptions of the commands 
used to maintain and administer the operating system. Other reference sec- 
tions include the “M” (Miscellaneous) section, the “S” (System services) sec- 
tion, the “HW” (Hardware) section, and the “F” (File format) section. 


Exit values 


Upon termination, a command exits and returns a value to the calling shell. 
This exit value is used within shell scripts to determine whether the command 
completed successfully. 


A command normally returns 0 (zero) for normal termination with no error; a 
non-zero exit value indicates problems such as incorrect parameters, and bad 
or missing data. 

An exit value may sometimes be referred to as “exit code,” “exit status,” or 
“return value.” Exit values are described only where special conventions are 
involved. 


Diagnostics 


Warning 


This section describes the likely cause of error or information messages that 
may be output by a command. This section does not document system service 
messages which arise because of the failure of an underlying system call (see 
messages(M) for details of system service messages). 


This section warns of the possible adverse consequences of using the com- 
mand if certain precautions are not taken. These consequences may include 
loss of data, extended system down time, degradation of system performance, 
or damage to hardware. 
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Limitations 


This section details aspects of usage, or limits of applicability of a command 
that a user should note. There may be reasons in the software or hardware 
why a command will fail in certain circumstances. These reasons may include 
internal limits on table size or number of temporary variables. 


Authorization 


This section documents if a command, normally only usable by the super 
user, may be invoked by trusted users if this is allowed by the authorize(F) file. 


See also 


authorize(F), exit(S), getopt(S), getopts(C), messages(M), wait(S) 
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300, 300s 


handle special functions of DAS! 300 and 300s terminals 


Syntax 
300 [ +12] [- ] [-dt,l,c ] 
300s [ +12 ] [-n ] [ -dt,L,c ] 
Description 


The 300 command supports special functions and optimizes the use of the 
DASI 300 (GSI 300 or DTC 300) terminal; 300s performs the same functions for 
the DASI 300s (GSI 300s or DTC 300s) terminal. It converts half-line forward, 
half-line reverse, and full-line reverse motions to the correct vertical motions. 
In the following discussion of the 300 command, it should be noted that 
unless your system contains the text processing software, references to certain 
commands (for example, nroff, neqn, eqn, etc.) will not work. It also 
attempts to draw Greek letters and other special symbols. It permits con- 
venient use of 12-pitch text. It also reduces printing time by between 5% and 
70%. The 300 command can be used to print equations neatly, in the 
sequence: 


neqn file ... | nroff | 300 


The behavior of 300 can be modified by the optional flag arguments to handle 
12-pitch text, fractional line spacings, messages, and delays. 


+12 permits use of 12-pitch, 6 lines/inch text. DASI 300 terminals nor- 
mally allow only two combinations: 10-pitch, 6 lines/inch, or 12- 
pitch, 8 lines/inch. To obtain the 12-pitch, 6 lines per inch combina- 
tion, the user should turn the PITCH switch to 12, and use the +12 
option. 


-n controls the size of half-line spacing. A half-line is, by default, equal 
to 4 vertical plot increments. Because each increment equals 1/48 of 
an inch, a 10-pitch line-feed requires 8 increments, while a 12-pitch 
line-feed needs only 6. The first digit of n overrides the default 
value, thus allowing for individual taste in the appearance of sub- 
scripts and superscripts. For example, nroff half-lines could be 
made to act as quarter-lines by using -2. The user could also obtain 
appropriate half-lines for 12-pitch, 8 lines/inch mode by using the 
option -3 alone, having set the PITCH switch to 12-pitch. 
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Warning 


-dt,l,c controls delay factors. The default setting is -d3,90,30. DASI 300 ter- 
minals sometimes produce peculiar output when faced with very 
long lines, too many tab characters, or long strings of blankless, non- 
identical characters. One null (delay) character is inserted in a line 
for every set of t tabs, and for every contiguous string of c non-blank, 
non-tab characters. If a line is longer than I bytes, 1+(total 
length)/20 nulls are inserted at the end of that line. Items can be 
omitted from the end of the list, implying use of the default values. 
Also, a value of zero for t (c) results in two null bytes per tab (char- 
acter). The former may be needed for C programs, the latter for files 
like /etcfpasswd. Because terminal behavior varies according to the 
specific characters printed and the load on a system, the user may 
have to experiment with these values to get correct output. The -d 
option exists only as a last resort for those few cases that do not 
otherwise print properly. For example, the file /etc/passwd may be 
printed using -d3,30,5. The value -d0,1 is a good one to use for C 
programs that have many levels of indentation. 


Note that the delay control interacts heavily with the prevailing car- 
riage return and line-feed delays. The stty(C) modes nl0 cr2 or nl0 
cr3 are recommended for most uses. 


The 300 command can be used with the nroff -s flag or .rd requests, when it is 
necessary to insert paper manually or change fonts in the middle of a docu- 
ment. Instead of hitting the Return key in these cases, you must use the line- 
feed key to get any response. 


In many (but not all) cases, the following sequences are equivalent: 


nroff -T300 files ... and nroff files... | 300 
nroff -T300-12 files ... and nroff files ... | 300 +12 


The use of 300 can thus often be avoided unless special delays or options are 
required; in a few cases, however, the additional movement optimization of 
300 may produce better aligned output. 


If your terminal has a PLOT switch, make sure it is turned on before 300 is 
used. 
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Limitations 


Some special characters cannot be correctly printed in column 1 because the 
print head cannot be moved to the left from there. 


If your output contains Greek and/or reverse line-feeds, use a friction-feed 
platen instead of a forms tractor; although good enough for drafts, the latter 


has a tendency to slip when reversing direction, distorting Greek characters 
and misaligning the first line of text after one or more reverse line-feeds. 


See also 
450(C), mesg(C), graph(ADM), stty(C), tabs(C), tplot(ADM) 
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4014 


paginator for the TEKTRONIX 4014 terminal 


Syntax 
4014 [-t]{-n]{-cN][-pL] [file ] 

Description 
The output of 4014 is intended for a TEKTRONIX 4014 terminal; 4014 arranges 
for 66 lines to fit on the screen, divides the screen into N columns, and contri- 
butes an eight-space page offset in the (default) single-column case. Tabs, 
spaces, and backspaces are collected and plotted when necessary. TELETYPE 
Model 37 half- and reverse-line sequences are interpreted and plotted. At the 
end of each page, 4014 waits for a new-line (empty line) from the keyboard 
before continuing on to the next page. In this wait state, the command !cmd 
will send the cmd to the shell. 
The command line options are: 
-t Donot wait between pages (useful for directing output into a file). 
-n__ Start printing at the current cursor position and never erase the screen. 


-cN_ Divide the screen into N columns and wait after the last column. 


-pL_ Set page length to L; L accepts the scale factors i (inches) and | (lines), 
default is lines. 


See also 


pr(C) 


8 1 February 1993 


450(C) 


450 


handle special functions of the DAS! 450 terminal 


Syntax 


450 [ -f ] 


Description 


The 450 command supports special functions of, and optimizes the use of, the 
DASI 450 terminal, or any terminal that is functionally identical, such as the 
Diablo 1620 or Xerox 1700. It converts half-line forward, half-line reverse, and 
full-line reverse motions to the correct vertical motions. It also attempts to 
draw Greek letters and other special symbols in the same manner as 300(C). 


The -f option sets up fast (1200 baud) output using the ETX/ACK protocol. 
The following errors are possible when using -f: 


e Standard output is not a terminal. 

e Error when opening output terminal for read. 
e Output terminal did not respond to ETX. 

e Output terminal did not respond with ACK. 


It should be noted that, unless your system contains text processing softw:ire, 
certain commands (for example, eqn, nroff, tbl, etc.) will not work. Use 45u to 
print equations neatly, in the sequence: 


neqn file... | nroff | 450 


Use 450 with the nroff -s flag or .rd requests when it is necessary to insert 
paper manually or change fonts in the middle of a document. Instead of hit- 
ting the RETURN key in these cases, you must use the LINE-FEED key to get 
any response. 


In many (but not all) cases, the use of 450 can be eliminated in favor of one of 
the following: 

nroff -T450 files ... 
or 

nroff -T450-12 files ... 
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Warning 


The use of 450 can thus often be avoided unless special delays or options are 
required; in a few cases, however, the additional movement optimization of 
450 may produce better aligned output. 


Make sure that the PLOT switch on your terminal is ON before 450 is used. 


The SPACING switch should be put in the desired position (either 10- or 12- 
pitch). In either case, vertical spacing is 6 lines/inch, unless dynamically 
changed to 8 lines per inch by an appropriate escape sequence. 


Limitations 


See also 
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Some special characters cannot be correctly printed in column 1 because the 
print head cannot be moved to the left from there. 


If your output contains Greek and/or reverse line-feeds, use a friction-feed 
platen instead of a forms tractor; although good enough for drafts, the latter 


has a tendency to slip when reversing direction, distorting Greek characters 
and misaligning the first line of text after one or more reverse line-feeds. 


graph(ADM), tplot(ADM), 300(C), mesg(C), stty(C), tabs(C) 
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assign, deassign 


assign and deassign devices 


Syntax 
assign [ -u][-v][-d][ device }... 
deassign [-u][-v] [ device]... 
Description 


The assign command attempts to assign device to the current user. The de- 
vice argument must be an assignable device that is not currently assigned. An 
assign command without an argument prints a list of assignable devices 
along with the name of the user to whom they are assigned. 


The deassign command is used to “deassign” devices. Without any argu- 
ments, deassign will deassign all devices assigned to the user. With argu- 
ments, an attempt is made to deassign each device given as an argument. 


With these commands you can exclusively use a device, such as a tape drive 
or floppy drive. This keeps other users from using the device. They have a 
similar effect to chown(C) and chmod(C), although they only act on devices in 
/dev. Other aspects are discussed further on. 


Available options include: 


-d Performs the action of deassign. The -d option can be embedded in device 
names to assign some devices and deassign others. 


-v Gives verbose output. 
-u Suppresses assignment or deassignment, but performs error checking. 


The assign command will not assign any assignable devices if it cannot assign 
all of them. deassign gives no diagnostic if the device cannot be deassigned. 
Devices can be automatically deassigned at logout, but this is not guaranteed. 
Device names can be just the beginning of the device required. For example, 


assign fd 


should be used to assign all floppy disk devices. Raw versions of device will 
also be assigned, for example, the raw floppy disk devices /dev/rfd? would be 
assigned in the above example. 
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Note that in many installations the assignable devices such as floppy disks 
have general read and write access, so the assign command may not be neces- 
sary. This is particularly true on single-user systems. Devices supposed to be 
assignable with this command should be owned by the user asg. The direc- 
tory dev should be owned by bin and have mode 755. The assign command 
(after checking for use by someone else) will then make the device owned by 
whoever invokes the command, without changing the access permissions. 
This allows the system administrator to set up individual devices that are 
freely available, assignable (owned by asg), or nonassignable and restricted 
(not owned by asg and with some restricted mode). 


Note that the first time assign is invoked, it builds the assignable devices 
table /etcfatab. This table is used in subsequent invocations to save repeated 
searches of the /dev directory. If one of the devices in /dev is changed to be 
assignable or unassignable (that is, owned by asg), then /etc/fatab should be 
removed (by the superuser) so that a correct list will be built the next time the 
command is invoked. 


Exit Values 


Exit code 0 returned if successful, 1 if problems, 2 if device cannot be assigned. 


Limitations 


Files 


12 


Although it should never happen, if assign is aborted before completion (via 
kill -9, a power failure, etc.), the lock file /dev/asglock may need to be removed 
by root. 


/etc/atab table of assignable devices 
/devfasglock _ file to prevent concurrent access 
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at(C) 


execute commands at a later time 


Syntax 
at time [ date | [ increment | 
at -rjob-id... 
at -I[job-id...] 
at -qletter time [ date ][ increment | 
batch 
Description 


The at and batch commands both accept one or more commands from the 
standard input to be executed at a later time. at and batch differ in the way 
the set of commands, or job, is scheduled: at allows you to specify a time 
when the job should be executed, while batch executes the job when the sys- 
tem load level permits. After a job is queued with either command, the pro- 
gram writes a job identifier (a number and a letter), along with the time the 
job will execute, to standard error. 


at takes the following arguments: 


time 


date 
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The time can be specified as 1, 2, or 4 digits. One- and two- 
digit numbers are taken to be hours, four digits to be hours and 
minutes. The time can alternately be specified as two numbers 
separated by a colon, meaning hour:minute. A suffix am or pm 
can be appended; otherwise a 24-hour clock time is under- 
stood. The suffix zulu can be used to indicate Greenwich 
Mean Time (GMT). The special names noon, midnight, and 
now are also recognized. 


An optional date can be specified as either a month name fol- 
lowed by a day number (and possibly year number preceded 
by an optional comma) or a day of the week (spelt in full or 
abbreviated to three characters). Two special “days,” today 
and tomorrow, are recognized. If no date is given, today is 
assumed if the given hour is greater than the current hour and 
tomorrow is assumed if it is less. If the given month is less 
than the current month (and no year is given), next year is 
assumed. 
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increment The time and optional date arguments can be modified with an 
increment argument of the form +n units, where n is an integer 
and units is one of the following: minutes, hours, days, weeks, 
months, or years. The singular form is also accepted, and +1 
unit can also be written next unit. Thus, legitimate commands 
include: 


at 0815am Jan 24 

at 8:15am Jan 24 

at now + 1 day 

at 5 pm Friday next week 


-rjob-id...__ Removes the specified job or jobs previously scheduled by the 
at or batch command. job-id is a job identifier returned by at or 
batch. Unless you are the superuser, you can only remove 
your own jobs. 


-1[ job-id...] Lists schedule times of specified jobs. If no job-ids are speci- 
fied, lists all jobs currently scheduled for the invoking user. 
Unless you are the super user, you can only list your own jobs. 


-qletter Places the specified job in a queue denoted by letter, where 
letter is any lowercase letter from “a” to “z”. The queue letter 
is appended to the job identifier. The following letters have 
special significance: 


a at queue 
b batch queue 
c cron queue 


For more information on the use of different queues, see the queuedefs(F) 
manual page. 


batch takes no arguments; it submits a job for immediate execution at lower 
priority than an ordinary at job. 


at and batch jobs are executed using sh(C). Standard output and standard 
error output are mailed to the user unless they are redirected elsewhere. The 
shell environment variables, current directory, umask, and ulimit are retained 
when the commands are executed. Open file descriptors, traps, and priorities 
are lost. 


Users are permitted to use at and batch if their usernames (logins) appear in 
the file /usr/lib/cron/fat.allow. If that file does not exist, the file 
/usrflib/cron/at.deny is checked to determine if a given user should be denied 
access to at and batch. If neither file exists, only root is allowed to submit a 
job. If only the at.deny file exists, and it is empty, global usage is permitted. 
The allow/deny files consist of one user name per line. 


1 February 1993 


at(C) 


If the system is installed with C2 security (this is the default, unless the sys- 
tem administrator has relaxed the security), the user will also need the 
chmodsuid kernel authorization. For more information about system security 
and kernel authorizations, see the User’s Guide and the System Administrator's 
Guide. 


Exit values 


at and batch return 0 on succesful completion, or 1 if an error occurs. 


Diagnostics 
Complains about syntax errors and times out of range. 


Examples 


The simplest way to use at is to place a series of commands in a file, one per 
line, and execute these commands at a specified time with the following com- 
mand: 


at time < file 


The following sequence can be used at a terminal to format the file infile using 
the text formatter nroff(CT), and place the output in the file outfile. 


batch 
nroff infile > outfile 
(Ctrl)d 


The next example demonstrates redirecting standard error to a pipe (|), which 
is useful in a shell procedure. The file infile is formatted and the output 
placed in outfile, with any errors generated being mailed to user (output 
redirection is covered on the sh(C) manual page). 


batch <<! 

nroff infile2 > &1 > outfile | mail user 

' 
To have a job reschedule itself, invoke at from within the job. For example, if 
you want shellfile to run every Thursday, executing a series of commands 
and then rescheduling itself for the next Thursday, you can include code simi- 
lar to the following within shellfile: 


echo "sh shellfile" | at 1900 thursday next week 


Files 


/usr/lib/cron main cron directory 
fusrflib/cronfat.allow __ list of allowed users 
/usrflib/cronfat.deny __ list of denied users 
/usr/lib/cron/queuedefs scheduling information 
/usr/spool/cron/atjobs spool area 
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See also 
cron(C), kill(C), mail(C), nice(C), ps(C), queuedefs(F), sh(C) 
Standards conformance 


at and batch are conformant with: 


AT&T SVID Issue 2; 
X/Open Portability Guide, Issue 3, 1989. 
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auths 


list and/or restrict kernel authorizations 


Syntax 


auths [ -v ] [ -a authlist ] [ -r authlist |] [ -c command | 


Description 


The auths command performs actions associated with system privilege mani- 
pulation. With no arguments, auths returns the kernel authorizations associ- 
ated with the current process. All other uses of auths are discussed below. 


Either of the -a or -r options allow the user to alter the kernel authorizations in 
order to run a shell or a single command. The -a option requires a list of 
comma-separated authorizations, which become the absolute set of kernel 
authorizations for the new process. This new set must be a subset of the ker- 
nel authorizations of the invoking process. To start a process with a null set of 
kernel authorizations, use the empty string ""). The -r option also takes, as an 
argument, a comma-separated list of authorizations. These are removed from 
the authorization set of the invoking process when forming the kernel author- 
izations for the new process. 


The argument to the -c option is passed to the user’s shell as specified in the 
user's /etc/passwwd entry which is run as a single command. The user’s shell 
must support the -c command syntax similar to sh(C). When the argument is 
absent (and -a or -r is specified), the user’s shell is invoked as a process with 
adjusted authorizations. Exiting that shell will resume execution in the previ- 
ous shell and the original kernel authorizations will be in effect. This option 
may be used to run a command with restricted authorizations, that is, fewer 
than those allowed the user in the Protected Password Database entry. 


The -v option lists the new kernel authorizations before the new command or 
shell is run. It also warns with the -a option when more authorizations are 
attempted to be set than already exist or with the -r option when more author- 
izations are attempted to be removed than already exist. 


The kernel authorizations are: 


execsuid allows the running of SUID programs 
writeaudit process can write directly to the audit trail 
configaudit process can change audit subsystem parameters 
suspendaudit process is not audited by the kernel 
chmodsugid _ process can set SUID and GID bits on files 
chown process can change ownership of files it owns 
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Examples 


To execute a shell without the execsuid kernel authorization: 
auths -r execsuid 
To list the current kernel authorizations: 
auths 
To execute yourprog with no kernel authorizations: 
auths -a '" -c yourprog 
To execute myprog with chmodsugid and execsuid: 
auths -a chmodsugid,execsuid -c myprog 


See also 

sh(C), getpriv(S), getprwent(S), setpriv(S) 

“Using a secure system” chapter in the User's Guide 
Standards conformance 


auths is not part of any currently supported standard; it is an extension of 
AT&T System V provided by The Santa Cruz Operation, Inc. 
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awk: awk, oawk, nawk 


pattern scanning and processing language 


Syntax 


awk [ -Fsep ] [ [-e] ‘prog’ ]...[-f progfile]... [ |-v] var=value ...][ file ...] 


Description 


awk is an interpreted pattern-matching language with a wide range of appli- 
cations. See the chapter on awk in the User’s Guide for a complete discussion 
of its use. (nawk and oawk are alternative versions of awk. awk should be 
used in preference to nawk or oawk. See “Limitations” below for more 
details.) 


You can enter an awk program (prog) directly from the command-line, enclos- 
ing it in single quotes to prevent interpretation by the shell. The -e flag 
preceding prog is optional. For longer awk programs, it may be more con- 
venient to fetch them from a file (progfile); this is done with the -f option. You 
can specify multiple -e programs and -f files; they are concatenated together 
(with intervening newlines) to form the program that is executed. (This is like 
the -e and -f options in sed(C).) 


Input files are read in order. If no files are given on the command line, the 
standard input is used. 


You can change the awk field separator on the command line with the -Fsep 
option, where the regular expression sep is the new delimiter. You can also 
specify the field separator as a single character; this sets the field separator to 
be that character. awk -Ft is a special case that sets the field separator to a tab. 
(The field separator can also be changed within an awk program using the 
variable FS.) 


You can set the value of variables you are going to use in the awk program 
from the command line using var=value, where var is the variable and value 
is its initial value. This can be preceded with an optional -v. 


What awk does with your program 


After awk checks the syntax of your program, it reads each record (generally, 
each line) of the input and attempts to match it against the patterns specified 
in the program. For each pattern in the program, there may be an associated 
action performed when an input record matches the pattern. Actions can be 


made up of a single action statement, like print, or of a combination of state- 
ments. 
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A pattern-action statement has the form: 
pattern | action } 


Either pattern or action may be omitted. If there is no action with a pattern, 
the matching line is printed. If there is no pattern with an action, the action is 
performed on every input line. 


Programming conventions 


Pattern-action statements, and individual statements within actions, generally 
begin on a new line. 


The opening brace ({) must be on the same line as the pattern for which the 
actions should be performed. Multiple action statements may appear on a 
single line if they are separated by semicolons (;). 


A newline can be hidden with a backslash (\), so you can use backslash- 
newline to continue a long line. 


Comments in awk are introduced by a number sign (#) and end with the end 
of the line. Comments can appear anywhere in a line. 


Blank lines and whitespace (blanks and tabs) in an awk program are ignored. 


Fields, records, and built-in variables 


awk presumes that each field in a record is separated by whitespace, and that 
each record consists of one line of input. Both of these defaults can be modi- 
fied. 


You can change the field separator on the command line, as discussed earlier, 
using the -Fsep option. You can also reset the value of the input field separa- 
tor variable FS from within your awk program. FS can be set to any regular 
expression. The following action is a special case that resets FS to its default 
behavior: 


BEGIN: {-FS: =" ™ -} 


The BEGIN in this example is a special pattern that matches before the first 
record is read; this is the mechanism awk provides for doing introductory 
processing. 


Setting FS to a single blank is equivalent to: 

BEGIN’ > FS 2 PE \tl 4s? 4 
That is, setting FS to a single blank tells awk to regard any combination of 
blanks and tabs (any whitespace) as a field separator. Note that once you set 
the input field separator to something other than a single blank (that is, to all 
whitespace), leading whitespace (before the first field) is no longer ignored. 


awk is designed to consider each line of input as a complete record, but you 
can get awk to recognize multiline records by resetting the variable RS. 
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To get awk to recognize multiline records, set RS to the null string: 
BEGIN { RS = “" } 


Now, awk will presume that records are separated by one or more blank lines. 
When you reset RS like this to use multiline records, newline is always con- 
sidered a field separator, no matter what the value of FS is. To restore the 
default record separator, reset RS to a newline: 


(RSS Xn 
You can address any field in the input record using the syntax $1, $2, etc., 


where $1 is the first field in a record, $2 is the second field, and so on. The 
entire record is referred to as $0. 


Fields can also be referred to in relation to the built-in field variables, for 
example, for a five-field record: 


SNF S=2) 


would refer to the third field. The NF in this example is a built-in variable 
awk provides that counts the number of fields in a current record. (Thus, $NF 
refers to the last field in the current record.) 


The following list shows all the built-in variables in awk: 


Variable Meaning 

ARGC number of command-line arguments plus 1 

ARGV array of command-line arguments (ARGV[0 ... ARGC-1]) 
ENVIRON array of environment variables, indexed by the name of 


the variable 


FILENAME name of current input file 

FNR input record number in current file 

FS input field separator (default: any whitespace) 

NF number of fields in current input record 

NR number of records read so far 

OFMT output format for numbers (default: "%.6g"; see 
printf(S)) 

OFS output field separator (default: blank) 

ORS output record separator (default: newline) 

RS input record separator (default: newline) 

RSTART index of first character matched by match() 

RLENGTH length of string matched by match() 

SUBSEP 
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separates multiple subscripts in array elements (default: 
“\034”) 
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Patterns 
Patterns can be any of the following: 


BEGIN 

END 

/expr/ 

relational expression 
pattern && pattern 
pattern | | pattern 
(pattern) 

lpattern 
pattern1,pattern2 


BEGIN and END match before the first line is read, and after the last line has 
been read, respectively. 


All other patterns can contain extended regular expressions, like in egrep. See 
grep(C) and ed(C) for the pattern-matching syntax of extended regular 
expressions. (In the following discussion, extended regular expressions will 
be referred to simply as regular expressions.) 


You can create a string matching pattern using a regular expression in one of 
three ways: 


/regexpr/ This will match the current record if regexpr is con- 
tained anywhere in the current record. 


expression ~ /regexpr/ This will match if regexpr is contained anywhere in 
the string value of expression. 


expression ! /regexpr/ This will match if regexpr is not contained anywhere 
in the string value of expression. 


A relational expression is made up of two numeric or string expressions com- 
pared with one of the following operators: 


Operator Meaning 

< less than 

<= less than or equal to 

> greater than 

>= greater than or equal to 
== equal to 


I= not equal to 


When strings are compared using relational operators (<, <=, >, >=), they are 
compared character by character using the sort order provided by the ma- 
chine, which is usually the ASCII sort order. One string is less than another 
string if it would appear earlier (before) the other in the sort order. 
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When one operand in a relational expression is a string, the other operand is 
converted to a string as well and they are compared using the method 
described above. 


Patterns can be joined using the logical operators && (AND) and || (OR). 
When patterns are joined like this, the pattern matches the current record if 
the entire pattern evaluates to true (nonzero or nonnull). A pattern can be 
negated using the ! logical NOT operator. Parentheses may be used for group- 
ing patterns. 


pattern && pattern matches a record when both the first pattern and the 
second pattern match the record. 


pattern | | pattern matches a record when either the first pattern or the second 
pattern matches the record. 


'yattern means “does not match pattern.” That is, pattern matches every 
record that is not matched by pattern. 


pattern1, pattern2 defines a matching range. The accompanying action is per- 
formed for all records that match from the first occurrence of pattern1 to the 
following occurence of pattern2, inclusive. (The action is performed for the 
lines containing pattern1 and pattern2, as well as all the lines in between.) 


Actions 


The actual work your awk program does occurs in the action part of the 
program. 


Action statements can be made up of: 


¢ expressions (numeric and string constants, variables, array references, 
and so on) : 


e flow control statements (branches or loops) 
e built-in arithmetic or string functions or functions you define yourself 


Variables in awk are not explicitly declared; they simply spring into existence 
when they are first used. awk determines from the context whether a variable 
is numeric or string. Numeric variables are automatically initialized to 0; 
string variables are automatically initialized to the empty string (""). (See 
“Number or string” below, and the chapter on awk in the User's Guide for 
more information about variable types and type coercion in awk.) 


Values are assigned to variables in the usual way in awk: 
a = 100 


creates a numeric variable a with the value “100”. You can assign several vari- 
ables in a single statement: 


water = oil = "wet" 
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This creates two string variables, water and oil, and sets them both to contain 
the string “wet”. 


Assignment operators are evaluated from right to left. 


The following assignment operators are available; the shorthand assignment 
notation is borrowed from the C programming language: 


Operator Meaning 

a= set a equal to b 

a+=b set a equal toa+b 

a-= set a equal toa-b 

a*= set a equal toa*b 

a/=b set a equal toa /b 

a%=b set a equal to a % b; a becomes the remainder of a divided by b 
a°= set a equal to a ~b; a becomes a? 


awk offers the usual arithmetic operators: “+” (add), “-” (subtract), “*” 
(multiply), “/” (divide), “%” (modulo; divide and give remainder), “*” 
(exponentiation; “**” is a synonym). The unary “+” (plus) and “-” (minus) 
are also available. 


All arithmetic in awk is done in floating point. 


Relational expressions in action statements use the same operators as rela- 
tional expressions in patterns; consult the relational operators table in “Pat- 
terns” above. 


The logical AND and logical OR (&& and | |) are also available, as well as the 
logical NOT (!, as in !expr). 


There is also a conditional operator: “? ”: 


expression! ? expression2 : expression3 


expression is evaluated, and if it is non-empty and non-zero, then the expres- 
sion has the value of expression2. Otherwise, it has the value of expressions. 


Variables can be incremented using prefix or postfix notation, as in C. x++ and 
++x are both equivalent to x = x + 1, and x-- and --x both are equivalent to x = 
x-1. The difference between prefix (++x) and postfix (x++) is when x assumes 
its new value. In prefix notation, x is immediately incremented; in postfix 
notation, the current value of x is used and then x is incremented. 


Parentheses can be used to alter the order of evaluation in arithmetic and rela- 
tional expressions. 
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The following table of precedence shows all the available action statement 
operators and the order in which they are evaluated. The table is in decreas- 
ing order of precedence; operators higher in the table are evaluated before 
operators lower in the table. 


Operator Meaning 
$ field 
rit ears increment, decrement (prefix and postfix) 


aA 


exponentiation (** is a synonym) 
! logical negation 


+ - unary plus, unary minus 
* /% multiply, divide, mod 

+ - add, subtract 

(no explicit operator) string concatenation 

< <= > >= !/= == relationals 

7 regular expression match, negated match 
in array membership 

&& logical AND 

|| logical OR 

if conditional expression 

= += -= t= /= %= “= assignment 


All of these operators are evaluated from left to right (they are left associa- 
tive), except for the assignment operators, the conditional expression opera- 
tor, and exponentiation, which are evaluated from right to left (they are right 
associative). 


Arrays 


One-dimensional arrays are available in awk. Like other variables in awk, 
arrays and array elements do not need to be declared; they come into 
existence upon their first use. 


awk allows you to use strings as array subscripts; arrays that do this are 
called associative arrays. This lets you group together data quite simply. 


Say we have a data file listing employee names, department names, and the 
number of sick days the employee has taken: 


Steve Engineering 2 
Chris Engineering i} 
Susannah Documentation 0 
Vipin Sales 2 
Connie Marketing 3 
Matt Documentation 1 
Nancy Sales L 
Nigel Documentation 0 


The first field, $1, contains the employee name; the second field, $2, contains 
the department, and the third field, $3, contains the number of sick days for 
that employee. 
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To accumulate the number of sick days in each department: 
{ sickness[$2} += $3 } 


This creates the array sickness, which uses the values in the second field 


(“Engineering”, “Documentation”, “Sales”, and “Marketing”) as its subscripts. 
The sick day totals in field three are then collected under the appropriate sub- 
script. 
The construct: 

for (i in arr) statement 


does statement for every subscript i in the array arr. Subscripts are looped 
Over in a random order. If the value of i is changed within statement, 
unpredictable results may occur. 


The split function splits input into subscripts in an array. It takes the form: 
split(string,arr_ fs) 


where string is the string you want to split, arr is the array into which you 
want to split it, and fs is the field separator on which you want to split. The 
first component of string is stored in arr[1], the second in arr[2] and so on. 
The return value is the number of fields. 


Elements can be deleted from an array with the delete statement: 
delete arr [subscript] 
After this is done, arr [subscript] no longer exists. 


awk does not support multi-dimensional arrays, but this can be simulated by 
using a list of subscripts; see the User's Guide for details. 


Flow of control 


awk uses branching and looping statements borrowed from the C program- 
ming language. In all the following constructs, a single statement can be 
replaced by a statement list enclosed in { braces }. 


Each statement in a statement list should begin on a new line or after a semi- 
colon. 


The following constructs are available: 
if (expression) statement! else statement2 


If expression is non-zero and non-empty, do statement1; otherwise, do state- 
ment2. The “else statement2” is optional. If there are several ifs together 
with an else, the else belongs with the nearest preceding if. 


while (expression) statement 

While expression is non-zero and non-empty, statement is executed. 
for (expression1; expression; expression2) statement 

This is a generalized form of the while statement. 
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The for statement is the same as: 


expression! 

while (expression2) { 
statement 
expression3 


All three expressions are optional. 


This is often used to go through a loop based on the value of a counter, where 
expression! is used to initialize a counter; expression is the test; and expres- 
sion2 increments the counter. While expression is non-empty and non-zero, 
statement is executed. 


do statement while (expression) 
statement is repeatedly executed until expression becomes null or zero. 


The break, continue, and next statements can be used to break out of loops 
that would otherwise keep going. break drops out of the innermost while, 
for, or do loop. continue causes the next iteration of the loop to begin. Execu- 
tion will go to the test expression in a while or do loop, and to expression3 in 
a for loop. next reads the next record and starts the main input loop again. 


exit will go straight to the END statements, if there are any. If exit occurs in 
an END statement, the program itself exits. If a numeric expression is given 
after exit, this expression is taken as the exit status for the awk program. 


Output 
The print and printf statements are used to write output in awk. 
print exprl,expr2, ...,exprn 


will print the string value of each expression separated by the output field 
separator, followed by the output record separator. Without the commas, the 
expressions are concatenated. 


print by itself is an abbreviation for print $0. 


To print an empty line use: 

prints" 
The printf function in awk is like printf(S) in C: 

printf format, expr1, expr2,...,expn 
format can be made up of regular characters, which are printed as-is, escaped 
special characters, such as Tab (\t) or Newline (\n), and format keyletters that 
specify how to print the expressions following the format. Format keyletters 
begin with a “ %” and can be preceded with a width specification, a precision 


statement, and/or an instruction to left-justify an expression in its field. The 
first expression replaces the first formatting keyletter, and so on. 
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If a print or printf statement includes an expression with the greater-than 
operator (>), this expression should be enclosed in parentheses to avoid con- 
fusion between the greater-than operator and redirection into a file. For 
example: 

{ print $0 $2 > $3 } 
This statement says “print the record and then field 2 into a file named by 
field 3,” while: 

{ print: $0. 's2 > $3) 3 


says “print the record, followed by a 1 if field 2 is greater than field 3, or a 0 it 
is not.” 


printf keyletters are: 


Keyletter Prints expr as 


%oC the ASCII character referred to by the least significant 8 
bits of the numeric value of expr; truncates expr to the 
nearest integer 


Yod a decimal integer; truncates expr to the nearest integer 

%e scientific notation using the form [-]d.ddddddE|+-]dd 

Yof scientific notation using the form [-]ddd.dddddd 

“og. the shorter of e or f conversion, with nonsignificant zeros 
suppressed 

%oO an unsigned octal number 

%oS a string 

%oX unsigned hexadecimal number 

YoYo prints a “%”,no argument is converted 


The following escape sequences are recognized within regular expressions 
and strings: 


Escape sequence Meaning 
\b Backspace 
\f Formfeed 
\n Newline 
\r Carriage return 
\t Tab 
\ddd octal value ddd 
Output can be redirected into files using: 
> filename 
and 
>> filename 


Files are opened only once using the redirection operator. The first form will 
overwrite whatever is in filename, if filename already exists, and will create 
filename if it does not exist. The second form will append output to filename. 
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To send output to a pipe, use: 

| command-line 
where command-line is the command line to which you want to send the out- 
put. Filenames and command lines can be expressions, variables, or literal 
filenames or command lines. If you want to use a literal filename or com- 
mand line, you must enclose it in double quotes, otherwise, awk will treat it 
as a variable. 


There is a limit to how many files and pipes you can open in an awk program 
(see “Limits” below). Use the close statement to close files or pipes: 


close(filename) 
close(command-line) 


where filename or command-line is the open file or pipe. 


Input 
awk provides the getline function to read in successive lines. of input from a 
file or a pipe. 


getline getline by itself takes the next record of input as $0 
and sets NF, NR, and FNR. 

getline <file The next record from file becomes $0; NF is set. 

getline var The next record of input is placed in var; NR and 
FNR are set. 

getline var <file The next record in file is placed in var. 

command | getline The output of command is piped to getline. $0 and 
NF are set. 4 


command | getline var The output of command is piped to getline and 
stored in var. 


All forms of getline return 1 for successful input, 0 for end of file, and -1 for 
an error. 


To read input from a file until the file runs out, use: 
while ( ( getline x < file) > 0) {... } 


The “> 0” is needed so that the test catches a -1 error returned from getline. 
Otherwise, the while loop would read -1 as true, since it is non-zero. 


1 February 1993 29 


awk(C) 


30 


Functions 


The following arithmetic functions are built into awk: 


Function Returns 

atan2(y,x) arctangent of y/x in the range -z to n 

cos(x) cosine of x, with x in radians 

exp(x) exponential function of x, e* 

int(x) integer part of x; truncated toward 0 when x > 0 
log(x) natural (base e) logarithm of x 

rand() random number r, where 0 <=r< 1 

sin(x) sine of x, with x in radians 

sqrt(x) square root of x 

srand( ) set the seed for rand() from the time of day 
srand(x) x is new seed for rand( ) 


The string functions are: 


gsub(r,s,t) 


index(s,t) 


length(s) 


match(s,re) 


split(s,a,fs) 


globally substitutes the string s ior the regular expression r in 
the string t. If t is omitted, substitutions are made in the 
current record ($0). The number of substitutions is returned. 


returns the position in string s where string t first occurs, or 0 
if it does not occur at all. 


returns the length of its argument taken as a string, or of the 
whole record if there is no argument. 


returns the position in string s where the regular expression 
re occurs, or 0 if it does not occur at all. RSTART is set to the 
starting position (which is the same as the returned value), 
and RLENGTH is set to the length of the matched string. 


splits the string s into array elements a[1], a[2], a(n], and 
returns n. The separation is done with the regular expression 
fs or with the field separator FS if fs is not given. 


sprintf(format, expr,expr, ...) 


sub(r,s,t) 


formats the expressions according to the printf format and 
returns the resulting string. 


substitutes the string s in place of the first instance of the reg- 
ular expression r in string t and returns the number of substi- 
tutions. If t is omitted, awk substitutes in the current record 
($0). 
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substr(s,p) returns the suffix of s starting at position p. 
substr(s,p,n) returns the n-character substring of s that begins at position p. 


toupper(s) returns a copy of the string s with lowercase letters converted 
to uppercase. 


tolower(s) returns a copy of the string s with uppercase letters converted 
to lowercase. 


awk provides the system function for running commands: 
system(command-line) 
executes command-line and returns its exit status. 


You can define your own functions in awk. The syntax for this is: 


function name(parameter-list) { 
statements 
} 


name is the name of the function, parameter-list is a comma-separated list of 
variable names, which, within the function refer to the arguments with which 
the function was called, and statements are action statements that make up 
the body of the function. 


Function definitions can appear anywhere a pattern-action statement can 
appear. Recursion is permitted within user-defined functions; that is, a func- 
tion may call itself directly or indirectly. 


Variables passed to functions (as arguments) are copied and a copy of the 
variable is manipulated by the function; that is, these variables are passed by 
value. The exception to this in awk is arrays, which are passed by reference, 
that is, the actual array elements are manipulated by the function, so array 
elements can be permanently altered, created, or deleted within a function. 


Missing function arguments are set to null; extra arguments are ignored. 


To define a return value for your function, you must include a statement 
return expression 


where expression is the value you want your function to return. expression 
here is optional; if you leave it out, control will be returned to the caller of the 
function, but the return value will be undefined. The return statement itself is 
optional as well. 


The formal parameters of a function (the argument list) are local to that func- 
tion, but any other variables are global. You can use the argument list as a 
way of creating variables local only to the function; like other variables in awk 
these will be automatically initialized with null values. 
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Number or string? 


In awk, variables come into being when they are used; there is no declaration 
of a variable, and, therefore, you do not declare the type of a variable as a 
string or a number. Instead, awk assumes the type of a variable from its con- 
text. 


In an assignment statement, such as v=e, the type of v becomes the type of e. 
When the context is ambiguous, awk determines the types when the program 
runs. 


In comparisons, if both operands are numeric, they are compared as numbers; 
otherwise, they are compared as strings. (A string is greater than another 
string if it comes later in the sort sequence, and less than another string if it 
comes earlier in the sort sequence.) 


All field variables are of type string; in addition, each field can be considered 
to have a numeric value (that is, the numeric value of a string). The numeric 
value of a string is the value of the longest prefix of a string that looks 
numeric. For example, if a field contains the string “123abc”, the numeric 
value of this would be 123. 


The value of a variable in awk is initially 0 or the string "". 


You can force a variable of one type to become another type; this is known as 
type coercion. To force a number to a string: 


number 
(Concatenate the null string to number.) 


To force a string to a number: 
string + 0 


For more information about variable types, see the chapter on awk in the 
User's Guide. 


Limits 
The following limits exist in this implementation of awk: 
100 fields 
3000 characters per input record 
3000 characters per output record 
3000 characters per field 
3000 characters per printf string 
400 characters per literal string or regular expression 
250 characters per character class 
55 open files or pipes 
double precision floating point 


Numbers are limited to what can be represented on your machine; numbers 
outside this range will have string values only. 
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Examples 


The following examples are all individual awk programs; to try them out, you 
will need to put them in a file and call the file with awk -f, or enclose them in 
single quotes on the awk command line. 


Print lines longer than 72 characters: 
length > 72 
Print only the first two fields in opposite order: 
{ print $2, $1 } 
Same, with input fields separated by comma and/or blanks and tabs: 


BEGIN { FS = ";[ \t]* 1 ({ A\th+* } 
{ print $2; $13 


Add up the first column, print sum and average: 


{ s += $1 } 
END {if ( NR > 0) print "sum is", s, " average is", S/NR } 


Print fields in reverse order (on separate lines): 
{ for (1 = NF; i > 0; --i) print $i } 

Print all lines between start/stop pairs: 
/start/, /stop/ 

Print all lines whose first field is different from previous one: 
$1 != prev { print; prev = $1 } 

Simulate echo(C): 


BEGIN { 
for (1 = 1; 1 < ARGC; 1++) 
printf "ts ", ARGV[i] 


printf "\n" 
exit 
} 
Simple env(C): 
BEGIN { 
for (e in ENVIRON) 
print e "=" ENVIRON(e] 


} 


Limitations 


Input whitespace is not preserved on output if fields are involved. 

func is an obsolete synonym for function. 

This version of awk is the so-called “new awk” described in The AWK Pro- 
gramming Language (referenced above). It is mostly compatible with an older 


version of awk still in common use. On some systems, the “new awk” is 
called nawk, the older one is oawk, and awk may be linked to either version. 
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See also 


The nawk and oawk names do not exist on all systems, and even when they 
do exist, are not reliable. Only the name awk should be used. 


Known incompatibilities between this version of awk and older awks include: 


The definition of “what constitutes a number” is slightly different. In the 
old awk, a string had a numeric value only if the entire string looked 
numeric. In the new awk, a string has a numeric value if a prefix of the 
string looks numeric, and the numeric value is the value of the longest such 
prefix. 


For example, the string: 

123f00 
does not have a numeric value in the old awk (and is treated as 0), but has 
the value 123 in the new awk. 
Assigning to a nonexistent field in the new awk changes $0 to include that 
field, whereas, in the old awk, $0 did not change. Thus, the program: 

€ $2.2 $1 eprint: :} 
produces different output if the input has only one field. 


The new awk allows user-defined functions; these are not recognized in the 
old awk. 


There are several new reserved words in the new awk which could be used 
as variable names in the old awk. 


In addition, the parsing has changed, which may result in some 
ambiguous-looking expressions that were legal in the old awk failing with 
the new awk. 


For example, in regular expressions, the character class: 
[/] 


is not legal in the new awk, but was in the old. The equivalent character 
class for the new awk is: 


(\/} 


However, this character class, when used with the old awk, is not 
equivalent to the original expression. 
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ed(C), grep(C), lex(CP), printf(S), sed(C) 


“Simple programming with awk” chapter in the User's Guide 


Alfred V. Aho, Brian W. Kernighan, and Peter J. Weinberger, 
The AWK Programming Language, Addison-Wesley, 1988: 


1 February 1993 


Standards conformance 


awk(C) 


awk is conformant with: 


AT&T SVID Issue 2; 
X/Open Portability Guide, Issue 3, 1989. 
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banner(C) 


banner 


print large letters 


Syntax 


banner strings 


Description 
The banner command prints its arguments (each up to 10 characters long) in 


large letters on the standard output. This is useful for printing names at the 
front of printouts. 


See also 
echo(C) 


Standards conformance 
banner is conformant with: 


AT&T SVID Issue 2; 
X/Open Portability Guide, Issue 3, 1989. 
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basename 


remove directory names from pathnames 


Syntax 


basename string [ suffix ] 


Description 


The basename command deletes any prefix ending in “/” and the suffix (if 
present in string) from string, and prints the result on the standard output. 
The result is the “base” name of the file, that is, the filename without any 
preceding directory path and without an extension. It is used inside substitu- 
tion marks (~~) in shell procedures to construct new filenames. 


The related command dirname deletes the last level from string and prints the 
resulting path on the standard output. 


Examples 


The following command displays the filename memos on the standard output: 
basename /usr/johnh/memos.old .old 


The following shell procedure, when invoked with the argument 
/usr/src/cmd/cat.c, compiles the named file and moves the output to a file 
named cat in the current directory: 


Gevs) 
mv a.out ‘basename $1 .c° 


See also 
dirname(C), sh(C) 


Standards conformance 


basename is conformant with X/Open Portability Guide, Issue 3, 1989. 
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be 


invoke a calculator 


Syntax 


be [-c][-1] [file...] 


Description 


38 


bc is an interactive processor for a language that resembles C but provides 
unlimited precision arithmetic. It takes input from any files given, then reads 
the standard input. The -1 argument stands for the name of an arbitrary preci- 
sion math library. 


be acts as a preprocessor for dc, a calculator which operates on Reverse Polish 
Notation input. (be is easier to use than dc.) Although substantial programs 
can be written with bc, it is often used as an interactive tool for performing 
calculator-like computations. The language supports a complete set of con- 
trol structures and functions that can be defined and saved for later execution. 
The syntax of bc has been deliberately selected to agree with the C language. 
A small collection of library functions is also available, including sin, cos, 
arctan, log, exponential, and Bessel functions of integer order. 


Common uses for be are: 


e Computation with large integers. 
e Computations accurate to many decimal places. 
e Conversions of numbers from one base to another base. 


There is a scaling provision that permits the use of decimal point notation. 
Provision is made for input and output in bases other than decimal. Numbers 
can be converted from decimal to octal simply by setting the output base 
equal to 8. 


The actual limit on the number of digits that can be handled depends on the 
amount of storage available on the machine, so manipulation of numbers with 
many hundreds of digits is possible. 
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Tasks 


This section describes how to perform common bc tasks. 


Computing with integers 
The simplest kind of statement is an arithmetic expression on a line by itself. 
For instance, the expression: 
142857 + 285714 
when evaluated, responds immediately with the line: 
428571 
Other operators can also be used. The complete list includes: 
es & / % ~ 
They indicate addition, subtraction, multiplication, division, modulo 
(remaindering), and exponentiation, respectively. Division of integers pro- 


duces an integer result truncated toward zero. Division by zero produces an 
error message. 


Any term in an expression can be prefixed with a minus sign to indicate that it 

is to be negated (this is the “unary” minus sign). For example, the expression: 
L439 

is interpreted to mean that -3 is to be added to 7. 


More complex expressions with several operators and with parentheses are 
interpreted just as in FORTRAN, with exponentiation (*) performed first, then 
multiplication (*), division (/), modulo (%), and finally, addition (+), and sub- 
traction (-). The contents of parentheses are evaluated before expressions out- 
side the parentheses. All of the above operations are performed from left to 
right, except exponentiation, which is performed from right to left. 


Thus the following two expressions: 
a°b*c and a‘(b’c) 
are equivalent, as are the two expressions: 
a*b*c and (a*b)*c 
oe with FORTRAN and C the convention that a/b*c is equivalent to 
a/b)*c. 


Internal storage registers to hold numbers have single lowercase letter names. 
The value of an expression can be assigned to a register in the usual way, thus 
the statement: 


Xx=x+3 


has the effect of increasing by 3 the value of the contents of the register named 
x. When, as in this case, the outermost operator is the assignment operator 
(=), then the assignment is performed but the result is not printed. There are 
26 available named storage registers, one for each letter of the alphabet. 
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There is also a built-in square root function whose result is truncated to an 
integer (see also Scaling, below). For example, the lines: 


x = sqrt(191) 
x 

produce the printed result: 
13 


Specifying input and output bases 
There are special internal quantities in bc, called ibase (or base) and obase. 
base and ibase can be used interchangeably. ibase is initially set to 10, and 


determines the base used for interpreting numbers that are read in to be. For 
example, the lines: 


ibase = 8 

11 
produce the output line: 

9 
and sets up bc to do octal to decimal conversions. Beware of trying to change 
the input base back to decimal by entering: 

ibase = 10 
Because the number 10 is interpreted as octal, this statement has no effect. For 
those who deal in hexadecimal notation, the uppercase characters A-F are per- 
mitted in numbers (no matter what base is in effect) and are interpreted as 


digits having values 10-15, respectively. These characters must be uppercase 
and not lowercase. 


The statement: 

ibase = A 
changes back to decimal input base no matter what the current input base is. 
Negative and large positive input bases are permitted; however no mecha- 


nism has been provided for the input of arbitrary numbers in bases less than 1 
and greater than 16. 


obase is used as the base for output numbers. The value of obase is initially 
set to a decimal 10. The lines: 


obase = 16 
1000 

produce the output line: 
3E8 


This is interpreted as a three-digit hexadecimal number. Very large output 
bases are permitted. For example, large numbers can be output in groups of 
five digits by setting obase to 100000. Even strange output bases, such as 
negative bases, and 1 and 0, are handled correctly. 
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Very large numbers are split across lines with seventy characters per line. A 
split line that continues on the next line ends with a backslash (\). Decimal 
output conversion is fast, but output of very large numbers (that is, more than 
100 digits) with other bases is rather slow. 


The values of ibase and obase do not affect the course of internal computa- 
tion or the evaluation of expressions; they only affect input and output 
conversion. 


Scaling quantities 


A special internal quantity called scale is used to determine the scale of calcu- 
lated quantities. Numbers can have up to 99 decimal digits after the decimal 
point. This fractional part is retained in further computations. We refer to the 
number of digits after the decimal point of a number as its scale. 


When two scaled numbers are combined by means of one of the arithmetic 
operations, the result has a scale determined by the following rules: 


Addition, subtraction 
The scale of the result is the larger of the scales of the two operands. There 
is never any truncation of the result. 


Multiplication 
The scale of the result is never less than the maximum of the two scales of 
the operands, never more than the sum of the scales of the operands, and 
subject to those two restrictions, the scale of the result is set equal to the 
contents of the internal quantity, scale. 


Division 
The scale of a quotient is the contents of the internal quantity, scale. 


Modulo 
The scale of a remainder is the sum of the scales of the quotient and the 
divisor. 


Exponentiation 
The result of an exponentiation is scaled as if the implied multiplications 
were performed. An exponent must be an integer. 


Square Root 
The scale of a square root is set to the maximum of the scale of the argu- 
ment and the contents of scale. 


All of the internal operations are actually carried out in terms of integers, with 
digits being discarded when necessary. In every case where digits are dis- 
carded truncation is performed without rounding. 


The contents of scale must be no greater than 99 and no less than 0. It is ini- 
tially set to 0. 
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The internal quantities scale, ibase, and base can be used in expressions just 
like other variables. The line: 


scale = scale + 1 

increases the value of scale by one, and the line: 
scale 

causes the current value of scale to be printed. 


The value of scale retains its meaning as a number of decimal digits to be 
retained in internal computation even when ibase or obase are not equal to 
10. The internal computations (which are still conducted in decimal, regard- 
less of the bases) are performed to the specified number of decimal digits, 
never hexadecimal or octal or any other kind of digits. 


Using functions 


The name of a function is a single lowercase letter. Function names are per- 
mitted to use the same letters as simple variable names. Twenty-six different 
defined functions are permitted in addition to the twenty-six variable names. 


The line: 
define a(x){ 


begins the definition of a function with one argument. This line must be fol- 
lowed by one or more statements, which make up the body of the function, 
ending with a right brace (}). Return of control from a function occurs when 
a return statement is executed or when the end of the function is reached. 


The return statement can take either of the two forms: 


return 
return(x) 


In the first case, the returned value of the function is 0; in the second, it is the 
value of the expression in parentheses. 


Variables used in functions can be declared as automatic by a statement of the 
form: 


auto x,y,z 


There can be only one auto statement in a function and it must be the first 
statement in the definition. These automatic variables are allocated space and 
initialized to zero on entry to the function and thrown away on return. The 
values of any variables with the same names outside the function are not dis- 
turbed. Functions can be called recursively and the automatic variables at 
each call level are protected. The parameters named in a function definition 
are treated in the same way as the automatic variables of that function, with 
the single exception that they are given a value on entry to the function. An 
example of a function definition follows: 
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define a(x,y){ 
auto Zz 
ZB ey 
return (z) 


} 


The value of this function, when called, will be the product of its two argu- 
ments. 


A function is called by the appearance of its name, followed by a string of 
arguments enclosed in parentheses and separated by commas. The result is 
unpredictable if the wrong number of arguments is used. 


If the function do_something is defined as shown above, then the line: 
do_something(7,3.14) 

would print the result: 
21.98 

Similarly, the line: 
x = do_something(so_something(3,4),5) 

would cause the value of x to become 60. 


Functions can require no arguments, but still perform some useful operation 
or return a useful result. Such functions are defined and called using 
parentheses with nothing between them. For example: 


b() 
calls the function named b. 


Using subscripted variables 


A single lowercase letter variable name followed by an expression in brackets 
is called a subscripted variable and indicates an array element. The variable 
name is the name of the array and the expression in brackets is called the sub- 
script. Only one-dimensional arrays are permitted in bc. The names of arrays 
are permitted to collide with the names of simple variables and function 
names. Any fractional part of a subscript is discarded before use. Subscripts 
must be greater than or equal to zero and less than or equal to 2047. 


Subscripted variables can be freely used in expressions, in function calls and 
in return statements. 


An array name can be used as an argument to a function, as in: 

f(a ]) 
Array names can also be declared as automatic in a function definition with 
the use of empty brackets: 

define f(a[ )) 

auto a[ } 


When an array name is so used, the entire contents of the array are copied for 
the use of the function, then thrown away on exit from the function. Array 
names that refer to whole arrays cannot be used in any other context. 
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Using control statements: if, while and for 


The if, while, and for statements are used to alter the flow within programs or 
to cause iteration. The range of each of these statements is a following state- 
ment or compound statement consisting of a collection of statements enclosed 
in braces. They are written as follows: 


if (relation ) statement 
while ( relation ) statement 
for ( expression] ; relation ; expression2 ) statement 


A relation in one of the control statements is an expression of the form: 
expression1 rel-op expression2 

where the two expressions are related by one of the six relational operators: 
<> <= >= sx I= 

Note that a double equal sign (==) stands for “equal to” and an exclamation- 


equal sign (!=) stands for “not equal to.” The meaning of the remaining rela- 
tional operators is their normal arithmetic and logical meaning. 


Beware of using a single equal sign (=) instead of the double equal sign (==) in 
a relational. Both of these symbols are legal, so no diagnostic message is pro- 
duced. However, the operation will not perform the intended comparison. 


The if statement causes execution of its range if and only if the relation is true. 
Then control passes to the next statement in the sequence. 


The while statement causes repeated execution of its range as long as the rela- 
tion is true. The relation is tested before each execution of its range and if the 
relation is false, control passes to the next statement beyond the range of the 
while statement. 


The for statement begins by executing expression1. Then the relation is tested 
and, if true, the statements in the range of the for statement are executed. 
Then expression2 is executed. The relation is tested, and so on. The typical 
use of the for statement is for a controlled iteration, as in the statement: 


for (i=1; i<=10; i=i+1) 
which will print the integers from 1 to 10. 


The following are some examples of the use of the control statements: 


define f(n) { 
auto: i, x 
ema | 
for(i=l; i<=n; izi+1l) x=x*1l 
return (x) 

} 

The line: 
f (a) 


prints a factorial if a is a positive integer. 
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The following is the definition of a function that computes values of the bino- 
mial coefficient (m and n are assumed to be positive integers): 


define b(n,m) { 
auto x, j 
x1 
for(j=l; j<=m; ja=j+l) x=x* (n-j+1)/j 
return(x) 


} 


The following function computes values of the exponential function by sum- 
ming the appropriate series without regard to possible truncation errors: 
scale = 20 


define e(x) { 
auco-a;-'D;- 6). dy. hi 


a= Lf 

be 

eve" J 

d= 0 

n=: 1 

while(il==1) { 
a =: atx 
bee ben 
¢-=:C) + a7 
nmen+l 
Tica)" returnc) 
d-=4¢ 


Using other language features 


Language features which are less frequently used but still essential to know 
about are listed below. 


e Normally, statements are entered one to a line. It is also permissible to 
enter several statements on a line if they are separated by semicolons. 


e If an assignment statement is placed in parentheses, it then has a value 
and can be used anywhere that an expression can. For example, the line: 


(x=y+17) 

not only makes the indicated assignment, but also prints the resulting 
value. The following is an example of a use of the value of an assignment 
statement even when it is not placed in parentheses: 

x = ali=i+1] 


“sn 
1 


This causes a value to be assigned to “x” and also increments before it 


is used as a subscript. 
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e The following constructions work in be in exactly the same manner as they 


do in the C language: 
Construction Equivalent 
X=y=Z x =(y=z) 
X=+y xX=x+y 
=-y X=xX-y 
x="y X= x"*y 
x=/y x=x/y 
x =% y x = x%y 
x="y X=xy 
X++ (x=x+1)-1 
X-- (x=x-1)+1 
++X x =x+] 
--X x =x-] 


If one of these constructions is used inadvertently, it is possible for some- 
thing legal but unexpected to happen. Some of these constructs are case- 
sensitive. There is a real difference between x=-y and x= -y. The first 
replaces x by x-y and the second by -y. 


The comment convention is identical to the C comment convention. Com- 
ments begin with /* and end with */. 


There is a library of math functions that can be obtained by entering: 

be -l 

when bc is invoked. This command loads the library functions sine, 
cosine, arctangent, natural logarithm, exponential, and Bessel functions of 


integer order. These are named s, u, a, I, e, and j(n,x) respectively. This 
library sets scale to 20 by default. 


If bc is loaded with: 
bc file... 


be will read and execute the named file or files before accepting com- 
mands from the keyboard. In this way, user programs and function defini- 
tions can be loaded. 


Language reference 


This section is a comprehensive reference to the be language. It contains a 
more concise description of the features mentioned in earlier sections. 
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Tokens 


Tokens are keywords, identifiers, constants, operators, and separators. Token 
separators can be blanks, tabs or comments. Newline characters or semi- 
colons separate statements. 


Comments 
Comments are introduced by the characters /* and are terminated by */. 


Identifiers 

There are three kinds of identifiers: ordinary identifiers, array identifiers 
and function identifiers. All three types consist of single lowercase letters. 
Array identifiers are followed by square brackets, enclosing an optional 
expression describing a subscript. Arrays are singly dimensioned and can 
contain up to 2048 elements. Indexing begins at 0 so an array can be 
indexed from 0 to 2047. Subscripts are truncated to integers. Function 
identifiers are followed by parentheses, enclosing optional arguments. 
The three types of identifiers do not conflict; a program can have a vari- 
able named x, an array named x, and a function named x, all of which are 
separate and distinct. 


Keywords 
The following are reserved keywords: 


base if sqrt auto 
obase break length return 
scale define while quit 
for 


Constants 
Constants are arbitrarily long numbers with an optional decimal point. 
The hexadecimal digits A-F are also recognized as digits with decimal 
values 10-15, respectively. 


Expressions 


All expressions can be evaluated to a value. The value of an expression is 
always printed unless the main operator is an assignment. The precedence of 
expressions (that is, the order in which they are evaluated) is as follows: 


Function calls 

Unary operators 
Multiplicative operators 
Additive operators 
Assignment operators 
Relational operators 
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There are several types of expressions: 


Named expressions 
Named expressions are places where values are stored. Simply stated, 
named expressions are legal on the left side of an assignment. The value’ 
of a named expression is the value stored in the place named. 


identifiers 
Simple identifiers are named expressions. They have an initial value of 
zero. 


array-name | expression } 
Array elements are named expressions. They have an initial value of 
zero. 


scale, ibase and obase 
The internal registers scale, ibase, and obase are all named expres- 
sions. scale is the number of digits after the decimal point to be 
retained in arithmetic operations and has an initial value of zero. ibase 
and obase are the input and output number radixes respectively. Both 
ibase and obase have initial values of 10. 


Constants 
Constants are primitive expressions that evaluate to themselves. 


Parenthetic Expressions 
An expression surrounded by parentheses is a primitive expression. The 
parentheses are used to alter normal operator precedence. 


Function Calls 
Function calls are expressions that return values. They are discussed in 
the next section. 


Function calls 


A function call consists of a function name followed by parentheses contain- 
ing a comma-separated list of expressions, which are the function arguments. 
The syntax is as follows: 


function-name ( [ expression [ , expression ...}] ) 


A whole array passed as an argument is specified by the array name followed 
by empty square brackets. All function arguments are passed by value. As a 
result, changes made to the formal parameters have no effect on the actual 
arguments. If the function terminates by executing a return statement, the 
value of the function is the value of the expression in the parentheses of the 
return statement, or 0 if no expression is provided or if there is no return state- 
ment. Three built-in functions are listed below: 


sqrt (expr) | 
The result is the square root of the expression and is truncated in the least 
significant decimal place. The scale of the result is the scale of the expres- 
sion or the value of scale, whichever is larger. 
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length ( expr) 
The result is the total number of significant decimal digits in the expres- 
sion. The scale of the result is zero. 


scale ( expr ) 
The result is the scale of the expression. The scale of the result is zero. 


Unary operators 
The unary operators bind right to left. 


-expr 
The result is the negative of the expression. 


++ named_expr 
The named expression is incremented by one. The result is the value of 
the named expression after incrementing. 


--named_expr 
The named expression is decremented by one. The result is the value of 
the named expression after decrementing. 


named_expr++ 
The named expression is incremented by one. The result is the value of 
the named expression before incrementing. 


named_expr -- 
The named expression is decremented by one. The result is the value of 
the named expression before decrementing. 


Multiplicative operators 
The multiplicative operators (*, /, and %) bind from left to right. 


expr*expr 
The result is the product of the two expressions. If “a” and “b” are the 
scales of the two expressions, then the scale of the result is: 


min (a+b, max (scale, a, b) ) 


expr/expr 
The result is the quotient of the two expressions. The scale of the result is 
the value of scale. 


exproexpr 
The modulo operator (%) produces the remainder of the division of the 
two expressions. More precisely, a%b is a-a/b*b. The scale of the result is 
the sum of the scale of the divisor and the value of scale. 


1 February 1993 49 


bc(C) 


50 


expr expr 
The exponentiation operator binds right to left. The result is the first 
expression raised to the power of the second expression. The second 
expression must be an integer. If “a” is the scale of the left expression and 
“b” is the absolute value of the right expression, then the scale of the result 
is: 
min (a*b, max (scale, a) ) 


Additive operators 
The additive operators bind left to right. 


expr+expr 
The result is the sum of the two expressions. The scale of the result is the 
maximum of the scales of the expressions. 


expr-expr 
The result is the difference of the two expressions. The scale of the result 
is the maximum of the scales of the expressions. 


Assignment operators 


The assignment operators listed below assign values to the named expression 
on the left side. 


named_expr=expr 
This expression results in assigning the value of the expression on the 
right to the named expression on the left. 


named_expr =+ expr 
The result of this expression is equivalent to: 
named_expr =named_expr + expr. 


named_expr =- expr 
The result of this expression is equivalent to: 
named_expr =named_expr - expr. 


named_expr =* expr 
The result of this expression is equivalent to 
named_expr =named_expr* expr. 


named_expr=/ expr 
The result of this expression is equivalent to: 
named_expr =named_expr / expr. 


named_expr =% expr 
The result of this expression is equivalent to: 
named_expr = named_expr % expr. 


named_expr =" expr 
The result of this expression is equivalent to: 
named_expr =named_expr’ expr. 
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Relational operators 


Unlike other operators, the relational operators are only valid as the object of 
an if or while statement, or inside a for statement. 


These operators are listed below: 


expr < expr 
expr > expr 
expr <= expr 
expr >= expr 
expr == expr 
expr '= expr 


Storage classes 


There are only two storage classes in be: global and automatic (local). Only 
identifiers that are to be local to a function need to be declared with the auto 
command. The arguments to a function are local to the function. All other 
identifiers are assumed to be global and available to all functions. 


All identifiers, global and local, have initial values of zero. Identifiers 
declared as auto are allocated on entry to the function and released on return- 
ing from the function. They, therefore, do not retain values between function 
calls. Note that auto arrays are specified by the array namer, followed by 
empty square brackets. 


Automatic variables in be do not work the same way as in C. On entry to a 
function, the old values of the names that appear as parameters and as 
automatic variables are pushed onto a stack. Until return is made from the 
function, reference to these names refers only to the new values. 


Statements 


Statements must be separated by a semicolon or a newline. Except where 

altered by control statements, execution is sequential. There are four types of 
statements: expression statements, compound statements, quoted string 

cream and built-in statements. Each kind of statement is discussed 
elow: 


Expression statements 
When a statement is an expression, unless the main operator is an assign- 
ment, the value of the expression is printed, followed by a newline 
character. 


Compound statements 


Statements can be grouped together and used when one statement is 
expected by surrounding them with curly braces ({ and }). 


1 February 1993 51 


bc(C) 


Quoted string statements 
For example “string” prints the string inside the quotation marks. 


Built-in statements 


Built-in statements include auto, break, define, for, if, quit, return, and 
while. 


The syntax for each built-in statement is given below: 


Auto statement 
The auto statement causes the values of the identifiers to be pushed 
down. The identifiers can be ordinary identifiers or array identifiers. 
Array identifiers are specified by following the array name by empty 
square brackets. The auto statement must be the first statement in a 
function definition. Syntax of the auto statement is: 


auto identifier [, identifier] 


Break statement 
The break statement causes termination of a for or while statement. 
Syntax for the break statement is: 


break 


Define statement 
The define statement defines a function; parameters to the function 
can be ordinary identifiers or array names. Array names must be fol- 
lowed by empty square brackets. The syntax of the define statement 
is: 


define ([parameter [ , parameter ...]]) {statements} 


For statement 
The for statement is the same as: 
first-expression 
while ( relation ) { 
statement 
last-expression 


} 


All three expressions must be present. Syntax of the for statement is: 
for (expression; relation; expression) statement 


If statement 
The statement is executed if the relation is true. The syntax is as fol- 
lows: 


if (relation) statement 
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Quit statement 


The quit statement stops execution of a be program and returns control 
to the Operating System when it is first encountered. Because it is not 
treated as an executable statement, it cannot be used in a function 
definition or in an if, for, or while statement. Note that entering a 
(Ctrl)d at the keyboard is the same as entering “quit”. The syntax of the 
quit statement is as follows: 


quit 


Return statement 


The return statement terminates a function, pops its auto variables off 
the stack, and specifies the result of the function. The result of the 
function is the result of the expression in parentheses. The first form is 
equivalent to “return(0)”. The syntax of the return statement is as 
follows: 


return(expr) 


While statement 


Limitations 


The statement is executed while the relation is true. The test occurs 
before each execution of the statement. The syntax of the while state- 
ment is as follows: 


while (relation) statement 


A for statement must have all three E’s. 


quit is interpreted when read, not when executed. 


Trigonometric values should be given in radians. 


Files 


/usrflibflib.bc mathematical library 
/usr/bin/dc desk calculator proper 


See also 


dc(C) 
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bdiff 


compare files too large for diff(C) 
Syntax 

bdiff file1 file2 [n][-s ] 
Description 


The bdiff command compares two files, finds lines that are different, and 
prints them on the standard output. It allows processing of files that are too 
large for diff. bdiff splits each file into n-line segments, beginning with the 
first non-matching lines, and invokes diff upon the corresponding segments. 
The arguments are: 


n The number of lines bdiff splits each file into for processing. The default 
value is 3500. This is useful when 3500-line segments are too large for diff. 


-s Suppresses printing of bdiff diagnostics. Note that this does not suppress 
printing of diagnostics from diff. 


If file1 (or file2) is a dash (-), the standard input is read. 
The output of bdiff is exactly that of diff. Line numbers are adjusted to 


account for the segmenting of the files, and the output looks as if the files had 
been processed whole. 


Limitations 


Because of the segmenting of the files, bdiff does not necessarily find a small- 
est sufficient set of file differences. 


Specify the maximum number of lines if the first difference is too far down in 
the file for diff and an error is received. 


Files 


See also 


a a gr EE EEE Se 


diff(C) 
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bfs 


scan big files 


Syntax 


bfs [ - ] name 


Description 


bfs is like ed(C) except that it is read-only and processes much larger files. 
Files can be up to 1024K bytes and 32K lines, with up to 255 characters per 
line. bfs is usually more efficient than ed for scanning a file, since the file is 
not copied to a buffer. It is most useful for identifying sections of a large file 
where csplit(C) can be used to divide it into more manageable pieces for 
editing. 


Normally, the size of the file being scanned is printed, in the same way as the 
size of any file written with the w command. The optional dash (-) suppresses 
printing of sizes. Input is prompted for with an asterisk (*) when “P” and 
(Return) are typed. The “P” acts as a toggle, so prompting can be turned off 
again by entering another “P” and (Return). Note that messages are given in 
response to errors only if prompting is turned on. 


All address expressions described under ed are supported. In addition, regu- 
lar expressions may be surrounded with two symbols other than the standard 
slash (/) and “?”: A greater-than sign (>) indicates downward search without 
wraparound, and a less-than sign (<) indicates upward search without wra- 
paround. Note that parentheses and curly braces are special. and need to be 
escaped with a backslash (\). Since bfs uses a different regular expression- 
matching routine from ed, the regular expressions accepted are slightly wider 
in scope (see regex(S)). Differences between ed and bfs are listed below: 


+ A regular expression followed by “ +” means “one or more times”. 
For example, [0-9]+ is equivalent to [0-9][{0-9]*. 


\{m\} \{m,\} \{m,u\} 

Integer values enclosed in \{ \} indicate the number of times the 
preceding regular expression is to be applied. m is the minimum 
number and u is a number, less than 256, which is the maximum. 
If only m is present (for example, \{m\}), it indicates the exact 
number of times the regular expression is to be applied. \{m,\} is 
analogous to \{m,infinity\}. The plus (+) and star (*) operations 
are equivalent to \{1,\} and \{0,\} respectively. 


(... )$n The value of the enclosed regular expression is to be returned. The 
value will be stored in the (n+1)th argument following the subject 
argument. At most ten enclosed regular expressions are allowed. 
regex makes its assignments unconditionally. 
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(...) Parentheses are used for grouping. An operator, for example *, +, 
\{ and \}, can work on a single character or a regular expression 
enclosed in parentheses. For example, 


3 \ (a*\ (cb+\ )*\ )$0. 


There is also a slight difference in mark names: only the letters “a” through “z” 
may be used, and all 26 marks are remembered. 


The e, g, v, k, p, q, w, =,! and null commands operate as described under ed 
except that e does not remember filenames and g and v, when given no argu- 
ments, return the line after the line you were on. Commands such as ---, 
+++-, +++=, -12, and +4p are accepted. Note that 1,10p and 1,10 will both 
print the first ten lines. The f command only prints the name of the file being 
scanned; there is no remembered filename. The w command is independent 
of output diversion, truncation, or crunching (see the xo, xt and xc commands, 
below). The following additional commands are available: 


xf file Further commands are taken from the named file. When an end- 
of-file is reached or an interrupt signal is received, or an error 
occurs, reading resumes with the file containing the xf. xf com- 
mands may be nested to a depth of 10. 


xo [ file] Further output from the p and null commands is diverted to the 
named file. If file is missing, output is diverted to the standard 


output. Note that each diversion causes truncation or creation of 
the file. 


: label This positions a label in a command file. The label is terminated 
by a newline, and blanks between the “:” and the start of the label 
are ignored. This command may also be used to insert comments 
into a command file, since labels need not be referenced. 


(.,.)xb/regular expression /label 
A jump (either upward or downward) is made to label if the com- 
mand succeeds. It fails under any of the following conditions: 
e Either address is not between 1 and “$”. 


e The second address is less than the first. 


e The regular expression does not match at least one line in the 
specified range, including the first and last lines. 
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On success, dot (.) is set to the line matched and a jump is made to 
label. This command is the only one that does not issue an error 
message on bad addresses, so it may be used to test whether 
addresses are bad before other commands are executed. Note that 
the command xb/‘/ label is an unconditional jump. 


The xb command is allowed only if it is read from somewhere 
other than a terminal. If it is read from a pipe only a downward 
jump is possible. 


Output from the p and null commands is truncated to a maximum 
of number characters. The initial number is 255. 


xv[ digit | | spaces | [ value } 
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The variable name is the specified digit following the xv. xv5100 
or xv5 100 both assign the value 100 to the variable 5. xv61,100p 
assigns the value 1,100p to the variable 6. To reference a variable, 
put a “%” in front of the variable name. For example, using the 
above assignments for variables 5 and 6: 

1,%5p 

1,%5 

%6 


prints the first 100 lines. 


g/ %5/p 

globally searches for the characters “100” and prints each line con- 
taining a match. To escape the special meaning of “%”", a “&” 
must precede it. For example, 


g/".*[cds}/p 


could be used to match and list lines containing printf characters, 
decimal integers, or strings. 


Another feature of the xv command is that the first line of output 
from a UNIX command can be stored into a variable. The only 
requirement is that the first character of value be a “!”. For 
example, 


xv5!cat junk 
rm junk 

lecho "%5" 
xv6lexpr %6 + 1 


puts the current line in variable 5, prints it, and increments the 
variable 6 by 1. To escape the special meaning of “!” as the first 
character of value, precede it with a “ \”. For example, 


xv7date 


stores the value /date into variable 7. 
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xbz label 
xbn label 


xc [ switch | 


Diagnostics 


These two commands test the last saved return code from the 
execution of a UNIX command !command) or nonzero value, 
respectively, and jump to the specified label. The two examples 
below search for the next five lines containing the string size: 
xv55 

a 

/size/ 

xvolexpr %5 - 1 
lif 0%5 != 0 exit 2 
xbn | 

xv45 

a 

/size / 

xv4lexpr %4 - 1 
lif 0%4 = 0 exit 2 
xbz | 


If switch is 1, output from the p and null commands is 
crunched; if switch is 0, it is not. Without an argument, xc rev- 
erses switch. Initially switch is set for no crunching. Crunched 
output has strings of tabs and blanks reduced to one blank and 
blank lines suppressed. 


“?” for errors in commands if prompting is turned off. Self-explanatory error 
messages when prompting is on. 


See also 


csplit(C), ed(C), umask(C) 
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cal [ [ month | year | 


Description 


The cal command prints a calendar for the specified year. If a month is also 
specified, a calendar for that month only is printed. If no arguments are speci- 
fied, the current, previous, and following months are printed, along with the 
current date and time. The year must be a number between 1 and 9999; 
month must be a number between 1 and 12 or enough characters to specify a 
particular month. For example, May must be given to distinguish it from 
March, but S is sufficient to specify September. If only a month string is given, 
only that month of the current year is printed. 


Limitations 


Note that “cal 84” refers to the year 84, not 1984. 


The calendar produced is the Gregorian calendar from September 14 1752 
onward. Dates up to and including September 2 1752 use the Julian calendar. 
(England and her colonies switched from the Julian to the Gregorian calendar 
in September 1752, at which time eleven days were excised from the year. To 
see the result of this switch, try cal 9 1752.) 


Standards conformance 


cal is conformant with: 


AT&T SVID Issue 2; 
X/Open Portability Guide, Issue 3, 1989. 
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calendar 

invoke a reminder service 

Syntax 
calendar [ - | 

Description 
calendar consults the file calendar in the user's current directory and mails the 
user lines that contain today’s or tomorrow's date. Most reasonable month- 
day dates, such as Sep. 14, september 14, and 9/14, are recognized, but not 14 
September, or 14/9. 
On weekends, “tomorrow” extends through Monday. Lines that contain the 
date of a Monday will be sent to the user on the previous Friday. This is not 
true for holidays. 
When an argument is present, calendar does its job for every user who has a 
file calendar in his login directory. Normally this is done daily, in the early 
morning, under the control of cron(C). 

Limitations 
To get reminder service, a user’s calendar file must have read permission for 
all. 

Files 
calendar 
/usr/lib/calprog to calculate today’s and tomorrow's dates 
/etc/passwd 
/tmp/cal* 

See also 
cron(C), mail(C) 


Standards conformance 


calendar is conformant with: 


AT&T SVID Issue 2; 
X/Open Portability Guide, Issue 3, 1989. 
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cancel 


cancel requests to lineprinter 


Syntax 


cancel [ request-ids | [ printers | 


Description 


The cancel command cancels printer requests that were made by the Ip(C) 
shell command. The shell command line arguments may be either request-ids 
(as returned by Ip(C)) or printer names (for a complete list, use Ipstat(C)). 
Specifying a request-id cancels the associated request even if it is currently 
printing. Specifying a printer cancels the request that is currently printing on 
that printer. In either case, the cancellation of a request that is currently print- 
ing frees the printer to print its next available request. 


See also 
Ip(C), lpstat(C) 


Standards conformance 
cancel is conformant with: 


AT&T SVID Issue 2; 
X/Open Portability Guide, Issue 3, 1989. 
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cat 


concatenate and display files 


Syntax 


Description 


cat[-u][-s][-v][-t][-e] file... 


cat reads each file in sequence and writes it on the standard output. If no 
input file is given, or if a single dash (-) is given, cat reads from the standard 
input. The options are: 


-S 


-u 


-V 


-t 


-e 


Suppresses warnings about nonexistent files. 
Causes the output to be unbuffered. 


Causes non-printing characters (with the exception of tabs, newlines, and 
form feeds) to be displayed. Control characters are displayed as “Xx 
((Ctrl)x), where X is the key pressed with the (Ctrl) key (for example, 
(Ctrl)m is displayed as “*M). The (Del) character (octal 0177) is printed as 
*?. Non-ASCII characters (with the high bit set) are printed as M -x, where 
x is the character specified by the seven low order bits. 


Causes tabs to be printed as “I and form feeds as “L. This option is 
ignored if the -v option is not specified. 


Causes a “$” character to be printed at the end of each line (prior to the 
new-line). This option is ignored if the -v option is not set. 


No input file may have the same name as the output file unless it is a special 


file. 


Examples 
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The following example displays file on the standard output: 


cat file 


The following example concatenates filel1 and file2 and places the result in 
file3: 


cat filel file2 >file3 


The following example concatenates file] and appends it to file2: 


cat filel >> file2 
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Warning 


Command lines such as: 

cat file1 file2 > file1 
will cause the original data in file1 to be lost; therefore, you must be careful 
when using special shell characters. 


See also 

cp(C), pr(C) 
Standards conformance 

cat is conformant with: 


AT&T SVID Issue 2; 
X/Open Portability Guide, Issue 3, 1989. 
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cd 


change working directory 


Syntax 


cd [ directory | 


Description 


If specified, directory becomes the new working directory; otherwise the 
value of the shell parameter $HOME is used. The process must have search 
(execute) permission in all directories (components) specified in the full path- 
name of directory. 


Because a new process is created to execute each command, cd would be inef- 
fective if it were written as a normal command; therefore, it is recognized and 
executed by the shell. 


If the shell is reading its commands from a terminal, and the specified direc- 
tory does not exist (or some component cannot be searched), spelling correc- 
tion is applied to each component of directory, in a search for the “correct” 
name. The shell then asks whether or not to try and change directory to the 
corrected directory name; an answer of n means “no,” and anything else is 
taken as “yes.” 


The KornShell command, ksh, has extensions to the syntax for cd. Please refer 
to ksh(C) for more information. 


Limitations 


See also 


Wildcard designators will work with the cd command. 


Both ksh(C) and csh(C) recognize cd ~ to mean change to the home directory, 
as set by $HOME. 
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pwd(C), sh(C), chdir(S) 
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checkmail 


check for mail which has been submitted but not delivered 


Syntax 


checkmail [ -a ] [ -f ] [-m ] 


Description 


See also 


checkmail checks the mail queue on the local machine for messages which 
have been sent by the invoker. If invoked without any arguments, the “Sub- 
ject:” of each message found is given along with a list of addressees who have 
not yet received the message. Usually, messages are still in the queue because 
the addressee’s host machine is down. 


The -a (all addresses) option causes all addresses to be shown (both delivered 
and undelivered). Some delivered addresses may not appear since some sites 
remove already delivered addresses from the address list files for efficiency. 
The -f (fast) option suppresses the printing of the “Subject” line. The -m (all 
messages) option causes checkmail to check all messages in the mail queue, 
not just those of the invoker. This is only useful for mail system maintainers 
who wish to find obstinate hosts. 


deliver(ADM), mmdf(ADM) 


Standards conformance 


MMDPF is not part of any currently supported standard; it was developed at 
the University of Delaware and is used with permission. 
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chgrp 


change group ID 


Syntax 
chgrp group file ... 

Description 
chgrp changes the group ID of each file to group. A group may be specified 
by either its name or its ID (a decimal number). The names and corresponding 
IDs of each group may be founc in the file /etc/group (for more details, refer to 
the group(F) manual page). 

Limitations 
Only the owner or the super user can change the group ID of a file. 

Files 
/etc/group 

See also 


chown(C), group(F), passwd(F), chown(S) 


Standards conformance 
chgrp is conformant with: 
AT&T SVID Issue 2; 


NIST FIPS 151-1; 
X/Open Portability Guide, Issue 3, 1989. 
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chmod 


change the access permissions of a file or directory 


Syntax 
chmod [who] [+1-!=] [mode ...] file... 
chmod mode file ... 

Description 


The chmod command changes the access permissions (or mode) of a specified 
file or directory. It is used to control file and directory access by users other 
than the super user. mode may be an expression composed of letters and 
operators (called “symbolic mode”), or a number (called “absolute mode”). 


Symbolic mode 
A chmod command using symbolic mode has the form: 
chmod [who][+1|-|=][mode ...] file... 


In place of who you can use any one, or a combination, of the following 
letters: 


a Stands for “all users.” If who is not indicated on the command line, a is the 
default. 


g Stands for “group,” all users who have the same group ID as the owner of 
the file or directory. 


o Stands for “others,” all users on the system. 

u_ Stands for “user,” the owner of the file or directory. 

The operators are: 

+ Adds permission. 

- Removes permission. 

= Assigns the indicated permission and removes all other permissions (if 


any) for that variable. If no permission is assigned, existing permissions 
are removed. 
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Permissions are set using any combination of the following letters for mode: 


x 
r 


w 


] 


Execute (sets search permission for directories). 
Read. 


Write. 


Sets owner or group ID on execution of the file to that of the owner of the 
file. The mode “uts” sets the user ID bit for the file. The mode “g+s” sets 
the group ID bit. Other combinations have no effect. When the group ID 
bit is set on a directory, all files created under it subsequently receive the 
group ID of that directory. When the group ID bit is not set, files are creat- 
ed with the group ID of the creating process/user. 


This is known as the “sticky bit” (see chmod(S)). Only the mode “u+t” sets 
the sticky bit. All other combinations have no effect. When this bit is set 
on a directory, files within the directory cannot be removed by anyone but 
the owner or the super user. Only the super user can set the sticky bit. 


Mandatory locking will occur during access. 


Multiple symbolic modes may be given, separated by commas, on a single 
command line. See the following “Examples” section for sample permission 
settings. 


Mandatory file and record locking refers to a file having locked reading or 
writing permissions while a program is accessing that file. A file cannot have 
group execution permission and be able to be locked on execution. In addi- 
tion, it is not possible to turn on the set-group-ID and enable a file to be locked 
on execution at the same time. The following examples show illegal uses of 
chmod and will generate error messages: 


chmod g+x,+1 filename 


chmod g+s,+l filename 


Absolute mode 
A chmod command using absolute mode has the form: 


chmod mode filename 


where mode is an octal number constructed by combining the following flags 
using logical OR: 


4000 Set user ID on execution 


20#0 Set group ID on execution if “#” is 7, 5, 3, or 1; enable mandatory 


locking if “ #” is 6, 4, 2, or 0 


1000 Sets the sticky bit (see chmod(S)) 


1 February 1993 


chmod(C) 


0400 Read by owner 

0200 Write by owner 

0100 Execute (search in directory) by owner 
0040 Read by group 

0020 Write by group 

0010 Execute (search in directory) by group 
0004 Read by others 

0002 Write by others 

0001 Execute (search in directory) by others 


0000 No permissions 


Examples 


Symbolic mode | 
The following command gives all users execute permission for file: 
chmod +x file 


The following command removes read and write permission for group and 
others from file: 


chmod go-rw file 


The following command gives other users read and write permission for file: 
chmod o+rw file 


The following command gives read permission to group and others: 
chmod g+r,o+r file 


The following example causes the mandatory locking of file on access: 
chmod +1 file 


Absolute mode 
The following command gives all users read, write and execute permission for 


file: 
chmod 0777 file 
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The following command gives read and write permission to all users for file: 
chmod 0666 file 
The following command gives read and write permission to the owner of file 
only: 
chmod 0600 file 
Limitations 
The setuid, setgid and sticky bit settings have no effect on shell scripts. 
See also 


chmod(S), Is(C) 


Standards conformance 
chmod is conformant with: 


AT&T SVID Issue 2; 
X/Open Portability Guide, Issue 3, 1989. 
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chown 
change owner ID 


Syntax 
chown owner file... 

Description 
The chown command changes the owner ID of each file to the user ID speci- 
fied by owner. The owner may be either a decimal user ID or a login name 
found in the file /etc/passwd. | 

Authorization 
Use of this utility is governed by the chown kernel authorization. If this 
authorization is not granted, ownership of files can only be changed by root. 
Restricted chown is required for NIST FIPS 151-1 conformance. The chown 
authorization should not be assigned to users if you wish to conform to these 
requirements. 

Files 
/etc/passwd 
/etc/group 

See also 


chgrp(C), chown(S), group(F), passwd(F) 


Standards conformance 
chown is conformant with: 
AT&T SVID Issue 2; 


NIST FIPS 151-1; 
X/Open Portability Guide, Issue 3, 1989. 
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clear 

clear a terminal screen 

Syntax 
clear [ term | 

Description 
The clear command clears the screen. If term is not specified, the terminal 
type is obtained from the TERM environment variable. 
Standard output may be redirected to another terminal to clear its screen. You 
must have write permission on the other terminal for the command to take 
effect. The term parameter must be supplied if the terminal is of a different 
type than the one from which the command is issued. 
If a video terminal does not have a clear screen capability, newlines are out- 
put to scroll the screen clear. If the standard output is a hardcopy, the paper 
is advanced to the top of the next page. 

Diagnostics 
If the standard output is not a terminal, clear issues an error message. 

Files 
/etc/termcap 

See also 


environ(M), termcap(F), tput(C) 


cmp(C) 


cmp 
compare two files 
Syntax 
cmp [ -1 ] [ -s ] file1 file2 
Description 
cmp compares two files and, if they are different, displays the byte and line 
number of the differences. If file1 is “-”, the standard input is used. 
The options are: 
-1 Prints the byte number (decimal) and the differing bytes (octal) for each 
difference. 
-s Returns an exit code only, 0 for identical files, 1 for different files, and 2 for 
inaccessible or missing files. 
This command should be used to compare binary files; use diff(C) or diff3(C) 
to compare text files. 
See also 


comm(C), diff(C), diff3(C) 


Standards conformance 
cmp is conformant with: 


AT&T SVID Issue 2; 
X/Open Portability Guide, Issue 3, 1989. 
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col 


filter reverse linefeeds 


Syntax 


col [ -bfxp ] 


Description 
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col prepares output from processes, such as the text formatter nroff(CT), for 
output on devices that limit or do not allow reverse or half-line motions. col 
is typically used to process nroff output text that contains tables generated by 
the tbl program. A typical command line might be: 


tbl file | nroff | col | lpr 
col takes the following options: 


-b Assumes the output device in use is not capable of backspacing. If two 
or more characters appear in the same place, col outputs the last charac- 
ter read. 


-f Allows forward half linefeeds. If not given, col accepts half line motions 
in its input, but text that would appear between lines is moved down to 
the next full line. Reverse full and half linefeeds are never allowed with 
this option. 


-x Prevents conversion of whitespace to tabs on output. col normally con- 
verts whitespace to tabs wherever possible to shorten printing time. 


-p Causes col to ignore unknown escape sequences found in its input and 
pass them to the output as regular characters. Because these characters 
are subject to overprinting from reverse line motions, the use of this 
option is discouraged unless the user is fully aware of the position of the 
escape sequences. 


col assumes that the ASCII control characters SO (octal 016) and SI (octal 017) 
start and end text in an alternate character set. If you have a reverse linefeed 
(ESC 7), reverse half linefeed (ESC 8), or forward half linefeed (ESC 9), within 
an SI-SO sequence, the ESC 7, 8 and 9 are still recognized as line motions. 


On input, the only control characters col accepts are Space, Backspace, Tab, 
Return, Newline, reverse linefeed (ESC 7), reverse half linefeed (ESC 8), for- 
ward half linefeed (ESC 9), alternate character start(SI), alternate character end 
(SO), and vertical tag (VT). (The VT character is an alternate form of full 
reverse linefeed, included for compatibility with some earlier programs of this 
type.) All other non-printing characters are ignored. 
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Limitations 


col cannot back up more than 128 lines. 
col allows at most 800 characters, including backspaces, on a line. 


Vertical motions that would back up over the first line of the document are 
ignored. Therefore, the first line must not contain any superscripts. 


See also 
nroff(CT), tbl(CT) 


Standards conformance 
col is conformant with: 


AT&T SVID Issue 2; 
X/Open Portability Guide, Issue 3, 1989. 
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comm 

select or reject lines common to two sorted files 

Syntax 
comm [ -123 | file1 file2 

Description 
comm reads file1 and file2, which should be ordered according to the collat- 
ing sequence defined by the current locale (see sort(C)), and produces a three- 
column output: lines only in file1; lines only in file2; and lines in both files. 
The filename “-” means the standard input. 
Flags 1, 2, or 3 suppress printing of the corresponding column. Thus 
comm -12 prints only the lines common to the two files; comm -23 prints only 
lines in the first file but not in the second; comm -123 is a no-op (does 
nothing). 

See also 


cmp(C), diff(C), sort(C), uniq(C) 


Standards conformance 


comm is conformant with: 


AT&T SVID Issue 2; 
X/Open Portability Guide, Issue 3, 1989. 
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compress, uncompress, zcat 


compress data for storage, uncompress and display compressed files 


Syntax 


compress [ -cdfFqv ] [-H | -b bits | file 
compress -P fd 

uncompress [ -fqcFv ] file 

uncompress [ -P fd ] 


zcat file 
Description 


The compress command takes a file and compresses it to a smaller size 
(without loss of information), creates a compressed output file, and removes 
the original file unless the -c option is present. Compression is achieved by 
encoding common strings within the file. 


uncompress restores a previously compressed file to its uncompressed state 
and removes the compressed version. 


zcat uncompresses and displays a file on the standard output. 


If the -P fd option is specified, compress reads a list of filenames from the pipe 
associated with the file descriptor fd. One filename is read from each succes- 
sive 1K block of data in the pipe. Each filename is null terminated. File 
names are read until a null character is encountered at the beginning of a 
block or the pipe is closed. Each file is then compressed. The output files 
have the same name as, and overwrite, the original files. This option can also 
be used with uncompress. 


If no file is specified on the command line, input is taken from the standard 
input and the output is directed to the standard output. Output defaults to a 
file with the same filename as the input file with the suffix “.Z” or it can be 
directed through the standard output. The output files have the same permis- 
sions and ownership as the corresponding input files or the user’s standard 
permissions if output is directed through the standard output. 


If no space is saved by compression, the output file is not written unless the -F 
flag is present on the command line. 


If you attempt to compress a symbolic link, the link will be broken and a 


compressed copy of the file to which the symbolic link pointed will be created 
locally. compress will fail on a file with hard (non-symbolic) links. 
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Options 


The following options are available from the command line: 


-b bits Specifies the maximum number of bits to use in encoding. 


-C Writes output on the standard output and does not remove original 
file. 

-d Decompresses a compressed file. 

-f Overwrites previous output file. 

-F Writes output file even if compression saves no space. 

-H Compresses a file by approximately a further 20% using the LZH 


algorithm. uncompress(C) automatically detects when files have 
been compressed with this option and processes them accordingly. 


-q Generates no output except error messages, if any. 
-v Prints the name of the file being compressed, and the percentage of 


compression achieved. With uncompress, the name of the 
uncompressed file is printed. 


Limitations 
The -P option is provided for internal use by tar(C). 
The -v option is not compatible with the -c option. 
See also 
cat(C), pack(C), tar(C) 
Standards conformance 
compress, uncompress and zcat are not part of any currently supported stan- 


dard; they are extensions of AT&T System V provided by The Santa Cruz 
Operation, Inc. 
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copy(C) 


copy groups of files 


Syntax 


copy [ option]... source ... dest 


Description 


The copy command copies the contents of directories to another directory. It 
is possible to copy whole file systems since directories are made when 
needed. 


If files, directories, or special files do not exist at the destination, then they are 
created with the same modes and flags as the source. In addition, the 
superuser may set the user and group ID. The owner and mode are not 
changed if the destination file exists. 


Note that there may be more than one source directory. If so, the effect is the 
same as if the copy command had been issued for each source directory with 
the same destination directory for each copy. 


Options do not have to be given as separate arguments, and may appear in 
any order, even after the other arguments. The options are: 


-a Asks the user before attempting a copy. If the response does not 
begin with a “ y”, then a copy is not done. When used together with 
the -v option, it overrides the verbose option so that messages 
regarding the copy action are not displayed. 


-] Uses links instead whenever they can be used. Otherwise a copy is 
made. Note that links are never made for special files or directories. 


-n Requires the destination file to be new. If not, then the copy com- 
mand does not change the destination file. The -n flag is meaning- 
less for directories. For special files a -n flag is assumed (that is, the 
destination of a special file must not exist). 


-0 If set, then every file copied has its owner and group set to those of 
the source. If not set, then the file’s owner is the user who invoked 
the program. 


-m If set, then every file copied has its modification time and access time 
set to that of the source. If not set, then the modification time is set 
to the time of the copy. 

-r If set, then every directory is recursively examined as it is encoun- 


tered. If not set then any directories that are found are ignored. 
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Examples 


-ad Asks the user whether a -r flag applies when a directory is discover- 
ed. If the answer does not begin with a “y”, then the directory is 
ignored. 

-V Messages are printed that reveal what the program is doing. If used 


with the -a option, the -a option is given priority so that it overrides 
the verbose option, and the copy action message is not displayed. 


Arguments to copy are: 


source This may bea file, directory or special file. It must exist. If it is not a 
directory, then the results of the command are the same as for the cp 
command. 


dest The destination must be either a file or directory name that is dif- 
ferent from the source. 


If the source and destination are anything but directories, then copy acts just 
like a cp command. If both are directories, then copy copies each file into the 
destination directory according to the flags that have been set. 


This command line verbosely copies all files in the current directory to 
/tmp/food: 


copy -v . /tmp/food 


The next command line copies all files, except for those that begin with a 
dot (.), and copies the immediate contents of any child directories: 


copy * /tmp/logic 
This command is the same as the previous one, except that it recursively 


examines all subdirectories, and it sets group and ownership permissions on 
the destination files to be the same as the source files: 


copy -ro * /tmp/logic 


Limitations 
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Special device files can be copied. When they are copied, any data associated 
with the specified device is not copied. 
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corex(C) 


convert new-style core image dumps to old-style 


Syntax 


corex [ input [ output ]] 


Description 


The Operating System writes a core(FP) dump of a terminated process when 
various errors occur; the most common are a user-generated QUIT signal (typ- 
ically the (Ctrl)\ key) and program logic mistakes. The format of the core file 
dumped has changed; the corex command converts new-style to old-style. 


The optional input argument is the name of the new-style core file to convert; 
output is the name of the converted core file. The default input is “core” and 
the default output is input with a “.old” suffix appended. The output file can 
be specified only if an input file is specified; the input and output files must 
not refer to the same file. 


Limitations 


See also 


The new-style core files should work with most debuggers, including those 
which only have knowledge of the old-style. Since the new-style contains 
additional information and uses a slightly different arrangement, in some cir- 
cumstances such debuggers may not work properly with a new-style core file. 
When such a debugger does not seem to be working, converting the new-style 
core file to an old-style using corex should solve the problem. 


However, converted core files are indistinguishable from genuine old-style 
ones sO in some circumstances such conversion may not solve the problem. 
An updated debugger should then be procured. 


adb(CP), codeview(CP), core(FP), dbxtra(CP), dbXtra(CP), sdb(CP), 
sigaction(S), stty(C), termio(M) 
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cp 


copy files 

Syntax 
cp file1 file2 
cp files directory 

Description 
There are two ways to use the cp command. With the first way, file1 is copied 
to file2. Under no circumstance can file1 and file2 be identical. With the 
second way, directory is the location of a directory into which one or more 
files are copied. This directory must exist prior to the execution of the cp 
command. 
cp follows symbolic links given as arguments. 

Limitations 
Special device files can be copied. If the file is a named pipe, then the data in 
the pipe is copied to a standard file. Similarly, if the file is a device, then the 
file is read until the end-of-file is reached, and that data is copied to a stan- 
dard file. It is not possible to copy a directory to a file. 

See also 


copy(C), chmod(S), cpio(C), In(C), mv(C), rm(C) 


Standards conformance 


cp is conformant with: 


AT&T SVID Issue 2; 
X/Open Portability Guide, Issue 3, 1989. 
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cpio 


copy file archives in and out 


Syntax 
cpio -o [aBcLUvV ] [ -Cbufsize ] [[ -Ofile | [-Kvolumesize | [-Mmessage ]] 
cpio -i [AbBcdkmrtTuvVfsS6 ] [ -Cbufsize ] [[-Ifile ] |-Mmessage }] 
[pattern ...] 
cpio -p [ adILmuvV ] directory 

Description 


cpio -o (copy out) reads the standard input to obtain a list of pathnames and 
copies those files onto the standard output together with pathname and status 
information. Output is padded to a 512-byte boundary by default. 


cpio -i (copy in) extracts files from the standard input, which is assumed to be 
the product of a previous cpio -o. Only files with names that match patterns 
are selected. patterns are regular expressions given in the filename- 
generating notation of sh(C). In patterns, metacharacters ?, *, and [... ] 
match the slash (/) character, and backslash (\) is an escape character. A “!” 
metacharacter means not. (For example, the !abc* pattern would exclude all 
files that begin with abc.) Multiple patterns may be specified and if no pat- 
terns are specified, the default for patterns is “ *” (that is, select all files). Each 
pattern must be enclosed in double quotes; otherwise, the name of a file in the 
current directory is used. Extracted files are conditionally created and copied 
into the current directory tree based upon the options described below. If 
cpio is used to copy files by a process without appropriate privileges, the 
access permissions are set in the same fashion that creat() would have set 
them when given the mode argument, matching the file permissions supplied 
by the c_mode field of the cpio format. The owner and group of the files will 
be that of the current user unless the user is super user, which causes cpio to 
retain the owner and group of the files of the previous cpio -o. 


NOTE: If cpio -i tries to create a file that already exists and the existing file is 
the same age or newer, cpio will output a warning message and not replace 


the file. (The -u option can be used to unconditionally overwrite the existing 
file.) 


cpio -p (pass) reads the standard input to obtain a list of path names of files 
that are conditionally created and copied into the destination directory tree 
based upon the options described below. Archives of text files created by 
cpio are portable between implementations of UNIX System V. 
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The meanings of the available options are: 


-a 


-A 


-B 


=¢ 


Reset access times of input files after they have been copied. Access 
times are not reset for linked files when cpio -pla is specified. 


Suppresses absolute filenames. A leading “ /” character is removed 
from the filename during copy-in. If:a pattern is provided, it should 
match the relative (rather than the absolute) pathname. 


Reverse the order of the bytes within each word. Use only with the -i 
option. 


Input/output is to be blocked 5,120 bytes to the record. The default 
buffer size is 512 bytes when this and the -C options are not used. (-B 
does not apply to the pass option; -B is meaningful only with data 


directed to or from a character-special device, for example, 
/dev/rdsk/f0g15dt.) 


Write header information in ASCII character form for portability. 
Always use this option when origin and destination machines are dif- 
ferent types. 


-Cbufsize 


-d 
-f 


-Ifile 


-k 


Input/output is to be blocked bufsize bytes to the record, where buf- 
size is replaced by a positive integer. The default buffer size is 512 
bytes when this and -B options are not used. (-C does not apply to the 
pass option; -C is meaningful only with data directed to or from a 
character-special device, for example, /dev/rmt/c0s0.) When used with 
the -K option, bufsize is forced to be a 1K multiple. 


Directories are to be created as needed. 


Copy in all files except those in patterns. (See the paragraph on cpio -i 
for a description of patterns.) 


Read the contents of file as input. If file is a character-special device, 
when the first medium is full, replace the medium and type a carriage 
return to continue to the next medium. Use only with the -i option. 


Attempt to skip corrupted file headers and I/O errors that may be 
encountered. If you want to copy files from a medium that is cor- 
rupted or out of sequence, this option lets you read only those files 
with good headers. (For cpio archives that contain other cpio archives, 
if an error is encountered, cpio may terminate prematurely. cpio will 
find the next good header, which may be one for a smaller archive, and 
terminate when the smaller archive’s trailer is encountered.) Used only 
with the -i option. 
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-Kvolumesize 


Specifies the size of the media volume. Must be in 1K blocks. For 
example, a 1.2M floppy disk has a volumesize of 1200. Must include 
the -C option with a bufsize multiple of 1K. If you specify an incorrect 
size with -K, the command executes without error, but cpio generates 
the message “out of sync: bad magic” when the volume is read. (-K is 
not available with cpio -i.) 


-] Whenever possible, link files rather than copying them. Usable only 
with the -p option. 

-L Follow symbolic links. 

-m__ Retain previous file modification time. This option is ineffective on 
directories that are being copied. 

-Mmessage 
Define a message to use when switching media. When you use the -O 
or -I options and specify a character-special device, you can use this 
option to define the message that is printed when you reach the end of 
the medium. One %d can be placed in the message to print the 
sequence number of the next medium needed to continue. 

-Ofile Direct the output of cpio to file. If file is a character-special device, 
when the first medium is full, replace the medium and type a carriage 
return to continue to the next medium. Use only with the -o option. 

-I Interactively rename files. If the user types a null line, the file is 
skipped. If the user types a “.”, the original pathname will be copied. 
(Not available with cpio -p.) 

“5 Swap bytes within each half word. Use only with the -i option. 

-S Swap halfwords within each word. Use only with the -i option. 

-T_ _—‘ Truncate long filenames to 14 characters. Use only with the -i option. 

-t Print a table of contents of the input. No files are created. 

-u Copy unconditionally (normally, an older file will not replace a newer 
file with the same name). 

-U__ Inform cpio that you are using a SCSI device. You do not need to use 
the -K option to specify the volume size. 

-v___- Verbose: causes a list of filenames to be printed. When used with the -t 
option, the table of contents looks like the output of an Is -l command 
(see Is(C)). 

-V__ Special Verbose: print a dot for each file seen. Useful to assure the user 
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-6 Process an old (that is, UNIX System Sixth Edition format) file. Use 
only with the -i option. 


Note that cpio assumes 4-byte words. 


Files may be archived with relative or absolute pathnames. Absolute path- 
names specify the location of a file in relation to the root directory (/); relative 
pathnames specify the location of a file relative to the current working direc- 
tory. As an example, consider the following cpio commands, as executed from 
the directory /u/bulls: 


Is /u/bulls/eye | cpio -ocv > arcfile1 
Is eye | cpio -ocv > arcfile2 


The first command archives the file /u/bulls/eye, including its absolute path- 
name, as arcfilel1. The second command archives eye as arcfile2, without storing 
any information about the path. 


If you restore from arcfile1, eye will be written back to the directory /u/bulls no 
matter what your working directory. Restoring from arcfile2 will write eye to 
your current directory. In either case, you are not allowed to restore the file to 
a directory if you do not have write permission on that directory. 


When making a cpio archive, consider whether you will always want to 
restore the files with absolute pathnames. You can extract files archived with 
absolute pathnames into their original directory, whatever your current work- 
ing directory. If necessary, you can specify the -A option to suppress the abso- 
lute pathname, and extract files into a different path. 


If you opt to archive files using relative pathnames, you will have to change 
directory to the one where the archive was created in order to extract the files 
with their original paths. 


If cpio reaches end of medium (end of a diskette for example) when writing to 
(-o) or reading from (-i) a character-special device, and -O and -I are not used, 
cpio will print the message: 

If you want to go on, type device/filename 

when ready. 


To continue, you must replace the medium and type the character-special de- 
vice name (/dev/rdsk/f0q15dt for example) and a carriage return. You may want 
to continue by directing cpio to use a different device. For example, if you 
have two floppy drives, you may want to switch between them so cpio can 
proceed while you are changing the floppies. (A carriage return alone causes 
the cpio process to exit.) 
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Examples 


The following examples show cpio being used to create, verify and read 
archives, and to copy a complete directory structure. 


The first example demonstrates the creation of an archive, as a file, or on a de- 
vice such as a floppy drive. The filenames output by Is(C) are directed 
through a pipe to cpio -o. These files are grouped and directed (>) to a single 
file (.. mezofile). The -c option ensures that the file will be portable to other ma- 
chines. Instead of Is(C), you could use find(C), echo(C), cat(C), and so on, to 
pipe a list of names to cpio. 

Is | cpio -ocv > ../newfile 


The -v option is used to output a list of filenames as they are extracted. 


You can also direct the output to a device instead of a file (here specifying a 
blocking factor using the -B option): 


Is | cpio -ocvB -O/dev/rfd096ds15 


These files are stored with pathnames relative to the current directory. In this 
way, they can be extracted into any desired destination directory. 


If you use find with cpio, you can place conditions on which files are to be 
archived. For example, you can choose to archive: 


e Files of a given size (using the -size option of find). 


e Files which have had their contents accessed (-atime), or modified 
(-mtime) in a given time period. 


e Files which have had details such as their ownership, type, number of 
links, or file size changed in a given time period (-ctime). 


e Files with certain permissions, such as executable files (-perm). 
e Files owned by certain users (-user) or groups (-group). 


It is important to use the -depth option of find to generate pathnames for 
cpio. This eliminates problems cpio could have trying to copy files from 
read-only directories. 


You can create a multivolume archive of the entire filesystem on floppies 
using the -O option of cpio: 


find / -depth -print | cpio -ovcBK 1200 -O/dev/rfd096ds15 


This archive stores the files with absolute pathnames. When extracted, they 
will be put in exactly the same places in the directory structure. (If necessary, 
you can suppress the leading / of absolute pathnames, using the -A option, to 
change them to relative ones.) 
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To archive using relative pathnames, change directory to the one to be 
archived (for example /z), and specify a relative path (.), instead of an absolute 
one (/z), to find: 

cd /u 

find . -depth -print | cpio -ocvB -O/dev/rct0 
The -mount option of find limits the archive to the mounted filesystem where 
the search starts. For example, you might want to archive just those files on 


the filesystem (/), omitting any in filesystems mounted below / (depending on 
the way your system was installed, this may include /usr or /u): 


find . -depth -mount -print | cpio -ocvB -O/dev/rct0 
To limit the archive to just those files modified within the last seven days, use 
the -mtime option of find: 

find . -depth -mount -mtime -7 -print | cpio -ocvB -O/dev/rct0 
The next example uses cpio -i to reverse the action of cpio -o, and extract files 
stored with relative pathnames in an archive. 

cat newfile | cpio -icvd "memo/al" "info/b+" 


Files that match the patterns memo/al and info/b* are extracted from the 
archive file, newfile. (If no patterns were given, all files from newfile would be 
extracted.) The -d option creates the directories, memo and info, below the 
current directory if they are not already present, and places the extracted files 
in the appropriate directories. If an archive has been created using absolute 
pathnames, the files to be read have to be specified with their original path- 
names. The files would then be extracted into the same directories. 


If the archive had been written to a floppy drive, you might use: 
cpio -icdv -I/dev/rct0 "memo/a1" "memo/b+" 
The -d option will cause cpio to create directories as needed. 


If you specify the -t option as well as -i, the archive will be read but not 
extracted. This combination is used for verifying the contents of an archive. 
When combined with option -v, the output list of contents looks like that from 
the command Is -I: 


cpio -icvt -I/dev/rct0 


In the final example, cpio -p takes the filenames piped to it and copies or links 
(-1 option) those files to another directory (../newdir), keeping the modification 
time of the copied files (-m option). 


find . -depth -print | cpio -pdlmv ../newdir 
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Limitations 


Pathnames are restricted to 255 characters. 
Only the super user can copy special files. 
Blocks are reported in 512-byte quantities. 


If a file has 000 permissions, contains more than 0 characters of data, and the 
user is not root, the file will not be saved or restored. 


When find is used in conjunction with cpio, if the -L flag is used with cpio 
(follow symbolic links), then the -follow expression must be used with find. 


See also | 
cat(C), echo(C), find(C), Is(C), tar(C), cpio(F) 


Standards conformance 
cpio is conformant with: 


AT&T SVID Issue 2; 
X/Open Portability Guide, Issue 3, 1989. 
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cpset 


install object files in binary directories 


Syntax 


cpset [-o] object directory [mode owner group) 


Description 


cpset is used to install the specified object file, object in the directory, direc- 


Examples 


tory. The mode, owner, and group of the file, object, may be specified on the 
command line. If these parameters are omitted, there are two possible results: 


e If cpset is run by a user who has administrative permissions, (that is, the 
user’s numerical ID is less than 100), the following defaults are provided: 


— mode - 0755 
— owner - bin 
— group - bin 


e If the user does not have administrator permissions, the default, owner, 
and group of the destination file will be those of the user. 


The -o argument forces cpset to move object to OLDobject in the destination 
directory before installing the new object file. 


The environment variable ROOT is used to locate the destination file (in the 
form $ROOT/usr4rc/destinations). This is necessary in cases where cross gen- 
eration is being done on a production system. 
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cpset echo /bin 0755 bin bin 

cpset echo /bin 

cpset echo /bin/echo 

All the examples above have the same effect (assuming the user is an 


administrator). The file echo will be copied into /bin and will be given 0755, 
bin, bin as the mode, owner, and group, respectively. 
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cpset utilizes the file /usr/4rc/destinations to determine the final destination of a 
file. The locations file contains pairs of pathnames separated by spaces or 
tabs. The first name is the “official” destination (for example: /bin/echo). The 
second name is the new destination. For example, if echo is moved from /bin 
to /usr/bin, the entry in /usr/srcfdestinations would be: 


/bin/echo /usr/bin/echo 


When the actual installation occurs, cpset verifies that the “old” pathname 
does not exist. Ifa file exists at that location, cpset issues a warning and con- 
tinues. This file does not exist on a distribution tape; it is used by sites to 
track local command movement. The procedures used to build the source 
will be responsible for defining the “official” locations of the source. 


See also 


install(ADM), make(CP) 


Standards conformance 


cpset is conformant with AT&T SVID Issue 2. 
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cron 
execute commands scheduled by at, batch, and crontab 
Syntax 
/etc/cron 
Description 
The cron command is the clock daemon that executes commands at specified 
dates and times. cron processes jobs submitted with at(C), batch(C), and 
crontab(C). cron never exits; the cron command usually appears in the /etc/rc2 
scripts to be invoked by init(M) when the system is brought up in multiuser 
mode. 
Diagnostics 
A history of all actions by cron can be recorded in /usr/lib/cronflog. This log- 
ging occurs only if the variable CRONLOG is set to YES in /etc/default/cron. By 
default this value is set to NO and no logging occurs. If logging is turned on, 
be sure to check the size of the log file regularly. 
Limitations 
cron will set the supplemental group list to that of the user requesting the job. 
Files 
/etc/default/cron cron logging default information 
/usrflib/cron main cron directory 
/usr/lib/cronfatjobs at directory 
/usr/spool/cron/crontabs crontab directory 
/usrflib/cron/log accounting information 
/usr/lib/cron/queuedefs cron data file 
/usr/lib/cron/.proto cron environment information 
See also 


at(C), crontab(C), queuedefs(F), sg(C), sh(C) 


Standards conformance 


cron is conformant with AT&T SVID Issue 2. 
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crontab 


schedule commands to be executed at regular intervals 


Syntax 


crontab [ file ] 
crontab -r 
crontab -1 
crontab -u user -r 


crontab -u user -l 


Description 


The crontab command can be used to schedule commands to be executed at 
regular intervals. These commands are stored in the user's crontab file, 
/usr/spool/cron/crontabs/username. Any output or errors generated by the com- 
mands are mailed to the user. 


If called with no options, crontab copies the specified file, or standard input if 
no file is specified, into the crontabs directory (if the user has a previous 
crontab file, it is replaced). 


crontab with the -r option removes the user’s crontab file from the crontabs 
directory. 


crontab with the -l option lists the contents of the user’s crontab file. 


The -u option allows crontab to maniplulate a different crontab file from 
invoking users. If crontab is used from an su session then crontab by default 
will manipulate the su’ed users crontab file. The -u option may be used to 
direct crontab to manipulate the original login user’s crontab file instead. The 
ae user (root) can also use the -u option to manipulate any users crontab 
ile. 


If the file /usr/lib/cron/cron.allow exists, only the users listed in that file are 
allowed to use crontab. If cron.allow does not exist, and the file 
/usr/lib/cron/cron.deny does, then all users not listed in cron.deny are allowed 
access to crontab, with an empty cron.deny allowing global usage. If neither 
file exists, only the super user is allowed to submit a job. The allow/deny files 
consist of one user name per line. 
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The crontabs files consist of lines of six fields each. The fields are separated by | 
spaces or tabs. The first five are integer patterns that specify the minute: 
(0-59), hour (0-23), day of the month (1-31), month of the year (1-12), and day 
of the week (0-6, with 0=Sunday). Each of these patterns may contain: 


e anumber in the (respective) range indicated above 
e two numbers separated by a minus (indicating an inclusive range) 
e a list of numbers separated by commas (meaning all of these numbers) 


e an asterisk (meaning all legal values) 


Note that the specification of days may be made by two fields (day of the 
month and day of the week). If both are specified as a list of elements, both 
are adhered to. For example, 0 0 1,15 * 1 would run a command on the first 
and fifteenth of each month, as well as on every Monday. To specify days by 
only one field, the other field should be set to “*” (for example, 0 0 * * 1 
would run a command only on Mondays). 


The sixth field is a string that is executed by the shell at the specified time(S). 
A “%” in this field is translated into a newline character. Only the first line 
(up to a “%” or end-of-line) of the command field is executed by the shell. 
The other lines are made available to the command as standard input. 


The shell is invoked from your $HOME directory with an argO of sh. Users 
who desire to have their .profile executed must explicitly do so in the crontab 
file. cron supplies a default environment for every shell, defining HOME, 
LOGNAME, SHELL (=/bin4sh), and PATH(=/bin:/usr/bin:). 


Exit values 


Examples 


crontab exits and returns a value of 55 if it cannot allocate enough memory. If 
it exits for any other reason, it returns a value of 1. 


If the user (of -u user ) does not exist, crontab returns a value of 1 and an error 
message. 
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An example crontabs file follows: 


0 4 * * * calendar - 


1 4 * * * find /usr/preserve -mtime +7 -exec rm -f {} ; 
30 4 1 * 1 /usr/lib/uucp/uuclean 

40 4 * * * find / -name ‘#*’ -atime +3 -exec rm -f {} ; 
1,21,41 * * * * (echo -n ‘ ‘; date; echo ) >/dev/console 
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The lines in this example do the following: run the calendar program every 
night at 4:00 am, clear old files from the /etc/preserve directory every night at 
4:15 am, clean up the uucp spool directory every Monday and the first of 
every month at 4:30 am, find and remove any old files with names beginning 
with “#” every night at 4:40 am, and echo the current date and time to the 
console three times an hour at one minute, 21 minutes, and 41 minutes past 
the hour. 


Limitations 


crontab commands are executed by cron(C). cron reads the files in the cron- 
tabs directory only on startup or when a new crontab is submitted with the 
crontab command, so changes made to these files by hand will not take effect 
until the system is rebooted. Changes submitted with the crontab command 
will take effect as soon as cron is free to read them (that is, when cron is not in 
the process of running a scheduled job or reading another newly submitted 
at(C) or crontab job). 


Users who do not wish to have output from their commands mailed to them 
may want to redirect it to a file: 


QO * * * * who >> /tmp/whofile 2> /dev/null 


The example above would append the output of the who(C) command to a 
file, and throw away any errors generated. For more details on output 
redirection, see the sh(C) manual page. 


Users should remember to redirect the standard output and standard error of 
their commands, otherwise any generated output or errors will be mailed to 
the user. 


crontab will overwrite any previous crontab submitted by the same user. 


Care should be taken when scheduling commands to run during time zone 
changes from the standard time to the daylight savings time. This is because 
when the clocks go forward, certain times cease to exist. For example, when 
the clocks go forward an hour at 2 am, all times between 2 am and 3 am 
(including 2 am) cease to exist. If commands are scheduled to run in this time 
period, then cron will still execute them at their scheduled time in the stan- 
dard time zone, which will be later than expected in the local time zone. cron 
will warn the user of this by mail and give the exact local time that the com- 
mand will be executed. It is then the user’s responsibility to reschedule the 
job if required. 
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Files 


/usr/lib/cron main cron directory 
/usr/spool/cron/crontabs crontab directory 
/usrflib/cron/cron.allow list of allowed users 
/usrflib/cron/cron.deny list of denied users 
/usrflib/cron/.proto cron environment information 
/usrflib/cron/queuedefs cron data file 


See also 
at(C), cron(C), sh(C) 


Standards conformance 
crontab is conformant with: 


AT&T SVID Issue 2; 
X/Open Portability Guide, Issue 3, 1989. 
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crypt 


encode/decode 


Syntax 


crypt [ password | 
crypt [ -k ] 
Description 


The crypt command reads from the standard input and writes to the standard 
output. The password is a key that selects a particular transformation. If no 
argument is given, crypt demands a key from the terminal and turns off print- 
ing to the screen while the key is being typed in. If the -k option is used, crypt 
will use the key assigned to the environment variable CrYpTkEy. The crypt 
command encrypts and decrypts with the same key: see “Examples” section 
below. 


Files encrypted by crypt are compatible with those treated by the editors 
ed(C), ex(C), and vi(C) in encryption mode. 


The security of encrypted files depends on three factors: the fundamental 
method must be hard to solve; direct search of the key space must be infeasi- 
ble; “sneak paths” by which keys or clear text can become visible must be 
minimized. 


The crypt command implements a one-rotor machine designed along the lines 
of the German Enigma, but with a 256-element rotor. Methods of attack on 
such machines are known, but not widely; moreover the amount of work 
required is likely to be large. 


The transformation of a key into the internal settings of the machine is deli- 
berately designed to be expensive, that is, to take a substantial fraction of a 
second to compute. However, if keys are restricted to (say) three lower-case 
letters, then encrypted files can be read by expending only a substantial frac- 
tion of five minutes of machine time. 


If the key is an argument to the crypt command, it is potentially visible to 
users executing ps(C) or a derivative. To minimize this possibility, crypt takes 
care to destroy any record of the key immediately upon entry. The choice of 
keys and key security are the most vulnerable aspect of crypt. 
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Examples 


The following example encrypts the file top_secret using the key password; 
creating an encrypted file gibberish: 


crypt password < top_secret > gibberish 


When the file gibberish is unencrypted, crypt demands the key (password) 
from the user if it is not given on the command line. The output may be writ- 
ten to the terminal: 


crypt < gibberish 
to the printer: 
crypt < gibberish | Ip 
or to a file: 
crypt < gibberish > confidential 


You can use crypt as the basis of a password mechanism by testing whether 
the unencrypted file (confidential) and the original file (top_secret) are the same: 


cmp -s top_secret confidential 


1. [i 25:2" S90s |) 
then 
echo "Password verified - Welcome" 
else 
echo "Password incorrect!" 
Ey 


Limitations 


If two or more files encrypted with the same key are concatenated and an 
attempt is made to decrypt the result, only the contents of the first of the origi- 
nal files will be decrypted correctly. 


Distribution of the crypt libraries and utilities is regulated by the U.S. Govern- 
ment and they are not available to sites outside of the United States and its 
territories. Because we cannot control the destination of the software, these 
utilities are not included in the standard product. If your site is within the 
U.S. or its territories, you can obtain the crypt software through your product 
distributor or reseller. 


Files 
/dev/tty for typed key 
See also 
ed(C), ex(C), makekey(ADM), ps(C), stty(C), vi(C) 
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csh 


invoke a shell command interpreter with C-like syntax 


Syntax 


csh [ -cefinstvVxX ] [ arg... ] 


Description 


csh is a command language interpreter. When it is first invoked, csh executes 
commands from the file .cshrc, located in the home directory of the user. If it 
is a login shell, it then executes commands from the file .login (in the same 
directory). Subsequently, if it is running in interactive mode, csh reads com- 
mands from the terminal, prompting the user for each new line by printing a 
“%”. Arguments to the shell, and the use of the shell to process files contain- 
ing command scripts, will be described later. 


The shell repeatedly performs the following actions: a line of command input 
is read and broken into words. This sequence of words is placed on the com- 
mand history list and then parsed. Finally, each command in the current line 
is executed. 


When a login shell terminates, it executes commands from the file Jogout in 
the user’s home directory. 


Lexical structure 


The shell splits input lines into words at blanks and tabs with the following 
exceptions. The characters & | ; < > ( and ) are treated as separate words. 
Some of these characters can be paired up; the following pairs &&, | |, <<, >> 
are treated as single words. In order to use these metacharacters within other 
words, their special meaning must be suppressed by preceding them with a 
backslash (\). A newline preceded by a “ \” is equivalent to a blank. 


In addition, strings enclosed in matched pairs of quotations, (“, ~ or "), form 
parts of a word; metacharacters in these strings, including blanks and tabs, are 
not treated as separate words. The semantics of quoted strings are described 
below. Within quoted strings delimited by pairs of (‘) or (") characters, a new- 
line preceded by a “ \” gives a true newline character. 


If the shell reads the character “#” in its input, it treats the rest of the current 
line (that is, all the text to the right of the “#”) as a comment, and ignores it. 
The “#” character loses this special meaning if it is preceded by a backslash 
character (\) or placed inside quotation marks (°, ’, or "). 
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Commands 


A simple command is a sequence of words, the first of which specifies the 
command to be executed. A simple command or a sequence of simple com- 
mands separated by “ |” characters (pipes) forms a pipeline. The output from 
each command in a pipeline is used as the input to the next command. 
Sequences of pipelines may be separated by semi-colons (;); the elements of 
such a sequence are executed sequentially. A sequence of pipelines may be 
executed without waiting for it to terminate by ending the command line with 
an ampersand character (&). Such a sequence is protected from termination 
by hangup signals sent by the shell; the nohup command need not be used. 


Any of the above commands may be placed in parentheses to form a new sim- 
ple command (which in turn may be used as a component of a pipeline or 
some other more complex command.) It is also possible to separate pipelines 
with the “ &&” or “||” expressions: these stand for logical-OR and logical- 
AND respectively. (Due to an historical bug, csh assigns these symbols the 
opposite meaning to that assumed by the “C” programming language and 
other UNIX utilities.) Use of these expressions makes the execution of the 
second pipeline conditional upon the success (logical-AND) or failure 
(logical-OR) of the first. (See “Expressions” for more information.) 


Substitutions 


The following sections describe the various transformations the shell per- 
forms on the input in the order in which they are carried out. 


History substitutions 


History substitutions can be used to reintroduce sequences of words from 
previous commands, possibly altering them in the process. Thus, history sub- 
stitutions provide a general redo facility. 


History substitutions begin with the character “!” and may begin anywhere 
in the input stream unless a history substitution is already in progress. A “!” 
preceded by a backslash (\), or followed by a space, tab, newline, “=” or “(", 
is treated as a literal “!” and its special meaning is suppressed. History sub- 
stitutions may also occur when an input line begins with “*”. This special 
abbreviation will be described later. 


The text of any input line containing a history substitution is echoed on the 
terminal after the substitution has been carried out, so that the user can see 
the literal command that is being executed. 


Commands entered at the terminal and consisting of one or more words are 
saved on the history list, the size of which is controlled by the history Vari- 
able. The previous command is always retained. Commands are assigned 
numbers incrementally, starting with” 1” (the first command executed under 
the current csh). 
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For example, enter the command: 
history 


This internal command causes csh to print a list of the commands stored on 
the history list, along with their event numbers. Now, consider the following 
(sample) output from the history command: 


9 write michael 

10 ex write.c 

11 cat oldwrite.c 
12 diff *write.c 


It is not usually necessary to use event numbers, but the current event number 
can be made part of the prompt by placing a “!” in the prompt string. 


If the current event (the current command line) is 13, we can refer to previous 
command lines in several ways: 


By event number: 
11 
to re-run cat oldwrite.c 


By relative event number: 
1-2 
to go back two events; this will also re-run cat oldwrite.c 


By part of a command: 
Id 


will re-run the most recent command starting with a “d”, in this case diff 
*write.c, while: 


!2?mic? 


will re-run the most recent command containing the string “mic”; write 
michael 


These forms simply reproduce the words of the specified event, each 
separated by a single blank. The special case “!!” refers to the previous com- 
mand; thus the history substitution “!!” means “repeat the last command.” 
The form “!#” references the current command (the one being entered on the 
current line). It allows a word to be selected from further left in the line, for 
example to avoid retyping a long name, as in “ !#:1”. 
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To select words from an event, we can follow the event specification by a 
colon (:) and a designator for the desired words. The words of an input line 
are numbered from 0, the first (usually command) word being 0, the second 
word (first argument) being 1, and so on. The basic word designators are: 


0 First (command) word 

n nth argument 

i First argument, that is, 1 

$ Last argument 

% Word matched by (immediately preceding) ?s? search 
x-y Range of words 

-y Abbreviates 0-y 

* Abbreviates *-$, or nothing if only 1 word in event 

x* Abbreviates x-$ 

x- Like x* but omitting word $ 

The “:” separating the event specification from the word designator can be 


omitted if the argument selector begins with a *, $, *,- or %. After the optional 
word designator, a sequence of modifiers can be placed, each preceded by a 
colon. The following modifiers are defined: 


h 


O TS G2 


Xx 


Removes a trailing pathname component 

Removes a trailing .xxx component 

Returns the trailing .xxx pathname component 
Substitutes r for | 

Removes all leading pathname components 

Repeats the previous substitution 

Applies the change globally, prefixing the above 

Prints the new command but does not execute it 
Quotes the substituted words, preventing substitutions 


Like q, but breaks into words at blanks, tabs, and newlines 


Unless preceded by a“ g”, the modification is applied only to the first modifi- 
able word. In any case it is an error for no word to be applicable. 


1 February 1993 


csh(C) 


The left sides of substitutions are not regular expressions like those recog- 
nized by the editors, but rather strings. Any character may be used as the de- 
limiter instead of “ /”; if it is necessary to include an instance of the delimiter 
character within one of the substitution strings, its special meaning may be 
removed by preceding it with a“ \”. An ampersand character (&) in the right 
side of a substitution is replaced by the text from the left side of the substitu- 
tion. An ampersand preceded by a backslash (\&) is treated as a literal 
ampersand (&) with no special meaning. A null J uses the previous string 
either from an / or from a contextual scan string s in “!?s?”. The trailing de- 
limiter in the substitution may be omitted if a newline follows immediately, 
as may the trailing “?” in a contextual scan. 


A history reference may be given without an event specification (for example, 
{$). It is assumed that the reference is to the previous command unless a his- 
tory substitution precedes it on the same line, in which case it is assumed to 
refer to the last event substitution. Thus !?f00?°!$ gives the first and last argu- 
ments from the command matching ?foo?. 


A special abbreviation of a history reference occurs when the first nonblank 
character of an input line is a “*”. This is equivalent to !:s*, providing a con- 
venient shorthand for substitutions on the text of the previous line. Thus 
“Ib*lib fixes the spelling of lib in the previous command. Finally, a history 
substitution may be surrounded with “{” and “}” if necessary to insulate it 
from the characters that follow. Thus, after Is -ld “paul we might do !{I}a to 
do |s -ld “paula, while !la would look for a command starting la. 


Quotations with ’ and ” 


Quoted (’) or double quoted (") strings are exempt from some or all of the sub- 
stitutions. Strings enclosed in single quotes are not subject to interpretation. 
Strings enclosed in double quotes are subject to variable and command 
expansion. Since history (!) substitution occurs within all quotes, you must 
escape “!” with a backslash (\) even within quotes if you want to prevent his- 
tory substitution. 


In both cases, the resulting text becomes (all or part of) a single word; only in 
one special case (see “Command substitution” below) does a double quoted 
string yield parts of more than one word; single quoted strings never do. 


Alias substitution 


The shell maintains a list of aliases which can be established, displayed and 
modified by the alias and unalias commands. After a command line is 
scanned, it is parsed into distinct commands and the first word of each com- 
mand, left-to-right, is checked to see if it has an alias. If it does, then the text 
of the alias for that command is reread, and the history mechanism is applied 
to it as though that command were the previous input line. The resulting 
words replace the command and argument list. If no reference is made to the 
history list, then the argument list is left unchanged. 
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Thus, if the alias for “Is” is “Is -l”, the command “ls /usr’ would map to 
“Is -1 /usr’. Similarly if the alias for “lookup” was “grep \! /etc/passwd’, 
then “lookup bill” would map to “grep bill /etc/passwd”. 


If an alias is found, the word transformation of the input text is performed 
and the aliasing process begins again on the newly generated input line. 
Looping is prevented by flagging the first word of the old text; if the first 
word of the new text is the same, further aliasing is prevented. Other loops 
are detected and cause an error. 


Note that the mechanism allows aliases to introduce parser metasyntax. Thus 
we can Say: 


alias print ‘pr :* | lpr’ 


to make a command that paginates its arguments to the lineprinter. 


There are four csh aliases distributed. These are pushd, popd, swapd, and 
flipd. These aliases maintain a directory stack. 


pushd dir Pushes the current directory onto the top of the directory stack, 
then changes to the directory dir. 


popd Changes to the directory at the top of the stack, then removes 
(pops) the top directory from the stack, and announces the current 
directory. 


swapd Swaps the top two directories on the stack. The directory on the 
top becomes the second to the top, and the second to the top direc- 
tory becomes the top directory. 


flipd Flips between two directories, the current directory and the top 
directory on the stack. If you are currently in dirl, and dir2 is on 
the top of the stack, when flipd is invoked you change to dir2 and 
dirl is replaced as the top directory on the stack. When flipd is 
again invoked, you change to dirl and dir2 is again the top direc- 
tory on the stack. 


Variable substitution 


The shell maintains a set of variables, each of which has a list of zero or more 
words as its value. Some of these variables are set by the shell or referred to 
by it. For instance, the argv variable is an image of the shell’s argument list, 
and words of this variable’s value are referred to in special ways. 


The values of variables may be displayed and changed by using the set and 
unset commands. Of the variables referred to by the shell a number are tog- 
gles; the shell does not care what their value is, only whether they are set or 
not. For instance, the verbose variable is a toggle which causes command 
input to be echoed. The setting of this variable results from the -v command 
line option. 
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Other operations treat variables numerically. The at-sign (@) command per- 
mits numeric calculations to be performed and the result assigned to a vari- 
able. However, variable values are always represented as (zero or more) 
strings. For the purposes of numeric operations, the null string is considered 
to be zero, and the second and subsequent words of multiword values are 
ignored. 


After the input line is aliased and parsed, and before each command is exe- 
cuted, variable substitution is performed, keyed by dollar sign ($) characters. 
This expansion can be prevented by preceding the dollar sign with a 
backslash (\) except within double quotation marks (") where it always 
occurs, and within single quotation marks (°) where it never occurs. Strings 
quoted by back quotation marks (~) are interpreted later (see “Command sub- 
stitution” below) so dollar sign substitution does not occur there until later, if 
at all. A dollar sign is passed unchanged if followed by a blank, tab, or end- 
of-line. 


Input and output redirections are recognized before variable expansion, and 
are expanded separately. Otherwise, the command name and entire argu- 
ment list are expanded together. It is thus possible for the first (command) 
word to generate more than one word, the first of which becomes the com- 
mand name, and the rest of which become arguments. 


Unless. enclosed in double quotation marks or given the:q modifier, the 
results of variable substitution may eventually be subject to command and 
filename substitution. Within double quotation marks ("), a variable whose 
value consists of multiple words expands to a portion of a single word, with 
the words of the variable’s value separated by blanks. When the :q modifier is 
applied to a substitution, the variable expands to multiple words with each 
word separated by a blank and quoted to prevent later command or filename 
substitution. 


The following sequences are provided for introducing variable values into the 
shell input. Except as noted, it is an error to reference a variable which is not 
set. 


$name 

${name} Are replaced by the words of the value of variable name, each 
separated by a blank. Braces insulate name from following charac- 
ters which would otherwise be part of it. Shell variables have 
names consisting of up to 20 letters, digits, and underscores. 


If name is not a shell variable, but is set in the environment, then 


that value is returned (but: modifiers and the other forms given 
below are not available in this case). 
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$name[selector] 

${name([selector]} 
May be used to select only some of the words from the value of 
name. The selector is subjected to $ substitution and may consist 
of a single number or two numbers separated by a “-”. The first 
word of a variable’s value is numbered 1. If the first number of a 
range is omitted it defaults to 1. If the last member of a range is 
omitted it defaults to $#name. The selector “*” selects all words. 
It is not an error for a range to be empty if the second argument is 
omitted or in range. 


$#name 
${#name} Gives the number of words in the variable. This is useful for later 
use in a [selector]. 


$0 Substitutes the name of the file from which command input is 
being read. An error occurs if the name is not known. 


$number 
${number| Equivalent to $argv[number]. 


$* Equivalent to $argv[*]. 


The modifiers sh, :t, :r, :q and :x may be applied to the substitutions above as 
may :gh, :gt and :gr. If braces ({ and }) appear in the command form then the 


modifiers must appear within the braces. Only one “:” modifier is allowed on 
each “$” expansion. 


The following substitutions may not be modified with “:” modifiers. 


$?name 
${?name} Substitutes the string 1 if name is set, 0 if it is not. 


$?0 Substitutes 1 if the current input filename is known, 0 if it is not. 


$$ Substitutes the (decimal) process number of the (parent) shell. 


Command and filename substitution 


Command and filename substitution are applied selectively to the arguments 
of built-in commands. This means that portions of expressions which are not 
evaluated are not subjected to these expansions. For commands which are 
not internal to the shell, the command name is substituted separately from the 
argument list. This occurs very late, after input-output redirection is per- 
formed, and in a child of the main shell. 
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Command substitution 


Command substitution is indicated by a command enclosed in back quotation 
marks (~). The output from such a command is normally broken into separate 
words at blanks, tabs and newlines, with null words being discarded. This 
text then replaces the original string. Within double quotation marks, only 
newlines force new words; blanks and tabs are preserved. 


In any case, the single final newline does not force a new word. Note that it is 
possible for a command substitution to yield only part of a word, even if the 
command outputs a complete line. 


Filename substitution 


If a word contains any of the characters * ? [ { or begins with the character ‘ 
then that word is a candidate for filename substitution, also known as glob- 
bing. This word is then regarded as a pattern, and is replaced with an alpha- 
betically sorted list of filenames which match the pattern. In a list of words 
specifying filename substitution it is an error for no pattern to match an exist- 
ing filename, but it is not required for each pattern to match. Only the meta- 
characters “*”,“?”,and“[” imply pattern matching. The characters “~” and 
“{” are more akin to abbreviations. 

In matching filenames, the character “.” at the beginning of a filename or 
immediately following a “ /”, as well as the character “ /” must be matched 
explicitly. The character “*” matches any string of characters, including the 
null string. The character “?” matches any single character. The sequence 
within square brackets ({ and ]) matches any one of the characters enclosed. 
Within square brackets, a pair of characters separated by “-” matches any 
character lexically between the two. 

The character “~” at the beginning of a filename is used to refer to home direc- 
tories. Standing alone, it expands to the invoker’s home directory contained 
in the variable HOME. When “~” is followed by a name consisting of letters, 
digits, and underscore characters (like_this), the shell searches for a user with 
that name and substitutes their home directory; thus “ken might expand to 
/usr/ken and ~ken/chmach to /usr/ken/chmach. If the character “~” is followed 
by a character other than a letter or “ /”, or if it does not appear at the begin- 
ning of a word, it is left unchanged. 


The metanotation a{b,c,d}e is a shorthand for abe ace ade. Left to right order 
is preserved, with results of matches being sorted separately at a low level to 
preserve this order. Thus’ “source/si/{oldls,ls}.c expands to 
/usr/source/s1/oldls.c /usr/source/s1/ls.c, whether or not these files exist, assuming 
that the home directory for source is /usr/Source. Similarly ../{memo,*box} 
might expand to ../nemo ../box ../mbox. (Note ‘that memo was not sorted with 
the results of matching *box.) As a special case “{”,“”}” and “ {}” are passed 
unchanged. This construct can be nested. 
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Spelling checker 


If the local variable cdspell has been set, the shell checks spelling whenever 
you use cd to change directories. For example, if you change to a different 
directory using cd and misspell the directory name, the shell responds with an 
alternative spelling of an existing directory. Enter “y” and press (Return) (or 
just press (Return)) to change to the offered directory. If the offered spelling is 
incorrect, enter “n”, then retype the command line. In this example the csh 
response is boldfaced: 


% cd /usr/spol/uucp 


/usr/spool/uucp? y 
ok 


Inputloutput 


The standard input and standard output of a command may be redirected 
with the following syntax: 


<name Opens file name (after variable, command and filename expan- 
sion) as the standard input. 


<< word Reads the shell input up to a line which is identical to word. word 
is not subjected to variable, filename or command substitution, 
and each input line is compared to word before any substitutions 
are done on this input line. Unless a quoting backslash, double, or 
single quotation mark, or a back quotation mark appears in word, 
variable and command substitution is performed on the interven- 
ing lines, allowing “\” to quote “$”, “\” and “~”. Commands 
which are substituted have all blanks, tabs, and newlines 
preserved, except for the final newline which is dropped. The 
resulting text is placed in an anonymous temporary file which is 
given to the command as standard input. 


> name 

>! name 

>& name 

>&! name The file name is used as standard output. If the file does not exist, 
then it is created; if the file exists, it is overwritten. 


If the variable noclobber is set, then an error results if the file 
already exists or if it is not a character special file (for example, a 
terminal or dev/null). This helps prevent accidental destruction of 
files. In this case, the “!” forms can be used to suppress this check. 


The forms involving “ &” route the standard error into the speci- 
fied file as well as the standard output. name is expanded in the 
same way as “ <” input filenames are. 
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>> name 

>>& name 

>>! name 

>>&! name 
Uses file name as standard output like “>” but places output at 
the end of the file. If the variable noclobber is set, then it is an 
error for the file not to exist unless one of the “!” forms is given. 
Otherwise similar to “>”. 


If a command is run in the background (followed by “ &”) then the default 
standard input for the command is the empty file dev/null. Otherwise, the 
command receives the input and output parameters from its parent shell. 
Thus, unlike some previous shells, commands run from a file of shell com- 
mands have no access to the text of the commands by default; rather they 
receive the original standard input of the shell. The << mechanism should be 
used to present inline data. This permits shell command scripts to function as 
components of pipelines and allows the shell to block read its input. 


The standard error may be directed through a pipe with the standard output. 


Simply use the form “ | &” rather than just “ | ”. 


Expressions 


A number of the built-in commands (to be described later) take expressions, 
in which the operators are similar to those of C, with the same precedence. 
These expressions appear in the @, exit, if, and while commands. The follow- 
ing operators are available: 


|| && | * & == != c= >= < > << >> 
+-* /%1~() 


Here the precedence increases to the right, == and !=, <=, >=, <, and >, << and 
>>, + and -, * / and % being, in groups, at the same level. The == and != 
operators compare their arguments as strings, all others operate on numbers. 
Strings which begin with “0” are considered octal numbers. Null or missing 
arguments are considered 0. The result of all expressions are strings, which 
represent decimal numbers. Note that no two components of an expression 
can appear in the same word unless the word is adjacent to components of 
expressions that are syntactically significant to the parser (& | <>()). These 
components should be surrounded by spaces. 
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Also available in expressions as primitive operands are command executions 
enclosed in “{” and “}” and file enquiries of the form -] name where | is one 
of: 

Read access 

Write access 

Execute access 

Existence 

Ownership 

Zero size 

Plain file 

Directory 


Command and filename expansion is applied to the specified name, then the 
result is tested to see if it has the specified relationship to the real user. If the 
file does not exist or is inaccessible then all enquiries return false, that is 0. 
Command executions succeed, returning true, that is 1, if the command exits 
with status 0, otherwise they fail, returning false, that is 0. 


Ba ™NOTX SE" 


If more detailed status information is required then the command should be 
executed outside of an expression and the variable status examined. 


Control flow 


The shell contains a number of commands which can be used to regulate the 
flow of control in command files (shell scripts) and (in limited but useful 
ways) from terminal input. Due to the implementation, some restrictions are 
placed on the word placement for the foreach, switch, and while statements, 
as well as the if-then-else form of the if statement. Please pay careful atten- 
tion to these restrictions in the descriptions in the next section. 


If the shell’s input is not seekable, the shell buffers up input whenever a loop 
is being read and performs seeks in this internal buffer to accomplish the 
rereading implied by the loop. (To the extent that this allows, backward goto 
commands will succeed on nonseekable inputs.) 


Built-in commands 
Built-in commands are executed within the shell. If a built-in command 


occurs as any component of a pipeline except the last, then it is executed ina 
subshell. 


alias 

alias name 

alias name wordlist 
The first form prints all aliases. The second form prints the alias 
for name. The final form assigns the specified wordlist as the alias 
of name. wordlist is the command; filename substitution may be 
applied to wordlist. name is not allowed to be alias or unalias. 


break Causes execution to resume after the end of the nearest enclosing 
foreach or while statement. The remaining commands on the 
current line are executed. Multilevel breaks are thus possible by 
writing them all on one line. 

breaksw Causes a break from a switch, resuming after the endsw. 
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case label: This is part of the switch statement discussed below. 


cd 

cd name 

chdir 

chdir name 
Changes the shell’s working directory to directory name. If no 
argument is given, it then changes to the home directory of the 
user. If name is not found as a subdirectory of the current direc- 
tory (and does not begin with “/”, “./”, or “../”), then each com- 
ponent of the variable cdpath is checked to see if it has a subdirec- 
tory name. Finally, if all else fails but name is a shell variable 
whose value begins with “/”, then this is tried to see if it is a 
directory. 


If cdspell has been set, the shell runs a spelling check as follows. If 
the shell is reading its commands from a terminal, and the speci- 
fied directory does not exist (or some component cannot be 
searched), spelling correction is applied to each component of 
directory in a search for the “correct” name. The shell then asks 
whether or not to try and change the directory to the corrected 
directory name; an answer of n means “no,” and anything else is 
taken as “yes.” 

continue Continues execution of the nearest enclosing while or foreach. 
The rest of the commands on the current line are executed. 

default: Labels the default case in a switch statement. The default should 
come after all case labels. 

echo wordlist 
The specified words are written to the shell’s standard output. A 
“\ce” causes the echo to complete without printing a newline. A 
“\n” in wordlist causes a newline to be printed. Otherwise the 
words are echoed, separated by spaces. 

else 

end 

endif 

endsw See the description of the foreach, if, switch, and while statements 
below. 

exec command 
The specified command is executed in place of the current shell. 

exit 

exit (expr) The shell exits either with the value of the status variable (first 
form) or with the value of the specified expr (second form). 
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foreach name (wordlist) 


end 


The variable name is successively set to each member of wordlist 
and the sequence of commands between this command and the 
matching end are executed. (Both foreach name (wordlist) and 
end must appear alone on separate lines.) 


The built-in command continue may be used to continue the loop 
prematurely and the built-in command break to terminate it 
prematurely. When this command is read from the terminal, the 
contents of the loop are read by prompting with “?” until end is 
typed before any statements in the loop are executed. 


glob wordlist 


Like echo but no “ \” escapes are recognized and words are delim- 
ited by null characters in the output. Useful for programs which 
wish to use the shell to apply filename expansion to a list of 
words. 


goto word Filename and command expansion is applied to the specified 


history 


word to yield a string of the form label:. The shell rewinds its 
input as much as possible and searches for a line of the form label: 
possibly preceded by blanks or tabs. Execution continues after the 
specified line. 


Displays the history event list. 


if (expr) command 


If the specified expression evaluates true, then the single command 
with arguments is executed. Variable substitution on command 
happens early, at the same time it does for the rest of the if com- 
mand. command must be a simple command, not a pipeline, a 
command list, or a parenthesized command list. Input/output 
redirection occurs even if expr is false, and command is not 
executed. 


if (expr) then 


else if (expr2) then 


else 


endif 


logout 


If the specified expr is true then the commands before the first else 
are executed; else if expr2 is true then the commands after the 
second then and before the second else are executed, etc. Any 
number of else-if pairs are possible; only one endif is needed. The 
else part is likewise optional. (The words else and endif must 
appear at the beginning of input lines; the if (expr) then must 
appear alone on its input line or after an else.) 


Terminates a login shell. Use this if ignoreeof is set. 
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nice +number 
nice command 
nice +number command 


nohup 


The first form sets the nice for this shell to 4. By default, com- 
mands run under C-Shell have a “nice value” of 0. The second 
form sets the nice to the given number. The final two forms run 
command at priority 4 and number respectively. The super user 
may specify negative niceness by using “nice -number ....” The 
command is always executed in a subshell, and the restrictions 
placed on commands in simple if statements apply. 


nohup command 


onintr 


onintr - 


The first form can be used in shell scripts to cause hangups to be 
ignored for the remainder of the script. The second form causes 
the specified command to be run with hangups ignored. Unless 
the shell is running in the background, nohup has no effect. All 
processes running in the background with “ &” are automatically 
nohuped. 


onintr label 


rehash 


Controls the action of the shell on interrupts. The first form 
restores the default action of the shell on interrupts which is to ter- 
minate shell scripts or to return to the terminal command input 
level. The second form, onintr -, causes all interrupts to be 
ignored. The final form causes the shell to execute a goto label 
when an interrupt is received or a child process terminates 
because it was interrupted. 


In any case, if the shell is running in the background, interrupts are 
ignored whether any form of onintr is present or not. 


Causes the internal hash table of the contents of the directories in 
the path variable to be recomputed. This is needed if new com- 
mands are added * directories in the path while you are logged 
in. 


repeat count command 
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The specified command, which is subject to the same restrictions 
as the command in the simple if statement above, is executed 
count times. I/O redirection occurs exactly once, even if count is 0. 
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set 

set name 

set name=word 

set name|[index|=word 

set name=(wordlist) 
The first form of the command shows the value of all shell vari- 
ables. Variables which have other than a single word as value 
print as a parenthesized word list. The second form sets name to 
the null string. The third form sets name to the single word. The 
fourth form sets the indexth component of name to word; this 
component must already exist. The final form sets name to the list 
of words in wordlist. Command and filename expansion is 
applied in all cases. 


These arguments may be repeated to set multiple values in a sin- 
gle set command. Note however, that variable expansion happens 
for all arguments before any setting occurs. 


setenv name value 
Sets the value of the environment variable name to be value, 
which must be a single string. Two useful environment variables 
are TERM, the type of your terminal and SHELL, the shell you are 
using. 


shift 

shift variable 
In the first form, the members of argv are shifted to the left, dis- 
carding argv[1]. It is an error for argv not to be set or to have less 
than one word as a value. The second form performs the same 
function on the specified variable. 


source name 

The shell reads commands from name. Source commands may be 
nested, but if they are nested too deeply, the shell may run out of 
file descriptors. An error in a source at any level terminates all 
nested source commands, including the csh process from which 
source was called. If source is called from the login shell, it is 
logged out. Input during source commands is never placed on the 
history list. 
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switch (string) 


case str1: 
breaksw 
default: 


breakew 


endsw 


time 


Command and filename substitution is applied to string; each case 
label is then successively matched against the result. Variable 
expansion is also applied to the case labels, so the file metacharac- 
ters “*”,“?”, and “[...]” can be used. If none of the labels match 
before a default label is found, then the execution begins after the 
default label. Each case label and the default label must appear at 
the beginning of a line. The command breaksw causes execution 
to continue after the endsw. Otherwise control may fall through 
case labels and default labels, as in C. If no label matches and 
there is no default, execution continues after the endsw. 


time command 


umask 


With no argument, a summary of CPU time used by this shell and 
its children is printed. If arguments are given, the specified simple 
command is timed and a time summary as described under the 
time variable is printed. If necessary, an extra shell is created to 
print the time statistic when the command completes. command 
has the same restrictions as the simple if statement described 
above. 


umask value 


The file creation mask is displayed (no arguments) or set to the 
specified value (one argument). The mask is given in octal. Com- 
mon values for the mask are 002 giving all access to the group and 
read and execute access to others, or 022 giving read and execute 
access to users in the group and all other users. 


unalias pattern 


All aliases whose names match the specified pattern are discarded. 
Thus, all aliases are removed by unalias *. It is not an error for 
nothing to be unaliased. 


unhash Use of the internal hash table to speed location of executed pro- 
grams is disabled. 

unset pattern 
All variables whose names match the specified pattern are 
removed. Thus, all variables are removed by unset *; use this with 
care. It is not an error for nothing to be unset. 

wait All child processes are waited for. If the shell is interactive, then 
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an interrupt can disrupt the wait, at which time the shell prints 
names and process numbers of all children known to be 
outstanding. 
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while (expr) 


end While the specified expression evaluates nonzero, the commands 
between the while and the matching end are evaluated. break 
and continue may be used to terminate or continue the loop 
prematurely. (The while (expr) and end must appear alone on 
their input lines.) Prompting occurs here the first time through the 
loop as for the foreach statement if the input is a terminal. 

@ 

@ name = expr 

@ namel[index] = expr 
The first form prints the values of all the shell variables. The 
second form sets the specified name to the value of expr. If the 
expression contains <, >, & or | then at least this part of the 
expression must be placed within ( ). The third form assigns the 
value of expr to the indexth argument of name. Both name and its 
indexth component must already exist. 


The operators *=, +=, etc. are available as in C. The space separat- 
ing the name from the assignment operator is optional. Spaces are 
mandatory in separating components of expr which would other- 
wise be single words. The space between “@” and name is also 
mandatory. | 


Special postfix ++ and -- operators increment and decrement name 
respectively, that is @ i++. 


Predefined variables 


The following variables have special meaning to the shell. Of these, argv, 
child, home, path, prompt, shell and status are always set by the shell. 
Except for child and status this setting occurs only at initialization; these vari- 
ables will not be modified unless done explicitly by the user. 


The shell copies the environment variable PATH into the variable path, and 

copies the value back into the environment whenever path is set. Thus it is 

not necessary to worry about its setting other than in the file .login since infe- 

rior csh processes will import the definition of path from the environment. 

argv Set to the arguments to the shell, it is from this variable that 
positional parameters are substituted, that is, $1 is replaced 
by argv[1], etc. argv[0] is not defined, but $0 is. 


cdpath Gives a list of alternate directories searched to find subdirec- 
tories in cd commands. 

child The process number of the last command forked with “&”. 
This variable is unset when this process terminates. 

echo Set when the -x command line option is given. Causes each 


command and its arguments to be echoed just before it is 
executed. For nonbuilt-in commands all expansions occur 
before echoing. Built-in commands are echoed before com- 
mand and filename substitution, since these substitutions are 
then done selectively. 
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histchars 


history 


home 


ignoreeof 


mail 


noclobber 


noglob 


nonomatch 
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Can be assigned a two-character string. The first character is 

used as a history character in place of “!”, the second charac- 

ter is used in place of the “*” substitution mechanism. For 
e et 


example, set histchars=",;" will cause the history characters 
to be comma and semicolon. 


Can be given a numeric value to control the size of the his- 
tory list. Any command which has been referenced in this 
many events will not be discarded. A history that is too 
large may run the shell out of memory. The last executed 
command is always saved on the history list. 


The home directory of the invoker, initialized from the 
environment. The filename expansion of “~” refers to this 
variable. 


If set, the shell ignores end-of-file from input devices that are 
terminals. This prevents a shell from accidentally being ter- 
minated by pressing (Ctrl)d. 


The files where the shell checks for mail. This check is exe- 
cuted after each command completion. The shell responds 
with, “You have new mail” if the file exists with an access 
time not greater than its modify time. 


If the first word of the value of mail is numeric, it specifies a 
different mail checking interval: in seconds, rather than the 
default, which is 10 minutes. 


If multiple mail files are specified, then the shell responds 
with “New mail in name”, when there is mail in the file 
name. 


As described in the section “Input/output”, restrictions are 
placed on output redirection to insure that files are not 
accidentally destroyed, and that >> redirections refer to 
existing files. 


If set, filename expansion is inhibited. This is most useful in 
shell scripts which are not dealing with filenames, or after a 
list of filenames has been obtained and further expansions 
are not desirable. 


If set, it is not an error for a filename expansion to not match 
any existing files; rather, the primitive pattern is returned. It 
is still an error for the primitive pattern to be malformed, 
that is, echo [ still gives an error. 
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path Each word of the path variable specifies a directory in which 
commands are to be sought for execution. A null word 
specifies the current directory. If there is no path variable, 
then only full pathnames will execute. The usual search path 
is /bin, /usr/bin, and ., but this may vary from system to sys- 
tem. For the super-user, the default search path is /etc, /bin 
and /usr/bin. A shell which is given neither the -c nor the -t 
option will normally hash the contents of the directories in 
the path variable after reading .cshrc, and each time the path 
variable is reset. If new commands are added to these direc- 
tories while the shell is active, it may be necessary to give the 
rehash command, or the commands may not be found. 


prompt The string which is printed before reading each command 
from an interactive terminal input. If a “!” appears in the 
string, it will be replaced by the current event number unless 
a preceding “\” is given. Default is “%”, or “#” for the 
super user. 


shell The file in which the shell resides. This is used in forking 
shells to interpret files which have execute bits set, but 
which are not executable by the system. (See the description 
of “Nonbuilt-in command execution” below.) Initialized to 
the home of the shell. 


status The status returned by the last command. If it terminated 
abnormally, then 0200 is added to the status. Built-in com- 
mands which fail return exit status 1, otherwise these com- 
mands set status to 0. 


time Controls automatic timing of commands. If set, then any 
command which takes more than this many cpu seconds will 
cause a line to be sent to the screen displaying user time, sys- 
tem time, real time, and a utilization percentage which is the 
ratio of user plus system times to real time. 


verbose Set by the -v command line option, causes the words of each 
command to be printed after history substitution. 


Nonbuilt-in command execution 


When a command to be executed is found to not be a built-in csh command, 
the shell attempts to execute the command via exec(S). Each word in the vari- 
able path names a directory from which the shell will attempt to execute the 
command. If it is given neither a -c nor a -t option, the shell will hash the 
names in these directories into an internal table so that it will only try an exec 
in a directory if there is a possibility that the command resides there. This 
greatly speeds command location when a large number of directories are 
present in the search path. If this mechanism has been turned off (via 
unhash), or if the shell was given a -c or -t argument, and for each directory 
component of path which does not begin with a “ /”, the shell concatenates 
each directory component of path with the given command name to form a 
pathname of a file which it then attempts to execute. 
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Parenthesized commands are always executed in a subshell. Thus 
(cd; pwd); pwd 
prints the home directory but leaves you in the original directory, while 
cd; pwd 
moves you to the home directory. 
If the file has execute permissions but is not an executable binary to the sys- 


tem, then it is assumed to be a file containing shell commands and a new shell 
is spawned to read it. 


If there is an alias for shell then the words of the alias are prepended to the 
argument list to form the shell command. The first word of the alias should 
be the full pathname of the shell (for example, $shell). Note that this is a spe- 
cial, late occurring, case of alias substitution, and only allows words to be 
prepended to the argument list without modification. 


Argument list processing 


If argument 0 to the shell is “-” then this is a login shell. The flag arguments 
are interpreted as follows: 


-c Commands are read from the (single) following argument which must be 
present. Any remaining arguments are placed in argv. 


-e The shell exits if any invoked command terminates abnormally or yields a 
nonzero exit status. 


-f The shell will start faster, because it will neither search for nor execute 
commands from the file .cshrc in the invoker’s home directory. 


-i The shell is interactive and prompts for its top-level input, even if it 
appears to not be a terminal. Shells are interactive without this option if 
their input and output are terminals. 


-n Commands are parsed, but not executed. This may aid in syntactic check- 
ing of shell scripts. 


-s Command input is taken from the standard input. 


-t A single line of input is read and executed. A“ \” may be used to escape 
the newline at the end of this line and continue onto another line. 


-v Causes the verbose variable to be set, with the effect that command input 
is echoed after history substitution. 


-x Causes the echo variable to be set, so that commands are echoed immedi- 
ately before execution. 


-V Causes the verbose variable to be set even before .cshrc is executed. 


-X Causes the echo variable to be set even before .cshrc is executed. 
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After processing the flag arguments, if arguments remain but none of the -c, - 
i, -S, or -t options were given, the first argument is taken as the name of a file 
of commands to be executed. The shell opens this file, and saves its name for 
possible resubstitution by $0. On a typical system, most shell scripts are writ- 
ten for the standard shell (see sh(C)). The C shell will execute such a standard 
shell if the first character of the script is not a “ #” (that is, if the script does not 
start with acomment). Remaining arguments initialize the variable argv. 


Signal handling 


The shell normally ignores quit signals. The interrupt and quit signals are 
ignored for an invoked command if the command is followed by “ &”; other- 
wise the signals have the values which the shell inherited from its parent. The 
shell’s handling of interrupts can be controlled by onintr. By default, login 
shells catch the terminate signal; otherwise this signal is passed on to children 
from the state in the shell’s parent. In no case are interrupts allowed when a 
login shell is reading the file .Jogout. 


Limitations 
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Built-in control structure commands like foreach and while cannot be used 
with “be | sit al & “ or Ml ; am 


Commands within loops, prompted for by “?”, are not placed in the history 
list. 


It is not possible to use the colon (:) modifiers on the output of command 
substitutions. 


The C-shell has many built-in commands with the same name and func- 
tionality as Bourne shell commands. However, the syntax of these C-shell and 
Bourne shell commands often differs. Two examples are the nice and echo 
commands. Be sure to use the correct syntax when working with these built- 
in C-shell commands. 


When a C-shell user logs in, the system reads and executes commands in 
/etc/cshrc before executing commands in the user's $HOME/.cshrc and 
$HOME/.login. You can, therefore, modify the default C-shell environment for 
all users on the system by editing /etc/cshrc. 


During intervals of heavy system load, pressing the delete key while at a C- 
shell prompt (%) may cause the shell to exit. If csh is the login shell, the user 
is logged out. 


csh attempts to import and export the PATH variable for use with regular 
shell scripts. This only works for simple cases, where the PATH contains no 
command characters. 


The | | and && operators are reversed in this implementation. 
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Words can be no longer than 512 characters. The number of arguments to a 
command which involves filename expansion is limited to 1/6 the number of 
characters allowed in an argument list, which is 5120, less the characters in the 
environment. The length of any argument of a command after filename 
expansion cannot exceed 159 characters. Also, command substitutions may 
substitute no more characters than are allowed in an argument list. 


To detect looping, the shell restricts the number of alias substitutions on a 
single line to 20. 


Files 
“/cshre read by each shell at the beginning of execution 
/etc/cshrc systemwide default cshrc file for login C-shells 
“Llogin read by login shell, after .cshrc at login 
Zlogout read by login shell, at logout 
/bin/sh shell for scripts not starting with a “ #” 
/tmp/sh* temporary file for << 
/devull source of empty file 
/etcfpasswd source of home directories for “username 
See also 


access(S), environ(M), exec(S), fork(S), pipe(S), signal(S), umask(S), wait(S) 
User’s Guide 


Standards conformance 


This utility is not part of any currently supported standard; it was developed 
at the University of California at Berkeley and is used with permission. 
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csplit 


split files according to context 


Syntax 
csplit [ -s ][-k ] [ -fprefix ] file arg1[... argn ] 
Description 

The csplit command reads file and separates it into n+1 sections, defined by 

the arguments arg]... argn. By default the sections are placed in files xx00 ... 

xxn (n may not be greater than 99). These sections get the following pieces of 
file: 

00: From the start of file up to (but not including) the line referenced by 

arg]. 

01: From the line referenced by arg1 up to the line referenced by arg2. 

n+1: From the line referenced by argn to the end of file. 

The options to esplit are: 

-S csplit normally prints the character counts for each file created. If 
the -s option is present, csplit suppresses the printing of all character 
counts. 

-k csplit normally removes created files if an error occurs. If the -k 
option is present, csplit leaves previously created files intact. 

-fprefix If the -f option is used, the created files are named prefix00 ... 
prefixn. The default is xx00... xxn. 

The arguments (arg1 ... argn) to csplit can be a combination of the following: 

/rexp/ A file is to be created for the section from the current line down to 
(but not including) the line containing the regular expression rexp. 
The current line becomes the line containing rexp. This argument 
may be followed by an optional “+” or “-” some number of lines 
(for example, /Page/-5). 
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%rexp% This argument is the same as /rexp/, except that no file is created for 
the section. 


Inno A file is to be created from the current line down to (but not includ- 
ing) Inno. The current line becomes Inno. 


{num} Repeat argument. This argument may follow any of the above argu- 
ments. If it follows an rexp-type argument, that argument is applied 
num more times. If it follows Inno, the file will be split every Inno 
lines (num times) from that point. 


Enclose all rexp-type arguments that contain blanks or other characters mean- 
ingful to the shell in the appropriate quotation marks. Regular expressions 
may not contain embedded newlines. csplit does not affect the original file; it 
is the user’s responsibility to remove it. 


Diagnostics 


Self-explanatory except for: 
arg - out of range 


which means that the given argument did not reference a line between the 
current position and the end of the file. 


Examples 


csplit -f cobol file “/procedure division/’ ‘/par5./’ “/par16./° 
This example creates four files, cobol00 ... cobol03. After editing the “split” 
files, they can be recombined as follows: 
cat cobol0[0-3] > file 
Note that this example overwrites the original file. 
csplit -k file 100 {99} 
This example would split the file at every 100 lines, up to 10,000 lines. The -k 


option causes the created files to be retained if there are less than 10,000 lines; 
however, an error message would still be printed. 


csplit -k prog.c “Yomain(%’ “/*}/+1° {20} 
Assuming that prog.c follows the normal C coding convention of ending rou- 
tines with a } at the beginning of the line, and that main() is the first function 


in prog.c, this example will create a file for each separate C routine, up to 21 
routines. 
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See also 


ed(C), regex(S), sh(C) 
Standards conformance 


csplit is conformant with: 


AT&T SVID Issue 2; 
X/Open Portability Guide, Issue 3, 1989. 


194 1 February 1993 


ct 


spawn getty to a remote terminal 


Syntax 


ct [-wn ][-xn ][-h][-v][-sspeed ] telno... 


Description 


The ct command dials the telephone number of a modem that is attached to a 
terminal, and spawns a getty process to that terminal. telno is a telephone 
number, with equal signs for secondary dial tones and minus signs for delays 
at appropriate places. The set of legal characters for telno is 0 through 9, -, =, 
*, and #. The maximum length telno is 58 characters. If more than one tele- 
phone number is specified, ct will try each in succession until one answers; 
this is useful for specifying alternate dialing paths. 


ct will try each ACU line listed in the file /usr/lib/jiucp/Devices until it finds an 
available line with appropriate attributes or runs out of entries. If there are no 
free lines, ct will ask if it should wait for one, and if so, for how many minutes 
it should wait before it gives up. ct will continue to try to open the dialers at 
one-minute intervals until the specified limit is exceeded. This value can also 
be set on the command line by specifying the -wn option, where n is the max- 
imum number of minutes that ct is to wait for a line. 


The -xn option is used for debugging. It produces a detailed output of the 
program execution on stderr. The debugging level, n, is a single digit; -x9 pro- 
duces the most detailed output. If the -v option is used, ct will send a running 
narrative to the standard error output stream. 


Normally, ct will hang up the current line, so the line can answer the incom- 
ing call. The -h option will prevent this action. The -h option will also wait 
for the termination of the specified ct process before returning control to the 
user's terminal. 


The data rate may be set with the -s option, where speed is expressed in baud. 
The default rate is 1200. 


After the user on the destination terminal logs out, ct prompts, Reconnect? If 
the response does not begin with the letter y, the line will be dropped; other- 
wise, getty will be started again and the login: prompt will be printed. 


To log out properly, the user must type (Ctrl)d. 


(Of course, the destination terminal must be attached to a modem that can 
answer the telephone.) 
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Whenever ct makes a successful connection, it writes a log file, /usr/fadm/(ctlog. 
This log file contains the login name of the user who invoked ct, the speed of 
the connection, the date and time of the connection, the length of the connec- 
tion, and the telephone number that was dialed. The time of the connection is 
shown as minutes:seconds or as hours:minutes:seconds, depending on how 
long the call lasted. 


For example: 
root ( 1200) Mon Sept 16 14:55 25 264 


In this example, the ctlog shows that root invoked ct at 1200 baud on Monday, 
September 16 at 2:55. The connection lasted 1 minute and 25 seconds and the 
telephone number dialed was 264. 


Limitations 


In hangup mode (-h not specified), when a suitable dialer has been allocated, 
ct prompts Proceed to hang-up? If the response does not begin with the 
letter y, the program simply exits. If you are logged in on a computer through 
a local terminal and you want to connect a remote terminal to the computer, 
you should use nohup with ct to accomplish this: 


nohup ct -h -sspeed phone 


After the command is executed, a login prompt is displayed on the remote ter- 
minal. The user can then log in and work on the computer just as on a local 
terminal. 


Files 
/usr/lib/uucp/Devices 
/usr/lib/juucp/LCK.. (tty-device) 
/usr/fadm/ctlog 
See also 
cu(C), getty(M), login(M), uucp(C) 
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create a tags file 


Syntax 


ctags [-a][-u][-v][-w][-x][file...] 


Description 


The ctags command makes a tags file for vi(C) from the specified C or FOR- 
TRAN sources. A tags file gives the locations of specified objects (in this case, 
functions) in a group of files. Each line of the tags file contains the function 
name, the file in which it is defined, and a scanning pattern used to find the 
function definition. These are given in separate fields on the line, separated 
by blanks or tabs. Using the tags file, vi can quickly find function definitions. 


-a Append new values for the specified files to tags. 


-u_ Update the specified files in tags; that is, all references to them are 
deleted, and the new values are appended to the file. (This.can be slow; it 
is usually faster to simply rebuild the tags file.) 


-v Produce a list of function names, the filename in which each function is 
declared, and the function's line number. This list prints on the standard 
output, and no tags file is created. 


-w Suppress warning diagnostics. 


-x Produce a function index, printing the line in which each function is 
defined, along with the filename, function name, and line number. No 
tags file is created. 


Files whose names end in .c or .4 are assumed to be C source files and are 
searched for C routine and macro definitions. Otherwise, the files are scanned 
for the FORTRAN keywords function, procedure, program, and subroutine. If 
any of these keywords is found, ctags assumes file is a FORTRAN file; other- 
wise, it assumes it is a C file. 


The tag main is treated specially in C programs. The tag formed is created by 
prefixing M to the name of the file, with a trailing .c. Leading pathname com- 
ponents are also removed. This makes use of ctags practical in directories 
with more than one program. 


Files 


tags output tags file 
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See also 
ex(C), vi(C) 


Standards conformance 


This utility is not part of any currently supported standard; it was developed 
at the University of California at Berkeley and is used with permission. 
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create a tags file 


Syntax 


ctags [-a][-u][-v][-w][-x][file...] 


Description 


Files 


The ctags command makes a tags file for vi(C) from the specified C or FOR- 
TRAN sources. A tags file gives the locations of specified objects (in this case, 
functions) in a group of files. Each line of the tags file contains the function 
name, the file in which it is defined, and a scanning pattern used to find the 
function definition. These are given in separate fields on the line, separated 
by blanks or tabs. Using the tags file, vi can quickly find function definitions. 


-a Append new values for the specified files to tags. 


-u_ Update the specified files in tags; that is, all references to them are 
deleted, and the new values are appended to the file. (This can be slow; it 
is usually faster to simply rebuild the tags file.) 


-v_ Produce a list of function names, the filename in which each function is 
declared, and the function’s line number. This list prints on the standard 
output, and no tags file is created. 


-w Suppress warning diagnostics. 


-x Produce a function index, printing the line in which each function is 
defined, along with the filename, function name, and line number. No 
tags file is created. 


Files whose names end in .c or .4 are assumed to be C source files and are 
searched for C routine and macro definitions. Otherwise, the files are scanned 
for the FORTRAN keywords function, procedure, program, and subroutine. If 
any of these keywords is found, ctags assumes file is a FORTRAN file; other- 
wise, it assumes it is a C file. 


The tag main is treated specially in C programs. The tag formed is created by 
prefixing M to the name of the file, with a trailing .c. Leading pathname com- 
ponents are also removed. This makes use of ctags practical in directories 
with more than one program. 


tags output tags file 
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See also 


ex(C), vi(C) 


Standards conformance 


This utility is not part of any currently supported standard; it was developed 
at the University of California at Berkeley and is used with permission. 
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call another UNIX/XENIX system 


Syntax 
cu [ -s speed | [ -lline][-h][-t][-xn][-o | -e | -oe][-n] telno 
cu [ -s speed ][-h][-xn][-o | -e | -oe ] -] line [ dir ] 
cu[-h][-x2][-o | -e | -oe | systemname 

Description 


The cu command calls up another UNIX system, a terminal, or possibly a 
non-UNIX system. It manages an interactive conversation with possible 
transfers of ASCII files. 


The cu command accepts the following options and arguments: 


-sspeed Specifies the transmission speed (150, 300, 600, 1200, 2400, 4800, 


-lline 


-h 


-t 


1 February 1993 


9600, 19200, 38400). The default value is “Any” speed which will 
depend on the order of the lines in the /usr/lib/uucp/Devices file. A 
speed range can also be specified (for example, -s1200-4800). 


Specifies a device name to use as the communication line. This can 
be used to override the search that would otherwise take place for 
the first available line having the right speed. When the -I option is 
used without the -s option, the speed of a line is taken from the De- 
vices file. When the -l and -s options are both used together, cu will 
search the Devices file to check if the requested speed for the 
requested line is available. If so, the connection will be made at the 
requested speed; otherwise, an error message will be printed and the 
call will not be made. The specified device is generally a directly con- 
nected asynchronous line (for example, /dev/ttyab) in which case a 
telephone number (telno) is not required. The specified device need 
not be in the /dev directory. If the specified device is associated with 
an auto dialer, a telephone number must be provided. Use of this 
option with systemname rather than telno will not give the desired 
result (see systemname below). 


Emulates local echo, supporting calls to other computer systems 
which expect terminals to be set to half-duplex mode. 


Used to dial an ASCII terminal which has been set to auto answer. 


Appropriate mapping of carriage-return to carriage-return-line-feed 
pairs is set. 
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-xn Causes diagnostic traces to be printed; it produces a detailed output 
of the program execution on stderr. The debugging level, n, is a sin- 
gle digit in the range 0 to 9; -x9 is the most useful value. 


-n For added security, -n will prompt the user to provide the telephone 
number to be dialed rather than taking it from the command line. 


telno When using an automatic dialer, the argument is the telephone num- 
ber with equal signs for secondary dial tone or minus signs placed 
appropriately for delays of 4 seconds. 


systemname 
A UUCP system name may be used rather than a telephone number. 
In this case, cu will obtain an appropriate direct line or telephone 
number from /usr/lib/uucp/Systems. Note: the systemname option 
should not be used in conjunction with the -l and -s options as cu 
will connect to the first available line for the system name specified, 
ignoring the requested line and speed. 


dir The keyword dir can be used with cu -lline, in order to talk directly 
to a modem on that line, instead of talking to another system via that 
modem. This can be useful when debugging or checking modem 
operation. Note: only users with write access to the Devices file are 
permitted to use cu -lline dir. 


In addition, cu uses the following options to determine communications 
settings: 


-o If the remote system expects or sends 7-bits with odd parity. 
-e If the remote system expects or sends 7-bits with even parity. 


-oe If the remote system expects or sends 7-bits, ignoring parity and sends 
7-bits with either parity. 


By default, cu expects and sends 8-bit characters without parity. If the login 
prompt received appears to contain incorrect 8-bit characters, or a correct log- 
in is rejected, use the 7-bit options described above. 


After making the connection, cu runs as two processes: the transmit process 
and the receive process. The transmit process reads data from standard input 
and, except for lines beginning with “~”, passes the data to the remote system. 
The receive process accepts data from the remote system and, except for lines 
beginning with “~”, passes the data to standard output. 


Normally, an automatic XON/XOFF protocol is used to control input from the 
remote system so the buffer is not overrun. 


Lines beginning with “~” have special meanings. 
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The transmit process interprets the following user-initiated commands: 


Terminate the conversation. 


_ Escape to an interactive shell on the local system. 

“tema ... Run cmd on the local system (via sh -c). 

“$emad ... Run cmd locally and send its output to the remote system. 

~+emad ... Run cmd on the local system but take standard input from the 
remote system. 

“Yocd Change the directory on the local system. Note: “!cd will cause 
the command to be run by a sub-shell, probably not what was 
intended. 

“Ytake from [ to | 


Copy file from (on the remote system) to file to on the local sys- 
tem. If to is omitted, the from argument is used in both places. 


“%put from [ to ] 
Copy file from (on the local system) to file to on the remote sys- 
tem. If to is omitted, the from argument is used in both places. 


For both “%take and “Y%oput commands, as each block of the file 
is transferred, consecutive single digits are printed to the 


terminal. 
~line Send the line “line to the remote system. 
~%break Transmit a BREAK to the remote system (which can also be 


specified as ~“%b). 


“debug ‘Toggles the -x debugging level between 0 and 9 (which can also 
be specified as ~“%d). 


“t Prints the values of the termio structure variables for the user’s 
terminal (useful for debugging). 


1 Prints the values of the termio structure variables for the remote 
communication line (useful for debugging). 


“Ynostop Toggles between XON/XOFF input control protocol and no input 
control. This is useful in case the remote system is one which 
does not respond properly to the XON and XOFF characters. 


The use of “%put requires stty(C) and cat(C) on the remote side. It also 
requires that the current erase and kill characters on the remote system be 
identical to these current control characters on the local system. Backslashes 
are inserted at appropriate places. 


1 February 1993 133 


cu(C) 


134 


The use of “Yotake requires the existence of echo(C) and cat(C) on the remote 
system. Also, tabs mode (see stty(C)) should be set on the remote system if 
tabs are to be copied without expansion to spaces. 


The receive process normally copies data from the remote system to its stan- 
dard output. It may also direct output to local files. 


You can construct take and put commands that work between UNIX and 
non-UNIX systems by sending the appropriate characters to cu. To do this, 
you will need to know the equivalent of echo(C) and cat(C) on the non-UNIX 
system. 


For example, to transfer a file named fred from a remote non-UNIX system to 
the file /tmp/fred on the local UNIX system, construct a command similar to the 
following: 


“% 

echo ‘~>’:/tmp/fred 
cat fred 

echo ‘>’ 


This creates a file /tmp/fred on the local UNIX system, putting the characters 
““>” into it, which tells cu to start receiving data into this file. The file fred is 
then sent to standard output on the remote machine, and cu therefore receives 
it. Finally, a “~>” is echoed into the file; this is a signal to cu to stop receiving 
input. (Remember to replace echo and cat with the equivalent commands for 
the non-UNIX system.) 


You can also append the file from the remote machine to an existing file on 
the local system: 


~% 

echo ’~>>’':/tmp/fred 
cat fred 

echo ‘>’ 


This appends the remote file onto the end of the existing file /tmp/fred. 


When cu is used on system1 to connect to system2 and subsequently used on 
system2 to connect to system3, commands on system2 can be executed by 
using “~~”. Executing a tilde command reminds the user of the local system 
uname. For example, uname can be executed on systems 1, 2, and 3 as 
follows: 


uname 
system3 
~tuname 
system] 
~~ ltuname 
system2 


In general, “~” causes the command to be executed on the original machine, 
and “~~” causes the command to be executed on the next machine in the 
chain. 
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Exit values 


Exit code is zero for normal exit, otherwise, one. 


Examples 


To dial a system whose telephone number is 9 201 555 1212 using 1200 baud 
(where dialtone is expected after the 9): 


cu -s1200 9=12015551212 
If the speed is not specified, “Any” is the default value. 


To login to a system connected by a direct line: 
cu -l /dev/ttyXX or cu -1 ttyXX 
To dial a system with the specific line and a specific speed: 
cu -s1200 -1 ttyXX 
To dial a system using a specific line associated with an auto dialer: 
cu -l ttyXX 9=12015551212 
To call up a system named huey: 
cu huey 


To talk directly to an ACU (connect directly with the modem and enter 
modem commands manually): 


cu -lttyXX dir 


Warning 


The cu command does not do any integrity checking on data it transfers. Data 
fields with special cu characters may not be transmitted properly. 


Limitations 


There is an artificial slowing of transmission by cu during the Y%put operation 
so that loss of data is unlikely. Depending on the interconnection hardware, it 
may be necessary to use a “~.” to terminate the conversion even if stty0 has 
been used. Non-printing characters are not dependably transmitted using 
either the “Yoput or “%take commands. cu between an IMBR1 and a penril 
modem will not return a login prompt immediately upon connection. A car- 


riage return will return the prompt. 


Files 


/usr/lib/uucp/Systems 
/usr/lib/uucp/Devices 
/usr/lib/uucp/LCK..(tty-device) 
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See also 


cat(C), ct(C), echo(C), stty(C), uucp(C), uname(C) 


Standards conformance 


cu is conformant with: 


AT&T SVID Issue 2; 
X/Open Portability Guide, Issue 3, 1989. 
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cut out selected fields of each line of a file 


cut -c list [ file1 file2 ... | 
cut -f list [-d char] [-s][ file1 file2 ...] 


Use cut to cut out columns from a table or fields from each line of a file. The 
fields as specified by list can be fixed length, that is, character positions as on 
a punched card (-c option), or the length can vary from line to line and be 
marked with a field delimiter character like Tab (-f option). cut can be used as 
a filter. If no files are given, the standard input is used. 


The meanings of the options are: 


A comma-separated list of integers (in increasing order), with an 
optional dash (-), indicates ranges, as in the -o option of nroff/troff 
for page ranges; for example, 1,4,7; 1-3,8; -5,10 (short for 1-5,10); or 3- 
(short for third through last field). 


The list following -c (no space) specifies character positions (for 
example, -c1-72 would keep the first 72 characters of each line). 


The list following -f is a list of fields assumed to be separated in the 
file by a delimiter character (see -d); for example, -f1,7 copies the first 
and seventh field only. Lines with no field delimiters will be passed 
through intact (useful for table subheadings), unless -s is specified. 


The character following -d is the field delimiter (-f option only). 
Default is Tab. Space or other characters with special meaning to the 
shell must be quoted. 


If the -f option is used, -s suppresses lines with no delimiter charac- 
ters. Unless specified, lines with no delimiters will be passed 
through untouched. 


Either the -c or -f option must be specified. 


cut 
Syntax 
Description 
list 
-c list 
-f list 
-d char 
-S 
Diagnostics 


line too long 
A line can have no more than 511 characters or fields. 
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bad list for c / f£ option 


Missing -c or -f option or incorrectly specified list. No error occurs if a 
line has fewer fields than the list calls for. 


no fields 
The list is empty. 


Examples 


cut -d: -f 1,5 /etc/passwd Maps user ID’s to names. 

name= who am i | cut -f1-d""" Sets name to current login name. 
Limitations 

Use grep(C) to make horizontal “cuts” (by context) through a file, or paste(C) 


to put files together horizontally. To reorder columns in a table, use cut and 
paste. 


See also 
grep(C), paste(C) 
Standards conformance 


cut is conformant with: 


AT&T SVID Issue 2; 
X/Open Portability Guide, Issue 3, 1989. 
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date 


print and set the date 
Syntax 
date [ mmddhhmml|yy] | [ +format ] 


Description 


If no argument is given, or if the output format is specified following +, the 
current date and time are printed as defined by the locale. Otherwise, you 
may set the date and time if you are the super user. 


date normally performs its calculations taking care of the conversion to and 
from local standard and daylight time. When setting the date and time, 
specify it in the form MMddhhmmlyy] where: 


MM is the month number 

dd__is the day number in the month 

hh is the hour number (24-hour system) 

mm _ is the minute number 

yy are the last 2 digits of the year number (optional) 


For example, date 10080045 sets the date to Oct 8, and the time to 12:45 AM, if 
the local language is set to English. The current year is taken by default if no 
year is specified. 


If the argument begins with +, the output of date is under the control of the 
user. The format for the output is similar to that of the first argument to 
printf(S). All output fields are of fixed size (zero padded if necessary). Each 
field descriptor begins with a percent sign “%” and is replaced in the output 
by its corresponding value. A single percent sign may be output if it is quoted 
with another percent sign, that is, by specifying “%%”. All other characters 
are copied to the output without change. The string is always terminated 
with a newline character. Extra newlines may be produced using the descrip- 
tor “on”. 
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Field descriptors 


%% Quoted percent sign 

%a Abbreviated weekday - Sun to Sat, as defined by the locale 
YA Full weekday name, as defined by the locale 

%b Abbreviated month name, as defined by the locale 
%B Full month name, as defined by the locale 

%c Current date and time, as defined by the locale 
%ad Day of month - 01 to 31 

%D Date as mm/dd/yy 

%h Abbreviated month - Jan to Dec 

%H Hour - 00 to 23 

%I1 Hour (12 hour clock) in the range 01 - 12 

%j Day of the year - 001 to 366 

%m Month of year - 01 to 12 

ZM Minute - 00 to 59 

%n Inserts a newline character 

Y%p Equivalent of AM or PM for current locale 

“or Time in AM/PM notation 

%S Second - 00 to 59 

%t Inserts a tab character 

“oT Time as HH:MM:SS 


%U Week number of the year (Sunday as the first day of the week) as a 
decimal number in the range 00 to 53. 


%w Day of the week, with Sunday represented by 0 


%W Week number of the year (Monday as the first day of the week) as a 
decimal number in the range 00 to 53. 


%x Current date, as defined by the locale 
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%X Current time, as defined by the locale 
Y%y Last 2 digits of year - 00 to 99 
%Y Year (including century), as decimal numbers 


%Z Timezone name, or no characters if no timezone exists 


Exit values 


date returns the following exit values: 


0 Normal exit, no error 
Z Bad conversion, illegal option, or no permission 


10 Format conversion error 
Diagnostics 
-? illegal option 
The option specified is not known to date. 


bad conversion 
The date specified is syntactically incorrect. 


format conversion error 
The format string specified is invalid. 


no permission 
Only the super user may change the date. 


Examples 


The line date “+DATE: %m/%d/%y%nTIME: %H:%M:%S‘ generates output in 
the form: 


DATE: 08/01/90 
TIME: 14:45:05 


Files 


/bin/date date executable file 


See also 


locale(M), strftime(S) 
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Standards conformance 


date is conformant with: 


AT&T SVID Issue 2; 
X/Open Portability Guide, Issue 3, 1989. 
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dc 


invoke an arbitrary precision calculator 


Syntax 


dc [ file ] 


Description 


dc is an arbitrary precision arithmetic package. Ordinarily it operates on 
decimal integers, but you may specify an input base, output base, and a num- 
ber of fractional digits to be maintained. The overall structure of dc is a stack- 
ing (reverse Polish) calculator. If an argument is given, input is taken from 
that file until its end, then from the standard input. The following construc- 
tions are recognized: 


number The value of the number is pushed on the stack. A number is an 
unbroken string of the digits 0-9. It may be preceded by an under- 
score (_) to input a negative number. Numbers may contain decimal 
points. 


+-/%* %* 
The top two values on the stack are added (+), subtracted (-), multi- 
plied (*), divided (/), remaindered (%), or exponentiated (*). The 
two entries are popped off the stack and the result pushed on the 
stack in their place. Any fractional part of an exponent is ignored. 


SX The top of the stack is popped and stored into a register named x, 
where x may be any character. If the s is capitalized, x is treated as a 
stack and the value is pushed on it. 


Ix The value in register x is pushed on the stack. The register x is not 
altered. All registers start with zero value. If the 1 is capitalized, 
register x is treated as a stack and its top value is popped onto the 


main stack. 

d The top value on the stack is duplicated. 

p The top value on the stack is printed. The top value remains 
unchanged. 

f All values on the stack are printed. 

q Exits the program. If executing a string, the recursion level is 


popped by two. If q is capitalized, the top value on the stack is 
popped and the string execution level is popped by that value. 


x Treats the top element of the stack as a character string and executes 
it as a string of dec commands. 
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[...] 


Replaces the number on the top of the stack with its scale factor. 


Puts the bracketed ASCII string onto the top of the stack. 


<X >X =X 


eo e@ 
ge 


Diagnostics 


The top two elements of the stack are popped and compared. Regis- 
ter x is evaluated if they obey the stated relation. 


Replaces the top element on the stack by its square root. Any exist- 
ing fractional part of the argument is taken into account, but other- 
wise the scale factor is ignored. 

Interprets the rest of the line as a UNIX command. 


All values on the stack are popped. 


The top value on the stack is popped and used as the number radix 
for further input. 


Pushes the input base on the top of the stack. 


The top value on the stack is popped and used as the number radix 
for further output. 


Pushes the output base on the top of the stack. 

The top of the stack is popped, and that value is used as a non- 
negative scale factor; the appropriate number of places are printed 
on output, and maintained during multiplication, division, and 
exponentiation. The interaction of scale factor, input base, and out- 
put base will be reasonable if all are changed together. 

The stack level is pushed onto the stack. 

Replaces the number on the top of the stack with its length. 


A line of input is taken from the input source (usually the terminal) 
and executed. 


Used by bc for array operations. 


x is unimplemented 
The octal number x corresponds to a character that is not implemented as 
a command. 


stack empty 
Not enough elements on the stack to do what was asked. 
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Out of space 
The free list is exhausted (too many digits). 


Out of headers 
Too many numbers being kept around. 


Out of pushdown 
Too many items on the stack. 


Nesting Depth 
Too many levels of nested execution. 


Examples 


This example prints the first ten values of nt: 


[la1+dsa*pla10>y]sy 
Osal 
lyx 


Limitations 


be is a preprocessor for dc, providing infix notation and a C-like syntax which 
implements functions and reasonable control structures for programs. For 
interactive use, bc is preferred to dc. 


See also 
be(C) 
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dd 


convert and copy a file 


Syntax 


dd [ option=value }... 


Description 


dd copies the specified input file to the specified output with possible conver- 
sions. The standard input and output are used by default. The input and out- 
put block size may be specified to take advantage of raw physical I/O. 


if=file 
of=file 


ibs=n 
obs=n 


bs=n 


cbs=n 


skip=n 


seek=n 


lseek=n 


oseek=n 


files=n 


Input filename; standard input is default. 


Output filename; standard output is default. This option does not 
truncate an existing file. 


Input block size is n bytes (default is BSIZE block size). 

Output block size (default is BSIZE block size). 

Sets both input and output block size, superseding ibs and obs. If 
no conversion is specified, it is particularly efficient since no in- 
core copy needs to be done. 


Conversion buffer size. 


Skips n input records before starting copy. (The records are read 
but not output.) 


Seeks n records from beginning of output file before copying. 


Same as skip, but seeks over the records (that is, uses Iseek(S)) 
instead of reading them. 


As for seek. 
Specify the number of input files to concatenate. This option effec- 


tively causes a sequence of n EOFs to be ignored. (It is generally 
only useful for tape.) 


conv=block 


Convert ASCII to unblocked ASCII. 


conv=unblock 
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Convert unblocked ASCII to ASCII. 
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count=n Copies only n input records. 


conv=ascii 
Converts EBCDIC to ASCII. 


conv=ebcdic 
Converts ASCII to EBCDIC. 


conv=ibm Slightly different map of ASCII to EBCDIC. 


conv=lcase 
Maps alphabetic characters to lowercase. 


conv=ucase 
Maps alphabetic characters to uppercase. 


conv=swab 
Swaps every pair of bytes. 


conv=noerror 
Does not stop processing on an error. 


conv=sync 
Pads every input record to ibs. 


CONV=...,... 
Several comma-separated conversions. 


Where sizes are specified, a number of bytes is expected. A number may end 
with k, b, or w to specify multiplication by 1024, 512, or 2 respectively; a pair of 
numbers may be separated by x to indicate a product. 


cbs is used only if ascii, ebcdic, or ibm conversion is specified. In the former 
case, cbs characters are placed into the conversion buffer, converted to ASCII, 
and trailing blanks trimmed and newline added before sending the line to the 
output. In the latter two cases, ASCII characters are read into the conversion 
buffer, converted to EBCDIC, and blanks added to make up an output record 
of size cbs. 


After completion, dd reports the number of whole and partial input and out- 
put blocks. 


Diagnostics 


f+p records in(out) Numbers of full and partial records read (written). 


Examples 


The first example reads an EBCDIC tape, blocked ten 80-byte EBCDIC card 
images per record, into the ASCII file outfile : 
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dd if=/dev/rct0 of=outfile ibs=800 cbs=80 conv=ascii,lcase 
Note the use of raw magtape. dd is especially suited to I/O on raw physical 
devices because it allows reading and writing in arbitrary record sizes. 


The next example shows how to copy the contents of one floppy disk to 
another, using /tmp as a temporary storage area. The source disk is inserted in 
the drive, and the following command entered: 


dd if=/dev/rfd0 of=/tmp/tempfile 


Next the source disk is removed from the drive, and the destination disk 
inserted. The data in the temporary file, /tmp/tempfile, may now be copied to 
this disk: 

dd if=/tmp/tempfile of=/dev/rfd0 
Finally remove the temporary file: 


rm /tmp/tempfile 


Limitations 


See also 


The ASCII/EBCDIC conversion tables are taken from the 256-character stan- 
dard in the CACM Nov, 1968. The ibm conversion corresponds better to cer- 
tain IBM print train conventions. There is no universal solution. 


Newlines are inserted only on conversion to ASCII; padding is done only on 
conversion to EBCDIC. 


When using dd with a raw device, specify the block size as a multiple of 1K. 
For example, to use a 9K block size, enter: 


dd if=file of=/dev/rct0 bs=18b 
You could also enter: 
dd if=file of=/dev/rct0 bs=9k 


copy(C), cp(C), tar(C) 


Standards conformance 
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dd is conformant with: 


AT&T SVID Issue 2; 
X/Open Portability Guide, Issue 3, 1989. 
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devnm 


identify device name 


Syntax 


/etc/devnm [ name... ] 


Description 


The devnm command identifies the special file associated with the mounted 
filesystems name. 


If name is not.specified no action will be performed. 


This command is used by the /etc/bcheckrc script to construct a mount table 
entry for the root device. 


Examples 


Consider the following example: 
/etce/devnm /u 

If dev/hd1 is mounted on /u, this produces the output: 
/dev/hdl /u 


Files 
/dev/* device names 


See also 


setmnt(ADM) 


Standards conformance 


devnm is conformant with AT&T SVID Issue 2. 
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df 


report number of free disk blocks 


Syntax 
df[-t][-f][-v-i] [filesystems | 


Description 


df prints out the number of free blocks and free inodes available for on-line 
filesystems by examining the counts kept in the super-blocks; filesystems 
may be specified by device name (for example, /dev/root). If the filesystems 
argument is unspecified, the free space on all of the mounted filesystems is 
sent to the standard output. The list of mounted filesystems is given in 
/etc/mnttab. 


Options include: 


-t Causes total allocated block figures to be reported as well as number of 
free blocks. 


-f Reports only an actual count of the blocks in the free list (free inodes are 
not reported). With this option, df reports on raw devices. 


-v_ Reports the percent of blocks used as well as the number of blocks used 
and free. 


-i Reports the percent of inodes used as well as the number of inodes used 
and free. Use the -i option with the -v option to display counts of blocks 
and inodes free as well as the percentage of inodes and blocks used. 


The -v and -i options cannot be used with other df options. 


Limitations 


See “Limitations” under mount(ADM). 


This utility reports filesystem usage in 512-byte blocks. The filesystem, how- 
ever, allocates blocks of size 1024 bytes to files. If a file of size 500 bytes is cre- 
ated, df will report 2 blocks less free space (rather than 1 block), since the file- 
system will allocate one 1024-byte block to the file. 


Authorization 
The behavior of this utility is affected by assignment of the queryspace 


authorization. Refer to the “Using a secure system” chapter of the User's Guide 
for more details. 
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Files 


/dev/* 
/etc/mnttab 


See also 
du(C), fsck(ADM), mnttab(F), mount(ADM) 
Standards conformance 


df is conformant with: 


AT&T SVID Issue 2; 
X/Open Portability Guide, Issue 3, 1989. 


1 February 1993 151 


dfspace(C) 


dfspace 


report disk space 


Syntax 
letc/dfspace [ filesystem ... | 

Description 
dfspace is a shell script interface to the df(C) command. 
letc/dfspace with no arguments will report the disk space used for each 
mounted file system, along with the total disk space available for that file- 
system, and the percentage of space currently used. Total disk space, total 
disk space available, and percentage used are also reported. Disk space is 
reported in megabytes. 
You can see disk space for a particular filesystem by supplying that filesystem 
as an argument to dfspace. You can specify filesystems by device name (for 


example, /dev/root) if you wish. 


dfspace is frequently used in the system startup files /etc/profile or /etc/cshre. 


Examples 


/etc/dfspace 


/ Disk space: 31.12 MB of 146.47 MB available (21.25%). 
/u Disk space: 35.41 MB of 201.16 MB available (17.60%). 
/2 Disk space: 50.37 MB of 272.74 MB available (18.47%). 
/W Disk space: 505.81 MB of 605.93 MB available (83.64%). 


Total Disk Space: 623.72 MB of 1226.32 MB available (50.86%). 


See also 


eI 


df(C) 
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diff 


compare two text files 


Syntax 


diff [ -befh ] file1 file2 


Description 


The diff command tells the user what lines must be changed in two files to 
bring them into agreement. If file1 or file2 is a dash (-), the standard input is 
used. If file1 or file2 is a directory, diff uses the file in that directory that has 
the same name as the file (file2 or file1 respectively) it is compared to. For 
example: 


diff /tmp dog 


compares the file named dog that is in the /tmp directory, with the file dog in 
the current directory. 


The normal output contains lines of these forms: 


n1an3,n4 
n1,n2 d n3 
n1,n2 cn3,n4 


These lines resemble ed commands to convert file1 into file2. The numbers 
after the letters pertain to file2. In fact, by exchanging a for d and reading 
backward, one can find out in just the same way how to convert file2 into 
file1. As in ed, identical pairs where n1 = n2 or n3 = n4 are abbreviated as a 
single number. 


Following each of these lines come all the lines that are affected in the first file 
flagged by “ <”, then all the lines that are affected in the second file flagged by 
“ > oo 


The -b option causes trailing blanks (spaces and tabs) to be ignored and other 
strings of blanks to compare equal. 


The -e option produces a script of a, c and d commands for the editor ed, 
which will recreate file2 from filel. The -f option produces a similar script, 
not useful with ed, in the opposite order. In connection with -e, the following 
shell procedure helps maintain multiple versions of a file: 


(shift; cat $*; echo “1,$p’) | ed - $1 
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This works by performing a set of editing operations on an original ancestral 
file. This is done by combining the sequence of ed scripts given as all com- 
mand line arguments except the first. These scripts are presumed to have 
been created with diff in the order given on the command line. The set of 
editing operations is then piped as an editing script to ed where all editing 
operations are performed on the ancestral file given as the first argument on 
the command line. The final version of the file is then printed on the standard 
output. Only an ancestral file ($1) and a chain of version-to-version ed scripts 
($2,$3, ...) made by diff need be on hand. 


Except in rare circumstances, diff finds the smallest sufficient set of file differ- 
ences. 


The -h option does a fast, less-rigorous job. It works only when changed 
stretches are short and well separated, but the files can be of unlimited length. 
The -e and -f options cannot be used with the -h option. 


Exit Values 


Exit status is 0 for no differences, 1 for some differences, 2 for errors. 


Limitations 


Editing scripts produced under the -e or -f option do not always work 
correctly on lines consisting of a single dot (.). 


Files 


See also 


/usrfib/diffh (executable used when -h option is specified) 


cmp(C), comm(C), ed(C) 


Standards conformance 
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diff is conformant with: 


AT&T SVID Issue 2; 
X/Open Portability Guide, Issue 3, 1989. 
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diff3 


compare three files 


Syntax 


diff3 [ -ex3 ] file1 file2 file3 


Description 


diff3 compares three versions of a file, and publishes disagreeing ranges of 
text flagged with these codes: 


==== all three files differ 
==== file1 is different 
==== file2 is different 
==== file3 is different 


The type of change suffered in converting a given range of a given file to some 
other range is indicated in one of these ways: 


finla Text is to be appended after line number 1 in file f, where f = 1, 
2, or 3. 


f:n1,n2c Text is to be changed in the range line n1 to line n2. If n1 = n2, 
the range may be abbreviated to n1. 


The original contents of the range follow immediately after a c indication. 

When the contents of two files are identical, the contents of the lower-num- 

bered file are suppressed. 

Options are: 

-e Publishes a script for the editor ed(C) that will incorporate into file1 all 
changes between file2 and file3, that is, the changes that normally 
would be flagged ==== and ====3. 


-x Produces a script to incorporate changes flagged with ===-=. 


-3 Produces a script to incorporate changes flagged with ====3. 
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The following command applies a resulting editing script to file1: 
(cat script; echo “1,$p’) | ed - filel 


Limitations 


None of the options work properly for lines consisting of a single period. The 
input file size limit is 64K bytes. 


Files 
/tmp/d3* 
/usr/lib/diff3prog 
See also 
diff(C), ed(C) 
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dircmp(C) 


compare directories 


Syntax 


dircmp [ -d ] [-s ] [ -wn ] dirl dir2 


Description 


See also 


The diremp command examines dir1 and dir2 and generates tabulated infor- 
mation about the contents of the directories. Listings of files that are unique to 
each directory are generated in addition to a list that indicates whether the 
files common to both directories have the same contents. 

There are three options available: 


-d___— Performs a full diff on each pair of like-named files if the contents of the 
files are not identical. 


-s Suppresses output of identical filenames. 


-wn Changes the width of the output line to n characters. The default width 
is 72. 


cmp(C), diff(C) 


Standards conformance 


dircmp is conformant with: 


AT&T SVID Issue 2; 
X/Open Portability Guide, Issue 3, 1989. 
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dirname 


deliver directory part of pathname 


Syntax 


dimmame string 


Description 


The dirname command delivers all but the last component of the pathname in 
string and prints the result on the standard output. If there is only one com- 
ponent in the pathname, only a “dot” is printed. It is normally used inside 
substitution marks (*~) within shell procedures. 


The companion command basename deletes any prefix ending in a slash (/) 
and the suffix (if present in string) from string, and prints the result on the 
standard output. 


Examples 


The following example sets the shell variable NAME to /usr/rc/cmd: 
NAME= dirname /usr/src/cmd/cat.c 

This example prints /a/b/c on the standard output: 
dirname /a/b/c/d 

This example prints a “dot” on the standard output: 
dirname file.ext 

This example moves to the location of a file being searched for (lostfile): 
cd ‘find . -name lostfile -exec dirname ; 


See also 


basename(C), sh(C) 


Standards conformance 


dirname is conformant with X/Open Portability Guide, Issue 3, 1989. 


158 1 February 1993 


disable(C) 


disable 


turn off terminals and printers 


Syntax 


disable tty... 


disable [ -c | -W ][-r[ reason ] | printers 


Description 


For terminals, this program manipulates the /etc/conf/cf.d/init.base file and sig- 
nals init to disallow logins on a particular terminal. 


Do not use this command to disable Mev/console, as this may corrupt the 
/etc/inittab file. 


For printers, disable stops print requests from being sent to the named print- 
er. The following options can be used: 


-c Cancels any requests that are currently printing. This option cannot be 
used with the -W option. 


-W Disables the specified printers when the print requests currently print- 
ing have finished. This option cannot be used with the -c option. 


-r [ reason | 
Associates a reason with disabling the printer. The reason applies to all 
printers listed up to the next -r option. If the -r option is not present or 
the -r option is given without a reason, then a default reason is used. 
reason is reported by Ipstat(C). 


Examples 


In this example, a printer named linepr is disabled because of a paper jam: 
disable -r"paper jam" linepr 


Authorization 


The behavior of this utility is affected by assignment of the printerstat author- 
ization, which is usually reserved for system administrators. Refer to the 
“Using a secure system” chapter of the User’s Guide for more details. 


Files 


/dev/tty* 
/etc/conf/cf.d/init.base 
/usr/spool|p/* 
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See also 


login(M), enable(C), inittab(F), getty(M), init(M), Ip(C), Ipstat(C) 
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diskcp, diskcmp 


copy or compare floppy disks 


Syntax 

diskcp [ -f ] [-d] [-r] [-s ] [-u] [ -48ds9 ] [ -96ds9 ] [ -96ds15 ] 

[ -135ds9 ] [ -135ds18 ] 

diskcmp [ -d ] [ -s ] [ -48ds9 ] [ -96ds9 ] [ -96ds15 ] [ -135ds9 ] [ -135ds18 ] 
Description 


diskcp is used to make an image (exact copy) of a source floppy disk on a tar- 
get floppy disk. On machines with one floppy drive, diskcp temporarily 
transfers the image to the hard disk until a target floppy is inserted into the 
floppy drive. On machines with two floppy drives, diskcp immediately 
places the image of the source floppy directly on the target floppy. 


diskcmp functions similarly to diskcp. It compares the contents of one 
floppy disk with the contents of a second floppy disk using the cmp utility. 


The options are: 


-f Format the target floppy disk before the image is copied (diskcp 
only). 

-d The computer has dual floppy drives. diskcp copies the image 
directly onto the target floppy. 

-S Uses sum(C) to compare the contents of the source and target flop- 
pies; gives an error message if the two do not match. 

-I Uses second floppy drive as source drive. 

-u Prints usage message. 


-48ds9 This setting is for low density 48tpi (360K) floppies. It is the 
default setting. 


-96ds9 This setting is for medium density 96tpi (720K) floppies. 
-96ds15__— This setting is for high density 96tpi (1.2M) floppies. 

-135ds9 — This setting is for low density 135tpi (720K) 3.5 inch floppies. 
-135ds18 This setting is for high density 135tpi (1.44M) 3.5 inch floppies. 
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Examples 


When using the -96ds9 and -96ds15 options of diskcp without the -f option, ii. 
the first target disk is unformatted, the program will note it, format it andi 
make the copy. If another copy is requested and another unformatted target 
disk is inserted, diskcp exits with a “System error”. Quit, format the floppy, 
and reinvoke diskcp to make another copy. 


To make a copy of a floppy, place the source floppy in the drive and type: 
diskcp 

When diskcp has finished copying to the hard disk, it prompts you to insert 

the target floppy in the drive. If you specify the -f flag when you invoke 

diskcp, the program formats the target floppy. When the copy is finished, 

diskcp asks if you would like to make another copy of the same source disk. 

If you enter “n”, it asks if you would like to copy another source disk. 


Specify the -d flag on the command line if you have two floppy drives: 
diskcp -d 


Limitations 


Files 


See also 


If diskcp encounters a write error while copying the source image to the tar- 
get disk, it formats the disk and tries to write the source image again. This 
happens most often when an unformatted floppy is used and the -f flag is not 
specified. 


/usr/bin/diskcp 
/usr/binfdiskcmp 
/tmp/disk? ? ?? 


cmp(C), dd(C), format(C), sum(C) 


Standards conformance 
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diskcmp and diskcp are not part of any currently supported standard; they 
are extensions of AT&T System V provided by The Santa Cruz Operation, Inc. 
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doscmd: doscat, doscp, dosdir, dosformat, 
dosmkdir, dosls, dosrm, dosrmdir 


manipulates DOS files and filesystems 


Syntax 
doscat [-r | -c | -m ] file... 
doscp [-r | -c | -m] file1 file2 
doscp[-r | -c | -m] file ... directory 
dosdir [ -c | directory... 
dosformat [ -fqv | drive 
dosls [ -c ] directory ... 
dosrm [ -c ] file... 
dosmkdir [ -c ] directory... 
dosrmdir [ -c ] directory... 
Description 


The doscmd commands provide access to the files and directories on MS-DOS 
floppy disks and on DOS partitions of a hard disk. Note that in order to use 
these commands on a DOS 4.0 partition the DOS volume label must be non 
null and the DOS serial number must be set. In order to use these commands 
on a DOS 3 partition the DOS volume label must be non null. It is also possible 
to mount and access a DOS filesystem while operating from the UNIX system 
partition. 


The doscmd commands perform the following actions: 


doscat Copies one or more DOS files to the standard output. If -r is 
given, the files are copied without newline conversions. If -m is 
given, the files are copied with newline conversions (see 
“Conversions” below). If -c is given, execution halts immedi- 
ately if a file on a mounted filesystem is encountered (see 
“Accessing UNIX system File Systems with DOS Utilities” 
below). 
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doscp 


dosdir 


dosformat 


dosls 


dosrm 


dosmkdir 


dosrmdir 


Copies files between a DOS disk and a UNIX system filesystem. 
If filel and file2 are given, file1 is copied to file2. If a directory 
is given, one or more files are copied to that directory. If -r is 
given, the files are copied without newline conversions. If -m is 
given, the files are copied with newline conversions (see 
“Conversions” below). If -c is given, execution halts immedi- 
ately if a file on a mounted filesystem is encountered. 


Lists DOS files in the standard DOS style directory format. If -c is 
given, execution halts immediately if a file on a mounted file- 
system is encountered. 


Creates a DOS 2.0 formatted diskette. The drive may be speci- 
fied in either DOS drive convention, using the default file 
/etc/default/msdos, or using the UNIX system special file name. 
dosformat cannot be used to format a hard disk. The -f option 
suppresses the interactive feature. The -q (quiet) option is used 
to suppress information normally displayed during dosformat. 
The -q option does not suppress the interactive feature. The -v 
option prompts the user for a volume label after the diskette has 
been formatted. The -c option causes execution to halt immedi- 
ately if a file on a mounted filesystem is encountered. The max- 
imum size of the volume label is 11 characters. 


Lists DOS directories and files in a UNIX system format (see 
Is(C)) The -c option causes execution to halt at once if a file ona 
mounted filesystem is encountered. 


Removes files from a DOS disk. If -c is given, execution halts 
immediately if a file on a mounted filesystem is encountered. 


Creates a directory on a DOS disk. If -c is given, execution halts 
immediately if a file on a mounted filesystem is encountered. 


Deletes a directory from a DOS disk. The -c option causes execu- 
tion to stop if a file on a mounted filesystem is encountered. 


The file and directory arguments for DOS files and directories have the form: 
device:name 


where device is a UNIX system pathname for the special device file containing 
the DOS disk, and name is a pathname to a file or directory on the DOS disk. 
The two components are separated by a colon (:). For example, the argument: 


/dev/fd0:/src/file.asm 


specifies the DOS file, file.asm, in the directory, Arc, on the disk in the device 
file /dev/fd0. Note that slashes (and not backslashes) are used as filename sep- 
arators for DOS pathnames. Arguments without a device: are assumed to be 
UNIX system files. 
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For convenience, the user configurable default file, /etc/default/msdos, can 
define DOS drive names to be used in place of the special device file path- 
names. It can contain lines with the following format: 


A=/dev/fd0 

C=/dev/dsk/OsC 
D=/dev/dsk/OsD 
K=/Mev/dsk/1sC 


The drive letter “A” may be used in place of special device file pathname 
/dev/fd0 when referencing DOS files (see “Examples” below). The drive letters 
“C” or “K” refer to the DOS partition on the first or second hard disk, and “D” 
refers to a logical drive in the extended partition on the first hard drive. 


The commands operate on the following kinds of disks: 


DOS partitions on a hard disk 

5 '4 inch DOS 

3 4 inch DOS 

8,9, 15, or 18 sectors per track 

40 or 80 tracks per side 

1 or 2 sides 

DOS versions 1.0, 2.0, 3.0, 3.3 or 4.0 


Conversions 


In the case of doscp, certain conversions are performed when copying a UNIX 
system file. Filenames with a basename longer than eight characters are trun- 
cated. Filename extensions (the part of the name following separating period) 
longer than three characters are truncated. For example, the file 
123456789.12345 becomes 12345678.123. A message informs the user that the 
name has been changed and the altered name is displayed. Filenames con- 
taining illegal DOS characters are stripped when writing to the MS-DOS for- 
mat. A message informs the user that characters have been removed and dis- 
plays the name as written. 


All DOS text files use a carriage-return/linefeed combination, CR-LF, to indi- 
cate a newline. UNIX system files use a single newline LF character. When the 
doscat and doscp commands transfer DOS text files to the UNIX system file- 
system, they automatically strip the CR. When text files are transferred to 
DOS, the commands insert a CR before each LF character. 


Under some circumstances the automatic newline conversions do not occur. 
The -m option may be used to ensure the newline conversion. The -r option 
can be used to override the automatic conversion and force the command to 
perform a true byte copy regardless of file type. 
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Accessing DOS filesystems from the UNIX system 
partition 
The ability to mount DOS filesystems is an extension of the DOS utilities docu- 


mented here. There are several limitations within the DOS directory structure 
which make this a difficult task. 


In short, the DOS filesystem does not associate as much information with each 
file as the UNIX system filesystem does. Therefore, allowances and assump- 
tions have to be made for information that would be present under the UNIX 
system but that does not exist under DOS. 


The DOS directory structure contains the following information: 


Filename: up to 8 characters with 3 character extension (foo.bat) 


File Attribute: read-only/read-write, hidden/visible file, system/normal 
file, Volume name/normal file name, subdirectory/normal file, 
archive/modified bit 


Time of last modification 

Date of last modification 

Starting point (reference through FAT) 
File size in bytes 


Using this information, it is converted to a UNIX system inode. There are 
some UNIX system provisions which cannot be carried over, because the file- 
system must remain sane under DOS. 


Any date in the UNIX system inode table for the DOS filesystem is the same 
as the modification date (ctime = atime = mtime). 


The only types of nodes allowed in the DOS filesystem are directories and 
normal files. Pipes, semaphores, and special device files do not exist 
because they do not have a counterpart under DOS. 


The permissions are 0777 for readable/writable files and 0555 for read only 
files. If a user can access the filesystem, the user will be limited by the per- 
missions available under the DOS directory structure. This permission is 
read-only or read write. When creating a file, the creator’s umask/mode is 
examined. The creation mode is based on the owner write bit. 


The GID/UID for all files on the DOS filesystem is the same as the mount 
point. The mount point will maintain the necessary security. If a user can 
get into the mount point, then the user has the same access as the owner. 


“en “st 
. oe 


There is only one link for each file under the DOS filesystem. “.” and “.." are 


a special case and are not links. 


On every change of the modification time (which on a UNIX system would 
change atime, ctime, mtime) the DOS archive bit is set. 
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e Following DOS filesystem requirements, all blocks previous to a written 
block are allocated before the original block is written. This differs from 
UNIX systems where the program may seek out beyond the end of a file 
and write a block. UNIX systems do not necessarily write blocks which 
have been skipped over. 


e Ifa program does not use the directory(S) system calls, but opens the direc- 
tory in the DOS filesystem as a file, the program should see the DOS direc- 
tory structure as it really exists. By using the directory system calls, the 
filesystem switch code will put together a UNIX system style directory 
entry. 

e File contents are not mapped from the DOS filesystem. The file appears 
exactly as it is under DOS. For example, \r\n combinations are left as \r\n 
and not mapped to just \n. The file and directory names are mapped to 
uppercase. 


Accessing UNIX system File Systems with DOS Utilities 


If an attempt is made to access a mounted UNIX system filesystem using the 
DOS utilities the message 


command: devicename is mounted 


is printed on stderr and the attempt fails. If possible, the command continues 
to operate on the remaining parameters and returns a value of 1. Upon nor- 
mal completion, these commands return a value of 0. If the -c option is used, 
execution of the command halts immediately upon encountering a file in a 
mounted filesystem. 


DOS file conversion 


The utilities xtod(C) and dtox(C) can be used to convert the EOL sequences 
used to and from DOS, respectively. 
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Examples 


Note that the forward slash character (/) must be used as the directory sepa- 
rator character when dealing with DOS filesystems under UNIX. This is at vari- 
ance with the usual DOS practice of using the backslash (\) character as the 
directory separator character. For example, 


doscat /dev/fd0:/docs/memo.txt 

is used instead of the DOS path syntax, which would be 
doscat a:\docs\memo.txt 

Other examples of the doscmd(C) commands are: 
doscat /tmp/f1 /tmp/f2 /dev/fd0:/sre/file.asm 


doscp /tmp/myfile.txt /dev/fd0:/docs/memo.txt 
doscp /tmp/f1 /tmp/f2 /dev/fd0:/mydir 


dosdir /dev/fd0:/src 
dosdir A:/src A:/dev 


dosformat /dev/fd0 


dosls /dev/fd0:/sre 
dosls B: 


dosrm /dev/fd0:/docs/memo.txt 
dosrm A:/docs/memol1.txt 


dosmkdir /dev/fd0:/usr/docs 


dosrmdir /dev/fd0:/usr/docs 


Limitations 
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Using the DOS utilities, it is not possible to refer to DOS files with wild card 
specifications. The programs mentioned above cooperate among themselves 
SO no two programs will access’ the same DOS disk. Only one process will 
access a given DOS disk at any time, while other processes wait. Ifa process 
has to wait too long, it displays the error message, “can’t seize a device”, and 
exits with an exit code of 1. 


You cannot use the dosformat command to format device A: because it is 
aliased to /dev/install, which cannot be formatted. Use /Mdev/rfd0/ instead. 


The Development System supports the creation of DOS executable files, using 


cc(CP). Refer to the C User's Guide and C Library Guide for more information 
on using your UNIX system to create programs suitable for DOS systems. 
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All of the DOS utilities leave temporary files in /tmp. These files are automati- 
cally removed when the system is rebooted. They can also be manually 


removed. 
Files 
/etc/default/msdos default information 
/dev/fd* floppy disk devices 
/dev/dsk/ hard disk devices 
See also 


assign(C), dtox(C), dtype(C), mkfs(ADM), xtod(C) 


“Using MS-DOS and other DOS operating systems” chapter in the System 
Administrator's Guide 


Standards conformance 
doscat, doscp, dosdir, dosformat, dosls, dosmkdir, dosrm and dosrmdir are 


not part of any currently supported standard; they are extensions of AT&T 
System V provided by The Santa Cruz Operation, Inc. 
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dtox 


change file format from MS-DOS to UNIX 


Syntax 


dtox filename > output.file 


Description 


See also 


The dtox command converts a file from MS-DOS format to UNIX format. 
MS-DOS files terminate a line of text with a carriage return and a linefeed, 
while UNIX files terminate a line with a linefeed only. Also MS-DOS places a 
(Ctrl)z at the end of a file, while UNIX systems do not. Some programs and 
utilities are sensitive to this difference and some are not. If a text or data file is 
not being interpreted correctly, then use the dtox and xtod conversion utili- 
ties. The dtox command strips the extra carriage return from the end of each 
line and strips the (Ctrl)z from the end of the file. This utility is not required 
for binary object files. 


If no filename is specified on the command line, dtox takes input from stan- 
dard input. Output of the utility goes to standard output. 


xtod(C) 


Standards conformance 
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dtox is not part of any currently supported standard; it is an extension of 
AT&T System V provided by The Santa Cruz Operation, Inc. 
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dtype 


determine disk type 


Syntax 


dtype [-s] device... 


Description 


The dtype command determines the type of a disk and prints pertinent infor- 
mation on the standard output (unless the silent (-s) option is selected), then 
exits with a corresponding value (see below). When more than one argument 
is given for device, the exit value corresponds to the last argument. 


Miscellaneous disk types 


Exit value Message (optional) 
60 error (specified) 


61 empty or unrecognized data 
Storage disk types 
Exit code Message (optional) 
70 backup format, volume n 
71 tar format [, extent e of n]} 
vip cpio format 
73 cpio character (-c) format 


XENIX or UNIX disk types 


Version Exit Message 
or type code _ (optional) 


System III 120 XENIX 2.x filesystem [needs cleaning] 


System VV -130—S— XENIX 3.x or later filesystem [needs cleaning] 
140 UNIX 1K filesystem [needs cleaning] 


1 February 1993 171 


dtype(C) 


MS-DOS disk types 
Version Exit Message 
or type code _ (optional) 
1.x 80 DOS 1.x,8sec/track, single sided 
81 DOS 1.x, 8 sec/track, dual sided 
2.x 90 MS-DOS 8 sec/track, 40 tracks/side, single sided, 5.25 


inch 
91 MS-DOS 8 sec/track, 40 tracks/side, dual sided, 5.25 inch 
92 MS-DOS 9 sec/track, 40 tracks/side, single sided, 5.25 
inch 
93 MS-DOS 9 sec/track, 40 tracks /side, dual sided, 5.25 inch 
94 MS-DOS fixed disk 


data 100 MS-DOS data disk, n sec/track, single sided 
101 MS-DOS data disk, n sec/track, dual sided 
102. MS-DOS data disk, 9 sec/track, single sided 
103. MS-DOS data disk, 9 sec/track, dual sided 


3.x 110 MS-DOS 9 (3.5 inch) or 15 (5.25 inch) sec/track, 80 
tracks/side, dual sided 


111 MS-DOS 18 sec/track, 80 tracks/side, dual sided, 3.5 inch 


112 MS-DOS 8 sec/track, 80 tracks/side, single sided, 3.5 or 
5.25 inch 


113. MS-DOS 8 sec/track, 80 tracks/side, dual sided, 3.5 or 
5.25 inch 


Limitations 


XENIX filesystems and backup and cpio binary formats may not be recog- 
nized if created on a foreign system. This is due to such system differences as 
byte and word swapping and structure alignment. (“word-swapped” refers to 
byte ordering of long words in relation to the host system.) 


This utility only works reliably for floppy diskettes. 


See also 


backup(ADM), cpio(C), tar(C) 


Standards conformance 


dtype is not part of any currently supported standard; it is an extension of 
AT&T System V provided by The Santa Cruz Operation, Inc. 
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du 


summarize disk usage 


Syntax 
du [ -afrsu ] [ names | 

Description 
The du command gives the number of blocks contained in all files and direc- 
tories recursively within each directory and file specified by the names argu- 
ment. The block count includes the indirect blocks of the file. If names is 
missing, the current directory is used. 
The -s option causes only the grand total (for each of the specified names) to 
be given. The -a option causes an entry to be generated for each file. Absence 
of either causes an entry to be generated for each directory only. 
The -f option causes du to display the usage of files in the current filesystem 
only. Directories containing mounted filesystems will be ignored. The -u 
option causes du to ignore files that have more than one link. 
du is normally silent about directories that cannot be read, files that cannot be 
opened, and so on. The -r option will cause du to generate messages in such 
instances. 
A file with two or more links is only counted once. Symbolic links are not fol- 
lowed, but the disk space used to hold the actual symbolic link is counted. 

Limitations 
Files containing holes will cause an incorrect block count. 

Files 
/bin/du du executable file 

See also 
df(C) 
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Standards conformance 


du is conformant with: 


AT&T SVID Issue 2; 
X/Open Portability Guide, Issue 3, 1989. 
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echo 


echo arguments 


Syntax 


echo [ -n ] [ arg]... 


Description 
The echo command writes its arguments separated by blanks and terminated 
by a new-line on the standard output. The -n option prints a line without the 
new-line; this is the same as using the \c escape sequence. 


echo also understands C-like escape conventions; beware of conflicts with the 
shell’s use of “ \”: 


\b_ backspace 

\c_ print line without new-line 
\f form-feed 

\n_ new-line 

\r carriage return 

\t tab 

\v_ vertical tab 

\\ backslash 


\n_ The 8-bit character whose ASCII code is a 1, 2 or 3-digit octal number. In 
all cases, n must start with a zero. For example: 


echo"\07" ~— echoes (Ctrl)g 

echo "\007" also echoes (Ctrl)g 

echo "\065" echoes the number “5” 
echo "\0101" echoes the letter “ A” 


The echo command is useful for producing diagnostics in command files and 
for sending known data into a pipe. 
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Limitations 


When representing an 8-bit character by using the escape convention \0n, the 
n must always be preceded by the digit zero (0). 


For example, typing: echo "WARNING:\07" will print the phrase “WARNING:” 
and sound the “bell” on your terminal. The use of single (or double) quotes 
(or two backslashes) is required to protect the “ \” that precedes the “ 07”. 


For the octal equivalents of each character, see ascii(M). 


An internal version of this command is provided by ksh(C) and may behave 
slightly differently; please refer to the ksh(C) entry for details. 


See also 
sh(C), csh(C), ksh(C) 
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ed, red 


invoke the text editor 


Syntax 
ed [-][-p string ] | file ] 
red [ -][-p string ] [ file | 
Description 


ed is the standard text editor. If the file argument is given, ed simulates an e 
command (see below) on the named file; that is to say, the file is read into ed’s 
buffer so that it can be edited. ed operates on a copy of the file it is editing; 
changes made to the copy have no effect on the file until a w (write) com- 
mand is given. The copy of the text being edited resides in a temporary file 
called the buffer. There is only one buffer. 


red is a restricted version of ed(C). It will only allow editing of files in the 
current directory. It prohibits executing sh(C) commands via the ! command. 
red displays an error message on any attempt to bypass these restrictions. 


In general, red does not allow commands like !date or !sh. 


Furthermore, red will not allow pathnames in its command line. For example, 
the command red /etc/passwd causes an error when the current directory is 
not /etc. 


The options to ed are: 


- Suppresses the printing of character counts by the e, r, and w com- 
mands, of diagnostics from e and q commands, and the “!” prompt 
after a ! shell command. 


-p__ Allows the user to specify a prompt string. 


ed supports formatting capability. After including a format specification as 
the first line of file and invoking ed with your terminal in stty-tabs or sttytab3 
mode (see stty(C)), the specified tab stops will automatically be used when 
scanning file. For example, if the first line of a file contained: <:t5,10,15 s72:> 
tab stops would be set at columns 5, 10, and 15, and a maximum line length of 
72 would be imposed. 


Note: While inputting text, tab characters are expanded to every eighth 
column as the default. 
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Commands to ed have a simple and regular structure: zero, one, or two 
addresses followed by a single-character command, possibly followed by pa- 
rameters to that command. These addresses specify one or more lines in the 
buffer. Every command that requires addresses has default addresses, so that 
the addresses can very often be omitted. 


In general, only one command may appear on a line. Certain commands 
allow the input of text. This text is placed in the appropriate place in the 
buffer. While ed is accepting text, it is said to be in input mode. In this mode, 
no commands are recognized; all input is merely collected. Input mode is left 
by entering a period (.) alone at the beginning of a line. 


ed supports a limited form of regular expression notation; regular expressions 
are used in addresses to specify lines and in some commands (for example, s) 
to specify portions of a line that are to be substituted. A regular expression 
specifies a set of character strings. A member of this set of strings is said to be 
matched by the regular expression. The regular expressions allowed by ed are 
constructed as follows: 


The following one-character regular expressions match a single character: 


1.1 Anordinary character (not one of those discussed in 1.2 below) is a one- 
character regular expression that matches itself. 


1.2 A backslash (\) followed by any special character is a one-character reg- 
ular expression that matches the special character itself. The special 
characters are: 


a. . * [ and \ (dot, star, left square bracket, and backslash, respec- 
tively), which are otherwise special, except when they appear 
within square brackets ([ ]); see 1.4 below). 


b.  ~ (caret), which is special at the beginning of an entire regular 
expression (see 3.1 and 3.2 below), or when it immediately follows 
the left of a pair of square brackets (see 1.4 below). 


c.  $ (dollar sign), which is special at the end of an entire regular 
expression (see 3.2 below). 


d. The character used to bound (that is, delimit) an entire regular 
expression, which is special for that regular expression (for exam- 
ple, see how slash (/) is used in the g command below). 


1.3. A period (.) is a one-character regular expression that matches any char- 
acter except newline. 
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1.4 A nonempty string of characters enclosed in square brackets is a one- 
character regular expression that matches any one character in that 
string. If, however, the first character of the string is a caret (“), the one- 
character regular expression matches any character except newline and 
the remaining characters in the string. The star (*) also has this special 
meaning only if it occurs first in the string. The dash (-) may be used to 
indicate a range of consecutive ASCII characters; for example, [0-9] is 
equivalent to [0123456789]. The dash loses this special meaning if it 
occurs first (after an initial caret, if any) or last in the string. The right 
square bracket (]) does not terminate such a string when it is the first 
character within it (after an initial caret, if any); for example, [ ]a-f] 
matches either a right square bracket or one of the letters “a” through “f” 
inclusive. Dot, star, left bracket, and the backslash lose their special 
meaning within such a string of characters. 

Ranges of characters (characters separated by “-” are treated according to the 

current locale’s collation sequence (see locale(M)). Therefore, if the collation 

sequence in use is A, a, B, b, C, c, then the expression [a-d] is equivalent to the 
expression [aBbCcDd]. 


To specify a collation item within a class, the item must be enclosed between 
“[.” and “.]”. Two character to one collation item mappings must be specified 
this way. For example, if the current collation rules specify that the characters 
“Ch” map to one character for collation purposes (as in Spanish), then this col- 
lation item would be specified as [.Ch.] . 


To specify a group of collation items, which are classified as equal unless all 
other collation items in the string also match, in which case a secondary 

“weight” becomes significant, a single member of that group must be 
enclosed between “[=”" and “=]”. For example, if the characters “A” and “a” 
are in the same group then the class expressions [{=a=]b], [[= A=\b] and [Aab] 
are all equivalent. 


The ctype classes can also be specified within regular expressions. These are 
enclosed between [: and :]. The possible ctype classes are: 


[:alpha:] matches alphabetic characters 
[:upper:] matches upper case characters 
[:lower:] matches lower case characters 
[:digit:] Matches digits 

[:alnum:] matches alphanumeric characters 
[:space:] matches white space 

[:print:] matches printable characters 
[:punct:] matches punctuation marks 
[:graph:] matches graphical characters 
[:entrl:] matches control characters 
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The following rules may be used to construct regular expressions from one- 
character regular expressions: 


2.1 


22 


20 


2.4 


2.5 


A one-character regular expression followed by a star (*) is a regular 
expression that matches zero or more occurrences of the one-character 
regular expression. If there is any choice, the longest leftmost string that 
permits a match is chosen. 


A one-character regular expression followed by \{m\}, \{m,\}, or 
\{m,n\} is a regular expression that matches a range of occurrences of 
the one-character regular expression. The values of m and n must be 
nonnegative integers less than 255; \{m\} matches exactly m occurren- 
ces; \{m,\} matches at least m occurrences; \{m,n\} matches any number 
of occurrences between m and n, inclusive. Whenever a choice exists, 
the regular expression matches as many occurrences as possible. 


The concatenation of regular expressions is a regular expression that 
matches the concatenation of the strings matched by each component of 
the regular expression. 


A regular expression enclosed between the character sequences “ \(” 
and “\)” is a regular expression that matches whatever the unadorned 
regular expression matches. See 2.5 below for a discussion of why this 
is useful. 


The expression \n matches the same string of characters as was 
matched by an expression enclosed between \( and \) earlier in the same 
regular expression. Here n is a digit; the subexpression specified is that 
beginning with the n-th occurrence of \( counting from the left. For 
example, the expression \(.*\)\1$ matches a line consisting of two 
repeated appearances of the same string. 


Finally, an entire regular expression may be constrained to match only an ini- 
tial segment or final segment of a line (or both): 


3.1 


3.2 


A caret at the beginning of an entire regular expression constrains that 
regular expression to match an initial segment of a line. 


A dollar sign ($) at the end of an entire regular expression constrains 
that regular expression to match a final segment of a line. The construc- 
tion “entire regular expression$ constrains the entire regular expression 
to match the entire line. 


The null regular expression (for example, //) is equivalent to the last regular 
expression encountered. 
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To understand addressing in ed, it is necessary to know that there is a current 
line at all times. Generally speaking, the current line is the last line affected by 
a command; the exact effect on the current line is discussed under the descrip- 
tion of each command. Addresses are constructed as follows: 


1. 


2 
3. 
4 


10. 
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The character “ .” addresses the current line. 
The character “ $” addresses the last line of the buffer. 
A decimal number n addresses the n-th line of the buffer. 


“x addresses the line marked with the mark name character x, which 
must be a lowercase letter. Lines are marked with the k command 
described below. 


A regular expression enclosed by slashes (/) addresses the first line 
found by searching forward from the line following the current line 
toward the end of the buffer and stopping at the first line containing a 
string matching the regular expression. If necessary, the search wraps 
around to the beginning of the buffer and continues up to and includ- 
ing the current line, so that the entire buffer is searched. 


A regular expression enclosed in question marks (?) addresses the first 
line found by searching backward from the line preceding the current 
line toward the beginning of the buffer and stopping at the first line 
containing a string matching the regular expression. If necessary, the 
search wraps around to the end of the buffer and continues up to and 
including the current line. See also the last paragraph before “Files” 
below. 


An address followed by a plus sign (+) or a minus sign (-) followed by 
a decimal number specifies that address plus or minus the indicated 
number of lines. The plus sign may be omitted. 


If an address begins with “+” or “-”, the addition or subtraction is 
taken with respect to the current line; for example, -5 is understood to 
mean .-5. 


If an address ends with “+” or “-”, then 1 is added to or subtracted 
from the address, respectively. As a consequence of this rule and of 
rule 8 immediately above, the address “-” refers to the line preceding 
the current line. (To maintain compatibility with earlier versions of the 
editor, the character “*” in addresses is entirely equivalent to “-”.) 
Moreover, trailing “+” and “-” characters have a cumulative effect, so 
“--" refers to the current line less 2. 


For convenience, a comma (,) stands for the address pair 1, $, while a 
semicolon (;) stands for the pair ., $. 
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Commands may require zero, one, or two addresses. Commands that require 
no addresses regard the presence of an address as an error. Commands that 
accept one or two addresses assume default addresses when an insufficient 
number of addresses is given; if more addresses are given than such a com- 
mand requires, the last address(es) are used. 


Typically, addresses are separated from each other by a comma. They may 
also be separated by a semicolon. In the latter case, the current line (.) is set to 
the first address, and only then is the second address calculated. This feature 
can be used to determine the starting line for forward and backward searches 
(see rules 5 and 6 above). The second address of any two-address sequence 
must correspond to a line that follows, in the buffer, the line corresponding to 
the first address. 


In the following list of ed commands, the default addresses are shown in 
parentheses. The parentheses are not part of the address. 


It is generally illegal for more than one command to appear on a line. How- 
ever, any command (except e, f, r, or w) may be suffixed by p or by 1, in which 
case the current line is either printed or listed, respectively, as discussed 
below under the p and 1 commands. 


(.)a 

text 
The append command reads the given text and appends it after 
the addressed line; dot is left at the address of the last inserted line, 
or, if there were no inserted lines, at the addressed line. Address 0 
is legal for this command: it causes the appended text to be placed 
at the beginning of the buffer. 


(.)e 

text 
The change command deletes the addressed lines, then accepts 
input text that replaces these lines; dot is left at the address of the 
last line input, or, if there were none, at the first line that was not 
deleted. 


(.,.)d The delete command deletes the addressed lines from the buffer. 
The line after the last line deleted becomes the current line; if the 
lines deleted were originally at the end of the buffer, the new last 
line becomes the current line. 


e file The edit command causes the entire contents of the buffer to be 
deleted, and then the named file to be read in; dot is set to the last 
line of the buffer. If no filename is given, the currently remem- 
bered filename, if any, is used (see the f command). The number 
of characters read is typed. file is remembered for possible use as 
a default filename in subsequent e, r, and w commands. If file 
begins with an exclamation (!), the rest of the line is taken to be a 
shell command. The output of this command is read for the e and r 
commands. For the w command, the file is used as the standard 
input for the specified command. Such a shell command is not 
remembered as the current filename. 
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The Edit command is like e, except the editor does not check to see 
if any changes have been made to the buffer since the last w com- 
mand. 


If file is given, the filename command changes the currently 
remembered filename to file; otherwise, it prints the currently 
remembered filename. 


(1, $)g/regular-expression/command list 


In the global command, the first step is to mark every line that 
matches the given regular expression. Then, for every such line, 
the given command list is executed with “.” initially set to that 
line. A single command or the first of a list of commands appears 
on the same line as the global command. All lines of a multiline 
list except the last line must be ended with a “ \”; a, i, and c com- 
mands and associated input are permitted; the “.” terminating 
input mode may be omitted if it would be the last line of the com- 
mand list. An empty command list is equivalent to the p com- 
mand. The g, G, v, and V commands are not permitted in the com- 
mand list. See also “Limitations” and the last paragraph before 
“Files” below. 


(1,$)G/regular-expression! 
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In the interactive Global command, the first step is to mark every 
line that matches the given regular expression. Then, for every 
such line, that line is printed, dot (.) is changed to that line, and 
any one command (other than one of the a, c, i, g, G, v, and V com- 
mands) may be input and is executed. After the execution of that 
command, the next marked line is printed, and so on. A newline 
acts as a null command. An ampersand (&) causes the re- 
execution of the most recent command executed within the 
current invocation of G. Note that the commands input as part of 
the execution of the G command may address and affect any lines 
in the buffer. The G command can be terminated by entering an 
INTERRUPT (pressing the (Del) key). 


The help command gives a short error message that explains the 
reason for the most recent ? diagnostic. 


The Help command causes ed to enter a mode in which error mes- 
Sages are printed for all subsequent ? diagnostics. It will also 
explain the previous diagnostic if there was one. The H command 
alternately turns this mode on and off. It is initially off. 
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(. )i 


text 


(.,.+1)j 


(.,.)ma 


The insert command inserts the given text before the addressed 
line; dot is left at the address of the last inserted line, or if there 
were no inserted lines, at the addressed line. This command 
differs from the a command only in the placement of the input 
text. Address 0 is not legal for this command. 


The join command joins contiguous lines by removing the 
appropriate newline characters. If only one address is given, this 
command does nothing. 


The mark command marks the addressed line with name x, which 
must be a lowercase letter. The address “x then addresses this line. 
Dot is unchanged. 


The list command prints the addressed lines in an unambiguous 
way: a few nonprinting characters (for example, tab, backspace) 
are represented by mnemonic overstrikes, all other nonprinting 
characters are printed in octal, and long lines are folded. An 1 
command may be appended to any command other than e, f, r, or 
w. 


The move command repositions the addressed line(s) after the line 
addressed by a. Address 0 is legal for a and causes the addressed 
line(s) to be moved to the beginning of the file. It is an error if 
address a falls within the range of moved lines. Dot is left at the 
last line moved. 


The number command prints the addressed lines, preceding each 
line by its line number and a tab character. Dot is left at the last 
line printed. The n command may be appended to any command 
other than e, f, r, or w. 


The print command prints the addressed lines. Dot is left at the 
last line printed. The p command may be appended to any com- 
mand other than e, f, r, or w; for example, dp deletes the current 
line and prints the new current line. 


The editor will prompt with a “*” for all subsequent commands. 
The P command alternately turns this mode on and off. It is ini- 
tially off. 


The quit command causes ed to exit. No automatic write of a file 
is done. 


The editor exits without checking if changes have been made in 
the buffer since the last w command. 
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The read command reads in the given file after the addressed line. 
If no filename is given, the currently remembered filename, if any, 
is used (see e and f commands). The currently remembered 
filename is not changed unless file is the very first filename men- 
tioned since ed was invoked. Address 0 is legal for r and causes 
the file to be read at the beginning of the buffer. If the read is suc- 
cessful, the number of characters read is typed. Dot is set to the 
address of the last line read in. If file begins with “!”, the rest of 
the line is taken to be a shell command whose output is to be read. 
Such a shell command is not remembered as the current filename. 


(.,.)s/regular-expression/replacement or 
(.,.)s/regular-expression/replacement/g or 
(.,.)s/regular-expression/replacement/n n=1-512 
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The substitute command searches each addressed line for an oc- 
currence of the specified regular expression. In each line in which 
a match is found, all nonoverlapped matched strings are replaced 
by replacement if the global replacement indicator g appears after 
the command. If the global indicator does not appear, only the 
first occurrence of the matched string is replaced. It is an error for 
the substitution to fail on all addressed lines. Any character other 
than space or newline may be used instead of “/” to delimit 
regular-expression and replacement. Dot is left at the address of 
the last line on which a substitution occurred. 


The n character represents any number between one and 512. This 
number indicates the instance of the pattern to be replaced on each 
addressed line. 


An ampersand (&) appearing in replacement is replaced by the 
string matching the regular-expression on the current line. The 
special meaning of the ampersand in this context may be 
suppressed by preceding it with a backslash. The characters \n, 
where n is a digit, are replaced by the text matched by the n-th reg- 
ular subexpression of the specified regular expression enclosed 
between “\(” and “\)”. When nested parenthesized subexpres- 
sions are present, n is determined by counting occurrences of “ \(” 
starting from the left. When the character “%” is the only charac- 
ter in replacement, the replacement used in the most recent substi- 
tute command is used as the replacement in the current substitute 
command. The “%” loses its special meaning when it is in a 
replacement string of more than one character or when it is pre- 
ceded bya” \”. 


A line may be split by substituting a newline character into it. The 
newline in the replacement must be escaped by preceding it with a 
“\”. Such a substitution cannot be done as part of a g or v com- 
mand list. 


185 


ed(C) 


186 


(.,.)ta 


This command acts just like the m command, except that a copy of 
the addressed lines is placed after address a (which may be 0). Dot 
is left at the address of the last line of the copy. 


The undo command nullifies the effect of the most recent com- 
mand that modified anything in the buffer, namely the most recent 
a,c, d, g,i,j,m,r,s, t, v, G, or V command. 


(1,$)v/regular-expression/command list 


This command is the same as the global command g except that 
the command list is executed with dot initially set to every line 
that does not match the regular expression. 


(1,$)Vregular-expression! 


This command is the same as the interactive global command G 
except that the lines that are marked during the first step are those 
that do not match the regular expression. 


(1,$)w file 


($)= 


The write command writes the addressed lines into the named file. 
If the file does not exist, it is created with mode 666 (readable and 
writeable by everyone), unless the umask setting (see sh(C)) dic- 
tates otherwise. The currently remembered filename is not 
changed unless file is the very first filename mentioned since ed 
was invoked. If no filename is given, the currently remembered 
filename, if any, is used (see e and f commands), and dot remains. 
If the command is successful, the number of characters written is 
displayed. If file begins with an exclamation (!), the rest of the line 
is taken to be a shell command to which the addressed lines are 
supplied as the standard input. Such a shell command is not 
remembered as the current filename. 


The line number of the addressed line is typed. Dot is unchanged 
by this command. 


{shell command 


(.+1) 


The remainder of the line after the “!” is sent to the UNIX shell 
(sh(C)) to be interpreted as a command. Within the text of that 
command, the unescaped character “%” is replaced with the 
remembered filename. If a“!” appears as the first character of the 
shell command, it is replaced with the text of the previous shell 
command. Thus, “!!” will repeat the last shell command. If any 
expansion is performed, the expanded line is echoed. Dot is 
unchanged. 


An address alone on a line causes the addressed line to be printed. 
A RETURN alone on a line is equivalent to .+1p. This is useful for 
stepping forward through the editing buffer a line at a time. 
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If an interrupt signal (ASCII DEL or BREAK) is sent, ed prints a question mark 
(?) and returns to its command level. 


ed has size limitations: 512 characters per line, 256 characters per global com- 
mand list, 64 characters per filename, and 128K characters in the buffer. The 
limit on the number of lines depends on the amount of user memory. 


When reading a file, ed discards ASCII NUL characters and all characters after 
the last newline. Files (for example, a.out) that contain characters not in the 
ASCII set (bit 8 on) cannot be edited by ed. 


If the closing delimiter of a regular expression or of a replacement string (for 
example, “/”) would be the last character before a newline, that delimiter 
may be omitted, in which case the addressed line is printed. Thus, the follow- 
ing pairs of commands are equivalent: 


s/s1/s2_ s/s1/s2/p 


g/s1___g/si/p. 
251 251? 
Diagnostics 
? command errors 
? file an inaccessible file 


Use the help and Help commands for detailed explanations. 


If changes have been made in the buffer since the last w command that wrote 
the entire buffer, ed warns the user if an attempt is made to destroy ed’s 
buffer via the e or q commands by printing “?” and allowing you to continue 
editing. A second e or q command at this point will take effect. The dash (-) 
command-line option inhibits this feature. 


Limitations 


An exclamation (!) command cannot be subject to a g or a v command. 


The ! command and the ! escape from the e, r, and w commands cannot be 
used if the the editor is invoked from a restricted shell (see sh(C)). 


The sequence \n in a regular expression does not match any character. 
The 1 command mishandles DEL. 


Because 0 is an illegal address for the w command, it is not possible to create 
an empty file with ed. 


If the editor input is coming from a command file; that is, 
ed file < ed-cmd-file 
the editor will exit at the first failure of a command in the command file. 
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Files 


/tmp/e# temporary; # is the process number 
ed.hup work is saved here if the terminal is hung up 


See also 
coltb1(M), grep(C), locale(M), regexp(S), sed(C), sh(C), stty(C) 
Standards conformance 


ed is conformant with: 


AT&T SVID Issue 2; 
X/Open Portability Guide, Issue 3, 1989. 
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enable 


turn on terminals and line printers 


Syntax 


enable tty... 


enable printers 


Description 


For terminals this program manipulates the /etc/conf/cf.d/init.base file and sig- 
nals init to allow logins on a particular terminal. 


Do not use this command to enable /dev/console, as this may corrupt the 
/etc/inittab file. 


For line printers, enable activates the named printers and enables them to 
print requests taken by Ip(C). Use Ipstat(C) to find the status of the printers. 


Examples 


A simple command to enable tty01 follows: 
enable tty01 


Authorization 


The behavior of this utility is affected by assignment of the printerstat author- 
ization. Refer to the “Using a secure system” chapter of the Lser’s Guide for 
more details. 


Files 


/dev/tty* 
/etc/conf/cf.d/init.base 
/etc/conffinit.d/sio 
/usr/spool/\p/* 


See also 


disable(C), getty(M), init(M), inittab(F), login(M), lp(C), Ipstat(C), uugetty(M) 
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env 

set environment for command execution 

Syntax 
env [-] [ name=value |... [| command [args] ] 
printenv [-] [ name=value ]... [ command [args} | 

Description 
The env command obtains the current “environment”, modifies it according 
to its arguments, then executes the command with the modified environment. 
Arguments of the form name are merged into the inherited environment 
before the command is executed. The - flag causes the inherited environment 
to be ignored completely, so that the command is executed with exactly the 
environment specified by the arguments. 
If no command is specified, the environment is printed, one name-value pair 
per line. 

Limttations 
The old printenv command was replaced in System V by the env command. 
The current printenv is a link to env. 

See also 


environ(M), exec(S), profile(F), sh(C) 


Standards conformance 
env is conformant with: 


AT&T SVID Issue 2; 
X/Open Portability Guide, Issue 3, 1989. 
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ex, edit 


invoke a text editor 


Syntax 


ex [-s][-v][-t tag] [-rfile][-L][-R][-c command | name... 


edit [-r][-x][-C] name... 


Description 
The ex command is the root of the editors ex, vi(C), view, and vedit. ex is a 
superset of ed, with the most notable extension being a display editing facil- 
ity. Display-based editing is the focus of the vi family of editors. 
edit is a variant of ex recommended for new or casual users who wish to use a 
command-oriented editor. It operates precisely as ex with the following 
options automatically set: 
novice ON 
report ON 
showmode ON 
magic OFF 


These options can be turned on or off via the set command in ex. 


Refer to the vi(C) page for a complete description of the ex commands. 


Files 
/usr/lib/ex3.7strings error messages 
/usr/lib/ex3.7recover recover command 
/usr/lib/ex3.7preserve preserve command 
/usr/lib/terminfo describes capabilities of terminals 
$HOME/.exrc editor startup file 
/tmp/Exnnnnn editor temporary 
/tmp/Rxnnnnn named buffer temporary 
/usr/preserve preservation directory 

See also 


awk(C), ctags(CP), ed(C), grep(C), infocmp(ADM), sed(C), tic(C), terminfo(F), 
terminfo(M), vi(C) 
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Standards conformance 


ex is conformant with: 


AT&T SVID Issue 2; 
X/Open Portability Guide, Issue 3, 1989. 


ex was developed at the University of California at Berkeley and is used with 
permission. 
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expr 


evaluate arguments as an expression 


Syntax 


expr arguments 


Description 


The arguments are taken as an expression. After evaluation, the result is writ- 
ten on the standard output. Terms of the expression must be separated by 
blanks. Characters special to the shell must be escaped. Note that 0 is 
returned to indicate a zero value, rather than the null string. Strings contain- 
ing blanks or other special characters should be quoted. Integer-valued argu- 
ments may be preceded by a unary minus sign. Internally, integers are treated 
as 32-bit, 2’s complement numbers. 


The operators and keywords are listed below. Individual parameters within 
expressions may need to be quoted or escaped, since many of the characters 
that have special meaning in the shell also have special meaning in expr. The 
list is in order of increasing precedence, with equal precedence operators 
grouped within braces ( { and } ). Parentheses () can be used for grouping; see 
the Examples section below for the syntax. 


expr is useful for performing variable arithmetic and other variable manipula- 
tion within shell scripts. See the Examples section below for some ideas. 


arg | arg 
Returns the first arg if it is neither null nor 0, otherwise returns the second 
arg. 


arg & arg 
Returns the first arg if neither arg is null nor 0, otherwise returns 0. 


arg { =, ==, >, >=, <, <=, !=} arg 
Returns the result of an integer comparison if both arguments are integers, 
otherwise returns the result of a lexical comparison, as defined by the 
locale. The result will be 1 if the expression is true and 0 if the expression is 
false. The double equals sign (==) does the same thing as the single equals 
sign (=); it is simply an alternative syntax. 


arg {*,/,%} arg 
Multiplication, division, or remainder of the integer-valued arguments. 


arg{+,-} arg 
Addition or subtraction of integer-valued arguments. 
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arg: arg 

The matching operator (:) compares the first argument with the second 
argument, which must be a regular expression; regular expression syntax is 
the same as that of ed(C), except that all patterns are “anchored” (that is, 
begin with a caret (*)) and therefore the caret is not a special character in 
that context. (Note that in the shell, the caret has the same meaning as the 
pipe symbol (!).) Normally the matching operator returns the number of 
characters matched (0 on failure). Alternatively, the \(...\) pattern sym- 
bols can be used to return a portion of the first argument. 


match string rexp 


The match operator is identical in function to the colon operator (:) 
described above, but with a different syntax. 


substr string x y 

The substring operator takes three arguments: a string, an integer index 
into the string, x; and the number of characters to return from the string, y. 
substr goes to the xth character in string and returns the next y characters. 
If y is greater than the number of remaining characters in the string, expr 
will return the remainder of the string. x must be an integer greater than 0; 
y must be a positive integer (0 is acceptable, if you want 0 as the result). See 
the following section for an example. 


length string 
The length operator returns the length (the number of characters) of string. 


index string r [stuv] 
The index operator returns an integer indicating the place of r in string. If r 
is not in string, 0 is returned. You can specify as many characters as you 
like in the second argument; expr will then take the first character which 
appears in string and return its place in the string as an integer. See the fol- 
lowing section for an example. 


Exit values 


194 


As a side effect of expression evaluation, expr returns the following exit 
values: 


0 If the expression is neither null nor zero 
1 If the expression is null or zero 


2 For invalid expressions 
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Diagnostics 


syntax error 
For operator/operand errors, including unset variables 


nonnumeric argument 
If arithmetic is attempted on a nonnumeric string 


Examples 


This is an example of how expr can be used in a shell script to do variable 
arithmetic: 

a=2 

a=‘expr $a + 1° 

echo $a 

3 


Parentheses can be placed around the part of an expression you want 
evaluated first. Be careful with the syntax; the backslashes and whitespace 
are essential: 


expr \( 1+ 2 \) \* 10 


30 
The matching operator in expr (: or match) can be used to return a portion of a 
pathname: 

a=/usr/lulu/valentines/woowoo 

expr $a: '.*/\(.*\)’ 

woOwoo 


basename(C) does the same thing, however, and uses a simpler syntax: 


a=/usr/lulu/valentines/woowoo 
basename $a 
wOOWOO 


You can use the length operator to check the length of a string variable, and 
assign this value to another variable, if you like: 


a=/usr/lulu/valentines/woowoo 
b=‘expr length $a‘ 

echo $b 

27 


The substring (substr) operator pulls out a specific part of a string: 


expr substr mongoose 4 7 
goose 
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Here, the expr substring operator returns a substring of “mongoose” specified 
by 4 (start from the fourth character) and 7 (give me the next seven charac- 
ters). Note that there are not seven more characters in “mongoose” from the 


“et 


g”, so expr only returns what is left. 


The index operator tells you the place of a character in a string: 
expr index wombat zogb 
2 
In this example, the index operator takes the “o’, the first character that is 


actually in the string “wombat”, and returns its place in the string. expr index 
wombat o would have the same result. 


Limitations 


See also 


After argument processing by the shell, expr cannot tell the difference 
between an operator and an operand except by the value. If $a is an equals 
sign (=), the command: 


expr $a = "=" 
looks like: 

expr = = = 
The arguments are passed to expr and will all be taken as the = operator. The 
following permits comparing equals signs: 

expr X$a = Xz 


awk(C), basename(C), be(C), dd(C), locale(M), sh(C) 


Standards conformance 
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expr is conformant with: 


AT&T SVID Issue 2; 
X/Open Portability Guide, Issue 3, 1989. 
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factor 


factor a number 


Syntax 


factor [| number | 


Description 


When factor is invoked without an argument, it waits for a number to be 
typed in. If you type in a positive number less than 2” (about 7.2x10"° ) it will 
factor the number and print its prime factors; each one is printed the proper 
number of times. Then it waits for another number. It exits if it encounters a 
zero or any non-numeric character. 


If factor is invoked with an argument, it factors the number as above and then 
exits. 


The time it takes to factor a number, n, is proportional to Vn. It usually takes 
longer to factor a prime or the square of a prime, than to factor other numbers. 


Diagnostics 


factor returns an error message if the supplied input value is greater than a 
or is not an integer number. 
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false 


return with a non-zero exit value 


Syntax 
false 
Description 
false does nothing except return with a non-zero exit value. true(C), false’s 
counterpart, does nothing except return with a zero exit value. false is typi- 
cally used in shell procedures such as: 
until false 
do 
command 
done 
Diagnostics 
false is any non-zero value. 
See also 


sh(C), true(C) 


Standards conformance 
false is conformant with: 


AT&T SVID Issue 2; 
X/Open Portability Guide, Issue 3, 1989. 
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file 


determine file type 


Syntax 


file [ -cL ] [ -f ffile ][-m mfile | arg... 


Description 


The file command performs a series of tests on each argument in an attempt 
to classify it. If an argument appears to be ASCII, file examines the first 512 
bytes and tries to guess its language. If an argument is an executable a.out, 
file will print the version stamp, provided it is greater than 0. 


-c The -c option causes file to check the magic file for format errors. This 
validation is not normally carried out for reasons of efficiency. No file 
typing is done under -c. 


-L_ The -L option causes file to follow symbolic links. By default, symbolic 
links are not followed. 


-f Ifthe -f option is given, the next argument is taken to be a file containing 
the names of the files to be examined. 


-m The -m option instructs file to use an alternate magic file. 
The file command uses the file /etc/magic to identify files that have some sort 
of “magic number”; that is, any file containing a numeric or string constant 


that indicates its type. Commentary at the beginning of /etc/magic explains its 
format. 


Files 


/etc/magic 


See also 


filehdr(FP) 


Standards conformance 


file is conformant with: 


AT&T SVID Issue 2; 
X/Open Portability Guide, Issue 3, 1989. 
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find 


find files 
Syntax 

find pathname-list expression 
Description 


The find command is used to find files matching a certain set of selection cri- 
teria. find recursively descends the directory hierarchy for each pathname in 
the pathname-list (that is, one or more pathnames) seeking files that match a 
boolean expression written in the primaries given below. 


Expressions 


For each file encountered, find evaluates the specified expression, formed of 
one or more of the following primary expressions, which may evaluate as true 
or false. In the descriptions, the argument n is used as a decimal integer 
where +m means more than n, -n means less than n and n means exactly n. 


-atime n 
True if the file was last accessed n days ago. 


-cpio device 
Writes the current file on device in cpio(F) format (5120-byte records). 
Always true. 


-ctime n 
True if the status of the file was last changed (that is, created or modified) 
n days ago. 


-depth 
Causes all entries in a directory to be acted upon before the directory itself. 
This can be useful when used with cpio(C) or the -cpio expression to 
transfer files located in directories without write permission. Always true. 


-exec cmd 
Executes shell command cmd. The end of cmd must be punctuated by an 
escaped semicolon. A command argument {} is replaced by the current 
path name. True if the executed cmd returns a zero value as exit status 
(most commands return a zero value on successful completion and a non- 
zero value if an error is encountered). 
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-follow 
Always true; causes symbolic links to be followed. When following sym- 
bolic links, find keeps track of the directories visited so that it can detect 
infinite loops. For example, an infinite loop in a find would occur if a 
symbolic link pointed to an ancestor. This expression should not be used 
with the -type 1 expression. 


-group gname 
True if the file belongs to the group gname. If gname is numeric and does 


not appear in the /etc/group file as a group name, it is taken as a group ID. 


-inum num 
True if the file’s inode is num. This is useful for locating files with match- 
ing inodes. 


-links n 
True if the file has n links. 


-local 
True if the file physically resides on the local system. 


-mount 
Always true; restricts the search to the file system containing the directory 
specified, or if no directory was specified, the current directory. 


-mtime n 
True if the data in the file was last modified n days ago. 


-name pattern 
True if pattern matches the current file name. pattern is similar to sh(C)’s 
filename matching syntax and therefore care must be taken to escape or 
quote patterns containing the following characters: the left bracket ({), the 
question mark (?) and the star (*). 


-newer file 
True if the current file has been modified more recently than the argument 


file. 


-ok cmd 
Like -exec except that the generated command line is printed with a ques- 
tion mark first, and is executed only if the user responds by typing “ y”. 


-perm onum 
True if the file permission flags exactly match onum (see chmod(C)). If 
onum is prefixed by a minus sign, all other modes become significant (see 
mknod(S)), including the file type, setuid, setgid, and sticky bits rather 
than just read /write/execute modes for owner/group/other. 
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Examples 


-print 
Causes the current path name to be printed. This option is used to create a 
list of files matched by the previous primaries. Always true. 


-sizen[c] 
True if the file is n blocks long (1024 bytes per block), not including 
indirect blocks. If n is followed by a“ c”, the size is in characters. 


-type x 
True if the type of the file is x, where x is b for block special file, c for char- 
acter special file, d for directory, p for named pipe (first-in-first-out (FIFO)), 
f for regular file, or 1 for symbolic link. 


-user uname 
True if the file belongs to the user uname. If uname is numeric and does not 
appear as a login name in the /etc/passwd file, it is taken as a user ID. 


( expression ) 
True if the parenthesized expression is true. Usually used with the -o 
operator (see below), parentheses are used for grouping. Parentheses are 
special to the shell and must be escaped. 


The primaries may be combined using the following operators (in order of 
decreasing precedence): 


! The “!” operator specifies the negation of the next primary (that is, 
!-newer file is true if the current file is not newer than file). This is the 
equivalent of the logical “not” operator. 


-o Placing the -o operator between two primaries creates an expression that 
is true if either of the two primaries is true. It should be used with 
parentheses (that is, \( -perm 644 -o -perm 664 \) is true if the current file 
has permissions 644 or 664). This is equivalent to the logical “inclusive or” 
operator. 


Note that placing two primaries next to each other is the equivalent of the log- 
ical “and” operation. The precedence of this operation is less than that of the 
“!” operator but greater than that of the -o operator. 
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The following command searches for files named chapter! in the current direc- 
tory and all directories below it and sends the pathname of any such files it 
finds to the standard output: 


find . -name chapter] -print 


The following removes all files named core or filenames ending in .out that 
have not been accessed in the last seven days. 


find / \(-name core -o -name "*.out" \) -atime +7 -exec rm {} \; 
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The next example uses find with the -cpio expression to make a tape archive 
of all files modified within the last seven days. Note the use of the -depth 
option to prevent any problems with read-only directories: 


find / -depth -mtime -7 -print -cpio /dev/rct0 
find is used here to list all files within a given range of sizes (between 50 and 
100 kilobytes) by including the -size expression twice: 


find / -size +50 -size -100 -exec Is -s {} \; 


For comparison, the Is(C) command is called with the -s option to report the 
size of each file in 512-byte blocks (including indirect blocks). 


Files 


/etc/passwd user names and uids 
/etc/group group names and gids 


See also 
cpio(C), cpio(F), sh(C), stat(S), test(C) 


Standards conformance 
find is conformant with: 


AT&T SVID Issue 2 ; 
X/Open Portability Guide, Issue 3, 1989. 
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finger 


find information about users 


Syntax 
finger [ -bfilpqsw ] [ login1 [| login2 ...] ] 

Description 
By default finger lists the login name, full name, terminal name and write 
status (as a “*” before the terminal name if write permission is denied), idle 
time, login time, office location, and phone number (if they are known) for 
each current user. (Idle time is minutes if it is a single integer, hours and 
minutes if a colon (:) is present, or days and hours if a “ d” is present.) 
A longer format also exists and is used by finger whenever a list of names is 
given. (Account names as well as first and last names of users are accepted.) 
This is a multi-line format; it includes all the information described above as 
well as the user’s home directory and login shell, any plan which the person 
has placed in the file .plan in their home directory, and the project on which 
they are working from the file .project which is also in the home directory. 
finger options are: 
-b_ _Briefer long output format of users. 
-f Suppresses the printing of the header line (short format). 
-i Quick list of users with idle times. 
-1_ Forces long output format. 
-p Suppresses printing of the .plan files. 
-q Quick list of users. 


-s_ Forces short output format. 


-w Forces narrow format list of specified users. 
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Examples 


Entries in the /etc/passwd file have the following format: 


login name:user password(coded):user ID:group ID:comments:home 
directory:login shell 
The comment field corresponds to what appears in the finger output. For 
example, in the following /etc/passwd entry: 
bl£:*:47:5:Brian Foster, Mission, x70, 767-1234 
:/u/blf£:/bin/sh 
the comment field, “Brian Foster, Mission, x70, 767-1234,” contains data for 
the “In Real Life,” “Office,” and “Home Phone” columns of the finger listings. 


Limitations 


Files 


Only the first line of the .project file is printed. 


Idle time is computed as the elapsed time since any activity on the given ter- 
minal. This includes previous invocations of finger which may have modi- 
fied the terminal’s corresponding device file dev/tty??. 


/etc/utmp who file 


See also 


/etc/passwd user names, offices, phones, login directories, and shells 
$HOME/.plan __ plans 
$HOME/.project projects 


w(C), who(C) 


Standards conformance 


This utility is not part of any currently supported standard; it was developed 
at the University of California at Berkeley and is used by permission. 
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fixhdr 


change executable binary file headers 


Syntax 


fixhdr option files 


Description 


fixhdr changes the header of output files created by link editors or assem- 
blers. The kinds of modifications include changing the format of the header, 
the fixed stack size, the standalone load address, and symbol names. 


Using fixhdr allows the use of binary executable files, created under other 
versions or machines, by simply changing the header information so that it is 
usable by the target CPU. 


These are the options to fixhdr: 


-x5 [-n] 


Change the x.out format of the header to the a.out format. 

Change the x.out format of the header to the b.out format. 

Change the x.out format of the header to the 4.2BSD a.out format. 
Change the x.out format of the header to 5.2 (UNIX™ System V 


Release 2) a.out format. The -n flag causes leading underscores on 
symbol names to be passed with no modifications. 


-ax -c [11,86] 


-86x 


-F num 


-A num 
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Change the a.out format of the header to the x.out format. The -c 
flag specifies the target CPU. 11 specifies a PDP-11 CPU. 86 speci- 
fies one of the 8086 family of CPUs (8086, 8088, 80186, 80286 or 
80386). 


Change the b.out format of the header to the x.out format. 


Change the 5.2 (UNIX System V Release 2) a.out format of the 
header to the x.out format. The -n flag causes leading underscores 
on symbol names to be passed with no modifications. 


Add the x.out header format to the 86rel object module format. See 
86rel(FP). 


Add (or change) the fixed stack size specified in the x.out format of 
the header. num must be a hexadecimal number. 


Add (or change) the standalone load address specified in the x.out 
format of the header. num must be a hexadecimal number. 


1 February 1993 


fixhdr(C) 


-M[smlh] Change the model of the x.out or 86rel format. Model refers to the 
compiler model specified when creating the binary. s refers to 
small model, m refers to medium model, | refers to large model, 
and h refers to huge model. 


-v [2,3,5,7] Change the version of XENIX specified in the header. XENIX Ver- 
sion 2 was based on UNIX Version 7. 


-s s1=s2 [-s s3=s4] 
Change symbol names, where symbol name s1 is changed to s2. 


-r Ensure that the resolution table is of non-zero size. 


-C cpu Set the CPU type. cpu can be 186, 286, 386, 8086, or others. 


Limitations 


Files 


See also 


Give fixhdr one option at a time. If you need to make more than one kind of 
modification to a file, use fixhdr on the original file. Then use it again on the 
fixhdr output, specifying the next option. Copy the original file if you need 
an unmodified version as fixhdr makes the modifications directly to the file. 


/usr/bin/fixhdr 


a.out(FP), 86rel(FP) 


Standards conformance 


fixhdr is not part of any currently supported standard; it is an extension of 
AT&T System V provided by The Santa Cruz Operation, Inc. 
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format 


format floppy disks 


Syntax 


format [ -n ] [ -v ] [-f ] [-q ] [ device ] [ -i interleave ] 


Description 
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The format command formats diskettes for use on a UNIX system. It may be 
used either interactively or from the command line. The default drive is 
specified in /etc/default/format. 


Options 


The following command line options are available: 


-f Suppresses the interactive feature. The format program does not wait for 
user-confirmation before starting to format the diskette. Regardless of 
whether you run format interactively, track and head information is 
displayed. 


device 
This specifies the device to be formatted. The default device is specified in 
/etc/default/format. 


-i interleave 
Specifies the interleave factor. 


-q Quiet option. Suppresses the track and head output information normally 
displayed. Although this option does not suppress the interactive prompt, 
it would typically be used with -f to produce no output at all. 


-v Specifies format verification. 


-n Specifies that the diskette is not to be verified (overrides verify entry in 
/etc/default/format). 


The file /etc/default/format is used to specify the default device to be formatted 
and whether or not each diskette is to be verified. The entries must be in the 
format DEVICE=/dev/rfdnnn and VERIFY=[yYnN], as in the following example: 


DEVICE=/dev/rfd096ds15 
VERIFY=y 


The device must be a character (raw) device. 
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Usage 
To run format interactively, enter: 
format 


followed by any of the legal options except -f, and press (Return). When you 
run format interactively, you see the prompt: 


insert diskette in drive and press return when ready 


When you press (Return) at this prompt, format begins to format the diskette. 


If you specify the -f option, you do not see this prompt. Instead, the program 
begins formatting immediately upon invocation. 


Unless you specify the -q option, format displays which track and head it is 
currently on: 


track # head # 


The number signs above are replaced by the actual track and head inform- 
ation. 


Limitations 


Files 


See also 


The format utility does not format floppies for use under DOS; use the - 
dosformat command documented in doscmd(C). 


UNIX systems require error free floppies. 

It is not advisable to format a low density (48tpi) diskette on a high density 
(96tpi) floppy drive. Diskettes written on a high density drive should be read 
on high density drives. A low density diskette written on a high density drive 
may not be readable on a low density drive. 


The device /dev/install is used only for installing and reading floppies. 
Attempts made to format this device may result in an error. 


/etc/default/format 
/dev/rfdl0 - n] 


fd(HW) 
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getopt 


parse command options 


Syntax 


set -- getopt optstring $* 


Description 


This command has been superseded, but is included for backwards compata- 
bility; getopts(C) should be used instead. 


getopt is used to check and break up options in command lines for parsing by 
shell procedures. optstring is a string of recognized option letters (see 
getopt(S)). If a letter is followed by a colon, the option is expected to have an 
argument which may or may not be separated from it by whitespace. The 
special option “ --” is used to delimit the end of the options. getopt will place 
“--” in the arguments at the end of the options, or recognize it if used explic- 
itly. The shell arguments ($1 $2...) are reset so that each option is preceded 
by a dash (-) and in its own shell argument. Each option argument is also in its 
own shell argument. 


Diagnostics 


Examples 


210 


getopt prints an error message on the standard error when it encounters an 
option letter not included in optstring. 


The following code fragment shows how one can process the arguments for a 
command that can take the options a and b, and the option 0, which requires 
an argument: 


set -- ‘getopt abo: $*° 
ie i ee oa 
then 
echo "usage: $0 [-a | -b] [-o <arg>]" 
exit 2 
fi 
for 1 in $* 
do 
case $1 in 
-a | -b) shift; FLAG=S$i;; 
-o) OARG=$3; shift; shift;; 


==) shift; break;; 
esac 
done 
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This code will accept any of the following as equivalent: 


cmd -aoarg 

cmd -a -o arg 
cmd -oarg -a 
cmd -a -oarg -- 


Limitations 


The “Syntax” given for this utility assumes the user has an sh(C) shell. 


See also 


getopt(S), getopts(C), sh(C) 


Standards conformance 


getopt is conformant with AT&T SVID Issue 2. 
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getopts, getoptcvt 


parse command options 


Syntax 


getopts optstring name [ arg... | 


/usr/lib/getoptcvt [ -b | file 


Description 
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The getopts command is used by shell procedures to parse positional parame- 
ters and to check for legal options. It supports all applicable rules of the com- 
mand syntax standard (see Rules 3-10, Intro(C)). It should be used in place of 
the getopt(C) command. (See the “Notes” below.) 


This feature is only available in the Bourne (sh) and Korn (ksh) shells. 


optstring must contain the option letters the command using getopts will 
recognize; if a letter is followed by a colon, the option is expected to have an 
argument, or group of arguments, which must be separated from it by white 
space. 


Each time it is invoked, getopts will place the next option in the shell variable 
name and the index of the next argument to be processed in the shell variable 
OPTIND. Whenever the shell is invoked, OPTIND is initialized to 1. To pro- 
cess another set of arguments within a script, set OPTIND to 1 before invoking 
getopts. 


When an option requires an option-argument, getopts places it in the shell 
variable OPTARG. 


If an illegal option is encountered, getopts prints a message to standard error, 
and sets the name variable to “?”. 


When the end of options is encountered, getopts exits with a status of 1. The 
special option “ --” may be used to delimit the end of the options. 


By default, getopts parses the positional parameters. If extra arguments 
(arg...) are given on the getopts command line, getopts will parse them 
instead. 


The /usr/lib/getoptcvt command reads the shell script in file, converts it to use 
getopts(C) instead of getopt(C), and writes the results to the standard output. 


-b the results of running /usr/lib/getoptcvt will be portable to earlier UNIX 
releases. /usr/lib/getoptcvt modifies the shell script in file so that when 
the resulting shell script is executed, it determines at run time whether to 
invoke getopts(C) or getopt(C). 
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So all new commands will adhere to the command syntax standard described 
in Intro(C), they should use getopts(C) or getopt(S) to parse positional param- 
eters and check for options that are legal for that command (see “Notes” 
below). 


Diagnostics 


getopts prints an error message to the standard error when it encounters an 
option letter not included in optstring. 


Examples 


The following fragment of a shell program (named foo) shows how one might 
process the arguments for a command that can take the options -a or -b, as 
well as the option -o which requires an option-argument: 


HELP="foo is the archetypal example program" 


USAGE="foo [{-h] ! [{-a | -b] [-o list] fotherargs ... ]]]" 
FE. LSE 20? 4 
then 
echo SUSAGE 
exit 1 
fi 
while getopts habo: c 
do 
case $c in 
h) echo S$HELP 
echo SUSAGE 
exit 2;; 
a | b) FLAG=Sc;; 
0) OARG=SOPTARG; ; 
?) echo SUSAGE 
exlt 3;; 
esac 
done 


shift ‘expr SOPTIND - 1° 
The shift command allows the shell program to continue to process any other 
arguments. This example will accept any of the following as equivalent: 

foo -a -0 "Xxx z yy" 

foo -0 "xxx z yy" -a 

foo -a -0 "Xxx Z yy" -- 
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Notes 


See also 
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Although the following command syntax rule (see Intro(C)) relaxations are 
permitted under the current implementation, they should not be used because 
they may not be supported in future releases of the system. As in the “Exam- 
ples” section above, -a and -o are options to command, with option -o requir- 
ing an option-argument: 


command -ao xxx file 
(Rule 5 violation: options with option-arguments must not be grouped 
with other options.) 

command -a -oxxx file 
(Rule 6 violation: there must be white space after an option that takes an 
option-argument.) 


Changing the value of the shell variable OPTIND or parsing different sets of 
arguments may lead to unexpected results. 


Intro(C), getopt(S), sh(C) 
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gets 


get a string from the standard input 


Syntax 


gets [ string | 


Description 
The gets command can be used with csh(C) to read a string from the standard 
input. If string is given it is used as a default value if an error occurs. The 
resulting string (either string or as read from the standard input) is written to 


the standard output. If no string is given and an error occurs, gets exits with 
exit status 1. 


See also 
line(C), csh(C) 


Standards conformance 


gets is not part of any currently supported standard; it is an extension of AT&T 
System V provided by The Santa Cruz Operation, Inc. 


1 February 1993 215 


getserno(C) 


getserno 


outputs the serial number 


Syntax 


getserno file ... 


Description 
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getserno reads the named binary file and prints the SCO serial numbers found 
within it on the standard output. 


When the named binary file is unreadable or any other file access error occurs 
an error code of 2 is returned. 


When the named binary file does not contain a SCO serial number, an error 
code of 1 is returned. 


When one or more SCO serial numbers are found an error code of 0 is returned 
and the serial number is printed. 
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greek 
select terminal filter 
Syntax 
greek [ -Tterminal | 
Description 
greek is a filter that reinterprets the extended character set, as well as the 
reverse and half-line motions, of a 128-character TELETYPE Model 37 terminal 
for certain other terminals. Special characters are simulated by overstriking, if 
necessary and possible. If the argument is omitted, greek attempts to use the 
environment variable $TERM (see environ(M)). Currently, the following ter- 
minals are recognized: 
300 DASI 300 
300-12 DASI 300 in 12-pitch 
300s DASI 300s 
300s-12 DASI 300s in 12-pitch 
450 DASI 450 
450-12 DASI 450 in 12-pitch 
1620 Diablo 1620 (alias DASI 450) 
1620-12 Diablo 1620 (alias DASI 450) in 12-pitch 
2621 Hewlett-Packard 2621, 2640, and 2645 
2640 Hewlett-Packard 2621, 2640, and 2645 
2645 Hewlett-Packard 2621, 2640, and 2645 
4014 Tektronix 4014 
hp Hewlett-Packard 2621, 2640, and 2645 
tek Tektronix 4014 
Files 
/usr/bin/300 
/usr/bin/300s 
/usr/bin/4014 
/usr/bin/450 
/usr/bin/hp 
See also 


300(C), 4014(C), 450(C), environ(M), hp(C), term(M), tplot(ADM) 
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grep, egrep, fgrep 


search files for a pattern 


Syntax 
grep [ -bchilnsvy ] [ -f expfile] [ [-e] expression ] [ files ] 
egrep [ -bchilnv ] [ -f expfile ] [ [-e] expression ] [ files ] 
fgrep [ -bclnvxy ] [ -f expfile ] [ [-e] expression ] [ files ] 
Description 


Commands of the grep family search the input files (or standard input if no 
files are specified) for lines matching a pattern. Normally, each matching line 
is copied to the standard output. If more than one file is being searched, the 
name of the file in which each match occurs is also written to the standard 
output along with the matching line (unless the -h option is used, see below). 


grep patterns are limited regular expressions in the style of ed(C). grep uses a 
compact nondeterministic algorithm. egrep patterns are full regular expres- 
sions; it uses a fast deterministic algorithm that sometimes needs exponential 
space. fgrep patterns are fixed strings. fgrep is fast and compact. 

The following options are recognized: 

-v All lines but those matching are displayed. 

-x Displays only exact matches of an entire line. (fgrep only.) 


-c Only acount of matching lines is displayed. 


-1_ Only the names of files with matching lines are displayed, separated by 
newlines. 


-h Prevents the name of the file containing the matching line from being 
prepended to that line. Used when searching multiple files. (This option 
works with grep and egrep only.) 


-n Each line is preceded by its relative line number in the file. 


-b Each line is preceded by the block number on which it was found. This is 
sometimes useful in locating disk block numbers by context. 


-s Suppresses error messages produced for nonexistent or unreadable files. 


(grep only.) Note that the -s option will not suppress error messages gen- 
erated by the -f option. 
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-i Turns on matching of letters of either case in the input so that case is insig- 
nificant. Conversion between uppercase and lowercase letters is depen- 
dent on the locale setting. 


-y Turns on matching of letters of either case in the input so that case is insig- 
nificant. Conversion between uppercase and lowercase letters is depen- 
dent on the locale setting. -y does not work with egrep. 

Note: -y is not a standard UNIX system option. It is maintained for back- 
wards compatibility with XENIX. 


-e expression or strings 
Same as a simple expression argument, but useful when the expression 
begins with a dash (-). 


-f expfile 
The regular expression for grep or egrep, or strings list for fgrep is taken 
from the expfile. 


In all cases (except with -h) the filename is output if there is more than one 
input file. Care should be taken when using the characters $ *[* | () and \ in 
expression, because they are also meaningful to the shell. It is safest to 
enclose the entire expression or strings argument in single quotation marks. 
For example: | 


grep ‘[Ss]omeone’ text.file 


This command would find all lines containing the word “someone” in the file 
text.file, whether the initial “s” is uppercase or lowercase. 


Multiple strings can be specified in fgrep without using a separate strings file 
by using the quoting conventions of the shell to imbed newlines in the string 
argument. For example, if you were using the Bourne shell (sh(C)) you might 
enter the following on the command line: 


fgrep “Someone 
someone’ text.file 


This would have the same effect as the grep example above. See the csh(C) 
manual page for ways to imbed newlines in a string when using csh(C). 

egrep accepts regular expressions as in ed(C), with the addition of the 
following: 


e A regular expression followed by a plus sign (+) matches one or more oc- 
currences of the regular expression. 


e A regular expression followed by a question mark (?) matches 0 or 1 occur- 
rences of the regular expression. 


e Two regular expressions separated by a vertical bar (|) or by a newline 
match strings that are matched by either regular expression. 


e A regular expression may be enclosed in parentheses “( )” for grouping. 
For example: 


egrep “([Ss]ome | [AaJ]ny)one’ text.file 
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This example displays all lines in text.file containing the words “someone” 
or “anyone”, whether or not they are spelled with initial capital letters. 
Without the parentheses, this example would display all lines containing 
the words “some” or “anyone” (because the vertical bar (|) operator is of 
lower precedence than concatenation, see below). 


Because of the algorithm used, egrep does not support extended ranges as in 
ed(C): Ranges like [a-z] are interpreted on the basis of the machine's collating 


sequence, not the collating sequence defined by the locale. grep supports 
col(C) extended ranges. 


The \( and \) operators, supported by ed(C), are not supported by egrep. 


The order of precedence of operators is [ ], then * ? +, then concatenation, then 
backslash (\) with newline or vertical bar (| ). 


Exit values 


Exit status is 0 if any matches are found, 1 if no matches are found, and 2 for 
syntax errors or inaccessible files. 


Limitations 


See also 


Ideally there should be only one grep, but there isn’t a single algorithm that 
spans a wide enough range of space-time tradeoffs. 


Lines are limited to 256 characters. Longer lines are truncated. 


When using grep with the -y option, the search is not made totally case insen- 
sitive in character ranges specified within brackets. 


col(C), coltbl(M), ed(C), locale(M), sed(C), sh(C) 


Standards conformance 
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egrep, fgrep and grep are conformant with: 


AT&T SVID Issue 2; 
X/Open Portability Guide, Issue 3, 1989. 
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hd 


display files in hexadecimal format 


Syntax 


hd [ -format | [ -s offset ][-n count } | file]... 


Description 


The hd command displays the contents of files in hexadecimal, octal, decimal, 
and character formats. Control over the specification of ranges of characters 
is also available. The default behavior is with the following flags set: -abx -A. 
This says that addresses (file offsets) and bytes are printed in hexadecimal 
and that characters are also printed. If no file argument is given, the standard 
input is read. 


Options include: 


-format . 
Format flags may specify addresses, characters, bytes, words (2 bytes) or 
longs (4 bytes) to be printed in hex, decimal, or octal. Two special formats 
may also be indicated: text or ASCII. Format and base specifiers may be 
freely combined and repeated as desired in order to specify different bases 
(hexadecimal, decimal or octal) for different output formats (addresses, 
characters, etc.). All format flags appearing in a single argument are 
applied as appropriate to all other flags in that argument. 


If no output format is given, but a base specifier is present, the output for- 
mat is set to -acbwl. If no base specifier is given, but an output format is 
present, the base specifier is set to -xdo. If neither is present, the format 
flag is set to -abx-A. 


-acbwlA outputs format specifiers for addresses, characters, bytes, words, 
longs and ASCII respectively. Only one base specifier will be used for 
addresses. The address will appear on the first line of output that begins 
each new offset in the input. 


The character format prints all printable characters without change, spe- 
cial C escapes as defined in the language, and the remaining values in the 
specified base. 


The ASCII format prints all printable characters without change, and all 
others as a dot (.). This format appears to the right of the first of other 
specified output formats. A base specifier has no meaning with the ASCII 
format. If no other output format (other than addresses) is given, bx is 
assumed. If no base specifier is given, all of xdo are used. 
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-xdo outputs base specifiers for hexadecimal, decimal and octal. 


-t prints a text file, each line preceded by the address in the file. Normally, 
lines should be terminated by a \n character; but long lines will be broken 
up. Control characters in the range 0x00 to Ox1f are printed as “@ to *~_. 
Bytes with the high bit set are preceded by a tilde (~) and printed as if the 
high bit were not set. The special characters “,~ and \ are preceded by a 
backslash (\) to escape their special meaning. As special cases, these two 
values are represented numerically as ‘\177’ and ‘\377’. This flag will 
override all output format specifiers except addresses. 


-s offset 


Specify the beginning offset in the file where printing is to begin. If no file 
argument is given, or if a seek fails because the input is a pipe, offset bytes 
are read from the input and discarded. Otherwise, a seek error will ter- 
minate processing of the current file. 


The offset may be given in decimal, hexadecimal (preceded by Ox), or octal 
(preceded by a 0). It is optionally followed by one of the following multi- 
pliers: w, I, b, or k; for words (2 bytes), long words (4 bytes), half kilobytes 
(512 bytes), or kilobytes (1024 bytes), respectively. Note that this is the one 
case where “b” does not stand for bytes. Since specifying a hexadecimal 
offset in blocks would result in an ambiguous trailing “b”, any offset and 
multiplier may be separated by an asterisk (*). (The asterisk may need to 
be escaped to protect it from the shell.) 


-n count 


Specify the number of bytes to process. The count is in the same format as 
offset, above. 
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head 


print the first few lines of a file 


Syntax 


head [ -count } [ file... ] 


Description 
The head filter prints the first count lines of each of the specified files. If no 


files are specified, head reads from the standard input. If no count is speci- 
fied, then 10 lines are printed. 


See also 
tail(C) 


Standards conformance 


head is not part of any currently supported standard; it was developed at the 
University of California at Berkeley and is used with permission. 
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hello 


send a message to another user 


Syntax 


hello user [tty] 
Description 


hello sends messages from one user to another. When first called, hello dis- 
plays the following message: 


Message from sender’s-system! sender’s-name sender's-tty 


The recipient of the message should write back at this point. Communication 
continues until interrupted. (On most terminals, pressing the (Del) key sends 
an interrupt.) At that point hello prints (end of message) on the other termi- 
nal, and exits. 


To write to a user who is logged in more than once, the user can employ the 
tty argument to specify the appropriate terminal name. The who(C) com- 
mand can be used to determine the correct terminal name. 


Permission to write may be allowed or denied by the recipient, using the 
mesg command. Writing is disallowed by default. Certain commands, such 
as nroff and pr, prohibit messages in order to prevent disruption of output. 


If the character “!” is found at the beginning of a line, hello calls the shell to 
execute the rest of the line as a command. 


The following protocol is suggested for using hello. When first writing to 
another user, the sender should wait for that user to write back before sending 
a message. Each party should end each message with a signal indicating that 
the other may reply: ’o’ for “over” is conventional. The signal ‘oo’ for “over 
and out” is suggested when conversation is about to be terminated. 


Files 


/etc/utmp 
/bin/sh 


See also 


mail(C), mesg(C), who(C), write(C) 
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Standards conformance 


hello is not part of any currently supported standard; it is an extension of 
AT&T System V provided by The Santa Cruz Operation, Inc. 
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hp 


handle special functions of Hewlett-Packard terminals 


Syntax 
hp[-e][-m] 
Description 


hp supports the special functions of the Hewlett-Packard 2640 series of termi- 
nals, with the primary purpose of producing accurate representations of most 
nroff output. A typical usage is in conjunction with text processing software: 


nroff -h files ... | hp 


Regardless of the hardware options on your terminal, hp tries to do sensible 
things with underlining and reverse line-feeds. If the terminal has the “dis- 
play enhancements” feature, subscripts and superscripts can be indicated in 
distinct ways. If it has the “mathematical-symbol” feature, Greek and other 
special characters can be displayed. 


The flags are as follows: 


-e It is assumed that your terminal has the “display enhancements” feature, 
and so maximal use is made of the added display modes. Overstruck 
characters are presented in the Underlined mode. Superscripts are 
shown in Half-bright mode, and subscripts in Half-bright, Underlined 
mode. If this flag is omitted, hp assumes that your terminal lacks the 
“display enhancements” feature. In this case, all overstruck characters, 
subscripts, and superscripts are displayed in Inverse Video mode, that is, 
dark-on-light, rather than the usual light-on-dark. 


-m Requests minimization of output by changing new-lines to “M's. Any 
contiguous sequence of 3 or more new-lines is converted into a sequence 
of only 2 new-lines; that is, any number of successive blank lines pro- 
duces only a single blank output line. This allows you to retain more 
actual text on the screen. 


With regard to Greek and other special characters, hp provides the same set 


as 300(C) , except that “not” is approximated by a right arrow, and only the 
top half of the integral sign is shown. 


Diagnostics 


line too long The line is too long if the representation of a line exceeds 
1,024 characters. The exit codes are 0 for normal termina- 
tion, 2 for all errors. 
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Limitations 


See also 


An “overstriking sequence” is defined as a printing character followed by a 
backspace followed by another printing character. In such sequences, if either 
printing character is an underscore, the other printing character is shown 
underlined or in Inverse Video; otherwise, only the first printing character is 
shown (again, underlined or in Inverse Video). Nothing special is done if a 
backspace is adjacent to an ASCII control character. Sequences of control 
characters (for example, reverse line-feeds, backspaces) can make text “disap- 
pear.” In particular, tables generated by tbl(CT) that contain vertical lines will 
often be missing the lines of text that contain the “foot” of a vertical line, 
unless the input to hp is piped through col(C). 


Although some terminals do provide numerical superscript characters, no 
attempt is made to display them. 


300(C), greek(C) 
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hwconfig 


read the configuration information 


Syntax 


letc/hweonfig [ -nlhcq | [ -f filename |[ param |[ param=val])... 


Description 
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The hwconfig command returns the configuration information contained in 
the file /usr/adm/hweonfig or in the file specified on the command line with the 
-f filename option. Using combinations of the remaining options, the user can 
view as much information as needed from the configuration file. The display 
format is as follows: 


Magic_char device_name base+finish vec dma rest 


where: 


magic_char 
is the character “ %” 


device_name 
is the name of the device driver. 


base+finish 
are the starting and the finishing addresses of the driver working space. 


vec is the interrupt vector number in decimal. 
dma is the DMA channel number. 
rest isa possibly empty list of parameter=value pairs. 


The default hwconfig Pe looks similar to this: 

fpu 7 type=80387 

floppy Ox3F2-0x3F7 % 2 unit=0 type=96ds15 

serial Ox2F8-Ox2FF 3 -  unit=1 type=Standard nports=1 
parallel 0x378-0x37A yi - unit=0 

console - = - unit=ega type=0 

disk OxlFO-Ox1F7 14 -  type=WO unit=0 cyls=791 hds=16 secs=48 
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Options 

-n_ The device name is always printed out. 

-1_ The long format of the device configuration content is used. 
-h Use the long format, with headers. 


-¢ Check for device conflicts, including I/O addresses, DMA channels, and 
interrupt vectors which are being used by more than one driver. 


-q Check quietly for device conflicts; display nothing. When both -c and -q 
are given, display conflicts only. 


-ffile 
Use file as the input file instead of the default /usr/adm/hwconfig. 


param 
Show all values of param throughout the configuration file. param can be 
any valid system parameter. The current valid system parameters are: 
name, base, offset, vec, dma, unit, type, nports, hds, cyls, secs, and drvr. 


param=val 
Show only information from the line where param equals the value val. 


The -n, -l and -h options are in increasing overriding power. That is, if -n and 
-I are both specified, -1 will be used. param on its own indicates a query for its 
corresponding value(s), whereas param=value indicates a matching 
<token,val> pair in the input file. -1 is used by default if there are no queries 
and no explicit option. 


Command-line queries, that is, those with parameters only, are always dis- 
played in short format. 


Exit values 


hwconfig returns 0 for success, 1 for conflicts detected, 2 for invalid 
arguments. 


Examples 


hwconfig 
The entire contents of the file Ausr/adm/hwconfig are printed. 


hwconfig base 


All the values of the base parameter found in /usr/adm/hwconfig are 
printed. 
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hwconfig -f conf base=300 vec=19 
All entries in conf that match the base and vec values given are printed. 


hwconfig name=floppy base 
The name and value of base in /usr/fadm/hwconfig for the drivers with the 
name floppy are printed for all entries. 


hwconfig -n base dma 
The device name associated with the base and dma is displayed. For 
example, 


name=scsi base=0x234 dma=4 


hwconfig base dma vec=4 
The base and dma values of all /usr/fadm/hwconfig entries with matching 
vec=4 are printed. 


hwconfig -1 base dma vec=4 
is like hwconfig -1 vec=4 except that base and dma values will be printed 
first. 


hwconfig -h 
Everything is printed in the long format, with a header similar to the one 
shown at boot time. It will ignore all queries, but perform matching on the 
token values. For example, 


hweonfig -h vec=4 dma=1 


will print in long format, with headers, all those entries with vec=4 and 
dma=1 


hwconfig -ch 
displays /usr/adm/hwconfig in an easy-to-read tabular format and checks for 
device conflicts. 


Limitations 
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Information about conflicts is purely advisory because hwconfig can only 
report about hardware devices which have been correctly recognized by a 
kernel driver. 


/etc/hwconfig is only runnable by root. 


/usr/fadm/hweonfig is not normally readable by users, but can be made so by the 
system administrator. 


/usrfadm/hweonfig is written by the error logger daemon. The logger daemon 


does not run while in system maintenance mode. This means that the hwcon- 
fig report is not up to date until the system is brought into multiuser mode. 
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Files 
/etc/hweonfig program file 
/usr/libfhweonfig.awk awk program which hweonfig uses 
/usr/adm/hweonfig default source file 


Standards conformance 


hwconfig is not part of any currently supported standard; it is an extension of 
AT&T System V provided by The Santa Cruz Operation, Inc. 
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i286emul 


emulate UNIX 80286 


Syntax 


i286emul [ arg... ] prog286 
Description 


i286emul is an emulator that allows programs from UNIX System V Release 2 
or Release 3 on the Intel 80286 to run on UNIX System V Release 3 on the Intel 
80386. 


The UNIX system recognizes an attempt to exec(S) a 286 program, and auto- 
matically exec’s the 286 emulator with the 286 program name as an additional 
argument. It is not necessary to specify the i286emul emulator on the com- 
mand line. The 286 programs can be invoked using the same command for- 
mat as on the 286 UNIX System V. 


i286emul reads the 286 program’s text and data into memory and maps them 
through the LDT (Local Descriptor Table) (via sysi86(S)) as 286 text and data 
segments. It also sets callgate 89 in the GDT (Global Descriptor Table) (which 
is used by 286 programs for system calls) to point to a routine in i286emul. 
i286emul starts the 286 program by jumping to its entry point. 


When the 286 program attempts to do a system call, i286emul takes control. 
It does any conversions needed between the 286 system call and the 
equivalent 386 system call, and performs the 386 system call. The results are 
converted to the form the 286 program expects, and the 286 program is 
resumed. 


The following are some of the differences between a program running on a 
286 and a 286 program using i286emul on a 386: 


e A 286 program under i286emul always has 64K in the stack segment if it is 
a large-model process, or 64K in the data segment if it is a small-model 
process. 


e System calls and signal handling use more space on the stack under 
i286emul than on a 286. 


e Attempts to unlink or write on the 286 program will fail on the 286 with 
ETXTBSY. Under i286emul, they will not fail. 


e ptrace(S) is not supported under i286emul. 
e The 286 program must be readable for the emulator to read it. 
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Limitations 


The signal mechanism under the emulator is the System V release 2 signal 
mechanism rather than the System V release 3 mechanism. 


Files 


/binfi2Z86emul the emulator must have this name and be in /vin if it is to be au- 
tomatically invoked when exec(S) is used on a 286 program 
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print user and group IDs and names 


Syntax 


id [-l][-s] 


Description 


The id command writes a message on the standard output, giving the user 
and group IDs and the corresponding names of the invoking process. If the 
effective and real IDs do not match, both are printed. 


With the -s option, id also shows the supplemental group list. On systems 
that support a large number of supplemental groups, the -s option may pro- 
duce a very long line. 


With the -] option, id outputs the Login User ID (LUID) of the caller. 


Examples 


id -] produces output with the following format: 
uid=12460(fred) gid=7003(trusted) luid=12460 (fred) 
and id -l -s produces: 


uid=12460(fred) gid=7003(trusted) iuid=12460 (fred) 
groups=7003 (trusted) ,50 (group) 


If the LUID is not set the output is: 
uild=0(root) gid=0(root) luid=-1(not set) 


See also 
logname(C), getuid(S), sg(C) 


Standards conformance 


id is conformant with: 


AT&T SVID Issue 2; 
X/Open Portability Guide, Issue 3, 1989. 
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ismpx 


return windowing terminal state 


Syntax 


ismpx [-s] 


Description 
The ismpx command reports whether its standard input is connected to a 
multiplexed xt(HW) channel; that is, whether it is running under layers(C) or 
not. It is useful for shell scripts that download programs to a windowing ter- 
minal or depend on screen size. 


The ismpx command prints yes and returns 0 if invoked under layers(C), and 
prints no and returns 1 otherwise. 


-s Donot print anything; just return the proper exit status. 


Exit values 


Returns 0 if invoked under layers(C), 1 if not. 


Examples 
if ismpx -s 
then 
jwin 
fi 
See also 


jwin(C), layers(C), xt(HW) 
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join 


join two relations 


Syntax 
join [ options | file1 file2 
Description 


The join command prints to the standard output a join of the two relations 
specified by the lines of file1 and file2. If file1 is a dash (-), the standard input 
is used. 


file1 and file2 must be sorted in increasing collating sequence (defined by the 
current locale; see locale(M)) on the fields on which they are to be joined, nor- 
mally the first in each line. 


There is one line in the output for each pair of lines in file1 and file2 that have 
identical join fields. The output line normally consists of the common field, 
then the rest of the line from file1, then the rest of the line from file2. 


Fields are normally separated by blank, tab or newline. In this case, multiple 
separators count as one, and leading separators are discarded. 


These options are recognized: 


-an In addition to the normal output, produces a line for each unpairable 
line in file n, where n is 1 or 2. 


-e S Replaces empty output fields by string s. 


-jnm Joins on the mth field of file n. If n is missing, uses the mth field in 
each file. 


-olist Each output line comprises the fields specified in list, each element 
of which has the form n.m where n is a file number and m is a field 
number. 


-tc Uses character c as a field separator. Every appearance of c in a line 
is significant. 
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Examples 


An employer has two files of data about his employees. The first file, E_pers, 
contains the name, address, and payroll number of each employee. The 
second file, E_dept, contains the payroll number, position, salary, and depart- 
ment of each employee. The fields in each employee's record are separated by 
colons “ :”, and each record occupies one line of a file. 


The format of a record in the file E_pers would be: 
Name:Address: Payroll# 
Here are some example records that might be in the file E_pers: 


Stross C:33 Wingfield Court, Anytown, Pa 65000:133 
Leckie N:i7 Awberry Court, Ubique, Ca 18480:91 
Dixon J:14 Tulip Gardens, Appledorn, NY 10010:231 


Each record in the file E_dept would have the format: 
Payroll#:Position:Salary:Department 
The following are some example records that might appear in E_dept: 


91:Manager:85000:Marketing 
133:Clerk:22000:Accounts 
231:Clerk:19500:Accounts 


The employer wants to know which employees earn more than $20,000. 


Firstly, the fields in the file E_pers are put in the order: 
Payroll#:Name:Address 


This ensures that the field that the files are to be joined on (payroll number) is 
the first field in both files. The reordering is performed using awk(C), and its 
output is piped through sort(C). The sample records from E_pers given above 
would become: 


133:Stross C:33 Wingfield Court, Anytown, Pa 65000 
231:Dixon J:14 Tulip Gardens, Appledorn, NY 10010 
91:Leckie N:17 Awberry Court, Ubique, Ca 18480 


Note that the records are sorted into order of payroll number according to the 
collating sequence (not increasing numeric order). The reordered and sorted 
file is named P_tmp: 


awk -F: {print $3":"$1":"$2}’ E_pers | sort -t: +0 -1 > P_tmp 


Next, the records in the file E_dept are sorted on payroll number and the out- 
put is placed in D_tmp: 


sort -t: +0 -1 E_dept > D_tmp 


The sorted files are now joined on their first fields (payroll number), and the 
output is filtered using awk. A final pass through sort puts the output in 
alphabetical order: 


join -t: -o 1.2 2.3 P_tmp D_tmp | awk -F: ‘$2>20000 {print $1" $"$2}’ | sort 
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This command prints the employee’s name (the second field of P_tmp) and 
their salary (the third field of D_tmp) if it is more than $20000. For the sample 
records given above, the output would be: 


Leckie N $85000 
Stross C $22000 


The output from join can be directed to a file (E_joined): 
join -t: -o 1.11.2 1.3 2.2 2.32.4 P_tmp D_tmp > E_joined 


Omitting the -o option causes all fields to be written to the output file, with 
the fields from file1 being followed by those from file2. However, the field on 
which the files were joined is only included once. Thus the join command 
above could be entered as: 


join -t: P_tmp D_tmp > E_joined 


The file E_joined may be processed using awk to extract any other information 
required. Here a list of all employees sorted by name within each department 
is output: 


cat E_joined | awk -F: {print $6" "$2)’ | sort 
For the sample records used in the example above, the output would be: 


Accounts Dixon J 
Accounts Stross C 
Marketing Leckie N 


Limitations 


With default field separation, the collating sequence is that of sort -b. With -t, 
the sequence is that of a plain sort. 


See also 
awk(C), comm(C), sort(C) 


Standards conformance 
join is conformant with: 


AT&T SVID Issue 2; 
X/Open Portability Guide, Issue 3, 1989. 


238 1 February 1993 


jterm(C) 


jterm 


reset layer of windowing terminal 


Syntax 


jterm 
Description 

The jterm command is used to reset a layer of a windowing terminal after 
downloading a terminal program that changes the terminal attributes of the 
layer. It is useful only under layers(C). In practice, it is most commonly used 
to restart the default terminal emulator after using an alternate one provided 
with a terminal-specific application package. For example, on the AT&T 
TELETYPE 5620 DMD terminal, after executing the hp2621 command in a layer, 
issuing the jterm command will restart the default terminal emulator in that 
layer. 


The layer that is reset is the one attached to standard error; that is, the win- 
dow you are in when you type the jterm command. 


Exit values 


Returns 0 upon successful completion, 1 otherwise. 


See also 


layers(C) 
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jwin | 


oT ‘- 
print size of layer 


Syntax 


jwin 


Description | 
The jwin command runs only under layers(C) and is used to determine the| 
size of the layer associated with the current process. It prints the width and| 
the height of the layer in bytes (number of characters across and number of} 
lines, respectively). For bit-mapped terminals only, it also prints the widthi 
and height of the layer in bits. 


The layer whose size is printed is the one attached to standard input; that is, 
the window you are in when you type the jwin command. 


Exit values 
jwin returns 0 on successful completion, 1 otherwise. 
Diagnostics 


If layers(C) has not been invoked, an error message is printed: 


jwin: not mpx 


Examples 


In the following example, the user input is in bold: 
Sjwin 
bytes: 86 25 
bits: 780 406 


See also 


layers(C) 
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kill 


terminate a process 


Syntax 


kill [ -signo ] processid ... 


Description 


The kill command sends signal 15 (terminate) to the specified process(es). 
This will normally kill processes that do not catch or ignore the signal. The 
process number of each asynchronous process (background process) started 
with “ &” is reported by the shell (unless more than one process is started ina 
pipeline, in which case the number of the last process in the pipeline is 
reported). Process numbers can also be found by using ps(C). 


For example, if process number 0 is specified, all processes in the process 
group are signaled. 


The killed process must belong to the current user unless he is the super user. 


“l nu 


If a signal number preceded by is given as the first argument, that signal 
is sent instead of the terminate signal (see signal(S)). In particular kill -9 ... is 
a sure kill. 


Limitations 


A version of kill is built into the Korn shell (ksh(C)). It differs slightly from 
the command described here. For further details, refer to the ksh(C) entry. 


See also 
kill(S), ps(C), sh(C), csh(C), ksh(C), signal(S) 
Standards conformance 


kill is conformant with: 


AT&T SVID Issue 2; 
X/Open Portability Guide, Issue 3, 1989. 
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ksh, rksh 


Korn shell, a standard/restricted command and programming language 


Syntax 
ksh [ taefhikmnoprstuvx | [ to option] ...[-c string] [ arg... ] 
rksh [ taefhikmnoprstuvx | [ to option ]...[-c string ][ arg... ] 
Description 


242° 


ksh is a command and programming language that executes commands read 
from a terminal or a file. rksh is a restricted version of the command inter- 
preter ksh; it is used to set up login names and execution environments 
whose capabilities are more controlled than those of the standard shell. See 
“Invocation” below for the meaning of arguments to the shell. 


Definitions 

A metacharacter is one of the following characters: 
; & ( ) | < > new-line space tab 

A blank is a space or a tab. 


An identifier is a sequence of letters, digits, or underscores starting with a 
letter or underscore. Identifiers are used as names for functions and named 
parameters. 


A word is a sequence of characters separated by one or more non-quoted 
metacharacters. 


Commands 


A command is a sequence of characters in the syntax of the shell language. The 
shell reads each command and carries out the desired action either directly or 
by invoking separate utilities. 


A special command is a command that is carried out by the shell without creat- 
ing a separate process. Except for documented side effects, most special com- 
mands can be implemented as separate utilities. 
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A simple-command is a sequence of blank-separated words which may be pre- 
ceded by a parameter assignment list. (See “Environment” below). The first 
word specifies the name of the command to be executed. Except as specified 
below, the remaining words are passed as arguments to the invoked com- 
mand. The command name is passed as argument 0 (see exec(S)). The value 
of a simple-command is its exit status if it terminates normally, or (octal) 
200+status if it terminates abnormally (see signal(S) for a list of status 
values). 


A pipeline is a sequence of one or more commands separated by “|”. The 
standard output of each command but the last is connected by a pipe(S) to the 
standard input of the next command. Each command is run as a separate pro- 
cess; the shell waits for the last command to terminate. The exit status of a 
pipeline is the exit status of the last command. 


A list is a sequence of one or more pipelines separated by ; & && or || and 
optionally terminated by ; & or |&. Of these five symbols, && and || have 
highest precedence. The following three symbols, ; & and | & are of equal pre- 
cedence, as are && and ||. A semicolon (;) causes sequential execution of the 
preceding pipeline; an ampersand (&) causes asynchronous execution of the 
preceding pipeline (that is, the shell does not wait for that pipeline to finish). 
The symbol | & causes asynchronous execution of the preceding command or 
pipeline with a two-way pipe established to the parent shell. The parent shell 
can write to and read from the standard input and standard output of the 
spawned command using the -p option of the special commands read and 
print (described later). The symbol && (||) causes the list following it to be 
executed only if the preceding pipeline returns a zero (non-zero) value. An 
arbitrary number of new-lines may appear in a list, instead of a semicolon, to 
delimit a command. 


A command is either a simple-command or one of the following compound- 
commands. A compound-command is a command that results in the-execution 
of one or more simple-commands, depending upon the state of its input. 
Unless otherwise stated, the value returned by a command is that of the last 
simple-command executed in the command. 


for identifier [in word ...] ;do list ;done 
Each time a for command is executed, identifier is set to the next word 
taken from the in word list. If in word ... is omitted, then the for com- 
mand executes the do list once for each positional parameter that is set 
(see “Parameter substitution” below). Execution ends when there are no 
more words in the list. 
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select identifier [in word ...] ;do list ;done 

A select command prints on standard error (file descriptor 2), the set of 
words, each preceded by a number. If in word ... is omitted, then the 
positional parameters are used instead (see “Parameter substitution” 
below). The PS3 prompt is printed and a line is read from the standard 
input. If this line consists of the number of one of the listed words, then 
the value of the parameter identifier is set to the word corresponding to 
this number. If this line is empty the selection list is printed again. Other- 
wise the value of the parameter identifier is set to null. The contents of the 
line read from standard input is saved in the parameter REPLY. The list is 
executed for each selection until a break or end-of-file is encountered. 


case word in [ [(] pattern [ | pattern] ...) list ;;]... esac 
A case command executes the list associated with the first pattern that 
matches word. The form of the patterns is the same as that used for file- 
name generation (see “File name generation” below). 


if list ;then list [ elif list ;then list | ...[ ;else list ] ;fi 
The list following if is executed and, if it returns a zero exit status, the list 
following the first then is executed. Otherwise, the list following elif is 
executed and, if its value is zero, the list following the next then is exe- 
cuted. Failing that, the else list is executed. If no else list or then list is 
executed, the if command returns a zero exit status. 


while list ;do list ;done 

until list ;do list ;done 
A while command repeatedly executes the while list and, if the exit status 
of the last command in the list is zero, executes the do list; otherwise the 
loop terminates. If no commands in the do list are executed, then the 
while command returns a zero exit status; until may be used in place of 
while to negate the loop termination test. 


(list ) 
Execute list in a separate environment. Note, that if two adjacent open 
parentheses are needed for nesting, a space must be inserted to avoid 
arithmetic evaluation as described below. 


{ list ;} 
list is simply executed. Note that unlike the metacharacters “(" and “)”, 
“{” and “}” are reserved words and must be at the beginning of a line or 


“wn 


after a “;” in order to be recognized. 
[[ expression ]] 


Evaluates expression and returns a zero exit status when expression is 
true. See “Conditional expressions” below, for a description of expresston. 
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function identifier { list ;} 

identifier () { list ;} 
Define a function which is referenced by identifier. The body of the func- 
tion is the list of commands between “{” and “}”. (See “Functions” 
below.) 


time pipeline 
The pipeline is executed and the elapsed time as well as the user and sys- 
tem time are printed on standard error. 


The following reserved words are only recognized as the first word of a com- 
mand and when not quoted: 


if then else elif fi case 
esac for while until do done 
{} function _ select time [f }] 
Comments 


A word beginning with “ #” causes that word and all the following characters 
up to a new-line to be ignored. 


Aliasing 

The first word of each command is replaced by the text of an alias if an alias 
for this word has been defined. An alias name consists of any number of char- 
acters excluding metacharacters, quoting characters, file expansion characters, 
command substitution characters, and the equals sign (=). The replacement 
string can contain any valid shell script including the metacharacters listed 
above. The first word of each command in the replaced text, other than any 
that are in the process of being replaced, will be tested for aliases. If the last 
character of the alias value is a blank then the word following the alias will 
also be checked for alias substitution. Aliases can be used to redefine special 
built in commands but cannot be used to redefine the reserved words listed 
above. Aliases can be created, listed, and exported with the alias command 
and can be removed with the unalias command. Exported aliases remain in 
effect for scripts invoked by name, but must be reinitialized for separate invo- 
cations of the shell (see “Invocation” below). 


Aliasing is performed when scripts are read, not while they are executed. 
Therefore, for an alias to take effect the alias definition command has to be 
executed before the command which references the alias is read. 


Aliases are frequently used as an abbreviation for full path names. An option 
to the aliasing facility allows the value of the alias to be automatically set to 
the full pathname of the corresponding command. These aliases are called 
tracked aliases. The value of a tracked alias is defined the first time the corre- 
sponding command is looked up and becomes undefined each time the PATH 
variable is reset. These aliases remain tracked so that the next subsequent 
reference will redefine the value. Several tracked aliases are compiled into the 
shell. The -h option of the set command makes each referenced command 
name into a tracked alias. 


1 February 1993 245 


ksh(C) 


246 


The following exported aliases are compiled into the shell but can be unset or 
redefined: 


autoload= ‘typeset -fu’ 
false=‘let 0° 
functions= ‘typeset -f 
hash=‘alias -t’ 
history= ‘fc -I’ 
integer= ‘typeset -i* 
nohup=‘nohup<’ 
r="fc -e -” 

true=":" 

type= whence -v’ 


(The alias of nohup with a trailing space allows nohup to be used with 
aliases.) 


Tilde substitution 


After alias substitution is performed, each word is checked to see if it begins 
with an unquoted “~”. If it does, then the word up to a “ /” is checked to see 
if it matches a user name in the (etc/passwd file. If a match is found, the “~” 
and the matched login name are replaced by the login directory of the 
matched user. This is called a tilde substitution. If no match is found, the origi- 
nal text is left unchanged. A “~” by itself, or in front of a“ /”, is replaced by 


the value of the HOME parameter. A “~” followed by a“ +” or “-” is replaced 
by $PWD and $OLDPWD respectively. 


In addition, tilde substitution is attempted when the value of a variable assign- 
ment parameter begins witha “~”. 


Command substitution 


The standard output from a command enclosed in parentheses preceded by a 
dollar sign ($) or a pair of grave accents (~~) may be used as part or all of a 
word; trailing new-lines are removed. In the second (archaic) form, the string 
between the quotes is processed for special quoting characters before the com- 
mand is executed. (See “Quoting”.) The command substitution $(cat file) can 
be replaced by the equivalent but faster $(<file). Command substitution of 
most special commands that do not perform input/output redirection are car- 
ried out without creating a separate process. 


An arithmetic expression enclosed in double parentheses preceded by a dollar 


sign ( $((expr)) ) is replaced by the value of the arithmetic expression within 
the double parentheses. 
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Parameter substitution 


A parameter is an identifier, one or more digits, or any of the characters *, @, 
#, ?, -, $, and !. A named parameter (a parameter denoted by an identifier) has 
a value and zero or more attributes. Named parameters can be assigned 
values and attributes by using the typeset special command. The attributes 
supported by the shell are described later with the typeset special command. 
Exported parameters pass values and attributes to the environment. 


The shell supports a one-dimensional array facility. An element of an array 
parameter is referenced by a subscript. A subscript is denoted by a “[”, fol- 
lowed by an arithmetic expression (see “Arithmetic evaluation” below) fol- 
lowed by a “]”. To assign values to an array, use set -A name value .... The 
value of all subscripts must be in the range of 0 through 1023. Arrays need 
not be declared. Any reference to a named parameter with a valid subscript is 
legal and an array will be created if necessary. Referencing an array without a 
subscript is equivalent to referencing the element zero. 


The value of a named parameter may also be assigned by writing: 
name = value [ name = value |... 


If the integer attribute, -i, is set for name the value is subject to arithmetic 
evaluation as described below. 


Positional parameters, parameters denoted by a number, may be assigned 
values with the set special command. Parameter $0 is set from argument zero 
when the shell is invoked. 


The character “$” is used to introduce substitutable parameters. 


${parameter} 

The shell reads all the characters from “${” to the matching “}” as part of 
the same word even if it contains braces or metacharacters. The value, if 
any, of the parameter is substituted. The braces are required when param- 
eter is followed by a letter, digit, or underscore that is not to be interpreted 
as part of its name or when a named parameter is subscripted. If parame- 
ter is one or more digits then it is a positional parameter. A positional 
parameter of more than one digit must be enclosed in braces. If parameter 
is “*” or “@”, then all the positional parameters, starting with $1, are sub- 
stituted (separated by a field separator character). If an array identifier 
with subscript “*” or “@” is used, then the value for each of the elements 
is substituted (separated by a field separator character). 


${#parameter} 
If parameter is “ *” or “@”, the number of positional parameters is substi- 
tuted. Otherwise, the length of the value of the parameter is substituted. 


${#identifier|[*]} 
The number of elements in the array identifier is substituted. 


${parameter:-word} 


If parameter is set and is non-null then substitute its value; otherwise sub- 
stitute word. 
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${parameter.=word} 
If parameter is not set or is null then set it to word; the value of the param- 


eter is then substituted. Positional parameters may not be assigned to in 
this way. 


${parameter:?word} 
If parameter is set and is non-null then substitute its value; otherwise, 
print word and exit from the shell. If word is omitted then a standard mes- 
sage is printed. 


${parameter:+word)} 


If parameter is set and is non-null then substitute word; otherwise substi- 
tute nothing. 


${parameter#pattern} 

${parameter##pattern} 
If the shell pattern matches the beginning of the value of parameter, then 
the value of this substitution is the value of the parameter with the 
matched portion deleted; otherwise the value of this parameter is substi- 
tuted. In the first form the smallest matching pattern is deleted and in the 
second form the largest matching pattern is deleted. 


${parameter%opattern} 

${parameter%%pattern} 
If the shell pattern matches the end of the value of parameter, then the 
value of this substitution is the value of the parameter with the matched 
part deleted; otherwise substitute the value of parameter. In the first form 
the smallest matching pattern is deleted and in the second form the largest 
matching pattern is deleted. 


In the above, word is not evaluated unless it is to be used as the substituted 


string, so that, in the following example, pwd is executed only if d is not set or 
is null: 


echo ${d:-$(pwd)} 


If the colon (:) is omitted from the above expressions, then the shell only 
checks whether parameter is set or not. 


The following parameters are automatically set by the shell: 

# The number of positional parameters in decimal. 

= Flags supplied to the shell on invocation or by the set command. 
? The decimal value returned by the last executed command. 


$ The process number of this shell. 
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LINENO 


OLDPWD 


OPTARG 


OPTIND 


PPID 
PWD 


RANDOM 


REPLY 


SECONDS 
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Initially, the value “_” is the absolute pathname of the shell or 
script being executed as passed in the environment. Subse- 
quently it is assigned the last argument of the previous com- 
mand. This parameter is not set for commands which are asyn- 
chronous. This parameter is also used to hold the name of the 
matching MAIL file when checking for mail. 


The process number of the last background command invoked. 


The value of errno as set by the most recent failed system call. 
This value is system dependent and is intended for debugging 
purposes. 


The line number of the current line within the script or function 
being executed. 


The previous working directory set by the cd command. 


The value of the last option argument processed by the getopts 
special command. 


The index of the last option argument processed by the getopts 
special command. 


The process number of the parent of the shell. 
The present working directory set by the cd command. 


Each time this parameter is referenced, a random integer, uni- 
formly distributed between 0 and 32767, is generated. The 
sequence of random numbers can be initialized by assigning a 
numeric value to RANDOM. 


This parameter is set by the select statement and by the read 
special command when no arguments are supplied. 


Each time this parameter is referenced, the number of seconds 
since shell invocation is returned. If this parameter is assigned a 
value, then the value returned uyon reference will be the value 
that was assigned plus the number of seconds since the assign- 
ment. 


The following parameters are used by the shell: 


CDPATH 
COLUMNS 


EDITOR 
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The search path for the cd command. 


If this variable is set, the value is used to define the width of the 
edit window for the shell edit modes and for printing select lists. 


If the value of this variable ends in emacs, gmacs, or vi and the 
VISUAL variable is not set, then the corresponding option (see 
“Special commands” -- set below) will be turned on. 
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ENV If this parameter is set, then parameter substitution is performed 
on the value to generate the pathname of the script that will be 
executed when the shell is invoked. (See “Invocation” below.) 
This file is typically used for alias and function definitions. 


FCEDIT The default editor name for the fe command. 


FPATH The search path for function definitions. This path is searched 
when a function with the -u attribute is referenced and when a 
command is not found. If an executable file is found, then it is 
read and executed in the current environment. 


HISTFILE If this parameter is set when the shell is invoked, then the value 
is the pathname of the file that will be used to store the com- 
mand history. (See “Command re-entry” below.) 


HISTSIZE If this parameter is set when the shell is invoked, then the num- 
ber of previously entered commands that are accessible by this 
shell will be greater than or equal to this number. The default is 


128. 
HOME The default argument (home directory) for the cd command. 
IFS Internal field separators, normally space, tab, and new-line, that 


are used to separate command words which result from com- 
mand or parameter substitution, and for separating words with 
the special command read. The first character of the IFS param- 
eter is used to separate arguments for the $* substitution. (See 
“Quoting” below.) 


LINES If this variable is set, the value is used to determine the column 
length for printing select lists. select lists will print vertically 
until about two-thirds of LINES lines are filled. 


MAIL If this parameter is set to the name of a mail file and the MAIL- 
PATH parameter is not set, then the shell informs the user of 
arrival of mail in the specified file. 


MAILCHECK 
This variable specifies how often (in seconds) the shell will 
check for changes in the modification time of any of the files 
specified by the MAILPATH or MAIL parameters. The default 
value is 600 seconds. When the time has elapsed the shell will 
check before issuing the next prompt. 
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MAILPATH 


PATH 


PS1 


PS2 


PS3 


PS4 


SHELL 


TMOUT 


VISUAL 
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A colon (:) separated list of file names. If this parameter is set 
then the shell informs the user of any modifications to the speci- 
fied files that have occurred within the last MAILCHECK 
seconds. Each file name can be followed by a “?” and a mes- 
sage that will be printed. The message will undergo parameter 
substitution with the parameter $_ defined as the name of the 
file that has changed. The default message is 


you have mail in $_. 


The search path for commands (see “Execution” below). The 
user may not change PATH if executing under rksh (except in 


profile). 


The value of this parameter is expanded for parameter substitu- 
tion to define the primary prompt string which by default is “$ 
” (dollar-space). The character “!” in the primary prompt string 
is replaced by the command number (see “Command re-entry” 
below). 


Secondary prompt string, by default “> ” 


Selection prompt string used within a select loop, by default “#? 


The value of this parameter is expanded for parameter substitu- 
tion and precedes each line of an execution trace. If omitted, the 
execution trace prompt is “+ ”. 


The pathname of the shell is kept in the environment. At invo- 
cation, if the basename of this variable matches the pattern 
*r*sh, then the shell becomes restricted. 


If TMOUT is set to a value greater than zero, the shell will ter- 
minate if a command is not entered within the prescribed num- 
ber of seconds after issuing the PS1 prompt. (Note that the shell 
can be compiled with a maximum bound for this value which 
cannot be exceeded.) 


If the value of this variable ends in emacs, gmacs, or vi, then the 
corresponding option (see “Special commands” below) will be 
turned on. 


The shell gives default values to PATH, PS1, PS2, MAILCHECK, TMOUT and 
IFS, while HOME, SHELL, ENV, and MAIL are not set at all by the shell 
(although HOME, MAIL, and SHELL are set by login(M)). 
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Blank interpretation 


After parameter and command substitution, the results of substitutions are 
scanned for field separator characters (those found in IFS) and split into dis- 
tinct arguments where such characters are found. 


Explicit null arguments ('" or *’) are retained. Implicit null arguments (those 
resulting from parameters that have no values) are removed. 


File name generation 


Following substitution, each command word is scanned for the characters *, ?, 
and [ unless the -f option has been set. If one of these characters appears then 
the word is regarded as a pattern. The word is replaced with lexicographi- 
cally sorted file names that match the pattern. If no file name is found that 
matches the pattern, then the word is left unchanged. When a pattern is used 
for file name generation, the character “.” at the start of a file name or 
immediately following a “/”, as well as the character “/” itself, must be 
matched explicitly. In other instances of pattern matching the “/” and “.” 
are not treated specially. 


* Matches any string, including the null string. 
? Matches any single character. 


[...] Matches any one of the enclosed characters. A pair of characters 
separated by “-” matches any character lexically between the pair, 
inclusive. If the first character following the opening "[ "is a"! " then 
any character not enclosed is matched. A “-” can be included in the 
character set by putting it as the first or last character. 


A pattern-list is a list of one or more patterns separated from each other with 
a“ |”. Composite patterns can be formed with one or more of the following: 


?(pattern-list) 
Optionally matches any one of the given patterns. 


*(pattern-list) 
Matches zero or more occurrences of the given patterns. 


+(pattern-list) 
Matches one or more occurrences of the given patterns. 


@(pattern-list) 
Matches exactly one of the given patterns. 


'(pattern-list) 
Matches anything, except one of the given patterns. 


1 February 1993 


ksh(C) 


Quoting 

Each of the specified metacharacters (See “Definitions” above) has a special 
meaning to the shell and causes termination of a word unless quoted. A char- 
acter may be quoted (that is, made to stand for itself) by preceding it with a 
backslash (\). The pair “\(Enter)” is ignored. All characters enclosed 
between a pair of single quote marks (’ ’) are quoted. A single quote cannot 
appear within single quotes. Inside double quote marks (""), parameter and 
command substitution occur and “ \” quotes the characters \, “, " and $. The 
meaning of $* and $@ is identical when not quoted or when used as a parame- 
ter assignment value or as a file name. However, when used as a command 
argument, $* is equivalent to "$1d $2d...", where d is the first character of the 
IFS parameter, whereas $@ is equivalent to "$1" "$2".... Inside grave quote 
marks (~~) \ quotes the characters \, ~, and §$. If the grave quotes occur within 
double quotes then \ also quotes the character ". 


The special meaning of reserved words or aliases can be removed by quoting 
any character of the reserved word. The recognition of function names or spe- 
cial command names listed below cannot be altered by quoting them. 


Arithmetic evaluation 


An ability to perform integer arithmetic is provided with the special com- 
mand let. Evaluations are performed using long arithmetic. Constants are of 
the form [base#]n where base is a decimal number between two and thirty-six 
representing the arithmetic base and n is a number in that base. If base is 
omitted then base 10 is used. 


An arithmetic expression uses the syntax, precedence, and associativity of 
expression of the C language. All the integral operators, other than ++, --, ?:, 
and comma (,) are supported. Named parameters can be referenced by name 
within an arithmetic expression without using the parameter substitution 
syntax. When a named parameter is referenced, its value is evaluated as an 
arithmetic expression. 


An internal integer representation of a named parameter can be specified with 
the -i option of the typeset special command. Arithmetic evaluation is per- 
formed on the value of each assignment to a named parameter with the -i 
attribute. If you do not specify an arithmetic base, the first assignment to the 
parameter determines the arithmetic base. This base is used when parameter 
substitution occurs. 


Since many of the arithmetic operators require quoting, an alternative form of 
the let command is provided. For any command which begins with a ((, all 
the characters until a matching )) are treated as a quoted expression. More 
precisely, ((...)) is equivalent to let"...". 
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Prompting 
When used interactively, the shell prompts with the value of PS1 before read- 
ing a command. If at any time a new-line is typed and further input is needed 


to complete a command, then the secondary prompt (that is, the value of PS2) 
is issued. 


Conditional expressions 


A conditional expression is used with the [[ compound command to test 
attributes of files and to compare strings. Word splitting and file name gen- 
eration are not performed on the words between [[ and ]]. Each expression 
can be constructed from one or more of the following unary or binary 
expressions: 


-a file True, if file exists. 

-b file True, if file exists and is a block special file. 

-c file True, if file exists and is a character special file. 

-d file True, if file exists and is a directory. 

-f file True, if file exists and is an ordinary file. 

-g file True, if file exists and is has its setgid bit set. 

-k file True, if file exists and is has its sticky bit set. 

-n string True, if length of string is non-zero. 

-0 option True, if option named option is on. 

-p file True, if file exists and is a fifo special file or a pipe. 

-t file True, if file exists and is readable by current process. 

-s file True, if file exists and has size greater than zero. 

-t fildes True, if file descriptor number fildes is open and associated 
with a terminal device. 

-u file True, if file exists and is has its setuid bit set. 

-w file True, if file exists and is writable by current process. 

-x file True, if file exists and is executable by current process. If 


file exists and is a directory, then the current process has 
permission to search in the directory. 


-z string True, if length of string is zero. 
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-L file 
-O file 


-G file 


file -nt file2 
file1 -ot file2 
file1 -ef file2 
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True, if file exists and is a symbolic link. 


True, if file exists and is owned by the effective user id of 
this process. 


True, if file exists and its group matches the effective group 
id of this process. 


True, if file1 exists and is newer than file2. 
True, if file1 exists and is older than file2. 


True, if file1 and file2 exist and refer to the same file. 


string = pattern True, if string matches pattern. 
string != pattern True, if string does not match pattern. 


string1 < string2 True, if string1 comes before string2 based on ASCII value 
of their characters. 


string1 > string2 True, if string1 comes after string2 based on ASCII value of 


exp] -eq exp2 
exp] -ne exp2 
exp] -lt exp2 

exp1 -gt exp2 
exp! -le exp2 
exp1 -ge exp2 


their characters. 

True, if exp1 is equal to exp2. 

True, if exp1 is not equal to exp2. 

True, if exp1 is less than exp2. 

True, if exp1 is greater than exp2. 

True, if exp1 is less than or equal to exp2. 


True, if exp1 is greater than or equal to exp2. 


In each of the above expressions, if file is of the form /dev/fd/n, where n is an 
integer, then the test is applied to the open file whose descriptor number is n. 


A compound expression can be constructed from these primitives by using 
any of the following, listed in decreasing order of precedence. 


(expression) 


! expression 


True, if expression is true. Used to group expressions. 


True if expression is false. 


expression1 && expression2 
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expression! || expression2 
True, if either expression! or expressionz2 is true. 


Spelling checker 


By default, the shell checks spelling whenever you use cd to change direc- 
tories. For example, if you change to a different directory using cd and 
misspell the directory name, the shell responds with an alternative spelling of 
an existing directory. Enter “y” and press (Return) (or just press (Return)) to 
change to the offered directory. If the offered spelling is incorrect, enter “n’, 
then retype the command line. In this example the user input is boldfaced: 

# cd /usr/spol/uucp 

/usr/spool/uucp? y 

ok 


The spell check feature is controlled by the CDSPELL environment variable. 
The default value of CDSPELL is set to the string “cdspell” whenever a ksh 
session is run. A user can change it to any value, including the null string, but 
the value is immaterial: if CDSPELL is set to any value, the spell check feature 
is engaged. 


‘To disable the spelling checker, enter the following at the ksh prompt: 


unset CDSPELL 


When the user does a set at the ksh prompt, CDSPELL is not listed if the unset 
was successful. 


Inputloutput 


Before a command is executed, its input and output may be redirected using a 
special notation interpreted by the shell. The following may appear anywhere 
in a simple-command or may precede or follow a command, and are not 
passed on to the invoked command. Command and parameter substitution 
occurs before word or digit is used, except as noted below. File name genera- 
tion occurs only if the pattern matches a single file and blank interpretation is 
not performed. 


<word Use file word as standard input (file descriptor 0). 


>word Use file word as standard output (file descriptor 1). If the file 
does not exist then it is created. If the file exists, and the 
noclobber option is on, this causes an error, otherwise, it is 
truncated to zero length. 


>| word Same as >, except that it overrides the noclobber option. 


>>word Use file word as standard output. If the file exists then output 
is appended to it (by first seeking to the end-of-file); other- 
wise, the file is created. 


<>word Open file word for reading and writing as standard input. 
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<<[-]word The shell input is read up to a line that is the same as word, or 
to an end-of-file. No parameter substitution, command sub- 
stitution or file name generation is performed on word. The 
resulting document, called a here-document, becomes the stan- 
dard input. If any character of word is quoted, then no 
interpretation is placed upon the characters of the document; 
otherwise, parameter and command substitution occurs, 
\new-line is ignored, and “\” must be used to quote the 
characters \, $, ~, and the first character of word. If “-” is 
appended to <<, then all leading tabs are stripped from word 
and from the document. 


<&digit The standard input is duplicated from file descriptor digit 
(see dup(S)). Similarly for the standard output using >&digit. 

<&- The standard input is closed. Similarly for the standard out- 
put using >&-. 

<&p The input from the co-process is moved to standard input. 

>&p The output to the co-process is moved to standard output. 


If one of the above is preceded by a digit, then the file descriptor number 
referred to is that specified by the digit (instead of the default 0 or 1). For 
example: 


... 2&1 


means file descriptor 2 is to be opened for writing as a duplicate of file 
descriptor 1. 


File descriptor 0 is standard input; 1 is standard output; 2 is standard error. 


The order in which redirections are specified is significant. The shell evalu- 
ates each redirection in terms of the file descriptor, file association at the time 
of evaluation. For example: 


... 1>fname 2>&1 


first associates file descriptor 1 with file fname. It then associates file descrip- 
tor 2 with the file associated with file descriptor 1 (that is, fname). If the order 
of redirections were reversed, file descriptor 2 would be associated with the 
terminal (assuming this was the initial state of file descriptor 1) and then file 
descriptor 1 would be associated with file fname. 


If a command is followed by “&” and job control is not active, then the 
default standard input for the command is the empty file dev/null. Otherwise, 
the environment for the execution of a command contains the file descriptors 
of the invoking shell as modified by input/output specifications. 
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Environment 


The environment (see environ(M)) is a list of name-value pairs that is passed 
to an executing process in the same way as a normal argument list. The 
names must be identifiers and the values are character strings. The shell 
interacts with the environment in several ways. On invocation, the shell scans 
the environment and creates a parameter for each name found, giving it the 
corresponding value and marking it export. Executed commands inherit the 
environment. If the user modifies the values of these parameters or creates 
new ones, using the export or typeset-x commands they become part of the 
environment. The environment seen by any executed command is thus com- 
posed of any name-value pairs originally inherited by the shell, whose values 
may be modified by the current shell, plus any additions which must be noted 
in export or typeset-x commands. 


The environment for any simple-command or function may be augmented by 
prefixing it with one or more parameter assignments. A parameter assign- 
ment argument is a word of the form identifier=value. Thus: 


TERM=wy60 cmd args 
and 
(export TERM; TERM=wy60; cmd args) 


are equivalent (as far as the above execution of cmd is concerned, except for 
commands listed with one or two daggers (t) in the “Special commands” sec- 
tion). 


If the -k flag is set, all parameter assignment arguments are placed in the 
environment, even if they occur after the command name. The following first 
prints a=b c and thenc: 

echo a=b c 

set -k 

echo a=b c 


This feature is intended for use with scripts written for early versions of the 


shell and its use in new scripts is strongly discouraged. It is likely to disap- 
pear in the future. 


Functions 


The function reserved word, described in the “Commands” section above, is 
used to define shell functions. Shell functions are read in and stored inter- 
nally. Alias names are resolved when the function is read. Functions are exe- 
cuted like commands with the arguments passed as positional parameters. 
(See “Execution” below.) 
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Functions execute in the same process as the caller and share all files and the 
present working directory with the caller. Traps caught by the caller are reset 
to their default action inside the function. A trap condition that is not caught 
or ignored by the function causes the function to terminate and the condition 
to be passed on to the caller. A trap on EXIT set inside a function is executed 
after the function completes in the environment of the caller. Ordinarily, vari- 
ables are shared between the calling program and the function. However, the 
typeset special command used within a function defines local variables 
whose scope includes the current function and all functions it calls. 


The special command return is used to return from function calls. Errors 
within functions return control to the caller. 


Function identifiers can be listed with the -f or +f option of the typeset special 
command. The text of functions will also be listed with -f. Function can be 
undefined with the -f option of the unset special command. 


Ordinarily, functions are unset when the shell executes a shell script. The -xf 
option of the typeset command allows a function to be exported to scripts 
that are executed without a separate invocation of the shell. Functions that 
need to be defined across separate invocations of the shell should be specified 
in the ENV file with the -xf option of typeset. 


Jobs 


If the monitor option of the set command is turned on, an interactive shell 
associates a “job” with each pipeline. It keeps a table of current jobs, printed 
by the jobs command, and assigns them small integer numbers. When a job is 
started asynchronously with “ &”, the shell prints a line which looks like: 


[1] 1234 


indicating that the job which was started asynchronously was job number 1 
and had one (top-level) process, whose process id was 1234. 


If you are running a job and wish to do something else you may hit the key *Z 
((Ctrl)z) which sends a STOP signal to the current job. (This is known as the 
suspend character, and is “Z by default; this can be changed in the stty susp 
line in a user's .profile file.) The shell will then normally indicate that the job 
has been ‘Stopped’, and print another prompt. You can then manipulate the 
state of this job, putting it in the background with the bg command, or run 
some other commands and then eventually bring the job back into the fore- 
ground with the foreground command fg. A “Z takes effect immediately and 
is like an interrupt in that pending output and unread input are discarded 
when it is typed. 


A job being run in the background will stop if it tries to read from the termi- 
nal. Background jobs are normally allowed to produce output, but this can be 
disabled by giving the command “stty tostop”. If you set this tty option, then 
background jobs will stop when they try to produce output like they do when 
they try to read input. 
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There are several ways to refer to jobs in the shell. A job can be referred to by 
the process id of any process of the job or by one of the following: 


Yonumber ‘The job with the given number. 


Yostring Any job whose command line begins with string. 
% ?string Any job whose command line contains string. 

% Yo Current job. 

Yo+ Equivalent to %%. 

o~ Previous job. 


The shell learns immediately whenever a process changes state. It normally 
informs you whenever a job becomes blocked so that no further progress is 
possible, but only just before it prints a prompt. This is done so that it does 
not otherwise disturb your work. 


When the monitor mode is on, each background job that completes triggers 
any trap set for CHLD. 


When you try to leave the shell while jobs are running or stopped, you will be 
warned that “You have stopped(running) jobs.” You may use the jobs com- 
mand to see what they are. If you do this or immediately try to exit again, the 
shell will not warn you a second time, and the stopped jobs will be 
terminated. 


Signals 


The INT and QUIT signals for an invoked command are ignored if the com- 
mand is followed by “ &” and the job monitor option is not active. Other- 
wise, signals have the values inherited by the shell from its parent (but see 
also the trap command below). 


Execution 


Each time a command is executed, the above substitutions are carried out. If 
the command name matches one of the “Special Commands” listed below, it 
is executed within the current shell process. Next, the command name is 
checked to see if it matches one of the user defined functions. If it does, the 
positional parameters are saved and then reset to the arguments of the func- 
tion call. When the function completes or issues a return, the positional 
parameter list is restored and any trap set on EXIT within the function is exe- 
cuted. The value of a function is the value of the last command executed. A 
function is also executed in the current shell process. If a command name is 
not a special command or a user defined function, a process is created and an 
attempt is made to execute the command via exec(S). 
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The shell parameter PATH defines the search path for the directory containing 
the command. Alternative directory names are separated by a colon (:). The 
default path is /bin:/usr/bin: (specifying /bin, /usr/bin, and the current directory 
in that order). The current directory can be specified by two or more adjacent 
colons, or by a colon at the beginning or end of the path list. If the command 
name contains a “ /” then the search path is not used. Otherwise, each direc- 
tory in the path is searched for an executable file. If the file has execute per- 
mission but is not a directory or an a.out file, it is assumed to be a file contain- 
ing shell commands. A sub-shell is spawned to read it. All non-exported 
aliases, functions, and named parameters are removed in this case. If the shell 
command file doesn’t have read permission, or if the setuid and/or setgid bits 
are set on the file, then the shell executes an agent whose job it is to set up the 
permissions and execute the shell with the shell command file passed down 
as an open file. A parenthesized command is executed in a sub-shell without 
removing non-exported quantities. 


Command re-entry 


The text of the last HISTSIZE (default 128) commands entered from a terminal 
device is saved in a history file. The file $HOME/sh_history is used if the 
HISTFILE variable is not set or is not writable. A shell can access the com- 
mands of all interactive-shells which use the same named HISTFILE. The spe- 
cial command fc is used to list or edit a portion of this file. The portion of the 
file to be edited or listed can be selected by number or by giving the first char- 
acter or characters of the command. A single command or range of com- 
mands can be specified. If you do not specify an editor program as an argu- 
ment to fc then the value of the parameter FCEDIT is used. If FCEDIT is not 
defined then /bin/ed is used. The edited command(s) is printed and re- 
executed upon leaving the editor. The editor name “-” is used to skip the 
editing phase and to re-execute the command. In this case a substitution 
parameter of the form old=new can be used to modify the command before 
execution. For example, if ris aliased to “fc -e -” then typing r bad=good c will 
re-execute the most recent command which starts with the letter “c”, replac- 
ing the first occurrence of the string bad with the string good. 


In-line editing options 

Normally, each command line entered from a terminal device is simply typed 
followed by a new-line (RETURN or LINE FEED). If the emacs, gmacs, or vi 
option is active, the user can edit the command line. To be in one of these edit 
modes set the corresponding option. An editing option is automatically 
selected each time the VISUAL or EDITOR variable is assigned a value ending 
in either of these option names. 


The editing features require that the user’s terminal accept RETURN as car- 
riage return without line feed and that a space () must overwrite the current 
character on the screen. ADM terminal users should set the “space - advance” 
switch to ‘space’. Hewlett-Packard series 2621 terminal users should set the 
straps to ‘bcGHxZ etX’. 
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The editing modes implement a concept where the user is looking through a 
window at the current line. The window width is the value of COLUMNS if it 
is defined, otherwise 80. If the line is longer than the window width minus 
two, a mark is displayed at the end of the window to notify the user. As the 
cursor moves and reaches the window boundaries the window will be cen- 
tered about the cursor. The mark is a “ >” (<, *) if the line extends on the right 
(left, both) side(s) of the window. 


The search commands in each edit mode provide access to the history file. 
Only strings are matched, not patterns, although a leading “*” in the string re- 
stricts the match to begin at the first character in the line. 


Emacs editing mode 


This mode is entered by enabling either the emacs or gmacs option. The only 
difference between these two modes is the way they handle “T. To edit, the 
user moves the cursor to the point needing correction and then inserts or 
deletes characters or words as needed. All the editing commands are control 
characters or escape sequences. The notation for control characters is caret (*) 
followed by the character. For example, “F is the notation for control F. This 
is entered by depressing ‘f’ while holding down the (Ctrl) (control) key. The 
(Shift) key is not depressed. (The notation *? indicates the (Del) (delete) key.) 


The notation for escape sequences is M- followed by a character. For exam- 
ple, M-f (pronounced Meta f) is entered by depressing (Esc) (ASCII 033) fol- 
lowed by ‘f’. (M-F would be the notation for (Esc) followed by (Shift) (capital) 
‘F’.) 


All edit commands operate from any place on the line (not just at the begin- 
ning). Neither the (Return) nor the (Line Feed) key is entered after edit com- 
mands except when noted. 


“F Move cursor forward (right) one character. 


M-f Move cursor forward one word. (The emacs editor's idea of a 
word is a string of characters consisting of only letters, digits and 
underscores.) 


“B Move cursor backward (left) one character. 

M-b Move cursor backward one word. 

“A Move cursor to start of line. 

“E Move cursor to end of line. 

“|Ichar Move cursor forward to character char on current line. 


M-‘*]Jchar Move cursor back to character char on current line. 


“X"X Interchange the cursor and mark. 
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“Y 

“L 

“@ 
M-space 
J 

*M 
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(User defined erase character as defined by the stty(C) command, 
usually *H or #.) Delete previous character. 


Delete current character. 

Delete current word. 

(Meta-backspace) Delete previous word. 
Delete previous word. 


(Meta-DEL) Delete previous word (if your interrupt character is “? 
(DEL, the default) then this command will not work). 


Transpose current character with next character in emacs mode. 
Transpose two previous characters in gmacs mode. 


Capitalize current character. 

Capitalize current word. 

Change the current word to lower case. 

Delete from the cursor to the end of the line. If preceded by a 
numerical parameter whose value is less than the current cursor 
position, then delete from given position up to the cursor. If pre- 
ceded by a numerical parameter whose value is greater than the 
current cursor position, then delete from cursor up to given cursor 
position. 

Kill from the cursor to the mark. 

Push the region from the cursor to the mark on the stack. 

(User defined kill character as defined by the stty command, usu- 
ally “U or @.) Kill the entire current line. If two kill characters are 
entered in succession, all kill characters from then on cause a line 
feed (useful when using paper terminals). 

Restore last item removed from line. (Yank item back to the line.) 
Line feed and print current line. 

(Null character) Set mark. 

(Meta space) Set mark. 


(New line) Execute the current line. 


(Return) Execute the current line. 
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eof 
[Pp 


M-< 


M-> 
“N 


“Rstring 


*O 


M-digits 


M-letter 


M-]letter 


End-of-file character, normally “D, is processed as an End-of-file : 
only if the current line is null. 


Fetch previous command. Each time “P is entered the previous ; 
command back in time is accessed. Moves back one line when not { 
on the first line of a multi-line command. 


Fetch the least recent (oldest) history line. 
Fetch the most recent (youngest) history line. 


Fetch next command line. Each time “N is entered the next com- 
mand line forward in time is accessed. 


Reverse search history for a previous command line containing 
string. If a parameter of zero is given, the search is forward. 
string is terminated by a RETURN or NEW LINE. If string is pre- 
ceded by a “*”, the matched line must begin with string. If string 
is omitted, then the next command line containing the most recent 
string is accessed. In this case a parameter of zero reverses the 
direction of the search. 


Operate — Execute the current line and fetch the next line relative 
to current line from the history file. 


(Escape) Define numeric parameter, the digits are taken as a 
parameter to the next command. The commands that accept a 
parameter are “F, “B, erase, “C, “D, “K, ‘R, “P, “N, “], M-., M-], M-_ 
M-b, M-c, M-d, M-f, M-h, M-l and M-"H. 


Soft-key — Your alias list is searched for an alias by the name 
_letter and if an alias of this name is defined, its value will be 
inserted on the input queue. The letter must not be one of the 
above meta-functions. 


Soft-key — Your alias list is searched for an alias by the name 
__letter (two underscores precede letter) and if an alias of this 
name is defined, its value will be inserted on the input queue. This 
can be used to program function keys on many terminals. 


The last word of the previous command is inserted on the line. If 
preceded by a numeric parameter, the value of this parameter 
determines which word to insert rather than the last word. 


Same as M-.. 


Attempt file name generation on the current word. An asterisk is 
appended if the word doesn’t match any file or contain any special 
pattern characters. 
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M-ESC File name completion. The current word is treated as a root to 
which an asterisk is appended. A search is conducted for files 
matching the current word. The first match found then replaces 
the current word. Subsequent matches are obtained by repeating 
the M-ESC keystroke. If the match is both unique and a directory, 
a“ /” is appended to it. If it is unique but not a directory, a space 
is appended to it. 


M-= List files matching current word pattern if an asterisk were 
appended. 

“U Multiply parameter of next command by 4. 

\ Escape next character. Editing characters, the user’s erase, kill and 


interrupt (normally *?) characters may be entered in a command 
line or in a search string if preceded by a“ \”. The “ \” removes 
the next character's editing features (if any). 


“V Display version of the shell. 


M-# Insert a “ #” at the beginning of the line and execute it. This causes 
a comment to be inserted in the history file. 


Vi editing mode 

There are two typing modes. Initially, when you enter a command you are in 
the input mode. To edit, the user enters control mode by typing (Esc) (ASCII 
033) and moves the cursor to the point needing correction and then inserts or 
deletes characters or words as needed. Most control commands accept an 
optional repeat count prior to the command. 


When in vi mode on most systems, canonical processing is initially enabled 
and the command will be echoed again if the speed is 1200 baud or greater 
and it contains any control characters or less than one second has elapsed 
since the prompt was printed. The (Esc) character terminates canonical pro- 
cessing for the remainder of the command and the user can then modify the 
command line. This scheme has the advantages of canonical processing with 
the type-ahead echoing of raw mode. 


If the option viraw is also set, the terminal will always have canonical pro- 
cessing disabled. This may be helpful for certain terminals. 


Input edit commands 
By default the editor is in input mode. 


erase (User defined erase character as defined by the stty command, 
usually “H or #.) Delete previous character. 


“W Delete the previous blank separated word. 
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“‘D Terminate the shell. 

“Vv Escape next character. Editing characters, the user’s erase or kill 
characters may be entered in a command line or in a search string 
if preceded by a “V. The “V removes the next character's editing 
features (if any). 


\ Escape the next erase or kill character. 


Motion edit commands 
These commands will move the cursor. 


[count] Cursor forward (right) one character. 

[count}w Cursor forward one alpha-numeric word. 
[count)W Cursor to the beginning of the next word that follows a blank. 
[count]e Cursor to end of word. 

[count]E Cursor to end of the current blank delimited word. 
{[count]h Cursor backward (left) one character. 

[count]b Cursor backward one word. 

[count]B Cursor to preceding blank separated word. 
[count]| Cursor to column count. 

{count|fc Find the next character c in the current line. 
[count]Fc Find the previous character c in the current line. 
[count]tc Equivalent to f followed by h. 

[count]Tc Equivalent to F followed by I. 


[count]; | Repeats count times, the last single character find command, f, F, t, 
or T. 


[count], _ Reverses the last single character find command count times. 
0 Cursor to start of line. 


Cursor to first non-blank character in line. 


$ Cursor to end of line. 
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Search edit commands 
These commands access your command history. 


[count|k 


[count]- 


[count}j 


[count]+ 


[count|G 


Istring 


2string 


Fetch previous command. Each time k is entered the previous 
command back in time is accessed. 


Equivalent to k. 


Fetch next command. Each time j is entered the next command 
forward in time is accessed. 


Equivalent to j. 


The command number count is fetched. The default is the least 
recent history command. 


Search backward through history for a previous command con- 
taining string. string is terminated by a RETURN or NEW LINE. If 
string is preceded by a “*”, the matched line must begin with 
string. If string is null the previous string will be used. 


“l ju" 


Same as “ /” except that search will be in the forward direction. 
Search for next match of the last pattern to “ /” or “?” commands. 
Search for next match of the last pattern to “/” or “?”, but in 


reverse direction. Search history for the string entered by the pre- 
vious “ /” command. 


Text modification edit commands 
These commands will modify the line. 


a Enter input mode and enter text after the current character. 

A Append text to the end of the line. Equivalent to $a. 

[count|cmotion 

c{count|motion 
Delete current character through the character that motion would 
move the cursor to and enter input mode. If motion is “c”, the 
entire line will be deleted and input mode entered. 

C Delete the current character through the end of line and enter 
input mode. Equivalent to c§. 

S Equivalent to cc. 

D 
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Delete the current character through the end of line. Equivalent to 
d$. 
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[count|dmotion 
d[count]motion 


i 

I 
[count]P 
[count]p 
R 


[count]rc 


[count]x 
[count|X 
[count]. 


[count] 


{count]_ 


Delete current character through the character that motion would 
move to. If motion is “ d”, the entire line will be deleted. 


Enter input mode and insert text before the current character. 
Insert text before the beginning of the line. Equivalent to 0i. 
Place the previous text modification before the cursor. 

Place the previous text modification after the cursor. 


Enter input mode and replace characters on the screen with char- 
acters you type overlay fashion. 


Replace the count character(s) starting at the current cursor posi- 
tion with c, and advance the cursor. 


Delete current character. 
Delete preceding character. 
Repeat the previous text modification command. 


Invert the case of the count character(s) starting at the current cur- 
sor position and advance the cursor. 


Causes the count word of the previous command to be appended 
and input mode entered. The last word is used if count is omitted. 


Causes a “*” to be appended to the current word and file name 
generation attempted. If no match is found, it rings the bell. Oth- 
erwise, the word is replaced by the matching pattern and input 
mode is entered. 


Filename completion. Replaces the current word with the longest 
common prefix of all filenames matching the current word with an 
asterisk appended. If the match is unique, a “ /” is appended if 
the file is a directory and a space is appended if the file is not a 
directory. 


Other edit commands 


[count]ymotion 
ylcount|motion 
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Yank current character through character that motion would move 
the cursor to and puts them into the delete buffer. The text and 
cursor are unchanged. 
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u 
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[count]v 
“L 

‘J 

“M 

# 


@letter 
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Yanks from current position to end of line. Equivalent to y$. 
Undo the last text modifying command. 
Undo all the text modifying commands performed on the line. 


Returns the command fc -e ${VISUAL:-${EDITOR:-vi}} count in the 
input buffer. If count is omitted, then the current line is used. 


Line feed and print current line. Has effect only in control mode. 
(New line) Execute the current line, regardless of mode. 

(Return) Execute the current line, regardless of mode. 

Sends the line after inserting a “#” in front of the line. Useful for 
causing the current line to be inserted in the history without being 


executed. 


List the file names that match the current word if an asterisk were 
appended to it. 


Your alias list is searched for an alias by the name _letter and if an 
alias of this name is defined, its value will be inserted on the input 
queue for processing. 


Special commands 


The following simple-commands are executed in the shell process. 
Input/output redirection is permitted. Unless otherwise indicated, the output 
is written on file descriptor 1 and the exit status, when there is no syntax 
error, is zero. Commands that are preceded by one or two t’s are treated spe- 
cially in the following ways: 


1. Parameter assignment lists preceding the command remain in effect when 
the command completes. 


2. I/O redirections are processed after parameter assignments. 


3. Errors cause a script that contains them to abort. 


Words, following a command preceded by tt that are in the format of a 
parameter assignment, are expanded with the same rules as a parameter 
assignment. This means that tilde substitution is performed after the “=” 
sign and word splitting and file name generation are not performed. 


t:[ arg... ] 
The command only expands parameters. 


+ 
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Read the complete file then execute the commands. The syntax for this is 
dot-space-file followed by optional arguments. The commands are exe- 
cuted in the current shell environment. The search path specified by PATH 
is used to find the directory containing file. If any arguments arg are 
given, they become the positional parameters. Otherwise the positional 
parameters are unchanged. The exit status is the exit status of the last 
command executed. 


tt alias [ -tx |] [name [=value]]... 


alias with no arguments prints the list of aliases in the form name=value 
on standard output. An alias is defined for each name whose value is 
given. A trailing space in value causes the next word to be checked for 
alias substitution. The -t flag is used to set and list tracked aliases. The 
value of a tracked alias is the full pathname corresponding to the given 
name. The value becomes undefined when the value of PATH is reset but 
the aliases remained tracked. Without the -t flag, for each name in the 
argument list for which no value is given, the name and value of the alias 
is printed. The -x flag is used to set or print exported aliases. An exported 
alias is defined for scripts invoked by name. The exit status is non-zero if 
a name is given, but no value, for which no alias has been defined. 


bg [job...] 


This command is only on systems that support job control. Puts each 
specified job into the background. The current job is put in the back- 
ground if job is not specified. See “Jobs” for a description of the format of 
job. 


t break [ n | 


Exit from the enclosing for, while, until, or select loop, if any. If n is speci- 
fied then break n levels. 


t continue [ 7 | 


Resume the next iteration of the enclosing for, while, until, or select loop. 
If n is specified then resume at the n-th enclosing loop. 
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cd [{ -LP ] [ arg ] 

cd [ -LP ] old new 
This command can be in either of two forms. In the first form it changes 
the current directory to arg. If arg is “-” the directory is changed to the 
previous directory. If no arg is specified, the shell parameter HOME is 
used as a default arg. The parameter PWD is set to the current directory. 
The shell parameter CDPATH defines the search path for the directory con- 
taining arg. Alternative directory names are separated by a colon (:). The 
default path is <null> (specifying the current directory). Note that the 
current directory is specified by a null path name, which can appear 
immediately after the equal sign or between the colon delimiters anywhere 
else in the path list. If arg begins with a “ /” then the search path is not 
used. Otherwise, each directory in the path is searched for arg. 


The second form of cd substitutes the string new for the string old in the 
current directory name, PWD, and tries to change to this new directory. 


The -L and -P flags are relevant to systems with symbolic links. The 
default, -L, preserves logical naming, so that cd -L .. will move up one 
component towards the root. The physical option, -P, uses a physical 
model for paths. Thus, if /usr/include/sys is a symbolic link to the directory 
/sys/n, then after cd /usr/include/sys, a cd .. would make the current direc- 
tory /usr/include, while a cd -P .. would make it sys. 


The cd command may not be executed by rksh. 


echo [ arg... ] 
See echo(C) for usage and description. 


t eval [ arg... ] 
The arguments are read as input to the shell and the resulting command(s) 
executed. 


t exec [ arg... ] 

If arg is given, the command specified by the arguments is executed in 
place of this shell without creating a new process. Input/output argu- 
ments may appear and affect the current process. If no arguments are 
given the effect of this command is to modify file descriptors as prescribed 
by the input/output redirection list. In this case, any file descriptor num- 
bers greater than 2 that are opened with this mechanism are closed when 
invoking another program. 


t exit [n ] 
Causes the shell to exit with the exit status specified by n. If n is omitted 
then the exit status is that of the last command executed. An end-of-file 
will also cause the shell to exit except for a shell which has the ignoreeof 
option (see “set” below) turned on. 


tt export [ name [= value ]]... 
The given names are marked for automatic export to the environment of 
subsequently-executed commands. 
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fc [-e ename |{-nlr][ first [ last ] ] 
fc -e - [ old=new | [ command | 


In the first form, a range of commands from first to last is selected from 
the last HISTSIZE commands that were typed at the terminal. The argu- 
ments first and last may be specified as a number or as a string. A string is 
used to locate the most recent command that starts with that string. A 
negative number is used as an offset to the current command number. If 
the flag -1, is selected, the commands are listed on standard output. Other- 
wise, the editor program ename is invoked on a file containing these key- 
board commands. If ename is not supplied, then the value of the parame- 
ter FCEDIT (default /bin/ed) is used as the editor. When editing is com- 
plete, the edited command(s) is executed. If last is not specified then it 
will be set to first. If first is not specified the default is the previous com- 
mand for editing and -16 for listing. 


The flag -r reverses the order of the commands and the flag -n suppresses 
command numbers when listing. In the second form the command is re- 
executed after the substitution old=new is performed. 


fg [ job... ] 


This command is only on systems that support job control. Each job speci- 
fied is brought to the foreground. Otherwise, the current job is brought 
into the foreground. See “Jobs” for a description of the format of job. 


getopts optstring name [ arg... | 


Checks arg for legal options. If arg is omitted, the positional parameters 
are used. An option argument begins with a “+” ora“-”. An option not 
beginning with “+” or “-” or the special argument “ --” ends the options. 
optstring contains the letters that getopts recognizes. Ifa letter is followed 


by a“:”, that option is expected to have an argument. The options can be 
separated from the argument by blanks. 


getopts places the next option letter it finds inside variable name each time 
it is invoked with a “+” prepended when arg begins with a “+”. The 
index of the next arg is stored in OPTIND. The option argument, if any, 
gets stored in OPTARG. 


A leading “:” in optstring causes getopts to store the letter of an invalid 
option in OPTARG, and to set name to “?” for an unknown option and to 
“:” when a required option is missing. Otherwise, getopts prints an error 
message. The exit status is non-zero when there are no more options. 


jobs [-Inp ][ job... ] 


Lists information about each given job, or all active jobs if job is omitted. 
The -I flag lists process ids in addition to the normal information. The -n 
flag only displays jobs that have stopped or exited since last notified. The 
-p flag causes only the process group to be listed. See “Jobs” for a descrip- 
tion of the format of job. 
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kill [ -sig ] job... 
kill -1 


Sends either the TERM (terminate) signal or the specified signal to the 
specified jobs or processes. Signals are either given by number or by 
names (as given in /usr/include/signal.h, stripped of the prefix “SIG”). If the 
signal being sent is TERM (terminate) or HUP (hangup), then the job or 
process will be sent a CONT (continue) signal if it is stopped. The argu- 
ment job can specify the process id of a process that is not a member of 
one of the active jobs. See “Jobs” for a description of the format of job. In 
the second form, kill -1, the signal numbers and names are listed. 


let arg... 


Each arg is a separate arithmetic expression to be evaluated. See “Arith- 
metic evaluation” above, for a description of arithmetic expression evalua- 
tion. 


The exit status is 0 if the value of the last expression is non-zero, and 1 
otherwise. 


t+ newgrp [ arg... ] 


Equivalent to exec /bin/newgrp arg.... 


print [ -Rnprsu[z } ] [ arg... ] 


The shell output mechanism. With no flags or with flag “-” or “--” the 
arguments are printed on standard output as described by echo(C). In raw 
mode, -R or -r, the escape conventions of echo are ignored. The -R option 
will print all subsequent arguments and options other than -n. The -p 
option causes the arguments to be written onto the pipe of the process 
spawned with |& instead of standard output. The -s option causes the 
arguments to be written onto the history file instead of standard output. 
The -u flag can be used to specify a one-digit file descriptor unit number n 
on which the output will be placed. The default is 1. If the flag -n is used, 
no new-line is added to the output. 


pwd [-LP ] 


Equivalent to print -r - $PWD 


The -L and -P flags are relevant only on systems with symbolic links. The 
default, -L, uses a logical model, while -P uses a physical model, for paths. 
Thus, if /usr/include/sys is a symbolic link to the directory /ys/h, then 
is ee pwd;pwd-P will print /usr/include/sys, followed by 
Sys/n. 


read [ -prsu[n]][name?prompt][ name... ] 
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The shell input mechanism. One line is read and is broken up into fields 
using the characters in IFS as separators. In raw mode, -r, a “ \” at the end 
of a line does not signify line continuation. The first field is assigned to the 
first name, the second field to the second name, etc., with leftover fields 
assigned to the last name. The -p option causes the input line to be taken 
from the input pipe of a process spawned by the shell using | &. If the -s 
flag is present, the input will be saved as a command in the history file. 
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The flag -u can be used to specify a one digit file descriptor unit to read 
from. The file descriptor can be opened with the exec special command. 
The default value of n is 0. If name is omitted then REPLY is used as the 
default name. The exit status is 0 unless an end-of-file is encountered. An 
end-of-file with the -p option causes cleanup for this process so that 
another can be spawned. If the first argument contains a “?”, the 
remainder of this word is used as a prompt on standard error when the 
shell is interactive. The exit status is 0 unless an end-of-file is encountered. 


tt readonly [ name [= value }]... 
The given names are marked readonly and these names cannot be changed 
by subsequent assignment. 


t return [ 7 | 


Causes a shell function to return to the invoking script with the return 
status specified by n. If n is omitted then the return status is that of the 
last command executed. If return is invoked while not in a function or a 


“et 


° 


script, then it is the same as an exit. 


set [ taefhkmnopstuvx ] [ to option ]...[+A name | [ arg... ] 
The flags for this command have meaning as follows: 


-A 


-a 


-e 


-m 


-n 


-O 


Array assignment. Unset the variable name and assign values 
sequentially from the list arg. If +A is used, the variable name is 
not unset first. 


All subsequent parameters that are defined are automatically 
exported. 


If a command has a non-zero exit status, execute the ERR trap, if 
set, and exit. This mode is disabled while reading profiles. 


Disables file name generation. 
Each command becomes a tracked alias when first encountered. 


All parameter assignment arguments are placed in the environ- 
ment for a command, not just those that precede the command 
name. 


Background jobs will run in a separate process group and a line 
will print upon completion. The exit status of background jobs is 
reported in a completion message. On systems with job control, 
this flag is turned on automatically for interactive shells. 


Read commands and check them for syntax errors, but do not 
execute them. Ignored for interactive shells. 


List all option settings. 
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The argument following -o can be one of the following option 


names: 
allexport 
errexit 


bgnice 


emacs 


gmacs 


ignoreeof 


keyword 


markdirs 


monitor 


noclobber 


noexec 
noglob 
nolog 


nounset 


Same as -a. 
Same as -e. 


All background jobs are run at a lower priority. 
This is the default mode. 


Puts you in an emacs style in-line editor for com- 
mand entry. 


Puts you in a gmacs style in-line editor for com- 
mand entry. 


The shell will not exit on end-of-file. The command 
exit must be used. 


Same as -k. 


All directory names resulting from file name gen- 
eration have a trailing “ /” appended. 


Same as -m. 

Prevents output redirection (>) from truncating 
existing files. Require >| to truncate a file when 
turned on. 

Same as -n. 

Same as -f. 


Do not save function definitions in history file. 


Same as -u. 


privileged Same as -p. 


trackall 
verbose 


vi 


Same as -h. 
Same as -v. 
Puts you in insert mode of a vi style in-line editor 


until you hit escape character 033. This puts you in 
move mode. A return sends the line. 
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“p 


-V 


-X 


Using “+” rather than 


viraw Each character is processed as it is typed in vi 
mode. 
xtrace Same as -x. 


If no option name is supplied then the current option settings are 
printed. 


Disables processing of the $HOME/.profile file and uses the file 
/etc/suid_profile instead of the ENV file. This mode is on whenever 
the effective uid (gid) is not equal to the real uid (gid). Turning 
this off causes the effective uid and gid to be set to the real uid 
and gid. 

Sort the positional parameters lexicographically. 

Exit after reading and executing one command. 

Treat unset parameters as an error when substituting. 

Print shell input lines as they are read. 

Print commands and their arguments as they are executed. 

Turns off -x and -v flags and stops examining arguments for flags. 
Do not change any of the flags; useful in setting $1 to a value 


beginning with “-”. If no arguments follow this flag then the 
positional parameters are unset. 


“ n” 


causes these flags to be turned off. These flags 


can also be used upon invocation of the shell. The current set of flags may 
be found in $-. Unless -A is specified, the remaining arguments are posi- 
tional parameters and are assigned, in order, to $1 $2 .... If no arguments 
are given then the names and values of all named parameters are printed 
on the standard output. If the only argument is “+”, the names of all 
named parameters are printed. 


t shift [ 1 | 


The positional parameters from $n+1... are renamed 1..., default n is 1. 
The parameter n can be any arithmetic expression that evaluates to a non- 
negative number less than or equal to $#. 


+ times 


Print the accumulated user and system times for the shell and for pro- 
cesses run from the shell. 
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t trap [ arg] [ sig]... 


arg is a command to be read and executed when the shell receives signal(s) 
sig. (Note that arg is scanned once when the trap is set and once when the 
trap is taken.) Each sig can be given as a number or as the name of the sig- 
nal. Trap commands are executed in order of signal number. Any attempt 
to set a trap on a signal that was ignored on entry to the current shell is 
ineffective. If arg is omitted or is “-”, then all trap(s) sig are reset to their 
original values. If arg is the null string then this signal is ignored by the 
shell and by the commands it invokes. If sig is ERR then arg will be exe- 
cuted whenever a command has a non-zero exit status. If sig is DEBUG 
then arg will be executed after each command. If sig is 0 or EXIT and the 
trap statement is executed inside the body of a function, then the com- 
mand arg is executed after the function completes. If sig is 0 or EXIT for a 
trap set outside any function then the command arg is executed on exit 
from the shell. The trap command with no arguments prints a list of com- 
mands associated with each signal number. 


tt typeset [+HLRZfilrtux[n] ] [ name[ =value]]... 
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Sets attributes and values for shell parameters. When invoked inside a 
function, a new instance of the parameter name is created. The parameter 
value and type are restored when the function completes. The following 
list of attributes may be specified: 


-H_ This flag provides UNIX system to host-name file mapping on non- 
UNIX system machines. 


-L_ Left justify and remove leading blanks from value. If n is non-zero it 
defines the width of the field; otherwise it is determined by the width 
of the value of first assignment. When the parameter is assigned to, it 
is filled on the right with blanks or truncated, if necessary, to fit into 
the field. Leading zeros are removed if the -Z flag is also set. The -R 
flag is turned off. 


-R_ Right justify and fill with leading blanks. If 1 is non-zero it defines the 
width of the field; otherwise it is determined by the width of the value 
of first assignment. The field is left filled with blanks or truncated 
from the end if the parameter is reassigned. The -L flag is turned off. 


-Z Right justify and fill with leading zeros if the first non-blank character 
is a digit and the -L flag has not been set. If is non-zero it defines the 
width of the field; otherwise it is determined by the width of the value 
of first assignment. 


-f The names refer to function names rather than parameter names. No 
assignments can be made and the only other valid flags are -t, -u and 
-x. The flag -t turns on execution tracing for this function. The flag -u 
causes this function to be marked as undefined. The FPATH variable 
will be searched to find the function definition when the function is 
referenced. The flag -x allows the function definition to remain in 
effect across shell procedures invoked by name. 
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-i_ Parameter is an integer. This makes arithmetic faster. If n is non-zero 
it defines the output arithmetic base; otherwise the first assignment 
determines the output base. 


-| All upper-case characters converted to lower-case. The upper-case 
flag, -u is turned off. 


-r_ The given names are marked read only and these names cannot be 
changed by subsequent assignment. 


-t Tags the named parameters. Tags are user definable and have no spe- 
cial meaning to the shell. 


-u_ All lower-case characters are converted to upper-case characters. The 
lower-case flag, -1, is turned off. 


-x_ The given names are marked for automatic export to the environment 
of subsequently-executed commands. 


Using “+” rather than “-” causes these flags to be turned off. If no name 
arguments are given but flags are specified, a list of names (and optionally 
the values) of the parameters which have these flags set is printed. (Using 
“+” rather than “-” keeps the values from being printed.) If no names and 
flags are given, the names and attributes of all parameters are printed. 


ulimit [ -HS ] [ limit ] 


Set or display a resource limit. The number of 512-byte blocks on files 
written by child processes (files of any size may be read). The limit is set 
when limit is specified. The value of limit can be a number or the value 
unlimited. The -H and -S flags specify whether the hard limit or the soft 
limit is set. A hard limit cannot be increased once it is set. A soft limit can 
be increased up to the value of the hard limit. If neither the -H or -S option 
is specified, the limit applies to both. The current limit is printed when 
limit is omitted. In this case the soft limit is printed unless -H is specified. 


umask [ mask |] 


The user file-creation mask is set to mask (see umask). mask can either be 
an octal number or a symbolic value as described in chmod(C). If a sym- 
bolic value is given, the new umask value is the complement of the result 
of applying mask to the complement of the previous umask value. If 
mask is omitted, the current value of the mask is printed. 


unalias name... 


The parameters given by the list of names are removed from the alias list. 
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unset [ -f | name... 
The parameters given by the list of names are unassigned, that is, their 
values and attributes are erased. Readonly variables cannot be unset. If 
the flag, -f, is set, then the names refer to function names. Unsetting 
ERRNO, LINENO, MAILCHECK, OPTARG, OPTIND, RANDOM, SECONDS, 
TMOUT, and “_” removes their special meaning even if they are subse- 
quently assigned to. 


t wait [ job | 
Wait for the specified job and report its termination status. If job is not 
given then all currently active child processes are waited for. The exit 
status from this command is that of the process waited for. See “Jobs” for 
a description of the format of job. 


whence [ -pv ] name... 
For each name, indicate how it would be interpreted if used as a command 
name. 


The flag, -v, produces a more verbose report. 


The flag, -p, does a path search for name even if name is an alias, a func- 
tion, or a reserved word. 


Invocation 


If the shell is invoked by exec(S), and the first character of argument zero ($0) 
is “-”, then the shell is assumed to be a login shell and commands are read 
from /etc/profile and then from either .profile in the current directory or 
$HOME/. profile, if either file exists. Next, commands are read from the file 
named by performing parameter substitution on the value of the environment 
parameter ENV if the file exists. If the -s flag is not present and arg is, then a 
path search is performed on the first arg to determine the name of the script to 
execute. The script arg must have read permission and any setuid and setgid 
settings will be ignored. Commands are then read as described below; the fol- 
lowing flags are interpreted by the shell when it is invoked: 
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-c string If the -c flag is present then commands are read from string. 


-S If the -s flag is present or if no arguments remain then commands 
are read from the standard input. Shell output, except for the out- 
put of the special commands listed above, is written to file 
descriptor 2. 


-i If the -i flag is present or if the shell input and output are attached 
to a terminal (as told by ioctl(S)) then this shell is interactive. In 
this case TERM is ignored (so that kill 0 does not kill an interactive 
shell) and INTR is caught and ignored (so that wait is interrupti- 
ble). In all cases, QUIT is ignored by the shell. 


-r If the -r flag is present the shell is a restricted shell. 


The remaining flags and arguments are described under the set command 
above. 


rksh only 


rksh is used to set up login names and execution environments whose capa- 
bilities are more controlled than those of the standard shell. The actions of 
rksh are identical to those of ksh, except that the following are disallowed: 


changing directory (see cd(C)), 

setting the value of SHELL, ENV, or PATH, 
specifying path or command names containing “ /”, 
redirecting output (>, >|, <>, and >>). 


The restrictions above are enforced after .profile and the ENV files are 
interpreted. 


When a command to be executed is found to be a shell procedure, rksh 
invokes ksh to execute it. Thus, it is possible to provide shell procedures to 
the end-user that have access to the full power of the standard shell, while 
imposing a limited menu of commands; this scheme assumes that the end- 
user does not have write and execute permissions in the same directory. 


The net effect of these rules is that the writer of the .profile has complete con- 
trol over user actions, by performing guaranteed setup actions and leaving the 
user in an appropriate directory (probably not the login directory). 


The system administrator often sets up a directory of commands (for exam- 
ple, /usr/rbin) that can be safely invoked by rksh. There is also a restricted edi- 
tor, red. 


Note that simply setting a user's login shell to rksh does not make their 


account “safe”. Some thought and care must be put into creating a properly 
restricted environment. 
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Diagnostics 


Errors detected by the shell, such as syntax errors, cause the shell to return a 
non-zero exit status. Otherwise, the shell returns the exit status of the last 
command executed (see also the exit command above). If the shell is being 
used non-interactively then execution of the shell file is abandoned. Run-time 
errors detected by the shell are reported by printing the command or function 
name and the error condition. If the line number that the error occurred on is 
greater than one, then the line number is also printed in square brackets ({ ]) 
after the command or function name. 


Limitations 


Files 


See also 


If a command which is a tracked alias is executed, and then a command with 
the same name is installed in a directory in the search path before the direc- 
tory where the original command was found, the shell will continue to exec 
the original command. Use the -t option of the alias command to correct this 
situation. 


“aw 


Some very old shell scripts contain a 
(|). 


Using the fc built-in command within a compound command will cause the 
whole command to disappear from the history file. 


as a synonym for the pipe character 


The built-in command . file reads the whole file before any commands are 
executed. Therefore, alias and unalias commands in the file will not apply to 
any functions defined in the file. 


Traps are not processed while a job is waiting for a foreground process. Thus, 
a trap on CHLD won't be executed until the foreground job terminates. 


/etc/passwd 
/etc/profile 
/etc/suid_profile 
$HOME/ profile 
/tmp/sh* 
/devfnull 


cat(C), cd(C), chmod(C), cut(C), echo(C), env(C), In(C), newgrp(C), paste(C), 
stty(C), test(C), umask(C), vi(C), dup(S), exec(S), fork(S), ioctl(S), lseek(S), 
pipe(S), signal(S), umask(S), ulimit(S), wait(S), rand(S), a.out(FP), profile(M), 
environ(M) 


The chapter entitled “The Korn Shell” in the SCO UNIX User's Guide. 
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last 


indicate last logins of users and teletypes 


Syntax 
last [ -h ] [-n limit ] [ -t tty ] [-w wtmpfile | [ name | 
Description 
The last command checks the wtmp file, which records all logins and logouts 
for information about a user, a tty line or any group of users and lines. The 
argument name specifies a user name and/or tty line. 
The command last -t 01 root would list all root sessions as well as all sessions 
on /dev/tty01. last prints the sessions of the specified users and ttys, including 
login name, the line used, the device name, the process ID, plus start time and 
elapsed time. 
last with no arguments prints a record of all logins and logouts, in reverse 
chronological order. 
The options behave as follows: 
-h no header. 
-n limit 
limits the report to n lines. 
-t line 
specifies the tty. 
-w witmpfile 
uses wtmpfile instead of /etchvtmp. Note that this file must have the same 
format as /etcfwtmp. 
Files 
/etcfwtmp login database 
See also 


acct(FP), acctcom(ADM), accton(ADM), finger(C), utmp(F) 


Standards conformance 


last is not part of any currently supported standard; it is an extension of AT&T 
System V provided by The Santa Cruz Operation, Inc. 
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layers 


layer multiplexer for windowing terminals 


Syntax 


layers [-s ][-t][-d] [-p][-f file ] | layersys-prgm J 
Description 


The layers command manages asynchronous windows (see layers(M)) on a 
windowing terminal. On invocation, layers finds an unused xt(HW) channel 
group and associates it with the terminal line on its standard output. It then 
waits for commands from the terminal. 


To use layers, you must have configured the xt driver. This is done using the 
mkdev layers script. For more information, see mkdev(ADM). 


Command-line options: 


-s Reports protocol statistics on standard error at the end of the session after 
you exit from layers. The statistics may be printed during a session by 
invoking the program xts(ADM). 


-t Turns on xt(HW) driver packet tracing, and produces a trace dump on 
standard error at the end of the session after you exit from layers. The 
trace dump may be printed during a session by invoking the program 
xtt(ADM). 


-d Ifa firmware patch has been downloaded, prints out the sizes of the text, 
data, and bss portions of the firmware patch on standard error. 


-p Ifa firmware patch has been downloaded, prints the downloading proto- 
col statistics and a trace on standard error. 


-f file 
Starts layers with an initial configuration specified by file. Each line of the 
file represents a layer to be created, and has the following format: 


origin_x origin_y corner_x corner_y command_list 


The coordinates specify the size and position of the layer on the screen in 
the terminal’s coordinate system. If all four are 0, the user must define the 
layer interactively. command _list, a list of one or more commands, must 
be provided. It is executed in the new layer using the user's shell (by exe- 
cuting: $SHELL -i -c "command_list"). This means that the last command 
should invoke a shell, such as /bin/sh. (If the last command is not a shell, 
en the last command has completed, the layer will not be func- 
tional.) 
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Examples 


layersys-prgm 
A file containing a firmware patch that the layers command downloads to 
the terminal before layers are created and command _list is executed. 


Each layer is in most ways functionally identical to a separate terminal. Char- 
acters typed on the keyboard are sent to the standard input of the UNIX sys- 
tem process attached to the current layer (called the host process), and charac- 
ters written on the standard output by the host process appear in that layer. 
When a layer is created, a separate shell is established and bound to the layer. 
If the environment variable SHELL is set, the user will get that shell, other- 
wise, /bin/sh will be used. In order to enable communications with other 
users via write(C), layers invokes the command relogin(ADM) when the first 
layer is created. relogin(ADM) will reassign that layer as the user's logged-in 
terminal. An alternative layer can be designated by using relogin(ADM) 
directly. layers will restore the original assignment on termination. 


Layers are created, deleted, reshaped, and otherwise manipulated in a 
terminal-dependent manner. For instance, the AT&T TELETYPE 5620 DMD ter- 
minal provides a mouse-activated pop-up menu of layer operations. The 
method of ending a layers session is also defined by the terminal. 


layers -f startup 
where startup contains: 


8 8 700 200 date ; pwd ; exec S$SHELL 
8 300 780 850 exec SSHELL 


Limitations 
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The xt(HW) driver supports an alternate data transmission scheme known as 
ENCODING MODE. This mode makes layers operation possible even over 
data links which intercept control characters or do not transmit 8-bit charac- 
ters. ENCODING MODE is selected either by setting a configuration option on 
your windowing terminal or by setting the environment variable DMDLOAD 
to the value hex before running layers: 


export DMDLOAD; DMDLOAD=hex 


If, after executing layers -f file, the terminal does not respond in one or more 
of the layers, often the last command in the command-list for that layer did 
not invoke a shell. 


When invoking layers with the -s, -t, -d, or -p options, it is best to redirect 


standard error to another file to save the statistics and tracing output (for 
example, layers -s 2>stats); otherwise all or some of the output may be lost. 
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Files 
/dev/xt? ?[0-7] 
/usrfliblayersys/Isys.8;7;3 
/usrflib/layersys/|sys.8;?;? 
See also 


layers(M), libwindows(S), mkdev(ADM), relogin(ADM), sh(C), write(C), 
wtinit(ADM), xts(ADM), xtt(ADM), xt(HW) 
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line 


read one line 


Syntax 


line 

Description 
The line command copies one line (up to a new line) from the standard input 
and writes it on the standard output. It returns an exit code of 1 on end-of-file 


and always prints at least a new line. It is often used within shell files to read 
from the user’s terminal. 


See also 
gets(C), sh(C) 


Standards conformance 
line is conformant with: 


AT&T SVID Issue 2; 
X/Open Portability Guide, Issue 3, 1989. 
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In(C) 


make a link to a file 


Syntax 


In[-s][-f] sourcefile targetfile 


In[-s ] [ -f ] sourcefile ... targetdirectory 


Description 


See also 


A link is a directory entry referring to a file; a single file (together with its size, 
all its protection information, and so on) may have several links to it. There 
are two kinds of link: hard links and symbolic links. 


By default In makes hard links. A hard link to a file is indistinguishable from 
the original directory entry; any changes to a file are effective independent of 
the name used to reference the file. Hard links may not span file systems and 
may not refer to directories. 


The -s option causes In to create symbolic links. A symbolic link contains the 
name of the file to which it is linked; this file does not need to exist prior to the 
symbolic link. Symbolic links may span file systems and may refer to direc- 
tories. 


When In is given two arguments, and the second argument does not exist, In 
creates a directory entry called targetfile that is a link to sourcefile. 


If the last argument is the name of a directory, In creates a new entry in the 
directory for each sourcefile given. The name of each new entry will be the 
basename of the corresponding sourcefile. 


If In determines that the mode of the target forbids writing, it will print the 
mode (see chmod(C)), ask for a response, and read the standard input for one 
line. 


If the line begins with y, In creates the link if permitted; if not, In exits. 


When the -f option is used or if the standard input is not a terminal, no ques- 
tions are asked and In creates the link. 


cp(C), mv(C), rm(C) 
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Standards conformance 


In is conformant with: 


AT&T SVID Issue 2; 
X/Open Portability Guide, Issue 3, 1989. 


288 1 February 1993 


lock(C) 


lock 


lock a user's terminal 


Syntax 


lock [ -v ] [ -number | 


Description 


The lock command requests a password from the user, requests it again for 
verification, then locks the terminal until the password is reentered. If a 
-number is specified in the lock command, the terminal is automatically 
logged out and made available to another user after that number of minutes 
has passed. 


This command uses the file /etc/default/lock. This file has two entries: 


DEFLOGOUT = number 
MAXLOGOUT = number 


DEFLOGOUT specifies the time in minutes that a terminal will remain locked 
before the user is logged out. The default value is set to 30 minutes; this is 
overridden if the -number option is used on the command line. If 
DEFLOGOUT and -number are not specified, the MAXLOGOUT value is used. 


MAXLOGOUT is the maximum number of minutes a user is permitted to lock 
a terminal. The default value is 60 minutes. If a user attempts to lock a termi- 
nal for longer than this time, lock will issue a warning to the user that it is 
using the system maximum time limit. If DEFLOGOUT and -number and 
MAXLOGOUT are not specified, users are not logged out. 


DEFLOGOUT and MAXLOGOUT are configured by the system administrator 
to reflect the demand for terminals at the site. 


The lock may be terminated by killing the lock process. Only the super user 
and the user who invoked lock may do so. 


The -v option specifies verbose operation. 


Limitations 


lock can easily be defeated if invoked from csh(C) or ksh(C) using their job 
suspend and control features. 


lock will not lock screens other than the current one if multiscreens are being 


used (see also mscreen(M) and multiscreen(M)). lock is also ineffective on X 
terminals for similar reasons. 
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Files 


/etc/default/lock file containing default lock values 


Standards conformance 


lock is not part of any currently supported standard; it is an extension of 
AT&T System V provided by The Santa Cruz Operation, Inc. 
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get login name 


Syntax 


logname 


Description 


logname returns the user’s login name as found in /etc/utmp. If no login name 
is found, logname returns the user’s user ID number. 


See also 
env(C), getlogin(S), getuid(S), id(C), login(M), logname(S) 


Standards conformance 


logname is conformant with X/Open Portability Guide, Issue 3, 1989. 
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Ip, Ipr 


send requests to lineprinter 


Syntax 

Ip [ options | files 

Ip -i request-id { options | 
Description 


292 


The first form of the lp shell command arranges for the named files and asso- 
ciated information (collectively called a request) to be printed. If no filenames 
are specified on the command line, the standard input is assumed. The stan- 
dard input may be specified along with named files on the command line, by 
specifying the files as arguments to Ip before the standard input. The files 
will be printed in the order they appear on the command line. 


The second form of Ip is used to change the options for a request. The print 
request identified by the request-id is changed according to the printing 
options specified with this shell command. The printing options available are 
the same as those with the first form of the Ip shell command. If request-id 
has finished printing, the change is rejected. If request-id is already printing, 
it will be stopped and restarted from the beginning, unless the -P option has 
been given. 


Ip associates a unique id with each request and prints it on the standard out- 
put. This id can be used later to cancel, change, or find the status of the 
request. (See Ipstat(C) for information about checking the status of a print 
request.) 


Options to lp must always precede filenames but may be listed in any order. 
The following options are available for Ip: 


-c When Ip runs, it immediately creates a copy of the files specified for 
printing. The copies are subsequently printed. Changes made to a file 
after the lp command is issued but before the file is printed will therefore 
not be reflected in the printed output. Versions of Ip in earlier releases 
did not create a copy of the print files unless the -c flag was used (to indi- 
cate that copies of the print files should be made). Because this is now 
the default behaviour for Ip, this flag is retained solely for backward com- 
patibility, and need not be used. 
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-d dest 

Prints this request using dest as the printer or class of printers. Under 
certain conditions (lack of printer availability, capabilities of printers, and 
so on), requests for specific destinations may not be accepted (see 
accept(ADM) and Ipstat(C)). By default, dest is taken from the environ- 
ment variable LPDEST (if it is set). Otherwise, a default destination (if 
one exists) for the computer system is used. Destination names vary 
between systems (see Ipstat(C)). 


-f form-name | -d any | 

Prints the request on the form form-name. The Ip print service ensures 
that the form is mounted on the printer. If form-name is requested with a 
printer destination that cannot support the form, the request is rejected. 
If form-name has not been defined for the system or if the user is not 
allowed to use the form, the request is rejected (see Ipforms(ADM)). 
When the -d any option is given, the request is printed on any printer that 
has the requested form mounted and can handle all other needs of the 
print request. 


-H special-handling 
Prints the request according to the value of special-handling. Acceptable 
values for special-handling are hold, resume, and immediate, as defined 
below: | 


hold 
Will not print the request until notified. If already printing, stops it. 
Other print requests will go ahead of a held request until it is 
resumed. 


resume 
Resumes a held request. If it had been printing when held, it will be 
the next request printed, unless subsequently overridden by an 
immediate request. 


immediate 
(Available only to lp administrators.) 
Prints the request next. If more than one request is assigned immedi- 
ate, the requests are printed in the reverse order queued. If a request 
is currently printing on the desired printer, you have to put it on hold 
to allow the immediate request to print. 


-L_Local printing option. Sends print job to printer attached to the terminal. 


-m Sends mail (see mail(C)) after the files have been printed. By default, no 
mail is sent upon normal completion of the print request. 


-n number 
Prints number copies of the output (default is 1). 
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-0 option 


Specifies printer-dependent or class-dependent options. Several such 
options may be collected by specifying the -o keyletter more than once. 
The standard interface recognizes the following options: 


nobanner 


Does not print a banner page with this request. (The administrator 
can disallow this option at any time.) 


nofilebreak 
Does not insert a form feed between the files given if submitting a job 
to print more than one file. 


stty=stty-option-list 
Set the printer with a list of options valid for the stty command. 
Enclose the list with quotes if it contains blanks. 


length=scaled-decimal-number 

Prints the output of this request with pages scaled- decimal-number 
lines long. A scaled-decimal-number is an optionally scaled decimal 
number that gives a size in lines, columns, inches, or centimeters, as 
appropriate. The scale is indicated by appending the letter “i” (for 
inches) or the letter “c” (for centimeters). For length or width set- 
tings, an unscaled number indicates lines or columns; for line pitch or 
character pitch settings, an unscaled number indicates lines per inch 
or characters per inch (the same as a number scaled with “i”). For 
example, length=66 indicates a page length of 66 lines, length=11i 
indicates a page length of 11 inches, and length=27.94c indicates a 
page length of 27.94 centimeters. This option cannot be used with the 
-f option. 


width=scaled-decimal-number 
Prints the output of this request with page-width set to 
scaled-decimal-number columns wide. (See the explanation above for 
scaled-decimal-numbers.) This option cannot be used with the -f 
option. 


lpi=scaled-decimal-number 
Prints this request for “lines per inch” with the line pitch set to 
scaled-decimal-number lines per inch. This option cannot be used 
with the -f option. 
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cpi=scaled-decimal-number 

Prints this request for “characters per inch” with the character pitch 
set to scaled-decimal-number characters per inch. Character pitch can 
also be set to pica (representing 10 columns per inch) or elite 
(representing 12 columns per inch), or it can be compressed, to print 
as many columns as the printer can handle. There is no standard 
number of columns per inch for all printers; see the 
terminfo(F) database for the default character pitch for your printer. 
The cpi option cannot be used in conjunction with the -f option. 


-P page-list 


Prints the page(s) specified in page-list. This option can be used only if 
there is a filter available to handle it; otherwise, the print request will be 
rejected. 


The page-list may consist of range(s) of numbers, single page numbers, 
or a combination of both. The pages will be printed in ascending order. 


-q priority-level 


-R 


-S 


Assigns this request priority-level in the printing queue. The values of 
priority-level range from 0, the highest priority, to 39, the lowest priority. 
If a priority is not specified, the default for the print service is used, as 
assigned by the system administrator. 


Removes file after sending it. 


Suppresses messages from Ip(C) such as “request id is ...”. 


-S character-set | -d any | 
-S print-wheel [ -d any | 


Prints this request using the specified character-set or print-wheel. If a 
form has been specified that requires a character-set or print-wheel other 
than the one specified with the -S option, the request is rejected. 


For printers that take print wheels: if the print-wheel specified is not one 
listed by the administrator as acceptable for the printer involved in this 
request, the request is rejected unless the print wheel is already mounted 
on the printer. For printers that use selectable or programmable character 
sets: if the character-set specified is not one defined in the terminfo data- 
base for the printer (see terminfo(F)) or is not an alias defined by the 
administrator, the request is rejected. 


When the -d any option is used, the request is printed on any printer that 
has the print wheel mounted or any printer that can select the character 
set and can handle all other needs of the request. 


-t title 
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Warning 


-T content-type [-r] 

While the printer type information tells the print service what type of 
printer is being added, the content type information tells the print service 
what types of files can be printed. Prints the request on a printer that can 
support the specified content-type. If no printer accepts this type 
directly, a filter will be used to convert the content into an acceptable 
type. If the -r option is specified, a filter will not be used. If -r is specified 
but no printer accepts the content-type directly, the request is rejected. If 
the content-type is not acceptable to any printer, either directly or with a 
filter, the request is rejected. 


-w_ Writes a message on the user’s terminal after the files have been printed 
using write(C). If the user is not logged in or the terminal cannot be writ- 
ten to (the state of mesg(C) is n), then mail will be sent instead. 


-y mode-list 
Prints this request according to the printing modes listed in mode-list. 
The allowed values for mode-list are locally defined. This option can be 
used only if there is a filter available to handle it; if there is no filter, the 
print request will be rejected. 


For printers that take mountable print wheels or font cartridges, if you do not 
specify a particular print wheel or font with the -S option, whichever happens 
to be mounted at the time your request prints will be used. Use the Ipstat -p -l 
command to see what print wheels are available. For printers that have 
selectable character sets, you will get the standard set if you don’t give the -S 
option. 


Limitations 


Files 


Printers for which requests are not being accepted will not be considered 
when the destination is any. (Use the Ipstat -a command to see which print- 
ers are accepting requests.) On the other hand, if a request is destined for a 
class of printers and the class itself is accepting requests, all printers in the 
class will be considered, regardless of their acceptance status, as long as the 
printer class is accepting requests. 


The file /etc/default/pd contains the setting of the variable BANNERS, whose 
value is the number of pages printed as a banner identifying each printout. 
This is normally set to either 0 or 1. 


Ipr is a link to lp. These names may be used interchangeably. 
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/usr/spool/lp/* 
/etc/defaultlpd 
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See also 


accept(ADM), cancel(C), enable(C), Ilpadmin(ADM), Ipfilter(ADM), 
lpforms(ADM), lpsched(ADM), Ipstat(C), Ipusers(ADM), mail(C), terminfo(F), 
write(C) 


Standards conformance 
Ip is conformant with: 


AT&T SVID Issue 2; 
X/Open Portability Guide, Issue 3, 1989. 
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Iprint 


print to a printer attached to the user's terminal 


Syntax 


Iprint [- ] [ file ] 
Description 


The Iprint(C) command accepts a filename to print or - to read from the key- 
board. If the terminal has local printing abilities, it will then print the file to a 
printer attached to the printer port of the terminal. 


The option - tells Iprint to use the standard input for printing. 
Limitations 
This command uses the file /etc/termcap. 


Only certain terminals have entries in /etc/termcap with this capability already 
defined (for example, Tandy’s DT-100 and DT-1, and Hewlett-Packard’s 
HP-92). 


To add attached printer capability to the termcap file for a different terminal, 
add entries for PN (start printing) and PS (end printing) with the appropriate 
control or escape characters for your terminal. 


Terminal communications parameters (such as baud rate and parity) must be 
set up on the terminal by the user. 


Files 


/etc/termcap 


See also 


Ip(C), termcap(F) 


“Using printers” chapter in the System Administrator's Guide 


Standards conformance 


Iprint is not part of any currently supported standard; it is an extension of 
AT&T System V provided by The Santa Cruz Operation, Inc. 
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Ipstat, rlpstat 


print information about status of (remote) Ip print service 


Syntax 

Ipstat options 

rlpstat local_printer_name 
Description 


Ipstat prints information about the current status of the Ip print service. 


rlpstat prints information about the status of a print service on a remote host 
connected via TCP/IP. 


If no options are given, Ipstat prints the status of all requests made to Ip(C) by 
the users. Any arguments that are not options are assumed to be request-ids 
(as returned by Ip), printers, or printer classes. Ipstat prints the status of such 
requests, printers, or printer classes. Options may appear in any order and 
may be repeated and intermixed with other arguments. Some of the 
keyletters below may be followed by an optional list that can be in one of two 
forms: a list of items separated from one another by a comma, or a list of 
items enclosed in double quotes and separated from one another by a comma 
and/or one or more spaces. For example: 


-u userl, user2, user3 


Specifying all after any keyletters that take list as an argument causes all in- 
formation relevant to the keyletter to be printed. For example, the command 
Ipstat -oall prints the status of all output requests. 


The arguments to Ipstat are as follows: 


-a [list] 
Print acceptance status (with respect to lp) of destinations for requests (see 


accept(ADM)). list is a list of intermixed printer names and class names; 
the default is all. 


-c [list] 
Print class names and their members. list is a list of class names; the 
default is all. 


-d Print the system default destination for Ip. 


-f [list] [-1] 
Print a verification that the forms in form-list are recognized by the Ip 
print service. The -l option will list the form descriptions. 
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-o [list] [-1] 
Print the status of output requests. list is a list of intermixed printer 
names, class names, and request-ids; the default is all. The -l option gives 
a more detailed status of the request. 


-p [list] [-D] [-1] 
Print the status of printers named in list. If the -D option is given, a brief 
description is printed for each printer in list. If the -1 option is given, a full 
description of each printer’s configuration is given, including the form 
mounted, the acceptable content and printer types, a printer description, 
the interface used, and so on. 


-r_ Print the status of the lp request scheduler. 


-s Print a status summary, including the system default destination, a list of 
class names and their members, a list of printers and their associated de- 
vices, a list of all forms currently mounted, and a list of all recognized 
character sets and print wheels. 


-S [list] [-1] 
Print a verification that the character sets or the print wheels specified in 
list are recognized by the Ip print service. Items in list can be character 
sets or print wheels; the default for the list is all. If the -1 option is given, 
each line is appended by a list of printers that can handle the print wheel 
or character set. The list also shows whether the print wheel or character 
set is mounted or specifies the built-in character set into which it maps. 


-t Print all status information. 


-u [list] 
Print status of output requests for users. list is a list of login names. The 
default is all. 


-v [list] 
Print the names of printers and the path names of the devices associated 
with them. list is a list of printer names. The default is all. 


rlpstat allows the user to look at the queue of a remote printer. The command 
is invoked with the name of the printer as it is known locally (that is, by its 
host computer). For example, 


rlpstat local_printer_name 


rlpstat will find the machine on which the printer is physically connected and 
do an Ipstat -o local_printer_name to show the queue on that machine for that 
printer. 
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rlpstat makes the following assumptions: 
e The user has Ip accounts on both the networked machines. 
e The documented format of /usr/spool/p/remote is adhered to. 


e The first option of the lp command to be executed on the remote machine 
is the destination (-d local_printer_name). 


Examples 


Ipstat -r used to find out if the scheduler is running 


Ipstat -t display all status information about the print service 
Files 

/usr/spool/|\p/* 
See also 

enable(C), lp(C) 


Standards conformance 
Ipstat is conformant with: 


AT&T SVID Issue 2; 
X/Open Portability Guide, Issue 3, 1989. 
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I, Ic, If, Ir, Is, Ix 


list contents of directories 


Syntax 


1 [ -ACFLRabcdfginoparstu |] [ directory | file... ] 

Ic [-1AFLRabcdfgilmnopgqrstux ] [ directory | file... ] 
If [ -1ALRabcdfgilmnopgqrstux ] [ directory | file... ] 
Ir [ -1AFLabcdfgilmnopaqrstux | [ directory | file... ] 

Is [ -ACFLRabcdfgilmnopgqrstux | [ directory | file... ] 
Ix [ -1ACFLRabcdfgilmnoparstu ] [ directory | file ... ] 


Description 
1, Ic, lf, Ir, Is, and 1x make up the Is family of commands. 
For each directory, the contents are listed. For each file, the filename is 
repeated and any other requested information is displayed. By default, the 
output is sorted alphabetically. When no argument is given, the current direc- 
tory is listed. When several arguments are given, they are sorted appropri- 
ately; file arguments are processed before directories and their contents. 
1 provides a long listing, one file per line, by default. 


Ic lists files in columns by default. 


If lists files, indicating directories, executables, and symbolic links. If is a vari- 
ant of Ic, so files are listed in columns by default. 


Ir lists files, recursively listing any subdirectories encountered. Ir is a variant 
of Ic, so files are listed in columns by default. 


Is lists files alphabetically, one entry per line, by default. 


Ix, another variant of Ic, lists files in columns, but sorted across the page 
rather than down the page. 


You can also list files in stream (across the page) output format, separated by 
commas, using Is -m. 
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ls determines the output format for the -C (Ic), -x (1x), and -m options by using 
an environment variable, COLUMNS, to determine the number of character 
positions available on one output line. If this variable is not set, the termcap 
database is used to determine the number of columns, based on the environ- 
ment variable TERM. If this information cannot be obtained, 80 columns are 


assumed. 


Options are: 


-1 
-A 


-C 


-F 


-L 


-f 


“§ 


“1 
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Forces an output format with one entry per line, for lc, If, lr, and Ix. 


Lists all entries. Entries whose name begin with a dot (.) are listed. Does 


“Ht 


not list current directory “.” and directory above “..”. 


Lists in columns with entries sorted down the columns. If the 
argument(s) are filename(s), output is across the page, rather than down 
the page in columns. 


Causes directories to be marked with a trailing “ /”, executable files to be 
marked with a trailing “ *”, and symbolic links to be marked with a trail- 
ing “@” symbol. 


If an argument is a symbolic link, list the information for the file or direc- 
tory the link references. 


Recursively lists subdirectories. 


“em 
. 


Lists all entries; “.” and “ ..” are not suppressed. 
Forces printing of non-graphic characters in the \ddd notation, in octal. 


Uses time of last modification of the inode (file created, mode changed, 
etc.) for sorting; use with -t option. 


If an argument is a directory, lists only its name (not its contents); often 
used with -l to get the status of a directory. 


Forces each argument to be interpreted as a directory and lists the name 
found in each slot. This option turns off -l, -t, -s, and -r, and turns on -a. 
The order is the order in which entries appear in the directory. 


The same as -l, except that the owner is not printed. 


For each file, prints the inode number in the first column of the report. 
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-l 


-m 


nN 


-O 


“P 
“q 


=F 


-s 
-t 


-“u 


-X 


Lists in long format, giving mode, number of links, owner, group, size in 
bytes, and time of last modification for each file. If the file is a symbolic 
link, the filename is printed followed by “->” and the pathname of the 
referenced file. If the file is a special file, the size field will contain the 
major and minor device numbers, rather than a size. A total count of 
blocks in the directory, including indirect blocks, is printed at the top of 
long format listings. A description of the mode listing follows below. 


Forces stream output format; files are listed across the page, separated by 
commas. 


The same as -l, except that the user ID (UID) and group ID (GID) numbers 
are printed, rather than the owner name and the group name. 


The same as -l, except that the group is not printed. 
Puts a slash (/) after each directory. 


Forces printing of non-graphic characters in filenames as the character 


M ? oe 


Reverses the order of sort to get reverse alphabetic or oldest first, as 
appropriate. 


Gives size in 512-byte blocks, including indirect blocks, for each entry. 
Sorts by time modified (latest first) instead of by name. 


Uses time of last access instead of time of last modification for sorting; 
use with the -t option. 


Lists in columns with entries sorted across, rather than down, the page. 
If the argument(s) are filename(s), output is across the page, rather than 
down the page in columns. 


The mode printed under the -1 option (long listing, 1) consists of 10 characters. 
The first character is: 


d 


If the entry is an ordinary file. 

If the entry is a directory. 

If the entry is a symbolic link. 

If the entry is a block special file. 

If the entry is a character special file. 


If the entry is a named pipe. 
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s _ If the entry is a semaphore. 

m_ If the entry is a shared data (memory) file. 

The next 9 characters are the permissions, which control who can access the 
file. Permissions are in 3 sets of 3 bits each. The first set refers to the owner 


permissions; the second set to the group permissions; and the third set to per- 
missions for all others. 


Within each set, the three characters indicate permission to read, to write, or 
to execute the file, respectively. 


The permissions are as follows: 

r Read. 

w_ Write. 

x Execute; on a directory, this gives search permission. 


s  Setuid, setgid: set the UID or GID of the executing process to that of the 
file when the file is executed. 


S  Setuid/setgid is set, but the underlying execute permission is not set. 

t Onanexecutable file: the binary image of the file will remain in memory 
after the first time it is used. Ona directory: files in the directory can only 
be removed by their owners, or by root. 


T The sticky bit (t bit) is set, but the underlying execute permission is not 
set. 


- No permission is set. 


See chmod(C) for more information about permissions. 


Limitations 
Is sorts according to the collating sequence defined by the locale. 
New line and tab are considered printing characters in filenames. 


Unprintable characters in filenames may confuse the columnar output 
options. 


Is -s interprets one 1024-byte block (a standard SCO UNIX block) as two of its 


own 512-byte blocks. Thus a 500-byte file is interpreted as two blocks rather 
than one. 
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Files 
/etc/passwd where user IDs are found 
/etc/group where group IDs are found 
/etc/termcap where terminal information is found 
See also 


chmod(C), coltb1(M), find(C), 1(C), le(C), locale(M), termcap(F) 


Standards conformance 
Is is conformant with: 


AT&T SVID Issue 2; 
X/Open Portability Guide, Issue 3, 1989. 


Ic and its variants were developed at the University of California at Berkeley; 
they are used with permission. 
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machid: i286, iAPX286, i386, i486 (also: vax, 
mc68k, pdp11, u370, u3b, u3b15, u3b2, u3b5) 


get truth value dependent on processor type 


Syntax 


i286 

iAPX286 

i386 

i486 

(also: vax, mc68k, pdp11, u370, u3b, u3b15, u3b2, u3b5) 


Description 


See also 


If the machine is a 286, the i286 and iAPX286 commands will return a true 
value (exit code of 0); otherwise they will return a false (non-zero) value. 


If the machine is a 386 or fully compatible with a 386 (such as a 486), the i386 
command will return a true value; otherwise it will return a false value. 


If the machine is a 486 or fully compatible with a 486, the i486 command will 
return a true value; otherwise it will return a false value. 


This type of command is often used within makefiles (see make(CP)) and shell 
procedures (see sh(C)) to increase portability. Although SCO UNIX does not 
support these other machines, the commands vax, mc68k, pdp11, u370, u3b, 
u3b15, u3b2, and u3b5 are all available and work in a similar manner (these 
wiil all return a false value). 


sh(C), test(C), true(C), make(CP) 
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mail, mailx 


interactive message processing system 


Syntax 


mail [| options | [ name... | 


mailx [ options |[ name... ] 


Description 
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mail provides a flexible environment for sending and receiving messages 
electronically. For reading mail, mail provides commands to allow saving, 
deleting, and responding to messages. For sending mail, mail allows editing, 
reviewing, and other modification of the message as it is entered. 


Many of the remote features of mail will only work if the UUCP package is 
installed on your system. 


Incoming mail is stored in a standard file for each user, called the mailbox for 
that user. When mail is called to read messages, the mailbox is the default 
place to find them. As messages are read, they are marked to be moved to a 
secondary file for storage, unless specific action is taken, so that the messages 
need not be seen again. This secondary file is called the mbox and is normally 
located in the user’s HOME directory (see MBOX under “Environment vari- 
ables”). Messages can be saved in other secondary files named by the user. 
Messages remain in a secondary file until forcibly removed. 


The user can access a secondary file by using the -f option of the mail com- 
mand. Messages in the secondary file can then be read or otherwise processed 
using the same commands as in the primary mailbox. This gives rise to the 
notion of a current mailbox. 


On the command line, options start with a dash (-) and any other arguments 
are taken to be destinations (recipients). If no recipients are specified, mail 
attempts to read messages from the mailbox. Command-line options are: 


-e Test for presence of mail. mail prints nothing and exits with a successful 
return code if there is mail to read. 


-f[filename] . 
Read messages from filename instead of mailbox. If no filename is speci- 
fied, the mbox is used. 


-F Record the message ina file named after the first recipient. Overrides the 
record variable, if set (see “Environment variables”). 
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-hnumber 
The number of network “hops” made so far. This is provided for network 
software to avoid infinite delivery loops. (See addsopt under “Environ- 
ment variables”.) 


-H Print header summary only. 

-i_ Ignore interrupts. (See ignore under “Environment variables”.) 
-n Do not initialize from the system default .mailrc file. 

-N Donot print initial header summary. 


-raddress 
Pass address to network delivery software. All tilde commands are dis- 
abled. (See addsopt under “Environment variables”.) 


-ssubject 
Set the Subject header field to subject. 


-uuser 
Read user's mailbox. This is only effective if user's mailbox is not read 
protected. 


-U Convert UUCP style addresses to internet standards. Overrides the conv 
environment variable. (See addsopt under “Environment variables”.) 


When reading mail, mail is in command mode. A header summary of the first 
several messages is displayed, followed by a prompt indicating mail can 
accept standard commands (see Commands below). When sending mail, 
mail is in input mode. If no subject is specified on the command line, a prompt 
for the subject is printed. (A subject longer than 1024 characters will cause 
mail to dump core.) As the message is typed, mail will read the message and 
store it in a temporary file. Commands may be entered by beginning a line 
with the tilde (~) escape character followed by a single command letter and 
optional arguments. See “Tilde escapes” for a summary of these commands. 


At any time, the behavior of mail is governed by a set of environment variables. 
These are flags and valued parameters which are set and cleared via the set 
and unset commands. See “Environment variables” below for a summary of 
these parameters. 


Recipients listed on the command line may be of three types: login names, 
shell commands, or alias groups. Login names may be any network address, 
including mixed network addressing. If mail is found to be undeliverable, an 
attempt is made to return it to the sender’s mailbox. If the recipient name 
begins with a pipe symbol (|), the rest of the name is taken to be a shell com- 
mand to pipe the message through. This provides an automatic interface with 
any program that reads the standard input, such as Ip(C), for recording outgo- 
ing mail on paper. Alias groups are set by the alias command (see Com- 
mands below) and are lists of recipients of any type. 
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Regular commands are in the format: 
[ command | [ msglist | [ arguments ] 


If no command is specified in command mode, print is assumed. In input mode, 
commands are recognized by the tilde escape character, and lines not treated 
as commands are taken as input for the message. 


Each message is assigned a sequential number, and there is at any time the 
notion of a current message, marked by a right angle bracket (>) in the header 
summary. Many commands take an optional list of messages (msglist) to 


operate on. The default for msglist is the current message. A msglist is a list 
of message identifiers separated by spaces, which may include: 


n Message number n. 
The current message. 


The first undeleted message. 


$ The last message. 

* All messages. 

n-m An inclusive range of message numbers. 
user All messages from *user. 


/string All messages with string in the subject line (case ignored). 


2c All messages of type c, where c is one of: 
d deleted messages 
n new messages 
o old messages 
r read messages 
u-_— unread messages 


Note that the context of the command determines whether this type of 
message specification makes sense. 


Other arguments are usually arbitrary strings whose usage depends on the 
command involved. File names, where expected, are expanded via the nor- 
mal shell conventions (see sh(C)). Special characters are recognized by certain 
commands and are documented with the commands below. 


At start-up time, mail tries to execute commands from the optional system- 
wide file (/usr/lib/mail/mailrc) to initialize certain parameters, then from a 
private start-up file (SHOME/mailrc) for personalized variables. With the 
exceptions noted below, standard commands are legal inside start-up files. 
The most common use of a start-up file is to set up initial display options and 
alias lists. 
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The following commands are not legal in the start-up file: !, C (copy), e (edit), 
fo (forward), F (Forward), ho (hold), m (mail), pre (preserve), r (reply), 
R (Reply), sh (shell), and v (visual). An error in the start-up file causes the 
remaining lines in the file to be ignored. The .mailrc file is optional and must 
be constructed locally. 


Commands 
The following is a complete list of mail commands: 


! shell-command 
Execute shell command and return. (See SHELL under “Environment 


variables”.) 


# comment 
Null command (comment). This may be useful in .mailrc files. 


= Print the current message number. 
2? Print a summary of commands. 


a alias name... 

galiasname... 
Declare an alias for the given names; declare a group for the given 
names. The names will be substituted when alias is used as a recipient. 
Useful in the .mailrc file. 


alt name... 
Alternates. Declare a list of alternate names for your login. When 
responding to a message, these names are removed from the list of reci- 
pients for the response. With no arguments, alternates prints the current 
list of alternate names. (See allnet under “Environment variables’”.) 


cd [directory] 

ch [directory] 
Change directory. (ch is an abbreviation of chdir.) If directory is not 
specified, $HOME is used. 


c [filename] 

c [msglist] filename 
copy messages to the file without marking the messages as saved. Other- 
wise equivalent to the s (save) command. 


C [msglist] 
Copy the specified messages to a file whose name is derived from the 
author of the message to be saved, without marking the messages as 
saved. Otherwise equivalent to the Save command. 


d [msglist] 
Delete messages from the mailbox. If autoprint is set, the next message 
after the last one deleted is printed (see “Environment variables”). 
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di [header-field ...] 

ig (header-field ...] 
Discard or Ignore the header field. Suppress printing of the specified 
header fields when displaying messages on the screen. Examples of 
header fields to ignore are “status” and “cc”. The fields are included 
when the message is saved. The Print and Type commands override 
these commands. 


dp [msglist] 

dt [msglist] 
Delete the specified messages from the mailbox and print the next mes- 
sage after the last one deleted. Roughly equivalent to a delete command 
followed by a print command. 


ec string... 
Echo the given strings (like echo(C)). 


e [msglist] 
Edit the given messages. The messages are placed in a temporary file 
and the EDITOR variable is used to get the name of the editor (see 
“Environment variables”). Default editor is ed(C). 


ex 
x Exit from mail without changing the mailbox. No messages are saved in 
the mbox (see also quit). 


fi [filename] 

fold [filename] 
(Abbreviations for file or folder.) Quit from the current file of messages 
and read in the specified file. Several special characters are recognized 
when used as file names, with the following substitutions: 


% the current mailbox 

%user the mailbox for user 

# the previous file 

& the current mbox 

Default file is the current mailbox. 
folders 


Print the names of the files in the directory set by the folder variable (see 
“Environment variables”). 


for [message] name... 
Forward the specified message to the specified users, shifting the for- 
warded text to the right one tab stop. 


F [message] name... 
Forward the specified message to the specified users, with no indenta- 
tion. 


f [msglist] 


(Abbreviation for from.) Prints the header summary for the specified 
messages. 
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g alias name... 
group. See alias. 


h [+ | - | msglist] 
headers. Lists the current range of headers. The screen variable sets the 
number of headers per page (see “Environment variables”). If a “+” 
argument is given, then the next page is printed, and if a “-” argument is 
given, the previous page is printed. Both “ +” and “-” can take a number 
to view a particular window. If a message list is given, it prints the speci- 
fied headers, disregarding all windowing. See also the z command. 


hel (Abbreviation for help.) Prints a summary of commands. 


ho [msglist] 
(abbreviation for hold.) Holds the specified messages in the mailbox. 


isl|rmail-commands 

el mail-commands 

en (Abbreviations: i is short for if, el is short for else, and en is short for 
end.) Conditional execution, where s causes the first mail commands, up 
to an el (else) or en (endif) to be executed if the program is in send mode, 
and r causes the mail commands to be executed only in receive mode. The 
mail-commands after the else are executed if the program is in the oppo- 
site mode from the one indicated. Useful in the maitrc file. 


ig header-field ... 
ignore. See discard. 


li (Abbreviation: li is short for list.) Prints all commands available. No 
explanation is given. 


1 [msglist] 
(Abbreviation: | is short for lpr.) Print the specified messages on the 
lineprinter. | 


mname... 
Mail a message to the specified users. 


M name 
Mail a message to the specified user and record a copy of it in a file 
named after that user. 


mb [msglist] 
(Abbreviation: mb is short for mbox.) Arrange for the given messages to 
end up in the standard mbox save file when mail terminates normally. 
See the ex (exit) and q (quit) commands. 


n [message] 
Go to next message matching message. A msglist may be specified, but 
in this case the first valid message in the list is the only one used. This is 
useful for jumping to the next message from a specific user, since the 
name would be taken as a command in the absence of a real command. 
See the discussion of msglists above for a description of possible message 
specifications. 
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pi [msglist] [shell-command] 

| [msglist] [shell-command] 
Pipe the message through the given shell-command. The message is 
treated as if it were read. If no arguments are given, the current message 
is piped through the command specified by the value of the cmd variable. 
If the page variable is set, a form feed character is inserted after each mes- 
sage (see “Environment variables”). 


pre [msglist] 
Preserve (hold) the specified messages in the mailbox. 


P [msglist] 

T [msglist] 
Print (or type) the specified messages on the screen, including all header 
fields. Overrides suppression of fields by the ig (ignore) command. 


p [msglist] 

t [msglist] 
Print (or type) the specified messages. If crt is set, the messages longer 
than the number of lines specified by the crt variable are paged through 
the command specified by the PAGER variable. The default command is 
more(C) (see “Environment variables”). 


q_ (Abbreviation: q is short for quit.) Exit from mail, storing messages that 
were read in mbox and unread messages in the mailbox. Messages that 
have been explicitly saved in a file are deleted from the mailbox. 


R [msglist] 
Reply (or Respond) to the specified message, including all other reci- 
pients of the message. If record is set to a file name, the response is saved 
at the end of that file (see “Environment variables”). 


r [message] 
(Abbreviation: r is short for reply or respond.) Send a response to the 
author of each message in the msglist. The subject line is taken from the 
first message. If record is set to a file name, the response is saved at the 
end ofthat file (see “Environment variables”). 


S [msglist] 
Save the specified messages in a file whose name is derived from the 
author of the first message. The name of the file is taken to be the 
author’s name with all network addressing stripped off. See also the C 
(copy) commands and outfolder (see “Environment variables”). 


s [filename] 

s [msglist] filename — 
Save the specified messages in the given file. The file is created if it does 
not exist. The message is deleted from the mailbox when mail terminates 
unless keepsave is set (see also “Environment variables” and the ex (exit) 
and q (quit) commands). 
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se 

se name 

se name=string 

se name=number 
(Abbreviation: se is short for set.) Define a variable called name. The 
variable may be given a null, string, or numeric value. se by itself prints 
all defined variables and their values. See “Environment variables” for 
detailed descriptions of the mail variables. 


sh_ Invoke an interactive shell (see SHELL under “Environment variables”). 


si [msglist] 
Print the size in characters of the specified messages. 


so filename 
(Abbreviation: so is short for source.) Read commands from the given 
file and return to command mode. 


to [msglist] 
Print the top few lines of the specified messages. If the toplines variable 
is set, it is taken as the number of lines to print (see “Environment vari- 
ables”). The default is 5. 


tou [msglist] 
Touch the specified messages. If any message in msglist is not specifical- 
ly saved in a file, it will be placed in the mbox, or the file specified in the 
MBOX environment variable, upon normal termination. See ex (exit) and 


q (quit). 


T [msglist] 
Type: see Print. 


t [msglist] 
type: see print. 


u [msglist] 
(Abbreviation: u is short for undelete.) Restore the specified deleted mes- 
sages. Messages are undeleted in the order they were deleted; that is, the 
deleted messages are kept in a queue, not a stack. Will only restore mes- 
sages deleted in the current mail session. If autoprint is set, the last mes- 
sage of those restored is printed (see “Environment variables”). 


uns name... 
(Abbreviation: uns is short for unset.) Causes the specified variables to 
be erased. If the variable was imported from the execution environment 
(that is, a shell variable), then it cannot be erased. 


ve Prints the current version and release date. 


v [msglist] 
(Abbreviation: v is short for visual.) Edit the given messages with a 
screen editor. The messages are placed in a temporary file and the 


VISUAL variable is used to get the name of the editor (see “Environment 
variables”). 
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w [msglist] filename 
Write the given messages on the specified file, minus the header and 
trailing blank line. Otherwise equivalent to the save command. 


x See e (exit) or q (quit). 


z [+1-] 
Scroll the header display forward or backward one full screen. The num- 
ber of headers displayed is set by the screen variable (see “Environment 
variables”). 


Tilde escapes 


The following commands may be entered only from input mode, by beginning 
a line with the tilde escape character ("). See escape under “Environment 
variables” for information on changing this special character. 


~! shell-command 
Execute the shell command and return. 


Simulate end of file (terminate message input). 


: command 

~_ command 

Perform the command-level request. Valid only when sending a message 
while reading mail. 


“2 Print a summary of tilde escapes. 
“A Expand the given alias. 


a Insert the autograph string sign into the message (see “Environment 
variables”). 


“b name... 
Add the names to the blind carbon copy (Bcc) list. 


“Cc name... 
Add the names to the carbon copy (Cc) list. 


~d_ Read in the dead.letter file. (See DEAD under “Environment variables” for 
a description of this file.) 


~e Invoke the editor on the partial message. (See EDITOR under “Environ- 
ment variables”.) 


~f [msglist] . . 
Forward the specified messages. The messages are inserted into the 
message without alteration. 


“h Prompt for “Subject line” and “To”, “Cc”, “Bcc”, and “Return-Receipt-to” 
lists. If the field is displayed with an initial value, it may be edited as if 
you had just typed it. 
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“i variable 
Insert the value of the named variable into the text of the message. For 
example, “A is equivalent to “iSign. Environment variables set and 
exported in the shell are also accessible by “i. 


“M [msglist] 
Insert the specified messages into the letter, with no indentation. Valid 
only when sending a message while reading mail. 


“m [msglist] 
Insert the specified messages into the letter, shifting the new text to the 
right one tab stop. Valid only when sending a message while reading 
mail. 


p Print the message being entered. 


q Quit from input mode by simulating an interrupt. If the body of the mes- 
sage is not null, the partial message is saved in dead.letter. (See DEAD 
under “Environment variables”.) 


“r filename 

““< filename 

~“< !shell-command 
Read in the specified file. If the argument begins with an exclamation 
point (!), the rest of the string is taken as an arbitrary shell command and 
is executed, with the standard output inserted into the message. 


“s string... 
Set the subject line to string. 


“tname... 
Add the given names to the “To” list. 


“v_ Invoke a preferred screen editor on the partial message. (See also VISUAL 
under “Environment variables”.) 


~w filename 
Write the partial message onto the given file, without the header. 


“x Exit as with “q except the message is not saved in dead.letter. 


~| shell-command 
Pipe the body of the message through the given shell-command. If the 
shell-command returns a successful exit status, the output of the com- 
mand replaces the message. 


Environment variables 


The following are environment variables taken from the execution environ- 
ment and are not alterable within mail. 
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HOME=directory 
The user's base of operations. 


MAILRC=filename 
The name of the start-up file. Default is $HOME/.mailrc. 


The following variables are internal mail variables. They may be imported 
from the execution environment or set via the se (set) command at any time. 
The uns (unset) command may be used to erase variables. 


addsopt 
Enabled by default. If /bin/mail is not being used as the deliverer, 
noaddsopt should be specified. (See “Limitations” below.) 


allnet 
All network names whose last component (login name) matches are 
treated as identical. This causes the msglist message specifications to 
behave similarly. Default is noallnet. See also the alt (alternates) com- 
mand and the metoo variable. 


append 
Upon termination, append messages to the end of the mbox file instead of 
prepending them. Default is noappend. 


askcc 
Prompt for the “Cc” list after message is entered. Default is noaskcc. 


asksub 
Prompt for subject if it is not specified on the command line with the -s 
option. Enabled by default. 


autoprint 
Enable automatic printing of messages after d (delete) and u (undelete) 
commands. Default is noautoprint. 


bang 
Enable the special-casing of exclamation points (!) in shell escape com- 
mand lines as in vi(C). Default is nobang. 


chron 
Cause messages to be displayed in chronological order. The default is 
reverse chronological order (most recent message first). See also mchron 
below. 


cmd=shell-command 
Set the default command for the pi (pipe) command. Not set by default. 


conv=conversion ; 
Convert UUCP addresses to the specified address style. The only valid 
conversion now is internet, which requires a mail delivery program con- 
forming to the RFC822 standard for electronic mail addressing. Conver- 
sion is disabled by default. See also the sendmail variable and the - 
command-line option. 
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crt=number 
Pipe messages having more than number lines through the command 
specified by the PAGER variable (more(C) by default). Disabled by 
default. 


DEAD=filename 
The name of the file in which to save partial letters in case of untimely 
interrupt. Default is $HOME/dead letter. 


debug 
Enable verbose diagnostics for debugging. Messages are not delivered. 
Default is nodebug. 


dot Take a dot ona line by itself during input from a terminal as end-of-file. 
Default is nodot. 


EDITOR=shell-command 
The command to run when the e (edit) or “e command is used. Default is 
ed(C). 


escape=c 
Substitute c for the “~” escape character. Takes effect with next message 
sent. 


folder=directory 

The directory for saving standard mail files. User-specified file names 
beginning with a plus (+) are expanded by preceding the file name with 
this directory name to obtain the real file name. If directory does not start 
with a slash (/), $HOME is prepended to it. In order to use the plus (+) 
construct on a mail command line, folder must be an exported sh 
environment variable. There is no default for the folder variable. See 
also outfolder below. 


header 
Enable printing of the header summary when entering mail. Enabled by 
default. 


hold 
Preserve all messages that are read in the mailbox instead of putting them 
in the standard mbox save file. Default is nohold. 


ignore 
Ignore interrupts while entering messages. Useful for noisy dial-up lines. 
Default is noignore. 


ignoreeof 
Ignore end-of-file during message input. Input must be terminated by a 
dot (.) on a line by itself or by the ~.command. Default is noignoreeof. 
See also the dot variable above. 
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keep 


When the mailbox is empty, truncate it to zero length instead of removing 
it. Disabled by default. 


keepsave 


Keep messages that have been saved in other files in the mailbox instead 
of deleting them. Default is nokeepsave. 


MBOX=filename 
The name of the file to save messages which have been read. The x (exit) 
command overrides this function, as does saving the message explicitly 
in another file. Default is $HOME/mbox. 


mchron 
Cause message headers to be listed in numerical order (most recently 
received first), but displayed in chronological order. See also chron 
above. 


metoo 


If your login appears as a recipient, do not delete it from the list. Default 
is nometoo. 


LISTER=shell-command 
The command (and options) to use when listing the contents of the folder 
directory. The default is Is(C). 


onehop 
When responding to a message that was originally sent to several reci- 
pients, the other recipient addresses are normally forced to be relative to 
the originating author’s machine for the response. This flag disables 
alteration of the recipients’ addresses, improving efficiency in a network 
where all machines can send directly to all other machines (that is, one 
hop away). 


outfolder 
Record outgoing messages in files located in the directory specified by 
the folder variable unless the pathname is absolute. Default is noout- 
folder. See the folder variable above and the S (Save) and C (Copy) 
commands. 


page 
Used with the pi (pipe) command to insert a form feed after each mes- 
sage sent through the pipe. Default is nopage. 


PAGER=shell-command 
Use shell-command as a filter for paginating output. This can also be 
used to specify the options to be used. Default is more(C). For PAGER to 
function, the crt variable (see above) must be set to a non-zero value. 


prompt=string ae 
Set the command mode prompt to string. Default is “?”. 
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quiet . 
Refrain from printing the opening message and version when entering 
mail. Default is noquiet. 


record=filename 
Record all outgoing mail in filename. Disabled by default. See also out- 
folder above. 


save 
Enable saving of messages in dead.letter on interrupt or delivery error. 
See DEAD for a description of this file. Enabled by default. 


screen=number 
Set the number of lines in a full screen of headers for the h (headers) 
command. 


sendmail=shell-command 
Alternate command for delivering messages. Default is rmail(ADM). 


sendwait 
Wait for background mailer to finish before returning. Default is 
nosendwait. 


SHELL=shell-command 
The name of a preferred command interpreter. Default is sh(C). 


showto 
When displaying the header summary and the message from you, print 
the recipient’s name instead of the author's name. 


sign=string 
The variable inserted into the text of a message when the “a (autograph) 
command is given. Not set by default (see “i under “Tilde escapes”). 


Sign=string 
The variable inserted into the text of a message when the ~“A command is 
given. Not set by default (see also “i under “Tilde escapes”). 


toplines=number 
The number of lines of header to print with the to (top) command. 
Default is 5. 


visible 
Make non-printable characters visible. 


Control characters (with the exception of tab, newline, and form feed) are 
displayed as “x, where X corresponds to the key which would be pressed 
with the (Ctrl) key to obtain the control character. For example, the (Del) 
character (octal 0177) is displayed as *?. 


Non-ASCII characters in the range 0200 to 0237 octal are displayed as M- 
*X. In this case, X is the control character corresponding to the seven low 
order bits. For example, octal character 0200 would be displayed as M-*@. 
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Characters with octal values in the ranges 0040 to 0176 and 0240 to 0377 
are considered displayable, and are not converted. 


This variable is set by default. You can disable it by entering the com- 
mand uns visible at the mail prompt, or by including this command in 
your .mailrc file. 


VISUAL=shell-command 
The name of a preferred screen editor. Default is vi(C). 


Limitations 


The -h, -r and -U options can be used only if mail is built with a delivery 
program other than /bin/mail. 


Where shell-command is shown as valid, arguments are not always allowed. 
Experimentation is recommended. 


Internal variables imported from the execution environment cannot be uns 
(unset). | 


The full internet addressing is not fully supported by mail. The new stan- 
dards need some time to become established. 


A line consisting only of a“ .” is treated as the end of the message. 


mailx is a link to the standard mail program; either name may be used. 


Files 
$HOME/.mailrc personal start-up file 
$HOME/mbox secondary storage file 
/usr/spool/mail post office directory 
/usr/lib/mail/mail.*help help message files 
/usrflib/nail/nailre optional global start-up file 
/tmp/Rlemgsx]* temporary files 

See also 
Is(C), more(C) 


Standards conformance 
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mail is conformant with: 


AT&T SVID Issue 2; 
X/Open Portability Guide, Issue 3, 1989. 
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man 


print reference pages in this guide 


Syntax 
man [ -abcfw ] [ -tproc ] [-ppager ] [ -ddir ][-Tterm | [ section | [ title ] 
/usr/lib/manprog file 

Description 


The man program locates and prints the named title from the designated 
reference section. For historical reasons, “page” is often used as a synonym 
for “entry” in this context. 


Since UNIX commands are given in lowercase, the title is almost always 
entered in lowercase. If no section is specified, the whole guide is searched for 
title and the first occurrence of it is printed. You can search for a group of sec- 
tions by separating the section names with colons (:) on the command line. 


There are instances where title contains mixed: upper and lowercase letters. 

The Intro pages are one such example. Others are to be found in sections cov- 

ering internal routines such as (K) and (S). 

The options and their meanings are: 

-a_ “All” mode. Displays all matching titles. Incompatible with the -f option. 

-b_ Leaves blank lines in output. nroff(CT) pads entries with blank lines for 
line printer purposes. man normally filters out these excess blank lines. 
Normally, man does not display more than 2 consecutive blank lines. 
The -b flag leaves blank lines in the CRT output. 

-c Causes man to invoke col(C). Note that col is invoked automatically by 
man unless term is one of the following: 300, 300s, 450, 37, 4000a, 382, 
4014, tek, 1620, or X. 


-f “First” mode. Displays only the first matching title. Incompatible with -a 
option. This is the default mode for man. 


-w Prints on the standard output only the pathnames of the entries. 


1 February 1993 323 


man(C) 


324 


-tproc 

Indicates that if an unprocessed manual page is available, it is to be 
passed to proc for formatting. proc can be any command script in 
/usr/man/bin or an absolute filename of a text processing program else- 
where on the system, for example /bin/nroff. The scripts in /usr/man/bin 
invoke the actual processing programs with the correct flags and argu- 
ments. The default processor is /usr/man/bin/nr, which invokes 
/bin/nroff and produces output that safely prints on any terminal. The 
text is also preprocessed by eqn(CT) and tbl(CT) as a default. 


-ppager 
Selects paging program pager to display the entry. Paging systems such 
as more(C), pg(C), cat(C), or any custom pagers that you may have are 
valid arguments for this flag. The default pager, pg, is set in 
/etc/default/man. 


-ddir 
Specifies directory dir to be added to the search path for entries. You can 
specify several directories to be searched by separating the directory 
names with colons (:) on the command line. 


-Tterm 
Format the entry and pass the given term value to the processing pro- 
gram, then print it on the standard output (usually, the terminal), where 
term is the terminal type (see term(M) and the explanation below). 


Section names 
The names and general descriptions of the available manual sections are: 


ADM System administration 

C Commands 

CP Commands for programmers (Development System) 
DOS DOS routines and libraries (Development System) 

F File formats 

FP File formats for programmers (Development System) 
HW Hardware dependent features 

K Device driver routines and libraries 

M Miscellaneous 

S Development System routines and libraries 

XNX XENIX cross development (Development System) 
LOCAL Local utilities for your system 


You can add other section names as you wish. Each new section, however, 
must follow the standard section directory structure. The LOCAL directory 1s 
shipped without contents, as no LOCAL manual pages are included. You will 
only have access to the Development System and Device Driver manual pages 
if the corresponding modules have been installed on your system. 
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The source files for the man program are kept in the directory /usr/man. Each 
man section is comprised of two directories, and there is a directory called bin 
for programs and shell scripts related to man. There is also an index file 
called index in /usr/man. This index is a list of all UNIX commands and their 
sections. 


Each manual section has two directories in /usr/man. These directories are 
called man and cat, plus the name of the section as a suffix. For example, the 
“C” manual section comprises of two directories, man.C and cat.C, both 
located in /usr/man. 


The unprocessed source text is in the man directory and the printable pro- 
cessed output is in the cat directory. When a title is requested, both directories 
are checked. The most recent copy of the manual page is used as the current 
copy. If the most recent title is in the source text directory and it is processed 
by the default processor with the default terminal type, a display copy of the 
output is placed in the cat directory for future use. Note that a file that must 
be processed takes longer to appear on the screen than a display copy. 


Environment variables 


There is a shell environment variable for use with the man utility. This vari- 
able is called MANPATH and it is used to change or augment the path man 
searches for entries. Multiple directories set with this variable must be delim- 
ited by colon characters (:). If the MANPATH environment variable is present, 
the directories are searched in the order that they appear. /usr/fnan must 
appear in the MANPATH list to be included. If you set this environment vari- 
able, it supersedes the MANPATH entry in the /etc/Mdefault/man file. Alternate 
subdirectories are expected to have the same form as the default directories in 
/usr/man. 


letcldefault/man 


The /etc/default/man contains the default settings for the man utility. The fol- 
lowing options are set in /etc/default/man: 


PAGER=/usr/bin/pg 
MANPATH=/usr/man 

TERM=1p 
ORDER=ADM:C:S:CP:M:F:HW:DOS: LOCAL 
MODE=FIRST 

PROC=nr 


You can select a different paging system, search path, terminal type, search 
order, mode, and processor for the man system by changing the information 
in this file. 


To change the search order for manual sections, edit the list following the 
ORDER variable. Be certain the section names are separated with colons (:). 
Section names not present in ORDER are searched in arbitrary order after 
those specified in /etc/dcfault/man. 
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Creating new manual entries 


You can create new manual pages for utilities and scripts that you have devel- 
oped. Use an existing manual page as an example of manual page structure. 
Use the man macros to format your manual page. For more information, refer 
to the nroff(CT) manual page. 


You must be logged in as root (the “super user”) to place a new manual page 
in your /usrfman directory structure. Place your new page in 
/usr/man/man.LOCAL while logged in as root and view it using the man com- 
mand, since only root has write permission for the cat-able directories. Once 
man has produced the cat-able output, any user can view the new page in the 
same manner as any other on line manual page. 


Additionally, you can create your own custom sections by creating another 
manual directory and putting it in the MANPATH. For example, if subdirec- 
tories man.X and cat.X are present, then man recognizes that “X” is a valid 
manual section. 


If you wish to use another text processing program (such as troff(CT)) to pro- 
cess your custom manual pages, use the -tproc flag of man. proc can be any 
shell script in /usr/man/bin. To place a cat-able copy of the manual page in the 
cat directory, use the tee(C) command to send the output to a file, as well as to 
the standard output. 


Your command should have the form: 
man -tproc filename | tee pathname 


In the above example, proc is the text processing script, filename is the manu- 
al page source file, and pathname is the path of the directory for the cat-able 
output. 


Custom manual sections can have an index, if the format is the same as the 
index in /usr/man. man uses the index to locate multiple commands that are 
listed on the same page as well as commands that have pages in several dif- 
ferent sections. 
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The man macro package 


The man macro package is located in /usr/lib/macros/fan. There are 15 basic 
macros in the package. Here is a table of the macros and brief descriptions of 
their functions: 


Macro 


.TH title 
SH title 
SS title 
‘SM text 
.PP 

IP 

HP 

.TP 
RSn 
.RE 

I text 

.B text 
.R text 
.PM 


Limitations 


See also 


Description 


Title heading 

Section heading 
Subsection heading 
Reduce point size 
New paragraph 
Indented paragraph 
Hanging paragraph 
Tagged paragraph 
Relative indent 
Release relative indent 
Italic font 

Bold font 

Roman font 
Proprietary mark (copyright) 


All entries are supposed to be reproducible either on a typesetter or on a ter- 
minal. However, on a terminal some information, such as eqn(CT) and 
tbl(CT) output, is either lost or approximated as it cannot be exactly repro- 


duced. 


In order to make use of eqnchar, nroff, tbl, and troff, it is first necessary to 
obtain and install the UNIX Text Processing System (available separately). 


eqnchar(CT), nroff(CT), tbl(CT), troff(CT), environ(M), term(M) 


Standards conformance 


man is not part of any currently supported standard; it is an extension of 
AT&T System V provided by The Santa Cruz Operation, Inc. 
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mceart 


Irwin mini-cartridge tape maintenance program 


Syntax 


mecart command [ device } 


Description 


mcart sends commands to, and receives status from, an Irwin tape driver. (See 
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tape(HW) and the Release Notes for a list of other supported tape drives, and 
tape(C) for details of the use of other tape drives.) 


The default device special file is /dev/rctmini. This may be changed by specify- 
ing a different file to the device argument. 


The file /etc/default/mcconfig contains default driver options for the Irwin 
driver (see mcconfig(F) for details). In addition, the Irwin driver uses a dae- 
mon startup program, /etc/mcdaemon, to provide background ECC 
encode /decode processing. 


All mcart commands entered while the tape is busy with other operations 
wait until the currently executing command has been completed before 
proceeding. 


mcart understands the following command options: 


capacity Report the total usable data storage capacity of a formatted tape 
cartridge in 512-byte blocks. Variations in cartridge capacity are 
due to differing numbers of bad blocks. (See also the kapacity 
option.) 


drive Display information about the Irwin driver and the tape drive. An 
example display is: 
Special file: /dev/rctmini 
Driver version: 1.0.6a 
Drive type: 285XL 
Drive firmware: A0 
Controller type: SYSFDC 
Unit select (0-3): 3 


Special file is the name of the special file used to access the driver. 


Driver version is the version of the driver linked with the kernel. 
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Drive type is an “equivalent” tape drive model number as deter- 
mined by the MC driver. Since the exact model number of the tape 
drive depends on the drive's form factor and whether the drive is 
mounted in its own cabinet, the equivalent model number may not 
be the exact model of the installed tape drive. The following is a 
list of equivalent drives: 


110: 110, 310, 410 

120[XL]: 120, 220, 320, 420, 720, 2020 
125: 125, 225, 325, 425, 725 
145[XL]: 145, 245, 345, 445, 745, 2040 
165: 165, 265, 465, 765 

285XL: 285, 485, 785, 2080 

287XL: 287, 487, 787, 2120 


The brackets in the 120[XL] and 145[XL] mean the letters “XL” may 
or may not be present. When the letters “XL” appear, the drive is 
capable of servo writing extra long (that is, 307.5 foot DC2120) 
tapes. 


Note: When this field displays “125/145,” either a 125 drive or an 
early model 145 drive with a DC1000 is present: the driver cannot 
distinguish between the two. A 125 drive will only accept a 
DC1000 cartridge (a DC2000 or DC2120 will not fit). A 145 drive 
will accommodate DC1000, DC2000, or DC2120 cartridges. 


Drive firmware is the firmware part number and revision level. 
This line is present only for drives which report this information. 


Controller type is a mnemonic for the floppy controller to which the 
tape drive is attached: 


Mnemonic Description 

SYSFDC System floppy controller 

ALTFDC Alternate floppy controller 

4100MC Irwin 4100MC Micro Channel controller 
4100MCB Second 4100MC Micro Channel controller 
4100 Irwin 4100 PC Bus controller 

4100B Second 4100 PC Bus controller 


Unit select (0-3) gives the controller’s unit select, in the range 0 
through 3. The unit select selects the drive. 
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format 


info 


kapacity 


reten 


rewind 


Exit values 
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Format the tape cartridge. Floppy controller-based tapes must be 
formatted before they can be used. This command takes approxi- 
mately one minute per megabyte of tape capacity. 


Preformatted tapes are available which are more reliable than 
user-formatted tapes. Before reformatting a used tape, you must 
erase it with a bulk eraser. Proper use of a bulk eraser is not 
trivial; refer to the documentation for your bulk eraser. 


Display Irwin cartridge information. For example: 
Cartridge state: Formatted 

Cartridge format: 145 

Write protect slider position: RECORD 


Cartridge state is the current state of the cartridge’s format. 


Cartridge format indicates the format on the cartridge’s tape. The 
format is given in a code which is the same as the drive model on 
which the cartridge was originally formatted (see drive and 
tape(HW) for details). When the cartridge is blank, the code has 
the format which would be applied by the format command. 


Write protect slider position indicates whether the cartridge is write 
protected (PROTECT) or may be written to (RECORD). 


Report the total usable data storage capacity of a formatted tape 
cartridge in 1024-byte blocks. Variations in cartridge capacity are 
due to differing numbers of bad blocks. (See also the capacity 
option.) 

Retension tape cartridge. Should be used periodically to remedy 
slack tape problems. Tape slack can cause an unusually large num- 
ber of tape errors. 


Rewind to beginning of tape (BOT). 


The following exit values may be returned by mceart: 


0 Normal exit with no error. mcart invoked with no arguments prints a 
usage message and also returns this value. 


2 Unknown command, invalid argument, device not an Irwin drive, 
incompatible major or minor device numbers, seek error on device, tape 
header corruption, or block past end of tape. 


258 Error from the operating system which sets the global flag errno: device 
busy, error on opening device file, or read/write error. 


514 Error from inside the device driver: Driver internal control error, or for- 
matting error. 
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Files 
Device special files: 
/dev/rctmini irwin driver raw device special file 
For more information on device files, see the tape(HW) manual page. 
/etc/default/mcconfig default configuration file 
/etc/ncdaemon background services executable file 
/usr/binfncart meart executable file 
Include files: 
/usr/include/sys/ir.h 
/usr/include/sys/tape.h 

See also 


mcconfig(F), tape(C), tape(HW) 


Standards conforance 


meart is not part of any currently supported standard; it is an extension of 
AT&T System V provided by The Santa Cruz Operation, Inc. 
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mesg 


permit or deny messages sent to a terminal 


Syntax 


mesg [n]j[y] 

Description 
The mesg command with argument n forbids messages via write(C) by 
revoking non-user write permission on the user’s terminal. mesg with argu- 
ment y reinstates permission. By itself, mesg reports the current state without 
changing it. 

Exit values 
Exit status is 0 if messages are receivable, 1 if not, 2 on error. 

Files 
/dev/tty* 

See also 
write(C) 

Standards conformance 
mesg is conformant with: 


AT&T SVID Issue 2; 
X/Open Portability Guide, Issue 3, 1989. 
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mkdir 


make a directory 


Syntax 


mkdir [ -m mode ] [-p][-e] dirname... 


Description 


The mkdir command creates the named directories in mode 777 (possibly 
altered by umask(C)). 


Standard entries in a directory (for example, the files “.”, for the directory 
itself, and “..”, for its parent) are made automatically. mkdir cannot create 
these entries by name. Creation of a directory requires write permission in the 
parent directory. 


The owner ID and group ID of the new directories are set to the process’s real 
user ID and group ID, respectively. 


Three options apply to mkdir: 


-m_ This option allows users to specify the mode to be used for new direc- 
tories. Choices for modes can be found in chmod(C). 


-p With this option, mkdir creates dirname by creating all the non-existing 
parent directories first. Any intermediate directories that do not exist are 
created with mode 777 altered by umask(C). However, to ensure that 
mkdir(C) does not fail, the user execute and write permissions are always 
Set. 


-e For historical compatibility, mkdir changes the ownership of the new 
directory to the real user ID (RUID) and the real group ID (RGID). The -e 


option says to use the effective user ID (EUID) and effective group ID 
(EGID) instead. 


Exit values 


mkdir returns 0 if all directories given in the command line were created suc- 
cessfully; otherwise, it prints a diagnostic and returns a non-zero value. 
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Diagnostics 


cannot make directory: dirname 
The directory dirname cannot be created. 


invalid mode: mode 
The permissions specified by mode are invalid. 


See also 
mkdir(S), rm(C), rmdir(C), sh(C), umask(C) 


Standards conformance 


mkdir is conformant with AT&T SVID Issue 2. 
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mkfifo 


make a FIFO special file 


Syntax 


mkfifo [-m mode | path... 


Description 
The mkfifo command makes a first-in first-out pipe named by the pathname 
path. The new FIFO has the permissions 666 (possibly altered by umask(C)). 


The optional flag -m specifies the creation mode for the FIFO file; see 
chmod(C) for more details on the format of mode. 


Exit values 


mkfifo returns exit code 0 if all FIFO special files were created successfully. 
Otherwise, it prints a diagnostic and returns non-zero. 


Standards conformance 


mkfifo is not part of any currently supported standard; it is an extension of 
AT&T System V provided by The Santa Cruz Operation, Inc. 
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mknod 


build special files 


Syntax 
/etc/mknod name [ b | c ] major minor 
/etc/mknod name p 
/etc/mknod name s 
/etc/mknod name m 

Description 
The mknod command makes a directory entry and corresponding inode for a 
special file. The first argument is the name of the entry. In the first case, the 
second argument is b if the special file is block-type (disks, tape) or c if it is 
character-type (other devices). The last two arguments are numbers specify- 
ing the major device type and the minor device (for example, unit, drive, or 
line number), which may be either decimal or octal. Minor numbers must be 
in the range 0 to 255. 
The assignment of major device numbers is specific to each system. Major de- 
vice numbers can be found in the system source file /etc/conf/cf.d/mdevice. 
mknod can also be used to create named pipes with the p option, semaphores 
with the s option, and shared data (memory) with the m option. 
Only the super user can use the first form of the syntax. 

Limitations 
mknod does not understand extended minor device numbers. It will impose 
an upper limit of 255 on the minor device number parameter. 

See also 


mknod(S) 


Standards conformance 


mknod is conformant with AT&T SVID Issue 2. 
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mnt, umnt 


mount a filesystem 


Syntax 


/usr/bin/mnt [ -anrtu ] [ directory | 


/usr/bin/umnt directory 


Description 


The mnt command allows users other than the super user to access the func- 
tionality of the mount(ADM) command to mount selected filesystems. The 
super user can define how and when a filesystem mount is permitted via the 
/etc/default/filesys file. 


The filesystem requirements are the same as defined for mount(ADM). 


The umnt command unmounts the mountable filesystem previously mounted 
in directory. 


mnt is invoked from the /etc/rc scripts with the -r, the -n and possibly the -a 
flag to mount filesystems when the system comes up as multiuser. The -a flag 
is used when the system has autobooted. None of these flags should be speci- 
fied during normal command line use. 


The -n flag directs the system to mount all filesystems defined as fstyp “NFS” 


with remount set to “yes” in the /etc/default/filesys file. Filesystems of this type 
should have bdev defined as follows: 


bdev=hostname:pathname 


The cdev entry is not necessary if the filesystem is of type “NFS”. rcfsck 
should be set to “no”. 


The -t flag displays the contents of /etc/default/filesys. 


The -u flag forces mnt to behave like umnt. 
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Options 


The following options can be defined in the /etc/default/filesys entry for a file- 
system: 


bdev=/dev/device 
Name of block device associated with the filesystem. 


cdev=/dev/device 
Name of character (raw) device associated with the filesystem. 


desc=name 
A string describing the filesystem. 


fsck=yes, no, dirty, prompt 
If yes/no, tells explicitly whether or not to run fsck. If dirty, fsck is run 
only if the filesystem requires cleaning. If prompt, the user is prompted 
for a choice. If no entry is given, the default value is dirty. 


fsckflags=flags 
Any flags to be passed to fsck. 


fstyp=type 
Defines the filesystem type. Available types include NFS, S51K, XENIX, and 
DOS. 


init=yes, no, prompt 
Indicates whether an initcmd entry should always be executed, never be 
executed, or executed as specified by the user. 


initcmd=command 
An optional, arbitrary shell command to be invoked immediately follow- 
ing a successful mount. 


maxcleans=n - 
The number of times to repeat cleaning of a dirty filesystem before giving 
up. If undefined, default is 4. 


mount=yes, no, prompt 
If yes or no, users are allowed or disallowed to mount the filesystem, 
respectively. If prompt, the user specifies whether the filesystem should 
be mounted. 


mountdir=/directory 
The directory the filesystem is to be mounted on. 


mountflags=flags 
Any flags to be passed to mount. 
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passwdsstring 
An optional password prompted for at mount request time. Cannot be a 
simple string; must be in the format permitted by /etc/passzwd. (See “Limita- 
tions.”) 


nfsopts=opts 
Defines NFS options for filesystems of type NFS. Available options are 
described in the mount(ADM) manual page. 


prep=yes, no, prompt 
Indicates whether any prepcmd entry should always be executed, never 
executed, or executed as specified by the user. 


prepcmd=command 
An arbitrary shell command to be invoked immediately following pass- 
word check and prior to running fsck. 


rcfsck=yes, no, dirty, prompt | 
Similar to fsck entry, but only applies when the -r flag is passed. 


rcmount=yes, no, prompt 
If yes, the filesystem is mounted by /etc/rc2 when the system comes up as 
multiuser. If no, the filesystem is never mounted by /etc/rce2. With 
prompt, a query is displayed at boot time to mount the filesystem. 


Any entries containing spaces, tabs, or new lines must be contained in double 
quotes ("). 


The only mandatory entries in /etc/default/filesys are bdev and mountdir. The 
prepcmd and initcmd options can be used to execute another command 
before or after mounting the filesystem. For example, initcmd could be 
defined to send mail to root whenever a given filesystem is mounted. 


When invoked without arguments, mnt attempts to mount all filesystems that 
have the entries mount=yes or mount=prompt. 


Diagnostics 


mnt will fail if the filesystem to be mounted is currently mounted under 
another name. 


Busy filesystems cannot be unmounted with umnt. A filesystem is busy if it 


contains an open file or if a user’s present working directory resides within 
the filesystem. 
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Examples 


The following is a sample /etc/Mefault/filesys file: 


bdev=/dev/root cdev=/dev/rroot mountdir=/  \ 


desc="The Root Filesystem" rcmount=no mount=no 


bdev=/dev/u cdev=/dev/ru mountdir=/u rcmount=yes 


fsckflags=-y desc="The User Filesystem" 


bdev=/dev/x cdev=/dev/rx mountdir=/u rcmount=no 
mount=yes fsckflags=-y desc="The Extra Filesystem" 


Of the examples above, only /x is mountable by non super users. ° 


Limitations 


The NFS options are only valid if NFS is installed; refer to your NFS documen- 


tation for mount options that are specific to NFS. 


Some degree of validation is done on the filesystem; however it is generally 


unwise to mount corrupt filesystems. 


In order to create a password for a filesystem, the system administrator must 
run the passwd(C) command using the -F option. Note that filesystem pass- 


words are not supported on all systems. 


Files 

/etc/default/filesys filesystem data 
See also 

filesys(F), mount(ADM) 


Standards conformance 


mnt is not part of any currently supported standard; it is an extension of AT&T 


System V provided by The Santa Cruz Operation, Inc. 
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more 


view a file one screen full at a time 


Syntax 


more [ -cdflrsuvw | [ -n ] [ +linenumber |[+/pattern|[name... | 


Description 


This filter allows examination of continuous text one screen full at a time. It 
normally pauses after each full screen, displaying: 


=-More== 


at the bottom of the screen. If the user then presses carriage return, one more 
line is displayed. If the user presses the Space bar, another full screen is dis- 
played. Other possibilities are described below. 


The command line options are: 


-n - An integer which is the size (in lines) of the window which more 
will use instead of the default. 


-C more draws each page by beginning at the top of the screen and 
erasing each line just before it draws on it. This avoids scrolling 
the screen, making it easier to read while more is writing. This 
option is ignored if the terminal does not have the ability to clear 
to the end of a line. 


-d more prompts with the message “Hit space to continue, Rubout to 
abort” at the end of each full screen. This is useful if more is being 
used as a filter in some setting, such as a class, where many users 
may be inexperienced. 


-f This option causes more to count logical, rather than screen lines: 
that is, long lines are not folded. This option is recommended if 
nroff output is being piped through ul, since the latter may gen- 
erate escape sequences. These escape sequences contain charac- 
ters that would ordinarily occupy screen positions, but do not 
print when they are sent to the terminal as part of an escape 
sequence. Thus more may think that lines are longer than they 
actually are and fold lines erroneously. 


-| Does not treat (Ctrl)l (form feed) specially. If this option is not 
given, more pauses after any line that contains a (Ctrl), as if the 
end of a full screen has been reached. Also, if a file begins with a 
form feed, the screen is cleared before the file is printed. 


-r Causes carriage returns to be printed as ““M”. 
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-S Squeezes multiple blank lines from the output, producing only one 
blank line. Especially helpful when viewing nroff output, this 
option maximizes the useful information present on the screen. 


-u Normally, more handles underlining, such as that produced by 
nroff, in a manner appropriate to the particular terminal: if the 
terminal can perform underlining or has a stand-out mode, more 
outputs appropriate escape sequences to enable underlining or 
stand-out mode for underlined information in the source file. The 
-u option suppresses this processing. 


-v Normally, more ignores control characters that it does not inter- 
pret in some way. The -v option causes these to be displayed as “C 
where C is the corresponding printable ASCII character. Non- 
printing non-ASCII characters (with the high bit set) are displayed 
in the format M-C, where C is the corresponding character without 
the high bit set. If output is not going to a terminal, more does not 
interpret control characters. 


-w Normally, more exits when it comes to the end of its input. With - 
Ww more prompts and waits for any key to be struck before exiting. 


+linenumber 
Starts up at linenumber. 


+/pattern Starts up two lines before the line containing the regular expres- 
sion pattern. 


more looks in /usr/lib/terminfo/* to determine terminal characteristics, and to 
determine the default window size. On a terminal capable of displaying 24 
lines, the default window size is 22 lines. 


more looks in the environment variable MORE to preset any flags desired. For 
example, if you prefer to view files using the -c mode of operation, the shell 
command “MORE=-c” in the .profile file causes all invocations of more to use 
this mode. 


If more is reading from a file, rather than a pipe, a percentage is displayed 
with the “--More--” prompt. This gives the fraction of the file (in characters, 
not lines) that has been read so far. 


Other sequences which may be entered when more pauses, and their effects, 
are as follows (i is an optional integer argument, defaulting to 1 where not 
specified otherwise): 


i(Space) Displays i more lines, (or another full screen if no argument is 
given). 


(Ctrl)d Displays 11 more lines (a “scroll”). If is given, then the scroll size 
is set to 1. 
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(Ctrl)b 


qorQ 


in 


!command Invokes a shell with command. The characters “%” and 


in 
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Same as (Ctrl)d. 


Same as entering a space except that i, if present, becomes the new 
window size. 


Skips i lines and displays a full screen of lines. 

Skips i full screens and displays a full screen of lines. 

Skips back and displays the previous screen of lines. 

Same as b. 

Exits from more. 

Displays the current line number. 

Starts up the screen editor vi at the current line. 

Help command; gives a description of all the more commands. 


Searches for the ith occurrence of the regular expression expr. If 
there are less than i occurrences of expr, and the input is a file 
(rather than a pipe), then the position in the file remains 
unchanged. Otherwise, a full screen is displayed, starting two 
lines before the place where the expression was found. The user’s 
erase and kill characters may be used to edit the regular expres- 
sion. Erasing back past the first column cancels the search com- 
mand. 


Searches for the ith occurrence of the last regular expression 
entered. 


(Single quotation mark) Goes to the point from which the last 
search started. If no search has been performed in the current file, 
this command goes back to the beginning of the file. 

“ I ” in 
command are replaced with the current filename and the previous 
shell command respectively. If there is no current filename, “ %” 
is not expanded. The sequences “ \%” and “ \!” are replaced by 
“%" and “!” respectively. 


Skips to the ith next file given in the command line (skips to last 
file if i doesn’t make sense). 


Skips to the ith previous file given in the command line. If this 
command is given in the middle of printing out a file, more goes 
back to the beginning of the file. If i doesn’t make sense, more 
skips back to the first file. If more is not reading from a file, the 
bell rings and nothing else happens. 
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Notes 


Files 


See also 


‘f Displays the current filename and line number. 
:qor:Q Exits from more (same as q or Q). 
Repeats the previous command. 


The commands take effect immediately. It is not necessary to enter a carriage 
return. Up to the time when the command character itself is given, the user 
may enter the line kill character to cancel the numerical argument being 
formed. In addition, the user may enter the erase character to redisplay the 
“--More-- (xx%)” message. 


The terminal is set to noecho mode by this program so that the output can be 
continuous. What you enter will not show on your terminal, except for the 
slash (/) and exclamation (!) characters. 


If the standard output is not a teletype, more acts just like cat, except that a 
header is printed before each file (if there is more than one). 


The vi and help options may not be available. 


Before displaying a file, more attempts to detect whether it is a non-printable 
binary file such as a directory or executable binary image. However, more 
cannot detect all possible kinds of non-printable files. 


/usrflib/terminfo/* terminal database 
/usrflib/more.help help file 


cat(C), csh(C), environ(M), sh(C) 


Standards conformance 
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more is not part of any currently supported standard; it was developed at the 
University of California at Berkeley and is used by permission. 
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mv(C) 


move or rename files and directories 


Syntax 


mv [ -f ] file1 file2 
mv [ -f ] directory1 directory2 
mv [ -f ] file... directory 


Description 


In the first form, the mv command moves (changes the name of) file1 to file2 
(or directory1 to directory2). 


If file2 already exists, it is removed before file1 is moved. If file2 has a mode 
which forbids writing, mv prints the mode (see chmod(C)) and prompts you 
for confirmation. If you type “y”, the move takes place; if not, mv exits. 

No questions are asked (if file2 is not writeable) when the -f option is given. 


In the second form, mv can only move directories within a filesystem, the tar- 
get directory2 should not exist. 


In the third form, one or more files are moved to the directory, keeping their 
original filenames. 


Limitations 


See also 


If file1 and file2 lie on different filesystems, mv must copy the file and delete 
the original. In this case the owner name becomes that of the copying process 
and any linking relationship with other files is lost. 

mv refuses to move a file onto itself. 


mv does not follow symbolic links given as arguments. 


chmod(S), copy(C), cp(C), mvdir(ADM) 
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Standards conformance 


mv is conformant with: 


AT&T SVID Issue 2; 
X/Open Portability Guide, Issue 3, 1989. 
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newform 


change the format of a text file 


Syntax 
newform [ -s | [ -itabspec ] [ -otabspec |] [-bn ][-en][-pn][-an }[-f ] 
[ -cchar ][-ln][ file... ] 

Description 


The newform command reads lines from the named files, or the standard 
input if no input file is named, and reproduces the lines on the standard out- 
put. Lines are reformatted in accordance with command line options in effect. 


Except for -s, command line options may appear in any order, may be 
repeated, and may be intermingled with files. Command line options are pro- 
cessed in the order typed. This means that option sequences like “-e15 -160” 
will yield results different from “-160 -e15”. Options are applied to all files on 
the command line. 


-s_ Shears off leading characters on each line up to the first tab and places 
up to 8 of the sheared characters at the end of the line. If more than 8 
characters (not counting the first tab) are sheared, the eighth character is 
replaced by a “*” and any characters to the right of it are discarded. 
The first tab is always discarded. 


An error message and program exit will occur if this option is used on a 
file without a tab on each line. The characters sheared off are saved 
internally until all other options specified are applied to that line. The 
characters are then added at the end of the processed line. 


-itabspec 
Input tab specification: expands tabs to spaces, according to the tab 
specifications given. tabspec recognizes all tab specification forms 
described below. In addition, tabspec may be “ --”, in which newform 
assumes that the tab specification is to be found in the first line read 
from the standard input. If no tabspec is given, tabspec defaults to -8. A 
tabspec of -0 expects no tabs; if any are found, they are treated as -1. 


-otabspec 
Output tab specification: replaces spaces by tabs, according to the tab 
specifications given. The tab specifications are the same as for -itabspec. 
If no tabspec is given, tabspec defaults to -8. A tabspec of -0 means that 
no spaces will be converted to tabs on output. 
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-bn Truncates n characters from the beginning of the line when the line 


-f 


length is greater than the effective line length (see -In). The default is tc 
truncate the number of characters necessary to obtain the effective line 
length. The default value is used when -b with no n is used. This option 
aa be used to delete the sequence numbers from a COBOL program as 
ollows: 


newform -11 -b7 filename 


The option -I1 must be used to set the effective line length shorter than 
any existing line in the file so that the -b option is activated. 


Truncates n characters from the end of the line. 


Prefixes n characters (see -ck) to the beginning of a line when the line 
length is less than the effective line length. The default is to prefix the 
number of characters necessary to obtain the effective line length. 


Appends n characters to the end of a line. The default is to append the 
number of characters necessary to get the effective line length. 


Writes the tab specification format line on the standard output before 
any other lines are output. The tab specification format line which is 
printed will correspond to the format specified in the last -o option. If 
no -o option is specified, the line which is printed will contain the 
default specification of -8. 


Changes the prefix/append character to k. Default character for k is a 
space (see options -p and -a). 


Sets the effective line length to n characters. If n is not typed, -l defaults 
to 72. The default line length without the -l option is 80 characters. 
Note that tabs and backspaces are considered to be one character (use -i 
to expand tabs to spaces). 


Tabs 


Four types of tab specification are accepted for tabspec: “canned”, repetitive, 
arbitrary, and file. The lowest column number is 1. For tabs, column 1 always 
refers to the leftmost column on a terminal, even one whose column markers 
begin at 0, for example the DASI 300, DASI 3008, and DASI 450. 


The “canned” tabs are given as -code where code (and its meaning) is from the 
following list: 


-a 


-a2 


-C 


1,10,16,36,72 
Assembler, IBM S/370, first format 


1,10,16,40,72 
Assembler, IBM $/370, second format 


1,8,12,16,20,55 
COBOL, normal format 
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-f 


“P 


-S 


“u 
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1,6,10,14,49 

COBOL compact format (columns 1-6 omitted). Using this code, the first 
typed character corresponds to card column 7, one space gets you to 
column 8, and a tab reaches column 12. Files using this tab setup should 
include a format specification as follows: 


<:t-c2 m6 s66 d:> 


1,6,10,14,18,22,26,30,34,38,42,46,50,54,58,62,67 

COBOL compact format (columns 1-6 omitted), with more tabs than 
COBOL -c2. This is the recommended format for COBOL. The appropri- 
ate format specification is: 


<:t-c3 m6 s66 d:> 


1,7,11,15,19,23 
FORTRAN 


1,5,9,13,17,21,25,29,33,37,41,45,53,57,61 
PL/I 


1,10,55 
SNOBOL 


1,12,20,44 
UNIVAC 1100 Assembler 


In addition to these “canned” formats, three other types exist: 


“nN 


A repetitive specification requests tabs at columns 1+n, 1+2*n, etc. Note 
that such a setting leaves a left margin of n columns on TermiNet termi- 
nals only. Of particular importance is the value -8: this represents the 
UNIX system “standard” tab setting, and is the most likely tab setting 
found at a terminal. It is required for use with nroff(CT) -h option for 
high-speed output. Another special case is the value -0, implying no 
tabs at all. 


n1,n2, ... 


--file 
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The arbitrary format permits the user to type any chosen set of number, 
separated by commas, in ascending order. Up to 40 numbers are 
allowed. If any number (except the first one) is preceded by a plus sign, 
it is taken as an increment to be added to the previous value. Thus, the 
tab lists 1,10,20,30 and 1,10,+10,+10 are considered identical. 


If the name of a file is given, newform reads the first line of the file, 
searching for a format specification. If it finds one there, it sets the tab 
stops according to it; otherwise it sets them as -8. This type of specifica- 
tion may be used to make sure that a tabbed file is printed with correct 
tab settings. 
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Any of the following may be used also; if a given flag occurs more than once, 
the last value given takes effect: 


-Ttype 
newform usually needs to know the type of terminal in order to set tabs 
and always needs to know the type to set margins. type is a name listed 
in term(M). If no -T flag is supplied, newform searches for the $TERM 
value in the environment (see environ(M)). If no type can be found, 
newform tries a sequence that will work for many terminals. 


+mn The margin argument may be used for some terminals. It causes all tabs 
to be moved over n columns by making column n+1 the left margin. If 
+m is given without a value of n, the value assumed is 10. For a Ter- 
miNet, the first value in the tab list should be 1, or the margin will move 
even further to the right. The normal (leftmost) margin on most termi- 
nals is obtained by +m0. The margin for most terminals is reset only 
when the +m flag is given explicitly. 


Exit values 


0 - normal execution 
1 - for any error 


Diagnostics 
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All diagnostics are fatal. 


usage: ... 
newform was called with a bad option. 


not -s format 
There was no tab on one line. 


can’t open file 
Self-explanatory. 


internal line too long 
A line exceeds 512 characters after being expanded in the internal work 
buffer. 


tabspec in error - 
A tab specification is incorrectly formatted, or specified tab stops are not 
ascending. 


tabspec indirection illegal 


A tabspec read from a file (or standard input) may not contain a tabspec 
referencing another file (or standard input). 
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In the following example, newform converts a file named text with leading 
digits, one or more tabs, and text on each line to a file beginning with the text 
and the leading digits placed at the end of each line in column 73 (-s option). 
All tabs after the first one are expanded to spaces (-i option). To reach the line 
length of 72 characters (-1 option), spaces are appended to each line up to 
column 72 (-a option) or lines are truncated at column 72 (-e option). To refor- 
mat the sample file text in this manner, enter: 


newform -s -i -! -a -e text 


Limitations 


See also 


newform normally only keeps track of physical characters; however, for the -i 
and -o options, newform will keep track of backspaces in order to line up tabs 
in the appropriate logical columns. 


newform will not prompt the user if a tabspec is to be read from the standard 
input (by use of -i, -- or -o--). 


If the -f option is used, and the last -o option specified was “-o--”, and was 


preceded by either “-o--” or a “-i--”, the tab specification format line will be 
incorrect. 


csplit(C) 
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newgrp 


log user into a new group 


Syntax 


newgyrp [-] group 


Description 


The newgrp command changes the effective group identification of its caller. 
The same person remains logged in, and the current directory is unchanged, 
but calculations of access permissions to files are performed with respect to 
the new group ID. 


newgrp without an argument changes the group identification to the group in 
the password file. 


If the first argument to newgrp is a hyphen (-), the user will actually be logged 
in again as a member of the new group, group. 


If the first argument to newgrp is a hyphen, but group is not specified, the 
user will be logged in again as a member of the caller’s original group identifi- 
cation according to the password file. 


Limitations 


The newgrp command executes, but does not fork, a new shell. If your login 
shell is a C shell and you invoke newgrp, you will have to press (Ctrl)d when 

' you wish to log out. Typing the csh(C) logout command will result in an error 
message. Note also that the newgrp command causes the csh history list to 
start again at 1. 


A version of newgrp is built into the Korn shell (ksh(C)). Please refer to the 
ksh(C) entry for details. This command has been effectively superseded by 
the newer command sg(C), which should be used in preference to newgrp 
wherever possible. 


Files 


/etc/group 
/etcfpasswd 


See also 


group(F), ksh(C), sg(C), login(M) 
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Standards conformance 


newgrp is conformant with: 


AT&T SVID Issue 2; 
X/Open Portability Guide, Issue 3, 1989. 
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news 


print news items 


Syntax 
news [ -a][-n][-s] [ items ] 
Description 


news is used to keep the user informed of current events. By convention, 
these events are described by files in the directory jusr/news. 


When invoked without arguments, news prints the contents of all current 
files in /usr/news, the most recent first, with each preceded by an appropriate 
header. news stores the “currency” time as the modification date of a file 
named .news_time in the user’s home directory (the identity of this directory is 
determined by the environment variable $HOME); only files more recent than 
this currency time are considered “current.” 


The -a option causes news to print all items, regardless of currency. In this 
case, the stored time is not changed. 


The -n option causes news to report the names of the current items without 
printing their contents, and without changing the stored time. 


The -s option causes news to report how many current items exist, without 
printing their names or contents, and without changing the stored time. 


All other arguments are assumed to be specific news items that are to be 
printed. 


If the INTERRUPT key is struck during the printing of a news item, printing 


stops and the next item is started. Another INTERRUPT within one second of 
the first causes the program to terminate. 


Limitations 


This is not an interface for USENET news. 


Files 


S95 is aa 


/usrfnews/* 
S$HOME/.news_time 
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See also 
environ(M), profile(M) 


Standards conformance 


news is conformant with AT&T SVID Issue 2. 
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nice 


run a command at a different scheduling priority 


Syntax 


nice [ -increment | command [ arguments | 


Description 


The nice command is used to execute a command at a different scheduling 
priority than usual. Each process has a “nice value” which is used to calculate 
its priority. Nice values range from 0 to 39, with higher nice values resulting 
in lower priorities. By default, commands have a nice value of 20. nice exe- 
cutes command with a nice value equal to 20 plus increment. If no increment 
is given, an increment of 10 is assumed. 


The super user may run commands with priority higher than normal by using 
a double negative increment. For example, an argument of --10 would decre- 


ment the default to produce a nice value of 10, which is a higher scheduling 
priority than the default of 20. 


Exit values 
nice returns the exit status of command. 
Limitations 


If the default nice value plus increment is larger than 39, a nice value of 39 
will be used. If a nice value less than zero is requested, zero will be used. 


Note also that this description of nice applies only to programs run under the 


Bourne Shell. The C-Shell has its own nice command, which is documented 
in csh(C). 


See also 


csh(C), nice(S), nohup(C) 


Standards conformance 


nice is conformant with AT&T SVID Issue 2. 
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nl 


add line numbers to a file 


Syntax 
nl [ -h type } [ -b type] [ -f type | [-v start# ][-iincr][-p][-lnum ] 
[-s sep ] | -w width ][-n format | file 

Description 


The nl command reads lines from the named file, or the standard input if no 
file is named, and reproduces the lines on the standard output. Lines are 
numbered on the left in accordance with the command options in effect. 


nl views the text it reads in terms of logical pages. Line numbering is reset at 
the start of each logical page. A logical page consists of a header, a body, and 
a footer section. Empty sections are valid. Different line numbering options 
are independently available for header, body, and footer (for example, no 
numbering of header and footer lines while numbering blank lines only in the 
body). 


The start of logical page sections is signaled by input lines containing nothing 
but one or more pairs of backslash-followed-by-colon: 


Page section Line contents 
Header WANN 
Body NEG 

Footer Me 


Unless signaled otherwise, nl assumes the text being read is in a single logical 
page body. 


Command options may appear in any order and may be intermingled with an 
optional filename. Only one file may be named. The options are: 


-b type Specifies which logical page body lines are to be numbered. 
Recognized types and their meaning are: a, number all lines; t, 
number lines with printable text only; n, no line numbering; 
pstring, number only lines that contain the regular expression 
specified in string. Default type for logical page body is t (text 
lines numbered). 


-htype Same as -b type except for header. Default type for logical page 
header is n (no lines numbered). 


-f type Same as -b type except for footer. Default for logical page footer is 
n (no lines numbered). 
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See also 


“P 


-v start# 


-i incr 


-S sep 


-w width 


-n format 


-lnum 


pr(C) 


Does not restart numbering at logical page delimiters. 


start# is the initial value used to number logical page lines. 
Default is 1. 


incr is the increment value used to number logical page lines. 
Default is 1. 


sep is the character(s) used in separating the line number and the 
corresponding text line. Default sep is a tab. 


width is the number of characters to be used for the line number. 
Default width is 6. 


format is the line numbering format. Recognized values are: In, 
left justified, leading zeroes suppressed; rm, right justified, leading 
zeroes suppressed; rz, right justified, leading zeroes kept. Default 
format is rn (right justified). 


num is the number of blank lines to be considered as one. For 
example, -12 results in only the second adjacent blank being num- 
bered (if the appropriate -ha, -ba, and/or -fa option is set). Default 
is 1. 


Standards conformance 
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nl is conformant with: 


AT&T SVID Issue 2; 
X/Open Portability Guide, Issue 3, 1989. 


1 February 1993 


nohup(C) 


nohup 


run a command immune to hangups and quits 


Syntax 
nohup command [ arguments | 

Description 
The nohup command executes command with hangups and quits ignored. If 
output is not redirected by the user, it will be sent to nohup.out. If the user 
does not have write permission in the current directory, output is redirected 
to $SHOME/nohup.out. 

Limitations 
The nohup(C) standalone program is used by the bourne shell sh. The other 
shells have built in nohup commands which behave slightly differently. For 
further details see csh(C) and ksh(C) respectively. 

See also 


nice(C), signal(S) 


Standards conformance 
nohup is conformant with: 


AT&T SVID Issue 2; 
X/Open Portability Guide, Issue 3, 1989. 
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od 


display files in octal format 


Syntax 
od [ -bcdox ] [ file ][ [+] offset [.][b]] 
Description 

The od command displays file in one or more formats as selected by the first 

argument. If the first argument is missing, -o is the default. The meanings of 

the format options are: 

-b Interprets bytes in octal. 

-c Interprets bytes in ASCII. Certain nongraphic characters appear as C 
escapes: null=\0, backspace=\b, form feed=\f, newline=\n, return=\r, 
tab=\t; others appear as 3-digit octal numbers. 

-d Interprets words in decimal. 

-o Interprets words in octal. 

-o Interprets words in octal. 

-x Interprets words in hex. 

The file argument specifies which file is to be displayed. If no file argument is 

specified, the standard input is used. 

The offset argument specifies the offset in the file to display from. This argu- 

ment is normally interpreted as octal bytes. If “.” is appended, the offset is 

interpreted in decimal. If “b” is appended, the offset is interpreted in blocks. 

If the file argument is omitted, the offset argument must be preceded by “+”. 

The display continues until end-of-file. 

See also 


adb(CP), hd(C) 


Standards conformance 
od is conformant with: 


AT&T SVID Issue 2; 
X/Open Portability Guide, Issue 3, 1989. 
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pack, pcat, unpack 


compress and expand files 


Syntax 
pack [-] name... 
peat name... 
unpack name... 
Description 


The pack command attempts to store the specified files in a compressed form. 
Wherever possible, each input file name is replaced by a packed file name.z 
with the same access modes, access and modified dates, and the owner of 
name. If pack is successful, name will be removed. Packed files can be 
restored to their original form using unpack or pcat. 


pack uses Huffman (minimum redundancy) codes on a byte-by-byte basis. If 
the “-” argument is used, an internal flag is set that causes pack to display in- 
formation about the file compression. Additional occurrences of “-” in place 
of name will cause the internal flag to be set and reset. 


The amount of compression obtained depends on the size of the input file and 
the character frequency distribution. Because a decoding tree forms the first 
part of each .z file, it is usually not worthwhile to pack files smaller than three 
blocks, unless the character frequency distribution is very scattered, which 
may occur with printer plots or pictures. 


Typically, text files are reduced to 60-75% of their original size. Load 
modules, which use a larger character set and have a more uniform distribu- 
tion of characters, show little compression, the packed versions being about 
90% of the original size. 


peat does for packed files what cat(C) does for ordinary files. The specified 
files are unpacked and written to the standard output. To view a packed file 
named name.z use: 


peat name.z 
or just: 
pcat name 
To make an unpacked copy, say nnn, of a packed file named name.z without 


destroying name.z, enter the command: 
pcat name > nnn 
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unpack expands files created by pack. For each file name specified in the 
command, a search is made for a file called name.z (or just name, if name ends 
in .z). If this file appears to be a packed file, it is replaced by its expanded ver- 
sion. The new file has the .z suffix stripped from its name, and has the same 
access modes, access and modification dates, and owner as those of the 
packed file. 


Exit values 


pcat returns the number of files it was unable to unpack. 
pack returns a value that is the number of files that it failed to compress. 


unpack returns a value that is the number of files it was unable to unpack. 


Limitations 
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pack will fail if: 


the file appears to be already packed 

e the filename has more than 253 characters 

e the file has links 

e the file is a directory 

e the file cannot be opened 

e no disk storage blocks will be saved by packing 
e a file called name.z already exists 

e the .z file cannot be created 

e an1I/O error occurred during processing 


The last segment of the filename must contain no more than 253 characters to 
allow space for the appended .z extension. Directories cannot be compressed. 


peat and unpack fail if: 

e the filename (exclusive of the .z) has more than 253 characters 
e the file cannot be opened 

e the file does not appear to be the output of pack 


unpack may also fail if the “unpacked” name already exists in a file, or if the 
unpacked file cannot be created. 
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Standards conformance 


pack, peat and unpack are conformant with: 


AT&T SVID Issue 2; 
X/Open Portability Guide, Issue 3, 1989. 
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passwd 


change login, or modem (dialup shell) password 


Syntax 
passwd [ -m ] [ -dluf ] [ -n minimum ] [ -x expiration ] [ -r retries | [ name ] 
passwd -s [ -a] [name ] 

Description 
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The passwd command is used by ordinary users to: 

e Change or delete their own login password. 

e List some of the attributes that apply to their account. 

In addition, system administrators can use the passwd command to: 

e Change or delete any user’s login password. 

e Change or delete modem (dialup shell) passwords. 

e Lock or unlock any user’s account. 

e Invalidate (lock) dialup shell passwords. 

e List some of the attributes of all users, or any single user. 

e Change some of the attributes of any user. 

However, it is recommended that system administrators use the 
sysadmsh(ADM) Accounts selection to administrate passwords. A user is 
considered to be a system administrator if they have auth subsystem authori- 


zation. A user must have the passwd subsystem authorization to be able to 
change the password of any account. 


Choosing a good password 


Your login password is one of the most important defenses against security 
breaches. If a malicious person cannot log into a system, it is much harder for 
that person to steal or tamper with your data. Hence, by choosing a hard-to- 
guess password (either of your own invention or one suggested by the 
system), regularly changing it, and keeping it secret, you can protect your 
system. 
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In general, a password should: 


e Consist of a mixture of upper- and lower-case letters, digits (0-9), and 
other non-letters (such as @, *, -, /, space, tab, and control characters). 


e Bechanged frequently (at least once every six months to a year, and more 
often as necessary). 


e Be different on different machines. 

e Be easy to remember, so you do not have to write it down. 
e Bekept secret and known only by you. 

Passwords should not: 


e Be the name of a person, place, or thing; nor should a password be the 
same as any user’s login name, any machine’s name, or the name of any 


group. 


e Beacorrectly spelt word, street or telephone number, ZIP or postal code; 
nor should a password be a birthday or anniversary of you or anyone you 
know. 


e Be written down (anywhere! — not on paper or in a file); nor should 
passwords be stored in the function keys of a terminal or memory of an 
intelligent modem. 


e Be told to any other person (not even for use in an “emergency”); nor 
should a password be kept if you suspect someone else knows it. 


Spelling a word backwards or appending a digit to a word do not turn a poor 
password choice into a “good” password. However, taking two or three unre- 
lated words and combining them with some non-letters is a reasonable way of 
choosing an easy-to-remember but hard-to-crack password. On SCO UNIX 
System V, passwords can be up to 80 characters long, so nonsensical rhymes 
(for example) can also be used as passwords. 


User login passwords 


When passwd is used to change or delete the password for user name, the old 
password (if any) is prompted for. (The password is not displayed as it is 
being entered.) System administrators are not prompted for the old password 
unless they are attempting to change their own password; the super user is 
never prompted for the old password. The passwd command can only be 
used to change or delete the password for user name by system administra- 
tors and the user authorized to change user name's password. Normally, 
users are authorized to change their own password. 
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Depending on how the system administrator has configured the account, the 
user may or may not be able to choose their own password, or may have a 
password chosen for them. If they can neither choose their own password nor 
have passwords generated for them, the password cannot be changed. If the 
user is able to do both, passwd asks which should be done. 


A password is considered valid until it has expired. Passwords expire if they 
are not changed or deleted before the expiration time has passed. Once 
expired, the user is required to change (not delete) their password the next 
time they log in. If a user fails to do so before the password’s lifetime has 
passed, the password is considered dead and the user’s account is locked. 


Once locked, the user may not log in, may not be su(C)’ed to, and no at(C), 
batch(C), or cron(C) jobs for that user may run. Only a system administrator 
can unlock a user with a dead password; a new password must be assigned. 


To discourage re-use of the same password, the system administrator may set 
a minimum change time. After changing or deleting a password, the password 
may not be changed again (even by a system administrator) until at least that 
much time has elapsed. 


Passwords may be deleted (or changed to be empty) only if the user is author- 
ized to not have a password. Users without passwords are not recom- 
mended. (An empty password is prompted for when logging in, but a deleted 
password is not prompted for at login.) 


If a password is being changed and the user has elected (or is forced) to 
choose a system-generated password, each suggested password is printed 
along with a hyphenated spelling that suggests how the password could be 
pronounced. To accept a suggested password, enter the password; if entered 
correctly, passwd will prompt for the suggested password to be entered again 
as confirmation. To reject a suggestion, just enter (Return); to abort the change 
altogether, either enter “quit” or interrupt passwd. 


If a password is being changed and the user has elected (or is forced) to assign 
a password of their own choosing, the new password is prompted for twice. 
It is checked for being “obvious” after the first prompt, and if deemed to be 
acceptable is prompted for again. If the proposed password is successfully 
entered a second time, it becomes the new password for user name. 


Both system-generated and self-chosen passwords are checked for being easy 
to guess. See the section on “Checking for obvious passwords” (below) for a 
description of the checks. 


When dealing with a user's login password, the following options are 
recognized: 


-d Delete the password. A password may be deleted only if the user is 
authorized to not have a password. System administrators must always 
specify name; otherwise, the name of the user who logged in is used. 
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-f Force user name to change their password the next time they log in. This 
option may be specified only by system administrators, and only when 
the user’s password is not being changed or deleted; name must be ex- 
plicitly given. 


-1 Lock user name out of the system by applying an administrative lock; 
only system administrators may do this and they must specify name. 


-u. Remove any administrative lock applied to user name; only system 
administrators may do this and they must specify name. 


-N minimum 
Set the amount of time which must elapse between password changes for 
user name to minimum days. Only system administrators may do this 
and they must specify name. 


-x expiration 
Set the amount of time which may elapse before the password of user 
name expires to expiration days. Only system administrators may do 
this and they must specify name. Once a password has expired, the user 
must change it the next time they log in. 


-r retries 
Up to retries attempts may be made to choose a new password for user 
name. 


-s_ Report the password attributes of user name (or, if the -a option is given, 
of all users). The format of the report is: 


name status mm/dd/yy minimum expiration 


where status is “PS” if the user has a password, “LK” if the user is admin- 
istratively locked, or “NP” when the user does not have a password. The 
date of the last successful password change (or deletion) is shown as 
mmi/ddlyy. If neither name nor -a is specified, the name of the user who 
logged in is assumed. Only system administrators can examine the 
attributes of users other than themselves. 


If no -d, -f, -l, -u, or -s option is specified, the password for user name is 
changed as described above. If no name is given and no option which 
requires name is given, then the name of the user who logged in is used. Only 
the -a option may be specified with the -s option. 
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Modem (dialup shell) passwords 


When a user whose login shell is listed in /etc/d_passwd with a (encrypted) 
password logs in on a terminal line listed in /etcMdialups, the password in 
/etc/d_passwd must be supplied before the login succeeds. The -m option to 
password allows system administrators to change, delete, or invalidate (lock) 
the passwords for login shell name: 


-d_ Delete the password. 


-1_ Invalidate (“lock”) the password by arranging so that no matter what the 
user enters, it will not be a valid password. Doing so causes the old pass- 
word to be lost. 


-r_ retries 
Up to retries attempts may be made to choose a new password. 


The name must always be specified. If name begins with a slash (/) then only 
the password for the login shell which completely matches name is changed. 
Otherwise, the password for every shell listed in /etc/d_passwd whose 
basename is name is changed. 


This does not mean that only one line is needed per shell in /etc/d_passwd. For 
example, to have the option of using either /bin/csh or /usr/local/csh, each 
must be specified on a separate line in /etc/d_passwd. However, the dialup 
passwd for both shells can be changed at once with the command: 


passwd -m csh 


If neither the -d nor -] option is specified, the password is changed. The new 
password is prompted for twice, and must pass checks similar to those for 
login passwords (see below). 


Checking for obvious passwords 


To discourage poor password choices, various checks are applied to reject 
unacceptable passwords. The checks which are applied depend on the type of 
password being checked and the system’s configuration. Most of the checks 
for being easy to guess are configurable; see goodpw(ADM). 


The check procedure is as follows (a password is restricted if, according to the 
sysadmsh Accounts selection, it is to be “checked for obviousness”): 


la. User login passwords only: the new password must not be the same as 
the old password. The password must not be empty (or be deleted) 
unless the user is not required to have a password. 


1b. Allother passwords: the new and old password can be the same. Empty 
passwords are treated as deleted passwords and are always acceptable. 
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2. All (non-empty) passwords: if the password is not empty, it must be at 
least PASSLENGTH characters long (see below). 


3. All (non-empty) passwords: if the goodpw utility can be run, it is used to 
perform all further checks. If the file CHECKDIR exists (and can be read 
by goodpw) that file is used to modify the default settings in 
/etc/default/goodpw. The CHECKDIR is specified by CHECKDIR in 
/etc/default/passwd and type is the kind of password being checked (user, 
or modem). The strength is the degree of checking to be done: secure if 
the user is restricted (or, for all other password types, if the system 
default is restricted); otherwise weak. 


4. When goodpw cannot be run (all passwords): if the password is not 
empty, it must contain at least one character which is not a lowercase 
letter (but must not consist solely of digits). 


5. When goodpw cannot be run (user login passwords only): finally, for 
user login passwords which are restricted, the password must not be a 
palindrome, any user’s login name, the name of any group, or a correctly 
spelled English word (American spelling); see accept_pw(S). 


System-generated passwords are not checked unless the user is restricted (see 
above), in which case the generated password must pass the checks in step 5 
before it is suggested to the user. Generated passwords are never checked by 
goodpw. 


Default 


Several parameters may be specified in /etc/default/passwd. The various set- 
tings, and their default values are: 


PASSLENGTH=* 
The minimum length of a password. The maximum length of a pass- 
word is 80. Specifying PASSLENGTH overrides the computed value 
based on the lifetime of the password, delay between login attempts (and 
other variables — see passlen(S)). To use the computed value set 
PASSLENGTH to an asterisk (*). 


RETRIES=3 
The maximum number of repeated attempts to change a password that 
has been rejected. If RETRIES is less than 1, then 1 is assumed. 


ONETRY=YES 
If set to YES, a rejected password is added to the stop-list passed to 
goodpw. This prevents simplistic modifications of a rejected password 
from being accepted on a later attempt. 


DESCRIBE=/usr/lib/goodpw/describe 
The contents of this file are shown once (before the new password is 
prompted for) and should describe the the difference between acceptable 
and unacceptable passwords. 
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SUMMARY=/usr/lib/goodpw/summary 
The contents of this file are shown each time a password is rejected, and 
should be a (short) reminder of what are and are not acceptable pass- 
words. 


CHECKDIR=/usr/lib/goodpw/checks 
A hierarchy of additional checks goodpw should perform, based on pass- 
word type and restrictions (see above). 


GOODPW=NO 

Defines the location of the goodpw program. If set to NO then goodpw is 
not used and the simpler internal checks are applied instead. Under 
these circumstances the super user is not forced to comply with the pass- 
word construction requirements; the only checks enabled are for mini- 
mum password length, and null passwords are allowed. If GOODPW is 
set to YES then /usr/bin/goodpw is used to perform password checks. 
Alternatively GOODPW can be set to the path of some other goodpw- 
style program. 


The values for the default settings may be changed to reflect the system’s 
security concerns. 


If /etc/default/passwd does not exist or is not readable, the above default values 
are used. 


If the DESCRIBE or SUMMARY file defined in /etc/default/passwd does not exist 
or cannot be read, short (and vague) descriptions or summaries are issued 
instead. In addition, if the user who logged in is a system administrator, an 
error message describing the problem is printed. 


If the selected GOODPW program does not exist or is not executable, the 
simpler internal checks are performed (see above). In addition, if the user 
who logged in is a system administrator, an error message describing the 
problem is printed. 


Limitations 
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Terminal lines specified in /etc/Mdialups must specify the complete path; for 
example, /dev/ttyxx, not just ttyxx. 


The -r option is mostly useful during installation to force the newly-installed 
super user to have a password. 
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Files 
/etc/auth/system/files file Control database 
/etcfauth/system/default system Defaults database; contains default 
parameters 
/etc/d_passwd list of dialup shells and passwords (one per line): 
shell : encrypted-password : reserved 
where shell is the pathname of a login shell as 
used in /etc/passwd 
/etc/default/passwd configurable settings (see “Default” above) 
/etc/dialups list of terminal lines on which remote logging in is 
permitted 
/etc/group list of groups 
/etc/passwd list of user accounts 
/tcb/files/auth/initiallname protected Password database entry for user name 
(where the first character in name is initial) 
See also 


accept_pw/(S), authcap(F), authsh(ADM), default(F), goodpw(ADM), group(F), 
login(M), mnt(C), newgrp(C), passlen(S), passwd (F) 


Standards conformance 


passwd is not part of any currently supported standard; it is an extension of 
AT&T System V provided by The Santa Cruz Operation, Inc. 
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paste 


merge lines of files 


Syntax 
paste filel file2 ... 
paste -d list filel file2 ... 
paste -s [ -d list ] file1 file2... 
Description 
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In the first two forms, paste concatenates corresponding lines of the given 
input files file1, file2, etc. It treats each file as a column or columns of a table 
and pastes them together horizontally (parallel merging). It is the counterpart 
of cat(C) which concatenates vertically, that is, one file after the other. In the 
last form above, paste subsumes the function of an older command with the 
same name by combining subsequent lines of the input file (serial merging). 
In all cases, lines are “glued” together with the tab character, or with charac- 
ters from an optionally specified list. Output is to the standard output, so it 
can be used as the start of a pipe. If “-” is used in place of a filename, paste 
reads a line from the standard input. (There is no prompting.) 


The meanings of the options are: 


-d Without this option, the new line characters of each but the last file (or 
last line in case of the -s option) are replaced by a tab character. This 
option allows replacing the tab character by one or more alternate char- 
acters (see below). 


list One or more characters immediately following -d replace the default tab 
as the line concatenation character. The list is used circularly, that is, 
when exhausted, it is re-used. In parallel merging (that is, no -s option), 
the lines from the last file are always terminated with a new line charac- 
ter, not from the list. The list may contain the special escape sequences: 
\n (new line), \t (tab), \\ (backslash), and \0 (empty string, not a null 
character). Quoting may be necessary, if characters have special mean- 
ing to the shell (for example, to get one backslash, use -d\\\\ ). 


-s_ Merges subsequent lines rather than one from each input file. Use tab 
for concatenation, unless a list is specified with -d option. Regardless of 
the list, the very last character of the file is forced to be a new line. 


7 May be used in place of any filename to read a line from the standard 
input. (There is no prompting.) 
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Diagnostics 
line too long Output lines are restricted to 511 characters. 
too many files Except for -s option, no more than 12 input files may 
be specified. 
Examples 
Is | paste -d"" - Lists directory in one column. 
Is | paste - - -- Lists directory in four columns. 


paste -s -d"\t\n" file Combines pairs of lines into lines. 
See also 

cut(C), grep(C), pr(C) 
Standards conformance 


paste is conformant with: 


AT&T SVID Issue 2; 
X/Open Portability Guide, Issue 3, 1989. 
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pax 


portable archive exchange 


Syntax 


pax [ -cimopuvy ] [ -f archive | [ -s replstr ] [ -t device |[ pattern... | 
pax -r[ -cimopTuvy ] [ -f archive | [ -s replstr | [ -t device | [ pattern... ] 


pax -w [ -adiLmuvy ] [ -b blocking ] [ -f archive | [ -s replstr | [ -t device ] 
[ -x format |[ pathname... | 


pax -rw [ -ilLmopuvy ] [ -s replstr ] [ pathname ...] directory 


Description 
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The pax command reads and writes archive files which conform to the 
“Archive/Interchange File Format” specified in IEEE Std. 1003.1-1988. pax can 
also read, but not write, a number of other file formats in addition to those 
specified in the Archive/Interchange File Format description. Support for 
these traditional file formats, such as V7 tar and System V binary cp‘a format 
archives, is provided for backward compatibility and to maximize portability. 


pax will also support traditional cpio and System V tar interfaces if invoked 
with the name “cpio” or “tar” respectively. See the cpio(C) or tar(C) manual 
pages for more details. 


Combinations of the -r and -w command line arguments specify whether pax 
will read, write or list the contents of the specified archive, or move the speci- 
fied files to another directory. 


The command line arguments are: 


-w Writes the files and directories specified by pathname operands to the 
standard output together with the pathname and status information 
prescribed by the archive format used. A directory pathname operand 
refers to the files and (recursively) subdirectories of that directory. If no 
pathname operands are given, then the standard input is read to get a list 
of pathnames to copy, one pathname per line. In this case, only those 
pathnames appearing on the standard input are copied. 


-r pax reads an archive file from the standard input. Only files with names 
that match any of the pattern operands are selected for extraction. The 
selected files are conditionally created and copied relative to the current 
directory tree, subject to the options described below. By default, the 
owner and group of selected files will be that of the invoking process, 
and the permissions and modification times will be the same as those in 
the archive. 


1 February 1993 


pax(C) 


The supported archive formats are automatically detected on input. The 
default output format is ustar, but may be overridden by the -x format 
option described below. 


-rw pax reads the files and directories named in the pathname operands and 
copies them to the destination directory. A directory pathname operand 
refers to the files and (recursively) subdirectories of that directory. If no 
pathname operands are given, the standard input is read to get a list of 
pathnames to copy, one pathname per line. In this case, only those path- 
names appearing on the standard input are copied. The directory named 
by the directory operand must exist and have the proper permissions 
before the copy can occur. 


If neither the -r or -w options are given, then pax will list the contents of the 
specified archive. In this mode, pax lists normal files one per line, hard link 
pathnames as . 


pathname == linkname 
and symbolic link pathnames (if supported by the implementation) as 
pathname -> linkname 


where pathname is the name of the file being extracted, and linkname is the 
name of a file which appeared earlier in the archive. 


If the -v option is specified, then pax lists normal pathnames in the same for- 
mat used by the Is utility with the -] option. Hard links are shown as 


<ls -l listing> == linkname 
and symbolic links (if supported) are shown as 
<ls -l listing> -> linkname 


pax is capable of reading and writing archives which span multiple physical 
volumes. Upon detecting an end of medium on an archive which is not yet 
completed, pax will prompt the user for the next volume of the archive and 
will allow the user to specify the location of the next volume. 


Options 


The following options are available: 
-a_ The files specified by pathname are appended to the specified archive. 


-b blocking 
Block the output at blocking bytes per write to the archive file. A k suffix 
multiplies blocking by 1024, a b suffix multiplies blocking by 512 and an 
m suffix multiplies blocking by 1048576 (1 megabyte). If not specified, 
blocking is automatically determined on input and is ignored for -rw. 


-c Complement the match sense of the pattern operands. 


-d_ Intermediate directories not explicitly listed in the archive are not creat- 
ed. This option is ignored unless the -r option is specified. 
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-f archive 


-i 


a i 


-m 


“P 


The -f archive option specifies the pathname of the input or output 
archive, overriding the default of standard input for -r or standard output 
for -w. 

Interactively rename files. Substitutions specified by -s options (described 
below) are performed before requesting the new filename from the user. 
A file is skipped if an empty line is entered and pax exits with an exit 
status of 0 if EOF is encountered. 

Files are linked rather than copied when possible. 

Follow symbolic links. 


File modification times are not retained. 


Restore file ownership as specified in the archive. The invoking process 
must have appropriate privileges to accomplish this. 


Preserve the access time of the input files after they have been copied. 


-s replstr 


Filenames are modified according to the substitution expression using 
the syntax of ed(C) as shown: 


-s /old/new/(gp]) 


Any non null character may be used as a delimiter (a “ /” is used here as 
an example). Multiple -s expressions may be specified; the expressions 
are applied in the order specified terminating with the first successful 
substitution. The optional trailing p causes successful mappings to be 
listed on standard error. The optional trailing g causes the old expression 
to be replaced each time it occurs in the source string. Files that substi- 
tute to an empty string are ignored both on input and output. 


-t device 


-T 


-“u 


-V 


The device option argument is an implementation-defined identifier that 
names the input or output archive device, overriding the default of stan- 
dard input for -r and standard output for -w. 


Truncate long filenames to 14 characters when restoring an archive. This 
feature is for compatibility with XENIX and AFS filesystems which do not 
support long filenames. This option is not used with the -w option. 


Copy each file only if it is newer than a pre-existing file with the same 
name. This implies -a. 


List filenames as they are encountered. Produces a verbose table of con- 
tents listing on the standard output when both -r and -w are omitted; oth- 
erwise, the filenames are printed to standard error as they are encoun- 
tered in the archive. 
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-x format 
Specifies the output archive format. The input format, which must be 
one of the following, is automatically determined when the -r option is 
used. The supported formats are: 


cpio The extended cpio interchange format specified in “Extended 
CPIO Format” in IEEE Std. 1003.1-1988. 


ustar The extended tar interchange format specified in “Extended TAR 
Format” in IEEE Std. 1003.1-1988. This is the default archive 
format. 


-y_ Interactively prompt for the disposition of each file. Substitutions speci- 
fied by -s options (described above) are performed before prompting the 
user for disposition. EOF or an input !ine starting with the character q 
caused pax to exit. Otherwise, an input line starting with anything other 
than y causes the file to be ignored. This option cannot be used in con- 
junction with the -i option. 


Only the last of multiple -f or -t options take effect. 


When writing to an archive, the standard input is used as a list of pathnames 
if no pathname operands are specified. The format is one pathname per line. 
Otherwise, the standard input is the archive file, which is formatted according 
to one of the specifications in “Archive/Interchange File Format” in IEEE Std. 
1003.1-1988, or some other implementation-defined format. 


The user ID and group ID of the process, together with the appropriate 
privileges, affect the ability of pax to restore ownership and permissions 
attributes of the archived files. (See “format-reading utility” in 
“Archive/Interchange File Format” in IEEE Std. 1003.1-1988.) 


The options -a, -c, -d, -i, -l, -p, -t, -u, and -y are provided for functional compa- 
tibility with the historical cpio and tar utilities. The option defaults were 
chosen based on the most common usage of these options, therefore, some of 
the options have meanings different than those of the historical commands. 


Operands 
The following operands are available: 
directory The destination directory pathname for copies when both the -r 


and -w options are specified. The directory must exist and be 
writable before the copy or error results. 


pathname A file whose contents are used instead of the files named on the 


standard input. When a directory is named, all of its files and 
(recursively) subdirectories are copied as well. 
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pattern A pattern is given in the standard shell pattern matching nota- 
tion. The default if no pattern is specified is “ *”, which selects 
all files. 
Exit values 


pax will terminate immediately on an error, without processing any addi- 
tional files on the command line or in the archive. 


pax will exit with one of the following values: 
0 All files in the archive were processed successfully. 


>0 pax aborted due to errors encountered during operation. 


Examples 


The command pax -w -f /dev/rmt0 . copies the contents of the current direc- 
tory to tape drive 0. (Note that this example assumes that a 1600 bpi 9 track 
tape device is installed.) 


The following commands copy the contents of olddir to newdir: 


mkdir newdir 
cd olddir 
pax-rw . newdir 


The command pax -r -s ’,"/usr/,\./’ -£ pax.out reads the archive pax.out with 
all files rooted in /usr in the archive extracted relative to the current directory. 


Limitations 


Device, user ID, and group ID numbers larger than 65535 cause additional 
header records to be output. These records are ignored by some historical 
version of cpio(C) and tar(C). 


The archive formats have certain restrictions that have been carried over from 
historical usage. For example, there are restrictions on the length of path- 
names stored in the archive. 


When getting an Is -I style listing on tar format archives, link counts are listed 
as zero since the ustar archive format does not keep link count information. 
Super user permissions may be required to copy or extract special files. 
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Files 


/dev/tty used to prompt the user for information when the -i or -y options are 
specified 


See also 


cpio(C), cpio(F), find(C), tar(C), tar(F) 
IEEE Std. 1003.1-1988 


Copyright 


Copyright © 1989 Mark H. Colburn. 
All rights reserved. 


Redistribution and use in source and binary forms are permitted provided 
that the above copyright notice is duplicated in all such forms and that any 
documentation, advertising materials, and other materials related to such dis- 
tribution and use acknowledge that the software was developed by Mark H. 
Colburn and sponsored by The USENIX Association. | 


THE SOFTWARE IS PROVIDED “AS IS” AND WITHOUT ANY EXPRESS OR 
IMPLIED WARRANTIES, INCLUDING, WITHOUT LIMITATION, THE IMPLIED 
WARRANTIES OF MERCHANTIBILITY AND FITNESS FOR A PARTICULAR PUR- 
POSE. 


Author 


Mark H. Colburn 

NAPS International 

117 Mackubin Street, Suite 1 
St. Paul, MN 55102 
mark@jhereg. MN.ORG 


Sponsored by The USENIX Association for public distribution. 
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pcpio 


copy file archives in and out 


Syntax 
pcpio -o [ BLacv |] 
pepio -i [| Bcdfmrtuv ] [ pattern... ] 
pcpio -p [ aLdlmruv ] directory 
Description 


The pcpio utility produces and reads files in the format specified by the cpio 
Archive/Interchange File Format specified in IEEE Std. 1003.1-1988. 


The pepio -i (copy in) utility extracts files from the standard input, which is 
assumed to be the product of a previous pcpio -o. Only files with names that 
match patterns are selected. Multiple patterns may be specified and if no pat- 
terns are specified, the default for patterns is “*”, selecting all files. The 
extracted files are conditionally created and copied into the current directory, 
and possibly any levels below, based upon the options described below. The 
permissions of the files will be those of the previous pcpio -o. The owner and 
group of the files will be that of the current user unless the user has appropri- 
ate privileges, which causes pcpio to retain the owner and group of the files of 
the previous pcpio -o. 


The pcpio -p (pass) utility reads the standard input to obtain a list of path 
names of files that are conditionally created and copied into the destination 
directory based upon the options described below. 


If an error is detected, the cause is reported and the pcpio utility will continue 
to copy other files. pcpio will skip over any unrecognized files which it 
encounters in the archive. 


Options 
The following options are available: 


-B Input/output is to be blocked with 5120 bytes to the record. Can only be 
used with pepio -o or pcpio -i for data that is directed to or from character 
special files. 


-L Follow symbolic links. 
-a Reset access times of input files after they have been copied. When the -l 


option is also specified, the linked files do not have their access times 
reset. Can only be used with pcpio -o or pcpio -1. 
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Write header information in ASCII character for portability. Can only be 
used with pcpio -i or pcpio -o. Note that this option should always be 
used to write portable files. 


Creates directories as needed. Can only be used with pcpio -i or pcpio -p. 
Copy in all files except those in patterns. Can only be used with pepio -i. 
Wherever possible, link files rather than copying them. Can only be used 
with pepio -p. 

Retain previous modification times. This option is ineffective on direc- 
tories that are being copied. Can only be used with pcpio -i or pcpio -p. 
Interactively rename files. The user is asked whether to rename pattern 
each invocation. Read and write permissions for /dev/tty are required for 
this option. If the user types a null line, the file is skipped. Should only be 


used with pcpio -i or pcpio -o. 


Print a table of contents of the input. No files are created. Can only be 
used with pcpio -i. 


Copy files unconditionally; usually an older file will not replace a new file 
with the same name. Can only be used with pcpio -i or pepio -p. 


-v Verbose: cause the names of the affected files to be printed. Can only be 
used with pcpio -i. Provides a detailed listing when used with the -t 
option. 

Operands 


The following operands are available: 


patterns 


Simple regular expressions given in the name-generating notation of the 
shell. 


directory 


Exit values 


The destination directory. 


The pepio utility exits with one of the following values: 


0 
2 


1 February 1993 


All input files were copied. 
The utility encountered errors in copying or accessing files or directories. 


An error will be reported for nonexistent files or directories, or permis- 
sions that do not allow the user to access the source or target files. 
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Examples 


The following command: 
Is | pcpio -o > /tmp/newfile 
copies out the files listed by the Is utility and redirects them to the file 
/tmp/lnewfile. 
The following command: 
cat /tmp/newfile | pcpio -id "memo/al" "memo/b*" 


uses the output file /tmp/newfile from the pepio -o utility, takes those files that 
match the patterns memo/al and memo/b*, creates the directories below the 
current directory, and places the files in the appropriate directories. 


The command: 
find . -depth -print | pcpio -pdlmv newdir 


takes the filenames piped to it from the find utility and copies or links those 
files to another directory named newdir, while retaining the modification time. 


Limitations 
It is important to use the -depth option of the find utility to generate path- 
names for pcpio. This eliminates problems pcpio could have trying to create 
files under read-only directories. 


When find(C) and pepio are used in conjuction, specify the -follow option to 
find and the -L option to pepio when symbolic links are to be followed. 


The following restrictions apply to the pepio utility: 
e Pathnames are restricted to 255 characters. 
e Appropriate privileges are required to copy special files. 


e Blocks are reported in 512-byte quantities. 
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Files 


/dev/tty used to prompt the user for information when the -i or -r options are 
specified 


See also 


find(C), pax(C), tar(C), tar(F) 


Copyright 
Copyright (c) 1989 Mark H. Colburn. All rights reserved. 


Redistribution and use in source and binary forms are permitted provided 
that the above copyright notice is duplicated in all such forms and that any 
documentation, advertising materials, and other materials related to such dis- 
tribution and use acknowledge that the software was developed by Mark H. 
Colburn and sponsored by The USENIX Association. 


THE SOFTWARE IS PROVIDED “AS IS” AND WITHOUT ANY EXPRESS OR 
IMPLIED WARRANTIES, INCLUDING, WITHOUT LIMITATION, THE IMPLIED 
WARRANTIES OF MERCHANTIBILITY AND FITNESS FOR A PARTICULAR 
PURPOSE. 


Author 
Mark H. Colburn 
NAPS International 
117 Mackubin Street, Suite 1 
St. Paul, MN 55102 
mark@jhereg.MN.ORG 


Sponsored by The USENIX Association for public distribution. 


Standards conformance 
pcpio is conformant with: 


IEEE POSIX Std 1003.1-1990 System Application Program Interface (API) 
[C Language] (ISO/IEC 9945-1); NIST FIPS 151-1. 
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Pg 


paginate display for soft-copy terminals 


Syntax 
pg [ -number | [ -p string ] [ -cefns } [ +linenumber | [ +/pattern/ ] [ files ... | 
Description 

The pg command is a filter which allows the examination of files one screen- 
ful at a time on a terminal. (The dash (-) command line option and/or NULL 
arguments indicate that pg should read from the standard input.) Each 
screenful is followed by a prompt. If you press the (Return) key, another page 
is displayed; other possibilities are listed below. This command is different 
from previous paginators because it allows you to back up and review some- 
thing that has already passed. 

To determine terminal attributes, pg scans the termcap(F) database for the ter- 

minal type specified by the environment variable TERM. If TERM is not 

defined, the terminal type dumb is assumed. 

The command line options are: 

-number Specifies the size (in lines) of the window that pg is to use 
instead of the default. (On a terminal containing 24 lines, the 
default window size is 23.) 

-p string Causes pg to use string as the prompt. If the prompt string 
contains a “%d”, the first occurrence of “%od” in the prompt 
will be replaced by the current page number when the 
prompt is issued. The default prompt string is a colon (:). 

-c Homes the cursor and clears the screen before displaying 
each page. This option is ignored if cl (clear screen) is not 
defined for this terminal type in the termcap(F) database. 

-e Causes pg not to pause at the end of each file. 

-f Inhibits pg from splitting lines. In the absence of the -f 
option, pg splits lines longer than the screen width, but some 
sequences of characters in the displayed text (for example, 
escape sequences for underlining) give undesirable results. 
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-n Normally, commands must be terminated by pressing the 
(Return) key (ASCII newline character). This option causes an 
automatic end of command as soon as a command letter is 
entered. 


-S Causes pg to display all messages and prompts in standout 
mode (usually inverse video). 


+linenumber __ Starts up at linenumber. 


+/pattern!/ Starts up at the first line containing the regular expression 
pattern. 


The responses that may be entered when pg pauses can be divided into three 
categories: those that cause further perusal, those that search, and those that 
modify the perusal environment. 


Commands which cause further perusal normally take a preceding address 
(an optionally signed number indicating the point from which further text 
should be displayed). pg interprets this address in either pages or lines 
depending on the command. A signed address specifies a point relative to the 
current page or line, and an unsigned address specifies an address relative to 
the beginning of the file. Each command has a default address if no address is 
provided. 


The perusal commands and their defaults are as follows: 


(+1) (Return) Causes one page to be displayed. The address is specified in 
pages. 

(+1) 1 With a signed address, causes pg to simulate scrolling the 
screen, forward or backward, the number of lines specified. 
With an unsigned address this command displays a full 
screen of text beginning at the specified line. 

(+1) dor(Ctrl)d Simulates scrolling half a screen forward or backward. 

The following perusal commands take no address: 


. or (Ctrl)l Causes the current page of text to be redisplayed. 


$ Displays the last screen of text in the file. Use with caution 
when the input is a pipe. 


The following commands are available for searching for text patterns in the 


text. The regular expressions described in ed(C) are available. They must 
always be terminated by a newline character, even if the -n option is specified. 
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i /pattern/ Search forward for the ith (default i=1) occurrence of pat- 
tern. Searching begins immediately after the current page 
and continues to the end of the current file, without wrap- 
around. 


i “pattern” 

i pattern Search backwards for the ith (default i=1) occurrence of pat- 
tern. Searching begins immediately before the current page 
and continues to the beginning of the current file, without 
wrap-around. The caret (*) notation is useful for terminals 
which will not properly handle the question mark (?). 


After searching, pg displays the line found at the top of the screen. You can 
modify this by appending m or b to the search command to leave the line 
found in the middle or at the bottom of the window from now on. Use the 
suffix t to restore the original situation. 


The following commands modify the environment of perusal: 


in Begins perusing the ith next file in the command line. The 
default value of i is 1. 


ip Begins perusing the ith previous file in the command line. 
The default value of i is 1. 


iw Displays another window of text. If i is present, set the win- 
dow size to i. 


s filename Saves the input in the named file. Only the current file being 
perused is saved. The white space between the s and 
filename is optional. This command must always be ter- 
minated by a newline character, even if the -n option is 


specified. 
h Help displays abbreviated summary of available commands. 
qorQ Quit pg. 
!command command is passed to the shell, whose name is taken from 


the SHELL environment variable. If this is not available, the 
default shell is used. This command must always be ter- 
minated by a newline character, even if the -n option is 
specified. 


At any time when output is being sent to the terminal, the user can press the 
QUIT key (normally (Ctrl)\) or the INTERRUPT key (normally (Break)). This 
causes pg to stop sending output, and display the prompt. The user may then 
enter one of the above commands in the normal manner. Unfortunately, some 
output is lost when this is done, because any characters waiting in the 
terminal’s output queue are flushed when the quit signal occurs. 
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If the standard output is not a terminal, then pg acts just like cat(C), except 
that a header is printed before each file (if there is more than one). 


To use pg to read system news, enter: 
news | pg -p "(Page %d):" 


Limitations 


Files 


See also 


If terminal tabs are not set every eight positions, undesirable results may 
occur. 


When using pg as a filter with another command that changes the terminal 
I/O options, terminal settings may not be restored correctly. 


While waiting for terminal input, pg responds to (CtrlX Break) and (Del) by ter- 
minating execution. Between prompts, however, these signals interrupt pg’s 
current task and place you in prompt mode. Use these signals with caution 
when input is being read from a pipe, since an interrupt is likely to terminate 
the other commands in the pipeline. 


The z and f commands used with more(C) are available, and the terminal 


slash (/), caret (*), or question mark (?) may be omitted from the searching 
commands. 


/etc/termcap terminal information database 
/tmp/pg* temporary file when input is from a pipe 


cat(C), ed(C), grep(C), more(C), termcap(F) 


Standards conformance 


pg is conformant with: 


AT&T SVID Issue 2; 
X/Open Portability Guide, Issue 3, 1989. 
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pr 


print files on the standard output 


Syntax 


pr[ options | [ files ] 


Description 


The pr command prints the named files on the standard output. If file is “-”, 
or if no files are specified, the standard input is assumed. By default, the list- 
ing is separated into pages, each headed by the page number, date and time of 
file creation or last modification, and the name of the file. 


388 


By default, columns are of equal width, separated by at least one space; lines 
which do not fit are truncated. If the -s option is used, lines are not truncated 
and columns are separated by the separation character. 


If the standard output is associated with a terminal, error messages are 
withheld until pr has completed printing. 


Options may appear singly or combined in any order. Their meanings are: 


-a 


-d 


-eck 


-f 


-h 


-ick 


+k 


Prints multi-column output across the page. 
Double-spaces the output. 


Expands input tabs to character positions k+1, 2*k+1, 3+*k+1, etc. If k is 
0 or is omitted, default tab settings at every 8th position are assumed. 
Tab characters in the input are expanded into the appropriate number of 
spaces. If c (any non-digit character) is given, it is treated as the input 
tab character (default for c is the tab character). 


Uses form feed character for new pages (default is to use a sequence of 
linefeeds). Pauses before beginning the first page if the standard output 
is associated with a terminal. 


Uses the next argument as the header to be printed instead of the 
filename. 


In output, replaces white space wherever possible by inserting tabs to 
character positions k+1, 2*k+1, 3*k+1, etc. If k is 0 or is omitted, default 
tab settings at every 8th position are assumed. If c (any non-digit char- 
acter) is given, it is treated as the output tab character (default for c is 
the tab character). 


Begins printing with page k (default is 1). 
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Produces k-column output (default is 1). The options -e and -i are 
assumed for multi-column output. 


Sets the length of a page to n lines (default is 66). 


Merges and prints all files simultaneously, one per column (overrides 
the -k, and -a options). 


Provides k-digit line numbering (default for k is 5). The number occu- 
pies the first k+1 character positions of each column of normal output or 
each line of -m output. If c (any non-digit character) is given, it is 
appended to the line number to separate it from whatever follows 
(default for c is a tab). 


Offsets each line by k character positions (default is 0). The number of 
character positions per line is the sum of the width and offset. 


Pauses before beginning each page if the output is directed to a terminal 
(pr will ring the bell at the terminal and wait for a carriage return). 


Prints no diagnostic reports on failure to open files. 


Separates columns by the single character c instead of by the appropri- 
ate number of spaces (default for c is a tab). 


Prints neither the 5-line identifying header nor the 5-line trailer normally 
supplied for each page. Quits printing after the last line of each file 
without spacing to the end of the page. 


Sets the width of a line to k character positions (default is 72 for equal- 
width multi-column output, no limit otherwise). 


The following prints file1 and file2 as a double-spaced, three-column listing 
headed by “file list”: 


pr -3dh "file list" file1 file2 


The following writes file1 on file2, expanding tabs to columns 10, 19, 28, 


Cae 


See also 


pr -e9 -t <filel >file2 


cat(C) 
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Standards conformance 


pr is conformant with: 


AT&T SVID Issue 2; 
X/Open Portability Guide, Issue 3, 1989. 
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prwarn 


warn about password expiration 


Syntax 


prwarn [ -d days | [ -t hh[mm] | [ users | 


Description 


prwarn issues a warning if the user’s password must be changed within days 
and the user has not been warned of the impending expiry in the last hhmm, 
where hh is hours and mm is minutes. By default, warnings will be issued if 
the password is due to expire within seven days, at six hour intervals. 


If days is infinite, and no warning has been issued in the last hh[mm], a warn- 
ing is given. If hh[mm] is always, and the password must be changed within 
days, a warning is issued. Thus: 

prwarn -d infinite -t always 
always issues a warning. 
If no users are specified, then the logged-in user is assumed and the time that 


the last report was issued is the modification time of .privarn_time in the user's 
home directory. 


System administrators (users with the auth subsystem authorization or 
passwd secondary authorization) may check the password expiry status of 
other users; the time interval between reports being issued is not checked. 


The number of days left before the password expires, the date at which the 
password expires, and whether the password can still be changed or is dead 
(expired and exceeded its lifetime) is reported. 


Files 


/usr/bin/prwarn 
$HOME/.prwarn_time used to check time of last warning 


See also 


passwd(C) 


Standards conformance 


prwarn is not part of any currently supported standard; it is an extension of 
AT&T System V provided by The Santa Cruz Operation, Inc. 
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ps 


report process status 


Syntax 
ps [ options | 


Description 


The ps command prints certain information about active processes. Without 
options, information is printed about processes associated with the controling 
terminal. Output consists of a short listing containing only the process ID, ter- 
minal identifier, cumulative execution time, and the command name. Other- 
wise, the information that is displayed is controlled by the selection of 
options. 


Options accept names or lists as arguments. Arguments can be either 
separated from one another by commas or enclosed in double quotes and 
separated from one another by commas or spaces. Values for proclist and 
grplist must be numeric. 


The options are given in descending order according to volume and range of 
information provided: 


-e Print information about every process now running. 

-d Print information about all processes except process group leaders. 

-a Print information about all processes most frequently requested: all 
those except process group leaders and processes not associated with a 
terminal. 


-f Generate a full listing (see below). 
-] Generate a long listing (see below). 


-n name 
Valid only for users with a real user ID of root or a real group ID of sys. 
Takes argument signifying an alternate system name in place of f/unix. 
This option is used when the kernel has been relinked and the execut- 
able file Aunix does not correspond to the kernel loaded into memory. In 
this case, the argument is the filename of the UNIX executable that was 
loaded when the machine was last booted; for example, /unix.old. 


-t termlist . 
List only process data associated with the terminal given in termlist. 
Terminal identifiers may be specified in one of two forms: the device's 
filename (for example, tty04) or, if the device's filename starts with tty, 
just the digit identifier (for example, 04). 
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-p proclist 
List only process data whose process ID numbers are given in proclist. 


-u uidlist 
List only process data whose user ID number or login name is given in 
uidlist. In the listing, the numerical user ID will be printed unless you 
give the -f option, which prints the login name. 


-g grplist 
List only process data whose process group leader’s ID number(s) 
appears in grplist. (A group leader is a process whose process ID num- 
ber is identical to its process group ID number. A login shell is a com- 
mon example of a process group leader.) 


Under the -f option, ps tries to determine the command name and arguments 
given when the process was created by examining the user block. Failing this, 
the command name is printed, as it would have appeared without the -f 
option, in square brackets. 


The column headings and the meaning of the columns in a ps listing are given 
in the following text; the letters -f and -1 indicate the option (full or long, 
respectively) that causes the corresponding heading to appear; if no option 
letter is given, the heading always appears. Note that these two options 
determine only what information is provided for a process; they do not deter- 
mine which processes will be listed. 


F (-l) Octal flags which are added together to give more information about 
the current status of a process: 


00 If shown on its own, the process has terminated; its process 
table entry is now available. 


01 A system process which is part of the kernel and always 
resident in primary memory. sched (the swapper), vhand (the 
pager), and bdflush (the buffer cache manager) are all system 
processes. 


02 Parent is tracing process. 


04 Tracing parent’s signal has stopped the process; the parent is 
waiting ( ptrace(S)). 


10 _‘ Process is sleeping at less than or equal to priority 25 and cannot 
be awakened by a signal; for example, while waiting for an 
inode to be created. 


20 ‘Process is loaded in primary memory; it has not been swapped 
out to disk. 


1 February 1993 393 


ps(C) 


394 


40 Process is currently locked in primary memory and cannot be 
swapped out until an event completes; for example, while per- 
forming raw I/O. 

200 Process is either in a Stream poll, or a select(S) system call. 


S (-1) The state of the process: 


O Process is running on a processor (SONPROC). 

S Sleeping: process is waiting for an event to complete (SSLEEP). 

R Runnable: process is on run queue (SRUN). 

I Idle: process is being created (SIDL). 

Z Zombie state: process terminated and parent not waiting 
(SZOMB). 

T Traced: process stopped by a signal because parent is tracing it 
(SSTOP). 

B Process is waiting for more pages of memory to become avail- 
able (SXBRK). 

UID (-f, -l) 


The user ID number of the process owner (the login name is printed 
under the -f option). 


PID The process ID of the process (this number is needed in order to kill a 
process). 


PPID (-f, -1) 
The process ID of the parent process. 


C (-f, -l) 
A measure of recent CPU usage by the process; the scheduler combines 
this quantity with the nice(C) value of the process to calculate its prior- 


ity. 


PRI (-l) 

The priority of the process (higher numbers mean lower priority). The 
swapper (sched) sleeps at the highest priority (0). This ensures that it 
will be the next process to execute if it is put on the run queue. Pro- 
cesses with a priority less than or equal to 39 are sleeping in system 
mode while waiting for a system resource to become available. If the 
priority is less than or equal to 25, they are also immune to signals 
while protecting critical data structures. Processes with a priority in the 
range 40 to 120 are in user mode and may be selected by the scheduler 
to run. 
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NI (-l) 
The nice value of the process. 


ADDR! (-l) 

ADDR2 (-l) 
The page frame numbers of the first two pages of the u-area (user area) 
of the process. (The user area contains information about a process 
which is only needed by the UNIX kernel when the process is execut- 


ing.) 


SZ (-l) 
The size (in kilobytes) of the virtual data and stack segments of the 
process. 


WCHAN (-I) 
An address that uniquely identifies a process within the process table 
as sleeping until a particular resource becomes available; for example, 
until an I/O request has been completed, or in an SXBRK state until 
more pages of memory are available. This field is blank if the process 
is running. 


STIME (-f) 
The starting time of the process, given in hours, minutes, and seconds. 
(A process begun more than twenty-four hours before ps is executed is 
given in months and days.) 


TTY The controling terminal for the process (the message “?” is printed 
when there is no controling terminal). 


TIME The cumulative execution time for the process. 


COMMAND 
The name of the command corresponding to the process. The -f option 
prints the full command name and its arguments. The column heading 
is shortened to CMD for the -1 option. 


A process that has exited and has a parent, but has not yet been waited for by 
the parent, is marked <defunct>. 


Limitations 


Things can change while ps is running; the snap-shot it gives is only true for a 
split-second, and it may not be accurate by the time you see it. Some data 
printed for defunct processes is irrelevant. 


If no termlist, proclist, uidlist, or grplist is specified, ps checks stdin, stdout, 
and stderr in that order, looking for the controling terminal and will attempt 
to report on processes associated with the controling terminal. In this situa- 
tion, if stdin, stdout, and stderr are all redirected, ps will not find a controling 
terminal, so there will be no report. 
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On a heavily loaded system, ps may report an Iseek(S) error and exit. ps may 
seek to an invalid user area address: having obtained the address of a pro- 
cess’ user area, ps may not be able to seek to that address before the process 
exits and the address becomes invalid. 


ps -ef may not report the actual start of a tty login session, but rather an ear- 
lier time, when a getty was last respawned on the tty line. 


Authorization 


The behavior of this utility is affected by assignment of the mem authoriza- 
tion. Refer to the “Using a secure system” chapter of the User’s Guide for more 


details. 

Files 
/dev terminal (“tty”) names searcher files 
/dev/sxt/* 
/dev/tty* 
/dev/xt/* 
/dev/kmem kernel virtual memory 
/dev/swap the default swap device 
/dev/mem memory 
/etc/passwd UID information supplier 
/etc/ps/ps_data _ internal data structure 
/etc/ps/syms.* __ list of kernel symbols 
/etc/ps/ttys list of character special devices 
/etc/ps/uids list mapping user IDs to user names 
/unix system name list 

See also 


getty(M), kill(C), nice(C) 


Standards conformance 


ps is conformant with: 


AT&T SVID Issue 2; 
X/Open Portability Guide, Issue 3, 1989. 
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pstat 


report system information 


Syntax 
pstat [ -aipf ] [ -P pid | [-n namelist | [ -s swapfile | [ file ] 


Description 
The pstat command interprets the contents of certain system tables. pstat 
searches for these tables in Mdev/mem and /dev/kmem. If file is specified, the 
tables are taken from the specified file rather than Mdev/mem. The required 
namelist is taken from /unix. 


If no options are specified, pstat prints information for all three tables: the 
inode table, the process table, and the file table. 


pstat has the following options: 


-a_ Describe all process slots rather than just active ones. (Used in 
conjunction with the -p option.) 


-f Print the open file table with these headings: 
LOC The core location of this table entry. 
FLAGS Miscellaneous state variables: 

R_ open for reading 
W open for writing 
A open for append 
N_ no delay (non-blocking) 


S synchronized write operation 


CNT Number of processes that know this open file. 
INO The location of the inode table entry for this file. 
OFFS The file offset, see Iseek(S). 


-1__ Print the inode table with these headings: 


LOC The core location of this table entry. 
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FLAGS Miscellaneous state variables: 
locked 

update time must be corrected 
access time must be corrected 


file system is mounted here 


2 2. > € 


wanted by another process (L flag is on) 
T contains a text (executable image) file 
C changed time must be corrected 
CNT Number of open file table entries for this inode. 


DEVICE Major and minor device number of file system in which this 
inode resides. 


INO I-number within the device. 

FS Filesystem type. 1 indicates UNIX. 
MODE Mode bits, see chmod(S). 

NLK Number of links to this inode. 
UID User ID of owner. 


SIZE/DEV Number of bytes in an ordinary file, or major and minor de- 
vice of special file. 


-n namelist ; 
Use the file namelist as an alternate namelist in place of /unix. 


-p Print process table for active processes with these headings: 
LOC The core location of this table entry. 
S Run state encoded thus: 
0 noprocess 
1 SSLEEP; waiting for an event to complete 
2 SRUN; on the run queue 
3. SZOMB; terminated and parent not waiting 
4 


SSTOP; stopped by debugger while being traced 
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5 SIDL; idle while being created 


6 SONPROC; running on the processor 


7 SXBRK; waiting for more pages of memory 


Miscellaneous state variables, ORed together: 


0x00000001 


0x00000002 
0x00000004 


0x00000008 


0x00000010 
0x00000020 


0x00000040 
0x00000080 
0x00000100 
0x00000200 
0x00000400 
0x00000800 
0x00001000 
0x00002000 
0x00004000 
0x00008000 
0x00010000 
0x00020000 
0x00040000 
0x00080000 


System (resident) process always resident in pri- 
mary memory. 


Process is being traced. 
Traced process (using ptrace(S)) has been given 
to parent by wait(S). Don’t return this process 


to parent again until it runs first. 


Process sleeping at priority 25 or less and cannot 
be awakened by a signal. 


Process loaded in primary memory. 


Process locked in primary memory and cannot 
be swapped. 


Set when signal goes remote (not used). 
Process in Stream poll(S) or doing select(S). 
Process is being stopped. 

Signal or syscall tracing. 

Do not run; performing I/O. 

Stop on exec(S). 

Process is open. 

u-area in primary memory. 

Set process running on last close. 

Process asleep, stop not allowed. 

Process is exiting via ptrace(S). 

Process is stopped within a call to sleep(K). 
u-area is being swapped in or out. 


Waiting for u-area swap to complete. 
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0x00100000 Restore old mask after taking signal. 
0x00200000 Child of a fork(S), but no exec(S) yet. 
0x00400000 Child being traced after fork(S). 

Qx00800000 Process may only be traced by the super user. 
0x01000000 Process is exiting. 


PRI Scheduling priority, see nice(C). 

SIG Signals received (signals 1-32 coded in bits 0-31). 

UID Real user ID. 

TIM Time resident in seconds; times over 127 appear as 127. 
CPU Weighted integral of CPU time used by the scheduler. 
NI Nice level, see nice(C). 

PGRP Process number of process group leader. 

PID The process ID number. 

PPID The process ID of parent process. 

ADDR1 


ADDR2 The page frame numbers of the first two pages of the u-area 
of the process. If the u-area of the process is in primary mem- 
ory, these numbers can be translated into the physical 
addresses of the pages. If the u-area is swapped out, the num- 
bers correspond to the addresses of the pages in the swap area 
measured in multiples of 4 kilobytes. 

WCHAN _ Wait channel number of a waiting process. 

LINK Link pointer in list of runnable processes. 

INODP Pointer to location of shared inode. 


CLKT Countdown for alarm(S) measured in seconds. 
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-P pid 
Print information about a user process drawn from its user area (defined 
in /usr/include/sys/user.h). pid is the ID of the process. It may be obtained 
using the ps(C) command. 


-s swapfile 
Use swapfile as the swapfile. 


Authorization 


The behavior of this utility is affected by assignment of the mem authoriza- 
tion. If you do not have this authorization, the output will be restricted to 
data pertaining to your activities only. Refer to the “Using a secure system” 
chapter of the User's Guide for more details. 


Files 
/unix default namelist 
/dev/mem default source of tables 
/dev/swap default swap device 
See also 


alarm(S), chmod(S), filesystem(FP), Ilseek(S), nice(C), ps(C), stat(S) 


System Administrator's Guide 


Standards conformance 


pstat is not part of any currently supported standard; it is an extension of 
AT&T System V provided by The Santa Cruz Operation, Inc. 
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ptar 


process tape archives 


Syntax 


ptar -c [ bLfvw ] device block filename ... 
ptar -r [ bLvw ] device block [ filename ... } 
ptar -t [ fv ] device 

ptar -u [ bLvw ] device block 


ptar -x [ flmovw ] device [ filename ... ] 


Description 
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The ptar command reads and writes archive files which conform to the 
Archive/Interchange File Format specified in IEEE Std. 1003.1-1988. 


Options 


The following options are available: 


-c Creates a new archive; writing begins at the beginning of the archive, 
instead of after the last file. 


-r_ Writes named files to the end of the archive. 
-t Lists the names of all of the files in the archive. 


-u Causes named files to be added to the archive if they are not already 
there, or have been modified since last written into the archive. This 
implies the -r option. 


-x Extracts named files from the archive. If a named file matches a directory 
whose contents had been written onto the archive, that directory is recur- 
sively extracted. 


If a named file in the archive does not exist on the system, the file is created 
with the same mode as the one on the archive, unless the process does not 
have the appropriate privileges. In this case the access permissions are set 1n 
the same fashion that creat would have set them when given the “mode” 
argument, matching the file permissions supplied by the “mode” field of the 
ptar format. The set-user-id and get-group-id modes are not set unless the 
user has the appropriate privileges. 
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If the files exist, their modes are not changed except as described above. The 
owner, group and modification time are restored if possible. If no filename 
argument is given, the entire contents of the archive are extracted. Note that 
if several files with the same name are in the archive, the last one will 
overwrite all earlier ones. 


-b 


-f 


-] 


-m 


-O 


-V 


-W 


Causes ptar to use the next argument on the command line as the block- 
ing factor for tape records. The default is 1; the maximum is 20. This 
option should only be used with raw magnetic tape archives. Normally, 
the block size is determined automatically when reading tapes. 


Causes ptar to use the next argument on the command line as the name 
of the archive instead of the default, which is usually a tape drive. If “-” 
is specified as a filename, ptar writes to the standard output or reads 
from the standard input, whichever is appropriate for the options given. 
Thus, ptar can be used as the head or tail of a pipeline. 


Tells ptar to report if it cannot resolve all of the links to the files being 
archived. If -1 is not specified, no error messages are written to the stan- 
dard output. This modifier is only valid with the -c, -r and -u options. 


Causes ptar to follow symbolic links. 


Tells ptar not to restore the modification times. The modification time of 
the file will be the time of extraction. This modifier is invalid with the -t 
option. 


Causes extracted files to take on the user and group identifier of the user 
running the program rather than those on the archive. This modifier is 
only valid with the -x option. 


Causes ptar to operate verbosely. Usually, ptar does its work silently, but 
the -v modifier causes it to print the name of each file it processes, pre- 
ceded by the option letter. With the -t option, -v gives more information 
about the archive entries than just the name. 


Causes ptar to print the action to be taken, followed by the name of the 
file, and then wait for the user’s confirmation. If a word beginning with y 
is given, the action is performed. Any other input means “no”. This 
modifier is invalid with the -t option. 


See also 


/dev/tty used to prompt the user for information when the -i or -y options are 


specified 


cpio(C), dd(C), find(C), pax(C), pcpio(C) 
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Copyright 


Copyright (c) 1989 Mark H. Colburn. 
All rights reserved. 


Redistribution and use in source and binary forms are permitted provided 
that the above copyright notice is duplicated in all such forms and that any 
documentation, advertising materials, and other materials related to such dis- 
tribution and use acknowledge that the software was developed by Mark H. 
Colburn and sponsored by The USENIX Association. 


THE SOFTWARE IS PROVIDED “AS IS” AND WITHOUT ANY EXPRESS OR 
IMPLIED WARRANTIES, INCLUDING, WITHOUT LIMITATION, THE IMPLIED 
WARRANTIES OF MERCHANTIBILITY AND FITNESS FOR A PARTICULAR 
PURPOSE. 


Author 
Mark H. Colburn 
NAPS International 
117 Mackubin Street, Suite 1 
St. Paul, MN 55102 
mark@jhereg.MN.ORG 


Sponsored by The USENIX Association for public distribution. 


Standards conformance 
ptar is conformant with: 


IEEE POSIX Std 1003.1-1990 System Application Program Interface (API) 
[C Language] (ISO/IEC 9945-1); NIST FIPS 151-1. 


404 1 February 1993 


purge(C) 


purge 


overwrite specified files 


Syntax 


purge [-f][-r][-v][-mnum ][-suo][-t type]...[-z] [files]... 
Description 


The purge command is used to overwrite various parts of the system. It 
overwrites files specified on the command line, or those listed in a policy file 
maintained by the system administrator. The policy file defines types of files 
and devices which are purged as a group. The utility can be used to purge in- 
dividual files, divvy(ADM) divisions, fdisk(ADM) partitions, or other devices 
like magnetic tapes and floppies. An option even exists to zero memory. 


The optional flags are outlined below: 
-f Do not warn about files which are not present or inaccessible. Attempts 


to purge a floppy which is inaccessible (for example, the door is open) 
will always generate a diagnostic on the system console. 


-I Recursively purge directories. Without this flag no action is taken upon 
directories. 

“Vv Verbose operation, list the name of each file as it is overwritten. 

-m num 


Overwrite each file num times. 


-S Overwrite files and devices designated as “system” in the policy file. 
(Equivalent to -tsystem.) 


-u Overwrite files and devices designated as “user” in the policy file. 
(Equivalent to -tuser.) 


-0 Overwrite other (non-system and non-user) files and filesystems. This 
purges all entries in the policy file which are not of either type system 
or user. This flag, by the nature of its implicit definition, has no -t 
equivalent. 


-t type 


Overwrite the files identified in the policy file as being part of group 


type. 
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-Z Writes binary zeroes to system memory, including memory buffers of 
intelligent devices (that is, disk controller cache, etc.). This will close 
down the system immediately. This should only be done from single- 
user mode, or when no users are logged on. The system will autoboot 
if so configured (see autoboot(ADM)). Only the super user may use 
this option. 


files Regular, directory or special files to purge. 


Similarly to regular files, most special files can be purged by being placed in 
the policy file or with the command purge /dev/special_file. Block special 
files and some character special files can be overwritten. The console, ttys, 
printers and other “infinite output” devices cannot be purged with this com- 
mand. Disks, floppies and magnetic tapes can be overwritten. Tape devices 
are first erased once and then overwritten the specified number of times. 


When both types and files are specified on the command line, all of the indi- 
cated files are overwritten by the utility. In particular, first the files selected 
from the policy file, and then those specified on the command line, are 
overwritten. 


Each line in the policy file (/etc/default/purge) designates a file, filesystem or de- 
vice as a member of some type. The syntax of a line is: 


file type [count] 
The optional count field is the number of times to overwrite file. The default 
count is one. The utility will overwrite file any time the command 


purge -t type 


is given. 


Blank lines in the policy file and lines beginning with “ #” are ignored. 


Diagnostics 
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purge: warning: invalid entry in policy file (line n) 
An invalid line was read from the policy file where n is the number of the 
incorrectly formatted line. 


purge: filename is a directory . 
If the -r switch is not specified no action is taken upon directories and this 
diagnostic is displayed. 


purge: only the superuser can zero memory 


This message is displayed when a user other than the super user tries to 
use the -z option. 
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Limitations 


When files are overwritten multiple times, the first pass writes binary zeros. 
Subsequent passes alternate writing binary ones and binary zeros. 


After being overwritten, od(C), dd(C), or hd(C) may be used to verify that no 
data remains on the device or in the file. 


Only the super user may use the -z option to zero the system’s memory. 


Files 


/etc/default/purge the policy file 


See also 
autoboot(ADM), dd(C), hd(C), od(C), rm(C), purge(F), sysadmsh(ADM) 


Standards conformance 


purge is not part of any currently supported standard; it is an extension of 
AT&T System V provided by The Santa Cruz Operation, Inc. 
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pwd 


print working directory name 


Syntax 
pwd 
Description 
pwd prints the pathname of the working (current) directory. 
Diagnostics 
“Cannot open ...” and “Read error in ...” indicate possible file system 
trouble. In such cases, see the System Administrator's Guide for information on 
fixing the filesystem. 
Limitations 
A version of pwd is built into the Korn shell (ksh(C)). It differs slightly from 
the program described here. For further information refer to the ksh(C) entry. 
See also 


cd(C) 


Standards conformance 
pwd is conformant with: 


AT&T SVID Issue 2; 
X/Open Portability Guide, Issue 3, 1989. 
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quot 


summarize file system ownership 


Syntax 


quot [ option]... [ filesystem | 


Description 


quot prints the number of blocks in the named filesystem currently owned by 
each user. If no filesystem is named, the file systems given in /etc/mnttab are 
examined. 

The following options are available: 


-n_ Processes standard input. This option makes it possible to produce a list 
of all files and their owners with the following command: 


ncheck filesystem | sort +On | quot -n filesystem 


-c_ Prints three columns giving file size in blocks, number of files of that size, 
and cumulative total of blocks in files of that size or smaller. Data for 
files of size greater than 499 blocks is included in the figures for files of 
exactly size 499. 


-f Prints a count of the number of files as well as space owned by each user. 
Limitations 

Holes in files are counted as if they actually occupy space. 

Blocks are reported in 512-byte blocks. 

See also “Limitations” under mount(ADM). 
Files 


/etc/passwd_ _— gets user names 
/etc/mnttab _ contains list of mounted file systems 


See also 


du(C), 1s(C) 
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Standards conformance 


quot is not part of any currently supported standard; it is an extension of 
AT&T System V provided by The Santa Cruz Operation, Inc. 
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random 


generate a random number 


Syntax 
random [ -s | [ scale ] 

Description 
The random command generates a random number on the standard output. 
and returns the number as its exit value. By default, this number is either 0 or 
1 (that is, scale is 1 by default). If scale is given a value between 1 and 255, 
then the range of the random value is from 0 to scale. If scale is greater than 
255, an error message is printed. 
When the -s, “silent” option is given, the random number is returned as an 
exit value but is not printed on the standard output. If an error occurs, ran- 
dom returns an exit value of zero. 

Limitations 
This command does not perform any floating point computations. 
random uses the time of day as a seed. 

See also 


rand(S) 
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rcp 


copy files across systems 


Syntax 


rcp [ options | [ sremachine: | srcfile | destmachine: | destfile 


Description 
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The rcp command copies files between systems in a Micnet network. The 
command copies the srcmachine:srcfile to destmachine:destfile, where srcma- 
chine: and destmachine: are optional names of systems in the network, and 
srcfile and destfile are pathnames of files. If a machine name is not given, the 
name of the current system is assumed. If “-” is given in place of srcfile, rep 
uses the standard input as the source. Directories named on the destination 
machine must have write permission, and directories and files named on a 
remote source machine must have read permission. 


The available options are: 


-m Mails and reports completion of the command, whether there is an error 
or not. 


-u [machine:]user 

Any mail goes to the named user on machine. The default machine is the 
machine on which the rcp command is completed or on which an error 
was detected. If an alias for user exists in the system alias files on that 
machine, the mail will be redirected to the appropriate mailbox(es). Since 
system alias files are usually identical throughout the network, any speci- 
fied machine will most likely be overridden by the aliasing mechanism. 
To prevent aliasing, user must be escaped with at least two “\” charac- 
ters (at least four if given as a shell command). 


rcp is useful for transferring small numbers of files across the network. The 
network consists of daemons that periodically awaken and send files from 
one system to another. The network must be installed using netutil(ADM) 
before rcp can be used. 


Also, to enable transfer of files from a remote system, either: 


This line should be in /etc/default/micnet on the systems in the network: 
rcp=/usr/bin/rep 
Or, these lines should be in that file: 


executeall 
execpath=PATH=path 


where path must contain /usr/bin. 
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Diagnostics 


If an error occurs, mail is sent to the user. 


Examples 


rcp -m machinel:/etc/mnttab /tmp/vtape 


Limitations 
Full pathnames must be specified for remote files. 


rcp handles binary data files transparently: no extra options or protocols are 
needed to handle them. Wildcards are not expanded on the remote machine. 


See also 
mail(C), micnet(FP), netutil(ADM), remote(C) 


Standards conformance 


rcp is not part of any currently supported standard; it is an extension of AT&T 
System V provided by The Santa Cruz Operation, Inc. 
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rcvalert 


mail-receipt notification 


Syntax 


/usr/bin/rcevalert [ size | 


Description 


The revalert command displays a line of mail header information on your 
screen when a letter is received. MMDF invokes revalert for you rather than 
you running it yourself. This command is run when you insert a pipe entry to 
rcvalert in your .maildelivery file in your home directory. The revalert com- 
mand checks to see if you are logged on and if your terminal may be written 
to. If so, revalert prints a scan listing of the message on your terminal. 


The scan line rings the terminal’s bell and then prints the number of charac- 
ters in the message and the contents of the “From:” and “Subject:” com- 
ponents, if present. If the “Subject:” component is not present or is very short, 
some of the initial text from the body of the message is included. 


The size argument to revalert specifies the size of the message. 


Examples 


The following entry in the .maildelivery file invokes revalert: 
% - pipe R rcevalert $(size) 


Specify the full pathname of revalert, if /vsr/bin is not in your search path. 


Files 


/etc/utmp used to see who is logged in 
$HOME/maildelivery your delivery specification file 


See also 


rcvtrip(C), maildelivery(F) 
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Standards conformance 
This utility was written by David H. Crocker. 


MMDF is not part of any currently supported standard; it was developed at 
the University of Delaware and is used with permission. 
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rcvfile 


put message into named file 


Syntax 


/usr/bin/revfile directory | -llogfile | [-m ] 


Description 


416 


This program is intended to be invoked from your $HOME/.maildelivery file. 
This command examines the “Subject:” field of a mail message and stores the 
message in a file if the “Subject:” line contains the revfile keyword as the first 
word in the line. The rcvfile command can be invoked manually if desired, 
and a mail message piped into the command. 


To have mail filed by revfile, format the “Subject:” line as follows: 
Subject: rcvfile output-filename 


The destination file name is created by concatenation of the directory value, a 
slash (/), and the filename given in the subject field after the revfile keyword. 
The filename from the subject field is not allowed to contain any “..” direc- 
tory components. If any are found, revfile quits. When a message is stored, 
the message headers are removed and only the text is stored in the specified 
file. 


The directory argument is required. The -l option sets the logfile where a 
record of revfile activity is made. The file must already exist and be writable 
to the recipient. The -m option enables the creation of missing directories in 
the pathname of a file to be created. The created directories are given permis- 
sion modes of 0755. 


The owner of the created file is notified by mail when a file is delivered, with 
information about who sent it and other relevant facts. It is possible that the 
owner may not be the recipient if the referenced file existed, was owned by 
another user, and was writable. If the file delivery fails for any reason, the 
message is delivered as normal mail. 
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Examples 
A typical entry in your .maildelivery can be: 
subject revfile pipe A rcvfile 
or 
Addr user=file pipe A revfile 


Specify the full pathname of revfile if /usr/bin is not in your search path. 


Files 


$HOME/.maildelivery 
See also 
maildelivery(F) 


Standards conformance 
This utility was written by David H. Crocker. 


MMDF is not part of any currently supported standard; it was developed at 
the University of Delaware and is used with permission. 


1 February 1993 417 


rcuprint(C) 


rcvprint 

print message automatically 

Syntax 
/usr/bin/rcvprint 

Description 
This command is intended to be run from your $HOME/.maildelivery file. The 
purpose of rcvprint is to pipe the body of the message into a program that 
prints the message on a line printer. The rcvprint program tries a variety of 
different programs until it finds one that will execute. It then waits to see 
how the program coped and reports back to the local channel. 

Examples 
A typical entry in your $HOME/ maildelivery file is: 

subject printer pipe A revprint 

Specify the full pathname of rcvprint if the /usr/bin directory is not in your 
search path. 

Files 
$HOME/.maildelivery 

See also 
maildelivery(F) 


Standards conformance 
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This utility was written by David H. Crocker. 


MMDF is not part of any currently supported standard; it was developed at 
the University of Delaware and is used with permission. 
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revtrip 


notify mail sender that recipient is away 


Syntax 


/usr/bin/rcvtrip [ -d ] [ address | 


Description 


The revtrip command makes it possible for you to notify the sender of a mes- 
sage that you are away on a trip and you won't be answering your mail for 
some time. MMDF runs revtrip on your behalf rather than you running it 
directly. 


To enable use of revtrip, put the following line in your .maildelivery file: 


* 


- pipe R rcvtrip $(sender) 


Make sure that your .maildelivery file is not writable by anyone but you. You 
may also place a “custom” reply message in a file named tripnote. Finally, you 
should create an empty triplog file. 


When revtrip processes a message, it decides: 

e decide if this type of message should receive a reply 

e decide to whom the reply should be sent 

e decide whether this sender has already received a reply 


The revtrip command decides whether this is the type of message that should 
get a reply by looking at the contents of the “Resent-To:”, “Resent-Cc:”, “To:” 
and “Cc:” header fields. If the recipient has an .alter_egos file (described next), 
then one of the addresses in that file must appear in one of these header fields 
for a reply to be sent. If the recipient does not have an .alter_egos file, then the 
recipient’s name or a first-order alias of the recipient’s name (for example, 
dlong-->long) must appear in one of these header fields for a reply to be sent. 
This procedure ensures that rcvtrip will not reply to messages sent to mailing 
lists, unless the recipient’s name (or some variant of the recipient’s name) is 
explicitly mentioned in a header field. 


If revtrip decides it should send a reply to the message, it looks at several 
other address fields to determine to whom the reply should be sent. It uses, in 
order of precedence: 


1. addresses in “Resent-Reply-To:” 
2. addresses in “Resent-From:” and, if present, “Resent-Sender:” 
3. addresses in “Reply-To:” 
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Files 
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4. addresses in “From:” and either “Sender:”, if present, or the address argu- 
ment from the command line. 


The revtrip command notifies any originator of mail who has not previously 
been notified unless you pre-load their address into the triplog file (refer to the 
“Files” section). The reply begins with some standard text (supplied by 
rcvtrip) followed by whatever text the user has placed in the tripnote file, or 
the following message if the tripnote file is missing: 


Your mail has been received by the Mail System. 

The person you are trying to contact is not here right now. 

The Mail System does not know where to forward your message, 

sO it wili be stored here until the recipient returns to read it. 
This may take some time. 


The originators’ names are recorded in triplog, along with the date and time 
the message came in, an indication of whether it was answered (“ +” = yes), 
and the first few characters of the subject. This appears as: 


+ jpo@nott.ac.uk Wed Oct 8 16:08 >> about your last message 


$HOME/tripnote contains a reply message to be sent to those sending 
you mail. 
$HOME/triplog contains a list of who sent a message, what was its sub- 


ject, when it arrived, and if a response was sent. It can 
also be initialized by hand to contain the addresses, 
one per line, which are not to receive replies. 


$HOME/ogfile if it exists, becomes an output file for logging diagnos- 
tic information. If the -d option is specified, then 
extensive output is generated for debugging purposes. 
It is not a good idea to leave -d enabled if this file is left 
lying around, as the output can be quite voluminous. 


$HOME/.alter_egos an optional file composed of “user@domain” lines for 
all addresses to be considered ‘you’. This is needed if 
you have multiple hosts forwarding their mail to you. 
If this file is present, then the standard comparisons 
against your username and first-level aliases of your 
username do not occur. 


$HOME/.maildelivery is your mail delivery specification file. The previous 
example shows the line that should be added to -mail- 
delivery to enable use of rcvtrip. In this line, the 
$(sender) argument is optional (but recommended). 
You may need to give the full pathname of revtrip if it 
is not in your search path. 
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See also 


maildelivery(F) 


Standards conformance 


MMDF is not part of any currently supported standard; it was developed at 
the University of Delaware and is used with permission. 
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remote 


execute commands on a remote system 


Syntax 


remote [ - ] [ -f file | [-m][-u user ] machine command | arguments | 


Description 


422 


remote is a limited networking facility that permits execution of UNIX com- 
mands across serial lines. Commands on any connected system may be exe- 
cuted from the host system using remote. A command line consisting of com- 
mand and any blank-separated arguments is executed on the remote machine. 
A machine's name is located in the file /etc/systemid. Note that wild cards are 
not expanded on the remote machine, so they should not be specified in argu- 
ments. The optional -m switch causes mail to be sent to the user telling 
whether the command is successful. 


The available options follow: 


- A dash signifies that standard input is used as the standard input for 
command on the remote machine. Standard input comes from the 
local host and not from the remote machine. 


-f file Use the specified file as the standard input for command on the 
remote machine. The file exists on the local host and not on the 
remote machine. 


-m Mails the user to report completion of the command. By default, 
mail reports only errors. 


-uuser Any mail goes to the named user on machine. The default machine 
is the machine on which an error was detected, or on which the 
remote command was completed. The mail will be redirected to the 
appropriate mailbox(es), if an alias for user exists in the system alias 
files on that machine. Since system alias files are usually identical 
throughout the network, any specified machine will most likely be 
overridden by the aliasing mechanism. To prevent aliasing, user 
must be escaped with at least two “\” characters (at least four if 
given as a shell command). 


Before remote can be used successfully, a network of systems must be set up 
and the proper daemons initialized using netutil(ADM). Also, entries for the 
command to be executed using remote must be added to the /etc/Mefault/micnet 
files on each remote machine. 
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Examples 


The following command executes an Ils command on the directory /tmp of the 
machine machinel1: 


remote machine] Is /tmp 


Limitations 


The mail command uses the equivalent of remote to send mail between 
machines. 


See also 


mail(C), micnet(FP), netutil(ADM), rep(C) 
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resend 


redistribute mail using the Resent- notation 


Syntax 


resend [ -rw ] [ --subargs ] addresses [ -t addresses | [ -c addresses | 


Description 


Files 


The resend command is responsible for taking as input a standard mail mes- 
sage, adding the various Resent- components to it, and then handing it over to 
submit(ADM). 


The usual method of operation is to pipe a message into resend and supply 
the addresses to which to resend the message on the command line. The 
default behavior can be changed with the following flags: 


-r__ This specifies that error returns for this message are not required. 


-w_ This flag enables you to follow the delivery attempt. submit and its chil- 
dren will print out what they are doing. 


-- Any argument starting in this manner is passed directly to submit after 
losing the --. 


After the flags have been processed, the address lists for the message are built 
up. Normally all addresses are put onto one “Resent-To:” line, but they can be 
broken up onto several “Resent-To:” lines by prefixing a block of addresses 
with the -t flag. Alternatively the -c flag will start building up a list of 
“Resent-Cc:” addresses. resend looks after all the other headers, such as 
“Resent-Date”, “Resent-From’” etc. 


See also 


login directory/fullname 
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submit(ADM) 
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rlpcmd(C) 


send requests to remote line printer 


Syntax 


rlpcmd -z | -Z | - 


Description 


Manual pages distributed with SCO UNIX Version 4.0 are supplied in 
compress -H format: the man command uses uncompress to read .Z pages. 
However, earlier versions of SCO UNIX do not support this format. You can 
use repackman for three different operations as defined by the mutually 
exclusive options: 


-z Convert manual pages on earlier versions of SCO UNIX, in the path 
defined by MANPATH, to packed (see pack(C) ) format . 


-Z Convert manual pages on earlier versions of SCO UNIX, in the path 
defined by MANPATH to compress -H (see compress(C) ) format. 


- Convert manual pages on earlier versions of SCO UNIX, in the path 
defined by MANPATH to unpacked, u.1compressed format. 


Limitations 


See also 


If there are two or more versions of a file; for example, a compressed and a 
packed version, the older version is removed. 


Use of repackman may cause fully installed MAN packages to be reported by 


custom(ADM) or fixperm(ADM) as partially installed; this is because repack- 
man causes filename extensions to be altered. 


pack(C), compress(C), uncompress(C) 
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rm 


remove files or directories 


Syntax 


rm [ -fir ] file ... 
Description 


The rm command removes the entries for one or more files from a directory. 
If an entry was the last link to the file, the file is destroyed. Removal of a file 
requires write permission in its directory, but neither read nor write permis- 
sion on the file itself. If a file is a symbolic link, the link will be removed, but 
the file or directory to which it refers will not be deleted. 


rm will not delete directories unless the -r option is used. 
The following options are recognized: 


-f When invoked with the -f option rm does not prompt the user for confir- 
mation for files on which the user does not have write permission. The 
files are simply removed. Any previous occurrences of the -i option on 
the command line are ignored. This option only applies if rm is invoked 
with its standard input attached to a terminal. 


If -f is not specified and the user does not have write permission on the 
target file, the user is prompted for confirmation. The file’s name and 
permissions are printed and a line is read from the standard input. If that 
line begins with a “ y” the file is deleted; otherwise it remains. 


-i_ The -i (interactive) option causes rm to ask whether to delete each file, 
and if the -r option is in effect, whether to examine each directory. 


-r The -r (recursive) option causes rm to recursively delete the entire con- 
tents of the any directories specified, and the directories themselves. 
Symbolic links encountered with this option will not be traversed. Note 
that the rmdir(C) command is a safer way of removing directories. 


The special option “--” can be used to delimit options. For example, a file 
named “ -f” could not be removed by rm because the hyphen is interpreted as 
an option; the command rm -f would do nothing, since no file is specified. 
Using rm -- -f removes the file successfully. 
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Limitations 


It is forbidden to remove the file .. to avoid the consequences of inadvertently 
doing something like: 


rm -r .* 
It is also forbidden to remove the root directory of a given file system. 
If the “sticky” (t) bit is set on a directory, only the owner of a file can remove 


that file from the directory. See chmod(C) for more information about 
“sticky” bits. 


See also 
chmod(C), rmdir(C) 


Standards conformance 
rm is conformant with: 


AT&T SVID Issue 2; 
X/Open Portability Guide, Issue 3, 1989. 
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rmdir 


remove directories 


Syntax 


rmdir[{-p][-s] dirname... 


Description 


The rmdir command removes the entries for one or more sub-directories from 
a directory. A directory must be empty before it can be removed. (Note that 
the rm -r dir command is a more dangerous alternative to rmdir.) If the 
parent directory has the “sticky” bit set, removal occurs only if one of the fol- 
lowing is true: 


e the parent directory is owned by the user 

e the dirname directory is owned by the user 

e the dirname directory is writable to the user 

e the user is the super user 

The -p option allows users to remove the directory dirname and its parent 
directories which become empty. A message is printed on standard output as 


to whether the whole path is removed or part of the path remains for some 
reason. 


The -s option is used to suppress the message printed on standard error when 
-p is in effect. 


rmdir will refuse to remove the root directory of a mounted filesystem. 


Exit values 


See also 


rmdir returns an exit code of 0 if all the specified directories are removed suc- 
cessfully. Otherwise, it returns a non-zero exit code. 


rm(C) 


Standards conformance 
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rmdir is conformant with AT&T SVID Issue 2. 
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rsh(C) 


invoke a restricted shell (command interpreter) 


Syntax 


rsh [ flags | [ name [ arg1...]] 


Description 


See also 


rsh is a restricted version of the standard command interpreter sh(C). It is 
used to set up login names and execution environments whose capabilities 
are more controlled than those of the standard shell. The actions of rsh are 
identical to those of sh, except that changing directory with cd, setting the 
value of $PATH, using command names containing slashes, and redirecting 
output using > and >> are all disallowed. 


When invoked with the name -rsh, rsh reads the user's .profile (from 
$HOME/ profile). It acts as the standard sh while doing this, except that an 
interrupt causes an immediate exit, instead of causing a return to command 
level. The restrictions above are enforced after .profile is interpreted. 


When a command to be executed is found to be a shell procedure, rsh invokes 
sh to execute it. Thus, it is possible to provide shell procedures to the end 
user that have access to the full power of the standard shell, while restricting 
the user to a limited menu of commands; this scheme assumes that the end 
user does not have write and execute permissions in the same directory. 


The net effect of these rules is that the writer of the .profile has complete con- 
trol over user actions, by performing guaranteed setup actions, then leaving 
the user in an appropriate directory (probably not the login directory). 


rsh is actually just a link to sh and any flags arguments are the same as for 
sh(C). 


The system administrator often sets up a directory of commands that can be 
safely invoked by rsh. 


sh(C), profile(M) 
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scosh 
menu-driven SCO Shell with calendar, mail, and calculator 
Syntax 

scosh [ -v ] [ calendar ! email | calculator ] 
Description 


SCO Shell is a menu-driven shell, including calendar, calculator and electronic 
mail applications. The calendar is a distributed application suitable for work- 
group coordination across a network. 


For information on how to use the SCO Shell, please refer to the SCO Shell 
User's Guide. 


Startup 


The command scosh executes the script /usr/binfscosh, which initializes the 
curses(S) and terminfo(M) based screen handling and invokes the desktop. 
scosh reads the environment variable OALIB to locate the path to its support 
files and binaries; these are located in /usr/libScosh/* by default. 


If the flag -v is specified, scosh prints its current version number and exits. 


Once scosh has initialized the terminal, it executes the scosh desktop applica- 
tion (by default), or another component of the Shell (if specified). For example 
scosh email invokes the email application. 


If the user is logged in as root, scosh starts up in administration mode. In 
administration mode, the Utility menu includes entries for printer configura- 
tion and calendar server maintenance. In addition, changes to system defaults 
(window positions, menus, application list, and so on) are saved in the global 
default files. If scosh is started by a user and cannot find the local configura- 
tion files in the user’s home directory, it loads the system default configura- 
tion files instead. 


scosh system files are stored in /usr/lib/scosh by default. Runnable scosh appli- 
cations are located in this directory, along with the default preference (appli- 
cation configuration) files (typically .caln_pref, .mail_pref, and .sdsk_pref). 


The subdirectory /usr/libfscosh/pipes is used by the Shell system for named 
pipes between components, and should not be removed. 


The subdirectory /usr/lib/scosh/opadm contains configuration utilities; for exam- 
ple, /usr/libfscosh/opadm/calutil is the front end to the calendar administration 
utilities. These programs are invoked by the desktop application when the 
utility menu is selected in administration mode. 
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The subdirectory /usr/libscosh/english/us (or similar) contains localization files 
that match the Shell to the language of the country for which it is installed. 
These files follow the conventions for configuration file nomenclature 
(below). 


Configuration 
The standard procedures for configuring or customizing the Shell are 


described in the User’s Guide. SCO Shell retains its configuration between ses- 
sions by storing them in user configuration files, in the user’s home directory. 


As noted above, to carry out global configuration of the default Shell state, it 
is necessary to log in as root. If user configuration files exist, these override 
the default configuration; therefore, it is necessary to remove these files or 
copy the default file to the users’ home directories if you want to take advan- 
tage of the new default configuration. 


In administration mode, the Utility menu contains additional choices for 


printer and calendar administration. Refer to the System Administrator’s Guide 
for further details of administration procedures. 


Environment variables 
The following environment variables are specific to Shell: 


CALDATA Location of calendar data. 

SCOSHLIB Location of SCO Shell system files. Defaults to /usr/lib/scosh. 
OALIB Search path for configuration files. 

SCOLIB Location of terminal and printer definition files. 


In addition, the following related operating system environment variables 
may be referenced by the Shell during normal use: 


HOME User’s home directory. 
SHELL User’s login shell. 
TERM User’s current terminal type. 


TERMCAP The terminal database setting in use. 
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Files 

Configuration files store the definitions of forms, menus and other structures 

used by the applications and utilities. All configuration files have nine charac- 

ter names of the form xxxx_yyyy, where xxxx is an abreviation for the associ- 

ated binary (for example, caln is short for calendar) and yyyy is the type of 

configuration file (such as strs for prompt string files). The abreviations used 

are as follows: 

Binaries: 

alis Alias utility. 

cadm Calendar administration (holidays). 

calc Calculator. 

caln Calendar. 

desk Desktop. (Includes basic desktop display, file operations, and so on.) 

help Help system. (Each application that has help available has a _help file. 
Help text common to all applications is compiled into the help utility.) 

mail Mail application. 

mgen Menu generator (used in customizing the application and utility menu 
lists). 

micr Mail creator. 

penf Printer configuration utility. (This application is only accessed from the 
system administrator’s utility list.) 

File types: 

errs compiled error strings 

form form definitions 

help help text 

menu compiled menu definitions 

strs compiled prompt strings 

432 1 February 1993 


scosh(C) 


In addition, the following suffixed indicate source files for the various config- 


uration files: 
errsrc 
hlphook 
hipidx 
hiptxt 
menu.m 
strsrc 

Other files: 


filetypes 


oacpyrtsrc 


tstrs 


error source 
help hook file 
help index file 
help text file 
menu source 


prompt string source 


This file contains the clipboard types and their descriptions. 
The three letter acronym at the start of the line should not be 
changed. 


This file contains the copyright message used by the Shell. It is 
compiled into oacpyrt by the cnvmsg program. 


Strings used by the terminal configuration utility. This text file 
can be edited directly, as long as the numbering of the messages 
is preserved. 


printer definition files 


Printer definition files are stores in /usr/lib/sco/printers, with the 
exception of .defprint (default printer). Currently only one print- 
er definition file is provided (Ip). 


application and utility lists 


shell_strs 


These files include .appllist2, .appladd, .appladm, .utillist2, .utiladd, 
and .utiladm. All are in /usr/libscosh/language/country. They can 
be edited directly or by using the menu generator. If you edit 
these files manually, ensure that the name field is no more than 
12 characters long, and the description is no more than 20 char- 
acters. Longer values will be truncated when mgen is run. 


shell_strs contains all the strings used by the shell scripts in 
/usr/libfscosh/utils and /usr/lib/scosh/opadm. 


/usr/lib/sco/translat 


colr_toks 
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Various user directory to text translator files reside in this direc- 
tory. Used when pasting a user directory entry from the clip- 
board into a mail message. 


Used by the color configuration utility. Entries in this file follow 


the form token (Tab) description. Exists in 
/usrflib/scoshflang/country/. 
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See also 


sh(C) 
User's Guide 


Standards conformance 


scosh is not part of any currently supported standard; it is an extension of 
AT&T System V provided by The Santa Cruz Operation, Inc. 
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sddate(C) 


print and set backup dates 


Syntax 


sddate [ name lev date | 


Description 


If no argument is given to sddate the contents of the backup date file /etc/ddate 
are printed. The backup date file is maintained by backup(ADM) and contains 
the date of the most recent backup for each backup level for each filesystem. 


If arguments are given, an entry is replaced or made in /etc/ddate. name is the 
last component of the device pathname, lev is the backup level number (from 
0 to 9), and date is a time in the form taken by date(C): 


mmddhhmm[yy] 


where the first mm is a two-digit month in the range 01-12, dd is a two-digit 
day of the month from 01-31, hh is a two-digit military hour from 00-23, and 
the final mm is a two-digit minute from 00-59. An optional two-digit year, yy, 
is presumed to be an offset from the year 1900, that is, 19yy. 


Some sites may wish to back up filesystems by copying them in their entirety 
to backup media. sddate could be used to make a “level 0” entry in /etc/ddate, 
which would then allow incremental backups. 


For example: 


sddate rhd0 5 10081520 


makes an /etc/ddate entry showing a level 5 backup of /dev/rld0 on October 8, 
at 3:20 pm. 


Diagnostics 


Files 


bad conversion _ If the date set is syntactically incorrect. 


/etc/ddate 
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See also 


backup(ADM), date(C), dump(CP) 


Standards conformance 


sddate is not part of any currently supported standard; it is an extension of 
AT&T System V provided by The Santa Cruz Operation, Inc. 
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sdiff 


compare files side-by-side 


Syntax 


sdiff | options ... | file1 file2 
Description 


The sdiff command uses the output of diff(C) to produce a side-by-side list- 
ing of two files indicating those lines that are different. Each line of the two 
files is printed with a blank gutter between them if the lines are identical, a 
“<” in the gutter if the line only exists in filel, a “>” in the gutter if the line 
only exists in file2, and a“ | ” for lines that are different. 


For example: 
X y 
a a 
b < 
C < 
d d 
> Cc 


The following options exist: 


-wn Uses the next argument, n, as the width of the output line. The default 
line length is 130 characters. 


-1_ Only prints the left side of any lines that are identical. 
-s Does not print identical lines. 


-0 output 
Uses the next argument, output, as the name of a third file that is created 
as a user-controlled merging of file1 and file2. Identical lines of file1 
and file2 are copied to output. Sets of differences, as produced by 
diff(C), are printed where a set of differences share a common gutter 
character. After printing each set of differences, sdiff prompts the user 
with a % and waits for one of the following user-entered commands: 


] Appends the left column to the output file. 
r Appends the right column to the output file. 
S Turns on silent mode; does not print identical lines. 


Vv Turns off silent mode. 
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e 1 Calls the editor with the left column. 

e r Calls the editor with the right column. 

e b Calls the editor with the concatenation of left and right. 
e Calls the editor with a zero length file. 

q__ Exits from the program. 


On exit from the editor, the resulting file is concatenated on the end of the 
output file. 


See also 
diff(C), ed(C) 
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sed 


invoke the stream editor 


Syntax 


sed [ -n ][-e script | | -f sfile ] [ files | 


Description 


The sed command copies the named files (standard input default) to the stan- 
dard output, edited according to a script of commands. The -e option causes 
the script to be read literally from the next argument, which is usually quoted 
to protect it from the shell. The -f option causes the script to be taken from 
file sfile; these options accumulate. If there is just one -e option and no -f 
options, the flag -e may be omitted. The -n option suppresses the default out- 
put. A script consists of editing commands, one per line, of the following 
form: 


[ address [ , address | | function [ arguments | 


In normal operation, sed cyclically copies a line of input into a pattern space 
(unless there is something left after a D command), applies in sequence all 
commands whose addresses select that pattern space, and at the end of the 
script copies the pattern space to the standard output (except under -n) and 
deletes the pattern space. 


A semicolon (;) can be used as a command delimiter. 


Some of the commands use a hold space to save all or part of the pattern 
space for subsequent retrieval. 


An address is either a decimal number that counts input lines cumulatively 
across files, a “$” that addresses the last line of input, or a context address, 
that is, a /regular expression! in the style of ed(C) modified as follows: 


e Ina context address, the construction \?regular expression?, where “?” is 
any character, is identical to /regular expression/. Note that in the context 
address \xabc\xdefx, the second x stands for itself, so that the standard 
expression is abcxdef. 


e The escape sequence \n matches a newline embedded in the pattern 
space. 


e A dot (.) matches any character except the terminal newline of the pattern 
space. 


e Acommand line with no addresses selects every pattern space. 


e¢ Acommand line with one address selects each pattern space that matches 
the address. 
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e A command line with two addresses separated by a comma selects the 
inclusive range from the first pattern space that matches the first address 
through the next pattern space that matches the second. (If the second 
address is a number less than or equal to the line number first selected, 
only one line is selected.) Thereafter, the process is repeated, looking again 
for the first address. 


Editing commands can be applied only to nonselected pattern spaces by use 
of the negation function “!” (below). 


In the following list of functions, the maximum number of permissible 
addresses for each function is indicated in parentheses. 


The text argument consists of one or more lines, all but the last of which end 
with backslashes to hide the newlines. Backslashes in text are treated like 
backslashes in the replacement string of an s command, and may be used to 
protect initial blanks and tabs against the stripping that is done on every 
script line. The rfile or wfile argument must terminate the command line and 
must be preceded by one blank. Each wfile is created before processing 


begins. There can be at most 10 distinct wfile arguments. 


(1) a\ text Appends text, placing it on the output before reading the next 
input line. 

(2) b label Branches to the : command bearing the label. If label is empty, 
branches to the end of the script. 

(2) c\ text Changes text by deleting the pattern space and then appending 
text. With 0 or 1 address or at the end of a 2-address range, 
places text on the output and starts the next cycle. 

(2) d Deletes the pattern space and starts the next cycle. 

(2)D Deletes the initial segment of the pattern space through the 
first newline and starts the next cycle. 

(2)g Replaces the contents of the pattern space with the contents of 
the hold space. 

(2)G Appends the contents of the hold space to the pattern space. 

(2)h Replaces the contents of the hold space with the contents of the 
pattern space. 

(2) H Appends the contents of the pattern space to the hold space. 

(1) i\ text Insert. Places text on the standard output. 

(2)1 Lists the pattern space on the standard output with nonprint- 


ing characters spelled in two-digit ASCII and long lines folded. 
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(2)N 


(2) p 
(2) P 


(1) q 


(2) rrfile 
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Copies the pattern space to the standard output. Replaces the 
pattern space with the next line of input. 


Appends the next line of input to the pattern space with an 
embedded newline. (The current line number changes.) 


Prints (copies) the pattern space on the standard output. 


Prints (copies) the initial segment of the pattern space through 
the first newline to the standard output. 


Quits sed by branching to the end of the script. No new cycle 
is started. 


Reads the contents of rfile and places them on the output 
before reading the next input line. 


(2) s /regular expression/replacement/flags 


Substitutes the replacement string for instances of the regular 
expression in the pattern space. Any character may be used 
instead of “/”. For a more detailed description, see ed(C). 
Flags is zero or more of: 


n n=1-512. Substitute for just the nth occurrence of the 
regular expression. 
g Globally substitutes for all non-overlapping instances 


of the regular expression rather than just the first one. 
P Prints the pattern space if a replacement was made. 


w wfile Writes the pattern space to wfile if a replacement was 


made. 

(2) t label Branches to the colon (:) command bearing label if any substi- 
tutions have been made since the most recent reading of an 
input line or execution of a t command. If label is empty, t 
branches to the end of the script. 

(2) w wfile Writes the pattern space to wiile. 

(2) x Exchanges the contents of the pattern and hold spaces. 

(2) y /string1/string2/ 


(2) ! function 
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Replaces all occurrences of characters in string1 with the corre- 
sponding characters in string2. The lengths of string] and 
string2 must be equal. 


Applies the function (or group, if function is “{”) only to lines 
NOT selected by the address(es). 
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(0) : label This command does nothing; it bears a label for b and t com- 
mands to branch to. 
(1) = Places the current line number on the standard output as a line. 
(2) { Executes the following commands through a matching “}” 
only when the pattern space is selected. 
(0) An empty command is ignored. 
Examples 


The following examples assume the use of sh or ksh. 


The most common use of sed is to edit a file from within a shell script. In this 
example, every occurrence of the string “sysman” in the file infile is replaced 
by “System Manager”. A temporary file TMP is used to hold the intermediate 
result of the edit: 


TMP=/usr/tmp/tmpfile_$$ 
sed -e ‘s/sysman/System Manager/g’' < infile > S$STMP 
mv STMP infile 


sed can be used to strip all lines from a file which do not contain a certain 
string. In this example, all lines in the file infile which start with a hash “#” are 
echoed to the screen: 


sed -e ’/*#/!d’ < infile 


If several editing commands must be carried out on a file, but the parameters 
for the edit are to be supplied by the user, then a document can be used to 
build a temporary edit script for sed to use. The following example removes 
all occurrences of the strings given as arguments to the script from the file 
infile. The name of the temporary script is held by the variable SCRIPT: 


SCRIPT=/usr/tmp/script_$$ 
for name in $*# 
do 
cat >> S$SCRIPT <<! 
s/${name}//g 
| 
done 
TMPFILE=/usr/tmp/tmpfile_$$ 
sed -f SSCRIPT < infile > STMPFILE 
mv STMPFILE infile 
rm $SCRIPT 


Another use of sed is to process the output from other commands. Here the 
ps command is filtered using sed to report the status of all processes other 
than those owned by the super user: 


ps -ef | sed -e ‘/*[(SpaceX Tab)]*root/d’ 
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See also 
awk(C), ed(C), grep(C) 
User's Guide 
Standards conformance 
sed is conformant with: 


AT&T SVID Issue 2; 
X/Open Portability Guide, Issue 3, 1989. 
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setcolor, setcolour 


set screen color and other screen attributes 


Syntax 


setcolor - [ bcgknopr | argument [ argument | 


Description 


The setcolor command allows the user to set the screen color on a color 
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screen. Both foreground and background colors can be set independently in a 
range of 16 colors. setcolor can also set the reverse video and graphics char- 
acter colors. setcolor with no arguments produces a usage message that dis- 
plays all available colors, then resets the screen to its previous state. 


For example, the following strings are possible colors: 


blue magenta brown black 
It_blue It_magenta yellow gray 
cyan white green red 
It_cyan hi_white It_green It_red 


The following flags are available. In the arguments below, color is taken from 
the above list. 


-b color 
Set the background to the specified color. 


-c first last . 
Set the first and last scan lines of the cursor. (For more information see 
screen(HW).) 


-g f_color [b_color}. 
Set the foreground graphics characters to the first color f_color Set graphics 
characters’ background to second color b_color if specified. 


-k 
Switch on keyclick option. 


-n [f_color (b_color} | . 
Reset the screen to default settings, and switch off -k option. If no argu- 
ments are given the screen is set to white characters on a black back- 
ground; otherwise the specified colors are used. The foreground is set to 
the first color f_color. The background is set to the second color if b_color 
is specified. 


-o Set the color of the screen border (overscan region). This only works on 
CGA adaptors. 
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-p pitch duration 
Set the pitch and duration of the bell. Pitch is the period in microseconds, 
and duration is measured in fifths of a second. When using this option, a 
(Ctrl)g (bell) must be echoed to the screen for the command to work. For 
example: 


setcolor -p 2500 2 
echo “G 


-r f_color [b_color] 
Set the foreground reverse video characters to the first color f_color. Set 
reverse video characters’ background to the second color b_color if 
specified. 

Limitations 

The ability of setcolor to set any of these described functions is ultimately 

dependent on the ability of devices to support them. setcolor emits an escape 

sequence that may or may not have an effect on monochrome devices. 


Occasionally changing the screen color can help prolong the life of your 
monitor. 


See also 


screen(HW) 


Standards conformance 


setcolor and setcolour are not part of any currently supported standard; they 
are extensions of AT&T System V provided by The Santa Cruz Operation, Inc. 
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assign the function keys 
Syntax 

setkey keynum string 
Description 


The setkey command assigns the given ANSI string to be the output of the 
computer function key given by keynum. For example, the command: 


setkey 1 date 


assigns the string "date" as the output of function key 1. The string can con- 
tain control characters, such as a newline character, and should be quoted to 
protect it from processing by the shell. For example, the command: 


setkey 2 "pwd ; Ic\n" 


assigns the command sequence "pwd ; Ic" to function key 2. Notice how the 
newline character is embedded in the quoted string. This causes the com- 
mands to be carried out when function key 2 is pressed. Otherwise, the (Enter) 
key would have to be pressed after pressing the function key, as in the previ- 
ous example. 


setkey translates “*” into “**”, which, when passed to the screen driver, is 
interpreted as a right angle bracket (>), or greater than key. 


Limitations 


setkey works only on the console keyboard and on terminals running in scan- 
code mode. 


The function keys are defined in the string mapping table. This is an array of 
512 bytes (typedef strmap_t) where null terminated strings can be put to rede- 
fine the function keys. The first null terminated string is assigned to the first 
string key, the second to the second string key, and so on. There is one string 
mapping table per multi-screen. 


Although the size of the setkey string mapping table is 512 bytes, there is a 
limit of 30 characters that can be assigned to any individual function key. 


Assigning more than 512 characters to the string mapping table causes the 
function key buffer to overflow. When this happens, the sequences sent by the 
arrow keys are overwritten, effectively disabling them. Once the function key 
buffer overflows, the only way to enable the arrow keys is to reboot the 
system. 
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The table below lists the keynum values for the function keys: 


Function key 


(F1) 

(F2) 

(F3) 

(F4) 

(F5) 

(F6) 

(F7) 

(F8) 

(F9) 

(F10) 
(F11) 
(F12) 
(Shift F1) 
(Shift F2) 
(Shift F3) 
(ShiftX F4) 
(Shift F5) 
(Shift F6) 
(Shift F7) 
(ShiftX F8) 
(ShiftX F9) 


(Shift F10) 
(Shift F11) 
(Shift) F12) 


(Ctrl F1) 
(Ctrl F2) 
(Ctrl F3) 
(CtrlX F4) 
(Ctrl F5) 
(Ctrl F6) 
(Ctrl F7) 
(Ctrl F8) 
(Ctrl\ F9) 


keynum 


WOONADOT PWN HH 


Function key 


(CtrlX F10) 
(CtrlX F11) 
(Ctrl F12) 

(CtrlX Shift F1) 
(CtrlX Shift F2) 
(Ctrl Shift F3) 
(CtrlX Shift) F4) 
(CtrlX Shift F5) 
(CtrlX Shift F6) 
(CtrlX Shift F7) 
(Ctrl Shift F8) 
(CtrlX Shift F9) 
(CtrlX Shift F10) 
(CtrlX Shift F11) 
(Ctrl Shift F12) 


Numeric key pad 


OWNR + OOF 1 OON 


For a table of the escape sequences, refer to keyboard(HW). 
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Files 
/bin/setkey 
See also 


keyboard(HW), scancode(HW) 


Standards conformance 


setkey is not part of any currently supported standard; it is an extension of 
AT&T System V provided by The Santa Cruz Operation, Inc. 
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Sg 


set groups 

Syntax 
sg [-e][-t][-v][-g group ] [ -a grouplist ] | -r grouplist | | -s grouplist | 
[ -c command | 

Description 


The sg command allows users to run shells and commands with a different 
group ID and a modified supplemental group list. 


You are limited to working with the groups of which you are a member. 


You are a member of a group if any one of the following conditions is true: 

e You are the super user. (The super user is considered a member of all 
groups.) 

e The group is your login group, listed in /etc/passwd. 

e You are listed as a member of the group in /etc/group. 

e The group is the current real (RGID) or effective group ID (EGID). 


e The group is in the current effective supplemental group access list. 
sg takes the following options: 


-a grouplist 
Add groups to the supplemental group list. See below for the syntax of 
grouplist. 

-e Display the supplemental group access list of the current process. This is 
the default. 

“§ group 


Set the real and effective group ID to group for subsequent commands to 
be executed by sg. group can be a group name or a group ID, but must be 
a group of which the user is a member. 


-t Display the user’s login group plus any groups the user is a member of in 
/etc/group. The super user is considered to be a member of all groups 
listed in the group file. 


-v_ Display the new supplemental group access list before each command or 
shell is run. With -a or -s, -v warns if a group to be added is already in the 
supplemental group access list or if a group cannot be added because the 
supplemental group access list is full. With the -r option, it warns if a 
group to be removed is not in the supplemental group access list. 
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-r grouplist 
Remove groups from the supplemental group list. See below for the syn- 
tax of grouplist. (You do not need to be a member of the group being 
removed. Neither is there a requirement that the group being removed is 
actually in the supplemental group list.) 


-S grouplist 
Set the supplemental group list to grouplist. See below for the syntax of 
grouplist. 


-¢c command 
Pass command to the user's login shell for execution with the specifed 
supplemental group and/or group ID modifications. The shell must sup- 
port the -c command syntax similar to sh(C). Giving the empty string "" 
as the argument to -c causes the user's shell to be run. Exiting that shell 
will resume execution of sg. 


A grouplist is a comma- or whitespace- (tab or space) separated list of group 
names and group IDs. The user must be a member of any groups specified in 
grouplist. 
If group or grouplist are an empty string "", or just contain separators, the -s 
option sets the supplemental group access list to empty, and -a, -r, and -s have 
no effect. 


sg reads its options from left to right and performs them as they are read. The 
-g, -a, -r and -s options are cumulative, but they only take effect when a com- 
mand is executed by the -c option. 


If at least one of the -g, -a, -r or -s options has been specified since the previ- 
ous -c option was performed, and the end of the argument list is reached, the 
user's shell is invoked with the specified group ID and supplemental group 
access list. 


When sg terminates, the user’s original shell and supplemental group access 
list will be in effect. 


Exit values 
If sg detects an error, it displays an appropriate error message and exits with a 


status greater than zero. If no errors are encountered, sg exits with a status of 
zero. 


Examples 


Assuming the user is listed as a member of groups work and eng (with group 
IDs of 100 and 200), to execute a shell with both groups added to the current 
supplemental group access list: 


sg -a work,eng -c 
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This can also be achieved by: 
sg -a "100 200" 


To execute yourprog with a group ID of 100 and an empty supplemental 
group access list: 


sg -g work -s "" -c yourprog 


Limitations 


Each process has a supplemental group access list (maintained by the kernel), 
which is used in determining file access permissions in addition to the effec- 
tive group ID. The maximum number of group IDs which can be held in the 
supplemental group access list is defined by the tunable kernel parameter 
NGROUPS. 


sg can potentially output very long lines on systems with a large value of 
NGROUPS configured. sg executes as setuid zero, resetting the effective user 
ID to the real user ID before executing any commands. 


Authorization 


Files 


See also 


The execsuid kernel authorization is required to run sg. 


/etc/group group file 
etc/passwd —_— password file 


login(M), newgrp(C), sh(C) 


Standards conformance 


sg is not part of any currently supported standard; it is an extension of AT&T 
System V provided by The Santa Cruz Operation, Inc. 
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sh 


invoke the shell command interpreter 


Syntax 


sh [ -aceiknrstuvx | [ args ] 


Description 


The shell is the standard command programming language that executes 
commands read from a terminal or a file. See “Invocation” below for the 
meaning of arguments to the shell. 


Commands 


A simple-command is a sequence of nonblank words separated by blanks (a blank 
is a tab or a space). The first word specifies the name of the command to be 
executed. Except as specified below, the remaining words are passed as argu- 
ments to the invoked command. The command name is passed as argument 0 
(see exec(S)). The value of a simple-command is its exit status if it terminates 
normally, or (octal) 1000+status if it terminates abnormally. See signal(S) for a 
list of status values. 


A pipeline is a sequence of one or more commands separated by a vertical bar 
(1). (The caret (*), is an obsolete synonym for the vertical bar and should not 
be used in a pipeline. Scripts that use “*” for pipelines are incompatible with 
the Korn shell.) The standard output of each command but the last is con- 
nected by a pipe(S) to the standard input of the next command. Each com- 
mand is run as a separate process; the shell waits for the last command to 
terminate. 


A list is a sequence of one or more pipelines separated by ;, &, &&, or | |, and 
optionally terminated by ; or &. Of these four symbols, ; and & have equal 
precedence, which is lower than that of && and | 1. The symbols && and | | 
also have equal precedence. A semicolon (;) causes sequential execution of 
the preceding pipeline; an ampersand (&) causes asynchronous execution of 
the preceding pipeline (that is, the shell does not wait for that pipeline to fin- 
ish). The symbol && (1 1) causes the list following it to be executed only if the 
preceding pipeline returns a zero (nonzero) exit status. An arbitrary number 
of newlines may appear ina list, instead of semicolons, to delimit commands. 
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A command is either a simple-command or one of the following commands. 
Unless otherwise stated, the value returned by a command is that of the last 
simple-command executed in the command: 


for name [in word... | 
do 
list 

done 
Each time a for command is executed, name is set to the next word taken from 
the in word list. If in word is omitted, then the for command executes the do 
list once for each positional parameter that is set (see “Parameter substitu- 
tion” below). Execution ends when there are no more words in the list. 


case word in 
[ pattern [ | pattern] ...) list 
iv | 
esac 
A case command executes the list associated with the first pattern that 
matches word. The form of the patterns is the same as that used for filename 
generation (see “Filename generation” below). 


if list 

then 
list 

[ elif list then 
list | 


[ else list ] 

fi 
The list following if is executed and, if it returns a zero exit status, the list fol- 
lowing the first then is executed. Otherwise, the list following elif is exe- 
cuted and, if its value is zero, the list following the next then is executed. 
Failing that, the else list is executed. If no else list or then list is executed, 
then the if command returns a zero exit status. 


while list 
do 

list 
done 


A while command repeatedly executes the while list and, if the exit status of 
the last command in the list is zero, executes the do list; otherwise the loop 
terminates. If no commands in the do list are executed, then the while com- 
mand returns a zero exit status; until may be used in place of while to negate 
the loop termination test. 


1 February 1993 453 


sh(C) 


454 


until list 
do 

list 
done 


until is similar to while, only until continues execution until the first list 
returns a zero exit status. In other words, until works until the test condition 
succeeds (it works the whole time the command is failing); while works until 
the test condition fails. until is useful when you are waiting for a particular 
event to occur. 


(list) 

Executes list in a subshell. 
{list;} 

list is simply executed. 
name () {list;} 


Define a function which is referenced by name. The body of functions is the 
list of commands between { and }. Execution of functions is described later 
(see “Execution’”.) 


The following words are recognized only as the first word of a command and 
when not quoted: 


if then else elif fi case esac 
for while — until do done { } 
Comments 


A word beginning with # causes that word and all the following characters up 
to a newline to be ignored. 


Command substitution 


The standard output from a command enclosed between grave accents (~~ ) 
may be used as part or all of a word; trailing newlines are removed. 


No interpretation is done on the command string before the string is read, 
except to remove backslashes (\) used to escape other characters. Backslashes 
may be used to escape grave accents (*) or other backslashes and are removed 
before the command string is read. Escaping grave accents allows nested com- 
mand substitution. If the command substitution lies within a pair of double 
quotes ("* ..* " ), backslashes used to escape a double quote (\") will be 
removed; otherwise, they will be left intact. 
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If a backslash is used to escape a newline character, both the backslash and 
the newline are removed (see the section on “Quoting”). In addition, 
backslashes used to escape dollar signs ( \$ ) are removed. Since no interpre- 
tation is done on the command string before it is read, inserting a backslash to 
escape a dollar sign has no effect. Backslashes that precede characters other 
than \, *,", newline, and § are left intact. 


Parameter substitution 


The character $ is used to introduce substitutable parameters. There are two 
types of parameters, positional and keyword. If parameter is a digit, it is a 
positional parameter. Positional parameters may be assigned values by set. 
Keyword parameters, (also known as variables) may be assigned values by 
writing: 

name = value [ name = value ]... 


Pattern-matching is not performed on value. There cannot be a function and a 
variable with the same name. 


${parameter)} 
A parameter is a sequence of letters, digits, or underscores (a name), a digit, 
or any of the characters *, @, #, ?, -, $, and !. The value, if any, of the 
parameter is substituted. The braces are required only when parameter is 
followed by a letter, digit, or underscore that is not to be interpreted as 
part of its name. A name must begin with a letter or underscore. If param- 
eter is a digit then it is a positional parameter. If parameter is * or @, then 
all the positional parameters, starting with $1, are substituted (separated 
by spaces). Parameter $0 is set from argument zero when the shell is 
invoked. 


${parameter:-word} 
If parameter is set and is not a null argument, substitute its value; other- 
wise substitute word. 


${parameter:=word} 
If parameter is not set or is null, then set it to word; the value of the param- 
eter is then substituted. Positional parameters may not be assigned to in 
this way. 


${parameter:?word} 
If parameter is set and is not a null argument, substitute its value; other- 
wise, print word and exit from the shell. If word is omitted, the message 
“parameter null or not set” is printed. 


${parameter:+word} 


If parameter is set and is not a null argument, substitute word; otherwise 
substitute nothing. 
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In the above, word is not evaluated unless it is to be used as the substituted 
string, so that in the following example, pwd is executed only if d is not set or 
is null: 


echo ${d:- (ga pwd * } 


If the colon (:) is omitted from the above expressions, then the shell only 
checks whether parameter is set. 


The following parameters are automatically set by the shell: 

# the number of positional parameters in decimal 

- flags supplied to the shell on invocation or by the set command 

? the decimal value returned by the last synchronously executed command 
$ the process number of this shell 

{ the process number of the last background command invoked 


The following parameters are used by the shell: 


CDPATH Defines search path for the cd command. See the section “cd” 
under “Special commands” below. 

HOME The default argument (home directory) for the cd command. 

PATH The search path for commands (see “Execution” below). 

MAIL If this variable is set to the name of a mail file, then the shell 


informs the user of the arrival of mail in the specified file. 


MAILCHECK This parameter specifies how often (in seconds) the shell will 
check for the arrival of mail in the files specified by the MAIL- 
PATH or MAIL parameters. The default value is 600 seconds 
(10 minutes). If set to 0, the shell will check before each 
prompt. 


MAILPATH A colon (:) separated list of filenames. If this parameter is set, 
the shell informs the user of the arrival of mail in any of the 
specified files. Each filename can be followed by “%” and a 
message that will be printed when the modification time 
changes. The default message is “you have mail”. 


PS1 Primary prompt string, by default “$ ”. 
PS2 Secondary prompt string, by default “> ”. 
IFS Internal field separators, normally space, tab, and newline. 
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SHELL When the shell is invoked, it scans the environment (see 
“Environment” below) for this name. If it is found and there 
is an ‘r’ in the file name part of its value, the shell becomes a 
restricted shell. 


The shell gives default values to PATH, PS1, PS2, and IFS, while HOME and 
MAIL are not set at all by the shell (although HOME is set by login(M)). 


Blank interpretation 


After parameter and command substitution, the results of substitution are 
scanned for internal field separator characters (those found in IFS) and split 
into distinct arguments where such characters are found. Explicit null argu- 
ments ('"" or ’’ ) are retained. Implicit null arguments (those resulting from 
parameters that have no values) are removed. 


Filename generation 


Following substitution, each command word is scanned for the characters *, ?, 
and [. If one of these characters appears, the word is regarded as a pattern. 
The word is replaced with alphabetically sorted filenames that match the pat- 
tern. If no filename is found that matches the pattern, the word is left 
unchanged. The character “.” at the start of a filename or immediately: fol- 
lowing a “ /”, as well as the character “ /” itself, must be matched explicitly. 


These characters and their matching patterns are: 
* Matches any string, including the null string. 
? Matches any single character. 


[...] Matches any one of the enclosed characters. A pair of characters 
separated by “-” matches any character lexically between the pair, 
inclusive. If the first character following the opening bracket ([) is an 


exclamation mark (!), then any character not enclosed is matched. 


Quoting 
The following characters have a special meaning to the shell and cause termi- 
nation of a word unless quoted: 


; & () | * < > newline space tab 


A character may be quoted (that is, made to stand for itself) by preceding it 
with a “\”. The pair \newline is ignored. All characters enclosed between a 
pair of single quotation marks (’ ’), except a single quotation mark, are 
quoted. Inside double quotation marks (""), parameter and command substi- 
tution occurs and “ \” quotes the characters \, ~,", and $. "$*" is equivalent to 
"$1 $2 ...", whereas "$@" is equivalent to "$1" "$2"... 
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Prompting 
When used interactively, the shell prompts with the value of PS1 before read- 
ing a command. If at any time a newline is typed and further input is needed 


to complete a command, the secondary prompt (that is, the value of PS2) is 
issued. 


Spelling checker 


When using cd(C) the shell checks spelling. For example, if you change to a 
different directory using cd and misspell the directory name, the shell 
responds with an alternative spelling of an existing directory. Enter “y” and 
press (Return) (or just press (Return)) to change to the offered directory. If the 
offered spelling is incorrect, enter “n”, then retype the command line. In this 
example the sh(C) response is boldfaced: 


S$ cd /usr/spol/uucp 
cd /usr/spool/uucp?y 
ok 


Input/Output 


Before a command is executed, its input and output may be redirected using a 
special notation interpreted by the shell. The following may appear anywhere 
in a simple-command or may precede or follow a command. They are not 
passed on to the invoked command; substitution occurs before word or digit 
is used: 


<word Use file word as standard input (file descriptor 0). 

>word Use file word as standard output (file descriptor 1). If the file 
does not exist, it is created; otherwise, it is truncated to zero 
length. 

>>word Use file word as standard output. If the file exists, output 1s 


appended to it (by first seeking the end-of-file); otherwise, the 
file is created. 


<<[ - ]word The shell input is read up to a line that is the same as word, Or 
to an end-of-file. The resulting document becomes the stan- 
dard input. If any character of word is quoted, no interpreta- 
tion is placed upon the characters of the document; otherwise, 
parameter and command substitution occurs, (unescaped) 
\newline is ignored, and “ \” must be used to quote the char- 
acters \, $, *, and the first character of word. If “-” is 
appended to <<, all leading tabs are stripped from word and 
from the document. 


<&digit The standard input is duplicated from file descriptor digit 
(see dup(S)). Similarly for the standard output using >. 

<&- The standard input is closed. Similarly for the standard out- 
put using >. 
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If one of the above is preceded by a digit, the file descriptor created is that 
specified by the digit (instead of the default 0 or 1). For example: 


... 2>&1 
creates file descriptor 2 that is a duplicate of file descriptor 1. 


If a command is followed by “ &”, the default standard input for the com- 
mand is the empty file dev/null. Otherwise, the environment for the execution 
of a command contains the file descriptors of the invoking shell as modified 
by input/output specifications. 


Environment 


The environment (see environ(M)) is a list of name-value pairs that is passed to 
an executed program in the same way as a normal argument list. The shell 
interacts with the environment in several ways. On invocation, the shell scans 
the environment and creates a parameter for each name found, giving it the 
corresponding value. Executed commands inherit the same environment. If 
the user modifies the values of these parameters or creates new ones, none of 
these affect the environment unless the export command is used to bind the 
shell’s parameter to the environment. The environment seen by any executed 
command is composed of any unmodified name-value pairs originally inher- 
ited by the shell, minus any pairs removed by unset, plus any modifications 
or additions, all of which must be noted in export commands. | 


The environment for any simple-command may be augmented by prefixing it 
with one or more assignments to parameters. Thus: 


TERM=wy60 cmd args 
and 
(export TERM; TERM=wy60; cmd args) 
are equivalent (as far as the above execution of cmd is concerned). 


If the -k flag is set, all keyword arguments are placed in the environment, 
even if they occur after the command name. 


Signals 


The INTERRUPT and QUIT signals for an invoked command are ignored if the 
command is followed by “ &”; otherwise signals have the values inherited by 
the shell from its parent, with the exception of signal 11. See the trap com- 
mand below. 
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Execution 


Each time a command is executed, the above substitutions are carried out. If 
the command name does not match a special command, but matches the name 
of a defined function, the function is executed in the shell process (note how 
this differs from the execution of shell procedures). The positional parameters 
$1, $2, ... are set to the arguments of the function. If the command name 
matches neither a special command nor the name of a defined function, a new 
process is created and an attempt is made to execute the command via 
exec(S). 


The shell parameter PATH defines the search path for the directory containing 
the command. Alternative directory names are separated by a colon (:). The 
default path is :/bin:/usr/bin (specifying the current directory, /bin, and /usr/bin, 
in that order). Note that the current directory is specified by a null pathname, 
which can appear immediately after the equal sign or between the colon de- 
limiters anywhere else in the path list. If the command name contains a “ /”, 
then the search path is not used. Otherwise, each directory in the path is 
searched for an executable file. If the file has execute permission but is not an 
a.out file, it is assumed to be a file containing shell commands. A subshell 
(that is, a separate process) is spawned to read it. A parenthesized command 
is also executed in a subshell. 


Shell procedures are often used by users running the csh. However, if the first 
character of the procedure is a “#” (comment character), csh assumes the pro- 
cedure is a csh script, and invokes /bin/csh to execute it. Always start sh pro- 
cedures with some other character if csh users are to run the procedure at any 
time. This invokes the standard shell /bin/sh. 


The location in the search path where a command was found is remembered 
by the shell (to help avoid unnecessary execs later). If the command was 
found in a relative directory, its location must be re-determined whenever the 
current directory changes. The shell forgets all remembered locations when- 
ever the PATH variable is changed or the hash -r command is executed (see 
hash in next section). 


Special commands 
Input/output redirection is permitted for these commands: 


No effect; the command does nothing. A zero exit code is returned. 


. file 
Reads and executes commands from file and returns. The search path 
specified by PATH is used to find the directory containing file. 


break [ 7 ] oat 
Exits from the enclosing for, while, or until loop, if any. If nis specified, it 
breaks n levels. 
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continue [ n | 
Resumes the next iteration of the enclosing for, while, or until loop. If 1 is 
specified, it resumes at the n-th enclosing loop. 


cd [ arg ] 

ae the current directory to arg. The shell parameter HOME is the 
default arg. The shell parameter CDPATH defines the search path for the 
directory containing arg. Alternative directory names are separated by a 
colon (:). The default path is <null> (specifying the current directory). 
Note that the current directory is specified by a null path name, which can 
appear immediately after the equal sign or between the colon delimiters 
anywhere else in the path list. If arg begins with a “ /”, the search path is 
not used. Otherwise, each directory in the path is searched for arg. 


If the shell is reading its commands from a terminal, and the specified 
directory does not exist (or some component cannot be searched), spelling 
correction is applied to each component of directory, in a search for the 
“correct” name. The shell then asks whether or not to try and change 
directory to the corrected directory name; an answer of n means “no”, and 
anything else is taken as “yes”. 


echo [ arg | 
Writes arguments separated by blanks and terminated by a newline on the 
standard output. Arguments may be enclosed in quotes. Quotes are 
required so that the shell correctly interprets these special escape 


sequences: 

\b Backspace 

\c Prints line without newline 
\f Form feed 

\n Newline 

\r Carriage return 

\t Tab 


\v Vertical tab 

\\ Backslash 

\n The 8-bit character whose ASCII code is the 1, 2 or 3-digit 
octal number n. n must start with a zero 


eval [ arg... ] 


The arguments are read as input to the shell and the resulting command(s) 
executed. 


exec [ arg... | 
The command specified by the arguments is executed in place of this shell 
without creating a new process. Input/output arguments may appear 


and, if no other arguments are given, cause the shell input/output to be 
modified. 


exit [ 1 | 
Causes the shell to exit with the exit status specified by n. If n is omitted, 


the exit status is that of the last command executed. An end-of-file will 
also cause the shell to exit. 
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export [ name... | 
The given names are marked for automatic export to the environment of 
subsequently executed commands. If no arguments are given, a list of all 
names that are exported in this shell is printed. 


getopts 
Used in shell scripts to support command syntax standards (see Intro(C)); 
it parses positional parameters and checks for legal options. See getopts(C) 
for usage and description. 


hash [ -r][name... | 

For each name, the location in the search path of the command specified 
by name is determined and remembered by the shell. The -r option causes 
the shell to forget all remembered locations. If no arguments are given, in- 
formation about remembered commands is presented. “Hits” is the num- 
ber of times a command has been invoked by the shell process. “Cost” is a 
measure of the work required to locate a command in the search path. 
There are certain situations which require that the stored location of a 
command be recalculated. Commands for which this will be done are 
indicated by an asterisk (*) adjacent to the “hits” information. “Cost” will 
be incremented when the recalculation is done. 


newgrp [ arg... ] 
Equivalent to exec newgrp arg... 


pwd 
Print the current working directory. See pwd(C) for usage and description. 


read [ name... | 
One line is read from the standard input and the first word is assigned to 
the first name, the second word to the second name, etc., with leftover 
words assigned to the last name. The return code is 0 unless an end-of-file 
is encountered. 


readonly [ name... | 
The given names are marked readonly and the values of these names may 
not be changed by subsequent assignment. If no arguments are given, a 
list of all readonly names is printed. 


return [ 7 | . . 
Causes a function to exit with the return value specified by n. If n is omit- 
ted, the return status is that of the last command executed. 


set [ -aefhknuvx [ arg... ] ] 
-a_ Mark variables which are modified or created for export. 
-e_ If the shell is noninteractive, exits immediately if a command exits 
with a nonzero exit status. 
-f Disables filename generation. 
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-h_ Locates and remembers function commands as functions are defined 
(function commands are normally located when the function is exe- 
cuted). For example, if h is set, /bin/tty is added to the hash table 
when: 
showtty ( ) { 

tty 
} 
is declared. If h is unset, the function is not added to the hash table 
until showtty is called. 

-k Places all keyword arguments in the environment for a command, not 
just those that precede the command name. 

-n_ Reads commands but does not execute them. 

-u__Treats unset variables as an error when substituting. 

-v_ Prints shell input lines as they are read. 

-x Prints commands and their arguments as they are executed. 
Although this flag is passed to subshells, it does not enable tracing in 
those subshells. 

-- Does not change any of the flags; useful in setting $1 to 


Using “+” rather than “-” causes these flags to be turned off. These 
flags can also be used upon invocation of the shell. The current set of 
flags may be found in $-. The remaining arguments are positional pa- 
rameters and are assigned, in order, to $1, $2, ... If no arguments are 
given, the values of all names are printed. 


shift [1] 


The positional parameters from $2 ... are renamed $1 ... If n is specified, 
shift the positional parameters by n places. shift is the only way to access 
positional parameters above $9. 


test 


Evaluates conditional expressions. See test(C) for usage and description. 


times 


Prints the accumulated user and system times for processes run from the 
shell. 


trap[arg|[n]... 
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arg is acommand to be read and executed when the shell receives signal(s) 
n. (Note that arg is scanned once when the trap is set and once when the 
trap is taken.) Trap commands are executed in order of signal number. 
The highest signal number allowed is 16. Any attempt to set a trap on a 
signal that was ignored on entry to the current shell is ineffective. An 
attempt to trap on signal 11 (memory fault) produces an error. If arg is 
absent, all trap(s) n are reset to their original values. If arg is the null 
string, this signal is ignored by the shell and by the commands it invokes. 
If n is 0, the command arg is executed on exit from the shell. The trap 
command with no arguments prints a list of commands associated with 
each signal number. 
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type [name ... | 
For each name, indicate how it would be interpreted if used as a command 
name. 

ulimit [ 7 ] 


imposes a size limit of n blocks on files written by the shell and its child 
processes (files of any size may be read). Any user may decrease the file 
size limit, but only the super user (root) can increase the limit. With no 
argument, the current limit is printed. If no option is given and a number 
is specified, -f is assumed. 


unset [name ...] 
For each name, remove the corresponding variable or function. The vari- 
ables PATH, PS1, PS2, MAILCHECK and IFS cannot be unset. 


umask [ ooo | 
The user file-creation mask is set to the octal number ooo where o is an 
octal digit (see umask(C)). If 000 is omitted, the current value of the mask 
is printed. 


wait [ 7 | 
Waits for the specified process to terminate, and reports the termination 
status. If n is not given, all currently active child processes are waited for. 
The return code from this command is always 0. 


Invocation 


If the shell is invoked through exec(S) and the first character of argument 0 is 
“-", commands are initially read from (fetc/profile and then from 
$HOME/ profile, if such files exist. Thereafter, commands are read as described 
below, which is also the case when the shell is invoked as /bin/sh. The flags 
below are interpreted by the shell on invocation only; note that unless the -c 
or -s flag is specified, the first argument is assumed to be the name of a file 
containing commands, and the remaining arguments are passed as positional 
parameters to that command file: 


-c string 
If the -c flag is present, commands are read from string. 


-s If the -s flag is present or if no arguments remain, commands are read 
from the standard input. Any remaining arguments specify the positional 
parameters. Shell output is written to file descriptor 2. 


-t If the -t flag is present, a single command is read and executed, and the 
shell exits. This flag is intended for use by C programs only and is not use- 
ful interactively. 
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-i_ If the -i flag is present or if the shell input and output are attached to a ter- 
minal, this shell is interactive. In this case, TERMINATE is ignored (so that 
kill 0 does not kill an interactive shell) and INTERRUPT is caught and 
ignored (so that wait is interruptible). In all cases, QUIT is ignored by the 
shell. 


-r_ If the -r flag is present, the shell is a restricted shell (see rsh(C)). 


The remaining flags and arguments are described under the set command 
above. 


Exit values 


Notes 


Errors detected by the shell, such as syntax errors, cause the shell to return a 
nonzero exit status. If the shell is being used noninteractively, execution of 
the shell file is abandoned. Otherwise, the shell returns the exit status of the 
last command executed. See the exit command above. 


The command readonly (without arguments) produces the same type of out- 
put as the command export. | 


If << is used to provide standard input to an asynchronous process invoked 
by &, the shell gets mixed up about naming the input document; a garbage 
file /tnip/sh* is created and the shell complains about not being able to find 
that file by another name. 


If a command is executed, and a command with the same name is installed in 
a directory in the search path before the directory where the original com- 
mand was found, the shell will continue to exec the original command. Use 
the hash command to correct this situation. 


If you move the current directory or one above it, pwd may not give the 
correct response. Use the cd command with a full pathname to correct this 
situation. 


When a sh user logs in, the system reads and executes commands in /etc/profile 
before executing commands in the user’s $HOME/profile. You can, therefore, 
modify the environment for all sh users on the system by editing /etc/profile. 


The shell doesn’t treat the high (eighth) bit in the characters of a command 
line argument specially, nor does it strip the eighth bit from the characters of 


error messages. Previous versions of the shell used the eighth bit as a quoting 
mechanism. 


Existing programs that set the eighth bit of characters in order to quote them 
as part of the shell command line should be changed to use of the standard 
shell quoting mechanisms (see the section on “Quoting”). 
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Warning 


Files 


See also 


Words used to specify filenames in input/output redirection are not 
expanded for filename generation (see the section on “Filename generation’). 
For example, cat file1 > a* will create a file named as. 


Because commands in pipelines are run as separate processes, variables set in 
a pipeline have no effect on the parent shell. 


If you get the error message: 


fork failed - too many processes 


try using the wait(C) command to clean up your background processes. If this 
doesn't help, the system process table is probably full or you have too many 
active foreground processes (there is a limit to the number of processes that 
be can associated with your login, and the number the system can keep track 


of). 


Not all processes of a 3 or more stage pipeline are children of the shell, and 
thus cannot be waited for. 


For wait n, if n is not an active process id, all your shell’s currently active 
background processes are waited for and the return code will be zero. 


/etcfprofile system default profile, read by login shells before 
$HOME/ profile 

$HOME/.profile read by login shell at login 

/tmp/sh* temporary file for << 

/dev/null source of empty file 


a.out(FP), cd(C), dup(S), env(C), environ(M), exec(S), fork(S), ksh(C), login(M), 
newgrp(C), pipe(S), profile(M), rsh(C), signal(S), test(C), umask(C), umask(S), 
wait(S) 


Standards conformance 


466 


sh is conformant with: 


AT&T SVID Issue 2; 
X/Open Portability Guide, Issue 3, 1989. 


1 February 1993 


shl(C) 


shl 


shell layer manager 


Syntax 
shl 


Description 


The shl command allows a user to interact with more than one shell from a 
single terminal. The user controls these shells, known as layers, using the 
commands described below. 


The current layer is the layer that can receive input from the keyboard. Other 
layers attempting to read from the keyboard are blocked. Output from mullti- 
ple layers is multiplexed onto the terminal. To have the output of a layer 
blocked when it is not current, the stty(C) option loblk may be set within the 
layer. 


The stty character swtch (set to (Ctrl)z if NUL) is used to switch control to shl 
from a layer. shl has its own prompt, “>>>”, to help distinguish it from a 
layer. 


A layer is a shell that has been bound to a virtual tty device (/dev/sxt? ?[0-7] or 
/dev/sxt/? ?[0-7]). The virtual device can be manipulated like a real tty device 
using stty(C) and ioctl(S). Each layer has its own process group id. 


A name is a sequence of characters delimited by a blank, tab or newline. Only 
the first eight characters are significant. The names (1) through (7) cannot be 
used when creating a layer. They are used by shl when no name is supplied. 
They may be abbreviated to just the digit. 


Commands 


The following commands may be issued from the shl prompt level. Any 
unique prefix is accepted. 


create [ name | 
Create a layer called name and make it the current layer. If no argument is 
given, a layer will be created with a name of the form “(#)” where “#” is 
the last digit of the virtual device bound to the layer. The shell prompt 
variable PS1 is set to the name of the layer followed by a space, or, if super 
user, the name followed by a sharp (#) and a space. A maximum of seven 
layers can be created. 
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block name [ name... | | 
For each name, block the output of the corresponding layer when it is not} 
the current layer. This is equivalent to setting the stty option loblk within 
the layer. 


delete name [ name... | 
For each name, delete the corresponding layer. All processes in the pro- 
cess group of the layer are sent the SIGHUP signal (see signal(S)). 


help (or ?) 
Print the syntax of the shl commands. 


re re art 


layers [ -1 ][ name... | 
For each name, list the layer name and its process group. The -l option 
produces a ps(C)-like listing. If no arguments are given, information is 
presented for all existing layers. 


resume [ name | 
Make the layer referenced by name the current layer. If no argument is 
given, the last existing current layer will be resumed. 


toggle 
Resume the layer that was current before the last current layer. 


unblock name [ name... | 
For each name, do not block the output of the corresponding layer when it 
is not the current layer. This is equivalent to setting the stty option loblk 
within the layer. 


quit 
Exit sh]. All layers are sent the SIGHUP signal. 


name 
Make the layer referenced by name the current layer. 
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Limitations 


Files 


See also 


It is inadvisable to kill shl. 


shl normally accesses sxt??? devices correctly at all times. Other programs 
may be able to work with these devices if they have the correct protocol and 
device name; however some programs may not expect devices to be located 
outside /dev, and some programs may expect all terminal devices to begin 
with the prefix tty. 


If shl does not run properly on a particular terminal, you may have to set 
istrip for that terminal’s line by entering the following command at the 
terminal: 

stty istrip 
By default, the Operating System is not configured for shell layers. To add 
this to kernel, use the command: 

mkdev shl 
This executes a script which prompts you for the number of sessions desired. 
The script also allows you to relink the kernel. The new session limit becomes 
effective after the kernel is rebooted. (For more information,. see 
mkdev(ADM).) 


/dev/sxt? ?[0-7] or 


/dev/sxt/??[0-7] virtual tty devices 
$SHELL variable containing pathname of the shell to use 
(default is /binfsh) 


ioctl(S), mkdev(ADM), sh(C), signal(S), stty(C), sxt(M) 


Standards conformance 


shl is conformant with AT&T SVID Issue 2. 
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sleep 


suspend execution for an interval 


Syntax 
sleep time 
Description 
The sleep command suspends execution for time seconds. It is used to exe- 
cute a command after a certain amount of time as in: 
(sleep 105; command) & 
or to execute a command every so often, as in: 
while true 
do 
command 
sleep 37 
done 
Limitations 
It is recommended that time be less than 65536 seconds. If this amount is 
exceeded, time will be arbitrarily set to some value less than 65536 seconds. 
See also 


alarm(S), sleep(S) 


Standards conformance 
sleep is conformant with: 


AT&T SVID Issue 2; 
X/Open Portability Guide, Issue 3, 1989. 
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slot 


read the microchannel configuration registers 


Syntax 


/etc/slot [ -a adid | { -fadnamesfile |[-s slot | 


Description 


The slot command displays the contents of the configuration POS registers on 
a microchannel architecture machine, and names the adapter cards currently 
configured in each slot. 


For each of the eight adapter slots, slot shows the slot number, the unique 
adapter id (four digits in hexadecimal from registers 0x100 and 0x101), the 
contents of the remaining six POS registers (two hexadecimal digits each), fol- 
lowed by the adapter card name. 


The default slot display looks similar to this: 
Slot AdID Regs 0x102-0x107 Adapter Name 


it Bees. Se. ee> See eee. , Empty slot 

2 Of1f 01 3b £7 31 ff ££ Adaptec 1640 SCSI Host Adapter 

3 ware mee ee == -- -- © Empty Siot 

4 dobbc 81 00 OC 85 ff ££ Apricot Synchronous Communications Adapte 
5 6bba 1 00 00 b6 ff f£ Apricot Ethernet Controller 

6 dfbf 05 02 PEFTC PE OEE IBM 6157 Streaming Tape 

7 ----  -- -- -- -- -- -- Empty Slot 

8 we-- se = ee == -- -- )=©«6 Empty Slot 


The available slot options select a particular adapter id, a particular slot, or 
select an alternative names file. 


-aadid Shows only the information for those slots in which an adapter of 
that id is configured (no display if no such adapter). adid should be 
specified in hexadecimal. For example, /etc/slot -a dfbf shows only 
those slots which contain an IBM 6157 Streaming Tape adapter card. 


-£ adnamesfile 
The text displayed by /etc/slot is normally read from the file 
/etc/default/slot. This option redirects it to read from an alternative file 
adnamesfile. For example, /etc/slot -f /dev/null shows only the regis- 
ter contents of occupied slots, without the accompanying text, which 
can be useful when processing the output automatically in a shell 
script. 


-sslot Shows only the information for that slot (no display if that slot is 


empty). For example, /etc/slot -s 6 shows only the information for 
slot 6. 
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Exit values 


Returns 0 upon successful completion. Returns 1 if incorrectly invoked, if the 
machine is not a microchannel architecture machine (/dev/ncapos unreadable), 
if the selected adapter id is not found, or if the selected slot is empty. 


Diagnostics 


If run on a machine which does not have the microchannel architecture, slot 
reports “not an MCA machine” and exits returns 1. 


If an adapter id is not listed in /etc/Mdefault/slot, slot reports “Unknown card” for 
that slot. The System Administrator should add an entry for that adapter id to 
/etc/default/slot. 


Limitations 


slot reports what adapter is configured in which slot. No indication is given 
as to whether that adapter is working, nor whether that adapter is connected 
to working hardware. No indication is given as to whether the current SCO 
UNIX System V kernel supports that adapter, nor whether a driver for that 
adapter is available for SCO UNIX System V. 


slot cannot be used to change the configuration shown. To change the config- 
uration, use the setup disk supplied with your machine. Consult the hardware 
documentation supplied with your machine for details concerning the use of 
the setup disk. 


Files 


/etc/default/slot This file contains the headers, footers and adapter names 
shown by the slot utility. The text in this file may be 
translated, or extended as new adapters are announced. The 
display of header lines, empty slots, and footers may be 
suppressed by omitting their text. 


/dev/mcapos _ The slot utility reads the 64 bytes of MCA POS register configu- 
ration information from this device. 


See also 


hweonfig(C) 


Standards conformance 


slot is not part of any currently supported standard; it is an extension of AT&T 
System V provided by The Santa Cruz Operation, Inc. 
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sort 


sort and merge files 


Syntax 
sort [ -cmu ] [ -ooutput ] [ -T tmpdir | [ -ykmem ] [ -zrecsz | [ -dfiMnr } 
[-b ] [-tx ] [ +pos1 } [ -pos? ] [ files ] 

Description 


sort sorts lines of all the named files together and writes the result on the 
standard output. The standard input is read if “-” is used as a file name or if 
no input files are named. 


Comparisons are based on one or more sort keys extracted from each line of 
input. By default, there is one sort key, the entire input line, and ordering is 
determined by the collating sequence defined by the locale (see locale(M)). 


The following options alter the default behavior: 


-c Check that the input file is sorted according to the ordering rules; give 
no output unless the file is out of sort. 


-m Merge only, the input files are already sorted. 


-ooutput 
The argument given is the name of an output file to use instead of the 
standard output. This file may be the same as one of the inputs. There 
may be optional blanks between -o and output. 


-T tmpdir 
tmpdir is the pathname of a directory to be used for temporary files. The 
default is to try /usr/tmp and /tmp. If -T is specified then tmpdir and /tinp 
are tried. There must be a space between -T and tmpdir. 


-u_ Unique: suppress all but one in each set of lines having equal keys. This 


option can result in unwanted characters placed at the end of the sorted 
file. 


-ykmem 

The amount of main memory used by the sort has a large impact on its 
performance. Sorting a small file in a large amount of memory is a 
waste. If this option is omitted, sort begins using a system default mem- 
ory size, and continues to use more space as needed. If this option is 
presented with a value, kmem, sort will start using that number of kilo- 
bytes of memory, unless the administrative minimum or maximum is 
violated, in which case the corresponding extremum will be used. Thus, 
-y0 is guaranteed to start with minimum memory. By convention, -y 
(with no argument) starts with maximum memory. 
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-zrecsz 

Causes sort to use a buffer size of recsz bytes for the merge phase. Input 
lines longer than the buffer size will cause sort to terminate abnormally. 
Normally, the size of the longest line read during the sort phase is 
recorded and this maximum is used as the record size during the merge 
phase, eliminating the need for the -z option. However, when the sort 
phase is omitted (-c or -m options) a system default buffer size is used, 
and if this is not large enough, the -z option should be used to prevent 
abnormal termination. 


The following options override the default ordering rules. 


-d “Dictionary” order: only letters, digits and blanks (spaces and tabs) are 
significant in comparisons. Dictionary order is defined by the locale set- 
ting (see locale(M)). 


-f Fold lowercase letters into uppercase. Conversion between lowercase 
and uppercase letters are governed by the locale setting (see locale(M)). 


-i Ignore non-printable characters in non-numeric comparisons. Non- 
printable characters are defined by the locale setting (see locale(M)). 


-M Compare as months. The first three non-blank characters of the field are 
folded to uppercase and compared so that “JAN” < “FEB” <... < “DEC”. 
Invalid fields compare low to “JAN”. The -M option implies the -b 
option (see below). 


-n_ An initial numeric string, consisting of optional blanks, an optional 
minus sign, and zero or more digits with optional decimal point, is 
sorted by arithmetic value. The -n option implies the -b option (see 
below). Note that the -b option is only effective when restricted sort key 
specifications are in effect. 


-r__ Reverse the sense of comparisons. 


When ordering options appear before restricted sort key specifications, the 
requested ordering rules are applied globally to all sort keys. When attached 
to a specific sort key (described below), the specified ordering options over- 
ride all global ordering options for that key. 


The notation +pos1 -pos2 restricts a sort key to one beginning at pos1 and 
ending at pos2. The characters at positions pos1 and posz2 are included in the 
sort key (provided that pos2 does not precede posi). A missing -pos2 means 
the end of the line. 
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Specifying pos1 and pos2 involves the notion of a field (a minimal sequence of 
characters followed by a field separator or a newline). By default, the first 
blank (space or tab) of a sequence of blanks acts as the field separator. All 
blanks in a sequence of blanks are considered to be part of the next field; for 
example, all blanks at the beginning of a line are considered to be part of the 
first field. The treatment of field separators can be altered using the options: 


-tx Use x as the field separator character; x is not considered to be part of a 
field (although it may be included in a sort key). Each occurrence of x is 
significant (for example, xx delimits an empty field). 


-b Ignore leading blanks when determining the starting and ending posi- 
tions of a restricted sort key. If the -b option is specified before the first 
+pos1 argument, it will be applied to all +pos1 arguments. Otherwise, 
the b flag may be attached independently to each +pos1 or -pos2 argu- 
ment (see below). 


posi and pos2 each have the form m.n optionally followed by one or more of 
the flags b, d, f, i, n, orr. A starting position specified by +m.n is interpreted 
to mean the n+1st character in the m+1st field. A missing .n means .0, indicat- 
ing the first character of the m+1st field. If the b flag is in effect, n is counted 
from the first non-blank in the m+1st field; +m.0b refers to the first non-blank 
character in the m+1st field. 


A last ‘position specified by -m.n is interpreted to mean the nth character 
(including separators) after the last character of the mth field. A missing .n 
means .0, indicating the last character of the mth field. If the b flag is in effect, 
n is counted from the last leading blank in the m+1st field; -m.0b refers to the 
first non-blank in the m+1st field. 


When there are multiple sort keys, later keys are compared only after all ear- 


lier keys compare equal. Lines that otherwise compare equal are ordered with 
all bytes significant. 


Exit values 


Comments and exits with non-zero status for various trouble conditions (for 
example, when input lines are too long), and for disorders discovered under 
the -c option. 


When the last line of an input file is missing a newline character, sort appends 
one, prints a warning message, and continues. 
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Examples 


Sort the contents of infile with the second field as the sort key: 
sort +1 -2 infile 


Sort, in reverse order, the contents of infilel and infile2, placing the output in 
outfile and using the first character of the second field as the sort key: 


sort -r -o outfile +1.0 -1.2 infilel infile2 


Sort, in reverse order, the contents of infilel and infile2 using the first non- 
blank character of the second field as the sort key: 


sort -r +1.0b -1.1b infile1 infile2 


Print the password file (passwd(F)) sorted by the numeric user ID (the third 
colon-separated field): 


sort -t: +2n -3 /etc/passwd 


Print the lines of the already sorted file infile, suppressing all but the first oc- 
currence of lines having the same third field (the options -um with just one 
input file make the choice of a unique representative from a set of equal lines 
predictable): 


sort -um +2 -3 infile 


Files 
/usr/tmp/stin? ?? 
See also 
coltbl(M), comm(C), join(C), locale(M), uniq(C) 


Standards conformance 
sort is conformant with: 


AT&T SVID Issue 2; 
X/Open Portability Guide, Issue 3, 1989. 
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spell, hashmake, spellin, hashcheck 


find spelling errors 


Syntax 
spell [-v][-b][-x][-1] [-i] [ +local_file } | files ] 
/usr/lib/spell/hashmake 
/usr/lib/spell/spellin n 
/usr/lib/spell/hashcheck spelling list 
Description 


The spell command collects words from the named files and looks them up in 
a spelling list. Words that neither occur among nor are derivable (by applying 
certain inflections, prefixes, and/or suffixes) from words in the spelling list 
are printed on the standard output. If no files are named, words are collected 
from the standard input. 


spell ignores most troff(CT), tbl(CT), and eqn(CT) constructions. 


Under the -v option, all words not literally in the spelling list are printed, and 
plausible derivations from the words in the spelling list are indicated. 


Under the -b option, British spelling is checked. Besides preferring centre, 
colour, programme, speciality, travelled, etc., this option insists upon -ise in 
words like standardise. 


Under the -x option, every plausible stem is printed with “ =” for each word. 


By default, spell (like deroff(CT)) follows chains of included files (.so and .nx 
troff requests), unless the names of such included files begin with /usr/lib. 
Under the -1 option, spell will follow the chains of all included files. Under 
the -i option, spell will ignore all chains of included files. 


Under the +local_file option, words found in local_file are removed from 
spell’s output. local_file is the name of a user-provided file that contains a 
sorted list of words, one per line. With this option, the user can specify a set 
of ein that are correct spellings (in addition to spell’s own spelling list) for 
each job. 


The spelling list is based on many sources, and while more haphazard than an 
ordinary dictionary, it is also more effective with respect to proper names and 
popular technical words. Coverage of the specialized vocabularies of biology, 
medicine, and chemistry is light. 
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Pertinent auxiliary files may be specified by name arguments, indicated below 
with their default settings (see “Files”). Copies of all output are accumulated 
in the history file. The stop list filters out misspellings (for example, 
thier=thy-y+ier) that would otherwise pass. 


Three routines help maintain and check the hash lists used by spell: 


hashmake Reads a list of words from the standard input and writes the cor- 
responding nine-digit hash codes on the standard output. 


spellinn Reads n hash codes from the standard input and writes a 
compressed, or hashed spelling_list such as /usr/libspellflista or 
/usrflib/spell/nlistb, on the standard output. Information about the 
hash coding is printed on standard error. 


hashcheck Reads a compressed, or hashed spelling list, such as 
/usrflibfspellfnlista or /usr/lib/spell/hlistb, and recreates the nine-digit 
hash codes for all the words in it, writing these codes on the stan- 
dard output. 


This example adds the words in newwords to the on-line dictionary 
(/usr/lib/spell/hlista): 
cd /usr/lib/spell 


cat newwords | ./hashmake | sort -u > newcodes 

cat hlista | ./hashcheck > hashcodes 

cat newcodes hashcodes j sort -u > newhash 

cat newhash | ./spellin ‘cat newhash | we -1l' > hlist 


mv hlista hlista.00 
mv hlist hlista 


cd /usr/dict 

cat newwords words | sort -du > tempwords 
mv words words.00 

mv tempwords words 


Remember to remove all temporary files after you are sure everything works. 
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The following example removes words from the on-line dictionary. You 
should first make a copy of /isrMictfAvords that does not have the words you 
want to remove. Make sure the file is sorted in alphabetical order. Then, fol- 
low these steps: 

cd /usr/lib/spell 

cat /usr/dict/words | ./hashmake > hashcodes 

cat hashcodes | ./spellin ‘cat hashcodes | we -l‘ > newhlist 


mv hlista hlista.00 
mv newhlist hlista 


Note that when you are manipulating large text, hash and hash code files, you 
should use cat(C) to open the files, since they may be extremely large. 


Limitations 


Files 


See also 


The spelling list coverage is uneven; new installations will probably wish to 
monitor the output for several months to gather local additions; typically, 
these are kept in a separate local file that is added to the hashed spelling_list 
via spellin. 


By default, logging of errors to /usr/lib/spell/spellhist is turned off. 


D_SPELL and S_SPELL can be overridden by placing alternate definitions in 
your environment. 


D_SPELL=/usr/libspellMlist{ab] hashed spelling lists, American & British 
S_SPELL=/usr/libfspellMstop hashed stop list 
H_SPELL=/usr/lib/spell/spellhist history file 

/usr/lib/spell/spellprog program 


deroff(CT), eqn(CT), sed(C), sort(C), tbl(CT), tee(C), troff(CT) 
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Standards conformance 
hashcheck, hashmake and spellin are conformant with AT&T SVID Issue 2. 
spell is conformant with: 


AT&T SVID Issue 2; 
X/Open Portability Guide, Issue 3, 1989. 
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spline 


interpolate smooth curve 


Syntax 


spline [ option}... 


Description 


The spline command takes pairs of numbers from the standard input as 
abscissas and ordinates of a function. It produces a similar set, which is 
approximately equally spaced and includes the input set, on the standard out- 
put. The cubic spline output has two continuous derivatives, and enough 
points to look smooth when plotted. 


The following options are recognized, each as a separate argument. 

-an Supplies abscissas automatically (they are missing from the input); 
spacing is given by the next argument, or is assumed to be 1 if next 
argument is not a number. 

-kn The constant n used in the boundary value computation 
Yo =kyy. ee) Wn =KYn-1 
is set by the next argument. By default n = 0. 


-nn Spaces output points so that approximately n intervals occur between 
the lower and upper x limits. (Default n = 100.) 


-p Makes output periodic, that is, matches derivatives at ends. First and 
last input values should normally agree. 


-xI[u] 
Next 1 (or 2) arguments are lower (and upper) x limits. Normally these 
limits are calculated from the data. Automatic abscissas start at lower 
limit (default 0). 


Limitations 


When data is not strictly monotone in x, spline reproduces the input without 
interpolating extra points. 
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split 


split a file into pieces 


Syntax 


split [-n] [ file [ name ] | 

Description 
The split command reads file and writes it in as many n-line pieces as neces- 
sary (default 1000), onto a set of output files. The name of the first output file 
is name with aa appended, and so on lexicographically. If no output name is 


given, x is default. 


If no input file is given, or if a dash (-) is given instead, the standard input file 
is used. 


See also 
bfs(C), csplit(C) 
Standards conformance 


split is conformant with: 


AT&T SVID Issue 2; 
X/Open Portability Guide, Issue 3, 1989. 
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strings 


find the printable strings in an object file 


Syntax 
strings [ - ] [-o ] [-number | filename ... 

Description 
The strings command looks for ASCII strings in a binary file. A string is any 
sequence of four or more printing characters ending with a newline or a null 
character. Unless the “-” flag is given, strings only looks in the initialized 
data space of object files. If the -o flag is given, then each string is preceded 
by its decimal offset in the file. If the -number flag is given then number is 
used as the minimum string length rather than 4. 
strings is useful for identifying random binary files. 

See also 


hd(C), od(C) 


Standards conformance 


This utility is not part of any currently supported standard; it was developed 
at the University of California at Berkeley and is used with permission. 
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stty, STTY 


set the options for a terminal 


Syntax 


stty [ -a][-g] [ options | 


Description 
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The stty command sets certain terminal I/O options for the device that is the 
current standard input; without arguments, it reports the settings of certain 
options. With the -a option, stty reports all of the option settings. The -g 
option causes stty to output the current stty settings of the terminal as a list of 
fourteen hexadecimal numbers separated by colons. This output may be used 
aS a command line argument to stty to restore these settings later on. It is a 
more compact form than stty -a. For example, the following shell script uses 
stty -g to store the current stty settings, then turns off character echo while 
reading a line of input. The stored stty values are then restored to the 
terminal: 


echo "Enter your secret code: \c" 
old=*stty -g° 

stty -echo intr ‘“a' 

read code 

stty Sold 


The various modes are discussed in several groups that follow. Detailed in- 
formation about the modes listed in the first four groups may be found in 
termio(M). options in the last group are implemented using multiple options 
in the previous groups. Refer to vidi(C) for hardware specific information that 
describes control modes for the video monitor and other display devices. 


Common control modes 
0 Hangs up phone line immediately. 


50 75 110 134 150 200 300 600 1200 1800 2400 4800 9600 19200 38400 . 
Sets terminal baud rate to the number given, if possible. 


clocal (-clocal) Assumes a line without (with) modem control. 

cread (-cread) Enables (disables) the receiver. 

cs5 cs6 cs7 cs8 Selects character size (see termio(M)). 

cstopb (-cstopb) — Uses two (one) stop bits per character. 

ctsflow (-ctsflow) Enables (disables) CTS handshaking for a modem or 


non-modem line. 
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hup (-hup) Same as hupcl (-hupcl). 
hupcl (-hupcl) Hangs up (does not hang up) phone connection on last 
close. 


ispeed 50 75 110 134 150 200 300 600 1200 1800 3400 4800 9600 19200 38400 
Sets terminal input baud rate separately. 


ortsfl (-ortsfl) Enables unidirectional (enables bidirectional) flow con- 
trol if ctsflow and rtsflow are both set. The following 
table shows the flow control modes available by combin- 
ing the ortsfl, ctsflow, and rtsflow flags: 


Flag settings Flow control mode 

ortsfl rtsflow ctsflow Enable unidirectional flow 
control 

ortsfl rtsflow -ctsflow Assert RTS when ready to 
send 

ortsfl -rtsflow ctsflow No effect 

ortsfl -rtsflow -ctsflow Enable bidirectional flow 
control 

-ortsfl rtsflow ctsflow Enable bidirectional flow 
control 


-ortsfl rtsflow -ctsflow No effect 


-ortsfl -rtsflow ctsflow | Stop transmission when CTS 
drops 


-ortsfl -rtsflow -ctsflow | Disable hardware flow control 


ospeed 50 75 110 134 150 200 300 600 1200 1800 3400 4800 9600 19200 38400 
Sets terminal output baud rate separately. 


parenb(-parenb) Enables (disables) parity generation and detection. 
parodd (-parodd) Selects odd (even) parity. 


rtsflow (-rtsflow) Enables (disables) RTS handshaking for a modem or non- 
modem line. 


Input modes 
brkint (-brkint) Signals (does not signal) INTERRUPT on break. 
cs2scancode (-cs2scancode) 

Put console keyboard into codeset 2/(AT) mode (or 


codeset 1/(XT) mode) and interpret the transmitted codes 
accordingly. 
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icrn! (-icrnl) 
ignbrk (-ignbrk) 
igncr (-igncr) 
ignpar (-ignpar) 
inlcr (-inIcr) 


inpck (-inpck) 


Maps (does not map) CR to NL on input. 
Ignores (does not ignore) break on input. 
Ignores (does not ignore) CR on input. 
Ignores (does not ignore) parity errors. 
Maps (does not map) NL to CR on input. 


Enables (disables) input parity checking. 


isscancode (-isscancode) 


istrip (-istrip) 


iuclc (-iuclc) 


ixany (-ixany) 


ixoff (-ixoff) 


ixon (-ixon) 


parmrk (-parmrk) 


Expect the terminal device to send (not send) PC 
scancodes. 


Strips (does not strip) input characters to 7 bits. 


Maps (does not map) uppercase alphabetics to lowercase 
on input. 


Allows any character (only DC1) to restart output. 


Requests that the system send (not send) START/STOP 
characters when the input queue is nearly empty / full. 


Enables (disables) START/STOP output control. Output 
is stopped by sending an ASCII DC3 and started by send- 
ing an ASCII DC1. 


Marks (does not mark) parity errors (see termio(M)). 


xscancode (-xscancode) 


Output modes 
bs0 bs1 


cr0 cri cr2 cr3 
ff0 ff1 

nl0 nll 

ocrnl (-ocrn]) 
ofdel (-ofdel) 
ofill (-ofill) 


Translate (do not translate) PC scancodes to characters on 
input. 


Selects style of delay for BACKSPACEs (see termio(M)). 
Selects style of delay for RETURNs (see termio(M)). 
Selects style of delay for FORMFEEDs (see termio(M)). 
Selects style of delay for LINEFEEDs (see termio(M)). 
Maps (does not map) CR to NL on output. 

Fill characters are DELETEs (NULs). 


Uses fill characters (uses timing) for delays. 
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olcuc (-olcuc) 


onicr (-onlcr) 


onlret (-onlret) 


onocr (-onocr) 


opost (-opost) 


tab0 tab1 tab2 tab3 


vt0 vtl 


Local modes 
echo (-echo) 


echoe (-echoe) 


echok (-echok) 
echonl (-echonl) 


icanon (-icanon) 
iexten (-iexten) 
isig (-isig) 

Ifke (-lfkc) 


noflsh (-noflsh) 


tostop (-tostop) 


xcase (-xcase) 
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Maps (does not map) lowercase alphabetics to uppercase 
on output. 


Maps (does not map) NL to CR-NL on output. 


On the terminal NL performs (does not perform) the CR 
function. 


Does not (does) output CRs at column zero. 


Post-processes output (does not post-process output; 
ignores all other output modes). 


Selects style of delay for horizontal TABs (see termio(M)). 


Selects style of delay for vertical TABs (see termio(M)). 


Echoes back (does not echo back) every character typed. 


Echoes (does not echo) ERASE character as a backspace, 
space, backspace sequence. Note: this mode will erase 
the ERASE character on many CRT terminals; however, it 
does not keep track of column position and, as a result, 
may be confusing on escaped characters, TABs, and 
BACKSPACESsS. 


Echoes (does not echo) NL. 


Enables (disables) canonical input (ERASE and KILL 
processing). 


Enables extended 
defined) functions. 


implementation (implementation- 


Enables (disables) the checking of characters against the 
special control characters INTERRUPT, SWITCH and 
QUIT. 

The same as echok (-echok); obsolete. 

Disables (enables) flush after INTERRUPT or QUIT. 


Disables/enables background process group to write to 
controlling terminal (only if job control is supported). 


Canonical (unprocessed) upper/lowercase presentation. 
Echoes (does not echo) NL after KILL character. 


487 


stty(C) 


Control assignments 


control-character C Sets control-character to C, where control-character is 
erase, kill, intr (interrupt), quit, eof, eol, swtch (switch), 
start, stop or susp. 


start and stop are available as possible control characters 
for the control-character C assignment. 


If C is preceded by a caret (*) (escaped from the shell), 
then the value used is the corresponding control charac- 
ter (for example, “D is a (Ctrl)d, *? is interpreted as 
DELETE, and *- is interpreted as undefined). 


line i Sets the line discipline to i (0 <i < 127). 


min i, time 7 (0 < i < 127) When -icanon is set, and one character has 
been received, read requests are not satisfied until at least 
min characters have been received or the timeout value 
time has expired and one character has been received. 
See termio(M). 


Combination modes 


ek Resets ERASE and KILL characters back to normal (Ctrl)h 
and (Ctrl)u. 

evenp or parity Enables parenb and cs7. 

Icase (-lcase) Sets (unsets) xcase, iuclc, and olcuc. 


LCASE (-LCASE) Same as lIcase (-lcase). 


nl (-nl) Unsets (sets) icrnl, onlcr. In addition -nl unsets inlcr, 
igncr, ocrnl, and onlret. 


oddp Enables parenb, cs7, and parodd. 


-parity, -evenp, or -oddp 
Disables parenb, and sets cs8. 


raw (-raw or cooked) 
Enables (disables) raw input and output (no ERASE, 
KILL, INTERRUPT, QUIT, EOT, or output post- 
processing). 


sane Resets all modes to some reasonable values. Useful 
when a terminal’s settings have been hopelessly scram- 
bled. This includes setting xscancode if isscancode is set. 
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tabs (-tabs or tab3) Preserves (expands to spaces) tabs when printing. 


term Sets all modes suitable for the terminal type term, where 
term is one of tty33, tty37, vt05, tn300, ti700, or tek. 


Limitations 


Some console keyboards do not support AT mode. Use kbmode(ADM) to 
determine whether your keyboard supports this mode. 


Do not use the -iscancode or -xscancode options on the console, as the con- 
sole keyboard always sends scancodes and needs them translated. 


The stty -a command displays these option settings (along with the settings of 
all other options). However, if the tty is in -isscancode mode, stty -a does not 
display the state of xscancode cs2scancode. 


Many combinations of options make no sense, but no checking is performed. 


See also 


console(M), kbmode(ADM), ioctl(S), scancode(HW), scanon(M), termio(M), 
termios(M), tty(M), vidi(C) 


Standards conformance 
stty is conformant with: 


AT&T SVID Issue 2; 
X/Open Portability Guide, Issue 3, 1989. 
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Su 


make the user a super user or another user 


Syntax 


su[-] [name [arg...]] 


Description 
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The su command allows authorized users to change their user id to that of 
another user without logging off. The default user name is root (that is, super 
user). 


If a user has su authorization they can su to any account, providing they 
know the password for that account. If the user does not have su authoriza- 
tion, they can su only to their own account or to another account that they 
own, or to an account that has the same owner as the current account. 


To use su, the appropriate password must be supplied (unless you are already 
the super user). If the password is correct, su will execute a new shell with 
the user ID, group ID, and supplemental group list set to those of the specified 
user. The new shell also has the kernel and subsystem authorizations of the 
specified user, although the LUID is not changed. The new shell will be the 
optional program named in the shell field of the specified user’s password file 
(/bin/sh if none is specified (see sh(C))). To restore normal user ID privileges, 
press EOF (Ctrl)d to exit the new shell. 


Any additional arguments given on the command line are passed to the pro- 
gram invoked as the shell. When using programs like sh(C), an arg of the 
form -c string executes string via the shell and an arg of -r gives the user a re- 
stricted shell. You must specify a username with the -c option; for example, 
su root -c sysadmsh. When you exit the system administration shell, you will 
no longer be root. 


The following statements are true only if the optional program named in the 
shell field of the specified user’s password file entry is like sh. If the first 
argument to su is a “-”, the environment is changed to what would be 
expected if the user actually logged in as the specified user. This is done by 
invoking the program used as the shell with an arg0 value whose first charac- 
ter is “-”, thus causing first the system's profile (/etc/profile) and then the speci- 
fied user's profile (.profile in the new $HOME directory) to be executed. Other- 
wise, the environment is passed along with the possible exception of $PATH, 
which is set to /bin:/etc:/usr/bin for root. The “-” option should never be used 
in /etc/re scripts. 
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Note that if the optional program used as the shell is /bin/sh, the user’s . profile 
can check arg0 for -sh or -su to determine if it was invoked by login(M) or su, 
respectively. If the user’s program is other than /bin/sh, then profile is 
invoked with an arg0 of -program by both login and su. 


The file /etc/default/su can be used to control several aspects of how su is used. 
Several entries can be placed in /etc/default/su: 


SULOG 
Name of log file to record all attempts to use su. Usually /usr/admfsulog. If 
this is not set, no logfile is kept. (See below.) 


PATH 
The PATH environment variable to set for non-root users. If not set, it 
defaults to :/bin:/usr/bin. The current PATH environment variable is 
ignored. | 


SUPATH 
The PATH environment variable to set for root. If not set, it defaults to 
/bin:/etc:/usr/bin. The current PATH is ignored. 


CONSOLE | 
Attempts to use su are logged to the named device, independently of 
SULOG. 


For example, if you want to log all attempts by users to become root, edit the 
file /etc/default/su. In this file, place a string similar to: 
SULOG=/usr/adm/sulog 

This causes all attempts by any user to switch user IDs to be recorded in the 
file /usr/adm/sulog. This filename is arbitrary. The su logfile records the origi- 
nal user, the UID of the su attempt, and the time of the attempt. If the attempt 
is successful, a plus sign (+) is placed on the line describing the attempt. A 
minus sign (-) indicates an unsuccessful attempt. 
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Examples 


To become user bin while retaining your previously exported environment, 
enter: 


su bin 


To become user bin but change the environment to what would be expected if 
bin had originally logged in, enter: 


su - bin 


To execute command with the temporary environment and permissions of 
user bin, enter: 


su - bin -c command args 


Files 
/etc/passwad the system password file 
/etc/default/su file containing control options 
/etc/profile the system profile 
$HOME/ profile the user profile 

See also 


auths(C), env(C), environ(M), login(M), passwd(FP), profile(M), sh(C), sg(C) 


Standards conformance 
su is conformant with: 


AT&T SVID Issue 2; 
X/Open Portability Guide, Issue 3, 1989. 
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sum 
calculate a checksum and count the blocks in a file 
Syntax 

sum [ -rl ] [ file]... 
Description 

The sum command calculates and prints a checksum for the named file, and 

also prints the number of 512-byte blocks in the file. 

If no file is named, standard input is used. 

Options are: 

-l Print a long (32-bit) checksum. (The default is to print a short (16-bit) 
checksum.) 

-r_ Use an alternate (older) algorithm to compute the checksum. This alter- 
nate algorithm is sensitive to the order of the bytes in the data; the stan- 
dard algorithm is not. 

sum is typically used to validate data after being transported across unreliable 

media. It is also useful when you want to reduce the contents of a file into a 

representative value. 

Limitations 
“Read error” is indistinguishable from “End-of-file’ on most devices, so you 
need to check the block count. 

See also 


we(C) 
Standards conformance 


sum is conformant with: 


AT&T SVID Issue 2; 
X/Open Portability Guide, Issue 3, 1989. 
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swconfig 


produce a list of the software modifications to the system 


Syntax 
sweonfig [ -a ] [ -p ] 
Description 


The swconfig command displays the modifications to the system software 
since its initialization, in much the same way that hwconfig tells the user 
what hardware is installed on the system. The program can tell the user what 
sets have been installed or removed from the system, as well as what release 
and what parts of the packages were installed at that time. 


Additional flags let the user ask to see all of the description of each installa- 
tion on the system. 


The. default behavior is simple so that the information is displayed quickly. 
Additional flags can be used to perform more complex manipulations. 
Updates are recognized and noted as such. The release number is displayed 
in all cases. 


Without options, sweonfig generates a display similar to the following 


example: 

Set Release Notes 

Operating System 2.3.1la partially removed 
International XENIX 0.S. Supplem 2.0.0e partially installed 
Development System 263%05 removed 


-a_ The -a flag lists all the information contained in /usr/lib/custom/history, but 
sorted by date. It groups products that were installed at the same time, 
but displays entries in reverse chronological order. 


-p The flag -p is used to display package information in addition to the 
default information. A list of all the packages in a set is stored and their 
installed status tracked by the sequence of information in 
/usrflib/custom/nistory. 
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stvconfig(C) 


Here is a sample output using the -a option: 
Set: Operating System (prd = xos) 


Fri Mar 17 07:51:02 PST 1989 
removed successful 
Packages: HELP MOUSE 


Fri Mar 17 10:43:09 PST 1989 
removed successful 
Packages: VSH 


Set: International. XENIX 0.S. Supplement 


Fri Dec 16 10:32:53 PST 1988 
installed successful 


Packages: RTSUP BASE SYSADM FILE 


Fri Dec 16 11:03:37 PST 1988 
installed successful 
Packages: MAPFILE 


Release 2.3.la 


Release 2.3.la 


(prd = sup.os) 


Release 2.0.0e 


Release 2.0.0e 


Here is a sample output generated by the -p option: 


Set 


Operating System 
Operating System 
International XENIX 0.S. Supplem 


International XENIX 0.S. Supplem 
Develoment System 


See also 


Notes 
removed 
removed 
installed 


installed 
removed 


Type: 386GT 


Type: 386GT 


Type: n286 


Type: n286 


Packages 
HELP MOUSE 
VSH 

RTSUP BASE 
SYSADM FILE 
MAPFILE 

ALL 


custom(ADM) 


Standards conformance 


swconfig is not part of any currently supported standard; it is an extension of 
AT&T System V provided by The Santa Cruz Operation, Inc. 
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tabs 


set tabs on a terminal 


tabs [ tabspec | [ -Ttype | [ +man ] 


The tabs command sets the tab stops on the user’s terminal according to the 
tab specification tabspec, after clearing any previous settings. The user's ter- 
minal must have remotely-settable hardware tabs. 


tabspec Four types of tab specification are accepted for tabspec. They are 


Syntax 
Description 
-code 
-a 
-a2 
-c 
-c2 
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described below: canned (-code), repetitive (-n), arbitrary (n1,n2, 
...), and file (--file). If no tabspec is given, the default value is “-8”, 
that is, “standard” UNIX tabs. The lowest column number is 1. Note 
that for tabs, column 1 always refers to the leftmost column on a ter- 
minal, even one whose column markers begin at 0, for example, the 
DASI 300, DASI 300s, and DASI 450. 


Use one of the codes listed below to select a canned set of tabs. The 
legal codes and their meanings are as follows: 


1,10,16,36,72 
Assembler, IBM S/370, first format 


1,10,16,40,72 
Assembler, IBM S/370, second format 


1,8,12,16,20,55 
COBOL, normal format 


1,6,10,14,49 

COBOL compact format (columns 1-6 omitted). Using this code, the 
first typed character corresponds to card column 7, one space gets 
you to column 8, and a tab reaches column 12. Files using this tab 
setup should include a format specification as follows (see fspec(F)): 
<:t-c2 m6 s66 d:> 
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-f 


Ee 


-S 


“u 


“nN 


n1,n2,... 


--file 


tabs(C) 


1,6,10,14,18,22,26,30,34,38,42,46,50,54,58,62,67 

COBOL compact format (columns 1-6 omitted), with more tabs than 
-c2. This is the recommended format for COBOL. The appropriate 
format specification is (see fspec(F)): <:t-c3 m6 s66 d:> 


1,7,11,15,19,23 
FORTRAN 


1,5,9,13,17,21,25,29,33,37,41,45,49,53,57,61 
PL/I 


1,10,55 
SNOBOL 


1,12,20,44 
UNIVAC 1100 Assembler 


A repetitive specification requests tabs at columns 1+n, 1+2*n, etc. 
Of particular importance is the value 8: this represents the “stan- 
dard” UNIX tab setting, and is the most likely tab setting to be found 
at a terminal. Another special case is the value 0, implying no tabs at 
all. 


The arbitrary format permits the user to type any chosen set of num- 
bers, separated by commas, in ascending order. Up to 40 numbers 
are allowed. If any number (except the first one) is preceded by a 
plus sign, it is taken as an increment to be added to the previous 
value. Thus, the formats 1,10,20,30, and 1,10,+10,+10 are considered 
identical. 


If the name of a file is given, tabs reads the first line of the file, 
searching for a format specification (see fspec(F)). If it finds one 
there, it sets the tab stops according to it: otherwise it sets them as -8. 
This type of specification may be used to make sure that a tabbed file 
is printed with correct tab settings, and would be used with the pr(C) 
command: 


tabs -- file; pr file 


Any of the following also may be used; if a given flag occurs more than once, 
the last value given takes effect: 


-Ttype 
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tabs usually needs to know the type of terminal in order to set tabs 
and always needs to know the type to set margins. type is a name 
listed in term(M). If no -T flag is supplied, tabs uses the value of the 
environment variable TERM. If TERM is not defined in the environ- 
ment (see environ(M)), tabs tries a sequence that will work for many 
terminals. 
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+mn The margin argument may be used for some terminals. It causes all 
tabs to be moved over n columns by making column n+1 the left 
margin. If +m is given without a value of n, the value assumed is 10. 
For a TermiNet, the first value in the tab list should be 1, or the mar- 
gin will move even further to the right. The normal (leftmost) mar- 
gin on most terminals is obtained by +m0. The margin for most ter- 
minals is reset only when the +m flag is given explicitly. 


Tab and margin setting is performed via the standard output. 


Diagnostics 


illegal tabs 


illegal increment 


unknown tab code 
can’t open 


file indirection 


Examples 


tabs -a 
tabs -8 


tabs 1,8,36 


When arbitrary tabs are ordered incorrectly. 


When a zero or missing increment is found in an arbi- 
trary specification. 


When a canned code cannot be found. 
If --file option used and file can’t be opened. 


If --file option used and the specification in that file 
points to yet another file. Indirection of this form is not 
permitted. 


Example using -code (canned specification) to set tabs to 
the settings required by the IBM assembler: 
columns 1, 10, 16, 36, 72. 


Example of using -n (repetitive specification), where n is 
8, causes tabs to be set every eighth position: 
1+(1*8), 1+(2*8), ... which evaluate to columns 9, 17,... 


Example of using n1,n2,... (arbitrary specification) to set 
tabs at columns 1, 8, and 36. 


tabs --S$HOME/fspec.list/att4425 
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Example of using --file (file specification) to indicate that 
tabs should be set according to the first line of 
$HOME/S/spec.list/att4425 (see fspec(F)). 
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Limitations 


There is no consistency among different terminals regarding ways of clearing 
tabs and setting the left margin. 


The tabs command clears only 20 tabs (on terminals requiring a long 
sequence), but is willing to set 64. 


The tabspec used with the tabs command is different from the one used with 


the newform(C) command. For example, tabs -8 sets every eighth position; 
whereas newform -i-8 indicates that tabs are set every eighth position. 


See also 
environ(M), fspec(F), newform(C), pr(C), terminfo(F), term(M), tput(C) 


Standards conformance 
tabs is conformant with: 


AT&T SVID Issue 2; 
X/Open Portability Guide, Issue 3, 1989. 
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tail 


display the last part of a file 


Syntax 


tail [ +[number] [lbc] [ -f ] ] [ file ] 
Description 


The tail command copies the named file to the standard output beginning at a 
designated place. If no file is named, the standard input is used. 


Copying begins at distance +number from the beginning, or -number from the 
end of the input (if number is null, the value 10 is assumed). number is 
counted in units of lines, blocks, or characters, according to the appended 
option I, b, orc. When no units are specified, counting is by lines. 


With the -f (“follow”) option, if the input file is not a pipe, the program will 
not terminate after the last line of the input file has been copied, but will enter 
an endless loop, in which it sleeps for a second and then attempts to read and 
copy further records from the input file. Thus it may be used to monitor the 
growth of a file that is being written by some other process. For example, the 
command tail -f file will print the last ten lines of file, followed by any lines 
that are appended to file between the time tail is initiated and killed. 


Limitations 
Tails relative to the end of the file are kept in a buffer, and thus are limited to 


approximately 300 lines. Unpredictable results can occur if character special 
files are “tailed.” 


See also 


dd(C) 


Standards conformance 


tail is conformant with: 


AT&T SVID Issue 2; 
X/Open Portability Guide, Issue 3, 1989. 
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tape 


magnetic tape maintenance program 


Syntax 


tape [ -8cfis ] [ -a arg ] command | device | 


Description 


The tape command sends commands to, and receives status from, the tape 
subsystem. tape can communicate with QIC-02 cartridge, SCSI (including HP 
DAT) tape drives, and QIC-40, QIC-80, and Irwin mini-cartridge tape drives. 
(The Irwin specific program meart is invoked automatically by tape when 
options specific to the Irwin driver are used. Refer to the mcart(C) manual 
page for more information.) 


The tape command reads /etc/Mdefault/tape to find the default device name for 
sending commands and receiving status. For example, the following line in 
/etc/default/tape will cause tape to communicate with the QIC-02 cartridge tape 
device: 


device = /dev/xct0 
If a device name is specified on the command line, it overrides the default de- 
vice. tape queries the device to determine its device type. If the device does 


not respond to the query, tape will print a warning message and assume the 
device is a QIC-02 cartridge tape. The tape drive type may be specified using 


the following flags: 
-8 QIC-80 mini-cartridge tape 
-C QIC-02 cartridge tape 
-f QIC-40 mini-cartridge tape 
“I Irwin mini-cartridge tape 
-S SCSI tape (including HP DAT) 


See tape(HW) and the Release Notes for a list of supported tape drives. 


The -a flag allows an argument arg to be passed to the format, partition, and 
setblk commands. 


The following commands can be used with the various tape drivers sup- 
ported under UNIX. The letters following each command indicate which 
drivers support the command: 


All drivers 

QIC-02 cartridge tape driver 

QIC-40 and QIC-80 mini-cartridge tape drivers 
HP DAT tape driver only 

Irwin mini-cartridge tape driver 

SCSI tape driver (including HP DAT) 


OTA D> 
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The amount and reset commands can be used while the tape is busy with 
other operations. All other commands (including status) wait until the 
currently executing command has been completed before proceeding. 


When you are using the non-rewinding tape device or the tape commands 
rfm and wfm, the tape drive light remains on after the command has been 
completed. Use the command tape rewind to clear this condition. 


amount (C;S,F) 
Report amount of data in current or last transfer. 


drive (I) 
Display information about the Irwin driver and the tape drive. See the 
mcart(C) manual page for more details. 


eod (H) 
Position the tape to the EOD, the end of written data. (See the dat(HW) 
manual page for more information.) 


erase (C,S,F) 
Erase and retension the tape cartridge. 


format (F,]) 

Format the tape cartridge. Floppy controller-based tapes must be format- 
ted before they can be used. This command takes approximately one 
minute per megabyte of tape capacity. For QIC-40 and QIC-80 tape drives 
only, the argument to the -a flag can be used to specify the number of 
tracks to be formatted. Only even numbers less than or equal to the num- 
ber of tracks on the tape are allowed. See tape(HW) for more information. 
If no argument is given, the entire tape will be formatted. 


Preformatted tapes are available which are more reliable than user- 
formatted tapes. Before reformatting a used tape, you must erase it with a 
bulk eraser. Proper use of a bulk eraser is not trivial; refer to the documen- 
tation for your bulk eraser. 


getbb (F) 
Print a list of bad tape blocks detected during the last tape operation. This 
listing can be saved in a file for use by the putbb command. 


info (I) 
Display Irwin cartridge information. See the mcart(C) manual page for 
more details. 


kapacity (I) 
Report Irwin cartridge capacity in 1024-byte blocks. See the mcart(C) man- 
ual page for more details. 


load (S) 
Load the tape cartridge. 
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map (F) 
Print out a map of the bad blocks on the tape. The format is a series of 
lines of the format: 


track m: ------------- ae che * 


Each “-” represents a good block on the track; an “ X” represents a block 
marked as bad. 


partition (H) 

Partition an HP DAT tape into logical partitions 1 and 2. The size (in mega- 
bytes) of partition 2 is specified on the command line. The size of partition 
1 is the remainder of the tape. For example: tape -a 200 partition creates a 
200-megabyte partition (in partition 2) while partition 1 comprises the rest 
of the tape. For a 1300 megabyte unformatted DAT tape, partition 1 would 
able to hold approximately 1100 megabytes of data. (See dat(HW) for 
additional information.) 


putbb (F) 
Read a list of bad tape blocks from the standard input and add them to the 
bad block table on the tape. The format expected by putbb is the same as 
generated by the getbb command. 


reset (C,S,F) 
Reset tape controller and tape drive. Clears error conditions and returns 
tape subsystem to power-up state. 


reten (A) 
Retension tape cartridge. Should be used periodically to remedy slack 
tape problems. Tape slack can cause an unusually large number of tape 
errors. 


rewind (A) | 
Rewind to beginning of tape (BOT). (For HP DAT tapes: if the tape is parti- 
tioned, the logical partition is rewound to the logical BOT. See dat(HW) for 
details.) 


rfm (C;S) 
Wind tape forward to the next file mark. 


rsm (H) 


Position tape forward to the next setmark. (See the dat(HW) manual page 
for more information.) 
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setblk (S) 


Set the tape block size to a specified byte size. For example, the following 
command sets the tape block size to 512 Bytes: 


tape -a 512 setblk 
Select variable block size by specifying a block size of 0 (zero). 


status (C,S,F) 


The status output looks like this: 
Status: status message 


soft errors: n 
underruns: m 


Status is a report of the current status of the drive; “no cartridge”, “write 
protected”, or “beginning of tape” are typical status messages. 


Soft errors is the number of recoverable errors that occurred during the last 
tape operation. A recoverable error is one which is correctable by the drive 
or controller. An example of a non-recoverable “hard” error is an attempt 
to write to a write-protected cartridge. Note that if the number of soft 
errors greatly exceeds the manufacturer's specifications, the drive may 
require service or replacement, or you may be using a defective tape. 


Underruns is the number of times the tape drive had to stop and restart 
due to tape buffer underflows. Underruns are not an error indication; they 
mean that the data transfer did not occur at the drive’s maximum data 
transfer rate. The number of underruns can be affected by system load. 


If you use the status command while the tape drive is busy, no message is 
displayed until the drive is free. 


unload (S) 


Unload the tape cartridge. 


wfm (C;S) 


Write a file mark at the current tape position. 


wsm (H) 


Write a setmark at the current tape position. (See the dat(HW) manual 
page for more information.) 
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The following exit values may be returned by tape (for Irwin drives, refer to 
the exit codes listed on the meart(C) manual page): 


0 Normal exit with no error. 


1 Faulty cables, or no cartridge in drive. 


2 Incorrect command syntax, unknown or bad tape format, unknown 
drive type, or device special file not found. 


3 Cartridge write protected, or no data on cartridge. 


4 Device in use by another process. 


Files 
Device special files: 
/dev/rStpO _— fdev/rct0 
/dev/nrStp0 —/dev/nrct0 
/dev/xStpO  — /dev/rct2 
/dev/rftO /dev/nrct2 
/dev/xftO /dev/xct0 


/dev/erctO 
/dev/xct0 
/dev/rctmini 
/dev/xctmini 
/dev/rmc0O 


/dev/rmcl 


Device special files for DAT tapes: 


/dev/urStp0.0 /dev/urStp0.1 
/dev/nurStp0.0 /dev/nurStp0.1 
/dev/nrStp0.0 = /dev/nrStp0.1 
/dev/xStp0.0 /dev/xStp0.1 


The DAT partition 1 is linked to the default SCSI tape device locations: 


/dev/rStp0 linked to 
/dev/rStp0.0 linked to 
/dev/nrStp0 _ linked to 
/dev/xStp0 linked to 
fdev/urStp0 linked to 
/dev/rStp0.1 linked to 
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/dev/nurStp0.0 
/dev/nurStp0.0 
/dev/nrStp0.0 
/dev/xStp0.0 
/dev/urStp0.0 
/dev/nurStp0.1 
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See also 


Note that if you have not installed a cartridge tape on your system, SCSI tapes 
device are linked to Mev/rct0. 


For more information on device files, see the tape(HW) manual page. 

Default configuration files: /etc/default/mcconfig configuration file used by 
mceart(C) 

/etc/default/tape configuration file used by tape 

Executable files: /etc/ncdaemon background service program used by mcart(C) 
/usr/bin/mcart mcart(C) executable file 

/usr/bin/tape tape executable file 

Include files: 


/usr/include/sys/tape.h /usr/include/sys/ct.h /usr/include/sys/ft.h /usr/include/sys/ir.h 


backup(ADM), cpio(C), dd(C), mcart(C), mcconfig(F), restore(ADM), 
tape(HW), tar(C), xbackup(ADM), xrestore(ADM) 


Standards conformance 
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tape is not part of any currently supported standard; it is an extension of 
AT&T System V provided by The Santa Cruz Operation, Inc. 
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tapecnitl 


AT&T tape control for QIC-24/QIC-02 tape device 


Syntax 
tapecntl [ -ertw | [ -p arg | 


Description 


tapecntl will send the optioned commands to the tape device driver sub-de- 
vice /dev/rmt/c0sO for all commands except “position”, which will use sub-de- 
vice /dev/rmt/cOsOn using the ioctl command function. Sub-device 
/dev/rmt/cOs0 provides a rewind on close capability, while dev/rmt/c0sOn allows 
for closing of the device without rewind. Error messages will be written to 
standard error. 


The following options are available: 


-e erase tape 
-I reset tape device 
-t retension tape 


-w___ rewind tape 
-p[n] position tape to “end of file’ mark - n 


Erasing the tape causes the erase bar to be activated while moving the tape 
from end to end, causing all data tracks to be erased in a single pass over the 
tape. 


Retensioning the tape causes the tape to be moved from end to end, thereby 
repacking the tape with the proper tension across its length. 


Reset of the tape device initializes the tape controller registers and positions 
the tape at the beginning of the tape mark (BOT). 


Rewinding the tape will move the tape to the BOT. 


Positioning the tape command requires an integer argument. Positioning the 
tape will move the tape forward relative to its current position to the end of 
the specified file mark. The positioning option used with an argument of zero 
will be ignored. Illegal or out-of-range value arguments to the positioning 
command will leave the tape positioned at the end of the last valid file mark. 


Options may be used individually or strung together with selected options 
being executed sequentially from left to right in the command line. 
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Exit values 


Exit codes and their meanings are as follows: 
0 normal exit; no error 


1 device function could not initiate properly due to misconnected cables or 
poorly inserted tape cartridge 


2 device function failed to complete properly due to unrecoverable error 
condition, either in the command setup or due to mechanical failure 


3. device function failed due to the cartridge being write protected or to the 
lack of written data on the tape 


4 device /dev/rmt/cOsOn or /dev/rmt/cOs0 failed to open properly due to already 
being opened or claimed by another process 


Files 
/usrflib/tape/tapecntl 


/dev/rmt/cOsOn 
/dev/rmt/c0sO 


Standards conformance 


tapecntl is not part of any currently supported standard; it is an extension of 
AT&T System V provided by The Santa Cruz Operation, Inc. 
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dump magnetic tape to output file 


Syntax 


tapedump [ -a | -e][-h | -o} [ -bnstnum | tape_device output_file 


Description 


The tapedump command dumps the contents of magnetic tapes according to 
the options specified. Options include conversion from input format to user 
specified output format, specification of input and output blocksize, and the 
ability to specify that the dump begin at a specific start block on the tape and 
proceed for a specified number of blocks. 


tapedump takes the following options: 


-a 
-e 
-h 
-O 


-b num|[bkw] 


“n num 
-S num 


-t num 


tape_device 


output_file 
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Convert from EBCDIC input to ASCII output. 

Convert from ASCII input to EBCDIC output. 

Display tape output in hexadecimal format. 

Display tape output in octal format. 

Set both input and output block size. num is the number of 
blocks, which can include b, k, or w to indicate the block size, 
which correspond to 1024-, 512-, or 2-byte blocks, respec- 
tively. If block size is not specified, b is assumed. 

Specify dump of only num blocks. 


Skip num input records before starting dump. 


Specify which tape file to begin dump from, where num is the 
tape file sequence number. 


The input tape device. 


The output filename; standard output is the default. The out- 
put file may be specified to be another tape device. 
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Examples 


This command reads a tape starting at block 400 and outputs the results in 
hexadecimal format into a user specified file called /tmp/hex.dump: 


tapedump -b400 -h /dev/rct0 /tmp/hexdump 


This command reads an EBCDIC tape and converts the standard output to 
ASCII: 


tapedump -a /dev/rct0 
See also 
sysadmsh(ADM), dd(C), hd(C), od(C), tape(C) 


Standards conformance 


tapedump is not part of any currently supported standard; it is an extension 
of AT&T System V provided by The Santa Cruz Operation, Inc. 
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tar 


archive files 
Syntax 

tar [ key ] [ files | 
Description 


The tar command saves and restores files to and from an archive medium, 
which is typically a floppy disk or tape, or a standard file. Its actions are con- 
trolled by the key argument. The key is a string of characters containing at 
most one function letter and possibly one or more function modifiers. Valid 
function letters are c, r, t, u, and x. Other arguments to the command are files 
(or directory names) specifying which files are to be backed up or restored. In 
all cases, a directory name refers to the files and (recursively) the subdirec- 
tories of that directory. The rand u options cannot be used with tape devices. 


The function portion of the key is specified by one of the following letters: 


c Creates a new archive; writing begins at the beginning of the archive, 
instead of after the last file. 


r The named files are written to the end of an existing archive. 


t The names of the specified files are listed each time that they occur on the 
archive. If no files argument is given, all the names on the archive are 
listed. 


u_ The named files are added to the archive if they are not already there, or if 
they have been modified since last written on that archive. 


x The named files are extracted from the archive. If a named file matches a 
directory whose contents had been written onto the archive, this directory 
is (recursively) extracted. The owner, modification time, and mode are 
restored (if possible). If no files argument is given, the entire contents of 
the archive are extracted. Note that if several files with the same name are 
on the archive, the last one overwrites all earlier ones. There is no way to 
ask for the nth occurrence of a file. 


The following characters may be used in addition to the letter that selects the 
desired function: 


0,...,9999 
This numeric key selects the device on which the archive is mounted. The 
available numeric keys are defined in the file /etcMdefault/tar. A list of 
archive devices and their corresponding numeric keys can be displayed by 
entering tar without any arguments. The f option is used to specify an 
archive device which is not in /etc/default/tar. 
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A Suppresses absolute filenames. Any leading “ /” characters are removed 


from filenames. During extraction arguments given should match the 
relative (rather than the absolute) pathnames. With the c, r, and u options, 
the A option can be used to inhibit putting leading slashes in the archive 
headers. 


Causes tar to use the next argument as the blocking factor for archive 
records. The blocking factor is used to calculate the archive block size. This 
option should only be used with archives on raw devices (see the f option 
for how to select different devices). 


The blocking factor is specified as a multiple of 512 bytes, from 1 
(equivalent to an archive block size of 512 bytes) up to a maximum of 20 
(equivalent to 10K). If the device is not a tape device, the blocking factor 
must be specified as an even number from 2 to 20. For example, to use a 
9K block size with a floppy disk, specify a blocking factor of 18: 


tar cvfb /dev/rfd0 18 file 
The block size is determined automatically when reading tape archives. 


Prevents files from being split across volumes (tapes or floppy disks). If 
there is not enough room on the present volume for a given file, tar 
prompts for a new volume. This is only valid when the k option is also 
specified on the command line. 


Causes tar to use the next argument as the name of the archive instead of 
the default device listed in /etc/default/tar. lf the name of the file is a dash 
(-), tar writes to the standard output or reads from the standard input, 
whichever is appropriate. Thus, tar can be used as the head or tail of a 
pipeline. tar can also be used to move hierarchies with the command: 


cd fromdir; tar cf -. | (cd todir; tar xf -) 


Causes tar to use the next argument as the name of a file from which 
succeeding arguments are taken. If the name of the file is specified as a 
dash (-), tar reads the arguments from the standard input. This modifier 
cannot be used if the standard input has already been selected as the 
archive device using the f option. You cannot enter a command such as tar 
xfF - - since this would imply reading two things from the standard input 
at the same time. 


Causes tar to use the next argument as the size of an archive volume in 
kilobytes (K). The minimum value allowed is 250. Very large files are split 
into “extents” across volumes. When restoring from a multi-volume 
archive, tar only prompts for a new volume if a split file has been partially 
restored. To override the archive length value in the default file, specify 0 
as the argument to k on the command line. 


Tells tar to display an error message if it cannot resolve all of the links to 
the files being backed up. If 1 is not specified, no error messages are dis- 
played. 
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Follow symbolic links. By default, symbolic links are not followed; when 
tar encounters a symbolic link, it issues a warning message, skips over the 
link, and continues with the rest of the files. 


Tells tar not to restore the modification times. The modification time of 
the file is the time of extraction. 


Indicates the archive device is not a magnetic tape. The k option implies 
this. Listing and extracting the contents of an archive are faster because tar 
can seek over files it wishes to skip. Sizes are printed in kilobytes instead 
of tape blocks. 


Extract the files using their original permissions if the user is not the super 
user. It is possible that the user may be unable to extract files because of 
the permissions associated with the files or directories being extracted. 


The sense of this option is reversed for the super user; the files will be 
extracted with user and group ownership by root. 


During extraction causes tar to exit immediately after each file on the com- 
mand line has been extracted, rather than continuing to look for additional 
files of the same name. 


Truncates filenames of greater than 14 characters on extraction. This is 
used for extracting files from EAFS-type filesystems that support long 
filenames (up to 255 characters long) to AFS-type filesystems that support 
maximum 14-character filenames. 


Normally, tar does its work silently. The v (verbose) option causes it to 
display the name of each file it treats, preceded by the function letter. 
With the t function, v gives more information about the archive entries 
than just the name. 


Causes tar to display the action to be taken, followed by the name of the 
file, and then wait for the user’s confirmation. If a word beginning with 
“y” is given, the action is performed. Any other input means “no”. 


If no archive device is specified, either by using a numeric key or the f option, 
tar looks for a line in the file /etc/default/tar beginning with the string archive=. 
Following this string are 4 fields, separated by spaces, which contain values 
for the device name, blocking factor, volume size, and device type. The block- 
ing factor is used to calculate the archive block size; it is expressed as a mullti- 
ple of 512 bytes. The volume size entry should be modified to reflect the size 
in kilobytes of the archive volume used. Note that a volume size of ‘0’ indi- 
cates infinite volume length. The device type is set to y for tape devices; other- 
wise, it is set to n. 
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For example, the following is the default device entry from /etc/default/tar: 
archive=/dev/rfd096ds15 10 1200 n 


This indicates that the default device is a floppy disk drive, accessed as a raw 
device with a blocking factor of 10 (equivalent to 5 kilobytes, or ten 512-byte 
disk blocks) and a volume size of 1200 kilobytes. Any default value may be 
overridden using the b and k options. 


When a numeric key (# in the range 0-9999) is specified, the corresponding de- 
vice attributes are read from the line beginning with archive#= in the file 
/etc/default/tar. The remainder of the line has the same format as for the default 
archive device in the same file. 


The default file /etc/default/tar must exist if a device is not specified on the 
command line using the f option. 


A critical consideration when creating a tar volume involves the use of abso- 
lute or relative pathnames. Consider the following tar command examples, as 
executed from the directory /u/target: 


tar cv /u/target/arrow 
tar cv arrow 


The first command creates a tar volume with the absolute pathname: 
/u/target/arrow. The second yields a tar volume with a relative pathname: 
Jarrow. (The ./ is implicit and shown here as an example; ./ should not be 
specified when retrieving the file from the archive.) When restored, the first 
example results in the file arrow being written to the directory /u/target (if it 
exists and you have write permission) no matter what your working direc- 
tory. The second example simply writes the file arrow to your present work- 
ing directory. 


Absolute pathnames specify the location of a file in relation to the root direc- 
tory (/); relative pathnames are relative to the current directory. This must be 
taken into account when making a tar tape or disk. Backup volumes use 
absolute pathnames so that they can be restored to the proper directory. Use 
relative pathnames when creating a tar volume where absolute pathnames are 
unnecessary. If necessary, you can specify the A option to override absolute 
pathnames. 


Exit values 


tar returns a value of 0 (zero) if it completes successfully; it returns a non-zero 
value if an error has occured. 


Diagnostics 


Displays an error message about bad key characters and archive read/write 
errors. 


Displays an error message if not enough memory is available to hold the link 
tables. 
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Examples 


If the name of a floppy disk device is /dev/fd1, then a tar format file can be cre- 
ated on this device by entering: 

assign /dev/fd 

tar cvfk /dev/fd1 360 files 
where files are the names of files you want archived and 360 is the capacity of 
the floppy disk in kilobytes. Note that arguments to key letters are given in 
the same order as the key letters themselves, thus the fk key letters have cor- 
responding arguments /dev/fd1 and 360. If you assign(C) the disk at the begin- 
ning, remember to deassign it when you have finished. 


To display a listing of the archive, enter: 
tar tvf /dev/fd1 


At some later time you may want to extract the files from the archive floppy. 
You can do this by entering: 


tar xvf /dev/fd1 


The above command extracts all files from the archive, using the exact same 
pathnames as used when the archive was created. Because of this behavior, it 
is normally best to save archive files with relative pathnames rather than 
absolute ones, since directory permissions may not let you read the files into 
the absolute directories specified. (See the A flag under “Options”.) 


In the above examples, the v verbose option is used simply to confirm the 
reading or writing of archive files on the screen. Also, a normal file could be 
substituted for the floppy device /dev/fd1 shown in the examples. 


If the default device were to be used for the above examples, the corre- 
sponding tar commands would be: 

tar cvk 360 files 

tar tv 

tar xv 
The tar commands for the device corresponding to 5 in the device table would 
be: 

tar cv5k 360 files 

tar tv5 

tar xv5 
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Limitations 


Note that the u option can be slow. 
tar does not verify the selected media type. 
The limit on pathname length is 100 characters. 


When archiving a directory that contains subdirectories, tar will only access 
those subdirectories that are within 17 levels of nesting. Subdirectories at 
higher levels will be ignored after tar displays an error message. 


Files 
/usr/bin/tar __ tar executable file | 
/etc/default/tar default values of device names, blocking factors, volume sizes, 
and device type 
/tmp/tar* temporary work files used by tar 
See also 
assign(C), tar(F) 


Standards conformance 
tar is conformant with: 


AT&T SVID Issue 2; 
X/Open Portability Guide, Issue 3, 1989. 
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tee 

create a tee in a pipe 

Syntax 
tee [-i][-a][-u] [file]... 

Description 
The tee command transcribes the standard input to the standard output and 
makes copies in the files. The -i option ignores interrupts; the -a option 
causes the output to be appended to the files rather than overwriting them. 
The.-u option causes the output to be unbuffered. 

Examples 


The following example illustrates the creation of temporary files at each stage 
in a pipeline: 


grep ABC | tee ABC.grep | sort | tee ABC.sort | more 
This example shows how to tee output to the terminal screen: 


grep ABC | tee /dev/tty | sort | uniq >final.file 


Standards conformance 
tee is conformant with: 


AT&T SVID Issue 2; 
X/Open Portability Guide, Issue 3, 1989. 
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test 


test conditions 


Syntax 


test expr 


[ expr ] 


Description 


The test command evaluates the expression expr, and if its value is true, 
returns a zero (true) exit status; otherwise, test returns a non-zero exit status if 
there are no arguments. The following primitives are used to construct expr: 


-b file 
-c file 
-d file 
-f file 
-g file 
-h file 


-k file 
-L file 


-n si 

-r file 

-s file 

-t [fildes ] 


-u file 


-w file 
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True if file exists and is a block special file. 

True if file exists and is a character special file. 

True if file exists and is a directory. 

True if file exists and is a regular file. 

True if file exists and its set-group-ID bit is set. 

True if file exists and is a symbolic link. With all other primitives 
(except -L file), the symbolic links are followed. This primitive is 
identical to -L. 

True if file exists and its sticky bit is set. 

True if file exists and is a symbolic link. With all other primitives 
(except -h file), the symbolic links are followed by default. This 
primitive is identical to -h. 

True if the length of string s1 is non-zero. 

True if file exists and is readable. 


True if file exists and has a size greater than zero. 


True if the open file whose file descriptor number is fildes (1 by 
default) is associated with a terminal device. 


True if file exists and its set-user-ID bit is set. 


True if file exists and is writable. 
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-x file True if file exists and is executable. 
-z $1 True if the length of string s1 is zero. 


n1-eqn2_ True if the integers n1 and n2 are algebraically equal. Any of the 
comparisons -ne, -gt, -ge, -lt, and -le may be used in place of -eq. 


s1 True if s1 is not the null string. 
s1=s2 True if strings s1 and s2 are identical. 
s1!=s2 _ True if strings s1 and s2 are not identical. 


These primaries may be combined with the following operators: 


{ unary negation operator 

-a binary AND operator 

-0 binary OR operator (-a has higher precedence than -o) 
(expr) parentheses for grouping 


Notice that all the operators and flags are separate arguments to test. Notice 
also, that parentheses are meaningful to the shell and, therefore, must be 
escaped. 


Examples 


In the following examples, the [ ] form of the test command is used, and the 
shell script may be used with either sh or ksh. 


Test if a file does not exist. In this example, the file .profile is copied from a 
template file if it does not exist in the user’s home directory: 
if { ! -f S$HOME/.profile |] 
then 
echo ".profile file does not exist - copy from elsewhere" 
cp /usr/elsewhere/.profile SHOME/.profile 
fi 
Test whether a file exists and has zero size. This could be used to see if an 
overnight tape backup reported any errors to a file. The AND -a and negation ! 
operators are both used in this example: 


FILE=/tmp/backup_err 
if [ -f£ SFILE -a ! -s SFILE ] 
then 
echo "The backup produced no errors" 
fi 
Note that the test would not work correctly if only the operator combination 
!-s were used. This would return true if the file did not exist or had zero size. 
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Test whether a variable has been defined. This example uses the test in a while 
loop which exits when a value has been entered: 
while [ -z "“SVAL* ] 
do 
echo -n “Input value: °* 
read VAL 
done 


Note that double quotes around $VAL are necessary for the test to work. If the 
variable VAL is not defined, the expression "$VAL" evaluates to an empty 
string. If the expression were used without quotes, it would evaluate to noth- 
ing at all, and test would report an error. 


Test the numeric value of a variable. Here the value of VAL is checked to see if 
it lies in a particular range: 

if [ S$VAL -lt 0 -o SVAL -gt 7 ] 

then 

echo -n “Value must be in the range 0 to 7" 

fi 
Test whether the previous command succeeded. This example tests the result 
of having tried to change directory to /tmp/nirage: 

DIR=/tmp/mirage 

cd SDIR 

Af [$2 ene: (00°) 

then 


echo -n "Could not change directory to $DIR" 
fi 


Limitations 
In the form of the command that uses [ ] rather than the word test, each of the 
square brackets must be surrounded by blank space. If this is not done, the 
command will not be interpreted correctly. 


A version of test is built into sh(C), ksh(C). 


For details, refer to the appropriate section. 


See also 


find(C), sh(C) 


Standards conformance 


test is conformant with: 


AT&T SVID Issue 2; 
X/Open Portability Guide, Issue 3, 1989. 
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tic 


terminfo compiler 


Syntax 
tic [-v[2]][-c ] file 
Description 

The tic command translates a terminfo(F) file from the source format into the 

compiled format. The results are placed in the directory /usr/lib/terminfo. The 

compiled format is necessary for use with the library routines described in 
curses(S). 

“Vn (verbose) output to standard error trace information showing tic’s 
progress. The optional integer n is a number from 1 to 10, inclusive, 
indicating the desired level of detail of information. If n is omitted, 
the default level is 1. If is specified and greater than 1, the level of 
detail is increased. 

-C only check file for errors. Errors in use= links are not detected. 

file contains one or more terminfo(F) terminal descriptions in source for- 
mat (see terminfo(F)). Each description in the file describes the capa- 
bilities of a particular terminal. When a “use=entry-name” field is 
discovered in a terminal entry currently being compiled, tic reads in 
the binary from /usr/lib/terminfo to complete the entry. (Entries creat- 
ed from file will be used first. If the environment variable TER- 
MINFO is set, that directory is searched instead of /usr/lib/terminfo.) 
tic duplicates the capabilities in “entry-name” for the current entry, 
with the exception of those capabilities that are explicitly defined in 
the current entry. 

If the environment variable TERMINFO is set, the compiled results are placed 

there instead of /usr/lib/terminfo. 

Diagnostics 


Most diagnostic messages produced by tic during the compilation of the 
source file are preceded with the approximate line number and the name of 
the terminal currently being worked on. 


mkdir ... returned bad status 
The named directory could not be created. 


File does not start with terminal names in column one 


The first thing seen in the file, after comments, must be the list of terminal 
names. 
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Token after an lseek(S) not NAMES 
Somehow the file being compiled changed during the compilation. 


Not enough memory for use_list element 
or 
Out of memory 
Not enough free memory was available (malloc(S) failed). 


Can't open... 
The named file could not be created. 


Error in writing... 
The named file could not be written to. 


Cant Link ~.% 3 "EO 8 
A link failed. 


Error in re-reading compiled file... 
The compiled file could not be read back in. 


Premature EOF 
The current entry ended prematurely. 


Backspaced off beginning of line 
This error indicates an error happened within tic. 


Unknown Capability - "..." 
The named invalid capability was found within the file. 


Wrong type used for capability "..." 
For example, a string capability was given a numeric value. 


Unknown token type 
Tokens must be followed by “@” to cancel, “,” for Booleans, “ #” for num- 
bers, or “ =” for strings. 


",..": bad term name 
or 

Line ...: Illegal terminal name - "..." 

Terminal names must start with a letter or digit 
The given name was invalid. Names must not contain white space or 
slashes, and must begin with a letter or digit. 


",..": terminal name too long. 
An extremely long terminal name was found. 


"...": terminal name too short. 
A one-letter name was found. 


"..." filename too long, truncating to "..." 


The given name was truncated to 14 characters due to UNIX system file 
name length limitations. 
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"  ." qdefined in more than one entry. Entry being used is "...". 
An entry was found more than once. 


Terminal name "..." synonym for itself 
A name was listed twice in the list of synonyms. 


At least one synonym should begin with a letter. 
At least one of the names of the terminal should begin with a letter. 


Illegal character - "..." 
The given invalid character was found in the input file. 


New-line in middle of terminal name 
The trailing comma was probably left off the list of names. 


Missing comma 
A comma was missing. 


Missing numeric value 
The number was missing after a numeric capability. 


NULL string value 
The proper way to say that a string capability does not exist is to cancel it. 


Very long string found. Missing comma? 
A comma was anticipated but not found. 


Unknown option. Usage is: 
An invalid option was entered. 


Too many file names. Usage is: 
or 

",,." nonexistent or permission denied 
The given directory could not be written into. 


",.." is not a directory 
or 

",..": Permission denied 
Access denied. 


ta ete & NOL-a-Gireccory 
tic wanted to use the given name as a directory, but it already exists as a 
file 


SYSTEM ERROR!! Fork failed!!! 
A fork(S) failed. 
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Error in following up use-iinks. Either there is a loop in the 
links or they reference nonexistent terminals. The following is a 
list of the entries involved: 
A terminfo(F) entry with a “use=name” capability either referenced a nonex- 
istent terminal called name or name somehow referred back to the given 
entry. 


Limitations 


Files 


Total compiled entries cannot exceed 4096 bytes. The name field cannot 
exceed 128 bytes. 


Terminal names exceeding 14 characters will be truncated to 14 characters and 
a warning message will be printed. 


When the -c option is used, duplicate terminal names will not be diagnosed; 
however, when -c is not used, they will be. 


To allow existing executables from the previous release of the UNIX system to 
continue to run with the compiled terminfo entries created by the new terminfo 
compiler, cancelled capabilities will not be marked as cancelled within the ter- 
minfo binary unless the entry name has a “ +” within it. (Such terminal names 
are only used for inclusion within other entries via a use= entry. Such names 
would not be used for real terminal names.) 


For example: 
4415+nl, kf1@, kf2@, 


4415+base, kfl=\EOc, kf2=\EOQd, 


4415-nl14415 terminal without keys, 
use=4415+nl, use=4415+base, 


The above example works as expected; the definitions for the keys do not 
show up in the 4415-nl entry. However, if the entry 4415+nl did not have a 
plus sign within its name, the cancellations would not be marked within the 
compiled file and the definitions for the function keys would not be cancelled 
within 4415-nl. 
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/usrflib/terminfo/?/* compiled terminal description database 
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See also 


captoinfo(ADM), curses(S), infocmp(ADM), term(M), terminfo(F) 


Standards conformance 


tic is conformant with AT&T SVID Issue 2. 
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time 


time a command 


Syntax 


time command 


Description 


The given command is executed; after it is complete, time prints the time 
which elapsed during the command (real), the time spent executing the com- 
mand in user mode (user), and the time spent executing the command in sys- 
tem mode (sys). Programs which execute a large number of system calls (for 
example, performing input and output) will spend a greater proportion of 
time in system mode than programs which spend most of their time number 
crunching or character processing. As the system becomes more heavily 
loaded with processes, the total elapsed time will grow faster than the user or 
system times for a given command. 


User and system times are reported in seconds and the elapsed time in 
minutes and seconds in csh(C). The times are printed on the standard output. 
The percentage of total CPU time taken by the command is also reported. The 
command time used with no argument returns the times for the current csh. 

All times are reported in minutes and seconds on the standard error in ksh(C). 


All times are reported in seconds on the standard error in sh(C). 


Limitations 


See also 


This command is built into csh and ksh. 


csh(C), ksh(C), times(S) 


Standards conformance 
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time is conformant with: 


AT&T SVID Issue 2; 
X/Open Portability Guide, Issue 3, 1989. 
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update access and modification times of a file 


Syntax 


touch [ -amc | [ mmddhhmml[yy] ] files 


Description 


See also 


The touch command causes the access and modification times of each argu- 
ment to be updated. If no time is specified (see date(C)) the current time is 
used. If a new file is created using touch, the modification and access times 
can be set to any time. However, the creation time is automatically set to the 
current time at the time of creation, and cannot be changed. The first mm 
refers to the month, dd refers to the day, hh refers to the hour, the second mm 
refers to the minute, and yy refers to the year. The -a and -m options cause 
touch to update only the access or modification times respectively (default is 
-am). The -c option silently prevents touch from creating the file if it did not 
previously exist. 


The return code from touch is the number of files for which the times could 


not be successfully modified (including files that did not exist and were not 
created). 


date(C), utime(S) 


Standards conformance 


touch is conformant with: 


AT&T SVID Issue 2; 
X/Open Portability Guide, Issue 3, 1989. 
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tput 


query the terminfo database 


Syntax 
tput [ -T type} [-S] capname [ parms...] 
tput [ -T type ] [ -S ] init 
tput [ -T type ] [ -S ] reset 
tput [-T type | [-S ] longname 
Description 


The tput command uses the terminfo(F) database to make the values of 
terminal-dependent capabilities and information available to the shell (see 
sh(C)), to initialize or reset the terminal, or return the long name of the 
requested terminal type. tput outputs a string if the attribute (capability 
name) is of type string, or an integer if the attribute is of type integer. If the 
attribute is of type Boolean, tput simply sets the exit code (0 for TRUE if the 
terminal has the capability, 1 for FALSE if it does not), and produces no out- 
put. Before using a value returned on standard output, the user should test 
the exit code ($?, see sh(C)) to be sure it is 0. (See “Exit values” and “Diagnos- 
tics’.) For a complete list of capabilities and the capname associated with 
each, see terminfo(F). 


-T type 
‘Dats the type of terminal. Normally, this option is unnecessary 
because the default is taken from the environment variable TERM. If -T is 
specified, then the shell variables LINES and COLUMNS and the layer size 
(see layers(C)) will not be referenced. 


-S Causes the capname to be read in from standard input instead of from the 
command line. 


capname 
Indicates the attribute from the terminfo(F) database. 


parms , 
If the attribute is a string that takes parameters, the arguments parms will 
be inserted into the string. An all numeric argument will be passed to the 
attribute as a number. 
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init 


If the terminfo(F) database is present and an entry for the user’s terminal 
exists (see -T type, above), the following will occur: 


e if present, the terminal's initialization strings will be output (is1, is2, is3, 
if, iprog); 


e any delays (for example, new line) specified in the entry will be set in 
the tty driver; 


e tabs expansion will be turned on or off according to the specification in 
the entry; 


e if tabs are not expanded, standard tabs will be set (every 8 spaces). 


If an entry does not contain the information needed for any of the four 
above activities, that activity will be silently skipped. 


reset 


Instead of putting out initialization strings, the terminal’s reset strings will 
be output, if present (rs1, rs2, rs3, rf). If the reset strings are not present, 
but initialization strings are, the initialization strings will be output. Oth- 
erwise, reset acts identically to init. | 


longname 


Exit values 


If the terminfo(F) database is present and an entry for the user’s terminal 
exists (see -T type above), then the long name of the terminal will be out- 
put. The long name is the last name in the first line of the terminal's 
description in the terminfo(F) database (see term(M)). 


If capname is of type Boolean, a value of 0 is set for TRUE and 1 for FALSE. 


If capname is of type string, a value of 0 is set if the capname is defined for 
this terminal type (the value of capname is returned on standard output); a 
value of 1 is set if capname is not defined for this terminal type (a null value is 
returned on standard output). 


If capname is of type integer, a value of 0 is always set, whether or not 
capname is defined for this terminal type. To determine if capname is defined 
for this terminal type, the user must test the value of standard output. A 
value of -1 means that capname is not defined for this terminal type. 


Any other exit code indicates an error; see “Diagnostics.” 
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Diagnostics 


tput prints the following error messages and sets the corresponding exit 
codes: 


Exit code Error message 


0 -1 (capname is a numeric value that is not specified in the 
terminfo(F) database for this terminal type, for example, tput -T450 
lines and tput -T2621 xmc) 

no error message is printed, see “Exit values” 

usage error 

unknown terminal type or no terminfo(F) database 

unknown terminfo(F) capability capname 
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Examples 


tput init 
Initialize the terminal according to the type of terminal in the environmen- 
tal variable TERM. This command can be included in a user’s .profile after 
the environmental variable TERM has been exported (see profile(M)). 


tput -T5620 reset 
Reset an AT&T 5620 terminal, overriding the type of terminal in the 
environment variable TERM. 


tput cup 00 
Send the sequence to move the cursor to row 0, column 0 (the upper left 
comer of the screen, usually known as the “home” cursor position). 


tput clear 
Echo the clear-screen sequence for the current terminal. 


tput cols 
Print the number of columns for the current terminal. 


tput -Twy60 cols 
Print the number of columns for a Wyse 60 terminal. 


bold=tput smso 

offbold=tput rmso” 
Set the shell variables bold to begin stand-out mode sequence, and offbold 
to end stand-out mode sequence, for the current terminal. This might be 
followed by a prompt: 
echo "${bold}Please type in your name: ${offbold}\c" 
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tput he 
Set exit code to indicate if the current terminal is a hardcopy terminal. 


tput cup 23 4 
Send the sequence to move the cursor to row 23, column 4. 


tput longname 
Print the long name from the terminfo(F) database for the type of terminal 
specified in the environmental variable TERM. 


Files 
/usr/flib/terminfo/?/* | compiled terminal description database 
/usr/includefcurses.h_ — curses(S) header file 
/usr/include/term.h terminfo(F) header file 
/usr/lib/tabset/* tab settings for some terminals, in a format appropriate 
to be output to the terminal (escape sequences that set 
margins and tabs); for more information, see the “Tabs 
and initialization” section of terminfo(F) 
See also 


profile(M), stty(C), tabs(C), terminfo(F) 


Standards conformance 


tput is conformant with AT&T SVID Issue 2. 
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tr 


translate characters 


Syntax 


tr [ -cds } [ string] [ string2 | ] 


Description 


532 


The tr command copies the standard input to the standard output with substi- 
tution or deletion of selected characters. Input characters found in string1 are 
mapped into the corresponding characters of string2. Any combination of the 
options -cds may be used: 


-c Complements the set of characters in string1 with respect to the universe 
of characters whose ASCII codes are 001 through 377 octal. 


-d__ Deletes all input characters in string1. 


-s Squeezes all strings of repeated output characters that are in string2 to 
single characters. 


The following abbreviation conventions may be used to introduce ranges of 
characters or repeated characters into the strings: 


[a-z] 
Stands for the string of characters whose ASCII codes run from character 
“a” to character “ z”, inclusive. 


[an] 
Stands for n repetitions of a. If the first digit of n is 0, n is considered 
octal; otherwise, n is taken to be decimal. A zero or missing n is taken to 
be huge; this facility is useful for padding string2. 


The escape character “ \” may be used as in the shell to remove special mean- 
ing from any character ina string. In addition, “ \” followed by 1, 2, or 3 octal 
digits, stands for the character whose ASCII code is given by those digits. 


[=equiv=] 
Characters belonging to the LC_COLLATE equivalence class equiv. 
An equivalence class expression can be used in string, and in 
string2 when the command line includes the -d and -s options. 


[axn] Stands for n repetitions of a. If the first digit of n is 0, n is considered 


octal; otherwise, n is taken to be decimal. A zero or missing is 
taken to be huge; this facility is useful for padding string2. 
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The following example creates a list of all the words in file1, one per line in 
file2, where a word is taken to be a maximal string of alphabetics. The strings 
are quoted to protect the special characters from interpretation by the shell; 
012 is the ASCII code for newline: 


tr -cs "[A-Z][a-z]" "[\012+*]" <file1 >file2 
Limitations 


tr will not handle ASCII NUL in string1 or string2; it always deletes NUL from 
the input. 


See also 
ascii(M), ed(C), sh(C) 
Standards conformance 


tr is conformant with: 


AT&T SVID Issue 2; 
X/Open Portability Guide, Issue 3, 1989. 
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translate 


translate files from one format to another 


Syntax 
translate option [ infile | [ outfile } 
Description 
The translate command translates files according to the options specified. 


translate uses standard input and standard output unless otherwise specified 
via the optional filename arguments, infile and outfile. 


Options 
-ea_ from EBCDIC to ASCII 


-ae from ASCII to EBCDIC 


-fe format 
from a user defined format to EBCDIC format 


-fa format 
from a user defined format to ASCII format 


-ef format 
from EBCDIC format to a user defined format 


-af format 
from ASCII format to a user defined format 


-bm from binary /object code to mailable ASCII uuencode format 
-mb_ from mailable ASCII uuencode format to original binary 


format is assumed to be a file in the directory /usr/lib/translate if a full path- 
name is not provided. 


Examples 


a SSS 


The -bm and -mb options are, for example, used to translate executable object 
code format to ASCII for transfer across communications networks. 


The syntax for the user defined format file is the same as the syntax for the 
mapping files for mapchan(M) and trchan. 
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Use dd to convert character and file formats (especially tapes) to the format 
specified. For example: 
dd if=/dev/rmt0 of=outfile ibs=800 cbs=80 conv=ascii,lcase 


This command reads an EBCDIC tape, blocked ten 80-byte EBCDIC card 
images per record, into the ASCII file outfile. For more information on conver- 
sion options, refer to dd(C) in the User's Reference. 


Files 
/usr/lib/translate/* 
See also 


dd(C), mapchan(M), sysadmsh(ADM), trchan(M), uudecode(C), uuencode(C) 


Standards conformance 


translate is not part of any currently supported standard; it is an extension of 
AT&T System V provided by The Santa Cruz Operation, Inc. 
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true 


return with a zero exit value 


Syntax 


true 


Description 
true does nothing except return with a zero exit value. false(C), true’s coun- 


terpart, does nothing except return with a nonzero exit value. true is typically 
used in shell procedures such as: 


while true 
do 

command 
done 


Exit values 


true always has exit status zero. 
See also 
false(C), sh(C) 


Standards conformance 
true is conformant with: 


AT&T SVID Issue 2; 
X/Open Portability Guide, Issue 3, 1989. 
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tset 


set terminal modes 


Syntax 
tset [ - ] [ -hrsuIQS ] [ -e[c] ] [ -E{c] }] [ -k{c] ] 
[ -m [ident] [test baudrate |:type | [ type | 
Description 


The tset command allows the user to set a terminal’s ERASE and KILL charac- 
ters, and define the terminal’s type and capabilities by creating values for the 
TERM environment variable. It is driven by the /etc/ttytype file and the ter- 
minfo database. 


tset initializes or resets the terminal with tput(C). 


The type of terminal is specified by the type argument. The type may be any 
type given in the terminfo database. If the type is not specified with the -s 
option, tset creates information for a terminal of the type defined by the value 
of the environment variable, TERM, unless the -h or -m option is given. If the 
TERM variable is defined, tset uses the terminfo database entry. If the -h or -m 
options are used, tset searches the /etc/ttytype file for the terminal type corre- 
sponding to the current serial port; it then creates information for a terminal 
based on this type. If the serial port is not found in /etc/ttytype, the terminal 
type is set to unknown. 


When the tty is in isscancode mode, tset invokes mapstr to read the function 
key values. These values are in a mapstr format file in 
/usr/lib/keyboard/strings.d that corresponds to the terminal type. The mapstr 
utility then issues an ioctl(S) call to put the values into the kernel. 


tset is most useful when included in the login (for csh) or .profile (for sh or 
ksh) file executed automatically at login, with -m mapping used to specify the 
terminal type you most frequently dial in on. 

tset displays the created information on standard output. The information is 
in a form that can be used to set the current environment variables. The exact 
form depends on the login shell from which tset was invoked. 


There are the following options: 


-e[c] Sets the ERASE character to c on all terminals. The default setting is 
the BACKSPACE, or CTRL-H. 


-E[c] _—_ Identical to the -e command except that it only operates on terminals 
that can BACKSPACE. 


1 February 1993 537 


tset(C) 


538 


-k{c] 


-h 


-S 


Sets the KILL character to c, defaulting to CTRL-U. 
Prints the terminal type on the standard output. 


Outputs the setenv commands (for csh(C)), or export and assign- 
ment commands (for sh(C) or ksh(C)). The type of commands are 
determined by the user’s login shell. 


For sh, set up the terminal with: 
eval ‘tset -s° 


Forces tset to search /etc/ttytype for information and to overlook the 
environment variable, TERM. 


Only outputs the strings to be placed in the environment variables, 
without the shell commands printed for -s. 


To use this information to set up a terminal in csh, enter: 


set noglob 

set term=(‘tset -S'‘) 
setenv TERM Sterm[1] 
setenv TERMCAP Sterm[2] 
unset term 

unset noglob 


Prints the terminal type on the diagnostic output. 


Suppresses the printing of the “Erase set to” and “Kill set to” 
messages. 


Suppresses printing of the terminal initialization strings, for exam- 
ple, spawns tput reset instead of tput init. If the terminal is in scan- 
code mode, set -I will prevent the invocation of mapkey(M). 


-m{ident][test baudrate]):type 


Allows a user to specify how a given serial port is to be mapped to 
an actual terminal type. The option applies to any serial port in 
/etc/ttytype whose type is indeterminate (for example, dialup, plug- 
board, etc.). The type specifies the terminal type to be used, and 
ident identifies the name of the indeterminate type to be matched. If 
no ident is given, all indeterminate types are matched. The test bau- 
drate defines a test to be performed on the serial port before the type 
is assigned. The baudrate must be as defined in stty(C). 


The test may be any combination of: >, =, <, @, and !. If the type 
begins with a question mark, the user is asked if they really want 
that type. A null response means to use that type; otherwise, 
another type can be entered which will be used instead. The ques- 
tion mark must be escaped to prevent filename expansion by the 
shell. If more than one -m option is given, the first correct mapping 
prevails. 
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tset(C) 


Files 


See also 


Set the terminal type to gt42: 
tset gt42 

Use the -m option to map the “dialup” terminal type: 
tset -mdialup\>300:adm3a -mdialup:dw2 -Qr -e# 


If the entry in /etc/ttytype corresponding to the login port is “dialup”, and the 
port speed is greater than 300 baud, set the termianl type to adm3a. If the 
/etc/ttytype entry is “dialup” and the port speed is less than or equal to 300 
baud, set the terminal type to dw2. Set the erase character to “#”, and display 
the terminal type (but not the erase or kill characters) on standard error. 


tset -m dial:ti733 -m plug:\?hp2621 -m unknown:\? -e -k“U 
If the /etc/ttytype entry begins with “dial”, the terminal type becomes ti733. If 
the entry begins with “plug”, tset prompts with: 

TERM = (hp2621) 


You would then press (Return) to accept hp2621 or type in an alternate termi- 
nal type and (Return). If the entry is “unknown”, tset prompts with: 


TERM = (unknown) 


In any case, erase is set to the terminal’s backspace character, kill is set to 
CTRL-U, and the terminal type is displayed on standard error. 


/etc/ttytype port name to terminal type map database 
/usr/lib/terminfo/* terminal capability database 


csh(C), ksh(C), sh(C), stty(C), terminfo(F), termio(M), tput(C), tty(M) 


Standards conformance 


tset is not part of any currently supported standard; it was developed at the 
University of California at Berkeley and is used with permission. 
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tty 


get the terminal's name 


Syntax 


tty [-1]}[-s] 


Description 


The tty command prints the pathname of the user’s terminal on the standard 
output. The -s option inhibits printing of the terminal name, allowing you to 
test just the exit code. 


The -l option tests whether the terminal line is an active synchronous line. An 


additional message is printed to indicate the status of the line (see 
“Diagnostics”). 


Exit values 


0 if the standard input is a terminal, 1 otherwise. 


Diagnostics 
not a tty 
the standard input is not a terminal (-s not specified) 


not on an active synchronous line 
the standard input is not an active synchronous line (-1 specified) 


synchronous linen 
the standard input is active synchronous line number n (-I specified) 


Standards conformance 


tty is conformant with: 


AT&T SVID Issue 2; 
X/Open Portability Guide, Issue 3, 1989. 
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umask 


get or set file-creation mode mask 


Syntax 


umask [mask] 


Description 


The user file-creation mode mask is set to mask. The mask affects the file per- 
mission bits of files which are subsequently created. mask is either an octal 
integer or a string, treated the same as the mode operand by chmod(C). 


If mask is an octal integer, only the low-order 9 bits are used. The value of 
each specified digit is “subtracted” from the corresponding “digit” in the new 
files’ permissions (see umask(S) or creat(S) for details). Every octal digit can 
be represented by three bits; an octal integer used by umask consists of three 
digits (or nine bits). Each bit corresponds to a permission which may be 
applied to a file when it is created, and each octal digit corresponds to one of 
the “owner”, “group” and “other” permission groups. Thus, the octal digit for 
“owner” permissions can contain any combination of three bits, which are 
used to set “read”, “write” and “execute” permissions. 


The value of each specified digit is subtracted from the corresponding digit 
specified by the system for the creation of any file (see umask(S) or creat(S) ). 
If a given mode bit in mask has the value “1”, then that permission will be 
removed from the file; if the mode bit has the value “0”, it has no effect. 


For example, umask 022 removes group and others write permission (files 
normally created with mode 777 become mode 755 ; files created with mode 
666 become mode 644). 


If mask is a symbolic mode string the new value of the file mode creation 
mask is the logical complement of the file specified permission bits. 


If mask is omitted, the current value of the mask is printed. 


umask is built into csh and sh. 


Examples 


umask 037 


The command sets the mode mask so that created files will have all the per- 
mission bits for “other” clear, and the write, execute bits set for “group”. Other 
permission bits are not affected. 
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See also 


chmod(C), chmod(S), creat(S), csh(C), sh(C), umask(S) 


Standards conformance 


umask is conformant with: 


AT&T SVID Issue 2; 
X/Open Portability Guide, Issue 3, 1989. 
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uname(C) 


print the name of the current system 


Syntax 
uname [ -aAmnrsvX |] 
uname [ -S system name | 
Description 


The uname command prints the current system name of the UNIX system on 
the standard output file. It is mainly useful to determine which system you 
are using. The options cause selected information returned by uname(S) to be 


printed: 

-a_ Print all the information corresponding to the options -s, -n, -r, -v, and -m. 

-A_ Print the license field (activation state) information. 

-m_ Print the machine hardware name. 

-n_ Print nodename. The nodename is the name by which the system is 
known to a communications network. 

-r_ Print the operating system release. 

-s Print system name (default). 


-S system name 


-V 


-X 
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On your computer, the system name and the nodename may be changed 
by specifying a system name argument to the -S option. (The system 
name and the nodename will both be changed to the name you specify.) 
The system name argument is restricted to 8 characters. Only the super 
user is allowed to do this. 


Print the operating system version. (This is the AT&T sub-version number 
of System V Release 3.2, and always displays “2” under SCO UNIX System 
V. To determine the SCO version number, examine the line beginning 
“Release =” in the output from uname using the -X option.) 


Print information about system name, node name, operating system 
release number, kernel ID, processor type, bus type, serial number, num- 
ber of users license (2-user, 8-user or unlimited), OEM number, origin 
number, and number of CPUs. 
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See also 


uname(S) 


Standards conformance 
uname is conformant with: 


AT&T SVID Issue 2; 
X/Open Portability Guide, Issue 3, 1989. 
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unig(C) 


report repeated lines in a file 


Syntax 


unig [ -ude [+n] [-n ]] [ input [ output | | 


Description 


See also 


The uniq command reads the input file and compares adjacent lines. In the 
normal case, the second and succeeding copies of repeated lines are removed 
and the lines are compared according to the collating sequence defined by the 
current locale (see locale(M)); the remainder is written to the output file. 
input and output should always be different. 


Note that repeated lines must be adjacent in order to be found; see sort(C). If 
the -u flag is used, just the lines that are not repeated in the original file are 
output. The -d option specifies that one copy of just the repeated lines is to be 
written. The normal mode output is the union of the -u and -d mode outputs. 


The -c option supersedes -u and -d and generates an output report in default 
style but with each line preceded by a count of the number of times it 
occurred. 


The n arguments specify skipping an initial portion of each line in the com- 
parison: 


-n_ The first n fields together with any blanks before each are ignored. A 
field is defined as a string of nonspace, nontab characters separated by 
tabs and spaces from its neighbors. 


+n The first n characters are ignored. Fields are skipped before characters. 


comm(C), sort(C) 


Standards conformance 


unigq is conformant with: 


AT&T SVID Issue 2; 
X/Open Portability Guide, Issue 3, 1989. 
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units 


convert units 


Syntax 


units 
Description 


The units command converts quantities expressed in various standard scales 
to their equivalents in other scales. It works interactively in this fashion: 
You have: inch 
You want: cm 
* 2.540000e+00 
/ 3.937008e-01 


A quantity is specified as a multiplicative combination of units optionally pre- 
ceded by a numeric multiplier. Powers are indicated by suffixed positive 
integers, division is shown by the usual sign: 


You have: 15 lbs force/in2 
You want: atm 

* 1.020689e+00 

/ 9.797299e-01 


units only does multiplicative scale changes; thus it can convert Kelvin to 
Rankine, but not Centigrade to Fahrenheit. Most familiar units, abbreviations, 
and metric prefixes are recognized, as well as the following: 


pi ratio of circumference to diameter 
c speed of light 

e charge on an electron 

g acceleration of gravity 


force sameasg 

mole § Avogadro's number 

water _ pressure head per unit height of water 
au astronomical unit 


Pound is not recognized as a unit of mass; Ib is. Compound names are run 
together, (for example, lightyear). British units that differ from their US coun- 
terparts are prefixed with “br”. For a complete list of units, enter: 


cat /usr/lib/unittab 


Files 


I 


/usrflib/unittab 
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uptime 


display information about system activity 


Syntax 
uptime 

Description 
The uptime command prints the current time of day, the length of time the 
system has been up, the number of users logged onto the system, and load 
averages. Load averages are the number of processes in the run queue aver- 
aged over 1,5, and 15 minutes. All of this information is also contained in the 
first line of the w(C) command. 

See also 


w(C) 
Standards conformance 


uptime is not part of any currently supported standard; it is an extension of 
AT&T System V provided by The Santa Cruz Operation, Inc. 
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usemouse 


map mouse input to keystrokes 


Syntax 
usemouse [ -f conffile | -t type | [ -h horiz_sens ] [ -v vert_sens ] [ -c cmd ] 
[ -b ] parameters 

Description 


The usemouse command merges data from a mouse into the input stream of a 
tty. The mouse data is translated to arrow keys or any other arbitrary ASCII 
strings. Mouse movements up, down, left, right, up-left, up-right, down-left, 
and down-right, as well as individual up and down button transitions, are 
programmable. This permits the mouse to be used with programs that are not 
designed to accept mouse input. 


usemouse with no arguments sets the mouse for use with the default map 
/etc/default/usemouse. A new shell is invoked. To terminate usemouse, exit the 
shell with (Ctrl)d. 


Alternate map files can be found in the directory /usr/lib/mouse. Users can cre- 
ate their own map files based on the default file. Quoted strings may be used 
in a map file, as well as the octal sequences found in the ascii(M) manual 
page. Map files can be located anywhere on the system and accessed with the 
-f option (see below). 


The default map file has the following values: 


Mouse Keystroke 

Left Button vi top of file (1G) command 
Middle Button vi delete character (x) command 
Right Button vi bottom of file (G) command 
Up Up Arrow Key 

Down Down Arrow Key 

Left Left Arrow Key 

Right Right Arrow Key 

Up and Left not defined 

Up and Right not defined 

Down and Left not defined 

Down and Right not defined 

Bells no 
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usemouse takes the following options: 


-f conffile 


-t typ 


Select an alternate configuration file, conffile. conffile should use the for- 
mat of /etc/default/usemouse. 


e 

Select a predefined configuration file. type can be any file in /usr/lib/mouse, 
such as vi, rogue, or sysadmsh. These files are identical in format to 
/etc/default/usemouse. 


The vi-specific map maps the traditional h-j-k-] direction keys to the 
mouse movements. The terminal bell is automatically silenced by the vi 
map entry bells=no. This is done to prevent the bell being activated con- 
tinuously when the user generates a spurious command with the mouse. 


-h horiz_sens 


Defines the horizontal sensitivity. Horizontal mouse movements smaller 
than this threshold are ignored. Mouse movements that are multiples of 
this value generate multiple strings. The sensitivity defaults to 5 units. 
The minimum value is 1 unit, and the maximum is 100 units. The lower 
the value, the more sensitive your mouse is to motion. Note that setting a 
high value may cause your mouse to behave as though it is not func- 
tioning, due to the large motion required to generate a signal. 


-v vert_sens 


Defines the vertical sensitivity. Vertical mouse movements smaller than 
this threshold are ignored. Mouse movements that are multiples of this 
value generate multiple strings. The sensitivity defaults to 5 units. The 
minimum value is 1 unit, and the maximum is 100 units. The lower the 
value, the more sensitive your mouse is to motion. Note that setting a 
high value may cause your mouse to behave as though it is not func- 
tioning, due to the large motion required to generate a signal. 


-c cmd 


-b 
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Run cmd with usemouse. cmd defaults to the shell specified in the SHELL 
environment variable. If SHELL is unspecified, /bin/sh is used. Note that 
the command given with this flag can contain blank spaces if the entire 
command is placed within double quotes. For example: 


usemouse -c "vi /etc/termcap" 
is valid. When cmd terminates, usemouse terminates as well. 


Suppresses bell (“G) for the duration of mouse usage. Useful with vi(C). 
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Examples 


Files 


parameters 


These are name=value pairs indicating what ASCII string to insert into the 
tty input stream, when the given event is received. Valid parameters 


include: 


rbu=string 
rbd=string 
mbu=string 
mbd=string 
Ibu=string 
Ibd=string 
rt=string 
It=string 
up=string 
dn=string 
ul=string 
ur=string 
dr=string 
di=string 
hsens=num 
vsens=num 
bells=yes/no 


String to generate on right button up 
String to generate on right button down 
String to generate on middle button up 
String to generate on middle button down 
String to generate on left button up 
String to generate on left button down 
String to generate on mouse right 
String to generate on mouse left 

String to generate on mouse up 

String to generate on mouse down 
String to generate on mouse up-left 
String to generate on mouse up-right 
String to generate on mouse down-right 
String to generate on mouse down-left 
Sensitivity to horizontal motion 
Sensitivity to vertical motion 

Whether to remove *G characters 


Parameters may be specified in any order. They may contain octal escapes. 


They should be 


quoted with single or double quotes if they contain blank 


spaces. Any parameter may be omitted; its value is then taken from the 
configuration file. 


To set up the mouse for use with vi, type: usemouse -t vi. This will not start 


vi. 


To start up the mouse for use with vi, and start vi, type: usemouse -t vi -c Vi. 


This invokes the vi 
mouse disengages. 


map along with the command; when you quit out of vi the 


To start up vi using the default mouse map, but redefining the middle button 
(mbd) to be insert in vi, type: usemouse -c vi mbd=i. To start the mouse in vi 
using the customized map mine, type: usemouse -f mine -c vi 
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/dev/mouse 


directory for mouse-related special device files 


/etc/default/usemouse default map file for mouse-generated characters 


/usr/lib/event/devices 
/usr/lib/event/ttys 
/usrfib/jnouse/* 


file containing device information for mice 
file listing ttys eligible to use mice 
alternate map files for mice 
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See also 


ascii(M), mouse(HW), vi(C) 


Standards conformance 


usemouse is not part of any currently supported standard; it is an extension 
of AT&T System V provided by The Santa Cruz Operation, Inc. 
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uucp, uulog, uuname 


UNIX-to-UNIX system copy 


Syntax 


uucp [ -c | -C][-d | -f | { -ggrade ][-j ][-m][-nuser][-r] [-sfile ] 
[ -xdebug_level | source-files destination-file 


uulog [ -ssystem ] [ -x ] 
uulog -fsystem [ -number | [ -x } 


uuname [ -1 ] [ -c ] 


Description 


552 


The uucp command copies files named by the source-file arguments to the 
destination-file argument. A filename may be a pathname on your machine, 
or may have the form: 


system-name!pathname 


where system-name is taken from a list of system names that uucp knows 
about. The system-name may also be a list of names such as 


system-name'system-name! ...!system-name!pathname 


in which case an attempt is made to send the file via the specified route, to the 
destination. See “Notes” below for restrictions. Care should be taken to 
ensure that intermediate nodes in the route are willing to forward 
information. 


The shell metacharacters “?”,“*” and [... ] appearing in pathname will be 
expanded on the appropriate system. 


Pathnames may be one of: 
e A full pathname. 


e A pathname preceded by “user where user is a login name on the specified 
system and is replaced by that user’s login directory. 


e A pathname preceded by “/destination where destination is appended to 
/usr/spool/uucppublic; this destination will be treated as a filename unless 
more than one file is being transferred by this request or the destination 1s 
already a directory. To ensure that destination is a directory, follow the 
destination with a” /” For example, “/dan/as the destination will make the 
directory /usr/spool/uucppublic/dan if it does not exist and put the requested 
file(s) in that directory. 
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e Anything else, which gets prefixed by the current directory. 


If the result is an erroneous pathname for the remote system, the copy will 
fail. If the destination-file is a directory, the last part of the source-file name 
is used. 


If a simple “user destination is inaccessible to uucp, data is copied to a spool 
directory and the user is notified by mail(C). 


uucp preserves execute permissions across the transmission and gives 0666 
read and write permissions (see chmod(C)). 


The following options are interpreted by uucp: 


-c Donot copy local file to the spool directory for transfer to the remote ma- 
chine (default). 


-C Force the copy of local files to the spool directory for transfer. 
-d Make all necessary directories for the file copy (default). 


-f Donot make intermediate directories for the file copy. 


-ggrade 
grade is a single letter/number; lower ASCII sequence characters will 
cause the job to be transmitted earlier during a particular conversation. 


-j Print the job identification ASCII string on standard output. This job 
identification can be used by uustat to obtain the status or terminate a 
job. 


-m Send mail to the requester when the copy is completed. 


The -m option will only work when sending files or receiving a single file. 
Receiving multiple files specified by special shell characters “?”,“*”,[... 
] will not activate the -m option. 


-nuser 
Notify user on the remote system that a file was sent. 


-r_ Donot start the file transfer, just queue the job. 


-sfile 
Report status of the transfer to file. Note that the file must be a full path- 
name. 


-xdebug_level 
Produce debugging output on standard output. The debug level is a 
number between 0 and 9; higher numbers give more detailed 
information. 
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uulog queries a log file of uucp or uuxqt(ADM) transactions in a file 
/usr/spool/uucp/.Log/uucico/system, or /usr/spool/uucp/.Log/uuxgt/system. 


The options cause uulog to print logging information: 


-ssystem 
Print information about file transfer work involving system system. 


-fsystem 


Does a tail -f of the file transfer log for system. (You must press DELETE 
or BREAK to exit this function.) 


Other options used in conjunction with the above: 


-x Look in the uuxgt log file for the given system, instead of the uucico log 
file (default). 


-number 
Indicates that a tail command of number lines should be executed. 


uuname lists the names of systems known to uucp. The -c option returns the 
names of systems known to cu. (The two lists are the same, unless your ma- 
chine is using different Systems files for cu and uucp. See sysfiles(F).) The -l 
option returns the local system name. 


Limitations 
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The domain of remotely accessible files can (and for obvious security reasons, 
usually should) be severely restricted. You may be unable to fetch files by 
pathname; ask a responsible person on the remote system to send them to 
you. For the same reasons, you may not be able to send files to arbitrary path- 
names. As distributed, the remotely accessible files are those whose names 
begin /usr/spool/uucppublic (equivalent to 7/). 


All files received by uucp will be owned by uucp. 


Protected files and files that are in protected directories that are owned by the 
requester can be sent by uucp. However, if the requester is root, and the direc- 
tory is not searchable by “other” or the file is not readable by “other”, the 
request will fail. 


The forwarding of files through other systems may not be compatible with 


older (non-HDB) versions of uucp. If forwarding is used, all systems in the 
route must have the same version of uucp. 
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Files 
/usrf/spool/uucp spool directories 
/usr/spool/uucppublic/* public directory for receiving and sending 
/usr/libfuucp/* other data and program files 

See also 


chmod(S), mail(C), sysfiles(F), uustat(C), uux(C), uuxqt(ADM) 


Standards conformance 
uucp, uulog, and uuname are conformant with: 


AT&T SVID Issue 2; 
X/Open Portability Guide, Issue 3, 1989. 


1 February 1993 555 


uuencode(C) 


uuencode, uudecode 


encode/decode a binary file for transmission via mail 


Syntax 
uuencode [ source_filename | remote_filename 
uudecode [ -s ] [ file ] 

Description 
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The uuencode and uudecode commands are used to convert a binary file 
to/from ASCII characters for transfer via uwucp(C) or other electronic mail 
delivery systems. This combination can be used over indirect mail links or 
other non-binary transmission media. 


source_filename is the name of the file which is to be uuencoded. uuencode 
reads from the standard input as the default if this filename is not given. 


remote_filename is the name the file will be given at the remote site after it 
has been uudecoded. You must always supply this argument. It is generally a 
good idea to give the file to be uuencoded a different name on a remote site to 
prevent the accidental overwriting of existing files. You may also find it 
preferable to use a relative pathname rather than an absolute one. 


The uuencoded form of the binary file is written to the standard output. This 
output may be redirected to a file for later transmission, or it may be piped 
directly into the mail command (see “Examples” below). 


The remote filename together with the mode (as an octal number) of the 
source file are encoded into the output as a one line header with the format: 


begin mode remote_filename 
The uuencoded file ends with a one line footer which has the format: 
end 


The uuencoded file is an ordinary text file and can be edited by any text editor 
to change the mode or remote_filename in the header line. 


uudecode reads a uuencoded file (or standard input as default), and recreates 
the original binary file, giving it the mode and name remote_filename speci- 
fied in the header line. If the -s argument is specified, the decoded file is writ- 
ten to standard output rather than to the filename (remote_filename) specified 
in the header line. 
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Examples 


uuencode can send an encoded file to a user on another system by piping it 
through the mail(C) command: 


uuencode source_fname remote_fname | mail system!user. 


The recipient of the file only needs to run uudecode to recover the binary 
(uudecode discards any extra lines at the beginning or end of the file). 


The following example encodes the binary file usr/bin/prog as the ASCII file 
uuencoded. This is to be restored at the remote site as the binary file their_prog: 


uuencode /bin/prog their_prog > uuencoded 


The binary file, their_prog, is recovered from uuencoded at the remote site using 
uudecode: 


uudecode uuencoded 


If you wished to give the decoded binary a different filename and path, you 
could edit the header line of the file uuencoded, or you could redirect the out- 
put of uudecode: 


uudecode -s uuencoded > /usr/local/bin/our_prog 


You would also use the -s option to redirect output if you do not have write 
permission on the encoded destination directory. 


To counteract the expansion produced by uuencode, use compress(C) to 
compress the binary before using uuencode, and uncompress(C) after 
uudecode to recover the file: 


sum prog 
compress prog 
uuencode prog.Z their_prog.Z > LS 


uudecode LS 
uncompress their_prog.Z 
sum their_prog 


sum(C) is used here to check that the source and remote binaries are the same. 
If the checksums are different, it is likely that the binary has been corrupted. 
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Limitations 


The file is expanded by 35% (3 bytes become 4 plus control information) caus- 
ing it to take longer to transmit. 


The user on the remote system who is invoking uudecode (often uucp) must 
have write permission on the destination directory specified in the header line 
of the encoded file. Also, the path to the destination directory for the decoded 


file must exist. (The -s option to uudecode may be used to circumvent these 
restrictions.) 


See also 


mail(C), compress(C), sum(C), uucp(C), uux(C) 
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uustat 


uucp status inquiry and job control 


Syntax 


uustat [ -a ] 
uustat [ -m ] 
uustat [ -p ] 
uustat [ -q ] 
uustat [ -kjobid | 
uustat [ -rjobid | 


uustat [ -ssystem ] [ -uuser | 


Description 


The uustat command will display the status of, or cancel, previously specified 
uucp commands, or provide general status on UUCP connections to other sys- 
tems. Only one of the following options can be specified with uustat per com- 
mand execution: 


-a Output all jobs in queue. 
-m_ Report the status of accessibility of all machines. 
-p Execute a “ps -flp” for all the process-ids that are in the lock files. 


-q List the jobs queued for each machine. If a status file exists for the ma- 
chine, its date, time and status information are reported. In addition, if a 
number appears in ( ) next to the number of C or X files, it is the age in 
days of the oldest C./X. file for that system. The Retry field represents 
the number of hours until the next possible call. The Count is the number 
of failure attempts. 


Note that for systems with a moderate number of outstanding jobs, this could 
take 30 seconds or more of real-time to execute. As an example of the output 
produced by the -q option: 


eagle 3¢ 04/07-11:07 NO DEVICES AVAILABLE 
mh3bs3 aC 07/07-10:42 SUCCESSFUL 


1 February 1993 559 


uustat(C) 


560 


The above output tells how many command files are waiting for each system. 
Each command file may have zero or more files to be sent (zero means to call 
the system and see if work is to be done). The date and time refer to the previ- 
Ous interaction with the system followed by the status of the interaction. 


-kjobid 
Kill the uucp request whose job identification is jobid. The killed uucp 
request must belong to the person issuing the uustat command unless 
one is the super user. 


-rjobid 
Rejuvenate jobid. The files associated with jobid are touched so that their 
modification time is set to the current time. This prevents the cleanup 


daemon from deleting the job until the jobs’ modification time reaches 
the limit imposed by the daemon. 


Either or both of the following options can be specified with uustat: 


-ssystem 
Report the status of all uucp requests for remote system system. 


-uuser 
Report the status of all uucp requests issued by user. 


Output for both the -s and -u options has the following format: 


eaglen0000 4/07-11:01:03 (POLL) 

eagleN1lbd7 4/07-11:07 S eagle dan 522 /usr/dan/A 

eagleCibd8 4/07-11:07 S eagle dan 59 D.3b2al2ce4924 
4/07-11:07 S eagle dan rmail mike 


With the above two options, the first field is the jobid of the job. This is fol- 
lowed by the date/time. The next field is either an ’S’ or ’R’ depending on 
whether the job is to send or request a file. This is followed by the user-id of 
the user who queued the job. The next field contains the size of the file, or in 
the case of a remote execution (rmail - the command used for remote mail), 
the name of the command. When the size appears in this field, the file name 
is also given. This can either be the name given by the user or an internal 
name (for example, D.3b2alce4924) that is created for data files associated with 
remote executions (rmail in this example). 


When no options are given, uustat outputs the status of all uucp requests 
issued by the current user. 
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Files 


/usr/spool/uucp/* spool directories 
See also 
uucp(C) 


Standards conformance 


uustat is conformant with: 


AT&T SVID Issue 2; 
X/Open Portability Guide, Issue 3, 1989. 
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uuto, uupick 


public UNIX-to-UNIX system file copy 


Syntax 
uuto [ -mp |] source-files destination 
uupick [ -s system | 

Description 


uuto sends source-files to destination. uuto uses the uucp(C) facility to send 
files, while it allows the local system to control the file access. A source-file 
name is a pathname on your machine. destination has the form: system!user 


where system is taken from a list of system names that UUCP knows about 
(see “uuname’”). user is the login name of someone on the specified system. 


Options are: 
-m Send mail to the sender when the copy is complete. 
-p Copy the source file into the spool directory before transmission. 


The files (or sub-trees if directories are specified) are sent to 
/usr/spool/uucppublic. Specifically, the files are sent to: 


/usr/spool/uucppublic/receive/user/mysysteml/files. 
The destined recipient is notified by mail(C) of the arrival of files. 
uupick accepts or rejects the files transmitted to the user. Specifically, uupick 
searches /usr/spool/uucppublic for files destined for the user. For each entry (file 
or directory) found, the following message is printed on the standard output: 


from system : [ file filename | ( dirdirname | ? 


uupick then reads a line from the standard input to determine the disposition 
of the file: 


<newline> Go on to next entry. 


d Delete the entry. 


562 1 February 1993 


uuto(C) 


m [ dir ] Move the entry to named directory dir. If dir is not specified as a 
complete pathname (in which $HOME is legitimate), a destina- 
tion relative to the current directory is assumed. If no destination 
is given, the default is the current directory. 


a[ dir] Same as m except move all the files sent from system. 
p Print the content of the file. 
q Quit. 


EOT (Ctrl)d Same as q. 
{command Escape to the shell to do command. 
* Print a command summary. 


uupick invoked with the -ssystem option will only search /usr/spool/uucppublic 
for files sent from system. 


Limitations 
In order to send files that begin with a dot (for example, .profile) the files must 


by qualified with a dot. For example: .profile, .prof*, .profil? are correct; 
whereas *prof*, ?profile are incorrect. 


Files 
/usr/spool/uucppublic public directory 
See also 
mail(C), uuclean(ADM), uucp(C), uustat(C), uux(C) 


Standards conformance 
uupick and uuto are conformant with: 


AT&T SVID Issue 2; 
X/Open Portability Guide, Issue 3, 1989. 
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UUX 


UNIX-to-UNIX system command execution 


Syntax 


uux [ options | command_string 
Description 


uux will gather zero or more files from various systems, execute a command 
on a specified system and then send standard output to a file on a specified 
system. 


NOTE: For security reasons, most installations limit the list of commands exe- 
cutable on behalf of an incoming request from uux, permitting only the 
receipt of mail (see mail(C)). (Remote execution permissions are defined in 
/usr/lib/uucp/Permissions.) 


The command-string is made up of one or more arguments that look like a 
shell command line, except that the command and file names may be prefixed 
by system-name. A null system-name is interpreted as the local system. 


File names may be one of 
e a full path name; 


e a path name preceded by “xxx where xxx is a login name on the specified 
system and is replaced by that user's login directory; 


e anything else is prefixed by the current directory. 


As an example, the command 
uux "!diff usg!/usr/dan/file1 pwba!/a4/dan/file2 > !/dan/file.diff" 
will get the filel and file2 files from the usg and pwba machines, execute a 


diff(C) command and put the results in file.diff in the local PUBDIR/dan/ 
directory. 


Any special shell characters such as < >; and | should be quoted either by 
quoting the entire command-string, or quoting the special characters as indi- 
vidual arguments. 


uux will attempt to get all files to the execution system. For files that are out- 
put files, the filename must be escaped using parentheses. For example, the 
command 


uux a!cut -f1 b!/usr/file \ (c!/usr/file) 


gets /usr/file from system b and sends it to system a, performs a cut command 
on that file and sends the result of the cut command to system c. 
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uux will notify you if the requested command on the remote system was 
disallowed. This notification can be turned off by the -n option. The response 
comes by remote mail from the remote machine. 


The following options are interpreted by uux: 


The standard input to uux is made the standard input to the 
command-string. 


-aname Use name as the user identification replacing the initiator user-id. 


-b 


-C 


(Notification will be returned to the user.) 


Return whatever standard input was provided to the uux command 
if the exit status is non-zero. 


Do not copy local file to the spool directory for transfer to the remote 
machine (default). 


Force the copy of local files to the spool directory for transfer. 


-g grade grade is a single letter /number; lower ASCII sequence characters will 


=I 


-sfile 


cause the job to be transmitted earlier during a particular conversa- 
tion. 


Output the jobid ASCII string on the standard output which is the job 
identification. This job identification can be used by uustat to obtain 
the status or terminate a job. 


Do not notify the user if the command fails. 


“ew, 


Same as “ -”; the standard input to uux is made the standard input to 
the command-string. 


Do not start the file transfer, just queue the job. 


Report status of the transfer-in file. 


-xdebug_level 


1 February 1993 


Produce debugging output on the standard output. The debug_level 
is a number between 0 and 9; higher numbers give more detailed in- 
formation. 


Send success notification to the user. 
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Warning 
Only the first command of a shell pipeline may have a system-name. All 
other commands are executed on the system of the first command. The use of 
the shell metacharacter “ *” will probably not do what you want it to do. The 
shell tokens “ <<” and “>>” are not implemented. 
The execution of commands on remote systems takes place in an execution 
directory known to the uucp system. All files required for the execution will 
be put into this directory unless they already reside on that machine. There- 
fore, the simple file name (without path or machine reference) must be unique 
within the uux request. The following command will NOT work: 

uux "a!diff b!/usr/dan/xyz c!/usr/dan/xyz > !xyz.diff" 
but the command 
uux "aldiff a!/usr/dan/xyz c!/usr/dan/xyz > !xyz.diff" 

will work (if diff is a permitted command). 

Limitations 
Protected files and files that are in protected directories that are owned by the 
requester can be sent in commands using uux. However, if the requester is 
root, and the directory is not searchable by “other”, the request will fail. 

Files 
/usr/spool/uucp/* spool directories 
/usrflib/uucp/Permissions remote execution permissions 
/usr/lib/uucp/* other data and programs 

See also 


mail(C), uucp(C), uustat(C) 


Standards conformance 
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uux is conformant with: 


AT&T SVID Issue 2; 
X/Open Portability Guide, Issue 3, 1989. 
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vi, view, vedit 


invoke a screen-oriented display editor 


Syntax 
vi [ -option...] [command ...][ filename... | 
view [ -option ...][ command ...]| filename ... | 
vedit [ -option...][ command ...]{ filename ... | 
Description 


The vi command cffers a powerful set of text editing operations based on a 
set of mnemonic commands. Most commands are single keystrokes that per- 
form simple editing functions. vi displays a full screen “window’ into the file 
you are editing. The contents of this window can be changed quickly and 
easily within vi. While editing, visual feedback is provided (the name vi itself 
is short for “visual”). 


The view command is the same as vi except that the read-only option (-R) is 
set automatically. The file cannot be changed with view. 


The vedit command is the same as vi except for differences in the option set- 
tings. vedit uses novice mode, turns off the magic option, sets the option 
report=1 and turns on the options showmode and redraw. 


The showmode option informs the vedit user, in a message in the lower right 
hand corner of the screen, which mode is being used. For instance after the 
(Esc)i command is used, the message reads INSERT MODE. 


Note that you can not set the novice option from within vi or ex. If you want 
to use the novice option you must use the vedit utility. (It is possible to set 
the nonovice option from within vedit.) 


vi and the line editor ex are one and the same editor: the names vi and ex 
identify a particular user interface rather than any underlying functional 
difference. The differences in user interface, however, are quite striking. ex is 
a powerful line-oriented editor, similar to the editor ed. However, in both ex 
and ed, visual updating of the terminal screen is limited, and commands are 
entered on a command line. vi, on the other hand, is a screen-oriented editor 
designed so that what you see on the screen corresponds exactly and immedi- 
ately to the contents of the file you are editing. In the following discussion, vi 
commands and options are printed in boldface type. 
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Options available on the vi command line include: 


-x Encryption option; when used, the file will be encrypted as it is 
being written and will require an encryption key to be read. vi 
makes an educated guess to determine if a file is encrypted or 
not. See crypt(C). Also, see the “Limitations” section at the end 
of this manual page. 

-C Encryption option; the same as -x except that vi assumes files 
are encrypted. 

-ccommand Begin editing by executing the specified editor command (usu- 
ally a search or positioning command). 

-t tag Equivalent to an initial tag command; edits the file containing 
tag and positions the editor at its definition. 

-t file Used in recovering after an editor or system crash, retrieves the 
last saved version of the named file. 

-] Specific to editing LISP, this option sets the showmatch and 
lisp options. 

-L List the names of all files saved as a result of an editor or sys- 
tem crash. Files may be recovered with the -r option. 

-wn Sets the default window size to n. Useful on dialups to start in 
small windows. 

-R Sets a read-only option so that files can be viewed but not 
edited. 

The editing buffer 


vi performs no editing operations on the file that you name during invocation. 
Instead, it works on a copy of the file in an “editing buffer”. 


When you invoke vi with a single filename argument, the named file is copied 
to a temporary editing buffer. The editor remembers the name of the file 
specified at invocation, so that it can later copy the editing buffer back to the 
named file. The contents of the named file are not affected until the changes 
are copied back to the original file. 
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Modes of operation 


Within vi there are three distinct modes of operation: 


Command Mode 


Insert Mode 


Within command mode, signals from the keyboard are inter- 
preted as editing commands. 


Insert mode can be entered by typing any of the vi insert, 
append, open, substitute, change, or replace commands. Once 
in insert mode, letters typed at the keyboard are inserted into 
the editing buffer. 


ex Escape Mode 


The vi and ex editors are one and the same editor differing 
mainly in their user interface. In vi, commands are usually sin- 
gle keystrokes. In ex, commands are lines of text terminated by 
a RETURN. vi has a special “escape” command that gives 
access to many of these line-oriented ex commands. To use the 
ex escape mode, type a colon (:). The colon is echoed on the 
status line as a prompt for the ex command. An executing 
command can be aborted by pressing INTERRUPT. Most file 
manipulation commands are executed in ex escape mode (for 
example, the commands to read in a file and to write out the 
editing buffer to a file). 


Special keys 
There are several special keys in vi. The following keys are used to edit, de- 
limit, or abort commands and command lines. 


(Esc) 


(Return) 


INTERRUPT 
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Used to return to vi command mode or to cancel partially 
formed commands. 


Terminates ex commands when in ex escape mode. Also used 
to start a newline when in insert mode. 


Often the same as the (Del) or RUBOUT key on many terminals. 
Generates an interrupt, telling the editor to stop what it is 
doing. Used to abort any command that is executing. 


Used to specify a string to be searched for. The slash appears 
on the status line as a prompt for a search string. The question 
mark (?) works exactly like the slash key, except that it is used 
to search backward in a file instead of forward. 


The colon is a prompt for an ex command. You can then type 


in any ex command, followed by an (Esc) or (Return), and the 
given ex command is executed. 
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The following characters are special in insert mode: 


(Bksp) 


(Ctrl)U 


(Ctrl)V 


(Ctrl)W 


(Ctrl)T 


(Ctrl)@ 


Backs up the cursor one character on the current line. The last 
character typed before the (Bksp) is removed from the input 
buffer, but remains displayed on the screen. 


Moves the cursor back to the first character of the insertion and 
restarts insertion. 


Removes the special significance of the next typed character. 
Use (Ctrl)V to insert control characters. Linefeed and (Ctrl)J 
cannot be inserted in the text except as newline characters. 
Both (Ctrl)Q and (Ctrl)S are trapped by the operating system 
before they are interpreted by vi, so they too cannot be inserted 
as text. 


Moves the cursor back to the first character of the last inserted 
word. 


During an insertion, with the autoindent option set and at the 
beginning of the current line, entering this character will insert 
shiftwidth whitespace. 


If entered as the first character of an insertion, it is replaced 
with the last text inserted, and the insertion terminates. Only 
128 characters are saved from the last insertion. If more than 
128 characters were inserted, then this command inserts no 
characters. A(Ctrl)@ cannot be part of a file, even if quoted. 


Starting and exiting vi 


To enter vi, enter: 


vi 


vi file 


Edits empty editing buffer 


Edits named file 


vi +123 file | Goes to line 123 
vi+45 file Goes to line 45 
vi +/word file Finds first occurrence of “word” 


vi +/tty file Finds first occurrence of “tty” 
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There are several ways to exit the editor: 


:wq This command writes the editing buffer to the file you are editing, quits 
the editor, and returns to the UNIX shell. 


ZZ _ The editing buffer is written to the file only if any changes were made. 
:x The editing buffer is written to the file only if any changes were made. 


:q! Cancels an editing session. The exclamation mark (!) tells vi to quit 
unconditionally. In this case, the editing buffer is not written out. 


v1 commands 


vi is a visual editor with a window on the file. What you see on the screen is 
vi’s notion of what the file contains. Commands do not cause any change to 
the screen until the complete command is entered. Most commands may take 
a preceding count that specifies repetition of the command. This count 
parameter is not given in the following command descriptions, but is implied 
unless overridden by some other prefix argument. When vi gets an improp- 
erly formatted command, it rings a bell. 


Cursor movement 


The cursor movement keys allow you to move your cursor around in a file. 
Note in particular the direction keys (if available on your terminal), the h, j, k, 
], and cursor keys, and (Space), (Bksp), (Ctrl)N, and (Ctrl)P. These three sets of 
keys perform identical functions. 


Forward Space 
Syntax: I 
(Space) 
right direction key 
Function: Moves the cursor forward one character. If a count is given, 


move forward count characters. You cannot move past the end 
of the line. 
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Backspace 


Syntax: 


Function: 


Next Line 


Syntax: 


Function: 


Syntax: 


Function: 


Previous Line 


Syntax: 


Function: 


Syntax: 


Function: 


h 
(Bksp) 
left direction key 


Moves cursor backward one character. If a count is given, 
moves backward count characters. Note that you cannot move 
past the beginning of the current line. 


+ 
(Return) 


Moves the cursor down to the beginning of the next line. 


J 

(Ctrl)N 

(LF) 

down direction key 


Moves the cursor down one line, remaining in the same 
column. Note the difference between these commands and the 
preceding set of next line commands which move to the begin- 
ning of the next line. 


k 
(Ctrl)P 
up direction key 


Moves the cursor up one line, remaining in the same column. 
If a count is given, the cursor is moved count lines. 


Moves the cursor up to the beginning of the previous line. If a 
count is given, the cursor is moved up count lines. 


Beginning of Line 


Syntax: 


Function: 


aA 


0 


Moves the cursor to the beginning of the current line. Note 
that 0 always moves the cursor to the first character of the 
current line. The caret (“) works somewhat differently: it moves 
to the first character on a line that is not a tab or a space. This 
is useful when editing files that have a great deal of indenta- 
tion, such as program texts. 
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End of Line 
Syntax: 


Function: 


Goto Line 
Syntax: 


Function: 


Column 
Syntax: 


Function: 


Word Forward 


Syntax: 


Function: 


Back Word 


Syntax: 


Function: 
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$ 


Moves the cursor to the end of the current line. Note that the 
cursor resides on top of the last character on the line. If a count 
is given, the cursor is moved forward count-1 lines to the end 
of the line. 


[linenumber|G 


Moves the cursor to the beginning of the line specified by 
linenumber. If no linenumber is given, the cursor moves to the 
beginning of the Jast line in the file. To find the line number of 
the current line, use (Ctrl)G. 


[column] | 


Moves the cursor to the column in the current line given by 
column. If no column is given, the cursor is moved to the first 
column in the current line. 


w 
WwW 


Moves the cursor forward to the beginning of the next word. 
The lowercase w command searches for a word defined as a 
string of alphanumeric characters separated by punctuation or 
whitespace (that is, tab, newline, or space characters). The 
uppercase W command searches for a word defined as a string 
of nonwhitespace characters. 


b 
B 


Moves the cursor backward to the beginning of a word. The 
lowercase b command searches backward for a word defined 
as a string of alphanumeric characters separated by punctua- 
tion or whitespace (that is, tab, newline, or space characters). 
The uppercase B command searches for a word defined as a 
string of non-whitespace characters. If the cursor is already 
within a word, it moves backward to the beginning of that 
word. 
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End 


Syntax: 


Function: 


Sentence 


Syntax: 


Function: 


Paragraph 
Syntax: 


Function: 


Section 


Syntax: 


Function: 


e 
E 


Moves the cursor to the end of a word. The lowercase e com- 
mand moves the cursor to the last character of a word, where a 
word is defined as a string of alphanumeric characters 
separated by punctuation or whitespace (that is, tab, newline, 
or space characters). The uppercase E moves the cursor to the 
last character of a word where a word is defined as a string of 
nonwhitespace characters. If the cursor is already within a 
word, it moves to the end of that word. 


( 
) 


Moves the cursor to the beginning (left parenthesis) or end of a 
sentence (right parenthesis). A sentence is defined as a 
sequence of characters ending with a dot (.), question mark (?), 
or exclamation mark (!) followed by either two spaces or a 
newline. A sentence begins on the first nonwhitespace charac- 
ter following a preceding sentence. Sentences are also delimit- 
ed by paragraph and section delimiters. See below. 


} 
{ 


Moves the cursor to the beginning “{” or end “}” of a para- 
graph. A paragraph is defined with the paragraphs option. By 
default, paragraphs are delimited by the nroff macros -IP, .LP, 
.P, QP, and .bp. Paragraphs also begin after empty lines. 


]] 
i 


Moves the cursor to the beginning “ [[” or end “ ]]” of a section. 
A section is defined with the sections option. By default, sec- 
tions are delimited by the nroff macros .NH and .SH. Sections 
also start at formfeeds ((Ctrl)L) and at lines beginning with a 
brace ({). 
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Match Delimiter 
Syntax: % 


Function: Moves the cursor to a matching delimiter, where a delimiter is 
a parenthesis, a bracket, or a brace. This is useful when match- 
ing pairs of nested parentheses, brackets, and braces. 


Home 

Syntax: [offset]H 

Function: Moves the cursor to the upper left corner of the screen. Use 
this command to move quickly to the top of the screen. If an 
offset is given, the cursor is homed offset-1 number of lines 
from the top of the screen. Note that the command dH deletes 
all lines from the current line to the top line shown on the 
screen. 

Middle Screen 

Syntax: M 

Function: Moves the cursor to the beginning of the screen’s middle line. 


Use this command to move quickly to the middle of the screen 
from either the top or the bottom. Note that the command dM 
deletes from the current line to the line specified by the M 
command. 


Lower Screen 
Syntax: [offset]L 


Function: Moves the cursor to the lowest line on the screen. Use this 
command to quickly move to the bottom of the screen. If an 
offset is given, the cursor is homed offset-1 number of lines 
from the bottom of the screen. Note that the command dL 
deletes all lines from the current line to the bottom line shown 
on the screen. 


Previous Context 


Syntax: a 
“character 


aa 


‘character 
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Function: 


Moves the cursor to previous context or to context marked 
with the m command. If the single quotation mark or back 
quotation mark is doubled, the cursor is moved to previous 
context. If a single character is given after either quotation 
mark, the cursor is moved to the location of the specified mark 
as defined by the m command. The previous context is the 
location in the file of the last “nonrelative” cursor movement. 
The single quotation mark (“) syntax is used to move to the 
beginning of the line representing the previous context. The 
back quotation mark (*) syntax is used to move to the previous 
context within a line. 


The screen commands 


The screen commands are not cursor movement commands and cannot be 
used in delete commands as the delimiters of text objects. However, the 
screen commands do move the cursor and are useful in paging or scrolling 
through a file. These commands are described below: 


Scroll 


Syntax: 


Function: 


Page 
Syntax: 


Function: 


Status 


Syntax: 


Function: 
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[size|(Ctrl)U 
[size](Ctrl)D 


Scrolls the screen up a half window ((Ctrl)U) or down a half 
window ((Ctrl)D). If size is given, the scroll is size number of 
lines. This value is remembered for all later scrolling 
commands. 


(Ctrl)F 
(Ctrl)B 


Pages screen forward and backward. Two lines of continuity 
are kept between pages if possible. A preceding count gives 
the number of pages to move forward or backward. 


BELL 
(Ctrl)G 


Displays vi status on status line. This gives you the name of 
the file you are editing, whether it has been modified, the 
current line number, the number of lines in the file, and the 
percentage of the file (in lines) that precedes the cursor. 
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Zero Screen 


Syntax: 


Function: 


Redraw 


Syntax: 


Function: 


vi(C) 


[linenumber]z[size]( Return) 
[linenumber]z[size]. 
[linenumber]z[{size]- 


Redraws the display with the current line placed at or “zeroed” 
at the top, middle, or bottom of the screen, respectively. If you 
give a size, the number of lines displayed is equal to size. Ifa 
preceding linenumber is given, the given line is placed at the 
top of the screen. If the last argument is a (Return), the current 
line is placed at the top of the screen. If the last argument is a 
dot (.), the current line is placed in the middle of the screen. If 
the last argument is a minus sign (-), the current line is placed 
at the bottom of the screen. 


(Ctrl)R 
(Ctrl)L 
(Command depends on terminal type.) 


Redraws the screen. Use this command to erase any system 
messages or line noise that may scramble your screen. Note 
that system messages do not affect the file you are editing. 


Text insertion 


The text insertion commands always place you in insert mode. Exit from 
insert mode is always done by pressing (Esc). The following insertion com- 
mands are pure insertion commands; no text is deleted when you use them. 
This differs from the text modification commands, change, replace, and sub- 
stitute, which delete and then insert text in one operation. 


Insert 


Syntax: 


Function: 
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i[text| Esc) 
I[text]( Esc) 


Insert text in editing buffer. The lowercase i command places 
you in insert mode. Text is inserted before the character beneath 
the cursor. To insert a newline, press a (Return). Exit insert 
mode by typing the (Esc) key. The uppercase I command 
places you in insert mode, but begins text insertion at the 
beginning of the current line, rather than before the cursor. 
(The beginning of the line here is the first non-blank character 
on the line.) 
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Append 

Syntax: a[text}(Esc) 
A[text\ Esc) 

Function: Appends text to the editing buffer. The lowercase a command 
works exactly like the lowercase i command, except that text 
insertion begins after the cursor and not before. This is the 
only way to add text to the end of a line. The uppercase A 
command begins appending text at the end of the current line 
rather than after the cursor. 

Open New Line 

Syntax: o[text\( Esc) 

O[text]( Esc) 

Function: Opens a new line and inserts text. The lowercase 0 command 
opens a new line below the current line; uppercase O opens a 
new line above the current line. After the new line has been 
opened, both these commands work like the I command. 

Text deletion 


Many of the text deletion commands use the “d” key as an operator. This 
operator deletes text objects delimited by the cursor and a cursor movement 
command. Deleted text is always saved in a buffer. The delete commands are 
described below: 


Delete Character 


Syntax: 


Function: 


x 
X 


Deletes a character. The lowercase x command deletes the 
character beneath the cursor. With a preceding count, count 
characters are deleted to the right beginning with the character 
beneath the cursor. This is a quick and easy way to delete a 
few characters. The uppercase X command deletes the charac- 
ter just before the cursor. With a preceding count, count char- 
acters are deleted backward, beginning with the character just 
before the cursor. 
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Delete 


Syntax: 


Function: 
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dcursor-movement 
dd 
D 


Deletes a text object. The lowercase d command takes a 
cursor-movement as an argument. If the cursor-movement is 
an intraline command, deletion takes place from the cursor to 
the end of the text object delimited by the cursor-movement. 
Deletion forward deletes the character beneath the cursor; dele- 
tion backward does not. If the cursor-movement is a multi-line 
command, deletion takes place from and including the current 
line to the text object delimited by the cursor-movement. 


The dd command deletes whole lines. The uppercase D com- 
mand deletes from and including the cursor to the end of the 
current line. 


Deleted text is automatically pushed on a stack of buffers num- 
bered 1 through 9. The most recently deleted text is also placed 
in a special delete buffer that is logically buffer 0. This special 
buffer is the default buffer for all (put) commands using the 
double quotation mark (") to specify the number of the buffer 
for delete, put, and yank commands. The buffers 1 through 9 
can be accessed with the p and P (put) commands by append- 
ing the double quotation mark (") to the number of the buffer. 
For example: 


"4p 
puts the contents of delete buffer number 4 in your editing 
buffer just below the current line. Note that the last deleted 


text is “put” by default and does not need a preceding buffer 
number. 


Text modification 


The text modification commands all involve the replacement of text with 
other text. This means that some text will necessarily be deleted. All text 
modification commands can be “undone” with the u command: 


Undo 


Syntax: 


Function: 
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u 
U 


Undoes the last insert or delete command. The lowercase u 
command undoes the last insert or delete command. This 
means that after an insert, u deletes text; and after a delete, u 
inserts text. For the purposes of undo, all text modification 
commands are considered insertions. 
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Repeat 
Syntax: 


Function: 


Change 


Syntax: 


Function: 


Replace 


Syntax: 


Function: 


Substitute 


Syntax: 


Function: 


Filter 


Syntax: 


The uppercase U command restores the current line to its state 
before it was edited, no matter how many times the current 
line has been edited since you moved to it. 


Repeats the last insert or delete command. A special case 
exists for repeating the p and P “put” commands. When these 
commands are preceded by the name of a delete buffer, succes- 
sive u commands display the contents of the delete buffers. 


ccursor-movement text (Esc) 
Ctext (Esc) 
cctext (Esc) 


Changes a text object and replaces it with text. Text is inserted 
as with the i command. A dollar sign ($) marks the extent of 
the change. The c command changes arbitrary text objects de- 
limited by the cursor and a cursor-movement. C affects from 
the cursor to the end of the line, cc affects the whole line; other- 
wise, they are identical in function. 


rchar 
Rtext (Esc) 


Overstrikes character or line with char or text, respectively. 
Use r to overstrike a single character and R to overstrike a 
whole line. A count multiplies the replacement text count 
times. 


stext (Esc) 
Stext (Esc) 


Substitutes current character or current line with text. Use s to 
replace a single character with new text. Use S to replace the 
current line with new text. If a preceding count is given, text 
substitutes for count number of characters or lines depending 
on whether the command is s or S, respectively. 


!cursor-movement cmd (Return) 
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Function: Filters the text object delimited by the cursor and cursor- 
movement through the UNIX command, cmd. For example, the 
following command sorts all lines between the cursor and the 
bottom of the screen, substituting the designated lines with the 
sorted lines: 


!'Lsort 


Arguments and shell metacharacters may be included as part 
of cmd; however, standard input and output are always associ- 
ated with the text object being filtered. 


Join Lines 
Syntax: J 
Function: Joins the current line with the following line. If a count is 
given, count lines are joined. 
Shift 
Syntax: >[cursor-movement] 
<[cursor-movement] 
>> 
<< 
Function: Shifts text right (>) or left (<). Text is shifted by the value of the 


option shiftwidth, which is normally set to eight spaces. Both 
the > and < commands shift all lines in the text object delimited 
by the current line and cursor-movement. The >> and << com- 
mands affect whole lines. All versions of the command can 
take a preceding count that acts to multiply the number of 
objects affected. 


Text movement 


The text movement commands move text in and out of the named buffers a-z 
and out of the delete buffers 1-9. These commands either “yank” text out of 
the editing buffer and into a named buffer or “put” text into the editing buffer 
from a named buffer or a delete buffer. By default, text is put and yanked 
from the “unnamed buffer’, which is also where the most recently deleted text 
is placed. Thus it is quite reasonable to delete text, move your cursor to the 
location where you want the deleted text placed, and then put the text back 
into the editing buffer at this new location with the p or P command. 


The named buffers are most useful for keeping track of several sections of text 
that you want to keep on hand for later access, movement, or rearrangement. 
These buffers are named with the letters a through z. To refer to one of these 
buffers (or one of the numbered delete buffers) in a command, use a quotation 
mark. For example, to yank a line into the buffer named a, enter: 


"ayy 
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To put this text back into the file, enter: 


“ap 
If you delete text in the buffer named A rather than a, text is appended to the 


buffer named a (that is, A and a refer to the same buffer but are handled dif- 
ferently). 


Note that the contents of the named buffers are not destroyed when you 
switch files. Therefore, you can delete or yank text into a buffer, switch files, 
and then do a put. Buffer contents are destroyed when you exit the editor, so be 
careful. 


Put 

Syntax: ["alphanumeric|p 
["alphanumeric|P 

Function: Puts text from a buffer into the editing buffer. If no buffer 
name is specified, text is put from the unnamed buffer. The 
lowercase p command puts text either below the current line or 
after the cursor, depending on whether the buffer contains a 
partial line or not. The uppercase P command puts text either 
above the current line or before the cursor, again depending on 
whether the buffer contains a partial line or not. 

Yank 

Syntax: ["letter]ycursor-movement 
["letter]yy 
["letter] 

Function: Copies text in the editing buffer to a named buffer. If no buffer 


name is specified, text is yanked into the unnamed buffer. If an 
uppercase letter is used, text is appended to the buffer and 
does not overwrite and destroy the previous contents. When a 
cursor-movement is given as an argument, the delimited text 
object is yanked. The Y and yy commands yank a single line, 
or, if a preceding count is given, multiple lines can be yanked. 
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The search commands search either forward or backward in the editing buffer 
for text that matches a given regular expression. 


Search 

Syntax: /[pattern)/[offset\ Return) 
/[pattern\ Return) 
2?[pattern}?[offset\( Return) 
?[pattern\ Return) 

Function: Searches forward (/) or backward (?) for pattern. A string is 
actually a regular expression. The trailing delimiter is not 
required. If no pattern is given, then the last pattern searched 
for is used. After the second delimiter, an offset may be given, 
specifying the beginning of a line relative to the line on which 
pattern was found. For example: 

/wordl- 

finds the beginning of the line immediately preceding the line 
containing word and the following command: 

/word/+2 

finds the beginning of the line two lines after the line contain- 
ing word. See also the ignorecase and magic options. 

Next String 

Syntax: n 
N 

Function: Repeats the last search command. The n command repeats the 
search in the same direction as the last search command. The 
N command repeats the search in the opposite direction of the 
last search command. 

Find Character 

Syntax: fchar 
Fchar 

Function: Finds character char on the current line. The lowercase f 
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searches forward on the line; the uppercase F searches back- 
ward. The semicolon (;) repeats the last character search. The 
comma (,) reverses the direction of the search. 
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To Character 


Syntax: 


Function: 


Mark 
Syntax: 


Function: 


To Mark 


Syntax: 


Function: 


Moves the cursor up to but not on char. The semicolon (;) 
repeats the last character search. The comma (,) reverses the 
direction of the search. 


mletter 


Marks a place in the file with a lowercase letter. You can move 
to a mark using the “to mark” commands described below. It 
is often useful to create a mark, move the cursor, and then 
delete from the cursor to the mark “a” with the following 
command: 


d‘a 


‘letter 
‘letter 


Move to letter. These commands let you move to the location 
of a mark. Marks are denoted by single lowercase alphabetic 
characters. Before you can move to a mark, it must first be cre- 
ated with the m command. The back quotation mark (~) moves 
you to the exact location of the mark within a line; the forward 
quotation mark (’) moves you to the beginning of the line con- 
taining the mark. Note that these commands are also legal cur- 
sor movement commands. 
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Exit and escape commands 


There are several commands that are used to escape from vi command mode 
and to exit the editor. These are described in the following section. 


ex Escape 

Syntax: 

Function: Enters ex escape mode to execute an ex command. The colon 
appears on the status line as a prompt for an ex command. 
You then can enter an ex command line terminated by either a 
(Return) or an (Esc) and the ex command will execute. You are 
then prompted to type (Return) to return to vi command mode. 
During the input of the ex command line or during execution 
of the ex command, you may press INTERRUPT to stop what 
you are doing and return to vi command mode. 

Exit Editor 

~ Syntax: ZZ 

Function: Exit vi aic write out the file if any changes have been made. 
This retirns you to the shell from which you started vi. 

Quit to ex 

Syntax: Q 

Function: Enters the ex editor. When you do this, you will still be editing 
the same file. You can return to vi by entering the vi command 
from ex. 


ex commands 


Entering the colon (:) escape command when in command mode produces a 
colon prompt on the status line. This prompt is for a command available in 
the line-oriented editor, ex. In general, ex commands let you write out or read 
in files, escape to the shell, or switch editing files. 


Many of these commands perform actions that affect the “current” file by 
default. The current file is normally the file that you named when you started 
vi, although the current file can be changed with the “file” command, f, or 
with the “next” command, n. In most respects, these commands are identical 
to similar commands for the editor, ed. All such ex commands are aborted by 
either (Return) or INTERRUPT. We shall use (Return) in our examples. Com- 
mand entry is terminated by typing INTERRUPT. 
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Command structure 


Most ex command names are English words, and initial prefixes of the words 
are acceptable abbreviations. In descriptions, only the abbreviation is dis- 
cussed, since this is the most frequently used form of the command. The 
ambiguity of abbreviations is resolved in favor of the more commonly used 
commands. As an example, the command substitute can be abbreviated s, 
while the shortest available abbreviation for the set command is se. 


Most commands accept prefix addresses specifying the lines in the file that 
they are to affect. A number of commands also may take a trailing count 
specifying the number of lines to be involved in the command. Counts are 
rounded down if necessary. Thus, the command 10p displays the tenth line in 
the buffer while move 5 moves the current line after line 5. 


Some commands take other information or parameters, stated after the com- 
mand name. Examples might be option names in a set command, such as set 
number, a filename in an edit command, a regular expression in a substitute 
command, or a target address for a copy command. For example: 


1,5 copy 25 


A number of commands have variants. The variant form of the command is 
invoked by placing an exclamation mark (!) immediately after the command 
name. Some of the default variants may be controlled by options; in this case, 
the exclamation mark turns off the meaning of the default. 


In addition, many commands take flags, including the characters p and]. Ap 
or 1 must be preceded by a blank or tab. In this case, the command abbrevi- 
ated by these characters is executed after the command completes. Since ex 
normally displays the new current line after each change, p is rarely neces- 
sary. Any number of plus (+) or minus (-) characters may also be given with 
these flags. If they appear, the specified offset is applied to the current line 
value before the printing command is executed. 


Most commands that change the contents of the editor buffer give feedback if 


‘the scope of the change exceeds a threshold given by the report option. This 


feedback helps to detect undesirably large changes so that they may be 
quickly and easily reversed with the undo command. After commands with 
global effect, you will be informed if the net change in the number of lines in 
the buffer during this command exceeds this threshold. 


Command addressing 

The following specifies the line addressing syntax for ex commands: 
The current line. Most commands leave the current line as the 
last line which they affect. The default address for most com- 


mands is the current line, thus “.” is rarely used alone as an 
address. 


n The nth line in the editor’s buffer, lines being numbered 
sequentially from 1. 
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$ The last line in the buffer. 
% An abbreviation for “1,$”, the entire buffer. 
+n Or -n An offset, n relative to the current buffer line. The forms “.+3” 


“+3” and “+++” are all equivalent. If the current line is line 100 
they all address line 103. 


/pattern/ or ?pattern? 

Scan forward and backward respectively for a text matching 
the regular expression given by pattern. Scans normally wrap 
around the end of the buffer. If all that is desired is to print the 
next line containing pattern, the trailing slash (/) or question 
mark (?) may be omitted. If pattern is omitted or explicitly 
empty, the string matching the last specified regular expression 
is located. The forms “(Return)” and “?(Return)” scan using the 
last named regular expression. After a substitute, “(Return)” 
and “?%Return)” would scan using that substitute’s regular 
expression. 


or “x Before each nonrelative motion of the current line dot (.), the 
previous current line is marked with a label, subsequently 
referred to with two single quotation marks (“*). This makes it 
easy to refer or return to this previous context. Marks are esta- 
blished with the vi m command, using a single lowercase letter 
as the name of the mark. Marked lines are later referred to 
with the following notation: 


td 


<. 
where x is the name of a mark. 


Addresses to commands consist of a series of addresses, separated by a 
comma (,) or a semicolon (;). Such address lists are evaluated left to right. 
When addresses are separated by a semicolon (;) the current line (.) is set to 
the value of the previous addressing expression before the next address is 
interpreted. If more addresses are given than the command requires, all but 
the last one or two are ignored. If the command takes two addresses, the first 
addressed line must precede the second in the buffer. Null address specifica- 
tions are permitted in a list of addresses, the default in this case is the current 
line (.); thus “,100” is equivalent to “.,100”. It is an error to give a prefix 
address to a command which expects none. 


Command format 
The following is the format for all ex commands: 
[address] [command] [!] [parameters] [count] [flags] 


All parts are optional depending on the particular command and its options. 
The following section describes specific commands. 
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Argument list commands 


The argument list commands allow you to work on a set of files, by 
remembering the list of filenames that are specified when you invoke vi. The 
args command lets you examine this list of filenames. The file command 
gives you information about the current file. The n (next) command lets you 
either edit the next file in the argument list or change the list. The rewind 
command lets you restart editing the files in the list. All of these commands 
are described below: 


args The members of the argument list are displayed, with the 
current argument delimited by brackets. 


For example, a list might look like this: 
file1 file2 [file3] file4 file5 
The current file is file3. 


f Displays the current filename, whether it has been modified 
since the last write command, whether it is read-only, the 
current linenumber, the number of lines in the buffer, and the 
percentage of the buffer that you have edited. In the rare case 
that the current file is “[Not edited]”, this is noted also; in this 
case you have to use w! to write to the file, since the editor is 
not sure that a w command will not destroy a file unrelated to 
the current contents of the buffer. 


f file The current filename is changed to file which is considered 
“(Not edited]”. 

n The next file in the command line argument list is edited. 

n! This variant suppresses warnings about the modifications to 


the buffer not having been written out, discarding irretrievably 
any changes that may have been made. 


n [+command] filelist 
The specified filelist is expanded and the resulting list replaces 
the current argument list; the first file in the new list is then 
edited. If command is given (it must contain no spaces), then it 
is executed after editing the first such file. 


rew The argument list is rewound, and the first file in the list is 
edited. 

rew! Rewinds the argument list discarding any changes made to the 
current buffer. 


If you use C-Shell and set the prompt variable to output a prompt for non- 
interactive shells, the prompt is interpreted as a filename when you use these 
commands. This causes unexpected problems. To avoid these problems, the 
default prompt should be set as shown in /usr/lib/mkuser/csh/cshre. 


1 February 1993 


vi(C) 


Edit commands 


To edit a file other than the one you are currently editing, you will often use 
one of the variations of the e command. 


In the following discussions, note that the name of the current file is always 
remembered by vi and is specified by a percent sign (%). The name of the pre- 
vious file in the editing buffer is specified by a number sign (#). 


The edit commands are described below: 


e file 


e! file 


e +n file 


(Ctrl) 


Used to begin an editing session on a new file. The editor first 
checks to see if the buffer has been modified since the last w 
command was issued. If it has been, a warning is issued and 
the command is aborted. The command otherwise deletes the 
entire contents of the editor buffer, makes the named file the 
current file, and displays the new filename. After ensuring that 
this file is sensible, (that is, it is not a binary file, directory, or a 
device), the editor reads the file into its buffer. If the read of 
the file completes without error, the number of lines and char- 
acters read is displayed on the status line. If no errors 
occurred, the file is considered edited. If the last line of the 
input file is missing the trailing newline character, it is sup- 
plied and a complaint issued. The current line is initially the 
first line of the file. 


This variant form suppresses the complaint about modifica- 
tions having been made and not written from the editor buffer, 
thus discarding all changes that have been made before editing 
the new file. 


Causes the editor to begin editing at line n rather than at the 
first line. The argument n may also be an editor command con- 
taining no spaces; for example, “+/pattern”. 


This is a shorthand equivalent for :e # Return) which returns to 
the previous position in the last edited file. If you do not want 
to write the file, you should use :e! # Return) instead. 


Write commands 


The write commands let you write out all or part of your editing buffer to 
either the current file or to some other file. These are described below: 


w file 
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Writes changes made back to file, displaying the number of 
lines and characters written. Normally, file is omitted and the 
buffer is written to the name of the current file. If file is speci- 
fied, text is written to that file. The editor writes to a file only if 
it is the current file and is edited, or if the file does not exist. 
Otherwise, you must give the variant form w! to force the 
write. If the file does not exist it is created. The current 
filename is changed only if there is no current filename; the 
current line is never changed. 
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w>> file 
w! name 


w !command 


If an error occurs while writing the current and edited file, the 
editor displays: 

No write since last change 

even if the buffer had not previously been modified. 


Appends the buffer contents at the end of an existing file. Pre- 
vious file contents are not destroyed. 


Overrides the checking of the normal write command, and 
writes to any file that the system permits. 


Writes the specified lines into command. Note the difference in 
spacing between 

w! file 

which overrides checks and 

w !cmd 


which writes to a command. (A blank or tab before the excla- 
mation mark is mandatory.) The output of this command is 
displayed on the screen and not inserted in the editing buffer. 


Read commands 


The read commands let you read text into your editing buffer at any location 
you specify. The text you read in must be at least one line long, and can be 
either a file or the output from a command. 


r file 


r!command 


Places a copy of the text of the given file in the editing buffer 
after the specified line. If no file is given, the current filename 
is used. The current filename is not changed unless there is 
none, in which case the file becomes the current name. If the 
file buffer is empty and there is no current name, this is treated 
as an e command. 


Address 0 is legal for this command and causes the file to be 
read at the beginning of the buffer. Statistics are given as for 
the e command when the r successfully terminates. After an r 
the current line is the last line read. 


Reads the output of command into the buffer after the specified 
line. A blank or tab before the exclamation mark (!) is 
mandatory. 
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Quit commands 


There are several ways to exit vi. Some abort the editing session, some write 
out the editing buffer before exiting, and some warn you if you decide to exit 
without writing out the buffer. All of these ways of exiting are described 


below: 


q 


q! 


wq name 


wq! name 


xX name 


Exits vi. No automatic write of the editor buffer to a file is per- 
formed. However, vi displays a warning message if the file has 
changed since the last w command was issued, and does not 
quit. vi also displays a diagnostic if there are more files in the 
argument list left to edit. Normally, you will wish to save your 
changes, and you should enter a w command. If you wish to 
discard them, enter the q! command variant. 


Quits from the editor, discarding changes to the buffer without 
complaint. 


Like a w and then a q command. 


Overrides checking normally made before execution of the w 
command to any file. For example, if you own a file but do not 
have write permission turned on, the wq! allows you to 
update the file anyway. 


If any changes have been made and not written, writes the 
buffer out and then quits. Otherwise, it just quits. 


Global and substitute commands 


The global and substitute commands allow you to perform complex changes 
to a file in a single command. Learning how to use these commands is a must 
for an experienced vi user. 


g/patternicmds 
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The g command has two distinct phases. In the first phase, 
each line matching pattern in the editing buffer is marked. 
Next, the given command list is executed with the current line, 
dot (.), initially set to each marked line. 


The command list consists of the remaining commands on the 
current input line and may continue to multiple lines by end- 
ing all but the last such line with a backslash (\). This 
multiple-line option will not work from within vi. You must 
switch to ex to do it. The vi command Q can be used to exit to 
ex, and the ex command vi will return you to visual mode. If 
cmds (or the trailing slash (/) delimiter) is omitted, each line 
matching pattern is displayed. 
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g/si/p 
g/s1/s//s2/ 


g/s1/s//s2/g 


g/s1/s//s2/gp 


g/s1/s//s2/gc 


The g command itself may not appear in cmds. The options 
autoprint and autoindent are inhibited during a global com- 
mand and the value of the report option is temporarily infinite, 
in deference to a report for the entire global. Finally, the con- 
text mark (’ ) or (~ ) is set to the value of the current line (.) 
before the global command begins and is not changed during a 
global command. 


The following global commands, most of them substitutions, 
cover the most frequent uses of the global command. 


This command simply prints all lines that contain the string s1. 


This command substitutes the first occurrence of s1 on all lines 
that contain it with the string s2. 


This command substitutes all occurrences of s1 with the string 
s2. This includes multiple occurrences of s1 on a line. 


This command works the same as the preceding example, 
except that in addition, all changed lines are displayed on the 
screen. 


This command prompts you to confirm that you want to make 
each substitution of the string s1 with the string s2. If you 
enter a Y, the given substitution is made, otherwise it is not. 


g/s0/s/s1/s2/g 


This command marks all those lines that contain the string s0, 
and then for those lines only, substitutes all occurrences of the 
string s1 with s2. 


g!/patternicmds 


g/Isil Ig 


This variant form of g runs cmds at each line not matching 
pattern. 


This command inserts blank spaces at the beginning of each 
line in a file. 


s/pattern/repl/options 


On each specified line, the first instance of text matching the 
regular expression pattern is replaced by the replacement text 
repl. If the global indicator option character g appears, all 
instances on a line are substituted. If the confirm indication 
character c appears, before each substitution the line to be sub- 
stituted is printed on the screen with the string to be substi- 
tuted marked with caret (*) characters. By entering Y, you 
cause the substitution to be performed; any other input causes 
no change to take place. After an s command, the current line 
is the last line substituted. 
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v/patternicmds 
A synonym for the global command variant g!, running the 
specified cmds on each line that does not match pattern. 


Text movement commands 


The text movement commands are largely superseded by commands avail- 
able in vi command mode. However, the following two commands are still 
quite useful: 


co addr flags Acopy of the specified lines is placed after addr, which may be 
“0”. The current line (.) addresses the last line of the copy 


[range)maddr The m command moves the lines specified by range after the 
line given by addr. For example, m+ swaps the current line 
and the following line, since the default range is just the 
current line. The first of the moved lines becomes the current 
line (dot). 


Shell escape commands 


You will often want to escape from the editor to execute normal UNIX com- 
mands. You may also want to change your working directory so that your 
editing can be done with respect to a different working directory. These 
operations are described below: 


cd directory The specified directory becomes the current directory. If no 
directory is specified, the current value of the home option is 
used as the target directory. After a cd, the current file is not 
considered to have been edited so that write restrictions on 
preexisting files still apply. 


sh A new shell is created. You may invoke as many commands 
as you like in this shell. To return to vi, enter a (Ctrl)D to ter- 
minate the shell. | 


!command The remainder of the line after the exclamation (!) is sent to a 
shell to be executed. Within the text of command, the charac- 
ters “%” and “#” are expanded as the filenames of the current 
file and the last edited file and the character “!” is replaced 
with the text of the previous command. Thus, in particular, 
“I!” repeats the last such shell escape. If any such expansion is 
performed, the expanded line is echoed. The current line is 
unchanged by this command. 


If there has been “[No write]” of the buffer contents since the last change to 
the editing buffer, a diagnostic is displayed before the command is executed, 
as a warning. A single exclamation (!) is displayed when the command 
completes. 
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If you use C-Shell and set the prompt variable to output a prompt for non- 
interactive shells, the prompt is interpreted as an argument for command in 
shell escapes. This causes unexpected problems. To avoid these problems, 
use the default prompt value as shown in /usr/libAnkuser/csh/cshre. 


Other commands 


The following command descriptions explain how to use miscellaneous ex 
commands that do not fit into the above categories. 


The abbr, map, and set commands can also be defined with the EXINIT 
environment variable, which is read by the editor each time it starts up. For 
more information, see environ(M). Alternatively, these commands can be 
placed in a .exrc file in your home directory, which the editor reads if EXINIT 
is not defined. 


abbr Maps the first argument to the following string. For example, 
the following command 


:abbr rainbow yellow green blue red 


maps “rainbow” to “yellow green blue red”. Abbreviations can 
be turned off with the unabbreviate command, as in: 


‘una rainbow 


map,map! Maps any character or escape sequence to a command 
sequence. For example, the following command maps the 
(Ctrl)A key to a shell escape that runs the clear(C) command: 


map “A:!clear"M 


To include the (Ctrl)A and (Ctrl)M characters in the mapping, 
you must use vi’s (Ctrl)V escape. 


Characters mapped with map work in command mode, while 
characters mapped with map! work in insert mode. Characters 
mapped with map! cannot be unmapped using unmap. 


nu Displays each specified line preceded by its buffer line number. 
The current line is left at the last line displayed. To get 
automatic line numbering of lines in the buffer, set the number 
option. 


preserve The current editor buffer is saved as though the system had 
just crashed. This command is for use only in emergencies 
when a w command has resulted in an error and you do not 
know how to save your work. 


= Displays the line number of the addressed line. The current 
line is unchanged. 


recover file | Recovers file from the system save area. The system saves a 
copy of the editing buffer only if you have made changes to the 
file, the system crashes, or you execute a preserve command. 
When you use preserve, you are notified by mail. 
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set argument With no arguments, set displays those options whose values 


tag label 


unmap 
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have been changed from their defaults; with the argument all, 
it displays all of the option values. 


Giving an option name followed by a question mark (?) causes 
the current value of that option to be displayed. The question 
mark is unnecessary unless the option is a Boolean value. 
Switch options are given values either with: 


set option 
to turn them on or: 
set nooption 


to turn them off. String and numeric options are assigned 
with: 


set option=value 


More than one option can be given to set; all are interpreted 
from left to right. See “Options” for a complete list and 
descriptions. 


The focus of editing switches to the location of label. If neces- 
sary, vi will switch to a different file in the current directory to 
find label. If you have modified the current file before giving a 
tag command, you must first write it out. If you give another 
tag command with no argument, the previous label is used. 


Similarly, if you press (Ctrl)], vi searches for the word immedi- 
ately after the cursor as a tag. This is equivalent to entering 
“tag”, the word following the cursor, and then pressing the 
(Return) key. 


The tags file is normally created by a program such as ctags, 
and consists of a number of lines with three fields separated by 
blanks or tabs. The first field gives the name of the tag, the 
second the name of the file where the tag resides, and the third 
gives an addressing form which can be used by the editor to 
find the tag. This field is usually a contextual scan using 
/pattern/ to be immune to minor changes in the file. Such 
scans are always performed as if the nomagic option was set. 
The tag names in the tags file must be sorted alphabetically. 


Unmaps any character or escape sequence that has been 
mapped using the map command. 
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Options 

There are a number of options that can be set to affect the vi environment. 
These can be set with the ex set command while editing, with the EXINIT 
environment variable, or in the vi start-up file, .exrc. This file normally sets 


the user's preferred options so that they do not need to be set manually each 
time you invoke vi. 


The first thing that must be done before you can use vi, is to set the terminal 
type so that vi understands how to talk to the particular terminal you are 
using. 


There are only two kinds of options: switch options and string options. A 
switch option is either on or off. A switch is turned off by prefixing the word 
no to the name of the switch within a set command. String options are strings 
of characters that are assigned values with the syntax option=string. Multiple 
options may be specified on a line. vi options are listed below: 


autoindent, ai (default: noai) 

Can be used to ease the preparation of structured program text. For each 
line created by an append, change, insert, open, or substitute operation, vi 
looks at the preceding line to determine and insert an appropriate amount 
of indentation. To back the cursor up to the preceding tab stop, press 
(Ctrl)D. The tab stops going backward are defined as multiples of the 
shiftwidth option. You cannot backspace over the indent, except by press- 
ing (Ctrl)D. 


Specially processed in this mode is a line with no characters added to it, 
which turns into a completely blank line (the whitespace provided for the 
autoindent is discarded). Also, specially processed in this mode are lines 
beginning with a caret (*) and immediately followed by a (Ctrl)D. This 
causes the input to be repositioned at the beginning of the line, but retains 
the previous indent for the next line. Similarly, a “0” followed by a(Ctrl)D, 
repositions the cursor at the beginning without retaining the previous 
indent. Autoindent does not happen in global commands. 


autoprintap (default: ap) 
Causes the current line to be displayed after each ex copy, move, or substi- 
tute command. This has the same effect as supplying a trailing “p” to each 
such command. Autoprint is suppressed in globals, and only applies to the 


last command on a line. 


autowrite,aw (default: noaw) 
Causes the contents of the buffer to be automatically written to the current 
file if you have modified it when you give a next, rewind, tag, or ! com- 
mand, or a(Ctrl)* (switch files) or (Ctrl)] (goto tag) command. 


beautify, bf (default: nobeautify) 
Causes all control characters except tab, newline and formfeed to be dis- 
carded from the input. A complaint is registered the first time a backspace 
character is discarded. Beautify does not apply to command input. 
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directory, dir (default: dir=/tmp) 
Specifies the directory in which vi places the editing buffer file. If the direc- 
tory does not have write permission, the editor will exit abruptly when it 
fails to write to the buffer file. 


edcompatible (default: noedcompatible) 
Causes the presence or absence of g and c suffixes on substitute commands 
to be remembered, and to be toggled on and off by repeating the suffixes. 
The suffix r causes the substitution to be like the tilde (~) command, instead 
of like the ampersand (&) command. 


errorbells,eb (default: noeb) 
Error messages are preceded by a bell. If possible, the editor always places 
the error message in inverse video instead of ringing the bell. 


hardtabs, ht (default: ht=8) 
Gives the boundaries on which terminal hardware tabs are set or on which 
tabs the system expands. 


ignorecase, ic (default: noic) 
Maps all uppercase characters in the text to lowercase in regular expression 
matching. In addition, all uppercase characters in regular expressions are 
mapped to lowercase except in character class specifications enclosed in 
brackets. 


lisp (default: nolisp) 
Autoindent indents appropriately for LISP code, and the () { } [[ and ]] 
commands are modified to have meaning for LISP. 


list (default: nolist) 
All printed lines are displayed, showing tabs and end-of-lines. 


magic (default: magic) 
If nomagic is set, the number of regular expression metacharacters is 
greatly reduced, with only caret (*) and dollar sign ($) having special 
effects. In addition, the metacharacters tilde (~) and ampersand (&) in 
replacement patterns are treated as normal characters. All the normal 
metacharacters may be made magic when nomagic is set by preceding 
them with a backslash (\). 


mesg (default: nomesg) 
Causes write permission to be turned off to the terminal while you are in 
visual mode, if nomesg is set. This prevents people writing to your screen 
with the UNIX write command and scrambling your screen as you edit. 


number,n (default: nonumber) 
Causes all output lines to be printed with their line numbers. 


optimize, opt (default: optimize) 
Output of text to the screen is expedited by setting the terminal so that it 
does not perform automatic carriage returns when displaying more than 
one line of output, thus greatly speeding output on terminals without 
addressable cursors when text with leading whitespace is printed. 
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paragraphs, para (default: para =IPLPPPQPP TPbp) 
Specifies paragraph delimiters for the { and } operations. The pairs of char- 
acters in the option’s value are the names of the nroff macros that start 
paragraphs. 


prompt (default: prompt) 
ex input is prompted for with a colon (:). If noprompt is set, when ex com- 
mand mode is entered with the Q command, no colon prompt is displayed 
on the status line. 


redraw (default: noredraw) 
The editor simulates (using great amounts of output), an intelligent termi- 
nal on a dumb terminal. Useful only at very high speed. 


remap (default: remap) 
If on, mapped characters are repeatedly tried until they are unchanged. For 
example, if o is mapped to O and O is mapped to I, 0 will map to / if remap 
is set, and to O if noremap is set. 


report (default: report=5) 
Specifies a threshold for feedback from commands. Any command that 
modifies more than the specified number of lines will provide feedback as 
to the scope of its changes. For global commands and the undo command, 
the net change in the number of lines in the buffer is presented at the end of 
the command. Thus notification is suppressed during a g command on the 
individual commands performed. 


scroll (default: scroll=’2 window) 
Determines the number of logical lines scrolled when (Ctrl)D is received 
from a terminal input in command mode, and the number of lines dis- 
played by a command mode z command (double the value of scroll). 


sections (default: sections=SHNHH HU) 
Specifies the section macros for the [[ and ]] operations. The pairs of char- 
acters in the option’s value are the names of the nroff macros that start sec- 
tions. 


shell,sh (default: sh=/bin4h) 
Gives the pathname of the shell forked for the shell escape (!) command, 
and by the shell command. The default is taken from SHELL in the 
environment, if present. 


shiftwidth,sw (default:sw=8) 
Gives the width of a software tab stop, used in reverse tabbing with (Ctrl)D 
when using autoindent to append text, and by the shift commands. 


showmatch,sm_ (default: nosm) ke ee 
When a “)” or “}” is typed, moves the cursor to the matching “(” or “{ 
for one second if this matching character is on the screen. 


a” 
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showmode_ (default:noshowmode) 
Causes the message “INPUT MODE?” to appear on the lower right corner of 
the screen when insert mode is activated. 


slowopen (default: noslowopen) 
Postpones update of the display during inserts. 


tabstop, ts (default: ts=8) 
The editor expands tabs in the input file to be on n boundaries for the pur- 
poses of display. 


taglength, tl (default: tl=0) 
The first n characters in a tag name are significant, but all others are 
ignored. A value of zero (the default) means that all characters are signifi- 
cant. 


tags (default: tags=tags /usr/lib/tags) 
A path of files to be used as tag files for the tag command. A requested tag 
is searched for in the specified files, sequentially. By default, files named 
tags are searched for in the current directory and in /usr/lib. 


term (default=value of shell TERM variable) 
The terminal type of the output device. 


terse (default: noterse) 
Shorter error diagnostics are produced for the experienced user. 


timeout [=n], to [=n] (default: to=xxx) 
Milliseconds to wait for subsequent input characters. This is the maximum 
allowed waiting time between characters in “multicharacter” sequences, 
such as arrow keys or :map functions. If no value is given, vi determines 
the timeout period from the type and speed of the terminal connection; set- 
ting notimeout requires the next character to be input, and is not the same 
as setting timeout to “0” (never waiting). 


warn (default: warn) 
Warn if there has been “[No write since last change]” before a shell escape 
command !. 


window (default: window = speed dependent) 
This specifies the number of lines in a text window. The default is 8 at slow 
speeds (600 baud or less), 16 at medium speed (1200 baud), and the full 
screen (minus one line) at higher speeds. 


w300, w1200, w9600 
These are not true options but set window (above) only if the speed is slow 
(300), medium (1200), or high (9600), respectively. 


wrapscan, ws_ (default: ws) 


Searches, using the regular expressions in addressing, will wrap around 
past the end of the file. 
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wrapmargin,wm (default: wm=0) 
Defines the margin for automatic insertion of newlines during text input. 
The value specified is the width of the margin at the right-hand side of the 
screen within which word wrap will be carried out. A newline will be 
inserted immediately after a word that ends in the margin. A value of zero 
specifies no wrap margin. 


writeany, wa (default: nowa) 
Inhibits the checks normally made before write commands, allowing a 
write to any file that the system protection mechanism will allow. 


Regular expressions 


A regular expression specifies a set of strings of characters. A member of this 
set of strings is said to be “matched” by the regular expression. vi remembers 
two previous regular expressions: the previous regular expression used in a 
substitute command and the previous regular expression used elsewhere, 
referred to as the previous scanning regular expression. The previous regular 
expression can always be referred to by a null regular expression: for exam- 
ple,“ //” or“ ??”. 


The regular expressions allowed by vi are constructed in one of two ways 
depending on the setting of the magic option. The ex and vi default setting of 
magic gives quick access to a powerful set of regular expression metacharac- 
ters. The disadvantage of magic is that the user must remember that these 
metacharacters are magic and precede them with the backslash (\) to use 
them as “ordinary” characters. With nomagic set, regular expressions are 
much simpler, there being only two metacharacters. The power of the other 
metacharacters is still available by preceding the now ordinary character with 
a“\”. Note that “\” is always a metacharacter. In this discussion, the magic 
option is assumed. With nomagic, the only special characters are the caret (°) 
at the beginning of a regular expression, the dollar sign ($) at the end of a reg- 
ular expression, and the backslash (\). The tilde (~) and the ampersand (&) 
also lose their special meanings related to the replacement pattern of a substi- 
tute. 


The following basic constructs are used to construct magic mode regular 
expressions. 


char An ordinary character matches itself. Ordinary characters are 
any characters except a caret (“) at the beginning of a line, a 
dollar sign ($) at the end of line, a star (*) as any character other 
than the first, and any of the following characters: 
a ae 
These characters must be preceded by a backslash (\) if they 
are to be treated as ordinary characters. 
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‘ At the beginning of a pattern, forces the match to succeed only 
at the beginning of a line. 


$ At the end of a regular expression, forces the match to succeed 
only at the end of the line. 


Matches any single character except the newline character. 


\< Forces the match to occur only at the beginning of a “word”; 
that is, either at the beginning of a line, or just before a letter, 
digit, or underline and after a character not one of these. 


\> Similar to \<, but matching the end of a “word”, that is, either 
the end of the line or before a character which is not a letter, a 
digit, or the underline character. 


[string] Matches any single character in the class defined by string. 
Most characters in string define themselves. A pair of charac- 
ters separated by a dash (-) in string defines the set of charac- 
ters between the specified lower and upper bounds, thus 
“[a-z]” as a regular expression matches any single lowercase 
letter. If the first character of string is a caret (“) then the con- 
struct matches those characters which it otherwise would not. 
Thus “[’a-z]” matches anything but a lowercase letter or a new- 
line. To place any of the characters caret, left bracket, or dash 
in string they must be escaped with a preceding backslash (\). 


The concatenation of two regular expressions first matches the leftmost regu- 
lar expression and then the longest string that can be recognized as a regular 
expression. The first part of this new regular expression matches the first reg- 
ular expression and the second part matches the second. Any of the single 
character matching regular expressions mentioned above may be followed by 
a star (*) to form a regular expression that matches zero or more adjacent oc- 
currences of the characters matched by the prefixing regular expression. The 
tilde (~) may be used in a regular expression to match the text that defined the 
replacement part of the last s command. A regular expression may be 
enclosed between the sequences “\(” and “\)” to remember the text matched 
by the enclosed regular expression. This text can later be interpolated into the 
replacement text using the following notation: 


\ digit 
where digit enumerates the set of remembered regular expressions. 


The basic metacharacters for the replacement pattern are the ampersand (&) 
and the tilde (~); these are given as “\ &” and “\~” when nomagic is set. Each 
instance of the ampersand is replaced by the characters matched by the search 
pattern. In the replacement pattern, the tilde stands for the text of the previ- 
ous replacement pattern. 
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Other metasequences possible in the replacement pattern are always intro- 
duced by a backslash (\). The sequence “\ n” is replaced by the text matched 
by the nth regular subexpression enclosed between “\(” and “\)”. When 
nested, parenthesized subexpressions are present, n is determined by count- 
ing occurrences of “\ (” starting from the left. The sequences “\ u” and “\ 1” 
cause the immediately following character in the replacement to be converted 
to uppercase or lowercase, respectively, if this character is a letter. The 
sequences “\ U” and “\ L’ turn such conversion on, either until “\ E” or “\ e” 
is encountered, or until the end of the replacement pattern. 


Limitations 
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The /usr/lib/expreserve program can be used to restore vi buffer files that were 
lost as a result of a system crash. The program searches the /tmp directory for 
vi buffer files and places them in the directory /usr/preserve. The owner can 
retrieve these files using the -r option. 


The /usrflib/expreserve program must be placed in the system startup file, 
/etc/rc.d/3/recovery, before the command that cleans out the /tmp directory. See 
the System Administrator’s Guide for more information on the /ete/re2 scripts. 


Two options, although they continue to be supported, have been replaced in 
the documentation by the options that follow the Command Syntax Standard 
(see Intro(C)). A -r option that is not followed with an argument has been 
replaced by -L, and +command has been replaced by -c command. 


vi does not strip the high bit from 8-bit characters read in from text files, text 
insertion, and editing commands. It does not look for “magic numbers” of 
object files when reading in a text file. It also writes out text and displays text 
without stripping the high bit. 


vi uses the LC_CTYPE environment variable to determine if a character is 
printable, displaying the octal codes of non-printable 8-bit characters. It also 
uses LC_CTYPE and LANG to convert between upper and lowercase charac- 
ters for the tilde command and for the ignorecase option. 


When the percent sign (%) is used in a shell escape from vi via the exclama- 
tion mark (!), the “%” is replaced with the name of the file being edited. In 
previous versions of vi, each character in this replacement had the high bit set 
to 1 to quote it; in the current version of vi it is left alone. 
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Files 


See also 


vi(C) 


Tampering with the entries in /usr/lib/terminfo/?/* (for example, changing or 
removing an entry) can affect programs such as vi that expect all entries to be 
present and correct. In particular, removing the “dumb” terminal entry may 
cause unexpected problems. 


Software tabs using “T work only immediately after the autoindent. 


Left and right shifts on intelligent terminals do not make use of insert and 
delete operations in the terminai. 


Refer to the crypt(C) page for information about restrictions on the availabil- 
ity of encryption options. 


/tmp default directory where temporary work files are 
placed; it can be changed using the directory option 
(see the ex(C) set command) 

/usrflib/terminfo/?/* | compiled terminal description database 


ex(C) 
“Creating, editing, and printing files” chapter in the User's Guide 


“Writing and editing” chapter in the Tutorial 


Standards conformance 


vedit and view are conformant with AT&T SVID Issue 2. 
vi is conformant with: 


AT&T SVID Issue 2; 
X/Open Portability Guide, Issue 3, 1989. 


vi was developed at the University of California at Berkeley and is used with 
permission. 
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vidi 
set the font and video mode for a video device 


Syntax 


vidi [ -d } [ -f fontfile | font 
vidi mode 
Description 
The vidi command has two functions. With arguments it loads/extracts a 


font or sets the video mode for the current standard input device. Without 
arguments, it lists all of the valid video mode and font commands. 


Font options 


Some video cards support changeable character fonts. Available fonts are 
font8x8, font8x14, and font8x16. The font options are used as follows: 


vidi font loads font from /usr/lib/vidi/font. 
vidi -d font writes font to the standard output. 
vidi -d -f font fontfile writes font to fontfile. 


vidi -f fontfile font loads font from fontfile instead of default directory. 


Mode options 


vidi also sets the mode of the video adapter connected to the standard input. 
The modes are: 


mono move current screen to the monochrome adapter. 

cga move current screen to the Color Graphics adapter. 

ega move current screen to the Enhanced Graphics adapter. 
vga move current screen to the Video Graphics adapter. 


internal activate the internal monitor on Compaq portable with a plasma 
screen. 


external activate the external monitor on Compaq portable with a plasma 
screen. 
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Text and graphics modes 


The following tables list the available modes. 


Text Modes 
Mode Cols Rows Font Adapter 
c40x25 40 25 8x8 CGA (EGA VGA) 
e40x25 40 25 8x14 EGA (VGA) 
v40x25 40 25 8x16 VGA 
m80x25 80 25 8x14 MONO (EGA_MONO VGA_MONO) 
c80x25 80 25 8x8 CGA (EGA VGA) 
em80x25 80 25 8x14 EGA_MONO (VGA_MONO) 
e80x25 80 25 8x14 EGA (VGA) 
vm80x25 80 25 8x16 VGA_MONO 
v80x25 80 25 8x16 VGA 
e80x43 80 43 8x14 EGA (VGA) 
Graphics Modes 
Mode Pinel resolution Colors Adaptor 
mode5 320x200 4 CGA (EGA VGA) 
mode6 640x200 2 CGA (EGA VGA) 
modeD 320x200 16 EGA (VGA) 
modeE 640x200 16 EGA (VGA) 
modeF 640x350 2 (mono) EGA (VGA) 
model0 640x350 16 EGA (VGA) 
mode11 640x480 2 VGA 
mode12 640x480 16 VGA 
mode13 320x200 256 VGA 
Limitations 
The internal and external commands should only be used on Compaq com- 
patible displays. 
See also 
screen(HW) 


Standards conformance 


vidi is not part of any currently supported standard; it is an extension of AT&T 
System V provided by The Santa Cruz Operation, Inc. 
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vmstat 


report paging and system statistics 


Syntax 
vmstat [ -fs ] [-n namelist ] [ -1] lines ] [ interval [ count }] 
Description 
vmstat reports some statistics kept by the system on processes, demand pag- 
ing, and cpu and trap activity. Three types of reports are available: 
(default) A summary of the number of processes in various states, paging 
activity, system activity, and cpu cycle consumption. 
-f Number of fork(S) system calls performed. 
-S A verbose listing of paging and trap activity. 
If no interval or count is specified, the totals since system bootup are 
displayed. 
If an interval is given, the number of events that have occurred in the last 
interval seconds is shown. If no count is specified, this display is repeated 
forever every interval seconds. Otherwise, when a count is also specified, the 
information is displayed count times. 
Other flags that may be specified include: 
-nnamelist Use file namelist as an alternate symbol table instead of /unix. 
-l lines For the default display, repeat the header every lines reports 
(default is 20). 
The fields in the default report are: 
procs The number of processes which are: 
r In the run queue. 
b Blocked waiting for resources. 
w Swapped out. 
These values always reflect the current situation, even if the 
totals since boot are being displayed. 
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paging Reports on the performance of the demand paging system. 
Unless the totals since boot are being displayed, this information 
is averaged over the preceding interval seconds: 


frs | Free swap space. 

dmd Demand zero and demand fill pages. 
sw Pages on swap. 

cch Pages in cache. 

fil Pages on file. 

pft Protection faults. 

frp Pages freed. 

pos Processes swapped out successfully. 
pif Processes swapped out unsuccessfully. 
rso_ Regions swapped out. 

rsi_ Regions swapped in. 


system Reports on the general system activity. Unless the totals since 
boot are being shown, these figures are averaged over the last 
interval seconds: 


sy Number of system calls. 
cs Number of context switches. 


cpu Percentage of cpu cycles spent in various operating modes: 
us __— User. 
su System. 
id Idle. 


The -f and -s reports are a series of lines of the form: 
number description 


which means that number of the items described by description happened 
(either since boot or in the last interval seconds, as appropriate). These 
reports should be self-explanatory. 


Authorization 
The behavior of this utility is affected by assignment of the mem authoriza- 


tion. If you do not have this authorization, the command will not work. Refer 
to the “Using a secure system” chapter of the User’s Guide for more details. 
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Files 


/unix default namelist 
/dev/kmem default source of statistics 


See also 
fork(S), ps(C), pstat(C) 


Standards conformance 


vmstat is not part of any currently supported standard; it is an extension of 
AT&T System V provided by The Santa Cruz Operation, Inc. 
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Ww 


display information about who is on the system and what they are doing 


Syntax 


w [ -hlqtw ] [ -n namelist | [-s swapdev | [-uutmpfile || users... | 


Description 


The w command prints a summary of the current activity on the system, 
including what each user is doing. The heading line shows the current time of 
day, how long the system has been up, the number of users logged onto the 
system, and load averages. Load averages are the number of processes in the 
run queue averaged over 1,5, and 15 minutes. 


The options are: 
-h Do not print the heading or title lines. 


-1_ Long format (default): for each user, w outputs the user’s login name, the 
terminal or pseudo terminal the user is currently using, when the user 
logged onto the system, the number of minutes the user has been idle 
(how much time has expired since the user last typed anything), the CPU 
time used by all processes and their children attached to the terminal, the 
CPU time used by the currently active process, and the name and argu- 
ments of the currently active process. 


-q Quick format: for each user, w outputs the user’s login name, the terminal 
or pseudo terminal the user is currently using, the number of minutes the 
user has been idle, and the name of the currently active process. 


-t Only the heading line is output (equivalent to uptime(C)). 

-w Both the heading line and the summary of users is output. 

-nnamelist 
The argument is taken as the name of an alternate namelist (/unix is the 
default). 

-sswapdev 
Uses the file swapdev in place of /dev/swap. This is useful when examining 
a corefile. 

-uutmpfile 


The file utmpfile is used instead of /etc/utmp as a record of who is currently 
logged in. 
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If any users are given, the user summary is restricted to reporting on those 
users. 


Limitations 


The “currently active process” is only an approximation and is not always 
correct. Pipelines can produce strange results, as can some background pro- 
cesses. If w is completely unable to guess at the currently active process, it 
prints “-”. 


Authorization 


The behavior of this utility is affected by assignment of the mem authoriza- 
tion, which is usually reserved for system administrators. If you do not have 
this authorization, the output will be restricted to data pertaining to your 
activities only. Refer to the “Using a secure system” chapter of the User's 
Guide for more details. 


Files 
/unix 
/etc/utmp 
/dev/kmem 
/dev/swap 
See also 


date(C), finger(C), ps(C), uptime(C), who(C), whodo(C) 
Standards conformance 


w is not part of any currently supported standard; it is an extension of AT&T 
System V provided by The Santa Cruz Operation, Inc. 
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wait 

await completion of background processes 

Syntax 
wait 

Description 
The wait command waits until all background processes started with an 
ampersand (&) have finished, and reports on abnormal terminations. 
wait is built in to csh, sh and ksh. 
Because the wait(S) system call must be executed in the parent process, the 
shell itself executes wait, without creating a new process. 

Limitations 
Not all the processes of a pipeline with three or more stages are children of 
the shell, and thus cannot be waited for. 

See also 


csh(C), ksh(C), sh(C) 


Standards conformance 
wait is conformant with: 


AT&T SVID Issue 2; 
X/Open Portability Guide, Issue 3, 1989. 
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wc 


count words, lines and characters 


Syntax 


we [ -lwe ] { files ] 


Description 


The we command counts lines, words and bytes in the named files, or in the 
standard input if no files are named. It also keeps a total count for all named 
files. A word is a maximal string of characters delimited by white space as 
defined by the current locale. 


The options I, w, and c may be used in any combination to specify that a sub- 
set of lines, words, and bytes (respectively) are to be reported. The default is 
-lwe. 


The order and number of output columns are affected by the order and num- 
ber of options. The filename is not present if no filename is given on the com- 
mand line. 


If more than one filename is given on the command line, the last line contains 
the total number of lines, words and bytes in all the files, and is labelled with 
the word “total” in the filename column. 


Limitations 


The -c flag formerly stood for “character” count; however the term is mislead- 
ing, as this utility counts bytes. The number of characters may not be the same 
as the number of bytes in some locales. 


Standards conformance 
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wc is conformant with: 


AT&T SVID Issue 2; 
X/Open Portability Guide, Issue 3, 1989. 
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what(C) 


identify files 


Syntax 


what files 


Description 


See also 


The what command searches the given files for all occurrences of the pattern 
@(#) and prints out what follows until the first tilde (-), greater-than sign (>), 
new-line, backslash (\) or null character. The SCCS command get(CP) substi- 
tutes this string as part of the @(#) string. 


For example, if the shell procedure in file print contains 


# @(#)this is the print program 
# @(#)syntax: print [files] 
pro.) pr 


then the command 
what print 
displays the name of the file print and the identifying strings in that file: 
print: 
this is the print program 
syntax: print [files] 


what is intended to be used with the get(CP) command, which automatically 
inserts identifying information, but it can also be used where the information 
is inserted manually. 


admin(CP), get(CP) 


Standards conformance 


what is conformant with: 


AT&T SVID Issue 2; 
X/Open Portability Guide, Issue 3, 1989. 
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who 


list who is on the system 


Syntax 
who [ -aAbdfHlpqrstTu ] [-n count | { file ] 
who am i 
who am I 

Description 


614 


The who command can list the user’s name, terminal line, login time, and the 
elapsed time since activity occurred on the line; it also lists the process ID of 
the command interpreter (shell) for each current user. It examines the 
/etc/inittab file to obtain information for the Comments column, and /etc/itmp 
to obtain all other information. If file is given, that file is examined. Usually, 
file will be /etcAvtmp, which contains a history of all the logins since the file 
was last created. 


who with the am i or am I option identifies the invoking user. 


Except for the default -s option, the general format for output entries is: 
name [state] line time activity pid [comment] [exit] 


With options, who can list logins, logoffs, reboots, and changes to the system 
clock, as well as other processes spawned by the init process. These options 
are: 


-a__ This option processes the /etc/utmp file or the named file with all options 
turned on. 


-A_ This option displays UNIX accounting information. 


-b_ This option indicates the time and date of the last reboot. 
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- 


-n 


“P 


“q 


-I 


-S 


1 February 1993 


who(C) 


This option displays all processes that have expired and have not been 
respawned by init. The “exit” field appears for dead processes and con- 
tains the termination and exit values (as returned by wait(C)), of the dead 
process. This can be useful in determining why a process terminated. 


The -f option will suppress pseudo-ttys from who output, except for 
remote logins. 


This option displays column headings above the regular output. 


This option lists only those lines on which the system is waiting for 
someone to login. The “name” field is LOGIN in such cases. Other fields 
are the same as for user entries except that the “state” field does not exist. 


The argument to this option specifies the number of columns for the -q 
option in displaying the user names. 


This option lists any other process which is currently active and has been 
previously spawned by init. The “name” field is the name of the program 
executed by init as found in /etc/inittab. The “state”, “line”, and “idle” 
fields have no meaning. The “comment” field shows the “id” field of the 
line from /etc/inittab that spawned this process. See inittab(F). 


This is a quick who, displaying only the names and the number of users 
currently logged on. When this option is used, all other options are 
ignored. 


This option indicates the current run level of the init process. In addition, 
it produces the process termination status, process id, and process exit 
status (see utmp(F)) under the “idle”, “pid”, and “comment” headings, 
respectively. 


This option is the default and lists only the “name”, “line”, and “time” 
fields. 


This option indicates the last change to the system clock (via the date(C) 
command) by root. See su(C). 


This option is the same as the -u option, except that the “state” of the ter- 
minal line is printed. The “state” describes whether someone else can 
write to that terminal. A plus character (+) appears if the terminal is writ- 
able by anyone; a minus character (-) appears if it is not. root can write to 
all lines having a plus character or a minus character in the “state” field. 
If a bad line is encountered, a question mark (?) is displayed. 
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-u_ This option lists only those users who are currently logged in. The 


Exit values 


“name” is the user’s login name. The “line” is the name of the line as 
found in the directory dev. The “time” is the time that the user logged in. 
The “activity” is the number of hours and minutes since activity last 
occurred on that particular line. A dot (.) indicates that the terminal has 
seen activity in the last minute and is therefore “current.” If more than 
twenty-four hours have elapsed or the line has not been used since boot 
time, the entry is marked “old.” This field is useful when trying to deter- 
mine whether a person is working at the terminal or not. The “pid” is the 
process ID of the user’s shell. The “comment” is the comment field. It 
can contain information about where the terminal is located, the tele- 
phone number of the dataset, the type of terminal if hard-wired, and so 
on. 


who returns 0 on successful completion. A value of 1 indicates that an error 
occurred; values greater than 1 correspond to system errors documented in 
Intro(S). 


Examples 


who -b 


Indicates when the system was last rebooted. 


who -uH 


Lists those users currently logged in, with a heading printed above the list. 


Files 
/etc/utmp 
/etcfwtmp 
/etc/inittab 
See also 


date(C), inittab(F), login(M), mesg(C), su(C), utmp(F), wait(S) 


Standards conformance 


who is conformant with: 


AT&T SVID Issue 2; 
X/Open Portability Guide, Issue 3, 1989. 
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whodo 


determine who is doing what 


Syntax 
whodo 


Description 


The whodo command produces merged, reformatted, and dated output from 
the who(C) and ps(C) commands. 


Authorization 
The behavior of this utility is affected by assignment of the mem authoriza- 
tion. If you do not have this authorization, the output will be restricted to 


data pertaining to your activities only. Refer to the “Using a secure system” 
chapter of the User’s Guide for more details. 


Files 
/binfwhodo full pathname of whodo 


See also 
ps(C), who(C) 
Standards conformance 


whodo is conformant with AT&T SVID Issue 2. 
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write 


write to another user 


Syntax 


write user [ tty ] 


Description 


The write command copies lines from your terminal to that of another user. 
When first called, it sends the message: 


Message from your-logname your-tty ... 


The recipient of the message should write back at this point. Communication 
continues until an end-of-file is read from the terminal or an interrupt is sent. 
At that point, write displays: 

(end of message) 


on the other terminal and exits. 


If you want to write to a user who is logged in more than once, the tty argu- 
ment may be used to indicate the appropriate terminal. 


Permission to receive messages from other users of the system may be 
granted or denied by use of the mesg(C) command. By default, users are not 
allowed to receive messages (this is for security). This may be altered by issu- 
ing the mesg command from the .login script. 


If the character “!” is found at the beginning of a line, write calls the shell to 
execute the rest of the line as a command. Output from the command is sent 
to the terminal; it is not sent to the remote user. 


The following protocol is suggested for using write: when you first write to 
another user, wait for him or her to write back before starting to send. Each 
party should end each message with a distinctive signal ((o) for “over” is con- 
ventional), indicating that the other may reply; (oo) for “over and out” is sug- 
gested when conversation is to be terminated. 


Files 


I 


/etcfutmp to find user 
/bin/sh to execute “!” 
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See also 
hello(C), mail(C), mesg(C), who(C) 
Standards conformance 


write is conformant with: 


AT&T SVID Issue 2; 


X/Open Portability Guide, Issue 3, 1989. 
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x286emul 


emulate XENIX 80286 


Syntax 


x286emul [ arg... ] prog286 


Description 


x286emul is an emulator that allows programs from XENIX System V/286 
Release 2.3 or XENIX System V/286 Release 2.3.2 on the Intel 80286 to run on 
the Intel 80386 processor under UNIX System V Release 3.2 or later. 


The UNIX system recognizes an attempt to exec(S) a 286 program, and auto- 
matically exec’s the 286 emulator with the 286 program name as an additional 
argument. It is not necessary to specify the x286emul emulator on the com- 
mand line. The 286 programs can be invoked using the same command for- 
mat as on the XENIX System V/286. 


x286emul reads the 286 program’s text and data into memory and maps them 
through the LDT (via sysi86(S)) as 286 text and data segments. It also fills in 
the jam area, which is used by XENIX programs to do system calls and signal 
returns. x286emul starts the 286 program by jumping to its entry point. 


When the 286 program attempts to do a system call, x286emul takes control. 
It does any conversions needed between the 286 system call and the 
equivalent 386 system call, and performs the 386 system call. The results are 
converted to the form the 286 program expects, and the 286 program is 
resumed. 


The following are some of the differences between a program running on a 
286 and a 286 program using x286emul on a 386: 


e Attempts to unlink or write on the 286 program will fail on the 286 with 
ETXTBSY. Under x286emul, they will not fail. 


e ptrace(S) is not supported under x286emul. 
e The 286 program must be readable for the emulator to read it. 


Files 


/bin/x286emul the emulator must have this name and be in /bin if it is to be 
automatically invoked when exec(S) is used on a 286 program 
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xargs 


construct and execute commands 


Syntax 
xargs [-tpr] [ -eeofstr] [ -i[replstr]] [ -I[number] | [ -n number] [ -x] [ -ssize] 
[command [initial-arguments]}] 

Description 


The xargs command combines the fixed initial-arguments with arguments 
read from the standard input to execute the specified command one or more 
times. The number of arguments read for each command invocation and the 
manner in which they are combined are determined by the flags specified. 


command, which may be a shell file, is searched for using the shell $PATH 
variable. If command is omitted, /bin/echo is used. 


Arguments read in from standard input are defined to be contiguous strings 
of characters delimited by one or more blanks, tabs, or newlines; empty lines 
are always discarded. Blanks and tabs may be embedded as part of an argu- 
ment if escaped or quoted: Characters enclosed in quotes (single or double) 
are taken literally, and the delimiting quotes are removed. Outside of quoted 
strings, a backslash (\) will escape the next character. 


Each argument list is constructed starting with the initial-arguments, fol- 
lowed by some number of arguments read from standard input (exception: 
see the -i flag). Flags -i, -l, and -n determine how arguments are selected for 
each command invocation. When none of these flags are coded, the initial- 
arguments are followed by arguments read continuously from standard input 
until an internal buffer is full, and command is executed with the accumulated 
arguments. This process is repeated until there are no more arguments. 
When there are flag conflicts (for example, -1 and -n), the last flag has pre- 
cedence. 


xargs takes the following option flags: 


-1[number] 

command is executed for each number lines of nonempty arguments 
from the standard input. This is instead of the default single line of input 
for each command. The last invocation of command will be with fewer 
lines of arguments if fewer than number remain. A line is considered to 
end with the first newline unless the last character of the line is a blank or 
a tab; a trailing blank/tab signals continuation through the next 
nonempty line. If number is omitted, 1 is assumed. Option -x is forced. 
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-i[replstr] 


Insert mode: command is executed for each line from the standard input, 
taking the entire line as a single argument, inserting it in initial- 
arguments for each occurrence of replstr. A maximum of 5 arguments in 
initial-arguments may each contain one or more instances of replstr. 
Blanks and tabs at the beginning of each line are thrown away. Con- 
structed arguments may not grow larger than 255 characters, and option 
-x is also forced. “ {}” is assumed for replstr if not specified. 


-n number 


“P 


“xX 


Executes command, using as many standard input arguments as possible, 
up to the number of arguments maximum. Fewer arguments are used if 
their total size is greater than size characters, and for the last invocation if 
there are fewer than number arguments remaining. If option -x is also 
coded, each number of arguments must fit in the size limitation, or xargs 
terminates execution. 


Trace mode: the command and each constructed argument list are echoed 
to file descriptor 2 just prior to their execution. 


Prompt mode: the user is prompted whether to execute command at each 
invocation. Trace mode (-t) is turned on to display the command instance 
to be executed, followed by a “?...” prompt. A reply of “y” (optionally 
followed by anything) will execute the command; anything else, includ- 
ing a carriage return, skips that particular invocation of command. 


Causes xargs to terminate if any argument list would be greater than size 
characters; -x is forced by the options -i, and -l. When none of the options 
-i, -l, or -n are coded, the total length of all arguments must be within the 
size limit. 


-Ssize 


The maximum total size of each argument list is set to size characters; 
size must be a positive integer less than or equal to 470. If -s is not coded, 
470 is taken as the default. Note that the character count for size includes 
one extra character for each argument and the count of characters in the 
command name. 


-eeofstr 


eofstr is taken as the logical end-of-file string. Underscore (_) is assumed 
for the logical EOF string if -e is not coded. -e with no eofstr coded turns 
off the logical EOF string capability (underscore is then taken literally). 
xargs reads standard input until either end-of-file or the logical EOF 
string is encountered. 
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Exit values 


xargs terminates if it either receives a return code of -1 from, or if it cannot 
execute the command. When command is a shell program, it should explicitly 
exit (see sh(C)) with an appropriate value to avoid accidently returning with 
-1. 


Examples 


The following will move all files from directory $1 to directory $2, and echo 
each move command just before doing it: 


Is $1 | xargs -i -t mv $1/{ } $2/{ } 


The following will combine the output of the parenthesized commands onto 
one line, which is then echoed to the end-of-file log: 


(logname; date; echo $0 $*) | xargs >>log 


The user is prompted to enter which files in the current directory are to be 
printed and prints them one at a time: 


Is | xargs -p -l lpr 
or many at a time: 
Is | xargs -p-l | xargs Ipr 


The following will execute diff(C) with successive pairs of arguments origi- 
nally entered as shell arguments: 


echo $* | xargs -n2 diff 


Standards conformance 
xargs is conformant with: 


AT&T SVID Issue 2; 
X/Open Portability Guide, Issue 3, 1989. 
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xtod 


change file format from UNIX to MS-DOS 


Syntax 


xtod [ filename | > [ output.file | 


Description 


See also 
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The xtod command converts a file from UNIX format to MS-DOS format. The 
MS-DOS files terminate a line of text with a carriage return and a linefeed, 
while UNIX files terminate a line with a linefeed only. Also MS-DOS places a 
(Ctrl)z at the end of a file, while UNIX does not. Some programs and utilities 
are sensitive to this difference and some are not. If a text or data file is not 
being interpreted correctly, use the dtox and xtod conversion utilities. The 
xtod command adds the extra carriage return to the end of each line and adds 
the (Ctrl)z to the end of the file. This utility is not required for converting 
binary object files. 


If no filename is specified on the command line, xtod takes input from stan- 
dard input. Output of the utility goes to standard output. 


dtox(C) 
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xtract 


extract a file from a cpio archive and stop 


Syntax 
extract cpio_options pattern archive 
Description 
xtract is used to extract a single file from a cpio archive. Unlike using cpio 


directly, this allows for the quick extraction of a single file without reading the 
entire archive. The extraction is performed using the -iv options. 


See also 
cpio(C) 
Standards conformance 


xtract is conformant with AT&T SVID Issue 2. 
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yes 


print string repeatedly 


Syntax 


yes [ string | 


Description 


626 


“ae 


yes repeatedly outputs “y”, or if a single string argument is given, arg is out- 
put repeatedly. The command will continue indefinitely unless aborted. This 
is useful in pipes to commands that prompt for input and require a “y’” 
response for a yes. In this case, yes terminates when the command it pipes to 
terminates, so that no infinite loop occurs. 
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Intro(M) 


Intro 
introduction to miscellaneous features and files 
Description 
This section contains miscellaneous information useful in maintaining the 


system. Included are descriptions of files, devices, tables and programs that 
are important in maintaining the entire system. 


See also 


Intro(ADM), Intro(C), Intro(F), Intro(HW) 
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aio 


Asynchronous disk I/O ioctl commands 


Syntax 
#include <sys/async.h> 
int ioctl (fildes, command, arg) 
int fildes, command, arg; 
Description 
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AIO I/O control commands (ioctls) are a subset of ioctl(S) system calls that 
perform asynchronous I/O operations on raw disk partitions. This allows a 
program to do other processing while the kernel performs the I/O requests; a 
later ioctl command polls the status of issued operations. A program may 
have several disk partitions open, and have multiple AIO requests issued to 
each partition. 


Use of AIO requires disk driver support; all SCO hard disk drivers support 
AIO. The DKIOCASTAT ioctl can be used to query whether a given open file 
descriptor supports AIO. 


AIO supports the option of locking an area of physical memory for the use of 
AIO transfers; this can be configured by the UNIX system administrator by 
using the /usr/lib/aiomemlock file and the /etc/aiolkinit command. AIO can be 
performed whether or not such a lock is available. 


toctl commands 


DKIOCMLOCK Signals the intent of the program to perform AIO on the pro- 
vided file descriptor; this call also locks physical memory if 
this is permitted for the user. The arg argument to ioctl 
points to the following structure: 


typedef struct asyncmlock 
{ 


t. 


char tavaddr; /* starting user virtuai addr 
uint asize; /* size of area to be iocked *. 
} ASYNCMLOCK; 


The area of memory spanned by the ASYNCMLOCK struc- 
ture must already be allocated to the calling program, for 
example, by a previous call to malloc(S). If asize is 0, or the 
user does not have AIO memory lock privileges, 
DKIOCMLOCK does not lock physical memory, but returns 
without an error. Possession of memory locking privileges 
by a user does not affect the success or failure of a locking 
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call, but determines whether or not the call does anything. 
Similarly, a memory locking length of zero is not an error, 
but is treated as a no-op. 


If the program is doing AIO to multiple partitions, 
DKIOCMLOCK must be called on each open file descriptor. 
The DKIOCMLOCK for all calls by one process must refer to 
the same area of memory, and DKIOCMLOCK should only 
be called once for each file descriptor. Memory should not 
be locked more than once for any file descriptor. 


On failure, errno is set to one of the following values: 


[EAGAIN] _ No internal AIO per-process structure could be 
allocated (too many processes doing AIO). 


[EFAULT] The arg pointer is not within the user’s space, 
or the memory area specified is not within the 
user’s space. 


[EINVAL] |DKIOCMLOCK has been called with different 
ASYNCMLOCK values than a previous call, or 
AIO is not supported for this fd, or AIO has not 
been linked into the running kernel. 


[ENOMEM] Not enough memory was available to satisfy 
the lock request. 


Initiates an AIO request. arg is a pointer to the following 
structure: 
typedef struct areqbuf { 

long au_cmd; 

long au_daddr; 


char *au_maddr; 
long au_size; 
char *au_ref; 

} AREQBUF; 


/* 
* Command bits 
ay 


#define AU_READ 01 
#define AU_WRITE 02 


au_cmd is set to either AU_READ or AU_WRITE. 


au_daddr is the (512 byte) disk block number where the I/O 
is to start from. 
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au_maddr is the user’s address for I/O. 
au_size is the length in bytes of the transfer. 


ar_ref is a context pointer for the caller’s use. It is returned 
with the status from the I/O request. 


The AIO facility imposes restrictions on the I/O request pa- 
rameters. au_size must be a multiple of 512 (that is, only 
multiples of 512 byte disk blocks are permitted). au_maddr 
must be aligned on a 512 byte address boundary. The entire 
transfer must fit within an MMU page, that is, within a 4K 
aligned page in the user's space. Finally, for a given process 
doing asynchronous I/O only one memory range can be 
locked, and the same range must be specified for all file 
descriptors; otherwise an error will result. 


On failure, AIO sets errno to one of the following values (the 
disk driver itself may set other values on errors). 


[EFAULT] The arg pointer is not within the user’s space, 
or the transfer address is not in the users 
space. 


[EINVAL] One of the above alignment restrictions has 
been violated, au_cmd is unrecognized, the user 
has locked AIO memory and the transfer is not 
within this locked range, AIO is not supported 
for this file descriptor, or AIO has not been 
linked into the running kernel. 


[EAGAIN] Some AIO resource could not be allocated (for 
example, too many AIO requests for the sys- 
tem, or for this user). 


[ENXIO] The disk block was beyond the range of the 
partition. 


Returns information for any completed requests (up to 15) 
on this file descriptor. If more than 15 requests have been 
issued on this file descriptor, or if all the requests have not 
completed, then DKIOCASTAT will need to be called more 
than once. 


DKIOCASTAT also determines whether a particular open file 


descriptor supports AIO. If AIO is not supported, the ioctl 
returns -1, and errno is set to EINVAL. 
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arg is a pointer to an ASYNCSTATUS structure, which is filled in 
by the ioctl system call: 


#define MAXSTATUS 15 


typedef struct asyncstatus 
{ 

long acount; 

IOSTAT astatus [MAXSTATUS] ; 
} ASYNCSTATUS; 


typedef struct aiostat 

{ 
short iostatus; 
short iobsize; 
char *iomaddr; 
char *ioref; 

} IOSTAT; 


acount is set to the number of IOSTAT structures actually 
returned in this call. iostatus is set to 0 for a successful I/O 
request, and to nonzero (typically a valid errno code) on an 
error. iobsize is set to the number of bytes transferred. 
iomaddr is the user’s transfer address as given in the AREQBUF 
structure, and ioref is the context pointer; these two values 
associate the returned status with the initial request. 


On failure, AIO sets errno to one of the following values: 
([EFAULT] 


1 The arg pointer is not within the user's space. 


2 AIO is not supported by this driver, or AIO is not config- 
ured into the kernel. 


The AIO ioctls return 0 on success, and -1 on error. 


See also 


aio(F), aioinfo(ADM), aiolkinit(ADM), aiomemlock(F) 
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ascii 


map of the ASCII character set 


Description 


ascii is a map of the 7-bit ASCII character set. It lists both octal and hexade- 
cimal equivalents of each character. It contains: 


Octal 

000 nul 001 soh 002 stx 003 etx 004 eot 005 enq 006 ack 007 bel 
010 bs 011 ht 012 nl 013 vt 014 np 015 cr 016 so 017 si 
020 dle 021 del 022 dc2 023 dc3 024 dc4 025 nak 026 syn 027 etb 
030 can 031 em 032 sub 033 esc 034 fs 035 gs 036 rs 037 us 
040 sp 041 ! 042 " 043 # 044 $ 045 % 046 & 047 ” 
050 ( 051 ) 052 * 053 + 054 , 055 - 056 . 057 / 
060 0 061 1 062 2 063 3 064 4 065 5 066 6 067 7 
070 8 071 9 072 : 073 ; 074 < 075 = 076 > 077 ? 
100 @ 101 A 102 B 103 C 104 D 105 E 106 F 107 G 
110 H 111 I 112 J 113 K 114 L 115 M 116 N 117 Of 
120 P 121 Q 122 R 123 S 124 T 125 U 126 V 127 W 
130 X 131 Y 132 Z 133 [ 134 \ 135 ] 136 * 137 _ 
140 “ 141 a 142 b 143 c 144 d 145 e 146 f 147 g 
150 h 151 i 152 j 153 k 154 | 155 m 156 n 157 o 
160 p 161 q 162 r 163 s 164 t 165 u 166 v 167 w 
170 x 171 y 172.z 173 { 174 | 175 } 176 ~ 177 del 
Hexadecimal 

00 nul 01 soh 02 stx 03 etx 04 eot 05 eng 06 ack 07 bel 
08 bs 09 ht 0a nl Ob vt Oc np Od cr Oe so Of si 
10 dle 11 del 12 dc2 13 dc3 14 dc4 15 nak 16 syn 17 etb 
18 can 19 em la sub 1b esc Ic fs 1d gs le rs 1f us 
20 sp 21! y 2 23 # 24 $ 25 % 26 & 27” 
28 ( 29 ) 2a * 2b + 2c , 2d - 2e 2f 7 
30 0 31 1 32:2 33 3 34 4 35 5 36 6 37 7 
38 8 39 9 3a : 3b ; 3c < 3d = 3e > 3f ? 
40 @ 41 A 42 B 43 C 44D 45 E 46 F 47 G 
48 H 49 | 4a J 4b K 4c L 4d M 4e N 4f O 
50 P 51 Q 52 R 53 S 54 T 55 U 56 V 57 W 
58 X 59 Y 5a Z 5b [ 5c \ 5d 5e * Sf _ 
60 “ 61 a 62 b 63 ¢ 64 d 65 e 66 f 67 g 
68 h 69 i 6a j 6b k 6c | 6d m 6e n 6f o 
70 p 71 q 72 6 73 s 74 t 75 u 76v 77 w 
78 x 79 y 7a z 7b { 7c | 7d } 7e ~ 7f del 
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The extended 8-bit ASCII character set is shown here, again with the octal and 
hexadecimal value of each character. The mapchan(M) utility allows access to 
these characters. Display of these characters is dependent on the capabilities 
of the hardware device. (A & indicates an unassigned character.) 


Octal 

200 ® 201 ® 202 # 203 #% 204 ind 205 nel 206 ssa 207 esa 
210 hts 211 ht 212 vts 213 pld | 214 plu | 215 ri 216 ss2 217 ss3 
220 dcs 221 pul | 222 pu2 | 223 sts 224 cch | 225 mw | 226 spa | 227 epa 
230 ® 231 ® 232 ® 233 csi 234 st 235 osc 236 pm | 237 apc 
240 nbsp 241 jj 242 ¢ 243 £ 244 0 245 ¥ 246 | 247 § 
250 ~ 251 © 252 ? 253 « 254 = 255 shy 256 ® 257 
260 ° 261 + 262 2 263 ° 264 * 265 pb 266 J 267 
270 , 271 | 272 ° 273 » 274 % 275 Y% 276 % 277 3 
300 A 301 A 302 A 303 A 304 A 305 A 306 4 307 ¢ 
310 E 311 E 312 E 313 E 314 1} 315 [ 316 I 317 I 
320 D 321 N 322 O 323 O 324 O 325 O 326 O 327 & 
330 @ 331 U 332 U 333 U 334 U 335 Y 336 P 337 & 
340 a 341 a 342 a 343 4 344 a 345 2 346 ze 347 ¢ 
350 e 351 é 352 é 353 @ 354 i 355 i 356 i 357 1 
360 d 361 fA 362 6 363 6 364 6 365 6 366 6 367 #& 
370 © 371 u 372 U 373 a 374 375 y 376 pb 377 ¥ 
Hexadecimal 

80 ® 81 ® 82 ® 83 ® 84 ind 85 nel 86 ssa 87 esa 
88 hts 89 htj 8a vts 8b pld 8c plu 8d ri 8e ss2 8f ss3 
90 dcs 91 pul 92 pu2 93 sts 94 cch 95 mw 96 spa 97 epa 
98 & 99 & 9a & 9b csi 9c st 9d osc 9e pm 9f apc 
a0 nbsp al ; a2 ¢ a3 £ a4 a a5 ¥ a6 | a7 § 
a8 * a9 © aa ? ab « ac — ad shy ae ® af 
bO ° bl + b2 ? b3 ? b4 ° b5 p b6 I b7 - 
b8 , bo ! ba 2 bb » be bd % be % bf ¢ 
c0 A cl A c2 A 3A cA A 5 A c6 c7 ¢ 
cB E IE ca E cb E cc I cd f ce | cf I 
dd D di N d2 0 d3 O d4 0 d5 O d6 O d7 #& 
d8 @ d9 U da U db U dc U dd Y de P df 8 
e0 a el a e2 a e3 a e4 a e5 a e6 z e7 ¢ 
e8 é e9 é ea é eb é ec i ed i ee i ef i 

f0 d fl in f2 6 {3 6 £4 6 {5 6 f6 6 f7 ® 
{8 f9 u fa u fb a fo ti fd y fe p ff y 
/usrfpub/ascii 
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chrtbl 


create a ctype locale table 


Syntax 


chrtbl [ specfile | 


Description 
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The utility chrtbl is provided to allow new LC_CTYPE locales to be defined; it 
reads a specification file, containing definitions of the attributes of characters 
in a particular character set, and produces a binary table file, to be read by 
setlocale(S), which determines the behavior of the ctype(S) routines. 


The information supplied in the specification file consists of lines in the 
following format: 


char type conv 


The three fields, which are separated by space or tab characters, have the 
following meanings and syntax: 


char This is the character which is being defined. It may be specified in 
one of six different ways (the following examples all specify the 
ASCII character “A”): 


65 decimal 

0101 _—ioctail 

0x41 hexadecimal 

‘A’ quoted character 


‘\101’ quoted octal 
‘\x41’ quoted hexadecimal 


type This specifies the classification of the character, as reported by the 
ctype(S) routines. There are 7 basic classifications: 


iscntrl 

sdigit 

islower 
ispunct 
isspace 
isupper 
isxdigit 


xcwnvron 
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Other ctype macros use combinations of these 7 basic classifications. 
Zero, one or more of these classification letters can be specified, in 
any order, although only certain combinations are logically reason- 
able, as follows: 


C control character 

CS spacing control character 

U uppercase alphabetic 

UX uppercase alphabetic hex digit 

UL dual case character 

L lowercase alphabetic 

LX lowercase alphabetic hex digit 

DX decimal and hex digit 

S spacing character 

P punctuation (all other printing chars) 
blank undefined (all classifications false) 


conv _ This optional field specifies the corresponding uppercase character 
for a lowercase character, or the corresponding lowercase character 
for an uppercase character. Dual case characters should have their 
own values repeated in this field. 


The syntax is as for the char field. 


All characters following a hash (#) are treated as a comment and ignored up to 
the end of the line, unless the hash is within a quoted character. 


The initial LC_CTYPE table used is that for the ascii(M) character set, with the 
entries for the higher 128 characters (0x80 - Oxff) set to zero (that is, all classifi- 
cations false). Thus an empty specification file will result in a table for US 
ASCII. Any specifications found in the input to chrtbl will overwrite the spec- 
ifications for that character only, thus additions and modifications to the 
ASCII table can be made without respecifying those characters which are 
unchanged. 


The binary table output is placed in a file named ctype, within the current 
directory. This file should be copied or linked to the correct place in the setlo- 
cale file tree (see locale(M)). To prevent accidental corruption of the output 
data, the file is created with no write permission; if the chrtbl utility is run ina 
directory containing a write-protected “ctype” file, the utility will ask if the 
existing file should be replaced; any response other than “yes” or “y” will 
cause chrtbl to terminate without overwriting the existing file. 


If the specfile argument is missing, the specification information is read from 
the standard input. 
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Specification file format 
The chrtbl specification file has the following format (the order of the specifi- 
cations is not significant): 

i 


# chrtbl file for TVI 7-bit Spanish character set 
# Note that only non-ASCII characters need be specified 


# 

‘@’ P # inverted ? 
pe ie Pe # n tilde 
oR P # inverted ! 
oe U ae # N tilde 

at P # degree sign 


Exit values 


Any error conditions encountered will cause the program to exit with a non- 
zero return code; successful completion is indicated with a zero return code. 


Diagnostics 


If the input table file cannot be opened for reading, processing will terminate 
with the error message, “Cannot open specification file’. 


Any lines in the specification file which are syntactically incorrect will cause 
an error message to be issued to the standard error output, specifying the line 
number on which the error was detected. The line will be ignored, and pro- 
cessing will continue. 


If the output file, “ctype”, cannot be opened for writing, processing will ter- 
minate with the error message, “Cannot create table file.” 


Files 


/usrfinclude/ctype.h 


See also 


ascii(M), ctype(S), locale(M), setlocale(S) 


Standards conformance 


chrtbl not part of any currently supported standard; it is an extension of AT&T 
System V provided by The Santa Cruz Operation, Inc. 
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open any minor device on a STREAMS driver 


Description 


clone is a STREAMS software driver that finds and opens an unused minor de- 
vice on another STREAMS driver. The minor device passed to clone during 
the open is interpreted as the major device number of another STREAMS 
driver for which an unused minor device is to be obtained. Each such open 
results in a separate stream to a previously unused minor device. 


The clone driver consists solely of an open function. This open function per- 
forms all of the necessary work so that subsequent system calls (including 
close(S)) require no further involvement of clone. 


clone will generate an ENXIO error, without opening the device, if the minor 
device number provided does not correspond to a valid major device, or if the 
driver indicated is not a STREAMS driver. 


clone will generate an ENODEV error, without opening the device, if a. pipe 
cannot be created. 


Limitations 


See also 


Multiple opens of the same minor device cannot be done through the clone 
interface. Executing stat(S) on the file system node for a cloned device yields 
a different result from executing stat(S) using a file descriptor obtained from 
opening the node. 


log(M), pipe(ADM), pipe(S) 
AT&T STREAMS Programmer's Guide 
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coltbl 


create a collation locale table 


Syntax 


coltbl [ specfile | 
Description 


The utility coltbl is provided to allow LC_COLLATE locales to be defined. It 
reads in a specification file (or standard input if specfile is not defined), con- 
taining definitions for a particular locale’s collation ordering, and produces a 
concise format table file, to be read by setlocale(S). 


In general, characters may be specified in one of six different ways (the fol- 
lowing examples all specify the ASCII character “A”): 


65 decimal 

0101 ~=octal 

0x41 hexadecimal 

‘A’ quoted character 


‘\101’ quoted octal 
‘\x41’ quoted hexadecimal 


The information in the specification file is to an extent free format. A particu- 
lar type of definition is started by one of the following keywords: 


PRIM: ZERO: EQUIV: DOUBLE: 


The keywords, PRIM:, ZERO: and EQUIV:, are concerned directly with the set- 
ting of the collation ordering of characters. 


A group of characters which are to be collated as equal, unless all other char- 
acters in a pair of strings are also equal, are grouped together with the PRIM: 
keyword. The position of a particular group in the specification file is signifi- 
cant as far as the collation ordering is concerned. Collating elements following 
the PRIM: keyword are separated by white spaces. A two-character collating 
element can be specified here by (ab), where a and b are the two characters 
making up the sequence. The order of the collating elements defined in one 
group is significant in secondary collation ordering. It is also possible to 
define a range of characters, for example: 


PRIM: ‘a’ - ’z’ 


Collating elements following the ZERO: keyword, are to be ignored when col- 
lating. The format of the definitions is the same as with PRIM:. Ranges of 
characters can also be defined, as for example: 


ZERO: 0x80 - Ox9f 
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EQUIV: is used to give two collating elements identical positions in the colla- 
tion ordering. The syntax is: 


EQUIV: a=b 


where a and b are the two equal collating elements. There can be only one 
definition for each occurrence of this keyword. 


Single characters which are to be collated as two characters, for example the 
German sharp s, are defined with the DOUBLE: keyword. The syntax is: 


DOUBLE: a = (bc) 


where a is the single character, and b and c are the two characters in the collat- 
ing sequence. There can be only one definition for each occurrence of this key- 
word. The single character a must not also appear after a PRIM:, a ZERO: or an 
EQUIV: keyword. 


All characters following the hash character are treated as a comment and 
ignored up to the end of the line, unless the hash is within a quoted string. 


The concise format locale table is placed in a file named collate in the current 
directory. This file should be copied or moved to the correct place in the 
setlocale(S) file tree (see locale(M)). To prevent accidental corruption of the 
output data, the file is created with no write permission; if the coltbl utility is 
run ina directory containing a write-protected collate file, the utility will ask if 
the existing file should be replaced — any response other than “yes” or “y” 
will cause coltbl to terminate without overwriting the existing file. 


Diagnostics 


See also 


All error messages are self explanatory. 


chrtbl(M), locale(M), mestbl(M), montbl(M), numtbl(M), setlocale(S), 
timtbl(M) 


Standards conformance 


coltbl is not part of any currently supported standard; it is an extension of 
AT&T System V provided by The Santa Cruz Operation, Inc. 
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console 


system console device 


Description 


The file /dev/console is the device used by the system administrator for system 
maintenance (single-user) operations. It is the tty to which the first default 
shell is attached. 


The system console device can be either a terminal (a serial adapter device, 
ttyla) or a system keyboard display adapter monitor (tty01). 


Many programs, such as the UNIX kernel, redirect error messages to 
/dev/console. Initially /dev/console is linked to dev/systty. 


Warning 
Do not enable(C) or disable(C) /dev/console because this may corrupt the 
/etcfinittab file; instead, enable or disable the display adapter (tty01), or the 
serial adapter (tty?a) if the console is configured to be on a particular serial de- 
vice. 

Limitations 
A serial console cannot be attached to a multiport card or one that uses special 
drivers; it must be on a standard COM1 card. 

Files 
/dev/console 

See also 
boot(HW), screen(HW), systty(M), tty(M) 
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daemon.mn 


micnet mailer daemon 


Syntax 


/usr/lib/mail/daemon.mn [ -ex ] 


Description 


The mailer daemon performs the “backend” networking functions of the mail, 
rcp, and remote commands by establishing and servicing the serial communi- 
cation link between computers in a Micnet network. 


When invoked, the daemon creates multiple copies of itself, one copy for each 
serial line used in the network. Each copy opens the serial line, creates a 
startup message for the LOG file, and waits for a response from the daemon at 
the other end. The startup message lists the names of the machines to be con- 
nected, the serial line to be used, and the current date and time. If the daemon 
receives a correct response, it establishes the serial link and adds the message 
“first handshake complete” to the LOG file. If there is no response, the dae- 
mon waits indefinitely. 


If invoked with the -x switch, the daemon records each transmission in the 
LOG file. A transmission entry shows the direction of the transmission (tx for 
transmit, rx for receive), the number of bytes transmitted, the elapsed time for 
the transmission (in minutes and seconds), and the time of day of the 
transmission (in hours, minutes, and seconds). Each entry has the form: 


direction byte_count elapsed_time time_of_day 


The daemon also records the date and time every hour. The date and time 
have the same format as described for the date command. 


If invoked with the -e switch, the daemon records all transmission errors in 
the LOG file. An error entry shows the cause of the error preceded by the 
name of the daemon subroutine which detected the error. 


The mailer daemon is normally invoked by the start option of the netutil 
command and is stopped by the stop option. 


During the normal course of execution, the mailer daemon uses several files in 
the /usr/spool/micnet/remote directory. These files provide storage for LOG 
entries, commands issued by the remote(C) command, and a list of processes 
under daemon control. 
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Files 


/usrflib/mail/daemon.mn 
/usrf/spool/micnet/remote/*/LOG 
/usr/spool/micnet/remote/*/mn 
/usr/spool/micnet/remote/local/mn* 
/usr/spool/micnet/remote/lock 
/usr/spool/micnet/remote/pids 


See also 


netutil(ADM) 


Standards conformance 


daemon.mn is not part of any currently supported standard; it is an extension 
of AT&T System V provided by The Santa Cruz Operation, Inc. 
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environ 


the user environment 


Description 


The user environment is a collection of information about a user, such as login 
directory, mailbox, and terminal type. The environment is stored in special 
“environment variables,” which can be assigned character values, such as 
names of files, directories, and terminals. These variables are automatically 
made available to programs and commands invoked by the user. The com- 
mands can then use the values to access the user's files and terminal. 


The environment can be changed by assigning a new value to a variable. An 
assignment has the form: 


name = value 
For example, the assignment: 
TERM=h29 


sets the TERM variable to the value “h29”. The new value can be “exported” 
to each subsequent invocation of a shell by exporting the variable with the 
export command (see sh(C)) or by using the env(C) command. 


You may also add variables to the environment, but you must be sure that the 
new names do not conflict with exported shell variables such as MAIL, PS1, 
PS2, and IFS. Placing assignments in the .profile file is a useful way to change 
the environment automatically before a session begins. 


Note that the environment is made available to all programs as an array of 
strings. Each string has the form: 


name=value 


where the name is the name of an exported variable and the value is the 
variable’s current value. For programs started with a exec(S) call, the environ- 
ment is available through the external pointer environ. For other programs, 
individual variables in environment are available through getenv(S) calls. 


The following is a short list of commonly used environment variables. 


EDITOR Used to set the editor. The default editor is ed(C). Using vi as an 
example, for Bourne Shell users, the syntax is: 


EDITOR = /bin/vi 
For C-Shell users, the syntax is: 
setenv EDITOR /bin/vi 


EXINIT Used to set vi options and define vi abbreviations and mappings. 
For Bourne Shell users, the syntax is: 
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HOME 


HZ 


LANG 


EXINIT = ‘set options’ 
For C-Shell users, the syntax is: 
setenv EXINIT ‘set options’ 


For example, a C-Shell user might place the following command in 
$HOME/cshre: 


setenv EXINIT ‘set wm=24 | map g 1G’ 


This would automatically set vi’s wrapmargin option to 24 and 
would define the “g” key to move to the top of the file (just as “G” 
moves to the bottom of the file). 


You can set more than one option with the same set command. If 
you define abbreviations or mappings with this environment vari- 
able, you must separate the abbr and map commands from the set 
command and from each other with a bar (|). The function of the 
bar is similar to that of the semicolon that separates commands on a 
shell command line. 


If you are defining many customizations, you might prefer to use the 
.exrc file, where each command can be listed one per line (see vi(C)). 


Names the user’s login directory. Initially, HOME is set to the login 
directory given in the user's passwd file entry. 


Defines, with a numerical value, the number of clock interrupts per 
second. The value of this variable is dependent on the hardware, 
and configured in the file /etc/initscript. If HZ is not defined, pro- 
grams which depend on this hertz value, such as prof(CP) and 
times(S), will not run. 


Represents the international locale in the format lan- 
guage_territory.codeset. This is used by setlocale(S) to establish the 
default locale on program startup. 


Individual locale-specific functions can be affected independently using the 
following optional LC_* environment variables: 


LC_COLLATE 


Locale affecting collation/sorting sequence. 


LC_CTYPE 


Locale affecting character classification routines (ctype(S)). 


LC_MESSAGES 


Locale affecting message language. 


LC_MONETARY 


Locale affecting currency formatting. 


LC_NUMERIC 


Locale affecting numeric formatting. 
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LC_TIME 


PATH 


TERM 


TZ 
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Locale affecting time and date format. 


Defines the search path for the directories containing commands. 
The system searches these directories whenever a user types a com- 
mand without giving a full pathname. The search path is one or 
more directory names separated by colons (:). Initially, PATH is set 


to :/bin:/usr/bin. 


Defines the type of terminal being used. This information is used by 
commands such as more(C) which rely on information about the 
capabilities of the user’s terminal. The variable may be set to any 
valid terminal name (see terminals(M)) directly or by using the 
tset(C) command. 


Defines time zone information. This information is used by date(C) 
to display the appropriate time. The variable may have any value of 
the form: 


std offset [ dst [ offset ],[ start [ /time }, end [ /time ]]] 
(You may also have: 
std offset [ dst [ offset |;[ start [| /time |, end [ /time ]]] 


which is the XENIX format. Note that this format is not POSIX 
compatible.) 


std, the standard local time zone abbreviation (1-9 characters), and 
offset, the difference between the local time and GMT, are the only 
mandatory fields. 


offset should be specified as: 
[+ | -]hh[:mm [:ss }] 


where hh is hours (0-24), mm is minutes (0-59), and ss is seconds (0- 
59). Only the hours field is mandatory. If offset is preceded by a 
minus (-), it is east of the Prime Meridian, otherwise it is assumed to 
be west (this can be specified with an optional plus (+)). 


dst is a 1-9 character abbreviation for the local summertime 
timezone. If dst is not specified, the system will not be aware of 
summertime; it will always be on standard time. 


The offset after dst is the difference between local standard time and 
local summertime. If you do not specify an offset, it is assumed to be 
one hour. (This is usually what you want.) 


Everything following the second offset is the rule for when to change 
from standard to summertime. start/time is when the change to 
summertime occurs; end/time is when the time changes back. (Note 
that, for systems in the Southern Hemisphere, start/time does not 
have to come earlier in the year than end/time.) 
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start and end describe the day, while time specifies the time. time is 
specified in the same way as offset (see above), but the leading “+” 


or “-" is not valid. If time is not specified, it is assumed to be 
02:00:00 (2 A.M.). 


start and end can be specified in any of the following ways: 


Jn The Julian day (1-365). Leap years are not counted; Febru- 
ary 28 is day 59 and March 1 is day 60, always. 

n The zero-based Julian day (0-365); you can refer to February 
29 in a leap year. 


Wn.d ‘The dth day (0-6, where 0 is Sunday) of week n (1-4). 


Mm.n.d The dth day (0-6, where 0 is Sunday) of week n (1-5) of 
month m (1-12). If you specify the week (n) as 5, this means 
the last d day in m month, as in M8.5.1 which would be the 
last Monday in August. 


If you specify the comma starting off the summertime rule, it is 
advisable to specify the rest of the rule. 


A sample TZ for Eastern Standard Time, EST, might look like this: 
EST5:00:00EDT4:00:00,M4.1.0/2:00:00,M10.5.0/2:00:00. 

We start off with “EST5:00”: this names our time zone and defines it 
as five hours west of Greenwich Mean Time. Summertime in this 
locale is called EDT (Eastern Daylight Time), and is four hours ahead 
of GMT. Summertime starts on a Sunday in the first week in April at 


2 A.M., and standard time resumes on the last Sunday in October at 2 
A.M. 


Refer to the tz(M) and timezone(F) manual pages for more informa- 
tion on TZ. 


See also 


env(C), exec(S), getenv(S), locale(M), login(M), profile(M), setlocale(S), sh(C), 
timezone(F), tz(M) 


Standards conformance 


environ is conformant with: 


AT&T SVID Issue 2; 

IEEE POSIX Std 1003.1-1990 System Application Program Interface (API) 
[C Language] (ISO/IEC 9945-1); 

and NIST FIPS 151-1. 


648 1 February 1993 


error(M) 


error 


kernel error output device 


Description 


System error messages are collected and made available to error logging dae- 
mons through the Mdev/error device. /dev/error is a read-only device which 
returns one error per read with no EOF character. 


When going to multiuser mode, the /etc/rc.d/1/sdaemons script starts the dae- 
mon /etc/logger to filter messages from /dev/error: 


/etc/logger /dev/error /usr/adm/messages /usr/adm/hwconfig & 


Two log files are written to: 


° Error messages are appended to the system error log file 
/usr/adm/messages. 

° Device initialization messages are written to the configuration log file 
/usr/adm/hweonfig. 


Any process can read /dev/error or arrange to be signaled when errors are 
queued in /dev/error. The following ioctl causes the error device to signal the 
process with SIGUSR1 when an error message is queued in Mev/error. 


#include <signal.h> 
#include <sys/eio.h> 
#include <fcntl.h> 


int fd; 


fd = open("/dev/error", O_RDONLY) ; 
ioctl(fd, EMSG_SIG, SIGUSR1); 


Before exiting, the process must return /dev/error to its normal state. Do this 
with the following ioctl: 


loctl(fd,EMSG_NOSIG, 0); 


Limitations 


Panic error messages are not logged in Mevferror. 
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Files 
/dev/error error device driver (err) special file 
/etcflogger kernel message logger daemon executable file 
/etc/rc.d/1/sdaemons script to start the kernel message logger 
fusrfadm/hweonfig _ device initialization log file 
/usr/adm/messages system error log file 

See also 


System Administrator's Guide 


Standards conformance 


error is not part of any currently supported standard; it is an extension of 
AT&T System V provided by The Santa Cruz Operation, Inc. 
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fentl 


file control options 


Syntax 


#include <fcntl.h> 


Description 


The fentl(S) function provides for control over open files. This include file 
describes requests and arguments to fcntl and open(S). 


* Flag values accessible to open(S) and fcentl(S) * 
* (The first three can only be set by open) #* 
#define O_RDONLY 0 

#define O_WRONLY 1 

#define O_RDWR 2 


#define O_NDELAY 04 * Non-blocking I O * 
#define O_APPEND 010 * append (writes guaranteed at the end) * 
#define O_SYNC 020 * synchronous write option * 


* Flag values accessible only to open(S) #* 


#defineé O_CREAT 00400 * open with file create (uses third open arg) * 
#define O_TRUNC 01000 * open with truncation * 
#define O_EXCL 02000 * exclusive open * 


* fcntl(S) requests * 
#define F_DUPFD 
#define F_GETFD 
#define F_SETFD 
#define F_GETFL 


0 Duplicate fildes * 
i) 
2 
3 
#define F_SETFL 4 
5 
6 
7 
8 


Get fildes flags * 

Set fildes flags * 

Get file flags * 

Set file flags * 

Get file lock * 

Set file lock * 

Set file lock and wait * 

Check legality of file flag changes * 


#define F_GETLK 
#define F_SETLK 
#define F_SETLKW 
#define F_CHKFL 


* + &* &* & & & KF ¥ 


* file segment locking control structure * 
struct flock { 

short l_type; 

short  l_whence; 

long l_start; 


long l_len; * if 0 then until EOF * 
short l_sysid; * returned with F_GETLK* 
short 1l_pid; * returned with F_GETLK* 


* file segment locking types 
#define F_RDLCK 01 
#define F_WRLCK 02 
#define F_UNLCK 03 


Read lock * 
Write lock * 
Remove locks * 


*x* &£ & 
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See also 


fentl(S), open(S) 
Standards conformance 


fentl is conformant with: 


AT&T SVID Issue 2; 
X/Open Portability Guide, Issue 3, 1989. 
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getclk 


get string from real-time clock 


Syntax 
/etc/getclk 


Description 


getclk gets a string suitable for date(C) from the real-time clock and writes it 
to stdout. 


Exit values 


getclk returns 0 if successful; 1 if an error occurs. 


See also 
date(C) 
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getty, uugetty 


set terminal type, modes, speed, and line discipline 


Syntax 


/etc/getty [ -h ] [ -t timeout ] line | speed | type [ linedisc } } ] 
/etc/getty -c file 


fusr/lib/uucp/uugetty [-a [-d dialer]] [-t timeout] line [speed [type 
{ linedisc ] } ] 


/usr/lib/uucp/uugetty -c file 


Description 


getty is a program that is invoked by init(M). It is the second process in the 
series, (init-getty-login-shell), that ultimately connects a user with the UNIX 
system. getty uses initcond(ADM) to secure the terminal for logins. 


In previous versions, getty was complemented by the command uugetty, 
which allowed bidirectional line use. In this release of UNIX, uugetty exists as 
a shell script that calls getty, which now recognizes all the arguments 
required by uugetty. 


Initially getty displays the login message field for the entry it is using from 
/etc/gettydefs. getty reads the user’s login name and invokes the login(M) com- 
mand with the user’s name as argument. While reading the name, getty 
attempts to adapt the system to the speed and type of device being used. 


line is the name of a tty line in dev to which getty is to attach itself. getty uses 
this string as the name of a file in the /dev directory to open for reading and 
writing. 


The available options are as follows: 


-a Enables automatic baud rate detection. The baud rate is detected by 
reading the dialer entry in /usr/lib/uucp/Devices (or the equivalent file 
if the system has been customized). 


-d dialer 
Specifies dialer to be used for automatic baud rate detection. This 
option is ignored if the dialer entry is present in /usrflibfuucp/Devices 
or the equivalent file. 


-t timeout 


Specifies that getty should exit if the open on the line succeeds and 
there is no response to the login prompt in timeout seconds. 
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line Defines the name of the line to which getty will attach itself. The line 
name will point to an entry in the /dev directory: for example, 
/dev/tty00. 


speed _ Defines the entry to use from the /etc/gettydefs file. The entry defines 
the line speed, the login message, the initial tty setting, and the next 
speed to try if the user says the speed is inappropriate (by sending a 
break character). If no speed is supplied, the first entry in 
/etc/gettydefs is used. If /etc/gettydefs cannot be read, a default speed of 
300 baud is used. 


type Defines the type of terminal connected to the line. The default termi- 
nal is none, representing a normal terminal unknown to the system. 
For terminal type to have any meaning, the virtual terminal! handlers 
must be compiled into the operating system. They are available, but 
not compiled in the default condition. 


linedisc Sets the line discipline to use on the line. The hooks for line discip- 
lines are available in the operating system; five are available, num- 
bered LDISCO - LDISC4. The default is LDISCO. 


-h This argument is provided for internal use by ct, and is not docu- 
mented here. 


-c file | Checks the speed and tty definitions in file and sends the results to 
standard output. Unrecognized modes and improperly constructed 
entries are reported. For correct entries, flag values are printed. file 
is replaced by /etc/gettydefs or a similarly structured file. 


getty displays the login message before reading the user’s name a character at 
a time. If a null character (or framing error) is received, it is assumed to be the 
result of the user pressing the (Break) key. This will cause getty to attempt the 
next speed in the series determined by what it finds in the file /etc/gettydefs. 


The user’s name is terminated by a new-line or carriage-return character. This 
is used to define the subsequent treatment of carriage returns (see ioctl(S)). 


The user’s name is scanned to see if it contains any lowercase alphabetic char- 
acters. getty suggests that the user use all lowercase characters. If the user 
uses uppercase characters, the system is told to map any future uppercase 
characters into the corresponding lowercase characters. 


Finally, login is executed with the user’s name as an argument. Additional 
arguments may be typed after the login name. These are passed to login, 
which will place them in the environment (see login(M)). 


A check option is provided. When getty is invoked with the -c option and 
file, it scans the file as if it were scanning /etc/gettydefs and prints out the 
results to the standard output. If there are any unrecognized modes or 
improperly constructed entries, it reports these. If the entries are correct, it 
displays the values of the various flags. See ioctl(S) to interpret the values. 
Note that some values are added to the flags automatically. 


1 February 1993 655 


getty(M) 


Limitations 
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While getty understands simple single character quoting conventions, it is not 
possible to quote certain special control characters used by getty. Thus, you 
cannot log in via getty and type a #, @, /,!,_,“U, “D, & or backspace as part of 
your login name or arguments. getty uses them to determine when the end of 
the line has been reached, which protocol is being used, and what the erase 
character is. They will always be interpreted as having these special mean- 
ings. 


ct will not work when getty or uugetty is used with an intelligent modem 
such as a penril or ventel. 


In order for a line to be used in both directions, there must be an entry for that 
line in /usr/lib/uucp/Devices. 


If a line is being used in both directions, getty or uugetty will wait to read a 
character before it outputs the login message, thus preventing two gettys 
from looping. This functionality is equivalent to the -r option in other UNIX 
system implementations. 


getty and uugetty allow users to log in on bidirectional lines, but if the line is 
free uucico, cu, or ct can use it for dialing out. The implementation depends 
on the fact that uucico, cu, and ct create lock files when devices are used. 
When the open returns (or when the first character is read when the line is 
being used in both directions) the status of the lock file indicates whether the 
line is being used by uucico, cu, ct, or by someone trying to log in. Note that 
when the line is being used in both directions, several carriage-return charac- 
ters may be required before the login message is output. Human users should 
be able to handle this slight inconvenience. uucico trying to log in will have 
to be told by using the following login script: 


Wh NENGNTNGN ENON Int 2M ye 
where the ... is whatever would normally be used for the login sequence. 


If /etc/gettydefs is unreadable, getty sets the speed of the interface to 300 baud, 
specifies that raw mode will be used (awaken on every character), that echo 
will be suppressed, either parity allowed, that new-line characters will be con- 
verted to carriage return-line feed, and that tab expansion is performed on the 
standard output. 


If there is a getty on one end of a direct line between two machines, there 
must be a getty or uugetty on the other end as well. Here is an /etc/inittab 
entry using getty on an intelligent modem or direct line: 


30:2:respawn:/usr/lib/uucp/uugetty -t 60 tty00 1200 
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Files 
/etc/gettydefs 
/etc/issue 
/usrflib/uucp/Devices 
See also 


ct(C), cu(C), dial(ADM), gettydefs(F), init(M), initcond(ADM), inittab(F), 
ioctl(S), login(M), tty(M), tty(C), uucico(ADM) 
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idas 


assembler used by the Link Kit 


Syntax 
idas [-dl] [-m] [-n] [-o objfile][-R][-V][-Y [md ],dir] filename 
Description 
The idas command assembles the named file. The following flags may be 
specified in any order: 
-dl Do not produce line number information in the object file. 
-m_ Run the m4(CP) macro processor on the input to the assembler. 
-n_ Turn off long/short address optimization. By default, address optimiza- 
tion takes place. 
-0 objfile 
Put the output of the assembly in objfile. By default, the output file name 
is formed by removing the .s suffix, if there is one, from the input file 
name and appending a.o suffix. 
-R_ Remove (unlink) the input file after assembly is completed. 
-V Write the version number of the assembler being run on the standard 
error output. 
-Y [md],dir 
Find the m4 preprocessor (m) and/or the file of predefined macros (d) in 
directory dir instead of in the customary place. There must be a space 
between the -Y flag and its options. 
Warning 
If the -m (m4 macro processor invocation) option is used, keywords for m4 
cannot be used as symbols (variables, functions, labels) in the input file since 
m4 cannot determine which are assembler symbols and which are real m4 
macros. 
Limitations 
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idas is intended for use by the Link Kit. The as(CP) assembler should be used 
if an assembler is needed for program development. as is supplied as part of 
the SCO UNIX Development System, which also includes the C compiler 
cc(CP), the link editor ld(CP), object libraries, and header files. 
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The assembler directive may not work in the .text section when optimization 
is performed. 


Arithmetic expressions may only have one forward referenced symbol per 
expression. 


Wherever possible, the assembler should be accessed through a compilation 
system interface program such as ce(CP) or ree(CP). 


Files 
/vin/idas idas executable file 
TMPDIR/* temporary files. TMPDIR is usually /isr/tmp but can be redefined 
by setting the environment variable TMPDIR (see tempnam() in 
tmpnam(S)). 
See also 


a.out(FP), as(CP), cc(CP), idld(M), Id(CP), m4(CP), nm(CP), strip(CP), 
tmpnam(S) 


Standards conformance 


idas is conformant with AT&T SVID Issue 2. 
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idid 


link editor used by the Link Kit 


Syntax 


idld [ options | filename 


Description 
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idld is used by the Link Kit to relink the UNIX kernel. 


The idld command combines several COFF format object files into one, per- 
forms relocation, resolves external symbols, and supports symbol table infor- 
mation for symbolic debugging. It creates an executable program by combin- 
ing one or more object files and copying the executable result to the file a.out. 
The filename must name an object or library file. By convention these names 
have the “.o” (for object) or “.a” (for archive library) extensions. If more than 
one name is given, the names must be separated by one or more spaces. If 
any input file, filename, is not an object file, idld assumes it is either an 
archive library or a text file containing link editor directives. By default, the 
file a.out is executable if no errors occurred during the load. If errors occur 
while linking, idld displays an error message; the resulting a.out file is unexe- 
cutable. 


idld concatenates the contents of the given object files in the order given in 
the command line. Library files in the command line are examined only if 
there are unresolved external references encountered from previous object 
files. 


The library is searched iteratively to satisfy as many references as possible 
and only those routines that define unresolved external references are con- 
catenated. The library (archive) symbol table (see ar(CP)) is searched sequen- 
tially with as many passes as are necessary to resolve external references 
which can be satisfied by library members. Thus, the ordering of library 
members is functionally unimportant, unless multiple library members exist 
defining the same external symbol. The library may be either a relocatable 
archive library or a shared library. Object and library files are processed at the 
point they are encountered in the argument list, so the order of files in the 
command line is important. In general, all object files should be given before 
library files. idld sets the entry point of the resulting program to the begin- 
ning of the first routine. 


idld recognizes the following options: 
-a Create an absolute file. This is the default if the -r option is not 


used. Used with the -r option, -a allocates memory for common 
symbols. 
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-e epsym 


-f fill 


-lx 


-L dir 


-m 
-M 


-N 


-O name 


-I 


-S 


-t 


-u symbol 


-V 


-VS num 
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Set the default entry point address for the output file to be that 
of the symbol epsym. 


Set the default fill pattern for “holes” within an output section as 
well as initialized bss sections. The argument fill is a two-byte 
constant. 


Search a library libx.a, where x is up to nine characters. A library 
is searched when its name is encountered, so the placement of a 
-l is significant. By default, libraries are located in LIBDIR or 
LLIBDIR. 


Change the algorithm of searching for libx.a to look in dir before 
looking in LIBDIR and LLIBDIR. This option is effective only if it 
precedes the -1 option on the command line. 


Produce a map or listing of the input/output sections on the 


standard output. 
Output a message for each multiply-defined external definition. 


Put the text section at the beginning of the text segment rather 
than after all the header information, and put the data section 
immediately following text in the core image. 


Set the executable program filename to name instead of a.out. 


Retain relocation entries in the output object file. Relocation 
entries must be saved if the output file is to become an input file 
in a subsequent idld run. The link editor will not complain 
about unresolved references, and the output file will not be exe- 
cutable. 


Strip line number entries and symbol table information from the 
output object file. 


Turn off the warning about multiply-defined symbols that are 
not the same size. 


Designate the specified symbol as undefined. This is useful for 
loading entirely from a library, since initially the symbol table is 
empty and an unresolved reference is needed to force the load- 
ing of the first routine. The placement of this option on the idld 
line is significant; it must be placed before the library which will 
define the symbol. 


Output a message giving information about the version of idld 
being used. 


Use num as a decimal version stamp identifying the a.out file 


that is produced. The version stamp is stored in the optional 
header. 
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-x Do not preserve local symbols in the output symbol table; enter 
external and static symbols only. This option saves some space 
in the output file. 


-Y[ LU],dir Change the default directory used for finding libraries. If L is 
specified, the first default directory which idld searches, LIB- 
DIR, is replaced by dir. If U is specified and idld has been built 
with a second default directory, LLIBDIR, then that directory is 
replaced by dir. If idld was built with only one default directory 
and U is specified, a warning is printed and the option is 
ignored. 


-Z Do not bind anything to address zero. This option will allow 
runtime detection of null pointers. 


Exit values 


idld returns 0 (zero) if it succeeds in linking an executable output file; it 
returns a non-zero value if an error occurs. 


Diagnostics 


If the link editor does not recognize an input file as an object file or an archive 
file, it will assume that it contains link editor directives and will attempt to 
parse it. This will occasionally produce an error message complaining about 
“syntax errors”. 


Warning 


Invoking idld directly is not recommended since failure to give command line 
arguments in the correct order can result in errors. 


Limitations 


idld is intended for use by the Link Kit only; it cannot link XENIX x.out 
binaries. The link editor 1d, however, is capable of linking x.out binaries. Id is 
supplied as part of the SCO UNIX Development System which also includes 
the startup routines, libraries, and header files necessary for program devel- 
opment. 


The source programs for the input object files should conform to the follow- 
ing rules: 


e No variable may be located at virtual address 0 (zero) in the program's 
address space. 


e When the link editor Id(CP) is invoked indirectly by cc(CP), a startup 
routine is linked with the user’s program. This routine calls exit(S) after 
execution of the main program. If Id or idld is called directly, the user 
must insure that the program calls exit. 
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The symbols etext, edata, and end (see end(S)) are reserved for use by 
the link editor. A user program must not redefine them. 


Arithmetic expressions may only have one forward referenced symbol 
per expression. 


Files 
/boinfidld idld executable file 
LIBDIR/libx.a Development System libraries (LIBDIR is usually defined 
as /lib) 
LLIBDIR/libx.a Development System libraries (LLIBDIR is usually 
defined as /usr/lib) . 
a.out default output file if -o option is not given 
See also 


a.out(FP), ar(CP), as(CP), cc(CP), end(S), exit(S), ld(CP), masm(CP), 
mkshlib(CP) 


Standards conformance 


idld is conformant with AT&T SVID Issue 2. 
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init, telinit 


process control initialization 


Syntax 
/etc/init [ 0123456SsQqabc ] 
/bin/telinit [ 0123456SsQqabc | 
Description 
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init is a general process spawner. Its primary role is to create processes from 
information stored in the file /etc/inittab (see inittab(F) for further details). 


At any given time, the system is in one of eight possible run-levels. A run- 
level is a software configuration of the system under which only a selected 
group of processes exist. The processes spawned by init for each of these 
run-levels are defined in /etc/inittab. init can be in one of eight run-levels, 0-6 
and § or s (run-levels S and s are identical). The run-level changes when a 
privileged user runs /etc/init. This user-spawned init sends appropriate sig- 
nals to the original init spawned by the operating system when the system 
was booted, telling it which run-level to change to. 


If the file /etc/default/boot contains the string MAPKEY=YES, init invokes the 
mapkey program (see mapkey(M)) to map the console keyboard. If the call to 
mapkey succeeds, the console is set to 8-bits no parity. If the call fails, and the 
string SERIAL8=YES appears in /etc/default/boot, a serial console device is 
assumed and set to 8-bits no parity. For additional information on keywords, 
see the “Default file Settings” section of boot(HW). 


The following are the arguments to init: 


0 Shut the machine down so it is safe to remove the power. Have the 
machine remove power if it can. This state can be executed only 
from the console. 


1 Put the system in single-user mode. Unmount all file systems except 
root. All user processes are killed except those connected to the con- 
sole. This state can be executed only from the console. 


ps Put the system in multiuser mode. All multiuser environment ter- 
minal processes and daemons are spawned. This state is commonly 
referred to as the multiuser state. 


3 Start the remote file sharing processes and daemons. Mount and 
advertise remote resources. Run-level 3 extends multiuser mode 
and is known as the remote-file-sharing state. 
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4 Is available to be defined as an alternative multiuser environment 
configuration. It is not necessary for system operation and is usu- 
ally not used. 


5 Stop the UNIX system and go to the firmware monitor. 


6 Stop the UNIX system and reboot to the state defined by the initde- 
fault entry in /etc/inittab. 


a,b,c Process only those /etc/inittab entries having the a, b or c run-level 
set. These are pseudo-states, which may be defined to run certain 
commands, but which do not cause the current run-level to change. 


Q,q_ Re-examine /etc/inittab. 


S,s Enter single-user mode. When this occurs, the terminal which exe- 
cuted this command becomes the system console (see “Limitations” 
for more information about console device assignment). This is the 
only run-level that doesn’t require the existence of a properly for- 
matted /etc/inittab file. If this file does not exist, then by default the 
only legal run-level that init can enter is the single-user mode. 
When the system enters S or s, all mounted file systems remain 
mounted and only processes spawned by init are killed. 


When a UNIX system is booted, init is invoked and the following occurs. init 
first looks in /etc/default/boot to determine if autoboot on panic is desired. init 
then looks to see if DEFAULT_LEVEL=n is specified in /etc/default/boot. If it is, 
then n is the default level, otherwise, the user is prompted to see if they wish 
to go to multiuser or system maintenance mode (single-user mode). In the 
single-user state, the virtual console terminal is assigned to the user’s terminal 
and is opened for reading and writing. The sulogin command, which requires 
the user to enter the root password, is invoked and a message is generated on 
the physical console saying where the virtual console has been relocated. Use 
either init or telinit to signal init to change the run-level of the system. Note 
that if the shell is terminated (via an end-of-file), init will only reinitialize to 
the single-user state if the /etc/inittab file does not exist. 


If a 0 through 6 is entered, init enters the corresponding run-level. Note that, 
on the 80386 computer, the run-levels 0, 1, 5, and 6 are reserved states for 
shutting the system down; the run-levels 2, 3, and 4 are available as normal 
operating states. 


On your computer, the run-levels 0 and 1 are reserved states for shutting the 


system down, and run-levels 2, 3, and 4 are available as normal operating 
States. 
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If this is the first time since power up that init has entered a run-level other 
than single-user state, init first scans /etc/inittab for boot and bootwait entries 
(see inittab(F)). These entries are performed before any other processing of 
/etc/inittab takes place, providing that the run-level entered matches that of the 
entry. In this way, any special initialization of the operating system, such as 
mounting filesystems, can take place before users are allowed onto the sys- 
tem. init then scans /etc/inittab and executes all other entries that are to be 
processed for that run-level. 


In a multiuser environment, /etc/inittab is set up so that init will create a getty 
process for each terminal that the administrator sets up to respawn. 


To spawn each process in /etc/inittab, init reads each entry and for each entry 
that should be respawned, it forks a child process. init spawns each process 
by forking a shell to run the job in. To set up the environment for this shell, 
init uses the /etc/initscript file which contains the definitions of some global 
variables, for example, TZ, HZ, and PATH. (For more information about 
/etc/initscript, see initscript(ADM).) 


After init has spawned all of the processes specified by /etc/inittab, it waits for 
one of its descendant processes to die, a powerfail signal, or a signal from 
another init or telinit process to change the system’s run-level. When one of 
these conditions occurs, init re-examines /etc/inittab. New entries can be 
added to /etc/inittab at any time; however, init still waits for one of the above 
three conditions to occur before re-examining /etc/inittab. To get around this, 
an init Q or init q command wakes init to re-examine /etc/inittab immediately. 


When init comes up at boot time and whenever the system changes from the 
single-user state to another run state, init sets the ioctl(S) states of the virtual 
console to those modes saved in the file /etc/ioctl.syscon. This file is written by 
init whenever the single-user state is entered. 


When a run-level change request is made, init sends the warning signal 
(SIGTERM) to all processes that are undefined in the target run-level. init 
waits 5 seconds before forcibly terminating these processes via the kill signal 
(SIGKILL). 


The shell running on each terminal will terminate when the user types an 
end-of-file or hangs up. When init receives a signal telling it that a process it 
spawned has died, it records the fact and the reason it died in /etc/utmp and 
/etchvutmp if it exists (see who(C)). A history of the processes spawned is kept 
in /etchvtmp. 


If init receives a “powerfail” signal (SIGPWR) it scans /etc/inittab for special 
entries of the type “powerfail” and “powerwait”. These entries are invoked (if 
the run-levels permit) before any further processing takes place. In this way 
init can perform various cleanup and recording functions during the power- 
down of the operating system. Note that in the single-user states, S and s, 
only “powerfail” and “powerwait” entries are executed. telinit, which is 
linked to /etc/init, is used to direct the actions of init. It takes a one-character 
argument and signals init to take the appropriate action. 
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Diagnostics 


If init finds that it is respawning an entry from /etc/inittab more than 10 times 
in 2 minutes, it will assume that there is an error in the command string in the 
entry, and generate an error message on the system console. It will then 
refuse to respawn this entry until either 5 minutes has elapsed or it receives a 
signal from a user-spawned init (telinit). This prevents init from eating up 
system resources when someone makes a typographical error in the inittab file 
or a program is removed that is referenced in /etc/inittab. 


When attempting to boot the system, failure of init to prompt for a new run- 
level may be because the virtual system console is linked to a device other 
than the physical system console. 


Limitations 
init and telinit can be run only by someone who is super user. 


The S or s state must not be used indiscriminately in the /etc/inittab file. A 
good rule to follow when modifying this file is to avoid adding this state to 
any line other than the initdefault. 


The assignment of the console device may seem confusing at first. Whenever 
the system is rebooted, the first boot up messages will be displayed on the 
“normal” system console (fty01), then the prompt for going multiuser will be 
displayed on the the tty from which init S was last invoked, which could be 
any tty on the system. The system console device (/dev/syscon) remains linked 
to the tty from which the last init S is invoked. Rebooting the system does not 
reset this to tty01. 


If the /etc/initscript file is not present, init will print a warning on the console 
and spawn the job without setting up the global environment. 


The change to /etc/gettydefs described in the “Limitations” section of the - 
gettydefs(F) manual page will permit terminals to pass 8 bits to the system as 
long as the system is in multiuser state (run-level greater than 1). When the 
system changes to single-user state, the getty is killed and the terminal 
attributes are lost. To permit a terminal to pass 8 bits to the system in single- 
user state, after you are in single-user state, type: 


stty -istrip cs8 


The /etc/TIMEZONE file should exist. /etc/initscript tries to execute this file to 
set the correct TZ variable for the system. 
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Files 


See also 


/etc/default/boot 
/etc/inittab 
/etc/utmp 
/etchotmp 
/etcfioctl.syscon 
/etc/initscript 
/dev/console 
/dev/contty 


boot(HW), disable(C), enable(C), getty(M), gettydefs(F), initcond(ADM), 
initscript(ADM), inittab(F), kill(S), login(M), sh(C), shutdown(ADM), stty(C), 
sulogin(ADM), termio(F), utmp(F), who(C) 


Standards conformance 
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init is conformant with AT&T SVID Issue 2. 
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isverify 


verify ISAM database records 


Syntax 


isverify [ -lilpyn ] tablelist 


Description 


isverify detects and, if specified, repairs inconsistencies between ISAM 
(Indexed Sequential Access Method) data (.dat) files and index (.idx) files. The 
isverify utility checks that every valid record in the data file is properly 
represented in the index file; it also checks that every index entry points to a 
valid data record. 


tablelist is the list of tables to be checked by isverify. The .dat and .idx suffixes 
should not be included in the tablelist. 


You can specify any of the following flags when invoking isverify: 


-I after a system restore, an ISAM application can fail with the message: 
Error: Incorrect SCO Runtime System installed 


You can correct this situation by logging in as root and invoking 
isverify -I. 


-i__—_ check only the index file (as opposed to checking both the index and the 
data files) for consistency. Use this option as a quick check if you think 
the data files are probably not corrupted. 


-|__—s prints a long listing of the information for each defined key (index), 
along with the associated data record pointer. The key value for each 
data record is displayed by key part, along with the byte position of the 
data record in the data file. This information is useful only if you under- 
stand the Indexed Sequential Access Method (ISAM). 


-p _ pauses after displaying information about each index. If you select this 
option, you must press the (Bksp) key before the isverify process contin- 
ues. 


-y causes isverify to assume a “yes” answer to each error state and to 
attempt to make the specified correction. It is recommended that you 
use this flag so that the isverify utility attempts to correct any 
discrepancies automatically. 


-N_ causes isverify to assume a “no” answer to each error state and to leave 


the files unchanged. It also allows you see where errors are by display- 
ing them on the screen. 
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Whether or not you use isverify with the -l or -p flags, if an error is detected, 
you have the option of making a correction or leaving the files unchanged. If 
no errors are detected, no response is required. If you choose to make a correc- 
tion, isverify attempts to repair the files. Unless the -y or -n flags are specified 
on the command line, you must choose interactively whether or not to make 
each correction. 
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jagent 


host control of windowing terminal 


Syntax 
#include <sys/jioctl.h> 
ioctl (cntlfd, JAGENT, &arg) 
int cntlfd 
struct bagent arg 
Description 


The ioctl(S) system call, when performed on an xt(HW) device with the 
JAGENT request, allows a host program to send information to a windowing 
terminal. 


ioctl has three arguments: 
cntlfd the xt control channel file descriptor 
JAGENT the xt ioctl request to invoke a windowing terminal agent routine. 


arg the address of a bagent structure, defined in <sys/jioctl.h> as follows: 


struct bagent { 
long size; /* size of src in & dest out */ 
char *src; /* the source byte string */ 
char ‘*dest; /* the destination byte string */ 
ye 


The src pointer must be initialized to point to a byte string which is sent to 
the windowing terminal. See layers(M) for a list of JAGENT strings recognized 
by windowing terminals. Likewise, the dest pointer must be initialized to the 
address of a buffer to receive a byte string returned by the terminal. When 
ioctl is called, the size argument must be set to the length of the src string. 
Upon return, size is set by ioctl to the length of the destination byte string, 
dest. 


Return values 


Upon successful completion, the size of the destination byte string is returned. 
If an error occurs, -1 is returned. 


See also 


ioctl(S), layers(M), libwindows(S), xt(HW) 
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layers 


protocol used between host and windowing terminal under layers(C) 


Syntax 


#include <sys/jioctl.h> 


Description 
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layers are asynchronous windows supported by the operating system in a 
windowing terminal. Communication between the UNIX system processes 
and terminal processes under layers(C) occurs via multiplexed channels 
managed by the respective operating systems using a protocol as specified in 
xtproto(M). 


To use layers, you must have configured the xt driver. This is done using the 
mkdev layers script. For more information, see mkdev(ADM). 


The contents of packets transferring data between a UNIX system process and 
a layer are asymmetric. Data sent from the UNIX system to a particular termi- 
nal process is undifferentiated and it is up to the terminal process to interpret 
the contents of packets. 


Control information for terminal processes is sent via channel 0. Process 0 in 
the windowing terminal performs the designated functions on behalf of the 
process connected to the designated channel. These packets take the form: 
command, channel 
except for timeout and jagent information which take the form: 
command, data... 


The commands are the bottom eight bits extracted from the following ioctl(S) 
codes: 


JBOOT Prepare to load a new terminal program into the designated 
layer. 


JTERM Kill the downloaded layer program and restore the default win- 
dow program. 


JTIMO Set the timeout parameters for the protocol. The data consists of 
two bytes: the value of the receive timeout in seconds and the 
value of the transmit timeout in seconds. 


JTIMOM Set the timeout parameters for the protocol. The data consists of 
four bytes in two groups: the value of the receive timeout in 
milliseconds (the low eight bits followed by the high eight bits) 
and the value of the transmit timeout (in the same format). 
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JZOMBOOT Like JBOOT, but do not execute the program after loading. 


JAGENT Send a source byte string to the terminal agent routine and wait 
for a reply byte string to be returned. 


The data are from a bagent structure (see jagent(M)) and con- 
sists of a one-byte size field followed by a two-byte agent com- 
mand code and parameters. Two-byte integers transmitted as 
part of an agent command are sent with the high-order byte 
first. The response from the terminal is generally identical to the 
command packet, with the two command bytes replaced by the 
return code: 0 for success, -1 for failure. Note that the routines 
in the libwindows(S) library all send parameters in an agen- 
trect structure. The agent command codes and their parame- 
ters are as follows: 


A_NEWLAYER followed by a two-byte channel number 
and a rectangle structure (four two-byte 
coordinates). 

A_CURRENT followed by a two-byte channel number. 

A_DELETE followed by a two-byte channel number. 

A_TOP followed by a two-byte channel number. 

A_BOTTOM followed by a two-byte channel number. 

A_MOVE followed by a two-byte channel number 
and a point to move to (two two-byte coor- 
dinates). 

A_RESHAPE followed by a two-byte channel number 
and the new rectangle (four two-byte coor- 
dinates). 

A_NEW followed by a two-byte channel number 
and a rectangle structure (four two-byte 
coordinates). 

A_EXIT no parameters needed. 


A_ROMVERSION no parameters needed. The _ response 
packet contains the size byte, two-byte 
return code, two unused bytes, and the 
parameter part of the terminal id string (for 
example, “8;7;3”). 
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See also 


Packets from the windowing terminal to the UNIX system all take the follow- 
ing form: 


command, data... 
The single-byte commands are as follows: 


C_SENDCHAR Send the next byte to the UNIX system process. 


C_NEW Create a new UNIX system process group for this layer. 
Remember the window size parameters for this layer. 
The data for this command is in the form described by 
the jwinsize structure. The size of the window is speci- 
fied by two 2-byte integers, sent low byte first. 


C_UNBLK Unblock transmission to this layer. There is no data for 
this command. 


C_DELETE Delete the UNIX system process group attached to this 
layer. There is no data for this command. 


C_EXIT Exit. Kill all UNIX system process groups associated with 
this terminal and terminate the session. There is no data 
for this command. 


C_DEFUNCT Layer program has died: send a terminate signal to the 
UNIX system process groups associated with this termi- 
nal. There is no data for this command. 


C_SENDNCHARS The rest of the data are characters to be passed to the 
UNIX system process. 


C_RESHAPE The layer has been reshaped. Change the window size 
parameters for this layer. The data takes the same form 
as for the C_INEW command. 
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jagent(M), layers(C), libwindows(S), mkdev(ADM), xt(HW), xtproto(M) 
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locale 


the international locale 


Syntax 
language [ _[ territory ][. [ codeset ] } ] 
ed kus 

Description 


The international locale is a definition of the local conventions to be used by 
UNIX libraries (and hence utilities and applications) for features whose 
behavior varies internationally. 


The locale is specified by a character string of the form: 
language_territory.codeset 
where: 


language __ represents both the language of text files being used, and the 


preferred language for messages (where the utility or applica- 
tion is capable of displaying messages in many languages), 


territory represents the geographical location (usually the country) deter- 
mining such factors as currency and numeric formats, and 

codeset represents the character set in use for the internal representation 
of text. 


The locale string “french_canada.8859” could therefore represent a Canadian 
user using the French language, processing data using the ISO 8859/1 stan- 
dard international character set. 


Each element (language, territory or codeset) can be up to 14 characters long, 
and should use only alphanumeric ASCII characters (see ascii(M)). 


Note that the locale is not required to be completely specified: territory and 
codeset are optional. When a locale is incompletely specified, missing values 
are sought in the following sequence: 


1. For each subclass, such as LC_TIME, in an environment variable of the 
same name as the subclass. 


2. Inthe LANG environment variable. 
3. Inthe file /etc/defaultfang. 
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See also 


The special locale string “C”, used to represent the minimal environment 
needed for the C programming language, is taken to be equivalent to 
“english_us.ascii”. 


The format of the file /etc/default/lang is at least one line, of the form: 
LANG="language_territory.codeset" 


A partly specified locale string will be expanded to the first LANG= entry in 
which the specified locale fields match. 


Thus if the /etc/default/lang file contains the following: 
LANG=english_us.ascli 
LANG=english_uk. 8859 
LANG=french_france. 8859 


A locale string “english_uk” will get expanded to “english_uk.8859”, whereas 
a locale string “french” will get expanded to “french_france.8859”. 


The information used to configure a particular locale is generated by the utili- 
ties chrtbl(M), coltbl(M), mestbl(M), montbl(M), numtbl(M) and timtbl(M). 
The output files produced by these utilities (ctype, collate, currency, messages, 
numeric and time respectively) must be installed in the correct place in the 
directory structure /usr/lib/lang. The correct directory name is found by sub- 
stituting the language, territory and codeset names into the string 
“/usr/liblanglanguage/territory/codeset”. The files should be installed into 
this directory with their existing file name (such as ctype). 


A suggested naming convention for locales is as follows: 


language The name of the language, in English, such as: english, french, 
german. 


territory The name of the nation, in English, such as: us, uk, canada, 
france, germany, switzerland. 


codeset An identification of the codeset, such as: ascii, 8859. 


chrtbl(M), coltbl(M), environ(M), mestbl(M), montbl(M), numtbl(M), 
setlocale(S), timtbl(M) 


Standards conformance 
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locale is not part of any currently supported standard; it is an extension of 
AT&T System V provided by The Santa Cruz Operation, Inc. 
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log 


interface to STREAMS error logging and event tracing 


Description 


log is a STREAMS software device driver that provides an interface for the 
STREAMS error logging and event tracing processes (see strerr(ADM), 
strace(ADM)). log presents two separate interfaces: a function call interface in 
the kernel through which STREAMS drivers and modules submit log mes- 
sages; and a subset of ioctl(S) system calls and STREAMS messages for interac- 
tion with a user level error logger, a trace logger, or processes that need to 
submit their own log messages. 


Kernel interface 
log messages are generated within the kernel by calls to the function strlog: 
strlog(mid, sid, level, flags, fmt, argl, ...) 
short mid, sid; 
char level; 
ushort flags; 
char *fmt; 
unsigned argl; 


Required definitions are contained in <systrlog.h> and <sys/log.h>. mid is the 
STREAMS module id number for the module or driver submitting the log mes- 
sage. sid is an internal sub-id number usually used to identify a particular 
minor device of a driver. level is a tracing level that allows for selective 
screening out of low priority messages from the tracer. flags are any combi- 
nation of SL_LERROR (the message is for the error logger), SL_LTRACE (the mes- 
sage is for the tracer), SL_FATAL (advisory notification of a fatal error), and 
SL_NOTIFY (request that a copy of the message be mailed to the system 
administrator). fmt is a printf(S) style format string, except that %s, %e, %E, 
“og, and %G conversion specifications are not handled. Up to NLOGARGS 
(currently 3) numeric or character arguments can be provided. 


User interface 


log is opened via the clone interface, /dev/log. Each open of /dev/log obtains a 
separate stream to log. In order to receive log messages, a process must first 
notify log whether it is an error logger or trace logger via a STREAMS I_LSTR 
ioctl call (see below). For the error logger, the I_STR ioctl has an ic_cmd field 
of ILERRLOG with no accompanying data. For the trace logger, the ioctl has 
an ic_cmd field of ITRCLOG, and must be accompanied by a data buffer con- 
taining an array of one or more struct trace_ids elements. Each trace_ids 
structure specifies an mid, sid, and level from which messages will be 
accepted. strlog will accept messages whose mid and sid exactly match those 
in the trace_ids structure, and whose level is less than or equal to the level 
given in the trace_ids structure. A value of -1 in any of the fields of the 
trace_ids structure indicates that any value is accepted for that field. 


1 February 1993 677 


log(M) 


Examples 


678 


At most one trace logger and one error logger can be active at a time. Once 
the logger process has identified itself via the ioctl call, log will begin sending 
up messages subject to the restrictions noted above. These messages are 
obtained via the getmsg(S) system call. The control part of this message con- 
tains a log_ct1 structure, which specifies the mid, sid, level, flags, time in 
ticks since boot that the message was submitted, the corresponding time in 
seconds since Jan. 1, 1970, and a sequence number. The time in seconds since 
1970 is provided so that the date and time of the message can be easily com- 
puted, and the time in ticks since boot is provided so that the relative timing 
of log messages can be determined. 


Different sequence numbers are maintained for the error and trace logging 
streams, and are provided so that gaps in the sequence of messages can be 
determined (during times of high message traffic, some messages may not be 
delivered by the logger to avoid hogging system resources). The data part of 
the message contains the unexpanded text of the format string (null ter- 
minated), followed by NLOGARGS words for the arguments to the format 
string, aligned on the first word boundary following the format string. 


A process may also send a message of the same structure to log, even if it is 
not an error or trace logger. The only fields of the log_ct1 structure in the 
control part of the message that are accepted are the level and flags fields; 
all other fields are filled in by log before being forwarded to the appropriate 
logger. The data portion must contain a null terminated format string, and 
any arguments (up to NLOGARGS) must be packed one word each, on the 
next word boundary following the end of the format string. 


Attempting to issue an I.TRCLOG or ILERRLOG when a logging process of 
the given type already exists will result in the error ENXIO being returned. 
Similarly, ENXIO is returned for ITRCLOG ioctls without any trace_ids 
structures, or for any unrecognized I_STR ioctl calls. Incorrectly formatted 
log messages sent to the driver by a user process are silently ignored (no error 
results). 


Example of I_ERRLOG notification: 

struct strioctl ioc; 

10c.1c_cmd = I_ERRLOG; 

1oc.ic_timout = 0; /* default timeout (15 secs.) */ 
10¢ ic 1én =: (0% 


10c.1ic_dp = NULL; 


loctl(log, I_STR, &ioc); 


1 February 1993 


log(M) 


Example of I_LTRCLOG notification: 


struct trace_ids tid[2]; 


tid(0}].ti_mid = 2; 
tid[{0}.ti_sid = 0; 
tidl0)<ti: level = 1; 


tid({1}).ti_mid = 1002; 
tid(1).ti_sid = -1; /* any sub-id will be allowed */ 
tid(1].ti_level = -1; /* any level will be allowed */ 


ioc.ic_cmd = I_TRCLOG; 

10G..1¢c. Cimout. = 0% 

ioc.ic_len = 2 * sizeof(struct trace_ids); 
ioc.ic_dp = (char *)tid; 

ioctl(log, I.STR, &1ioc); 


Example of submitting a log message (no arguments): 


struct strbuf: ct.l,.-dat; 
struct log_ctl] le; 


char *message = "Don’t forget to pick up some milk on the way home"; 
ctl.len = ctl.maxlen = sizeof(lc); 

ctl.buf = (char *)&lc; 

dat.len = dat.maxlen = strlen(message) ; 

dat.buf = message; 

lc. level 0; 


lc.flags = SL_ERRORISL_NOTIFY; 


putmsg(log, &cti, &dat, 0); 


Files 
/devflog 
/usr/include/sys/log.h 
/usr/include/sys/strlog.h 


See also 


clone(M), getmsg(S), Intro(S), putmsg(S), strace(ADM), strerr(ADM) 


AT&T STREAMS Programmer's Guide 


Standards conformance 


log is not part of any currently supported standard; it is an extension of AT&T 
System V provided by The Santa Cruz Operation, Inc. 
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login 


give access to the system 


Syntax 

login [ name [ env-var | ] 

login [ -r remotehost remotename localname |... 
Description 


The login command is used at the beginning of each terminal session to iden- 
tify users and allow them access to the system. It cannot be invoked except 
when a connection is first established, or after the previous user has logged 
out by sending an end-of-file ((Ctrl)d) to their initial shell. 


login asks for a user name (if not supplied as an argument), and, if appropri- 
ate, the user's password and a dialup password. (For information on dialup 
passwords, refer to passwd(C)). Echoing is turned off (where possible) during 
the typing of the passwords, so it will not appear on the written record of the 
session. 


If the user makes a mistake in the login procedure the user will receive the 
message “Login incorrect” and a new login prompt will appear. The number 
of login attempts the user is allowed is configurable. If the user makes too 
many unsuccessful login attempts, the user or the terminal can be locked out. 


If the login sequence is not completed successfully within a configurable 
period of time (for example, one minute), the user is returned to the “login:” 
prompt or silently disconnected from a dial-in line. 


The -r form of the command is used for remote logins across a network. The 
remote login must supply parameters in the order indicated; these are the 
name of the remote host from which the login is being attempted, the user's 
name on the remote host, and the user’s name on the local host (on which the 
login process is running). This form of the login command is intended for use 
by network software rather than users. 


After a successful login, accounting files (/etc/utmp and /etchvtmp) are updated, 
the user is notified if they have mail, and the start-up shell files (.profile for the 
Bourne shell or .Jogin for the C-shell) if any, are executed. 


Login sets the user’s supplemental groups list. If the file suppgroups is in the 
user's home directory, the supplemental groups list is taken from this. The 
.suppgroups file contains a list of group names, one per line. Groups are 
verified before they are added to the supplemental group list. 
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To be able to use a group, a user must either be explicitly listed in that group 
in /etc/group, or the group must have the group ID listed for the user in the 
/etc/passwd file. If no .suppgroups file is found, the supplemental groups list is 
set from the /etc/group file plus the login group ID. 


If the hushlogin feature is enabled in /etcfMdefaultfogin and a file named 
-hushlogin exists in the user’s home directory, login suppresses the printing of 
the last successful and last unsuccessful login times and the copyright mes- 
sages. login also sets the environment variable HUSHLOGIN to TRUE, so the 
system and user initialization files are aware a hushlogin is taking place and 
can suppress output as appropriate (typically the message of the day, and the 
calling of mail(C) and news(C) are suppressed). The .hushlogin file itself does 
not need to contain anything; it only needs to exist. 


login checks /etc/defaultfogin for the following definitions of the form 
DEFINE=value: 


ALTSHELL If ALTSHELL is set to YES or if it is not present in 
/etc/default/ogin, then the SHELL environment variable is set to 
whatever shell is specified in the user’s /etc/passwd entry. If 
ALTSHELL is set to NO, then the SHELL environment variable 
is set only if the shell is defined in the /usr/lib/nkuser directory 
(which is list of recognized shells). 


CONSOLE The CONSOLE=device entry means that root can only log in 
on the device listed. For example, CONSOLE=/dev/console re- 
stricts root logins to the console device. 


ALLOWHUSH The ALLOWHUSH entry is used to enable or disable the 
hushlogin feature on a_ system-wide basis. If 
ALLOWHUSH=YES, login checks for the existence of a 
-hushlogin file in the user’s home directory. If the file exists, 
the environment variable HUSHLOGIN is set to TRUE and a 
quiet login takes place. If ALLOWHUSH=NO or 
ALLOWHUSH=YES and there is no .hushlogin file in the user's 
home directory, the environment variable HUSHLOGIN is set 
to FALSE and the normal login messages appear. If there is no 
ALLOWHUSH entry, the HUSHLOGIN environment variable 
is not set and the normal login messages appear. 


IDLEWEEKS If a password has expired, the user is prompted to choose a 
new one. If it has expired beyond IDLEWEEKS, the user is not 
allowed to log in, and must consult system administrator. 
This works in conjunction with passwd(C). 
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OVERRIDE 


PASSREQ 


REUSEUID 


SUPATH 


ULIMIT 


UMASK 


This allows root to log in on the console even if the Protected 
Password database entry for root is corrupted. login checks 
/etc/defaultfogin to see if there is an entry similar to the follow- 
ing, which identifies the tty to be used when doing an over- 
ride login for root: 


OVERRIDE=tty01l 


If PASSREQ=YES, a password is required. Users who do not 
have a password will be forced to select one. PASSREQ=NO 
allows users to have accounts without passwords. 


The REUSEUID entry is used by unretire(ADM) and 
rmuser(ADM). 


If a user’s UID is 0 (that is, if this is the super user), the PATH 
variable is set to SUPATH, if SUPATH is specified in 
/etc/default/flogin. It is not advisable for SUPATH to include the 
current directory symbol “.”. Note that an empty directory 


M“l an” “en 
. 


(“::” or “:” at the beginning or end) is equivalent to 


This variable defines the maximum allowable file size. The 
default is 2,097,152 blocks, or 1 gigabyte. When setting 
ULIMIT, be sure to specify even numbers, as the ULIMIT vari- 
able accepts a number of 512-byte blocks. 


This is the default file creation mask (see umask(C)). 


login initializes the user and group IDs and the working directory, then exe- 
cutes a command interpreter (usually sh(C)) according to specifications found 
in the /etc/passwd file. Argument 0 of the command interpreter is a dash (-) fol- 
lowed by the last component of the interpreter’s pathname. The basic environ- 
ment (see environ(M)) is initialized to: 


HOME= user-login-directory 
SHELL=last field of passwd entry 
MAIL=/usr/spool/mail/user-login-name 


Possible HUSHLOGIN=TRUE or FALSE 


Initially, umask is set to octal 022 by login. 


Diagnostics 
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Not on system console 
login is set up to allow root to log on to the console only, and the user is 
not on the system console. 


Login incorrect 
The login or dialup password is incorrect. 
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Unable to change directory to dir 
login cannot change directories to the home directory as specified by 


/etc/passid. 


No utmp entry. You must exec ‘login’ from the lowest level ‘sh’. 
init did not put an entry in utmp. 


No Root Directory 
The shell field starts with a “ *”, and the attempt to do a chroot to the 
home directory failed. 


You don’t have a password. 
A password is required and it has not been set previously. 


Protected Password information suddenly vanished 
During the course of working with the Protected Password database in- 
formation the pointer pointing to the static version of the information 
has suddenly disappeared. 


Cannot execute passwd program 
The password program cannot be executed for some reason. 


Login aborted due to no password. 
The password program has returned an error while setting a password, 
as when the (Del) key is pressed. 


Can’t rewrite Protected Password entry for user name, 

Authentication error; see Account Administrator 
The login program cannot update the Protected Password database 
entry. 


Protected Password database problem 
After updating Protected Password data, login reads the information 
again and the entry cannot be read. This can be caused by redundant 
database backup files and/or lockfiles; these may be distinguished by a 
-t suffix. See tcbck(ADM) for information on these files and how to 
remove them from the system. 


Account is disabled but console login is allowed. 

Account is disabled -- see Account Administrator. 
If the account is locked, but root is logging in on the console (OVERRIDE 
tty), the first message is displayed; an ordinary user will see the second. 


Account has been retired -- logins are no longer allowed. 
The account is retired — see unretire(ADM) and rmuser(ADM) on how to 
unretire or remove an account. 


Cannot set terminal mode. 


The chmod of the tty failed. 


Bad login user id. 
No UID has been set. This can be due to a missing critical database file, 
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such as /etc/auth/system/authorize. Run authck(ADM) and check any error 
messages. This message will also be issued if login is run from an esta- 
blished login session rather that from init(M). 


Wait for login retry. 

Wait for login exit. 
A login attempt has failed, and the system is configured to enforce a 
delay between login attempts. 


user appears in /etc/passwd but not in Protected Password database 
If the user is in /etcfpasswd but not in the Protected Password database, 
there is no message printed, but login generates the audit record shown 
above. 


Cannot obtain database information on this terminal 
login cannot get information from /etc/auth/system/ttys for the tty line. 


Error in terminal setup. 
Something is wrong with the terminal setup (for example, stdin, stdout, 
and stderr are the same thing.) 


Cannot obtain settings for this terminal 
The ioctl(S) on the tty device failed. 


No login program on root 
When attempting to do a sublogin (chrooting to a subtree for a restricted 
login), no login program was found. 


Can't rewrite terminal control entry for tty, 
Authentication error; see Account Administrator 
The information for the login tty cannot be updated. 


Terminal Control information suddenly vanished 
During the course of working with the terminal database information 
the pointer pointing to the static version of the information suddenly 
disappeared. 


Bad priority setting. 
nice failed to set the nice value specified in the Protected Password 
entry for the user. 


Bad supplemental group list. 
The call to setgroups failed. 


Bad group id. 
The call to setgid failed. 


Bad user id. 
The call to setuid failed. 


Unable to set kernel authorizations. 
The call to set the kernel authorizations failed. 
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Login timed out 
login received an ALARM signal. Note: login sets this itself, but it could 
conceivably come from somewhere else. 


Terminal is disabled but root login is allowed. 

Terminal is disabled -- see Account Administrator. 
If the terminal is disabled and root attempts to login on the (OVERRIDE) 
tty the first message is displayed; the second message is displayed 
when any other user attempts to login on a disabled terminal. 


The security databases are corrupt. 

However, root login at terminal tty is allowed, 
This is the message displayed when the OVERRIDE tty is used during a 
security problem. 


Impossible to execute /bin/sh! 
login cannot execute the shell program for doing an OVERRIDE. 


Limitations 


Files 


login cannot be executed from a shell. 


Environment variables such as HZ, PATH, and so forth should not be defined 
in /etc/default/fogin. Instead use /etc/initscript to set global variables. 


Sublogins (indicated by a shell of “*”) are not supported and cause a 
warning. 


Although IDLEWEEKS and PASSREQ are supported for compatibility with 
other UNIX systems, their use is not recommended. The proper way to set the 
behavior defined by these variables is by use of the sysadmsh(ADM) Accounts 
selection. 


/etc/utmp information on current logins 

/etchotmp history of logins since last multiuser 

/usr/spool/mailmame mailbox for user name 

/etc/motd message of the day 

/etc/default/flogin default values for environment variables and login 
behavior 

/etc/passwad password file 

/etc/profile system profile for Bourne or Korn shell 

$HOME/. profile personal profile for Bourne or Korn shell 

$HOME/.login personal C shell login file 

$HOME/.cshrc personal C shell initialization file 


$HOME/suppgroups supplemental groups file 
$HOME/hushlogin make login quieter 
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See also 


environ(M), getty(M), mail(C), newgrp(C), passwd(C), passwd(F), profile(M 
ae sh(C), sg(C), su(C), ulimit(S), umask(C), Unestee(A DBO; 
who 
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configure tty device mapping 


Syntax 
mapchan [ -ans ] [ -f mapfile ][ channels... ] 
mapchan [ [ -o ] [-d ] ] [ channel | 
Description 


The mapchan utility configures the mapping of information input and output. 
mapchan is intended for users of applications that employ languages other 
than English (character sets other than 7-bit ASCII). 


mapchan translates codes sent by peripheral devices, such as terminals, to the 
internal character set used by the UNIX system. mapchan can also map codes 
in the internal character set to other codes, for output to peripheral devices 
(such as terminals, printers, console screen, etc.). Note that PC keyboard con- 
figuration is accomplished through the mapkey(M) utility. 


mapchan has several uses: to map a channel (-a or -s); to unmap a channel 
(-n and optionally -a); or to display the map on a channel (optionally -o, -d, 
channels). 


mapchan with no options displays the map on the user’s channel. The map 
displayed is suitable as input for mapchan. 


The options are: 


-a_ when used alone, sets all channels given in the default file 
(/etc/default/mapchan) with the specified map. When used with -n, it 
refers to all channels given in the default file. Super user maps or 
unmaps all channels, other users map only channels they own. -a can- 
not be used with -d, -o, or -s. 


-d causes the mapping table currently in use on the given device, channel, 
to be displayed in decimal instead of the default hexadecimal. An ASCII 
version is displayed on standard output. This output is suitable as an 
input file to mapchan for another channel. Mapped values are dis- 
played. Identical pairs are not output. -d cannot be used with -a, -f, -n, 
-O, OF -S. 


-f — causes the current channel or list of channels to be mapped with map- 
file. -f cannot be used with -d, -n, -s, or -o. 
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-n causes null mapping to be performed. All codes are input and output as 
received. Mapping is turned off for the user’s channel or for other chan- 
nels, if given. -a used with -n will turn mapping off on all channels 
given in the default file. This is the default mapping for all channels 
unless otherwise configured. -n cannot be used with -d, -f, -o, or -s. 


-0 causes the mapping table currently in use on the given device, channel, 
to be displayed in octal instead of the default hexadecimal. An ASCII 
version is displayed on standard output. This output is suitable as an 
input file to mapchan for another port. Mapped values are displayed. 
Identical pairs are not output. -o cannot be used with -a, -d, -f, -n, or -s. 


-s sets the user’s current channel with the mapfile given in the default file. 
-s can not be used with any other option. 


The user must own the channel in order to map it. The super user can map 
any channel. Read or write permission is required to display the map on a 
channel. 


Each tty device channel (display adapter and video monitor on computer, 
parallel port, serial port, etc.) can have a different map. When UNIX boots, 
mapping is off for all channels. 


mapchan is usually invoked in the /etc/re2 scripts. These scripts are executed 
when the system enters multi-user mode and sets up the default mapping for 
the system. Users can invoke mapchan when they log in by including a map- 
chan command line in their profile or .login file. In addition, users can remap 
their channel at any time by invoking mapchan from the command line. 
Channels not listed in the default file are not automatically mapped. Chan- 
nels are not changed on logout. Whatever mapping was in place for the last 
user remains in effect for the next user, unless they modify their .profile or 
login file. 


For example, the default file /etc/default/mapchan can contain: 


tty02 ibm 
ttyla 

tty2a wy60.ger 
lp ibm 


The default directory containing mapfiles is /usr/lib/mapchan. The default 
directory containing channel files is dev. Full pathnames may be used for 
channels or mapfiles. If a channel has no entry, or the entry field is blank, no 
mapping is enabled on that channel. Additional channels added to the sys- 
tem, (for example, adding a serial or parallel port) are not automatically 
entered in the mapchan default file. If mapping is required, the system 
administrator must make the entries. 


The format of the mapfiles is documented in the mapchan(F) manual page. 
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Using a mapped channel 


The input information is assumed to be 7- or 8-bit codes sent by the peripheral 
device. The device may make use of “dead” or “compose” keys to produce 
the codes. If the device does not have dead or compose keys, these keys can 
be simulated using mapchan. 


One-to-one mapped characters are displayed when the key is pressed, and the 
mapped value is passed to the kernel. 


Certain keys are designated as dead keys in the mapfile. Dead key sequences 
are two keystrokes that produce a single mapped value that is passed to the 
kernel. The dead key is usually a diacritical character, the second key is usu- 
ally the letter being modified. For example, the sequence ° e could be mapped 
to the ASCII value OxE9, and display as é. 


One key is designated as the compose key in the mapfile. Compose key 
sequences are made up of three keystrokes that produce a single mapped 
value that is passed to the kernel. The compose key is usually a seldom-used 
character or (Ctrl)letter combination. The second key is usually the letter being 
modified. The third key may be another character being combined, or a 
diacritical character. For example, if “@” is the compose key, the sequence 
@ c O could be mapped to the ASCII value 0xA9, and display as ©. 


Characters are not echoed to the screen during a dead or compose sequence. 
The mapped character is echoed and passed to the kernel once the sequence is 
correctly completed. 


Characters are always put through the input map, even when part of dead or 
compose sequences. The character is then checked for the internal value. The 
value may also be mapped on output. This should be kept in mind when 
preparing mapfiles. 


The following conditions will cause an error during input: 
¢ non-recognized (not defined in the mapfile) dead or compose sequence; 


e restarting a compose sequence before completion by pressing the compose 
key in the middle of a dead or compose sequence. This is an error, but a 
new compose sequence is initiated. 


If the mapfile contains the keyword beep, a bell sounds when either of the 
above conditions occurs. In either case, the characters are not echoed to the 
screen, or passed to the kernel. 


In order to allow for character sequences sent to control the terminal (move 
the cursor, and so on) rather than to print characters on the screen, mapchan 
allows character sequences to be specified as special sequences which are not 
passed through the normal mapping procedure. Two sections may be speci- 
fied, one for each of the input (keyboard) and output (screen) controls. 
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Warning 


Character sets 


The internal character set used is defined by the mapfiles used. By default, 
this is the ISO 8859/1 character set which is also known as the dpANS X3.4.2 
and ISO/TC97/SC2. It supports most of the Latin alphabet and can represent 
most European languages. 


Several partial mapfiles are provided as examples. They must be modified for 
use with specific peripheral devices. Consult your hardware manual for the 
codes needed to display the desired characters. Two mapfiles are provided 
for use with the console device: /usr/lib/napchan/ibm for systems with a stan- 
dard PC character set ROM, and /usr/lib/fmapchan/iso for systems with an 
optional ISO 8859/1 character set ROM. 


Care should be taken that the stty(C) settings are correct for 8-bit terminals. 
The /etc/gettydefs file may require modification to allow logging in with the 
correct settings. 


7-bit U.S. ASCII (ANSI X3.4) should be used if no mapping is enabled on the 
channel. 


Use of mapfiles that specify a different “internal” character set per-channel, or 
a set other than the 8-bit ISO 8859 set supplied by default can cause strange 
side effects. It is especially important to retain the 7-bit ASCII portion of the 
character set (see ascii(M)). UNIX utilities and many applications assume 
these values. 


Media transported between machines with different internal code set map- 
pings may not be portable as no mapping is performed on block devices, such 
as tape and floppy drives. However, trchan with an appropriate mapfile can 
be used to “translate” from one internal character set to another. 


Do not set ISTRIP (see stty(C)) when using mapchan. This option causes the 
eighth bit to be stripped before mapping occurs. 


Limitations 
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Some non-US keyboards and display devices do no support characters com- 
monly used by UNIX command shells and the C programming language. It is 
not recommended that these devices be used for system administration tasks. 


Printers can be mapped, output only, and can either be sent 8-bit codes or 
one-to-many character strings using mapchan. Line printer spooler interface 
scripts can be used (setuid root) to change the output map on the printer 
when different maps are required (as in changing print wheels to display a 
different character set). See lp(C) and Ipadmin(ADM) for information on in- 
stalling and administering interface scripts. 
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Not all terminals or printers can display all the characters that can be 
represented using this utility. Refer to the device’s hardware manual for infor- 
mation on the capabilities of the peripheral device. 


Files 


/etc/default/mapchan 
/usr/lib/mapchan/* 


See also 


ascii(M), keyboard(HW), Ip(C), lpadmin(ADM), mapchan(F), mapkey(M), 
parallel(HW), screen(HW), serial(HW), setkey(C), trchan(M), tty(M) 


Standards conformance 


mapchan is not part of any currently supported standard; it is an extension of 
AT&T System V provided by The Santa Cruz Operation, Inc. 
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mapkey, mapscrn, mapstr, convkey 


configure monitor screen mapping 


Syntax 


mapkey [ -adox ] [ datafile ] 


mapscrn [ -d | [ datafile ] 


mapstr [ -d ] [ datafile | [ -f ] [ termtype ] 


convkey [ in [ out } | 


Description 
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mapkey, mapscrn and mapstr configure mapping for the terminal on which 
they are invoked. 


The super user can map or unmap any terminal device, while other users can 
map only the terminal devices that they own. 


The following options are defined: 


-a 


-d [ datafile | 


The -a option sets mapping for all the terminals according to 
the file /etc/default/napkey. Each line in this file names a tty 
line and a file in the /usr/lib/keyboard directory; for example: 


tty0l keys.fr 


If mapkey -a is run with the above entry in 
/etc/default/mapkey, the terminal device Mdev/tty01 is mapped 
using the file /usr/lib/keyboard/keys.fr. 


If datafile is specified on the argument line, the respective 
mapping table is configured from the contents of this input 
file. If no file is given, the default files in /usr/lib/keyboard and 
/usr/lib/console are used to write the mapping table. 


The -d option causes the mapping table to be read from the 
kernel instead of written, and an ASCII version to be dis- 
played on the standard output. The format of the output is 
suitable for input files to mapscrn, mapkey or mapstr. 


Non-super users can run mapkey and mapstr when the -d 
option is given. 
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-f[termtype] Specifies the terminal type for setting function keys. mapstr 
reads the function key values from the file corresponding to 
that terminal type, in /usr/lib/keyboard/strings.d, and passes 
these values to tset. If termtype is not specified, mapstr 
takes the terminal type from the TERM _ environment 
variable. 


The mapstr utility expects 12 function keys. If your terminal 
uses a different number of function keys, these keys might 
have unexpected effects when you run your terminal in 
scancode mode. For example, function keys above (F12) 
might behave like shifted function keys below (F12) (that is, 
(Shift\ F1), (ShiftX F2), and so on). 


mapstr functions on a per-screen basis. Mapping strings on 
one screen does not affect any other screen. 


-0 With the -o option, mapkey displays the mapping table in 
octal notation. 


-x With the -x option, mapkey displays the mapping table in 
hexadecimal notation. 


in [ out | If in or out are not specified, convkey uses the defaults of 
stdin or stdout. 


Limitations 


There is no way to specify that the map utilities read their configuration tables 
from standard input. 


If mapkey -a is run but the correct tty line cannot be found in 
/etc/default/mapkey, mapkey reads the default file /usr/lib/keyboard/keys. Like- 
wise, if no key file is specified against the appropriate tty entry in 
/etc/default/mapkey, mapkey -a uses /usr/lib/keyboard/keys. When the user logs 
off, getty will reset any keyboard mappings on that line unless MAPKEY=YES is 
added to /etcMdefault/boot. When this change is made, getty also reads 
/etc/default/mapkey at login time, to obtain the mapkey file to use with each tty. 


Files 


/usr/[lib/keyboard/* 
/usr/lib/console/* 
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See also 

keyboard(HW), mapchan(M), scancode(HW), screen(HW), setkey(C), tset(C) 
Standards conformance 

convkey, mapkey, mapscrn and mapstr are not part of any currently sup- 


ported standard; they are extensions of AT&T System V provided by The Santa 
Cruz Operation, Inc. 
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math 


math functions and constants 


Syntax 
#include <math.h> 
Description 


math contains declarations of the functions in the Development System Math 
Library and the C Library that return floating-point values. 


math also defines the structures and constants used by the matherr(S) error- 
handling mechanisms, including the following constant used as an error- 
return value: 

HUGE maximum value of a single-precision floating-point number 
The following mathematical constants are defined: 

M_E base of natural logarithms (e) 


M_LOG2E base-2 logarithm of e 


M_LOG10E base-10 logarithm of e 


M_LN2 natural logarithm of 2 

M_LN10 natural logarithm of 10 

M_PI 1, the ratio of the circumference of a circle to its diameter 
M_PI_2 1/2 

M_PI_4 1/4 

M_1_PI 1/1 

M_2_PI 2/T% 


M_2.SQRTPI 2/yn 
M_SQRT2 positive square root of 2 


M_SQRT1_2 __ positive square root of 4 
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Limitations 


Machine-dependent constants are defined in the <values.h> header file (see 
values(M) ). 


Files 
/usr/include/math.h 


See also 


Intro(S), matherr(S), values(M) 


Standards conformance 


math is conformant with X/Open Portability Guide, Issue 3, 1989. 
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messages 


system service, kernel, and device driver error messages 


Description 


Utilities and applications send system service messages to the user when a 
system call fails. These messages appear on the controlling terminal for the 
shell. They are described in the section “System service messages.” 


Messages from the UNIX kernel and device drivers are displayed on the con- 
sole for the attention of the system administrator. These messages are 
described in the sections “Kernel messages” and “Device driver messages.” 
These sections should be used in conjunction with the section “CPU interrupts 
and exceptions.” This section lists the external and internal events to which 
the processor can respond, and that may give rise to a system message. 


Each kernel or device driver message consists of a severity level, usually fol- 
lowed by a comment specifying the relevant kernel routine or device name, 
and containing information about the problem. 


The general format of messages from kernel routines is: 
severity: routine - description 


routine is the name of the routine where the problem occurred (this name is 
not always present). The description may include the major and minor num- 
bers of the device in which an error arose. 


The following command pipeline will list the name of the device special files 
associated with the given major and minor numbers: 


find /dev -depth -exec Is -1 {} \; | grep ’ major,[ *]minor 
The general format of device driver messages is: 
severity: ddname: description 


ddname is the internal name of the device driver in which the problem 
occurred; this name is not necessarily the same as the handler prefix of the de- 
vice driver defined in mdevice(F). The description also often includes the 
major and minor numbers of the associated device. 


The severity of a message has seven possible levels, listed here in increasing 
order of importance: 


CONFIG This usually means that the maximum value of a kernel parameter 
has been exceeded. In this case, the message takes the form: 


CONFIG: routine - message (param = value exceeded) 


Here, routine is the routine name, message is a short description of 
the problem, param is the name of the tunable variable, and value is 
its current value. 
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NOTICE 


WARNING 


DANGER 


FATAL 


Use the configure(ADM) utility to adjust the stune(F) value of the 
tunable variable, and build a new kernel. On large systems, or spe- 
cial purpose machines such as dedicated database servers, the new 
value may need to exceed the maximum value in the mtune(F) file. If 
this is the case, override the maximum value by specifying the -o 
option and the new value of the parameter to configure on the com- 
mand line. A new kernel must be linked and the computer rebooted 
for any changes to take effect. See “Tuning system performance” in 
the System Administrator's Guide for more details. 


The following is an example of this class of message: 
CONFIG: sSiread - EAFS inode table overflow (NINODE = 300 exceeded) 
Here, the default in-core inode table size of 300 has been exceeded. 


This indicates that an error has occurred that should be monitored. 
System shutdown and rebooting is not usually necessary, although 
the super user should take action to remedy the fault. This may 
necessitate killing large or rogue processes, getting users to log off 
the system, or clearing space on a filesystem by deleting files. 


The following is an example of this class of message: 

NOTICE: sSalloc - No space on EAFS dev hd (1,40) 

Here, the error occurred on an EAFS filesystem in the device driver 
hd with a major device number of 1 and a minor device number of 
40. The remedy would be to delete some large files on the filesystem 
to make room. Typical culprit files are those that grow slowly and 
consistently; for example: system message, spool, and mailbox files. 


Resource use has been effected and some corrective action is needed 
immediately. 


The following is an example of this class of message: 
WARNING: Swap space running out 


If this message occurs within a few hours of every reboot of the sys- 
tem, it may be a sign that not enough swap space was reserved when 
the operating system was originally installed. Otherwise, you should 
check if there are too many large processes running. 


The situation reported in a previous warning message has increased 
in seriousness to a level where the system is severely effected. 


The following is an example of this class of message: 
DANGER: Out of swap space 


This is a diagnostic message output immediately prior to a system 
panic. 
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The following is an example of this class of message: 
FATAL: Parity error in the motherboard memory. 


This indicates hardware problems or kernel inconsistencies that are 
too severe for continued operation. (Kernel inconsistencies are 
almost certainly due to a hardware fault unless a new device driver 
has been linked into the kernel.) After displaying the panic message, 
the system stops. Turn off the power to the system, correct the prob- 
lem if it is in hardware, and reboot the system. 


A panic when booting from a newly built kernel indicates a cor- 
rupted kernel, or a bug in a new device driver. The machine may 
then be booted from an older version of the kernel, such as /unix.old. 


The following is an example of this class of message: 

PANIC: Kernel and machine architectures unsuited 

Device drivers supported by SCO should rarely cause a panic except 
in the case that the kernel will not support the installed hardware 


configuration. This may not be the case for third-party device 
drivers. 


DOUBLE PANIC 


This indicates that two or more panic requests have been received at 
the same time. Treat this like a PANIC message. 


System service messages 


The shell displays one of the following messages when a system call fails. The 
error code and error value corresponding to each message are shown after 
each message. The error codes are defined in the file /usr/include/sys/errno.h. 
Programmers should refer to the Intro(S) manual page for more information 
about the error codes listed. 


Arg list too long [E2BIG] 7 


An argument list longer than NCARGS (5120) bytes was presented to a 
member of the exec(S) family when trying to execute a program. 


Bad address [EFAULT] 14 


The system responded to a hardware fault when an impossible address 
reference was used in a system call. 


Bad file number [EBADF] 9 
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Block device required [ENOTBLK] 15 


A nonblock file was specified where a block device was required, for 
example, in mount(ADM). 


Broken pipe [EPIPE] 32 


A write(S) occurred on a pipe with no process to read it. This condition 
normally generates the signal SIGPIPE; the error is returned if the signal 
is ignored. 


Corrupted shared library [ELIBBAD] 84 
A shared library could not be loaded by exec(S) when trying to execute a 
program. The shared library is probably corrupted. 


Cross-device link [EXDEV] 18 
A non-symbolic link(S) to a file on another filesystem was attempted. 


Deadlock avoided [EDEADLK] 45 
Deadlock between two processes was detected and avoided. This error 
can be raised during file and record locking. 


Device not a stream [ENOSTR] 60 
A putmsg(S) or getmsg(S) system call to transfer a STREAMS message 
was attempted on a file descriptor that is not a STREAMS device. 


Device or resource busy [EBUSY] 16 
An attempt was made to mount a device that was already mounted, or 
to unmount a device on which there is an active file (open file, current 
directory, mounted-on file, or active text segment). This error also 
occurs if an attempt is made to enable accounting when it is already 
enabled. 


Exec format error [ENOEXEC] 8 
A request was made to execute a file, which had the appropriate permis- 
sions, but did not start with a valid magic number. 


Exec on shared library [ELIBEXEC] 87 
Trying to exec(S) a shared library directly is not allowed. 


File exists [EEXIST] 17 


The existence of a file prevents an operation from taking place, for 
example, creating a link(S) when a file of that name already exists. 
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File table overflow [ENFILE] 23 
The system open file table was full; no more open(S) calls can be 
accepted. If this error message occurs persistently, the maximum num- 
ber of open files defined by NFILE (default value is 200) may be adjusted 
using configure(ADM). 


File too large [EFBIG] 27 
The size of a file exceeded the maximum file size defined by ULIMIT, or 
the maximum possible file size (2 gigabytes), whichever is smaller (see 
ulimit(S)). If this error message occurs persistently, the value of ULIMIT 
(default value is 1 gigabyte) may be adjusted using configure(ADM). 


Filename too long [ENAMETOOLONG] 78 
A pathname longer than PATHSIZE (1024) was encountered. This error 
may be encountered when creating a symbolic link. 


I/O error [EIO] 5 
An input or output error occurred on a peripheral device. This error 
may in some cases occur on the system call following the one to which it 
actually applies. 


Identifier removed [EIDRM] 36 
This error is returned to a process that resumes execution due to the 
removal of an identifier from the filesystem name space; see msgctl(S), 
semctl(S), and shmctl(S). 


Illegal seek [ESPIPE] 29 
Iseek(S) was attempted on a pipe. 


Interrupted system call [EINTR] 4 
An asynchronous signal (such as interrupt or quit), which the user has 
elected to catch, occurred during a system call. If execution is resumed 
after processing the signal, it will appear as if the interrupted system call 
returned this error condition. 


Invalid argument [EINVAL] 22 
An invalid argument was supplied to a system call. For example, this 
may occur when: 


e Anonmounted device is unmounted. 

e Anundefined signal is used with signal(S) or kill(S). 

e A file is read from or written to for which Iseek(S) has generated a 
negative pointer. 
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Is a directory [EISDIR] 21 
An attempt was made to write on a directory. 


Math argument [EDOM] 33 
The argument of a function in the Math Library was out of the domain 
of the function. (Programmers should refer to matherr(S) for details of 
how to include their own error handling function.) 


Missing shared library [ELIBACC] 83 
An executable was invoked that requires a shared library that either 
does not exist or the user does not have permission to use. 


No child processes [ECHILD] 10 
A wait(S) was executed by a process that had no existing or unwaited- 
for child processes. 


No lock [ENOLCK] 46 
No more record locks were available for fentl(S). If this error message 
occurs persistently, the maximum number of record locks FLCKREC 
(default value is 100) may be increased using configure(ADM). 


No message of desired type [ENOMSG] 35 
An attempt was made to receive a message of a type that does not exist 
on the specified message queue (see msgop(S)). 


No more processes [EAGAIN] 11 
This has the following possible causes: 


e A fork(S) failed because the system's process table is full. The user is 
not allowed to create any more processes. If this error message 
occurs persistently, the maximum number of process table entries 
NPROC (default value is 100) may be increased using config- 
ure(ADM). 

e A fork failed because there is no space on the swap device. The user 
is not allowed to create any more processes. 

e An exec(S) failed because there were insufficient pages available to 
load an executable. 

e A lock failed ona file or record that was already locked. 


No space on device [ENOSPC] 28 ; 
There was no free space left on the filesystem during a link, open, or 
write on a file. 


No such device [ENODEV] 19 
An inappropriate system call was made to a device; for example, read- 
ing from a write-only device. 
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No such device or address [ENXIO] 6 
I/O on a special file referred to a subdevice that did not exist, did not 
respond, or was beyond the limits of the device. This error may also 
occur when, for example, a tape drive is not online or no disk pack is 
loaded on a drive. 


No such file or directory [ENOENT] 2 
The specified filename or pathname did not exist. 


No such process [ESRCH] 3 
No process can be found corresponding to that specified by the process 
number pid to kill(S) or ptrace(S). 


Not a character device [ENOTTY] 25 
An ioctl(S) call on a file failed because it is not a character device file. 


Not a directory [ENOTDIR] 20 
A nondirectory was specified where a directory is required; for example, 
in a path prefix or as an argument to chdir(S). 


Not enough space [ENOMEM] 12 
During an exec, a program requested more space than the system is able 
to supply. The error may also occur if the arrangement of text, data, and 
stack segments requires too many segmentation registers, or if there is 
not enough swap space during a fork(S). 


Not owner [EPERM] 1 
An attempt to modify a file failed because the user was not the file’s 
owner or the super user. This error may also returned for attempts by 
ordinary users to perform actions only allowed to the super user. 


Out of streams [ENOSR] 63 
During a STREAMS open(S), either no STREAMS queues or no STREAMS 
head data structures were available. If this error message occurs per- 
sistently, increase the values of the STREAMS tunable parameters 
NSTREAM and NQUEUE using configure(ADM). 


Package not installed [ENOPKG] 65 
A system call was made to a package that has not been installed. 


Permission denied [EACCES] 13 
An attempt was made to access a file in a way forbidden by the protec- 
tion system. 


Protocol error [EPROTO] 71 
Some protocol error occurred. This error is device specific, but is 
generally not related to a hardware failure. 
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Read-only file system [EROFS] 30 


An attempt to modify a file or directory was made on a device mounted 
read-only. 


Result too large [ERANGE] 34 
The value of a function in the Math Library was not representable 
within machine precision. (Programmers should refer to matherr(S) for 
details of how to include their own error handling function.) 


Text file busy [ETXTBSY] 26 
An attempt was made to execute a program that was already open for 
writing or reading. The error is also generated when an attempt is made 
to open a program for writing that is being executed. 


Timer expired [ETIME] 62 
The timer set for a STREAMS ioctl(S) call has expired. The cause of this 
error is device specific and could indicate either a hardware or software 
failure, or perhaps a timeout value that is too short for the specific 
operation. The status of the ioctl operation is indeterminate. 


Too many links [EMLINK] 31 
An attempt was made to create more than the maximum number of 
links (MAXLINKS; defined to be 32) allowed to a file. 


Too many open files [EMFILE] 24 
A process may have no more than NOFILES (default value is 60) file 
descriptors open at a time. 


Too many shared libraries [ELIBMAX] 86 
An exec(S) was invoked on an executable file that requires more than 
SHLBMAX shared libraries. If this error message occurs persistently, the 
maximum number of shared libraries SHLBMAX (default value is 8) may 
be increased using configure(ADM). 


Unreadable message [EBADMSG] 77 
This error may occur during a read(S), getmsg(S), or ioctl(S) (with com- 
mand argument I_RECVED) system call to a STREAMS device. The fol- 
lowing table describes for each system call what cannot be processed at 
the head of the queue: 


getmsg(S) passed file descriptor 


ioctl(S) control or data information 
read(S) _—_ control information or a passed file descriptor 
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Configuration messages 


If any of the following configuration messages appears persistently, you may 
wish to use configure(ADM) to adjust the value of the given tunable para- 
meter. 


CONFIG: routine - map Oxn overflow (size = n exceeded); lost m items at n 


Generated from memory allocation routines when an attempt to free 
previously allocated memory fails. The calling routine may be one of: 
dmaable_rawio, ksegcmn, mfree, mlsetup, sptalloc, or unkseg. 


CONFIG: routine - Only n resident pages free (MINARMEM = m reserved); m wanted 


This reports a shortage of swappable pages while trying to lock a pro- 
cess into memory, or while allocating memory. The calling routine may 
be one of sealloc, shmctl lock, or strinit. 


CONFIG: routine - Only n swappable pages free (MINASMEM = m reserved); n wanted 


This reports a shortage of swappable pages while trying to lock a pro- 
cess into memory, or while allocating memory. routine may be one of 
sealloc, shmctl lock, or strinit. 


CONFIG: routine - Out of clists (NCLIST = n exceeded); mn failures so far 


There are insufficient character list buffers in the kernel. Data read from 
or written to character devices may be lost. 


CONFIG: aio_memlock - AIO process table overflow (NAIOPROC = m exceeded) 


The maximum number of processes allowed to perform asynchronous 
I/O has been exceeded. 


CONFIG: aio_breakup - AIO request table overflow (NAIOREQ = m exceeded) 


The maximum number of pending asynchronous I/O requests has been 
exceeded. . 


CONFIG: aio_breakup - AIO buffer table overflow (NAIOBUF = n exceeded) 


The maximum number of asynchronous I/O buffers has been exceeded. 
Check that the parameter NAIOBUF is equal to NAIOREQ. 


CONFIG: alo_setlockauth - AIO lock table overflow (NAIOLOCKTBL = nm exceeded) 


The maximum number of entries in the asynchronous I/O lock permis- 
sions table has been exceeded. 


CONFIG: allocreg - Region table overflow (NREGION = n exceeded) 


There are insufficient region table entries for all the processes running. 
Each process needs at least three entries for its text, data, and stack. 
Additional regions are needed for shared memory and shared library 
segments. Processes that share the same program text, however, may 
share the same text region. 


CONFIG: Configured value of param (NGROUPS) greater than max (maxval); set to useval 


The configured value of the maximum number of supplemental groups 
was greater than the maximum allowed value maxval. The value useval 
was used instead. 
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CONFIG: Configured value of param (NOFILES) greater than max (maxval); set to useval 


The configured value of the maximum number of open files per process 
was greater than the maximum allowed value maxval. The value useval 
was used instead. 


CONFIG: Configured value of param (NOFILES) iess than min (minval); set to useval 


The configured value of the minimum number of open files per process 
was less than the minimum allowed value minval. The value useval 
was used instead. 


CONFIG: dk_name - Diskinfo table overflow (NDISK = n exceeded) 
There are more entries in the disk information table than the number of 
disk drives defined by the configurable parameter NDISK. If necessary, 


you can increase this value using mkdev hd when installing additional 
disks (See mkdev(ADM).) 


CONFIG: dosiread - DOS inode table overflow (DOSINODE = n exceeded) 

There were no more in-core inodes for a mounted DOS filesystem. 
CONFIG: event - Event channel full (EVDEVSPERQ = n exceeded) 

Too many devices have been attached to an event queue. 
CONFIG: event - Event table full (EVDEVS = n exceeded) 

Too many devices have been attached to event queues systemwide. 
CONFIG: falloc - File table overflow (NFILE = n exceeded) 


There are too many open file table entries. Note that NFILE must be less 
than or equal to the in-core inode table size NINODE. 


CONFIG: Fewer itimers (m) than processes (NPROC = m); all itimers disabled 


Interval timers are disabled if configured to be fewer in number than the 
process table size. 


CONFIG: hsiread - HS extent table overflow (HSNEXTENT = nm exceeded) 
CONFIG: hsiread - HS inode table overflow (HSNINODE = nm exceeded) 


There were no more in-core inode or extent table entries for a High 
Sierra filesystem. 


CONFIG: id - Out of STREAMS queues (NQUEUE = n exceeded) 


There were no more STREAMS queues available. NQUEUE should 
always be an even number, and is generally set to 4*NSTREAM. 


CONFIG: ifreeget - Inode table overflow (NINODE = n exceeded) 


There were no more inode table entries available. Note that NINODE 
must be greater than or equal to the open file table size NFILE. 


CONFIG: ldterminsrv nm - cannot allocate STREAMS block (NBLK??? values exceeded) 

A STREAMS message block could not be allocated. 
CONFIG: main - Buffer allocation was reduced (NBUF reduced to m) 

The system has limited the amount of memory allocated to buffer cache. 
CONFIG: main - Could not obtain required number of low buffers 

There was not enough Direct Access Memory to allocate to buffer cache. 
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CONFIG: main - Not enough low buffers (PLOWBUFS set to n) 


The proportion of buffer cache in Direct Access Memory (the first 16M 
of RAM) has been set too low. The system uses 5% if PLOWBUFS is set to 
less than 5%. 


CONFIG: Max pages to free (MAXFC = m) reduced to MAXFPGLST 


The maximum number of pages that can be added to the free list in a 
single operation is MAXFPGLST. 


CONFIG: Max pages to swap (MAXSC = m) reduced to MAXSPGLST 


The maximum number of pages that can be swapped out in a single 
operation is MAXSPGLST. 


CONFIG: msginit - Cannot allocate mk message buffer (MSGSEG = m segments of MSGSSZ = n bytes) 


The total space allocated to message segments (MSGSEG *MSGSSZ) can- 
not be greater than 128K. 


CONFIG: newproc - Process table overflow (NPROC = n exceeded) 


A fork(S) call failed because there were no spare slots in the process 
table. 


CONFIG: Obsolete pipe= keyword ignored; use pipe(ADM) instead 
The pipe= keyword is not valid in the bootstring. 
CONFIG: sSiread - fstyp inode table overflow (NINODE = nm exceeded) 


The system has run out of spare entries in its internal inode table. This 
may adversely affect those processes that regularly need to use tem- 
porary files for their operation. Increase the value of NINODE using con- 
figure(ADM) to create additional table entries. 


CONFIG: strinit - NQUEUE = m not even, set to n-1 
The number of STREAM queues was reset to be an even number. 
CONFIG: stropen 1 - Out of streams (NSTREAM = n exceeded) 
No more STREAMS queues are available. 
CONFIG: stropen 2 - Out of streams (NSTREAM = n exceeded) 
No more STREAMS head data structures are available. 
CONFIG: swapdel - Total swap area too small (MINASMEM = n exceeded) 


There was less than the minimum allowed number of swappable pages 
available. 


CONFIG: timeout - Timeout table overflow (NCALL = mn exceeded) 


The kernel clock handler has run out of call-out table entries to allocate 
to functions. 
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Notice messages 


NOTICE: clailoc - No space on fstyp dev name (major/minor) 


No space remains on the filesystem. This may lead to corruption of user 
files. You must free space on the device. 


NOTICE: datalock - Insufficient memory to allocate m pages - system call failed 
NOTICE: datalock(stack) - Insufficient memory to allocate m pages - system call failed 


No more record locks could be provided because there is insufficient 
system memory. The error EAGAIN is set by the system call. 


NOTICE: dbd0alloc - Insufficient memory to allocate m pages - system call failed 
The disk block descriptor tables of a process could not be created. 


NOTICE: Direct read/write of directory on fstyp dev name (major/minor) 
Inode m by PID n: procname 


A process attempted to read from or write to a directory inode. 
NOTICE: dosexpand - No space on fstyp dev name (major/minor) 


No space remains on the filesystem. This may lead to corruption of user 
files. You must free space on the device. 


NOTICE: dupreg - Insufficient memory to allocate nm pages - system call failed 


There was insufficient memory to create a copy of a data or stack region 
following a fork(S) call. The error EAGAIN is set by the system call. 


NOTICE: dupreg - Page m usage count on swapdev dev (major/minor) overflow 


The usage count for a block of swap has exceeded the maximum permit- 
ted value (MAXSUSE). 


NOTICE: getcpages - Insufficient memory to allocate m contiguous pages - system call failed 
No more pages could be allocated to a process. 
NOTICE: getpages - Page m usage count on swapdev dev (major/minor) overflow 


The usage count for a block of swap has exceeded the maximum permit- 
ted value (MAXSUSE). 


NOTICE: growreg - Insufficient memory to allocate n pages - system call failed 
A process region table could not be grown. 
NOTICE: growreg - Insufficient memory to lock m pages - system call failed 


Pages could not be locked into memory while trying to grow a process 
region table. 


NOTICE: hsiread - Cannot handle multi-extent files 
Inode n on fstyp device name (major/minor) 


Multiextent CD-ROM files (those described by secondary volume 
descriptors) are not supported. 


NOTICE: I/O error. Job remap size m pages exceeds tunable DMAABLEBUF size m pages 
Not enough pages are available for physical I/O job remapping. 
NOTICE: k_trap - Unexpected NMI in system mode! 


Non-maskable interrupts are ignored in system mode if a trap occurs 
while on the kernel stack. 
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NOTICE: kseg - Insufficient memory to allocate m pages - system call failed 
Pages could not be added to the kernel. 

NOTICE: munlink - Error nm closing dev name (major/minor), proceeding 
There was an error unlinking a STREAMS multiplexer link. 

NOTICE: ptOalloc - Insufficient memory to allocate m pages - system call failed 
The page tables of a process could not be created. 

NOTICE: sSalloc - No space on fstyp dev name (major/minor) 


No space remains on the filesystem. This may lead to corruption of user 
files. You must free space on the device. 


NOTICE: sSialloc - Out of inodes on fstyp dev name (major/minor) 


The filesystem has run out of free inodes to allocate to files. You should 
remove any worthless files, or the filesystem must be backed up and 
then remade using mkfs(ADM) to specify a larger number of inodes. 


NOTICE: stray - Stray interrupt at Oxvector 


The CPU has received an interrupt via an unused vector. This is likely to 
be a hardware problem when a hardware failure has miscomputed the 
vector of a valid interrupt. 


NOTICE: textlock - Insufficient memory to allocate n pages - system call failed 
The text pages of a process could not be locked into memory. 
NOTICE: u_trap - Unexpected NMI in user mode! 
Non-maskable interrupts are ignored in user mode. 
NOTICE: u_trap - Unknown interrupt Oxvector 


The CPU has received an interrupt via an unused vector while in user 
mode. This is likely to be a hardware problem. 


NOTICE: uballoc - Insufficient memory to allocate nm pages - system call failed 
The u-block for a process could not be created. 

NOTICE: ubexpand - Insufficient memory to allocate m pages - system call failed 
The u-block of a process could not be grown. 

NOTICE: ubsalloc - Insufficient memory to allocate m pages - system call failed 
The u-block for process 0 (the swapper sched) could not be created. 

NOTICE: useracc - couldn't lock page 
A page could not be locked into memory. 
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WARNING: routine - map Oxm overflow (size too small); lost m items at n 


Generated from memory allocation routines when an attempt to free 
previously allocated memory fails. The calling routine may be one of: 
dmaable_rawio, ksegcmn, mfree, mlsetup, sptalloc, or unkseg. 


WARNING: Bad interrupt type n 


The type of interrupt routine handler being installed was not found in 
sdevice(F). 


WARNING: Bad interrupt vector Oxvector 


The vector was not in the range of usable vectors for the machine archi- 
tecture. 


WARNING: Bad IPL n 


The IPL level defined for an interrupt routine handler being installed is 
greater than the maximum = allowed IPLHI (defined in 
/usr/include/sys/ipl.h). 


WARNING: Bootstring invalid, ignored 

The bootstring has been altered since its checksum was last calculated. 
WARNING: bufcall - Could not allocate STREAMS event 

Not enough buffers were available to allocate a STREAMS event. 
WARNING: caller not original locker: lock_pid proc_pid 

A process that was not the original locking process tried to free a lock. 
WARNING: Cannot load floating point emulator (error m): /etc/emulator 

The floating point emulator in /etc/emulator could not be loaded. 
WARNING: cleanlocks: ip not locked(inum = n) 


An inode was found not to be locked while attempting to clean up the 
record locks left by a process. 


WARNING: Corrupt floating point emulator (error m): /etc/emulator 


The floating point emulator in /etc/emulator was found to have been 
corrupted. 


WARNING: dosreadmap - Block m pagein err n inode n on DOS dev name (major/minor) 
Could not read a page from a DOS file. 
WARNING: Floating point emulator not regular file: /etc/emulator 
The floating point emulator file /etc/emulator was not a regular file. 
WARNING: fpexterrflt - No floating point support 


No floating point support (coprocessor or software emulator) was avail- 
able. The signal SIGFPE would also be sent to the calling user process. 


WARNING: fpexterrflt - No process owns floating point unit 


Floating point support (coprocessor or software emulator) was not 
available. No user process could be signaled with SIGFPE. 
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WARNING: fpextovrflt - No floating point support 


There was a floating point unit overrun that caused interrupts to be lost. 
The signal SIGFPE would also be sent to the calling user process. 


WARNING: fpextovrflt - No process owns floating point unit 


There was a floating point unit overrun that caused interrupts to be lost. 
No user process could be signaled with SIGFPE. 


WARNING: fpukill - Coprocessor error not from emulator, CS=0xn 


A floating point exception was received that did not originate in the 
floating point emulator. The value of the code segment register (CS) is 
displayed. 
WARNING: hsitrunc - Attempt to free inode n on HS dev name (major/minor) 
Disk blocks could not be freed because the HS filesystem is read-only. 
WARNING: IPL n conflicts with vector Oxvector IPL n 


While trying to install an interrupt routine handler, the interrupt vector 
was found to be already occupied with a different IPL level. 


WARNING: Interrupts already enabled 


Interrupt routine handlers could not be added or removed because 
interrupts have been enabled. 


WARNING: Invalid hard disk partition sector on bad dev major/minor 
The disk partition information could not be read on opening a drive. 
WARNING: k_trap - EXTOVRFLT in system mode 


A floating point extension overrun was detected while on the kernel 
stack in system mode. 


WARNING: k_trap - Floating point trap in kernel mode 
A floating point exception was raised while in system mode. 
WARNING: k_trap - Unexpected INT 1 in system mode 


An unexpected debugger single step request was received in system 
mode. 


WARNING: No floating point is available 


Requested floating point support (coprocessor or software emulator) 
was not found on initialization. 


WARNING: Null m_mount in iget mp: n 
The mount point inode of a filesystem could not be found. 
WARNING: Overwriting existing audit collection file name 


One of the raw audit trail collection files has been overwritten. This 
error would indicate a serious problem in the audit subsystem, or, more 
unlikely, the audit session has wrapped the internal 32-bit counter 
without deleting the collection file. 


WARNING: reclock: ip not locked on exit(inum = n) 
WARNING: reclock: ip not locked(inum = n) 


Either of these messages may be displayed if a file could not be locked. 
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WARNING: sSalloc - Bad free count m in fstyp dev name (major/minor) superblock 


The system has attempted to repair a structural inconsistency in the 
superblock of the filesystem. Further error messages may follow. 


WARNING: sSbadblock - Invalid block m on fstyp dev name (major/minor) 
A nonexistent block was found on, or being inserted in, the free list. 
WARNING: sSialloc - No rdev for inode nm on fstyp dev name (major/minor) 


An unused inode could not be allocated on an AFS, EAFS, or S51K file- 
system because the raw device specified was invalid. 


WARNING: s5imake - No filesystem (cmd m rdev major/minor) 


An AFS, EAFS, or S51K filesystem entry has disappeared from the mount 
table. 


WARNING: sSimake - Unknown cmd m for fstyp dev n (major/minor) rdev major/minor 


An error occurred while allocating an inode on an AFS, EAFS, or S51K 
filesystem. 


WARNING: sSreadmap - Block m pagein err n inode n on fstyp dev name (major/minor) 


An error occurred while reading a file on an AFS, EAFS, or S51K file- 
system. 


WARNING: sizemem - Too many mem= ranges; n ranges not used 


A maximum of BLMAXARGS (14) memory ranges may be specified to 
boot. 


WARNING: strinit - Cannot allocate nm pages for STREAMS data blocks 
There are insufficient pages available to allocate to STREAMS data blocks 
on initialization. 

WARNING: swapout - No swap space for PID m u-area (n pages) swapout(m): usize=n 


There was not enough space on the swap device to swap out the pages 
of a process; the pages remain in RAM. 


WARNING: Swap space running out 
Need n pages 


The system is running out of swap space. When this happens, only one 

page at a time will be allocated until no more pages are available. 
WARNING: u_trap - Unexpected INT 1 in user mode, dr6=0xn 

An unexpected debugger single step request was received in user mode. 
WARNING: Unknown error n 


An error of an unknown type occurred while trying to add or remove an 
interrupt handler routine. 


WARNING: Vector Oxvector is private 


An interrupt handler routine could not be added because the vector was 
already fully occupied or not sharable. 


WARNING: Zero length floating point emulator: /etc/emulator 
The file that should contain the floating point emulator is empty. 
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Danger messages 


DANGER: Out of swap space 


This message is output if no action has been taken to remedy earlier 
warning messages that swap space is running out. The system should be 
shut down gracefully, and the cause of the shortage of swap space 
investigated. 


Fatal messages 
The following messages give diagnostic information immediately prior to a 
system panic. 
FATAL: Bad bootstring syntax - kernel. keyword 
An invalid bootstring keyword was entered at the Boot prompt. 
FATAL: Parity error in the motherboard memory 
A hardware error was found in the main memory. 
FATAL: Parity error or channel check on an add-on card 
A hardware error was found in an add-on card. 
FATAL: Parity error in memory which is on an add-on card which starts at address 0xn 
A hardware error was found in memory on an add-on card. 
FATAL: Parity error on the motherboard 
A hardware error was found on the main computer circuit board. 
FATAL: Parity error on an add-on card 
A hardware error was found on an installed card. 
FATAL: Parity error on an add-on card which starts at address 0xn 


A hardware error was found in an add-on card. 


Panic messages 


PANIC: routine - Adding overlapping memory segment 0xbase-(0xbase+extent 


This message is output from the routine addto_memavail when mem- 
ory being added overlaps that already available. The calling routine is 
one of smp_meminit, or sizemem. 


PANIC: routine - Insufficient memory for kernel; at least mk DMAable needed 
PANIC: routine - Insufficient memory for kernel; at least mk physical needed 


One of these messages is output from the routine imemget when insuf- 

ficient memory exists to load the kernel. The calling routine may be one 

of create_page_pool, kseginit, mapnow, mlsetup, mkbufs, mktables, 

p0u, pioseginit, scanmem, smpmapmem, sysseginit, or windowinit. 
PANIC: Attempt to close unopened device 


This message implies a fault in the tracking of the opening and closing 
of devices. 


PANIC: Attempted write to disk in standalone mode 
The disk cannot be written to while booting. 
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PANIC: Audit subsystem irrecoverable error 

There was a catastrophic and irrecoverable audit file 1/O error. 
PANIC: bumprcnt - Region count list overflow 

Too many pages have been put in the page cache or the free page list. 
PANIC: cannot allocate character buffers 


No character buffers are available on initializing a character list struc- 
ture (clist). 


PANIC: clfree - Free block nm freed on fstyp dev name (major/minor) 


An AFS, EAFS, or $51K filesystem inconsistency. A disk block being freed 
was already free. 


PANIC: clfreei - Inode m cached free block m freed on fstyp dev name (major/minor) 


An AFS, EAFS, or S51K filesystem inconsistency. A cached disk block 
being freed was already free. 


PANIC: copy_iodone - Copy buffer header is inconsistent 
The copy buffer header was found to be corrupted. 

PANIC: copy_iodone - Could not locate copy buffer header 
The copy buffer header was missing. 

PANIC: copyio - Bad mapping n 
copyio was called with a strange request; this is usually due to a bad 
device driver. 

PANIC: dmaable_rawio m - vtop failed 
Conversion of a virtual to a physical address failed while accessing the 
DMA page pool. 

PANIC: dosinit - Not in fstypsw 


A DOS filesystem could not be initialized because the filesystem type 
was not recognized. 


PANIC: dosiput - NULL fs pointer 
The in-core DOS inode structure could not be released. 

PANIC: dosiread - Allocated DOS inode n on dev mame (major/minor) in free ilist 
A previously allocated inode was found in the free inode list. 

PANIC: expand_upage - ptmemall failed for u-block (PID n) 


No memory was available to increase the size of the u-block of a 
process. 
PANIC: expand_upage - attempt to shrink LDT 


An attempt to shrink the Local Descriptor Table of a user process was 
detected while expanding the u-block of the process. 


PANIC: expand_upage - attempt to shrink OFILE 


An attempt to decrease the maximum number of open files of a user 
process is detected while expanding the u-block of the process. 
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expand_upage - attempt to modify TSS 


An attempt to modify the Task State Segment of a user process was 
detected while expanding the u-block of the process. 


expand_upage - attempt to shrink TSS 


An attempt to shrink the Task State Segment of a user process was 
detected while expanding the u-block of the process. 


expand_upage - invalid section (n) 


An invalid option was supplied to the routine that expands the u-block 
of a process. 


finddbd: can’t find page table entry 


A page table entry could not be found while attempting to find the asso- 
ciated disk block descriptor (DBD). 


fpextovrflt - EXTOVRFLT in user mode with no 287/387 


A processor extension overrun fault was detected with no floating point 
coprocessor present. 


fpinit - No floating point support 


An attempt was made to initialize a floating point unit with no floating 
point support (coprocessor or software emulator) present. 


fpnoextflt - NOEXTFLT in kernel mode, no floating point support 


An unexpected floating point instruction was encountered in system 
mode when there is no floating point support (coprocessor or software 
emulator). 


fpsave - No process owns floating point unit 


The state of a floating point unit is normally saved on a context switch. 
In this case, the owning process could not be traced. 


get_copybuf - No copy buffer obtained 

No copy buffer was available for use. 
getblkh - Device name (major/minor) block n not on hash list 

The block being assigned to a buffer was not in the hashed block cache. 
getblkh - Unknown device major/minor 

The device specified while assigning a buffer to a block was invalid. 
geteblk - Obtained a high buffer 

An empty block was obtained that was not inside low DMA space. 
getpages - pbremove 

A page to be released from the hashed page cache could not be found. 
hsinit - Not in fstypsw 


A High Sierra (HS) filesystem could not be initialized because the file- 
system type was not recognized. 


hsiput - NULL fs pointer 
The in-core HS inode structure could not be released. 
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PANIC: 


PANIC: 


PANIC: 


PANIC: 


PANIC: 


PANIC: 
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PANIC: 
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PANIC: 


PANIC: 


PANIC: 


PANIC: 


PANIC: 


PANIC: 


iget - mounted on inode not in mount table. 


An inode in one filesystem used to mount another filesystem was not 
present in the mount table. 


Illegal bootstring, cannot continue 

The bootstring was invalid; booting could not continue. 
Invalid DMAABLEBUF parameter 
The specified tunable number of DMA pages is less than zero. 
invalid return code from ptmemall 

Not enough pages were available to cover a request for pages. 
IPL is m, not 0, at return to user mode 


The interrupt priority level was not 0 (zero) on returning to user mode 
from system mode. 


Job remap size m pages exceeds system pool size m pages 
Not enough DMA pages were available for raw I/O. 
k_trap - Double fault trap type Oxvector 
A double fault occurred while on the system stack. 
k_trap - Kernel mode trap type Oxvector 
An exception of unknown type was trapped in system mode. 
k_trap - NOEXTFLT in system mode 


A floating point instruction was encountered (while on the kernel stack 
in system mode) when there is no floating point support. If encountered 
in user mode, the process is killed with SIGFPE. 


k_trap - Unexpected breakpoint in system mode 


An unexpected breakpoint was detected outside the debugger in system 
mode. 


Kernel and machine architectures unsuited 

The kernel code does not correspond to the machine type. 
Kernel requires a new /boot program 

No configuration flags were set by the bootstrap program. 
kseg - ptmemall failed: Oxn 


This message is output from the routine ksegcmn when it fails to get 
pages to allocate to the kernel using ptmemall. 


kseginit 2 - Not enough physical memory; at least nk needed 


Kernel memory allocation needed more memory. Either reduce the size 
of some kernel parameter, such as disk buffers, or add more physical 
memory 


Main - swapadd dev name (n/n) swplo=n nswap=n failed (error n) 


The swap device cannot be initialized at system startup. 
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PANIC: MINUSIZE (m) insufficient 


There was not enough space for the local descriptor table of the swapper 
(sched or PID 0) with MINUSIZE set to n memory pages. This message 
can only be generated when initializing the swapper. 


PANIC: mkbufs m - Not enough physical memory; at least mk needed 

There was not enough memory to allocate system buffers dynamically. 
PANIC: noreach - Cali to internal routine of uninstalled package 

An internal routine of an uninstalled package has been called. 
PANIC: Not enough system pool pages (m) for m page DMA remap 

Not enough DMA pages were available for raw I/O. 
PANIC: pageremove - pfdat Oxm not free: Oxflags 

A page to be removed was already on the list of free pages. 
PANIC: pageremove - pfdat Oxm pf_use set: n 

A page to be removed was in use by another process. 
PANIC: Parity error address unknown. 

A memory parity error was signaled at an unknown address. 
PANIC: Parity error at address Oxn. 

A memory parity error was signaled at the given address. 
PANIC: pfdattopfn - Bad pfdata n 

A physical address yielded an invalid page frame number. 
PANIC: pfntopfdat - Bad pf num n 

A page frame number yielded an invalid physical address. 
PANIC: pinsert - Duplicate page 

An active page already existed in the hashed page cache. 
PANIC: sSinit - Not in fstypsw 


An AFS, EAFS, or S51K filesystem could not be initialized because the 
filesystem type was not recognized. 


PANIC: sSiput - NULL fs pointer 


The in-core AFS, EAFS, or $51K in-core inode structure could not be 
released. 


PANIC: sSiread - Allocated fstyp inode m on dev name (major/minor) in free ilist 
An allocated inode was found in the free list. 

PANIC: sSiupdat - FIFO inode m address m > 2°24 on fstyp dev name (major/minor) 
The block number addressed was too high. 

PANIC: sec_init - Cannot allocate security info for NPROC = m processes 


Not enough memory was available to initialize the security information 
structures for the audit subsystem. 


PANIC: setrq - proc on q. 
A process to be put on the run queue was already on it. 
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PANIC: 


PANIC: 


PANIC: 


PANIC: 


PANIC: 


PANIC: 


PANIC: 


PANIC: 


PANIC: 


PANIC: 


PANIC: 


PANIC: 


PANIC: 


PANIC: 


PANIC: 


shrink_upage - attempt to expand LDT 


An attempt to expand the Local Descriptor Table of a user process was 
detected while shrinking the u-block of the process. 


shrink_upage - attempt to modify TSS 


An attempt to modify the Task State Segment of a user process was 
detected while shrinking the u-block of the process. 


shrink_upage - attempt to expand TSS 


An attempt to expand the Task State Segment of a user process was 
detected while shrinking the u-block of the process. 


shrink_upage - attempting to expand ofiles 
An attempt to increase the maximum number of open files of a user pro- 
cess is detected while shrinking the u-block of the process. 


shrink_upage - Illogical newsz n 


The new specified size for the u-block of a process was smaller than 
MINUSIZE. ; 


shrink_upage - invalid section (n) 


An invalid option was supplied to the routine that shrinks the u-block of 
a process. 


shrink_upage: newsz (m) bigger than oldsz (n) 


The new specified size for the u-block of a process was larger than its 
present size. 


srmountfun - Error m mounting rootdev name (major/minor) 
The root filesystem could not be mounted, for example, by fsck(ADM). 
srumountfun - Error nm unmounting rootdev name (major/minor) 


The root filesystem could not be unmounted, for example, at system 
shutdown. 


svirtophys - Page not present 

The physical page implied by a virtual address could not be found. 
swapout - PID m u-area page m vtop failed 

While swapping out a process, an invalid address was calculated for a 
page. 

swapseg - Swap [readiwrite] buffer Oxm corrupted: 0xn 

The read or write buffer was corrupted while swapping a page of mem- 
ory. 

swapseg - Swap [{read|lwrite] error m on swapdev name (major/minor) 

There was a read or write error while swapping a page of memory. 
System watchdog timeout ! 


An unexpected non-maskable interrupt (NMI) occurred in system mode. 
This NMI can only occur on Micro Channel architecture machines. 


u_trap - User mode trap type Oxvector 
An exception of unknown type was trapped in user mode. 
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PANIC: uballoc - ptmemall failed for u-block (PID nm) 
Memory could not be allocated to the u-block of a process. 
PANIC: ubsalloc - ptmemall failed for u-block (PID 0) 


Memory could not be allocated to the u-block of the swapper (sched or 
PID 0). This message can only be generated when initializing the 
swapper. 


PANIC: Unrecoverable timeout on channel n 


An unexpected non-maskable interrupt (NMI) occurred in system mode. 
This NMI can only occur on Micro Channel architecture machines. 


PANIC: unswap - ptmemall slept 
A free page in physical memory could not be found to free a swap block. 
PANIC: vfault - bad dbd_type 
The page requested by a page fault was previously unassigned; it did 
not exist in core memory, in swap, or in the filesystem. 
PANIC: xalloc - Bad magic Onumber for inum n on fstyp dev name (major/minor) 


A loaded text region had a bad magic number (displayed in octal). The 
inode number of the executable file is given. 


Device driver messages 


This section lists only messages ouput from device drivers supported by SCO; 
no third-party device driver messages are included. 


The first section lists all generic device driver messages. The kernel prints 
these when it cannot perform a service for a particular driver. Subsequent sec- 
tions deal with messages output from within device drivers for the various 
hardware supported under SCO UNIX. The name of the device driver that pro- 
duced the message always follows the message severity. 


Generic device driver messages 


NOTICE: driver: Spurious interrupt on vector n 


The CPU has received an interrupt via an unused vector while in a de- 
vice driver routine. The device driver name may be one of aha, ciha, 
eiad, ha, oha, spad, Swrm, or sumo. This is likely to be a hardware prob- 
lem when a hardware failure has miscomputed the vector of a valid 
interrupt. 

WARNING: driver: Cannot install intr vecno=n, type=n, IPL=n 


An interrupt routine handler could not be installed to process interrupts 
at the given vector and IPL level. The type is defined in sdevice(F). The 
reason for the failure is given in a subsequent message. 


WARNING: driver: Cannot remove intr vecno=n 


An interrupt routine handler could not be removed. The reason for the 
failure is given in a subsequent message. 
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WARNING: driver handler not found at vector n 


An interrupt routine handler could not be removed because no inter- 
rupts are processed on the given vector. 


aha — Adaptec AHA-1X40 SCSI host adapter driver 


These messages may be produced if either the Adaptec AHA-1540 or AHA-1640 
host adapter is installed. 


WARNING: aha: Adapter m detected SCSI reset, status=0xn, intr=Oxvector 
An unexpected host adapter reset was detected. 


WARNING: aha: Adapter m unexpected MBI status Oxn 
AHA-1X40 cmd: o 
AHA-1X40 sense : p 


The incoming mailbox is in an unexpected state after an interrupt. 
WARNING: aha: Port Oxm failed to go idle, status=0xn, cmd=0xo 


Register m on the host adapter indicated that a command had still not 
been completed after R_LIMIT cycles in a spin loop. 


WARNING: aha: Port Oxm internal failure Oxn 


The host adapter failed to be recognized on initialization. 


AIO — Asynchronous I/O disk driver 


NOTICE: AIO: aio_dma_xfer: invalid vtop 
The virtual address specified to a AIO data transfer request is invalid. 
NOTICE: AIO: aio_memlock: not enough memory for lock 


Not enough memory is available to lock a chunk of user memory prior 
to a data transfer. 


NOTICE: AIO: no dmaable buffers (DMAABLEBUF) 


No buffers are available in DMA memory (below 16M in physical 
address space). 


cdt — tape emulator for SCSI CD-ROM (Srom) driver 


This driver overlays the existing CD-ROM driver (Srom) to provide a cartridge 
tape-like interface. Data on the CD-ROM can then be accessed using utilities 
normally used to access a cartridge or SCSI tape. 


CONFIG: cdt: Block device name (--/minor) driver not installed 


The major device number corresponding to the underlying physical de- 
vice could not be calculated. 


CONFIG: cdt: Device mame unit m (cdt_unitnum) not CD-ROM tape unit n 
The underlying physical device must be a CD-ROM drive. 
WARNING: cdt: Unrecognized data format on dev device (major/minor) 


The data format on the disk was not recognized. 
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console — console driver 


CONFIG: console: Cannot allocate SCRNMEM = mk (NSCRN = m too many screens) 


Not enough memory was available for the video driver. Decrease the 
number of screens as set by the configurable parameter NSCRN. 


WARNING: console: Kernel messages lost on non-text screen 
Check kernel messages logfile 


Kernel messages were lost while the console was in graphics mode and 
did not appear. Check the last few lines of /usr/adm/messages to find the 
messages. 


PANIC: console: Too many keyboard groups (MAXKBGRPS max) 


There are more video devices attached to your system than the kernel is 
designed to support. 


cpqs — Compaq 320/525 DAT SCSI tape driver 


NOTICE: cpgs: Adapter timed out, status=0xn 


The adapter reset routine timed out after 30 seconds; the adapter failed 
to reset. 


NOTICE: cpqs: Adapter self test failed, status=0xn 

The adapter registered an internal error while it was being reset. 
NOTICE: cpqs: Bad device type m in device major/minor ioctl 

An inappropriate ioctl(S) command was used on the device. 


ct — cartridge tape driver 

Some of these messages print the unit number (#) of the drive on which the 

problem occurred. 

CONFIG: ct#: Cannot allocate nk tape buffer for dev major/minor (CTBUFSIZE = nk too small) 
Increase the size of the tunable variable CTBUFSIZE. 

CONFIG: Tape controller ct=type(0xbase,irg,dma) error n: Not found 


The registers of the controller specified in the file /usr/sys/io/ctconf.asm 
were not found on initialization. 


CONFIG: Tape controller ct=type(0xbase,irg,dma) error n: Won't interrupt 


The tape controller was found not to be capable of generating interrupts 
when it was initialized. 


NOTICE: ct#: No cartridge tape in dev major/minor 


Usually requires a cartridge to be inserted. Also check for physical dam- 
age to the drive. 


NOTICE: ct#: Write protected cartridge tape in dev major/minor 


The cartridge must not be set write protected if it is to be written to. 
Also check for physical damage to the drive and the cartridge. 


WARNING: ct#: m uncorrectable ECC errors on dev major/minor 
WARNING: ct: m uncorrectable ECC errors 


Error correction could not handle the errors found on the device. 
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WARNING: ct: attempted to free invalid buffer 
The driver attempted to free an inactive buffer. 
WARNING: ct: Block m [read|written] with difficulty 
A block could only be read or written successfully after several retries. 
WARNING: ct: Block m needed ECC correction 
Error correction was necessary while a block was being read. 
WARNING: ct: cannot allocate tape buffer 


Allocation of enough kernel memory for a buffer failed when the device 
was being opened. 


WARNING: ct: cartridge tape is write protected 


Remove write protect tab from cartridge. Also check for physical dam- 
age to the drive and the cartridge. 


WARNING: ct: no cartridge - check tape unit 


Check that a cartridge has been inserted. Also check for physical dam- 
age to the drive and the cartridge. 


WARNING: ct: RDY or EXC failed to go active 


The spin loop in the device driver interrupt routine timed out while 
waiting for the device to become ready. 


WARNING: ct: Unknown tape controller, ct=name ignored 
The specified tape controller device name does not exist. 


dptH — NEC EISA SCSI host adapter driver 


WARNING: dptH: Adapter m does not support BusMaster DMA 

The adapter has not been set to support DMA. 
WARNING: dptH: Host adapter m timeout, resetting 

The host adapter timed out and had to be reset. 
WARNING: dptH: Port Oxm internal failure, status=0xn 

Self test detected an error on a host adapter register. 


eiad — Adaptec AHA-1740 EISA SCSI host adapter driver 


NOTICE: eiad: No soft reset interrupt pending, status-0xm 
AHA-1740 cmd: n 
AHA-1740 sense : Oo 


No interrupt was pending when adapter interrupts were to be cleared. 
WARNING: eiad: Adapter m hard reset failure, port Oxn = Oxstatus 

Hard reset of the adapter failed. 
WARNING: eiad: Adapter m soft reset failure: port 0xm = Oxstatus 

Clearing pending adapter interrupts failed. 
WARNING: eiad: Unexpected interrupt status 0xn 

An unexpected interrupt was received. 
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eisarom — Compaq EISA CD-ROM driver 


NOTICE: eisarom: Cannot allocate mk for EISA configuration 


The error ENOMEM is set and the configuration is aborted. 


err — error message driver 


WARNING: err: Error log buffer overflow 
WARNING: err: Error log overflow 


The error message driver will overwrite the oldest messages if the log or 
the log buffer overflows. 


esdi — ESDI hard disk driver 


WARNING: esdi: adapter reset failed 
The adapter could not be reset. 
WARNING: esdi: adapter reset failed - no status bsr 


The adapter could not be reset; the BSR status register contained the 
value bsr. 


WARNING: esdi: adapter reset command failed 

Reset failed because an interrupt was present. 
WARNING: esdi: error parking heads for drive n 

An error occurred while parking the disk drive heads. 
WARNING: esdi: esdiattention timeout - stat =n 


The routine esdiattention in the driver timed out after requesting 
attention. 


WARNING: esdi: get drive attention error 
Could not get drive attention while testing the configuration. 
WARNING: esdi: get drive command error 


An error was detected in the command block sent to the controller on 
testing the configuration. 


WARNING: esdi: get drive configuration failed 
The drive configuration test failed. 
WARNING: esdi: get drive interrupt bit not set 


The drive configuration test failed because the drive interrupt status 
was not available. 


WARNING: esdi: get drive no status block 


The drive configuration test failed because the drive status block was 
not available. 


WARNING: esdi: no controller installed 
An ESDI controller could not be found. 
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WARNING: eSdi: no drive n 


A drive could not be opened because the physical device corresponding 
to the minor device number was not present. 


WARNING: esdi: on fixed disk dev=major/minor block=n 
esdi: cmd-command, isr-completion_status, sir-error_code 


DMA error still present after four retries. 


WARNING: esdi: Reset failed isr=completion status 
esdi: status=n 


The completion status after a reset still reported an error. 
WARNING: esdi: timeout parking heads for driven 
A timeout occurred on parking the disk drive heads. 


fdha — Future Domain Corp SCSI host adapter I/O 
module driver 


CONFIG: fdha: Out of jobs (FDH_SCSI_JOBS = n exceeded) 

Too many SCSI commands were pending to be dealt with. 
NOTICE: fdha: Non-existent adapter m (only n adapters) 

The specified host adapter (m) could not be found. 


NOTICE: fdha: Unexpected reselection device id=m lun=n error 
NOTICE: fdha: Unexpected SCSI reselection device id=m lun=n error 


One of the peripheral devices made an unexpected reselection. 


floppy — floppy disk driver 

NOTICE: floppy: Switch from disk dev major/minor1 to major/minor2 
The system allows both root and boot floppies to be mounted at the 
same time (on Mev/root and /dev/install), although only one disk may be 


present in the drive at a time. This message is intended to serve as a 
reminder to swap the disks. 


WARNING: floppy: 5.25 inch diskette Adapter/A not installed 
This message is output by the driver for the PS/2 5.25-inch diskette 
Adapter/A if the adapter is not found. 

WARNING: floppy: CMOS indicates no diskette drives installed 
The configuration memory is invalid; run the DOS SETUP disk that came 
with your machine. 

WARNING: floppy: CMOS indicates diskette drive m not present 
The configuration memory is invalid; run the DOS SETUP disk that came 
with your machine. 

WARNING: floppy: Disk is write protected in fda dev major/minor 
Remove the write protect tag from the disk. 

WARNING: floppy: fdn being formatted 
The drive is presently formatting a disk. 
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WARNING: floppy: Handshake error for cmd Oxm on fdn dev major/minor 
A handshaking error occurred while reading from or writing to the disk. 
WARNING: floppy: I/O after close of fdm dev major/minor 


An I/O request was detected after the drive was closed. The data 
transfer is not performed. 


WARNING: Insert disk or close floppy n door 


A disk has not been inserted in the drive or the drive door has not been 
closed. Also check for damage to the drive mechanism or the disk. 


ft — QIC-40 tape driver 


CONFIG: ft: Cannot allocate m to n (ft_minbufs to ft.maxbufs) 32k buffers 
Will try again if opened 


Not enough memory was available to allocate to the buffers on 
initialization. 


hd — root hard disk driver 


NOTICE: hd: Invalid hard disk partition sector on device major/minor 


The root hard disk partition information could not be read on opening 
the drive. 


WARNING: hd: multiple root disk controllers 


More than one disk controller was found to be present; boot-time load- 
ing of a valid driver using the hd=driver keyword will override this 
error. 


WARNING: hd: no controller 

No disk controller was found. 
WARNING: hd: no root disk controller 

The root disk controller was not found on system initialization. 
WARNING: Ignoring "hd=name" : Unknown driver 


The hard disk device driver name specified in the bootstring could not 
be found. 


PANIC: hd: devsw error 

The driver was not found. 
PANIC: hd: intsw error 

The interrupt handler routine could not be patched. 
PANIC: hd: multiple controllers 


More than one disk controller was found to be present on booting up; 
boot-time loading of a valid driver using the hd=driver keyword will 
override this error. 
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hf — IBM Hardfile SCSI host adapter module driver 


WARNING: hf: Adapter m unexpected intr state Oxn 
An unexpected interrupt was received. 
WARNING: hf: Adapter BUSY bit not reset 
The adapter could not be reset. 
WARNING: hf: hfintr - Too many soft error retries (nm) 


Three soft error retries are allowed before continuing. 


WARNING: nf: hfintr - Too many sense request retries (n) 


Three sense request retries are allowed before continuing. 


WARNING: hf: hfpresent - Timeout on SCSI bus m RESET cmd=0xn 


The SCSI bus took too long to reset while testing the adapter. 


WARNING: hf =hf_msg 


hf_msg can be one of the following sense error messages: 


16 bit Card Slot Address Range Exceeded 
8032 Internal Peripheral fail 

8032 ROM Test failed 

Adapter Buffer Check Retry 

Adapter Busy 

Adapter Hardware Error 

Adapter Hardware Failure 

Adapter Micro Detected Error 

Adapter Retry Invoked 

Additional Status Available 

Assign Rejected Command in Progress on Device 
Assign Rejected SCSI Device Already Assigned 
Attachment Buffer Defective 

Check Condition (Error) 

Command Aborted (by system) 

Command Aborted by Adapter 

Command Completed with Failure 

Command Interface Reg. empty 

Command Interface Reg. full 

Command Not Supported 

Command Rejected Adapter Diagnostic Failure 
Command Rejected Buffer Test with Buffer Enabled 
Command Rejected SCSI Device Not Assigned 
Condition Met/Good (No error) 

Data Flow Ctlr chip failed 

Device Busy (Error) 

Device Dependent Status avail. 

Device Not Initialized 

DMA error 

Format Rejected Sequence Error 

Global Command Time-out 

Good Status (No error) 

Hardware failure on soft reset 

Immediate Command Complete 
Intermediate/Cond Met /Good 
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Intermediate/Good (No error) 
Interrupt Request active 
Invalid Command / Parameter 
Invalid Command rejected 
Invalid Device for Command 
Invalid Parameter in SCB 
Invalid SCSI Phase Sequence 
Local RAM test failed 

Long Record Exception 

Major Exception Occurred 
Mandatory SCSI Message Rejected 
Maximum LBA Exceeded 

Missing or defective fuse 

No Error 

No error - cold reset complete 
No error - warm reset complete 
Reservation Conflict (Error) 
SCB cmd. complete with success 
SCB cmd complete, OK + retries 
SCB Command Completed OK 

SCB Command Completed with retry 
SCB Ended (No error) 

SCB Halted (Error / End Chain) 
SCB Interrupt Queued 

SCB rejected 

SCB specification check 

SCSI Bus Reset Occurred 

SCSI Interface Fault 

SCSI interface test failed 
SCSI Selection Time-out 

Short Length Record 

Short Record Exception 

Soft reset successful 

Software Sequencing Error 
System Interface Check Retry 
System Interface ctrl chip fail 
Unexpected SCSI Bus Free 


WARNING: hf: readpos - Unknown board address 0xn in POS slot n 

The board address n of a host adapter was invalid for its slot position n. 
WARNING: hf: Sense failed 

Sense request has totally failed. 
PANIC: hf: hf_immediate_cmd - Unknown cmd=0xn 


The driver encountered an unknown immediate command to the host 
adapter of a specified logical unit. 


PANIC: hf: No response from adapter ha=m after vector n interrupt 
hf: on scsi ctlr o, idp 


After receiving an interrupt, the driver timed out waiting for the host 
adapter. 
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ida — Compaq EISA disk drive array (DISCO) driver 


CONFIG: ida#: Vectors for controller in slot m differ (kernel-o, system=p) 


The EISA configuration interrupt vector does not match that in sde- 
vice(F). 


NOTICE: ida#: m abort errors on dev major/minor unit m, block=n cmd=0xo status=0xp 
Reports the number of abort errors. 

NOTICE: ida#: n bad command lists on dev major/minor unit m, block=n cmd=0xo status=0xp 
Reports the number of bad command lists. 


NOTICE: ida#: nm bad requests on dev major/minor unit m, block=n cmd=0xo 
status=0xp 


Reports the number of bad requests. 
NOTICE: ida#: m recoverable errors on dev major/minor unit m, block=n cmd=0xo status=0xp 
Reports the number of recoverable errors. 
WARNING: ida: Cannot allocate mk, IDA disabled 
Not enough memory was available to allocate to command blocks. 
WARNING: ida: Only first six of m Disc Array Controllers supported 
A maximum of six drive controllers can be attached. 
WARNING: ida#: m non-recoverable errors on dev major/minor unit n, block=o amd=0xp status=0xq 
Reports the number of non-recoverable errors. 
WARNING: ida#: m unknown errors on dev major/minor unit n, block=o0 cmd=0xp status=0xq 
Reports the number of unknown errors. 
WARNING: ida#: No queued requests 
No request blocks were found for processing on update. 
WARNING: ida#: Spurious interrupt 
No command was pending when an interrupt was received. 
WARNING: ida#: Unknown cmd=0xm on dev major/minor unit n, offset=0xo status=0xp 
An unknown command was received. 
PANIC: ida - ran out of cmdlist 
No more command blocks were available. 


ir — Irwin tape driver 

NOTICE: ir: type error m on tape unit n dev major/minor: ir_msg 
type is the status of the tape drive when the error occurred. This may be 
one of: 


Close 
Control error 
Daemon start 
Read 
Write 


ir_msg gives more information about the error. This may be one of: 
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Bad block address 

Bad count 

Bad device number 

Bad operation code 

Block 0 corrupt 

Block 0 medium error 

Block 0 missing servo header 
Block allocation failure 

Block merge failure 

Block not found 

Block relocation failure 
Controller not found 

Cylinder not found 

DMA attempt past end of cylinder 
DMA boundary error 

DMA overrun 

Daemon not started 

Data CRC error 

Defect list corrupt 

Defect list has unrecoverable error 
Device busy 

Device busy formatting 

Device performing diagnostic 
Drive not found 

Drive not ready 

Equipment fault 

Erase failure 

Error on sense interrupt status 
Error sending command to drive 
Error starting data transfer 
Floppy controller reset failure 
ID CRC error 

Incompatible cartridge 
Insufficient memory 

Internal error 

Invalid parameter 

Maximum block relocation tries reached 
Medium changed 

Memory address conversion error 
No ID address mark 

No data address mark 

No error 

No servo 

Operating system call failed 
Read after write miscompare 
Record not found 

Request aborted 

Request timed out 

Seek track error 

Sense drive status failure 
Servo but no sector format 
Servo failure 

State machine hung 

Timeout reading controller result 
Timeout writing controller command 
Timer initialization failure 
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Too many bad biocks 

Too many bad biocks on a track 

Too many missing servo headers 

TOO many missing servo headers on track 
Too many outstanding interrupts 

Too many sequential bad blocks 

Too many sequential missing servo headers 
Track following error 

Unexpected interrupt 

Unrecognized controller error 
Unsupported drive command 

Vector installation failure 

Write protected 


WARNING: ir: Attempt to write past end of tape unit m dev major/minor 
The end of the tape has been reached unexpectedly. 
WARNING: ir: Bad tape header 
The tape header is unreadable. 
WARNING: ir: Cannot write old tape format 
The drive is not capable of writing in an old tape format. 
WARNING: ir: Fatal error during format 
Formatting of the tape failed. 
WARNING: ir: ir_format - not enough memory 
Not enough memory could be allocated to format the tape. 
WARNING: ir: irfm0 - Tape is write-protected 


Move the write protect slider on the cartridge to the RECORD position. 
Also check for damage to the drive and the tape cartridge. 


WARNING: ir: irwrite - Drive type (dt) does not match tape type (tt) 
Possible drive and tape types are IR_10, IR_20, IR_25, IR_45, IR_46, IR_65, 


and IR_85. The driver reports incompatible drive and tape types. 
keyboard — keyboard driver 


NOTICE: keyboard: AT mode reset to XT 
The keyboard has been reset to XT mode by an ioctl(S) call. 


oha — Olivetti EISA SCSI board ESC-1 driver 


WARNING: ESC Host Adapter #m not found (type=esc ha=n) 

The host adapter was not found on initialization. 
WARNING: No EISA Mother Board present 

The architecture of the machine is not of type EISA. 
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WARNING: oha: Sense failed 
A sense request command failed. 
WARNING: oha_cmd 1] - Adapter nm timeout 
Timeout while waiting for incoming mailbox flag to be set. 
WARNING: oha_cmd 2 - Adapter m timeout 
Timeout while waiting for the adapter to respond to the outgoing mail- 
box flag. 
WARNING: oha_cmd 3 - Adapter m bad MBO status: ha_status ta_status 
The outgoing mailbox had a bad status after being read by the adapter. 


omti — OMTI disk driver 


WARNING: omti: already busy 
omtistart had already been called ona busy drive. 
WARNING: omti: C_D bit stuck off 
The controller failed to indicate its readiness for a command. 
WARNING: omti: cannot enter command phase 
The controller failed to accept the selected command. 
WARNING: omti: colliding polling routines 
A re-entrant call to omtipoll has been detected. 
WARNING: omti: command setup failed 
The controller failed to accet the setup command. 
WARNING: omti: controller configured for no drive n 
An open ona drive failed to identify the disk type. 
WARNING: omti: error during OMTI_SENSE 
An interrupt was received during an OMTI sense command. 


WARNING: omti: error on fixed disk (minor minor), block=m 
omti: Error Type n, Code o, Unit p 

omti: Sector = q, Cylinder/head = r/s, 

omtl: msg 


The OMTI sense error message msg provides more information about the 
error. The following are possible drive errors: 


Cartridge Changed 

Drive Not Selected/Not Ready 
Multiple Drives Selected 

No error or no sense information 

No Index 

No Seek/Command Complete 

No Track zero or Cylinder zero found 
Seek/Command in progress 

Write/Drive Fault 
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The following are possible data errors: 


Alternate of Bad Track Already Assigned 
Bad Track Encountered 

Correctable ECC 

Data Address Mark Not Found 

Error with unknown type and code 

ID Address Mark Not Found 

ID CRC 

Illegal Access To An Alternated Track/Unable to Read the Alternate Track Address 
Illegal Alternate Track Address 

Illegal Disk Address . 
Illegal Interleave Factor 

No Alternate Track Found 

Sector Not Found 

Seek Error 

Sequence/ DMA 

Uncorrectable Data ECC 

Unknown Error 

Write Protected 


The following are possible command errors: 


Illegal Function for Drive Type 
Invalid Command 
Volume Overflow 


The following are possible diagnostic errors: 


EPROM Checksum/Internal Diagnostic error 
RAM error 


WARNING: omti: initialization failure 

An error occurred during initialization. 
WARNING: omti: non-omti interrupt (status) 

The controller did not signal an interrupt when one was received. 
WARNING: omti: OMTI_BUSY bit still stuck on 

The controller failed to obey the reset command. 
WARNING: omti: sense command setup failed 

The controller failed to accept the setup command. 
WARNING: omti: still busy 

The controller is still busy after generating an interrupt. 
WARNING: omti: timed out 

An expected interrupt did not arrive. 
WARNING: omti: unexpected interrupt (status) 

No command was pending when an interrupt was received. 
WARNING: omti: unknown command (m) 

omtistart encountered an unrecognized command. 
WARNING: omti: unloading all requests 


The driver is preparing for manual reset because the programmed reset 
did not work. 


WARNING: unexpected end of data phase 
Abnormal termination of a data read. 
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WARNING: Please use sfmt to modify disk parameters 


Attempt to write the disk characteristics directly using the DIOWDISK 
ioctl call. 


parallel — parallel port driver 


WARNING: parallel: Parallel port (unit=mn) not found 
A parallel port could not be found. 


ptem — AT&T STREAMS pseudo-terminal driver 


CONFIG: ptem: No STREAMS buffer (NBLK??? values exceeded); XOFF (°S) not sent 
CONFIG: ptem: No STREAMS buffer (NBLK??? values exceeded); XON (*Q) not sent 


A STREAMS message block could not be allocated. 


SCSI — Small Computer Systems Interface driver 


CONFIG: No Stype SCSI devices configured (unit m missing) 
No configuration information existed for a given SCSI device. 
CONFIG: Only m Stype SCSI devices configured (unit m missing) 


No configuration information existed for a given SCSI device. 


NOTICE: Stype: Error 

on [readinglwriting] SCSI device_type 

[ dev major/minor ] 

(ha=host_adapter id=controller lun=logical_unit) 

[ block=block_number ] 

NOTICE: Stype: sensemsg 

NOTICE: Status: host=host_status target-target_status, 


: Key: key code qualifier 
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The output sensemsg is one of the following sense error messages: 


Command 
Command 
Command 
Command 
Command 
Command 
Command 
Command 
Command 
Command 


aborted: 
aborted: 
aborted: 
aborted: 
aborted: 
aborted: 
aborted: 
aborted: 
aborted: 
aborted: 


Command sent before previous one was completed 
Drive detected a SCSI parity error 
Drive received an ‘initiator detected’ 
Drive received an illegal message 

Host sent abort message 

Message phase unexpected 

Phase sequence unexpected 

SCSI selection/reselection error occurred 
Unexpected command phase 

Unexpected data phase -possible DMA error 


error 


Copy aborted: Due to error on the source or destination device 
Copy aborted: Host cannot disconnect 


Drive 
Drive 
Drive 


Error 


not ready: Being loaded 
not ready: No media present 
not ready: Offline 


rate warning 


733 


messages(M) 


Hardware 
Hardware 
Hardware 
Hardware 
Hardware 


Humidity 


Illegal 
Illegal 
Illegal 
Illegal 
Illegal 
Illegal 
Illegal 


Medium e 
Medium e 
Medium e 
Medium e 
Medium e 
Medium e 
Medium e 


Unit 
Unit 
Unit 
Unit 
Unit 


att 


att 
att 
att 


att 


error: 
error: 
error: 
error: 
error: 


warning 


request: 
request: 
request: 
request: 
request: 
request: 
request: 


LrOr: 
rror: Bl 
EYors 
rror: 
rror: 
rror: 
rror: 


ention: 
ention: 
ention: 
ention: 
ention: 


Failure during write operation 
Media load/eject failed 
Moisture detected 
Track-following 

Unexpected internal error 


Invalid bits in identify message 
Invalid command 

Invalid field in CDB 

Invalid parameter list 

Logical unit not supported 
Parameter length error 

Parameter page not supported 


Append error during write 


ank tape - use tape erase command 


EOP/M encountered 
Incompatible medium installed 
Positioning error detected 
RAW retry limit exceeded 
Unrecovered read error 


Drive failed power-on self test 

Drive or bus reset 

Log parameters may have changed 

Mode parameters may have changed 


Possible media change - you may need to repeat command 


Write error: Media is write protected 


NOTICE: Status: host=m target=n, 
: Key: unknown 


The SCSI sense block was found to be empty. 


WARNING: SCSI boot option(s) ignored : Invalid host adapter parameters 

WARNING: SCSI boot option(s) ignored : Invalid id and/or lun 

WARNING: SCSI boot option(s) ignored : Unknown host adapter driver 

WARNING: SCSI boot option(s) ignored : Unknown peripheral driver 
These errors are reported at I/O initialization when they are read from 
the SCSI bootstrings. 

PANIC: Unacceptable value for Sha_last_registered (m), in Sharegister 


Could not register a host adapter as a bootable device. 
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Sdsk — SCSI disk driver 


CONFIG: Sdsk: Non-scatter/gather SCSI disk n dev major/minor cannot be used 
Mixed scatter/gather and non-scatter/gather SCSI adapters 


Once scatter/gather has been turned on with the filesystem, a non- 
scatter/gather unit cannot be added to the system. 


NOTICE: Sdsk, Spurious interrupt 
No command was pending when an interrupt was received. 


WARNING: Sdsk: Bad block size 
SDsk: Block size (m) must be between NBPSCTR and SBUFSIZE 


The block size on the device has been found to be outside the allowed 
limits. 


serial — Serial I/O driver 


WARNING: serial: Serial adapter (type=m, nports=m) not found 
A serial adapter could not be found. 
WARNING: serial: Garbage or loose cable on dev nm, port shut down 


Too many interrupts were received together. Check the connections on 
the port. 


Srom — SCSI CD-ROM driver 


NOTICE: Srom: Spurious interrupt 
No command was pending when an interrupt was received. 


Stp — SCSI tape driver 


NOTICE: Stp: SCSI tape number device major/minor tape is write protected 


Tape is write protected. Damage to the drive mechanism may also cause 
this error. 


NOTICE: Stp: SCSI tape number device major/minor tape unit not ready 
Tape unit was performing another operation. 

WARNING: Stp: not enough DMAABLE memory for tape buffer - tape may not function 
Not enough memory could be allocated to the tape buffer on 
initialization. 


Swrm — SCSI WORM driver 


CONFIG: Swrm: Too many WORM devices configured (Swrm_nunits = n exceeded) 


The maximum number of configurable devices is n. 


sp — STREAMS pipe driver 
CONFIG: sp: spclose - Cannot allocate STREAMS block (NBLK??? values exceeded) 
A STREAMS message block could not be allocated. 
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spad — AHA-1520 SCSI host adapter driver 


WARNING: spad: Adapter 0 configuration error Oxm, base port Oxn 


The host adapter could not be found at the given address. 


WARNING: spad: Spurious interrupt 
AHA-1520 cmd :n 
AHA-1520 sense :n 


An unexpected interrupt was received. 
WARNING: spad_init: Adapter 0 initialization error Oxm, base port Oxn 
The host adapter could not be initialized successfully. 


st506 — ST506 fixed disk adapter driver 


This driver supports the ST506, the Adaptec 2610 and 2620, and the IBM 
50-021, 50-031, 60-041, and 80-041. 


WARNING: st506: Invalid fixed disk parameter table on dev major/minor 
The disk information had been corrupted. 


WARNING: st506: Error on fixed disk dev major/minor block=n 
st506: isr=status, ASR BUSY after reset 


A reset failed on the adapter status register. 


WARNING: st506: Error on fixed disk dev major/minor block=n 
st506: isr=status, ASR_BUSY set, command aborted 


A command was aborted because the adapter is busy. 


WARNING: st506: Error on fixed disk dev major/minor block=n 
st506: isr=status, CCB error, sector=m, cylinder/head=n/o 


An error occurred with a command control block. 
WARNING: st506: isr=status, error parking heads for drive n 
An error occurred while parking the disk drive heads. 


WARNING: st506: Error on fixed disk dev major/minor block=n 
st506: isr=status, initialization error, sending CSB 


The error occurred while sending the command specify block. 


WARNING: st506: Error on fixed disk dev major/minor block=n 
st506: isr=status, reading SSB 


The sense summary block could not be read. 


WARNING: st506: Error on fixed disk dev major/minor block=n 
st506: isr=status, sending data (possible bad track) 
drive=m, sector=n, cylinder/head=o/p 


A possibly defective track was found on the disk. 
WARNING: st506: Error on fixed disk dev major/minor block=n 
st506: isr=status, spurious interrupt 
WARNING: st506: Error on fixed disk dev major/minor block=n 
st506: isr=status, spurious interrupt during unknown state 


No command was pending when an interrupt was received. 
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WARNING: st506: Error on fixed disk dev major/minor block=n 
st506: isr=status, timeout, ASR BUSY waiting to read SSB 


A command timed out because the adapter was busy waiting to read the 
sense summary block. 


string — string device driver 
CONFIG: string: Configuration buffer full (MAX_CFGSIZE = nm exceeded) on dev major/minor 


No more characters could be written to one of the bootstring, package 
string, or configuration string buffers. 


sumo — NEC SUMO SCSI host adapter driver 


NOTICE: sumo: Spurious interrupt from device drive on vector n 


No command was pending when an interrupt was received. 


tmcha — Future Domain Corp TMC SCSI host adapter 
driver 


CONFIG: tmcha: Out of jobs (TMC_SCSI_JOBS = max exceeded) 

Too many SCSI commands were pending to be dealt with. 
NOTICE: tmcha: Non-existent adapter m (only n adapters) 

The specified host adapter (m) could not be found. 


NOTICE: tmcha: Unexpected SCSI reselection device id=target lun=n error 
NOTICE: tmcha: Unexpected reselection device id=target lun=n 


One of the peripheral devices made an unexpected reselection. 


wd — Western Digital 1010 disk controller driver 


This driver is also used for the IBM 35SX, 40SX, L40SX, and for the TA Walk- 
station 386. 


WARNING: wdé#: Error on fixed disk dev major/minor, block=m, cmd=0xn 
status=0xerror, sector=-0, cylinder/head=p/q 


Reports an error detected while accessing the disk. 


wdha — Western Digital 7000 SCSI host adapter driver 


WARNING: wdha: Command 0xm not completed, no status: host=0xn target=0xo 
Reports an uncompleted command. 

WARNING: wdha: Command 0xm rejected, port=0xn status=0xo 
Reports an illegal command. 

WARNING: wdha: Selection timeout cmd=0xn 
A command timed out without receiving an interrupt. 

WARNING: wdha: Unexpected WDMBI status Oxn 


The incoming mailbox is in an unexpected state after an interrupt. 
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WARNING: wdha: Unknown WDMBI status Oxn 


The incoming mailbox is in an unrecognized state after an interrupt. 
PANIC: wdha: No ccb available 


The driver could not find an available command control block on 
attempting to start a SCSI job. 


weitek — Weitek floating point coprocessor driver 
WARNING: weitek: Unexpected interrupt level, no floating point process 


A floating point exception (SIGFPE) was not signaled to the current pro- 
cess since it was not flagged as using floating point calculations. 


CPU interrupts and exceptions 


738 


The CPU can detect signals generated by itself, or by external hardware. These 
signals cause an interrupt or exception that requires a handler routine. 


Interrupts are generated externally to the CPU. Peripherals generate inter- 
rupts when they require attention; for example, when data is ready to be read. 
These events are signaled on the INTR (Interrupt Request) pin of the processor 
and may be temporarily ignored (masked). Non-maskable interrupts are sig- 
naled on the NMI pin by events such as memory parity errors, and cannot be 
ignored. 


Exceptions are generated by the CPU when it detects abnormal internal! condi- 
tions, or by certain machine instructions. There are three types of internal 
exception detected by the processor: 


abort reported due to severe error, such as hardware failure or a corrupt sys- 
tem table. It is not possible to determine which instruction caused the 
error. An example would be failure of the internal cache. 


fault reported either before or during the execution of an instruction. An 
example is a page fault generated when a process requires a page of 
memory. 


trap reported immediately after the execution of a machine instruction. An 
example is overflow on divide. 


Programmed exceptions are reported when certain machine instructions 
(BOUND, INT n, and INTO on the i80386 and i80486) cause an error condition. 
For example, BOUND is used by software when checking that an array index 
lies within given limits. These exceptions are sometimes referred to as “soft- 
ware interrupts.” 
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The hexadecimal identification number or vector for each type of interrupt or 
exception is listed in the following table. The names of the vectors are defined 
in /usr/include/sys/trap.h. The description indicates the circumstances under 
which the vector might be reported in a kernel or device driver message. 


Vector 
0x00 
0x01 
0x02 
0x03 
0x04 
0x05 


0x06 


0x07 


0x08 


0x09 


0x0A 


0x0B 


0x0C 


0x0D 


Ox0E 


Ox0F 


0x10 


0x11-0x1F 
0x20-0xFF 


Name 


DIVERR 
SGLSTP 
NMIFLT 
BPTFLT 
INTOFLT 


BOUNDFLT 


INVOPFLT 


NOEXTFLT 


DBLFLT 


EXTOVRFLT 
INVTSSFLT 


SEGNPFLT 


STKFLT 


GPFLT 


PGFLT 


EXTERRFLT 


Type 
fault 
trap 
NMI 
trap 


pe 
pe 


fault 


fault 


abort 


abort 
fault 


fault 


fault 


fault 


fault 


fault 


INTR 


Description 


Divide error 

Debugging 

Non-maskable interrupt 

Breakpoint 

Overflow; programmed exception detected by 
INTO instruction 

Array range exceeded; programmed exception 
detected by BOUND instruction 

Invalid opcode; illegal instruction possibly due 
to an error in the cache, bad hardware, or bad 
memory 

Coprocessor not available; usually caused by 
the device not being present 

Double fault (causes a DOUBLE PANIC); 
caused by an illegal instruction from a third- 
party device driver, or bad memory 
Coprocessor extension overrun 

Invalid TSS (Task State Segment); usually 
occurs when performing i8086 emulation 
Segment not present; caused by an addressing 
problem due to bad memory, or conflict with a 
third-party device driver 

Stack fault (system mode only); fixed stack size 
is being overflowed, perhaps caused by a third 
party device driver 

General protection; caused by invalid address, 
or parity error from bad memory 

Page fault; page could not be brought into 
memory due to bad memory, or a bug ina third 
party device driver 

Reserved by the manufacturer 

Floating point error; caused by bad coprocessor 
hardware 

Reserved by the manufacturer 

External interrupts on the INTR pin 


Interrupt vectors 0x40-0x4F are assigned in SCO UNIX System V to interrupts 
from the Programmable Interrupt Controllers (PICs). When output in diagnos- 
tic messages, all external interrupt vectors are given relative to 0x40 
(PIC_VECTBASE). This value corresponds to the IRQ (interrupt request line) 
on the PICs. For example, the clock is always at IRQ 0, the first serial port at 
IRQ 4, and the ST506 hard disk controller at IRQ 14. 
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See also 


boot(HW), chdir(S), configure(ADM), exec(S), fentl(S), fork(S), getmsg(S), 
Intro(S), ioctl(S), kill(S), link(S), lseek(S), matherr(S), mdevice(F), 
mount(ADM), msgctl(S), msgop(S), mtune(F), open(S), ptrace(S), putmsg(S), 
read(S), semctl(S), shmctl(S), signal(S), stune(F), ulimit(S), wait(S), write(S) 


Development System Programmer's Reference Manual Volume 2 
System Administrator's Guide 
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mestbl 


create a messages locale table 


Syntax 
mestbl [ specfile ] 


Description 


The utility mestbl is provided to allow LC_MESSAGES locales to be defined. It 
reads in a specification file (or standard input if specfile is not defined), con- 
taining a definition for a particular locale’s response strings to yes/no queries, 
and produces a concise format table file, to be read by setlocale(S). 


The response strings may be specified as a string held within double quotes or 
as a series of characters which are specified in one of six different ways (the 
following examples all specify the ASCII character “A”): 


65 - decimal 

0101 + -octal 

0x41  - hexadecimal 

‘A’ - quoted character 


‘\101’  - quoted octal 
‘\x4i’ - quoted hexadecimal 


or a combination of both methods, for example: 
‘y’ "es' 
is identical to: 


yes 


To specify the response strings, the above string definitions must be preceded 
by the keyword YESSTR= for affirmative responses, and NOSTR= for negative 
responses. 


If a hash character (#) appears in any line, all characters following the hash 
character are treated as a comment and ignored up to the end of the line, 
unless the hash is within a quoted string. 


The concise format locale table is placed in a file named messages in the 
current directory. This file should be copied or moved to the correct place in 
the setlocale(S) file tree (see locale(M)). To prevent accidental corruption of 
the output data, the file is created with no write permission; if the mestbl util- 
ity is run in a directory containing a write-protected messages file, the utility 
will ask if the existing file should be replaced - any response other than “yes” 
or “y” will cause mestbl to terminate without overwriting the existing file. 
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Diagnostics 


All error messages are self-explanatory. 


See also 


chrtbl(M), coltb1(M), locale(M), montbl(M), numtbl(M), setlocale(S), 
timtbl(M) 


Standards conformance 


mestbl is not part of any currently supported standard; it is an extension of 
AT&T System V provided by The Santa Cruz Operation, Inc. 
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montbl 


create a currency locale table 


Syntax 


montbl [ specfile | 


Description 


The utility montbl is provided to allow new LC_LMONETARY locales to be 
defined; it reads a specification file, containing a definition of the currency 
symbol for a particular locale, and produces a binary table file, to be read by 
setlocale(S), which determines the behavior of the nl_langinfo(S) routine. 


The information supplied in the specification file consists of a line in the fol- 
lowing format: 


CRNCYSTR = string 


The “=” can be separated from the keyword and string fields by zero or more 
space or tab characters. 


The string is a sequence of characters surrounded by quotes ("). The first 
character of the string should be “-” if the symbol is to precede the currency 
value, or “ +” if it should appear after the value. Characters within the string 
can be specified both literally and using “\” escapes; the following three 
strings are equivalent: 


"+DM" literal 
"+\x44M" hexadecimal escapes 
"+D\115" octal escapes 


All characters following a hash (#) are treated as a comment and ignored up to 
the end of the line, unless the hash is within a quoted string. 


The binary table output is placed in a file named currency, within the current 
directory. This file should be copied or linked to the correct place in the setlo- 
cale file tree (see locale(M)). To prevent accidental corruption of the output 
data, the file is created with no write permission; if the montbl utility is run in 
a directory containing a write-protected currency file, the utility will ask if the 


existing file should be replaced — any response other than “yes” or “y” will 
cause montbl to terminate without overwriting the existing file. 


If the specfile argument is missing, the specification information is read from 
the standard input. 
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Exit values 


Any error conditions encountered will cause the program to exit with a non- 
zero return code; successful completion is indicated with a zero return code. 


Diagnostics 


If the input table file cannot be opened for reading, processing will terminate 
with the error message, “Cannot open specification file”. 


Any lines in the specification file which are syntactically incorrect, or contain 
an unrecognized value instead of CRNCYSTR, will cause an error message to 
be issued to the standard error output, specifying the line number on which 
the error was detected. The line will be ignored, and processing will continue. 


If the output file, currency, cannot be opened for writing, processing will ter- 
minate with the error message, “Cannot create table file”. 


Limitations 


This utility was formerly known as curtbl. A link with this name is provided 
to maintain backward compatability. 


See also 


chrtbl(M), locale(M), msgtbl(M), nl_langinfo(S), numtbl(M), setlocale(S), 
timtbl(M) 


Standards conformance 


montb! is not part of any currently supported standard; it is an extension of 
AT&T System V provided by The Santa Cruz Operation, Inc. 
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motd 


message of the day displayed at login 


Format 


Free-format ASCII text 


Description 


motd contains the message of the day that every user sees when they log into 
the system. A system administrator normally updates this file on a regular 
basis to inform of: 


e disruptions to the user service 

e changes to the system hardware or software 
e times of regular system backups 

e contents of mounted filesystems 


e names and telephone numbers of system operators 


Display the message of the day at any time while logged in by typing 
pg /etc/motd. Suppress the appearance of the message using the hushlogin 
feature described in login(M). 


Examples 


NOTE: The system will be shut down at 14:00 (2 PM) today Tuesday 
December 4 for installation of a new disk drive. Service 
wlll be restored at 16:00 (4 PM) at the earliest. 


GENERAL: The system is not available on Mondays between 08:00 
and 10:00 when system backup is performed. 


ENQUIRIES: Contact Mick O’Neil or Sean McCann on x410. 


Files 


/etc/motd Full pathname of motd 
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See also 


login(M) 
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mscreen 


serial multiscreens utility 


Syntax 


mscreen [ -s } [-n number | [ -t ] 


Description 


mscreen allows a serial terminal to have multiple login screens similar to the 
multiscreen(M) console. 


Note: For full mscreen support the terminal must have the ability to switch 
internal screen pages on command and it must retain a separate cursor posi- 
tion for each screen page. 


The options are as follows: 


-s Silent mode. This flag suppresses the startup messages, and on “dumb” 
terminals it suppresses the screen switch messages 


-n___ Selects the number of serial multiscreens desired up to the maximum 
defined for the terminal type. 


-t Disables the transparent tty checking. mscreen normally exits silently if 
the terminal device name starts with the characters “ttyp”. Device names 
beginning with “ttyp” are used as slave devices for mscreen. The correct 
names for the master tty devices begin with “ptyp”. 


mscreen can be used on both “smart” and “dumb” terminals. Although it is 
optimized to take advantage of smart terminals with screen memory, mscreen 
also works on dumb terminals, although the screen images are not saved dur- 
ing screen changes. mscreen also supports terminals with two (or more) 
serial ports that are connected to different computers. 


mscreen is designed to be invoked from the .profile or .login files. Use mscreen 
in place of the SHELL variable so that serial multiscreens can be automatic at 
login time. The “stop” and “quit” keys allow you to logout from all screens 
with a single keystroke. 


Configuration 


mscreen determines the terminal type of the terminal it is invoked from by 
examining the environment variable TERM. mscreen looks in /etc/mscreencap 
or in the filename contained in the environment variable MSCREENCAP to get 
the capabilities for the terminal type. 
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The pseudo terminals assigned to the user are automatically determined at 
startup by mscreen. Manual assignment of ttys can be accomplished by creat- 
ing a file in the user’s home directory called .mscreenrc. 


mscreencap format 


mscreencap contains an entry for each terminal type supported. An entry 
may have several names if the support for several terminal types is the same. 
Within an entry are the key mappings for each potential pseudo terminal. 
Each pseudo terminal has a help key string, an input string (the sequence gen- 
erated by the key that selects this screen), and an optional output string (the 
sequence to send to the terminal that will cause a page switch). The input and 
output strings are in a termcap like format: (the backslash and caret are spe- 
cial lead in (escape) characters). 


\nnn an octal number, one to three digits are allowed 


\n newline 
\r carriage return 
\t tab 


\b backspace 
\f form feed 
\E escape (hex 1b octal 33). 


\\ enter backslash as a data character 
.S enter caret as a data character 
\x (Ctrl)x, where x can be: 


@ABCDEFGHIJKLMNOPORSTUVWXYZ[}*_ 
Effectively the caret can generate hex 01 through hex 1f. 


If a terminal type has no output strings then it is assumed to be a dumb termi- 
nal that does not have multiple internal memory pages. 


There are five special entries that allow the user to define keys to support the 
other functions of mscreen. They are the “help” key (prints a list of all of the 
keys that are currently available and their functions), the “who” key (prints 
the name of the current screen), the “stop” key (terminates mscreen and 
returns a good (zero) shell return code), and “quit” key (terminates mscreen 
and returns a bad (non-zero) shell return code and the dummy entry that is 
used for terminals with multiple ports. 
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The format is: 

#this is a comment and may only appear between entries 

entrynamelaliasl|aliasl...l|aliasn: 
:specialname, helpname, inputstring,pageselectstring: 
:specialname, helpname, inputstring,pageselectstring: 

entrynamelaliasl|aliasl...laliasn: 
:specialname,helpname, inputstring, pageselectstring: 
:specialname, helpname, inputstring, pageselectstring: 


The specialname is empty for real screen entries. See the provided 
/etc/mscreencap for examples. 


.mscreenrc format 


.mscreenrc contains a list of ttynames if the user wants to allocate a fixed set of 
ttys for use: 


ttyp0 
ttyp1 
ttypn 


Shell return codes and auto login/logout 


mscreen exits with a bad (non-zero) return code if there is an error or when 
the “quit” key is pressed. The “stop” key causes mscreen to exit with a good 
(zero) return code. This allows users to place mscreen in the .login or .profile 
files. The .login or .profile files should set up an automatic logout if the 
mscreen return code is good (zero). The following is a csh sample invocation 
of mscreen for a .Jogin file: 


mscreen -n 4 
if ($status == 0) logout 


The single key logout feature of mscreen works as if a normal logout was 
entered on each pseudo-terminal. A hangup signal is sent to all of the pro- 
cesses on all the pseudo terminals. 


Multiple port option 


mscreen provides a dummy entry type. It allows mscreen to be placed in an 
inactive state while the user uses his terminal to converse through another 
(physical) I/O port to another computer. See the provided /etc/mscreentermmap 
for = example. To use it, you must take the example and configure it for your 
needs. 


mscreen driver 


The mscreen driver is already installed in the UNIX kernel with eight pseudo 
terminals available for use. You must enable a pseudo terminal before you 
can use it. See the link-kit instructions for relinking the kernel to have more 
available pseudo terminals. 
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Limitations 


See also 


mscreen has a VTIM timeout of 1/5 second for input strings. 
mscreen has a limit of twenty multiscreens per user. 


You should not switch screen pages in mscreen when output is occurring 
because if an escape sequence is cut in half it may leave the terminal in an 
indeterminate state and distort the screen image. 


Terminals that save the cursor location for each screen often do not save states 
such as insert mode, inverse video, and others. For example, you should not 
change screens if you are in insert mode in vi, and you should not change 
screens during an inverse video output sequence. 


For inactive screens (screens other than the current one) mscreen saves the 
last 2048 characters of data (2K). Data older than this is lost. This limit occa- 
sionally results in errors for programs that require a memory of more data 
than this. The user-defined screen redraw key restores the screen to normal 
appearance. 


mscreen depends on the pseudo terminal device names starting with “ttyp” 


for the slave devices and “ptyp” for the master devices. The number of trail- 
ing characters in the device name is not significant. 


enable(C), multiscreen(M) 


“Administering serial terminals” chapter in the System Administrator's Guide 


Standards conformance 


750 


mscreen is not part of any currently supported standard; it is an extension of 
AT&T System V provided by The Santa Cruz Operation, Inc. 
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multiscreen 


multiple screens (device files) 


Syntax 

(AltX Fr) 

(AltX CtrlX Fn) 

(Alt Shift Fn) 

( AltX Ctrl Shift Fn) 
Description 


With the multiscreen feature, a user can access up to twelve different 
“screens,” each corresponding to a separate device file. Each screen can be 
viewed one at a time through the primary monitor video display. 


The number of screens on a system depends upon the amount of memory in 
the computer. The system displays the number of enabled screens during the 
boot process. 


Access 
To see the next consecutive screen, enter: 

(Ctrl PrtSc) 

To move to any screen from any other screen, enter: 

(AltX Fn) or (AltX CtrlX Fn) or 

(AltX Shift Fn) 

(AltX Fn) or ( AltX CtrlX Fn) (screens 1-12) 

(AltX Shift Fn) or ( AltX CtrlX Shift Fn) (screens 11-16, 7-12) 
where n is the number of one of the “F” function keys on the primary monitor 
keyboard. For example: 

(AltX F2) 


selects tty02, and all output in that device’s screen buffer is displayed on the 
monitor screen. 


The second form (using the (Shift) key) permits access to screens 11 and 12 on 
keyboards that have only ten function keys. It is possible to configure the ker- 
nel for up to 16 screens, but 12 is the default. 


The function key combinations used to display the various screens are defined 
in the keyboard mapping file. The /usrflib/keyboard/keys or other mapkey(M) 
file can be modified to allow different key combinations to change mul- 
tiscreens. Use the mapkey utility to create a new keyboard map. 
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Diagnostics 


Any system error messages are normally output on the console device file 
(/dev/console). When an error message is output, the video display reverts to 
the console device file, and the message is displayed on the screen. The con- 
sole device is the only teletype device open during the system boot sequence 
and when in single-user, or system maintenance mode. 


Limitations 


Files 


See also 


Limitations to the number of multiscreens available on a system does not 
affect the number of serial lines or devices available. See serial(M) for infor- 
mation on available serial devices. 


Note that the keystrokes given here are the default, but your keyboard may be 
different. If so, see keyboard(M) for the appropriate substitutes. Also, any 
key can be programmed to generate the screen switching sequences by using 
the mapkey utility. 


/dev/tty[01-12] multiscreen devices (number available depends on system 
memory) 


mapkey(M), keyboard(HW), screen(HW), serial(HW), stty(C) 


Standards conformance 


752 


multiscreen is not part of any currently supported standard; it is an extension 
of AT&T System V provided by The Santa Cruz Operation, Inc. 
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numtbl 


create a numeric locale table 


Syntax 


numtbl [ table_file | 


Description 


This utility will create a numeric locale table to be interpreted by the 
setlocale(S) system call. 


The table_file contains information about the numeric locale in a user read- 
able form. 


At present, two pieces of information can be supplied. These are: the character 
to be used as a decimal place marker (radix character), and the character to be 
used as a thousands delimiter, for example the commas in 1,000,000. To 
specify these, there must be lines, in the table file, of the form: 


DECIMAL=d 
THOUSANDS=t 


Where “d” is the character to be used as the decimal place mark and “t” is the 
character to be used as the thousands delimiter. The characters “d” and “t” 
may be specified in six different ways. The following lines show different for- 
mats for the letter “b”. 


98 — decimal 

0142 — octal 

0x62 — hexadecimal 

‘b’ — quoted character 


‘\0142’ — quoted octal 
‘\x62’ — quoted hexadecimal 


Any line starting with a hash (#) is treated as a comment. 


The output is a file, called numeric, which is placed in the current directory. 
This file is in a form which can be interpreted by the setlocale(S) system call. 
For more information on where this file should be placed, please see 
locale(M). 


If no table file is specified, the information is taken from the standard input. 
The format of the information is identical. 


If either DECIMAL or THOUSANDS is not specified, its value will default to “ .” 


“een 


or” ,”, respectively. 
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Diagnostics 


Any lines of input which are in the wrong format will cause a warning to be 
issued on the terminal, but will not terminate the program. 


“Character syntax error” will be issued on the terminal if the format of the 
character specification does not match one of those specified above. The pro- 
gram will then terminate. 


If the input table file cannot be opened for reading, the program will also ter- 
minate with the error message, “Cannot open table file.” 


If the output file, numeric, cannot be opened for writing, the program will ter- 
minate with the error message, “Cannot create numeric locale file.” 


Limitations 


See also 


The thousands delimiter is not currently used within any of the standard 
UNIX libraries or utilities, although it can be accessed by application programs 
using the nl_langinfo(S) function. 


The string RADIXCHAR may be used as an alternative to DECIMAL, and 


THOUSEP as an alternative to THOUSANDS, if required. These alternatives 
are provided for consistency with the identifiers used by nl_langinfo(S). 


locale(M), environ(M) 


Standards conformance 


754 


numtbl not part of any currently supported standard; it is an extension of 
AT&T System V provided by The Santa Cruz Operation, Inc. 
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prof 


profile within a function 


Syntax 
#define MARK 
#include <prof.h> 
void MARK (name) 

Description 
MARK will introduce a mark called name that will be treated the same as a 
function entry point. Execution of the mark will add to a counter for that 
mark, and program-counter time spent will be accounted to the immediately 
preceding mark or to the function if there are no preceding marks within the 
active function. 
name may be any valid C identifier. Each name in a single compilation must 
be unique, but may be the same as any ordinary program symbol. | 
For marks to be effective, the symbol MARK must be defined before the 
header file <prof.h> is included. This may be defined by a preprocessor direc- 
tive as in the synopsis or by a command line argument, that is: 

cc -p -DMARK foo.c 

If MARK is not defined, the MARK(name) statements may be left in the source 
files containing them and will be ignored. 

Examples 


In this example, marks can be used to determine how much time is spent in 
each loop. Unless this example is compiled with MARK defined on the com- 
mand line, the marks are ignored. 
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#include <prof.h> 
foo( ) 
{ 


int i, j; 


MARK (loop1); 

for (i = 0; i < 2000; i++) { 
} 

MARK (loop2) ; 

for (j = 0; j < 2000; j++) { 


} 


See also 


profil(S), monitor(S) 
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profile 


set up an environment at login time 


Description 


The optional file, .profile, permits automatic execution of commands when- 
ever a user logs in. The file is generally used to personalize a user’s work 
environment by setting exported environment variables and terminal mode 
(see environ(M)). 


When a user logs in, the user’s login shell looks for .profile in the login direc- 
tory. If found, the shell executes the commands in the file before beginning 
the session. The commands in the file must have the same format as if they 
were entered at the keyboard. Any line beginning with the number sign (#) is 
considered a comment and is ignored. The following is an example of a 
typical file: 


# Tell me when new mail comes in 
MAIL=/usr/mail/myname 

# Add my /bin directory to the shell search sequence 
PATH=$ PATH: SHOME/bin 

# Make some environment variables global 

export MAIL PATH TERM 

# Set file creation mask 

umask 22 


Limitations 


Note that the file /etc/profile is a system-wide profile that, if it exists, is exe- 
cuted for every user before the user’s .profile is executed. 


Files 


$HOME/. profile 
/etc/profile 


See also 


env(C), login(M), mail(C), sh(C), stty(C), su(C), environ(M) 
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ptmx, pts??? 


STREAMS master pseudo-tty device 


Description 


The file dev/ptmx is the device node used by applications to open STREAMS- 
based master pseudo-tty devices. This is a single device node which allows 
access to multiple devices via the clone(M) driver. Successive open(S) calls to 
/dev/ptmx return different file descriptors, each referring to a new cloned 
device. 


The master pseudo-tty device opened is used to transfer data between the 
application and one of the slave pseudo-tty nodes /dev/pts???, where ??? is a3 
digit decimal number with leading zeros. 


Limitations 


Files 


See also 
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Although Mdev/ptmx is referred to as a pseudo-tty, the master device does not 
have tty characteristics and therefore cannot become the controlling tty of a 
process group. The slave side of the connection does have the characteristics 
of a real tty and can become the controlling tty of a process group. 


/dev/ptmx 
/dev/pts??? 


clone(M) 


AT&T STREAMS Programmer's Guide 
AT&T STREAMS Primer 
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rmb 
remove extra blank lines from a file 
Syntax 
/usr/bin/rmb 
Description 
/usr/bin/rmb acts as a filter to remove any series of blank lines greater than 
two lines in length. This means that all long sequences of blank lines will be 
reduced to two blank lines. This is particularly useful for cleaning nroff(CT) 
output of blank lines before putting the output in a file. 
Limitations 
Because /usr/bin/rmb is a filter, it must be used within a piped command 
sequence as shown in the following examples: 
cat infile | /usr/bin/rmb > outfile 
nroff infile | /usr/bin/rmb > outfile 
It cannot be used in the form /usr/bin/rmb filename. 
See also 


man(C), nroff(CT) 


Standards conformance 


rmb is not part of any currently supported standard; it is an extension of AT&T 
System V provided by The Santa Cruz Operation, Inc. 
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scanon, scanoff 


enable and disable scancode-to-character mapping 


Syntax 
scanon [ /dev/ttyline ... ] 
scanoff [ /dev/ttyline ... | 

Description 
The scanon script simultaneously sets the terminal and the serial line to send 
PC scancodes (turns on PC-scancode mode). The scanoff script turns off PC- 
scancode mode. With no arguments, scanon and scanoff affect the current 
tty. 
scanon also calls the mapstr function to set up the strings for the terminals 
function keys. 

Limitations 
When scanon or scanoff are called without parameters, the $TERM environ- 
ment variable is used to determine the terminal type. When a device is speci- 
fied on the command line, the connect terminal type for the device must be 
entered in the /etc/ttytype file for the command to work correctly. Note that 
for a Wyse-60 terminal the type (or $TERM, if the command is run from the 
terminal itself) must be set to wy60-pce. 

Files 
/etc/ttype 
/usrflib/keyboard/strings.d/* 

See also 
stty(C), tput(C), ttytype(F) 
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streamio 


STREAMS ioctl commands 


Syntax 
#include<stropts.h> 
int ioctl (fildes, command, arg) 
int fildes, command; 
Description 


STREAMS (see Intro(S)) ioctl commands are a subset of ioctl(S) system calls 
which perform a variety of control functions on “streams.” The arguments 
command and arg are passed to the file designated by fildes and are inter- 
preted by the “stream head.” Certain combinations of these arguments may be 
passed to a module or driver in the stream. 


fildes is an open file descriptor that refers to a stream. command determines 
the control function to be performed as described below. arg represents addi- 
tional information that is needed by this command. The type of arg depends 
upon the command, but it is generally an integer or a pointer to a command- 
specific data structure. 


Since these STREAMS commands are a subset of ioctl, they are subject to the 
errors described there. In addition to those errors, the call will fail with errno 
set to EINVAL, without processing a control function, if the stream referenced 
by fildes is linked below a multiplexer, or if command is not a valid value for 
a stream. 


Also, as described in ioctl, STREAMS modules and drivers can detect errors. In 
this case, the module or driver sends an error message to the stream head con- 
taining an error value. This causes subsequent system calls to fail with errno 
set to this value. 


ioctl commands 


The following ioctl commands, with error values indicated, are applicable to 
all STREAMS files: 


I_PUSH Pushes the module whose name is pointed to by arg onto the 
top of the current stream, just below the stream head. It then 
calls the open routine of the newly-pushed module. On failure, 
ermo is set to one of the following values: 


[EINVAL] Invalid module name. 
[EFAULT] arg points outside the allocated address space. 
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I_POP 


I_ LOOK 


I_FLUSH 


I_SETSIG 


[ENXIO] Open routine of new module failed. 
[ENXIO] Hangup received on fildes. 


Removes the module just below the stream head of the stream 
pointed to by fildes. arg should be 0 in an I_POP request. On 
failure, errno is set to one of the following values: 


[EINVAL] No module present in the stream. 
([ENXIO] Hangup received on fildes. 


Retrieves the name of the module just below the stream head 
of the stream pointed to by fildes, and places it in a null ter- 
minated character string pointed at by arg. The buffer pointed 
to by arg should be at least FMNameSZ+1 bytes long. An 
#include <sys/conf.h> declaration is required. On failure, 
errno is set to one of the following values: 


[EFAULT] arg points outside the allocated address space. 
[EINVAL] No module present in stream. 


This request flushes all input and/or output queues, depend- 
ing on the value of arg. Legal arg values are: 


FLUSHR Flush read queues. 
FLUSHW Flush write queues. 
FLUSHRW _ Flush read and write queues. 


On failure, errno is set to one of the following values: 


[ENOSR] Unable to allocate buffers for flush message due 
to insufficient STREAMS memory resources. 

[EINVAL] Invalid arg value. 

[ENXIO] Hangup received on fildes. 


Informs the stream head that the user wishes the kernel to 
issue the SIGPOLL signal (see signal(S) and sigset(S)) when a 
particular event has occurred on the stream associated with 
fildes. ISETSIG supports an asynchronous processing capa- 
bility in STREAMS. The value of arg is a bitmask that specifies 
the events for which the user should be signaled. It is the 
bitwise-OR of any combination of the following constants: 


S_INPUT A non-priority message has arrived on a stream 
head read queue, and no other messages existed 
on that queue before this message was placed 
there. This is set even if the message is of zero 
length. 

S_HIPRI A priority message is present on the stream 
head read queue. This is set even if the message 
is of zero length. 
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I_FIND 
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S OUTPUT The write queue just below the stream head is 
no longer full. This notifies the user that there is 
room on the queue for sending (or writing) data 
downstream. 

S_MSG A STREAMS signal message that contains the 
SIGPOLL signal has reached the front of the 
stream head read queue. 


A user process may choose to be signaled only of priority mes- 
sages by setting the arg bitmask to the value S_HIPRI. 


Processes that wish to receive SIGPOLL signals must explicitly 
register to receive them using I_SETSIG. If several processes 
register to receive this signal for the same event on the same 
Stream, each process will be signaled when the event occurs. 


If the value of arg is zero, the calling process will be unre- 
gistered and will not receive further SIGPOLL signals. On 
failure, errno is set to one of the following values: 


[EINVAL] arg value is invalid or arg is zero and process is 
not registered to receive the SIGPOLL signal. 

[EAGAIN] Allocation of a data structure to store the ‘signal 
request failed. 


Returns the events for which the calling process is currently 
registered to be sent a SIGPOLL signal. The events are 
returned as a bitmask pointed to by arg, where the events are 
those specified in the description of I.SETSIG above. On 
failure, errno is set to one of the following values: 


[EINVAL] Process not registered to receive the SIGPOLL 


signal. 
[EFAULT] arg points outside the allocated address space. 


Compares the names of all modules currently present in the 
stream to the name pointed to by arg, and returns 1 if the 
named module is present in the stream. It returns 0 if the 
named module is not present. On failure, errno is set to one of 
the following values: 


[EFAULT] arg points outside the allocated address space. 
[EINVAL] arg does not contain a valid module name. 
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I_PEEK 


I_SRDOPT 


I_GRDOPT 


Allows a user to retrieve the information in the first message 
on the stream head read queue without taking the message off 
the queue. arg points to a strpeek structure which contains the 
following members: 

struct strbuf ctlbuf; 

struct strbuf databuf; 

long flags; 


The maxlen field in the ctlbuf and databuf strbuf structures 
(see getmsg(S)) must be set to the number of bytes of control 
information and/or data information, respectively, to retrieve. 
If the user sets flags to RS_HIPRI, I_PEEK will only look for a 
priority message on the stream head read queue. 


I_PEEK returns 1 if a message was retrieved, and returns 0 if no 
message was found on the stream head read queue, or if the 
RS_HIPRI flag was set in flags and a priority message was not 
present on the stream head read queue. It does not wait for a 
message to arrive. On return, ctlbuf specifies information in 
the control buffer, databuf specifies information in the data 
buffer, and flags contains the value 0 or RS_HIPRI. On failure, 
ermo is set to one of the following values: 


[EFAULT] arg points, or the buffer area specified in ct lbuf 
or databuf is, outside the allocated address 
space. 

[EBADMSG] Queued message to be read is not valid for 
I_PEEK 


Sets the read mode using the value of the argument arg. Legal 
arg values are: 


RNORM Byte-stream mode, the default. 
RMSGD Message-discard mode. 
RMSGN Message-nondiscard mode. 


Read modes are described in read(S). On failure, errno is set to 
the following value: 


[EINVAL] arg is not one of the above legal values. 
Returns the current read mode setting in an int pointed to by 
the argument arg. Read modes are described in read(S). On 


failure, errno is set to the following value: 


[EFAULT] arg points outside the allocated address space. 
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Counts the number of data bytes in data blocks in the first mes- 
sage on the stream head read queue, and places this value in 
the location pointed to by arg. The return value for the com- 
mand is the number of messages on the stream head read 
queue. For example, if zero is returned in arg, but the ioctl 
return value is greater than zero, this indicates that a zero- 
length message is next on the queue. On failure, errno is set to 
the following value: 


[EFAULT] arg points outside the allocated address space. 


Creates a message from user specified buffer(s), adds informa- 
tion about another stream and sends the message downstream. 
The message contains a control part and an optional data part. 
The data and control parts to be sent are distinguished by 
placement in separate buffers, as described below. 


arg points to a strfdinsert structure which contains the fol- 
lowing members: 


struct strbuf ctlbuf; 
struct strbuf databuf; 


long flags; 
int fildes; 
int offset; 


The len field in the ctlbuf strbuf structure (see putmsg(S)) 
must be set to the size of a pointer plus the number of bytes of 
control information to be sent with the message. fildes in the 
strfdinsert structure specifies the file descriptor of the other 
stream. offset, which must be word-aligned, specifies the 
number of bytes beyond the beginning of the control buffer 
where I_FDINSERT will store a pointer. This pointer will be 
the address of the read queue structure of the driver for the 
stream corresponding to fildes in the strfdinsert structure. 
The len field in the databuf strbuf structure must be set to the 
number of bytes of data information to be sent with the mes- 
sage or Zero if no data part is to be sent. 


flags specifies the type of message to be created. A non- 
priority message is created if flags is set to 0, and a priority 
message is created if flags is set to RS_HIPRI. For non-priority 
messages, I_FDINSERT will block if the stream write queue is 
full due to internal flow control conditions. For priority mes- 
sages, ILFDINSERT does not block on this condition. For non- 
priority messages, I FDINSERT does not block when the write 
queue is full and O_NDELAY is set. Instead, it fails and sets 
errno to EAGAIN. 
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I_FDINSERT also blocks, unless prevented by lack of internal 
resources, waiting for the availability of message blocks in the 
stream, regardless of priority or whether O_NDELAY has been 
specified. No partial message is sent. On failure, errno is set to 
one of the following values: 


[EAGAIN] 


[ENOSR] 


{[EFAULT] 


[EINVAL] 


[ENXIO] 


[ERANGE] 


A non-priority message was specified, the 
O_NDELAY flag is set, and the stream write 
queue is full due to internal flow control 
conditions. 

Buffers could not be allocated for the message 
that was to be created due to insufficient 
STREAMS memory resources. 

arg points, or the buffer area specified in ct lbuf 
or databuf is, outside the allocated address 
space. 

One of the following: fildes in the strfdinsert 
structure is not a valid, open stream file descrip- 
tor; the size of a pointer plus offset is greater 
than the len field for the buffer specified 
through ctlptr; offset does not specify a prop- 
erly aligned location in the data buffer; an unde- 
fined value is stored in flags. 

Hangup received on fildes of the ioctl call or 
fildes in the strfdinsert structure. 

The len field for the buffer specified through 
databuf does not fall within the range specified 
by the maximum and minimum packet sizes of 
the topmost stream module, or the len field for 
the buffer specified through databuf is larger 
than the maximum configured size of the data 
part of a message, or the len field for the buffer 
specified through ct lbuf is larger than the max- 
imum configured size of the control part of a 
message. 


I_FDINSERT can also fail if an error message was received by 
the stream head of the stream corresponding to fildes in the 
strfdinsert structure. In this case, errno will be set to the 
value in the message. 
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Constructs an internal STREAMS ioctl message from the data 
pointed to by arg and sends that message downstream. 


This mechanism is provided to send user ioctl requests to 
downstream modules and drivers. It allows information to be 
sent with the ioctl and will return to the user any information 
sent upstream by the downstream recipient. I_STR blocks until 
the system responds with either a positive or negative ack- 
nowledgment message or until the request “times out” after 
some period of time. If the request times out, it fails with errno 
set to ETIME. 


At most, one I_LSTR can be active on a stream. Further ILSTR 
calls will block until the active ISTR completes at the stream 
head. The default timeout interval for these requests is 15 
seconds. The O_NDELAY (see open(S)) flag has no effect on 
this call. 


To send requests downstream, arg must point to a strioctl 
structure which contains the following members: 


int ic_cmd; /* downstream command */ 
int ic_timout; /* ACK/NAK timeout */ 
int ic_len; /* length of data arg */ 
char iC ap- /* ptr to data arg */ 


ic_cmd is the internal ioctl command intended for a down- 
stream module or driver; and ic_timout is the number of 
seconds (-1 = infinite, 0 = use default, >0 = as specified) an 
I_STR request will wait for acknowledgment before timing out. 
ic_len is the number of bytes in the data argument and ic_dp 
is a pointer to the data argument. The ic_len field has two 
uses: on input, it contains the length of the data argument 
passed in, and on return from the command, it contains the 
number of bytes being returned to the user (the buffer pointed 
to by ic_dp should be large enough to contain the maximum 
amount of data that any module or the driver in the stream can 
return). 


The stream head will convert the information pointed to by the 
strioctl structure to an internal ioctl command message and 
send it downstream. 


On failure, errno is set to one of the following values: 


[ENOSR] Unable to allocate buffers for the ioctl message 
due to insufficient STREAMS memory resources. 

[EFAULT] arg points, or the buffer area specified by ic_dp 
and ic_len (separately for data sent and data 
returned), is outside the allocated address space. 

[EINVAL] ic_len is less than 0 or ic_len is larger than the 
maximum configured size of the data part of a 
message or ic_timout is less than -1. 
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I_SENDFD 


I_RECVFD 


[ENXIO] Hangup received on fildes. 
[ETIME] A downstream ioctl timed out before 
acknowledgment was received. 


An I_STR can also fail while waiting for an acknowledgment if 
a message indicating an error or a hangup is received at the 
stream head. In addition, an error code can be returned in the 
positive or negative acknowledgment message, in the event 
that the ioctl command sent downstream fails. For these cases, 
I_STR will fail with errno set to the value in the message. 


Requests the stream associated with fildes to send a message, 
containing a file pointer, to the stream head at the other end of 
a stream pipe. The file pointer corresponds to arg, which must 
be an integer file descriptor. 


I_SENDFD converts arg into the corresponding system file 
pointer. It allocates a message block and inserts the file pointer 
in the block. The user id and group id associated with the 
sending process are also inserted. This message is placed 
directly on the read queue (see Intro(S)) of the stream head at 
the other end of the stream pipe to which it is connected. On 
failure, errno is set to one of the following values: 


[EAGAIN] The sending stream is unable to allocate a mes- 
sage block to contain the file pointer. 

[EAGAIN] The read queue of the receiving stream head is 
full and cannot accept the message sent by 


I_SENDFD. 
[EBADF] arg is not a valid, open file descriptor. 
[EINVAL] fildes is not connected to a stream pipe. 
[ENXIO] Hangup received on fildes. 


Retrieves the file descriptor associated with the message sent 
by an I_SENDED ioctl over a stream pipe. arg is a pointer to a 
data buffer large enough to hold an strrecvfd data structure 
containing the following members: 

int fd; 

unsigned short uid; 


unsigned short gid; 
char f£1i11(8]; 


fd is an integer file descriptor. uid and gid are the user id and 
group id, respectively, of the sending stream. 


If O_NDELAY is not set (see open(S)), ILRECVFD will block 
until a message is present at the stream head. If O_NDELAY Is 
set, | RECVED will fail with errno set to EAGAIN if no message 
is present at the stream head. 
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If the message at the stream head is a message sent by an 
I_SENDFD, a new user file descriptor is allocated for the file 
pointer contained in the message. The new file descriptor is 
placed in the fd field of the strrecvfd structure. The structure 
is copied into the user data buffer pointed to by arg. On 
failure, errno is set to one of the following values: 


[EAGAIN] A message was not present at the stream head 
read queue, and the O_NDELAY flag is set. 

[EBADMSG] The message at the stream head read queue was 
not a message containing a _ passed file 


descriptor. 
[EFAULT] arg points outside the allocated address space. 
[EMFILE] No files file descriptors are currently open. 
[ENXIO] Hangup received on fildes. 


The following two commands are used for connecting and disconnecting mul- 
tiplexed STREAMS configurations. 


I_LINK 
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Connects two streams, where fildes is the file descriptor of the 
stream connected to the multiplexing driver, and arg is the file 
descriptor of the stream connected to another driver. The 
stream designated by arg gets connected below the multiplex- 
ing driver. ILINK requires the multiplexing driver to send an 
acknowledgment message to the stream head regarding the 
linking operation. This call returns a multiplexer ID number 
(an identifier used to disconnect the multiplexer, see 
I_UNLINK) on success, and a -1 on failure. On failure, errno is 
set to one of the following values: 


[ENXIO] Hangup received on fildes. 

[ETIME] Time out before acknowledgment message was 
received at stream head. 

[EAGAIN] Temporarily unable to allocate storage to per- 
form the I_LINK. 


[ENOSR] Unable to allocate storage to perform the I_LINK 
due to insufficient STREAMS memory resources. 

[EBADF] arg is not a valid, open file descriptor. 

[EINVAL] fildes stream does not support multiplexing. 

[EINVAL] arg is not a stream, or is already linked under a 
multiplexer. 


[EINVAL] The specified link operation would cause a 
“cycle” in the resulting configuration; that is, if a 
given stream head is linked into a multiplexing 
configuration in more than one place. 
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Return values 


An LLINK can also fail while waiting for the multiplexing 
driver to acknowledge the link request, if a message indicating 
an error or a hangup is received at the stream head of fildes. In 
addition, an error code can be returned in the positive or nega- 
tive acknowledgment message. For these cases, I_LINK will 
fail with errno set to the value in the message. 


Disconnects the two streams specified by fildes and arg. fildes 
is the file descriptor of the stream connected to the multiplex- 
ing driver. fildes must correspond to the stream on which the 
ioctl I_LINK command was issued to link the stream below the 
multiplexing driver. arg is the multiplexer ID number that was 
returned by the I_LLINK. If arg is -1, then all streams which 
were linked to fildes are disconnected. As in I_LINK, this com- 
mand requires the multiplexing driver to acknowledge the 
unlink. On failure, errno is set to one of the following values: 


[ENXIO] Hangup received on fildes. 

[ETIME] Time out before acknowledgment message was 
received at stream head. 

[ENOSR] Unable to allocate storage to perform the 
I_UNLINK due to insufficient STREAMS memory 
resources. 


[EINVAL] arg is an invalid multiplexer ID number or fildes 
is not the stream on which the I_LINK that 
returned arg was performed. 


An I_UNLINK can also fail while waiting for the multiplexing 
driver to acknowledge the link request, if a message indicating 
an error or a hangup is received at the stream head of fildes. In 
addition, an error code can be returned in the positive or nega- 
tive acknowledgment message. For these cases, I_UNLINK will 
fail with errno set to the value in the message. 


Unless specified otherwise above, the return value from ioctl is 0 upon suc- 
cess and -1 upon failure with errno set as indicated. 


See also 
close(S), fentl(S), getmsg(S), Intro(S), ioctl(S), open(S), poll(S), putmsg(S), 
read(S), signal(S), sigset(S), write(S) 
AT&T STREAMS Programmer's Guide 
AT&T STREAMS Primer 
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access boot, configuration, or package string 


Description 


See also 


There are three string devices (the number in the first column is the string de- 
vice’s minor device number): 


1 Aev/string/boot read/write access to the bootstring 
2 /dev/string/pkg read-only access to the package string 
3 /dev/string/cfg read-only access to the configuration string 


The bootstring (bootstring) is the string built by /boot from user input and 
from /etc/default/boot. The package string (pkgstring) lists what has been 
linked into the kernel at boot time. The configuration string (cfgstring) is a 
concatenation of all the output from printcfg(K). 


The routines getbsvalue(K), getbsflag(K), getpkgvalue(K), and getpkgflag(k) 
provide an interface to Mdev/string/boot and /dev/string/pkg. /dev/string/cfg can 
only be accessed directly. 


Reading from the devices is non-blocking and non-destructive. 


boot(HW), cfgstart(K), close(S), getbsflag(K), getbsvalue(K), getcfgline(K), 
getpkgvalue(K), getpkgflag(K), open(S), printcfg(K), read(S), write(S) 


Device Drivers Writer's Guide 


Standards conformance 


/devfstring is not part of any currently supported standard; it is an extension of 
AT&T System V provided by The Santa Cruz Operation, Inc. 
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security subsystem component description 


Description 


772 


The operating system includes extensions to the UNIX system that segregate 
commands and data which are used to implement system services. Many of 
these commands have been grouped into subsystems. A group of commands 
and data performing similar security relevant tasks or together protecting a 
set of resources is termed a protected subsystem. 


The operating system has the following protected subsystems: 


Memory 
Terminal 

Line Printer 
Backup 
Authentication 
Cron 

Audit 


The description of each subsystem includes the following information: 


Group and subsystem authorization name 
Each subsystem is associated with a subsystem authoriza- 
tion. The commands and files associated with the subsys- 
tem take the subsystem authorization name as their group 
name. Users wishing to use the subsystem must have the 
appropriate subsystem authorization. 


Commands Each subsystem has a set of commands. 


Helper programs Some subsystems use helper programs. These are pro- 
grams which call other programs. 


Data files A subsystem’s programs use permanent and temporary 
data files. 


The administrative functions associated with each subsystem can be selected 
from the sysadmsh menu. Help information is available with each option. 
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The memory subsystem 


The mem subsystem authorization is defined to grant users the ability to use 
the memory subsystem commands to view total system activity. Users 
without this authorization may only view their own processes. Traditional 
UNIX allowed any user to view total system activity. This authorization was 
introduced to allow the administrator to isolate users, and restrict their ability 
to sense the activity of other users. 


Mem authorization and group name 


In order to look at information in the mem subsystem, an administrator must 
have the mem authorization. The administrator responsible for maintaining 
users’ processes should be the only person with this authorization. This 
administrator may need to list users’ processes in order to select one or more 
of them for removal (using the kill(C) command). The following is a table of 
command modifications managed by the mem authorization: 


Command With mem Without mem 

ps lists all processes list processes owned by login user ID, or 
(standard behavior) owned by real user ID of current process 

on current terminal 

whodo lists all processes list processes on terminals owned by 
(standard behavior) user 

ipcs lists all objects list objects for which user is creator or 
(standard behavior) owner or for which user has read access 


sysadmsh selection 


The Memory subsystem does not have a sysadmsh selection as the Printer 
subsystem does. The Memory subsystem includes the system tables that con- 
tain information about memory and processes, which is accessed by several 
commonly-used UNIX utilities. 


Commands 


ps An administrator with mem authorization can use the ps(C) com- 
mand to list all users’ processes. Using the command without the 
mem authorization shows only those processes associated with 
the user invoking it. 


whodo An administrator with mem authorization can use the whodo(C) 
command to list processes by terminal. Someone using the com- 
mand without mem authorization sees only the processes associ- 
ated with their terminal. 


ipcs An administrator with mem authorization can use this command 
to view active semaphores, shared memory segments and mes- 
Sage queues (known collectively as IPC entities). Without mem 
authorization, a user is restricted to viewing IPC entities that they 
own or created and those which have read permission. Even enti- 
ties that are writable, but not readable, cannot be displayed. 
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crash An administrator with mem authorization can run the crash pro- 
gram to report information on kernel data structures. The report 
includes security information. 


An administrator can search for information by running crash and 
specifying an identifier name. 


Helper programs 
timex Because timex uses internal kernel data structures, it must be run 
from an account in the mem group. 


Accounting programs 


Accounting programs such as sar(ADM), acctcom(ADM), and sar(ADM) also 
use information in the mem subsystem. These programs must be run from an 
account in the mem group. 


Data files 
All files through which programs may access kernel memory are protected 
with owner root, group mem, and mode -r--r-----. As for all files, the root 


account bypasses the discretionary check on these files, and root programs 
may violate the System Architecture requirement. All root programs (those 
running with effective ID equal to root) must take care when running other 
programs, because those programs inherit the right to modify the running 
copy of the TCB. The following files are protected by the mem subsystem 
according to the above owner, group, and mode: 


/etc/ps.data Cache relevant parts of the kernel symbol table to avoid lengthy 
lookups for each run of ps. 


/dev/mem Special device allowing access to physical memory including 
the operating system and all resident processes. 


/dev/kmem Special device allowing access to the operating system image. 


/dev/swap Special file for the disk partition used as the system swap de- 
vice, storing memory images of non-resident processes. 


/unix Executable file containing the binary copy of the operating sys- 


tem. Writing this file modifies the executing copy of the TCB 
when the system is rebooted. 
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The terminal subsystem 


The terminal subsystem protects the use of terminals by restricting the use of 
the write(C) and mesg(C) commands. 


Terminal authorization and group name 


In order to send information from one terminal to another, the user sending 
information must have the terminal authorization and the receiving terminal 
must be configured to accept information from other terminals. 


All terminals belong to the terminal group. Each terminal is owned by and 
can only be used by a given user identity. 


sysadmsh selection 
The terminal subsystem does not control sysadmsh functions. 


Commands 


When an unauthorized user uses the write command, any special control 
codes or escape sequences he sends are trapped and converted to presentable 
ASCII characters. All control codes are output as “( char) where (char) is the 
character whose ASCII code is the character sent plus 0100. For instance, 
ASCII NUL (0), SOH (1), and ACK (6) are output as “@ (@ is 0100), “A (A is 0101) 
and *F respectively on the recipient’s terminal. The ASCII ESC (033) character 
writes as “[ and the DEL (0177) character writes as *?. 


As an example of using the trusted write command, assume there is a 
hypothetical terminal that silently stores any string between two ASCII DC4 
(024) characters. This string is transmitted from the same hypothetical termi- 
nal to the computer when the terminal receives a DC2 (022) character. 
Assume that a devious user knows the recipient of a write command has this 
terminal and tries to corrupt the recipient’s session by sending a damaging 
message. If this user did not have the terminal authorisation, the recipient 
would see the message: How are y*Trm **Tou today*E?. The recipient 
would be alerted to an attempt on his session. In addition, the terminal sub- 
system audits this event so you can locate suspect activity. On the other hand, 
if the sending user has the terminal authorization, the recipient would see the 
message: How are you today? 


The following commands are modified to support the terminal subsystem. 


Command With terminal Without terminal 

write unrestricted control codes output as (char) 
(standard behavior) 

mesg changes sense of group same 


write permission only 
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A person with terminal authorization can use the write(C) command to write 
to another terminal and send control codes and escape sequences. A mali- 
cious user might use the command to send malicious commands and breach 
system security. 


Without the authorization, a user can use the write(C) command, but control 
codes and escape sequences are displayed on the receiving terminal in their 
ASCII form, thus warning the recipient of suspicious activity. Such activity is 
recorded by the audit facilities. 


The mesg y form of the command allows messages, but sets write permission 
for the terminal device group that has been set to terminal by the login pro- 
gram. The new write command is SGID to terminal, which allows it to send 
characters to user terminals that have used mesg y of the file enough for the 
terminal group to write to the terminal. The new write command handles 
this change. Unlike the less trusted mesg, UNIX mesg never allows any per- 
mission to all users. 


Data files 


The data files for the terminal subsystem are the terminals themselves. They 
belong to the terminal group at the start and end of each session, and all 
access is denied except to the user. The preferred way for a user to open and 
close access to a terminal is to use the mesg command. When a session is not 
in progress on a terminal, only the super user can access the device file. Some 
terminal files are presented below. 


/dev/console This is the system console. Use of this terminal as a user term- 
inal is discouraged because: 


e Messages from the kernel appear on /ev/console. To avoid 
losing these messages or intermixing them with user mes- 
sages, it is better to use the console solely for the message 
output. 


e Onsome systems, physical access to the console is equivalent 
to having access to the entire system. Use another terminal 
unless the system configuration prevents this. In any event, 
allow physical access to /Mdev/console only to the most trusted 
users of the system. 


/dev/tty* Most of the terminals on the system are named /dev/tty1, 
/dev/tty2, /dev/tty3, ... These devices may at times be owned by a 
protected subsystem (such as uucp or terminal) and be unavail- 
able for general use. You have the option of configuring the ter- 
minals for login sessions, protected subsystems, or for nothing. 
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Line printer subsystem 


The purpose of the Ip subsystem is to provide an administrative role that has 
control over printing facilities. Unlike the less trusted version of the lp com- 
mands, the trusted version does not require a special printer account that 
owns and executes (with the SUID bit set) all the printer programs. Instead, 
there is an /p group with multiple users as its members. 


Authorization/Group name 


The Ip authorization allows the user to be a printer administrator. This allows 
multiple Printer administrators. They force the administrator to have a login 
userid (LUID) of 0 or a login name of Ip, a scheme that does not allow you 
much flexibility in account setups or individual accountability. 


All printer administrators are allowed to execute some commands that non- 
authorized users cannot, and can perform certain actions within commands 
that are restricted from other users. Only administrators. may run accept, 
Ipadmin, Ipmove, Ipsched, Ipshut, and reject. For the other commands, 
enhancements due to Ip authorization are detailed under each command 
heading. 


sysadmsh selection 


The Ip authorization allows access to the printing functions under the 
System © Printer selection as described in the “Using Printers” chapter. 


Commands 


To determine the invoker, the Printer subsystem command uses the immut- 
able login user ID (LUID). Less trusted versions use various other schemes, all 
of which could be fooled. The commands listed here perform exactly like 
their traditional (less trusted) versions except where noted: 


accept The accept command may only be used by printer administra- 
tors. 
cancel The less trusted version of cancel allowed any user to cancel any 


job. The originating user is notified of the cancellation via mail. 
The trusted version of cancel gives this right to printer adminis- 
trators only. Mail is still sent to the originator when a job is can- 
celed by the printer administrator. Other users can only remove 
jobs they submitted. 


disable The disable command operates without change from the less 
trusted version. 


enable The enable command operates without change from the less 
trusted version. 
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Ip 


lpadmin 


lpforms 


Ipmove 


Ipsched 


Ipshut 


Ipstat 


The trusted version of the lp command, with the -w option 
enabled by you, never writes to the terminal directly as does the 
less trusted version of lp. The trusted version of Ip knows that 
the system prohibits direct writing to another user’s terminal. 
Instead, the write(C) program is used to send the message; refer 
to the previous discussion of write in the terminal subsystem. 


The trusted version of the lp command creates an output label 
for each file submitted. The output label contains the system 
label (the same as seen on most terminals), the owner, group, 
and mode of the file. To accurately determine the output label, 
the Ip command cannot accept input from pipes. This is 
because the discretionary attributes of a file are not available if 
the file was accessed on the other end of a pipe. Note that input 
redirection and temporary files may still be printed. 


Printer files are always copied to the printer spool by assuming 
the -c (copy) option, even if the user did not explicitly request it. 
By doing this, the lp subsystem ensures that the file cannot be 
altered between the time the request was made and the time it is 
printed. (The less trusted version of lp does not guarantee that 
the file cannot be updated, even while the printer is running.) 
As added protection, the file being copied is locked during the 
formation of the output label and the copy operation, so that the 
file and label output accurately reflects the file being printed. 


This command may only be used by printer administrators. 


The Ipforms command operates without change from the less 
trusted version. 


This command may only be used by printer administrators. 


The lpsched command may only be used by the super user and 
Ip. When the Ipsched command uses a printer device dedicated 
to the lp subsystem, the subsystem guarantees exclusive use of 
the printer device each time it is used. Any prior activity (out- 
side the Ip subsystem) on that device is forcibly stopped. In this 
way, the Ip subsystem ensures that the file being output is not 
interspersed with other output, unlike less trusted versions. 


The Ipshut command may only be used by printer administra- 
tors. 


The trusted version of Ipstat does not display other users’ jobs if 
the invoking user does not have the Ip authorization. Knowing 
the jobs of other users is not necessary since unauthorized users 
cannot hold or cancel those jobs anyway. Printer administrators 
see all printer jobs, and they can hold or cancel any job that has 
been submitted. 
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reject This command may only be used by printer administrators. 


Data file 


/usrfspoollp All the files in this file hierarchy have the same formats and pur- 
poses as their counterparts in less trusted versions of UNIX. In 
the trusted version, the files are accessible by any printer 
administrator, so that the group permissions are the only ones 
of true importance. In all cases, the spool, its directories, and all 
data files allow no access to the user population. Hence, a user 
can be assured that a private file that is spooled for printing can- 
not be accessed or changed by untrusted users. 


Backup subsystem 


The purpose of the backup subsystem is to provide a full set of disk and tape 
management tools without requiring detailed knowledge of UNIX. The 
backup administrator assumes responsibility of file system maintenance. The 
backup administrator is responsible for all actions which do not modify the 
format of file systems, while the root account is still responsible for format- 
ting, configuring, and maintaining the consistency of file system disk parti- 
tions. 


Authorization/Group name 


The user with backup authorization, a Backup administrator, may perform 
file backups. Restorations can only be made by the root user. The following 
authorizations are defined for the backup subsystem: 


Authorization Type Purpose 
backup primary enables system backup command 


queryspace secondary allows use of df program 


All disk partitions are protected with owner root, group backup and mode 
-r--r----. The mount table (/etc/mnttab) is publicly readable, modified only by 
the mount command. The df program is SGID to backup, which enforces the 
queryspace and backup authorizations. 


sysadmsh selection 
The backup authorization allows access to the backup functions under the 


Backups selection. 
Commands 


df The df command may only be used by Backup administrators. 
Otherwise, the options and output format remain the same as 
the less trusted version. 
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mkfs The mkfs command may only be used by a member of the 
backup group (or by the super user, which is discouraged). As 
always, this command must be used to initialize a filesystem 
after the partitions are laid out. Immediately after mkfs is run, 
you should run labelit to complete the initialization. 


labelit The labelit program, documented in volcopy(ADM), associates 
the filesystem with a directory mount point. 

Helper programs 

/etc/mount This program is used by backupif to display and modify 


letc/fsck 
/usr/bin/backup 


/bin/xbackup 


/bin/xrestore 


/usr/bin/restore 


/usr/bin/cpio 


Data files 
/etc/default/filesys 


/devf{r]d[s]k* 


the mounted file systems. 
This is used by backup to check and repair filesystems. 


This program is used to copy entire UNIX and XENIX file- 
systems to either magtape or cartridge tape. 


This program is used to copy entire XENIX disk filesystems 
to either magtape or cartridge tape. 


This program is used to replace entire XENIX filesystem 
images on magtape or cartridge tape to a clean (newly for- 
matted with mkfs) 


This program is used to replace entire XENIX or UNIX file- 
system images on magtape or cartridge tape. 


This is the default backup program. cpio makes non-file- 
system specific copies of filesystem data. 


This file contains the relationship between mounted file- 
system devices and the directories on which they are 
mounted (mount points). It is used to display that relation- 
ship in both df and the backup selection. Because altering 
this file would display erroneous information to backup 
administrators and reading this file defaults the access pro- 
tection created for the backup subsystem, this file must be 
accessible to the backup group only. 


These block and character special files are the buffered 
interfaces to the disk partitions you have set up. They are 
used for mounting the filesystem they contain onto a direc- 
tory. The backup group must be able to read and write these 
files. It is a severe security breach if others can access these 
files in any way. 
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Authentication subsystem 


The Authentication subsystem provides you with an exhaustive set of 
account management services. These services are: 


e self-checking to prevent dangerous actions, and 


e monitored extensively by the auditing system. 


Authorization/Group name 


The auth authorization allows an Authentication administrator to perform 
sensitive actions on the Authentication database. This database contains all 
information on account ownership, types, authorizations, locked status, login 
times, password change times, and various other parameters. 


With the auth authorization, an Authentication administrator may alter 
Authentication parameters for other users. Because this database directly 
controls the attributes of any account on the system, this subsystem controls 
user access to your system. The trust you place in the system can be no 
greater than that placed in the Authentication administrators. Not only must 
they be trustworthy people, but they must also not leave any uncorrected mis- 
takes when assigning authorizations to the accounts they manage. 


sysadmsh selection 


The auth authorization allows access to the user account management func- 
tions under Accounts. 


Commands 


passwd The passwd command in UNIX has been greatly enhanced for 
both security and flexibility. The trusted system checks on 
system-wide password parameters as well as user-specific ones 
and, depending on the results found, the user has a choice of 
choosing their own password or having one chosen for them. 
You can set each account to do either one of these, or do both. A 
closely related change is that, regardless of the method for get- 
ting the password, you can have the system screen passwords 
that are probable guesses by intruders. The password selection 
method, as well as the optional restriction screening, are set by 
Authentication administrators in sysadmsh for a single account 
or for system-wide use. 


login The login command is no longer available as a command used 
in a session to start a new session. Instead, a user must first log 
out before logging in as another user. 


Sublogins are forbidden since the LUID of a session may not change once it is 
set. This is to guarantee to you that the owner of a session is known at all 
times. If the login program were allowed to be run from a session, the login 
USERID would have to change and the guarantee would be broken. 
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The login program is still invoked from getty to start a user session. The pro- 
cedure for logging in is almost the same. The user supplies a login name and 
the system requests a password. Once the password is entered, the system 
either lets the user log in or rejects the login attempt. A user may be rejected 
for a number of reasons: 


The account does not exist. 


~ 


The password was entered incorrectly. 


3. The password lifetime has been passed. 


> 


The number of unsuccessful attempts made to the account has surpassed 
a system or account threshold. 


5. The number of unsuccessful attempts made to the terminal has surpassed 
a system or terminal threshold. 


6. An Authentication administrator has unconditionally locked the account. 


Reasons 3 through 6 notify the user that the Authentication administrator has 
locked the account. 


If the user enters the correct login name/password combination, the last suc- 
cessful and unsuccessful login times are displayed on the terminal. The user 
should view the dates and times of each to determine if someone else has 
used the account. These dates may also be used to determine whether a Tro- 
jan horse program is simulating the login procedure to obtain a password. A 
user with doubts about the authenticity of the login dates and times should 
report it to you. The earlier you take action on this, the better you can use 
fresh audit trails and people's recollections to find the source of the problem. 


su The su program has been strengthened a great deal for security. 
It now uses information from the Authentication database in 
determining whether or not to allow a user to “switch” to 
another user. The following rules apply: 


e A user cannot use su to enter an account that has been 
locked. 


e The su command cannot be used as a means to bypass the 
lock-checking done by login, at, and cron. 


newgrp The newgrp command operates without change 
from the less trusted version. 


auths The auths command is especially tailored for UNIX 
to allow all users to adjust their authorizations. 
No user can increase authorizations, but one can 
temporarily decrease authorizations in order to 
run an untrusted program or to prevent mistakes. 
More details on the authorizations and syntax are 
given in the man page for auths(C). 
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/usr/adi/sulog 
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This file keeps track of the history of use of the su program. 
Each line represents an attempt to run the su program. The 
date and time are first recorded on the line. Then, a “-” 
means the attempt failed; a “+” means the attempt suc- 
ceeded. After the “-” or “+” code, the terminal of the 
attempt is provided. Last, the login name (using the login 
UID) of the invoker of su, together with the login name of 
the (attempted) changed real UID is presented. As an exam- 
ple, the following log excerpt presents some interesting 
situations: 


SU 02/29 19:19 + tty?? root-lp 
SU 03/01 20:22 + tty2 blf-root 
SU 03/04 04:13 + tty2 fred-projl 
SU 03/07 20:30 - tty2 reese-star 
SU 03/07 20:30 + tty2 reese-star 
SU 03/07 21:38 + modem auth-root 
SU 03/07 21:39 + tty2 blf-root 
SU 03/07 21:39 - tty7 daa-root 
SU 03/07 21:40 - tty7 daa-root 
SU 03/07 21:40 - tty7 daa-root 
SU 03/07 21:41 - tty7 daa-root 
SU 03/07 21:41 - tty? daa-root 
SU 03/07 21:47 + tty2 fred-projl 


Foremost, it appears as though the user daa is attempting to 
break into the root account, for there are many unsuccessful 
attempts (denoted with the “-” attribute) in rapid succes- 
sion. That should be investigated further. 


The su program does not require one to become the root user. 
In the log above, users root, fred and reese chose to assume the 
identities of other users. In the effort by reese to become the 
star user, the first 


attempt failed and the next immediately succeeded. This 
occurs frequently and is quite natural when users mistype 
the password of the other account. You should get suspi- 
cious, however, when the number of unsuccessful attempts 
becomes large. Such attempts, like the case with daa above, 
probably means a breach of security. 


The su program was used by root to enter the Ip account. 
This occurrence was detached from any terminal, because of 
the special terminal designation of tty??. This particular case 
occurred from /ete/rc where the lpsched daemon is run. 
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The /usr/adm/sulog file needs attention periodically. It should 
be examined and then pruned, saving the most recent 
entries. The entries removed from the file should be 
archived if possible rather than completely deleted. 


/tcb/files/auth 
This directory consists of subdirectories that contain private 
account data for all the accounts in the system. There is a file 
for each account. Because of the sensitive nature of the data 
here, all these files are completely protected from the users. 


/etc/auth/system 

This directory contains the system-wide authorization data 
for the machine. The /etc/auth/system directory contains the 
Terminal Control database, the File Control database, the 
Command Control database and the System Defaults data- 
base. This information is accessible to the users but not writ- 
able. The /etc/auth/subsystems directory contains one file per 
protected subsystem, each containing the user permissions 
for that protected subsystem. This permissions file may only 
be read by the programs that are part of that protected sub- 
system, and is written by the auth user. 


cron subsystem 
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The purpose of the cron subsystem is to allow cron, at, and batch services that 
are audited as closely as normal login sessions. The cron subsystem provides 
a useful interface for controlling these facilities. 


Authorization/Group name 


The authorization for the cron subsystem is given to cron administrators who 
are allowed to view or alter the authority for users to run the services associ- 
ated with the cron subsystem. A user may run the programs of the cron sub- 
system (excluding the use of the sysadmsh selections) without the authoriza- 
tion, provided that a cron administrator has granted the authority. 


sysadmsh selection 


The cron authorization allows access to the process management functions 
under Jobs. 


Commands 


at, batch, crontab 
These at commands operate in the same way as the less trusted version, 
except that the LUID (login UID), rather than the real UID, is used by at in 
determining the user. Because the LUID cannot be altered during a session, 
it promotes better accountability. at and batch jobs run with all of the log- 
in, real, and effective UIDs set to that of the login user. 
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Helper programs 

/tcb/lib/cron 
This is the cron daemon that actually runs all at, batch, and crontab jobs. 
The at, batch, and crontab commands merely queue the jobs for the cron 
daemon to run. This daemon validates the account (ensures the account is 
not locked) before running the job. 


Data files 


Although enumerated here, these data files are not manipulated directly by 
the cron administrator because of the arcane rules historically applied to them 
by the cron subsystem programs. Instead, the sysadmsh provides a more 
coherent interface, reducing the possibility that users or permissions are set 
up incorrectly. 


/usr/lib/cron 
This is the directory containing all the cron administrative files. 


/usrflib/cron/at.allow 
This file lists the users allowed to execute the at or batch programs. If this 
file exists, it is used to determine the user's authority. 


/usr/lib/cron/at.deny 
This file lists the users denied access to the at or batch programs. If 
/usr/lib/cron/at.allow does not exist, /usr/lib/cron/at.deny is used to determine 
the user’s authority. You should be aware that an empty at.deny file per- 
mits access for all users. 


/usr/lib/cron/cron.allow 
This file lists the users allowed to execute the crontab program. If this file 
exists, it is used to determine the user’s authority. 


/usr/lib/cron/cron.deny 
This file lists the users denied access to the crontab program. If 
/usr/lib/cron/cron.allow does not exist, /usr/lib/cron/cron.deny is used to deter- 
mine the user’s authority. You should be aware that an empty cron.deny 
file permits access for all users. 


/usr/lib/cron/.proto 
This file contains a list of commands that are executed before every at job. 
It contains commands primarily used to fix and restrict the environment of 
the user before running the job submitted. 


/usrflib/cron/.proto.b 
This file contains a list of commands that are executed before every batch 
job. It contains commands primarily used to fix and restrict the environ- 
ment of the user before running the job submitted. 
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/usrflib/cron/log 
This is a log of all at, batch, and crontab activity reported by the cron dae- 
mon since the system was rebooted. It provides an accurate ASCII log of 
all user initiated non-terminal activity. If the system is up for a very long 
time and there are many job submissions or crontab activity, this file 
should be periodically examined, pruned, and archived. 


/usr/lib/cron/OLDlog 
This is the log associated with the last time the system was up. Upon 
startup, the cron daemon moves any /usr/lib/cron/log file here. 


/usr/spool/cron 
This is the root of the subtree where all at, crontab, and batch jobs are 
stored. at and batch jobs are automatically cleared when they have fin- 
ished executing. The -r option of crontab removes a crontab job. 


Audit subsystem 
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The purpose of the audit subsystem is to provide an administrative role that 
has control over auditing facilities. 


Authorization/Group name 


The audit authorization allows the user to be the audit administrator. The 
audit administrator can enable and disable auditing, examine audit records, 
generate reports and alter audit parameters. 


sysadmsh selection 


The audit authorization allows access to the audit functions under the 
System ™ Audit selection as described in the “Maintaining system security” 
chapter. 


Commands 


auditcmd . . 
The command interface for audit subsystem activation, termination, statis- 
tic retrieval, and subsystem notification. 


auditd 
The auditd utility is the daemon that runs when auditing is enabled. 


reduce 
This program performs audit data analysis and reduction. 
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Data files 
/tcb/files/audit/audit_parms 
audit parameters file 


/tcb/files/audit/* 
audit log file directory 


/tcb/audittmp 
audit compaction file directory 


Creating a new subsystem 


See also 


The system administrator can create additional subsystems as desired. 


To create a new subsystem, do the following: 
1. Adda line to /etcfauth/system/futhorize of the following format: 
subsystem:class1,class2,...,classn 


where: 
subsystem the name of your new subsystem 
class1...n optional name(s) of the authorizations 


For example: 
backup: dump, freespace 


This defines the “backup” subsystem (used to control read access to file- 
systems), which has two special cases: “dump”, actually make a backup of 
the filesystem, and “freespace”, ability to read the filesystem to determine 
how full it is (but for no other reason). 


2. Create a group with the same name as the subsystem. Make the (empty) 
file /etc/auth/subsystems/subsystem, owner auth or bin, and the group owner 
is the new group subsystem with a mode of at least 440 (the mode must 
not grant any write permission to “other”). 


You are finished creating the new subsystem. It should be automatically 


recognized and understood by the system and the sysadmsh. There can be at 
most 32 subsystems and all names must be unique. 


audit(HW), auditcmd(ADM), auditd(ADM), authck(ADM), authorize(F), 
auths(C), authcap(F), chg_audit(ADM), integrity(ADM), reduce(ADM) 


“Maintaining system security” chapter in the System Administrator’s Guide 


1 February 1993 787 


subsystem(M) 


Standards conformance 


subsystem is not part of any currently supported standard; it is an extension 
of AT&T System V provided by The Santa Cruz Operation, Inc. 
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sxt 


pseudo-device driver 


Description 


sxt is a pseudo-device driver that interposes a discipline between the standard 
tty line disciplines and a real device driver. The standard disciplines manipu- 
late virtual tty structures (channels) declared by the sxt driver. sxt acts as a 
discipline manipulating a real tty structure declared by a real device driver. 
The sxt driver is currently only used by the shl(C) command. 


Virtual ttys are named /dev/sxt?? or /Mdev/sxt/?? (where ?? is a combination of 
two digits, each in the range 0 ..7 ) and are allocated in groups of up to eight. 
Filenames end in three digits, where the first two digits represent the group 
and the last digit represents the virtual tty number of the group. The /dev/sxt 
form of the name increases the size of dev, which adversely affects some com- 
mands; the /dev/sxt/ form is not understood by most commands. To allocate a 
group, a program should exclusively open a file with a name of the form 
/dev/sxt??0 (channel 0) or Adev/sxt/??0 and then execute a SXTIOCLINK ioctl 
call to initiate the multiplexing. 


Only one channel, the controlling channel, can receive input from the keyboard 
at a time; others attempting to read will be blocked. 


toctl commands 


There are two groups of ioctl(S) commands supported by sxt. The first group 
contains the standard ioctl commands described in termio(M), with the addi- 
tion of the following: 


TIOCEXCL 
Set exclusive use mode: no further opens are permitted until the file has 
been closed. 


TIOCNXCL 
Reset exclusive use mode: further opens are once again permitted. 


The second group are directives to sxt itself. Some of these may only be exe- 
cuted on channel 0. 


SXTIOCLINK 
Allocate a channel group and multiplex the virtual ttys onto the real tty. 
The argument is the number of channels to allocate. This command 
may only be executed on channel 0. Possible errors include: 


EINVAL The argument is out of range. 
ENOTTY The command was not issued from a real tty. 
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ENXIO linesw is not configured with sxt. 
EBUSY An SXTIOCLINK command has already been issued for this 
real tty. 


ENOMEM Where is no system memory available for allocating the vir- 
tual tty structures. 
EBADF = Channel 0 was not opened before this call. 


SXTIOCSWTCH 
Set the controlling channel. Possible errors include: 


EINVAL = An invalid channel number was given. 
EPERM The command was not executed from channel 0. 


SXTIOCWF 
Cause a channel to wait until it is the controlling channel. This com- 
mand will return the error, EINVAL, if an invalid channel number is 
given. 


SXTIOCUBLK 
Turn off the loblk control flag in the virtual tty of the indicated channel. 
The error EINVAL will be returned if an invalid number or channel 0 is 
given. 


SXTIOCSTAT 
Get the status (blocked on input or output) of each channel and store in 
the sxtblock structure referenced by the argument. The error EFAULT 
will be returned if the structure cannot be written. 


SXTIOCTRACE 
Enable tracing. Tracing information is written to the console. This com- 
mand has no effect if tracing is not configured. 


SXTIOCNOTRACE 
Disable tracing. This command has no effect if tracing is not configured. 
Files 
/dev/sxt? ?[0-7] virtual tty devices 
/dev/sxt/??[0-7] 
/usr/includefsys/sxt.h driver specific definitions 
See also 


ioctl(S), open(S), shl(C), stty(C), termio(M) 
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systty 


system maintenance device 


Description 
The file /dev/systty is the device on which system error messages are dis- 
played. The actual physical device accessed via /dev/systty is selected during 
boot, and is typically the device used to control the bootup procedure. The 
default physical device /dev/systty is determined by boot(HW) when the sys- 
tem is brought up. 


Initially dev/console is linked to /dev/systty. 


Files 
/dev/systty 


See also 


boot(HW), console(M) 
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term 


conventional names for terminals 


Description 


792 


These names are used by certain commands (for example, man(C), tabs(C), 
tput(C), vi(C) and curses(S)) and are maintained as part of the shell environ- 
ment in the environment variable TERM (see sh(C), profile(M), and 
environ(M)). 


Entries in terminfo(F) source files consist of a number of comma-separated 
fields. (To obtain the source description for a terminal, use the -I option of 
infocmp(ADM).) White space after each comma is ignored. The first line of 
each terminal description in the terminfo(F) database gives the names by 
which terminfo(F) knows the terminal, separated by bar (|) characters. The 
first name given is the most common abbreviation for the terminal (this is the 
one to use to set the environment variable TERMINFO in $HOME. profile; see 
profile(M). The last name given should be a long name fully identifying the 
terminal, and all others are understood as synonyms for the terminal name. 
All names but the last should contain no blanks and must be unique in the 
first 14 characters; the last name may contain blanks for readability. 


Terminal names (except for the last, verbose entry) should be chosen using the 
following conventions. The particular piece of hardware making up the ter- 
minal should have a root name chosen. For example, for the AT&T 4425 termi- 
nal, the root name is att4425. This name should not contain hyphens, except 
that synonyms may be chosen that do not conflict with other names. Up to 8 
characters, chosen from [a-z0-9], make up a basic terminal name. Names 
should generally be based on original vendors, rather than local distributors. 
A terminal acquired from one vendor should not have more than one distinct 
basic name. Terminal sub-models, operational modes that the hardware can 
be in, or user preferences, should be indicated by appending a hyphen and an 
indicator of the mode. Thus, an AT&T 4425 terminal in 132 column mode 
would be att4425-w. The following suffixes should be used where possible: 


Suffix | Meaning Example 

-w Wide mode (more than 80 columns) att4425-w 
-am With auto. margins (usually default) vt100-am 
-nam Without automatic margins vt100-nam 
-n Number of lines on the screen aaa-60 

-na No arrow keys (leave them in local) c100-na 
-np Number of pages of memory c100-4p 
“Iv Reverse video att4415-rv 
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To avoid conflicts with the naming conventions used in describing the dif- 
ferent modes of a terminal (for example, -w), it is recommended that a 
terminal’s root name not contain hyphens. Further, it is good practice to make 
all terminal names used in the terminfo(F) database unique. Terminal entries 
that are present only for inclusion in other entries via the use= facilities 
should have a “+” in their name, as in 4415+n1. 


Some of the known terminal names may include the following (for a complete 
list, type: Is -C /usr/lib/terminfo/? ): 


Name 


2621,hp2621 
2631 
2631-c 


2631-e 
2640,hp2640 
2645,hp2645 
3270 
33,tty33 
35,tty35 
37,tty37 
4000a 
4014,tek4014 
40,tty40 
43,tty43 
4410,5410 


4410-nfk,5410-nfk 
4410-ns1,5410-nsl 
4410-w,5410-w 
4410v1,5410v1 


4410v1-w,5410v1-w 
4415,5420 
4415-n1,5420-nl 
4415-rv,5420-rv 
4415-rv-nl,5420-rv-nl 


4415-w,5420-w 
4415-w-nl1,5420-w-nl 


4415-w-rv,5420-w-rv 
4415-w-rv-nl,5420-w-rv-nl 


(Continued on next page) 
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Hewlett-Packard 2621 series 

Hewlett-Packard 2631 line printer 
Hewlett-Packard 2631 line printer - compressed 
mode 


Hewlett-Packard 2631 line printer - expanded mode 


Hewlett-Packard 2640 series 
Hewlett-Packard 2645 series 

IBM Model 3270 

AT&T TELETYPE Model 33 KSR 
AT&T TELETYPE Model 35 KSR 
AT&T TELETYPE Model 37 KSR 
Trendata 4000a 

TEKTRONIX 4014 

AT&T TELETYPE Dataspeed 40/2 
AT&T TELETYPE Model 43 KSR 
AT&T 4410/5410 terminal in 80-column mode - 
version 2 


AT&T 4410/5410 without function keys - version 1 
AT&T 4410/5410 without pin defined 

AT&T 4410/5410 in 132-column mode 

AT&T 4410/5410 terminal in 80-column mode - 
version 1 

AT&T 4410/5410 terminal in 132-column mode - 
version 1 

AT&T 4415/5420 in 80-column mode 

AT&T 4415/5420 without changing labels 

AT&T 4415/5420 80 columns in reverse video 
AT&T 4415/5420 reverse video without changing 
labels 


AT&T 4415/5420 in 132-column mode 

AT&T 4415/5420 in 132-column mode without 
changing labels 

AT&T 4415/5420 132 columns in reverse video 
AT&T 4415/5420 132 columns reverse video 
without changing labels 
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(Continued) 


N 


ame 


4418,5418 
4418-w,5418-w 
4420 

4424 

4424-2 


4425,5425 
4425-fk,5425-fk 
4425-n1,5425-nl 


4425-w,9425-w 
4425-w-fk,5425-w-fk 


4425-nl-w,5425-nl-w 


4426 

450 

450-12 
500,att500 
510,510a 
513bct,att513 
5320 

5420_2 
5420_2-w 
5620,dmd 
5620-24,dmd-24 
5620-34,dmd-34 
610,610bct 
610-w,610bct-w 
7300,pc7300,unix_pc 
735,ti 


pt505 
pt505-24 
sync 


Terminal 


AT&T 5418 in 80-column mode 

AT&T 5418 in 132-column mode 

AT&T TELETYPE Model 4420 

AT&T TELETYPE Model 4424 

AT&T TELETYPE Model 4424 in display function 
group li 

AT&T 4425/5425 

AT&T 4425/5425 without function keys 

AT&T 4425/5425 without changing labels in 80- 
column mode 

AT&T 4425/5425 in 132-column mode 

AT&T 4425/5425 without function keys in 132- 
column mode 


AT&T 4425/5425 without changing labels in 132- 
column mode 


AT&T TELETYPE Model 4426S 

ASI 450 (same as Diablo 1620) 

DASI 450 in 12-pitch mode 

AT&T-IS 500 terminal 

AT&T 510/510a in 80-column mode 

AT&T 513 bet terminal 

AT&T 5320 hardcopy terminal 

AT&T 5420 model 2 in 80-column mode 

AT&T 5420 model 2 in 132-column mode 

AT&T 5620 terminal 88 columns 

AT&T TELETYPE Model DMD 5620 in a 24x80 layer 
AT&T TELETYPE Model DMD 5620 in a 34x80 layer 
AT&T 610 bct terminal in 80-column mode 
AT&T 610 bct terminal in 132-column mode 
AT&T UNIX PC Model 7300 

Texas Instruments T1735 and T1725 

Texas Instruments T1745 

generic name for terminals that lack reverse line- 
feed and other special escape sequences 
Hewlett-Packard (same as 2645) 

generic name for a line printer 

AT&T Personal Terminal 505 (22 lines) 

AT&T Personal Terminal 505 (24-line mode) 
generic name for synchronous TELETYPE Model 
4540-compatible terminals 


Commands whose behavior depends on the type of terminal should accept 
arguments of the form -Tterm where term is one of the names given above; if 
no such argument is present, such commands should obtain the terminal type 
from the environment variable TERM, which, in turn, should contain term. 
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term(M) 


Limitations 


Not all programs follow the above naming conventions. 


Files 


/usrflib/terminfo/? | compiled terminal description database 


See also 


curses(S), profile(M), terminfo(M), terminfo(F), environ(M), infocmp(ADM), 
sh(C), stty(C), tabs(C), tput(C), tplot(ADM), vi(C) 
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terminals 


list of supported terminals 


Description 


796 


The following list, derived from the file /etc/termcap, shows the terminal name 
(suitable for use as a TERM shell variable), and a short description of the ter- 
minal. The advice in termcap(F) will assist users in creating termcap entries 
for terminals not currently supported. 


Name 


1200 
1620 
1640 
2392 
2392an 
2392ne 
2621 
2621k45 
2621nl 
2621nt 
2621w!l 
2622 
262x 
2640 
2640b 
300 
3045 

33 

37 

40 

4025 
4025-17 
4025-17ws 
4025ex 
43 

515 
5410 
5410-nfk 
5410132 
5420132 
5425 
5425-w 
610bct 


Terminal 


Terminet 1200 

Diablo 1620 

Diablo 1640 

239x series 

Hp 239x in ansi mode 

239x series 

HP 2621 

HP 2621 with 45 keyboard 

HP 2621 with no labels 

HP 2621 w/no tabs 

HP 2621 with labels 

HP 2622 

HP 262x series 

HP 2640a 

HP 264x series 

Terminet 300 

Datamedia 3045a 

Model 33 teletype 

Model 37 teletype 

Teletype dataspeed 40/2 

Tektronix 4024/4025 /4027 

Tek 4025 17 line window 

Tek 4025 17 line window in workspace 
Tek 4025 w/! 

Model 43 teletype 

AT&T-IS 515 terminal in native mode 
5410 terminal 80 columns 

Version 1 tty5410 entry without function keys 
5410 132 columns 

5420 132columns 

AT&T Teletype 5425 80 columns 
AT&T Teletype 5425 132 columns 
AT&T 610; 80 column; 98key keyboard 


(Continued on next page) 
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Name 


615mt 
620mtg 
7900 
8001 
912b 

925 
925so 
ATT5620 


aaa30 
aaa48db 
aaadb 
act5s 
adds 
adds25 
adm11 
adm12 
adm2 
adm3 
adm31 
adm3a 
adm3a+ 
adm3al19.2 
adm3aso 
adm42 
adm5 
aj830 
altos3 
altos4 
altos5 
am219w 
amp219 
amp232 
ampex 
ansi 
ansi-nam 
arpanet 
at386 
at386-m 
atarist 


terminals(M) 


Terminal 


AT&T 615; 80 column; 98key keyboard 
AT&T 620; 80 column; 98key keyboard 
NCR 7900-1 

Intecolor 

New Televideo 

Newer Televideo 

Newer Televideo with attribute byte workaround 
5620 terminal 88 columns 

Ampex Model 232 / 132 lines 

Altos Computer Systems II 

Adds Consul 980 

Ann Arbor 

Ann Arbor Ambassador/48 lines 

Ann Arbor Ambassador 30/destructive backspace 
Ann Arbor Ambassador 48/destructive backspace 
Ann Arbor Ambassador 48/destructive backspace 
Skinny act5 

Adds Viewpoint 

Adds Regent 25 with local printing 

Lsi adm11 

Lsi adm12 

Lsi adm2 

Lsi adm3 

Lear Siegler ADM31 

Lsi adm3a 

Lsi adm3a+ 

Lsi adm3a at 19.2 baud 

Lsi adm3a with {} for standout 

Lsi adm42 

Lsi adm5 

Anderson Jacobson 

Altos III 

Altos IV 

Altos V 

Ampex 132 Cols 

Ampex with Automargins 

Ampex Model 232 

Ampex dialogue 80 

Ansi standard crt 

Ansi standard crt without automargin 
Network 

At/386 console 

At/386 console 

Atari ST vt52 


(Continued on next page) 
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(Continued) 


Name 
att513 


att513-w 


att605 
att630 
bct500 
bh3m 
big2621 
c100 
c1004p 
c100rv 
c100rv4p 
c100rv4pna 
c100rv4ppp 
c100rvs 
c100s 
c3102 
carlock 
ccl 
cdc456 
cdc456tst 
cdi 

cie467 
cit80 
cit80nam 
compucolor 
d132 
datapoint 
delta 

dg 
digilog 
dm1520 
dm1521 
dm2500 
dm3025 
dmterm 
dosansi 
dt100 
dt100w 
dt200 
dt80 
dt80132 


Terminal 


AT&T-IS 513 Business Communications Terminal 80 
columns 

AT&T-IS 513 Business Communications Terminal 132 
columns 

AT&T 605 BCT 

AT&T 630 windowing terminal 
Teletype 5541 

BeehivellIm 

48 line 2621 

Concept 100 

c100 w/4 pages 

c100 rev video 

c100 w/4 pages 

c100 with no arrows 

c100 with printer port 

Slow reverse concept 100 

Slow concept 100 

Cromemco 3102 

Klc 

Ceci 4574 

Cdc 

Cdc456tst 

Cdil1203 

C.Itoh 467, 414 Graphics 
C.Itoh 80 

C.Itoh 80 without automargins 
Compucolorll 

Datagraphix 132a 

Datapoint 3360 

Delta data 5000 

Data general 6053 

Digilog 333 

Datamedia 1520 

Datamedia 1521 

Datamedia 2500 

Datamedia 3025a 

Tandy deskmate terminal 
ANSLSYS standard crt 

Tandy DT-100 terminal 

Tandy DT-100 terminal 

Tandy DT-200 

Datamedia dt80/1 

Datamedia dt80/1 in 132 char mode 


(Continued on next page) 
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Name 


dtc300s 
du 
dumb 
dwl 
dw2 
ep40 
ep48 
esp925 
espHA 
ethernet 
exidy 
fos 

fox 
free100 
free110 
ft1024 
gt40 
gt42 
h1500 
h1510 
h1520 
h1552 
h1552rv 
h19 
h19a 
h19nk 
h2000 
hp 
hp2626 
hp2648 
hpansi 


hpansi-24 
hpex 
hpsub 
i100 
ibm3101 
ibm3151 
ibm3161 
ibm3163 
ibm3164 
ibm5151 
ibmcons 
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Terminal 


Dtc 300s 

Dialup 

Unknown 

Decwriter I 

Decwriter II 

Execuport 4000 

Execuport 4080 

Esprit tvi925 emulation 

Esprit 6310 in Hazeltine emulation mode 
Network 

Exidy sorcerer as dm2500 

Fortune system 

Perkin Elmer 1100 

Liberty Freedom 100 

Freedom 110 

Forward Technology graphics controller 
Dec gt40 

Dec gt42 

Hazeltine 1500 

Hazeltine 1510 

Hazeltine 1520 

Hazeltine 1552 

Hazeltine 1552 reverse video 

Heathkit h19 w/ function keypad 
Heathkit h19 ansi mode 

Heathkit w/numeric keypad (not function keys) 
Hazeltine 2000 

HP 264x series 

HP 2626 

HP 2648a graphics terminal 

Hewlett Packard 700/44 in HP-PCterm mode, PC 
character set 


HP 700/44 in HP-PCterm 24 line mode, PC character set 
HP extended capabilities 

HP terminals — capability subset 

General Terminal 100A (formerly Infoton 100) 
IBM 3101-10 

3151 

3161 

3163 

3164 

IBM console 

Ansi standard with EGA 


(Continued on next page) 
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(Continued) 


Name 


ibmcons-43 
intext 

ipc 

k10 

kn 

kt7ix 

lisa 

m100 
macterm 
macterm-nam 
mdl110 
microb 
microterm 
microterm5 
mime 
mime2a 
mime2as 
mime3a 
mime3ax 
mimefb 
mimehb 
mt70 
nabu 

netx 
nucterm 
oadm31 
omron 
ot80 

owl 

peds50 
pixel 
plasma 
pt1500 
pt210 
qume5 
qvt101 
qvt101+ 
qvt101+so 
qvt101b 
qvt102 
qvt103 
qvt108 
qvt109 
qvt119 


Terminal 


Ansi EGA console in 43 line mode 

ISC modified ow] 1200 

Intel IPC 

Kaypro 10 

Kt70pcix 

Kimtron kt-7 

Apple Lisa xenix console display (white on black) 
Radio Shack model 100 

Macintosh MacTerm in vt-100 mode 

MacTerm in vt-100 mode with automargin NOT set 
Cybernex mdl-110 

Micro Bee series 

Microterm act iv 

Microterm act v 

Microterm mime] 

Microterm mime2a (emulating an enhanced vt52) 
Microterm mime2a (emulating an enhanced Soroc iq120) 
Mime1 emulating 3a 

Mimel emulating enhanced 3a 

Full Bright Mimel 

Half Bright Mimel 

Morrow mt70 

Nabu terminal 

Netronics 

NUC homebrew 

old adm31 

Omron 8025AG 

Onyx ot80 

Perkin Elmer 1200 

Perkin Elmer 550 

Pixel terminal 

Plasma panel 

Convergent Technologies PT 

Tandy TRS-80 PT-210 printing terminal 

Qume Sprint 5 

Qume QVT-101 vers c 

Qume QOVT-101 Plus vers c 

Qume QVT-101+ with protected mode/standout 
QVT-101 with cursor set to blinking underline 
Qume OVT 102 

Qume QVT-103 

OVT-108 

QVT-109 

Qume QOVT-119 


(Continued on next page) 
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Name 


qvt119+ 
qvt201 
qvt202 
qvt203 
regent 
regent100 
regent20 
regent25 
regent25a 
regent40 
regent60 
regent60na 
rx303 

sb1 

sb2 
sexidy 
sk8620 
soroc 

sun 
sun-cmd 


sun-nic 


sunl 
superbeeic 
svt100 
svt1210 
svt1220 
svt52 
switch 
swtp 

t1061 
t1061f 
t3700 
t3800 
td200 

tek 
tek4013 
tek4014 
tek4014sm 
tek4015 
tek4015sm 
tek4023 


terminals(M) 


Terminal 


Qume QOVT-119 Plus vers c 

Qume QOVT-201 

Qume QVT-202 

Qume QVT 203 PLUS 

Adds Regent series 

Adds Regent 100 

Adds Regent 20 

Adds Regent 25 

Adds Regent 25a 

Adds Regent 40 

Adds Regent 60 

Regent 60 w/no arrow keys 

Rexon 303 terminal 

Beehive Super Bee 

Fixed Super Bee 

Exidy Smart 

Seiko 8620 

Soroc 120 

Sun Microsystems Workstation console | 
Sun Microsystems Workstation console with scrollable 
history 

Sun Microsystems Workstation console without insert 
character 

old Sun Microsystems Workstation console 
Super Bee with insert char 

1220/PC, Sperry in VT100 mode 
Sperry 1210, standard setup 

Sperry 1220, standard setup 
1210/1220/PC, Sperry in VT52 mode 
Intelligent switch 

Southwest Technical Products ct82 
Teleray 1061 

Teleray 1061 with fast PROMs 

Dumb Teleray 3700 

Teleray 3800 series 

Tandy 200 

Tektronix 4012 

Tektronix 4013 

Tektronix 4014 

Tektronix 4014 in small font 
Tektronix 4015 

Tektronix 4015 in small font 
Tektronix 4023 


(Continued on next page) 
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(Continued) 


Name 


tek4107 
teletec 


tty5410-w 
tvi910 
tvi910+ 
tvi912 
tvi9220 
tvi9220w 
tvi924 
tvi950 
tvi950-2p 
tvi950-4p 
tvi950-ap 
tvi950b 
tvi950ns 
v50 

v55 
vi200 
vi200f 
vi200ic 
vi200rv 
vi200rvic 
vi50 

vi55 
vis613 
vs100 
vs100s 
vt100 
vt100n 
vtl00nam 


Terminal 


Tektronix 4107 

Teletec Datascreen 

Terak emulating Datamedia 1520 

Ti silent 700 

Ti silent 745 

Texas Instruments 924 VDT 7 bit 

Texas Instruments 924 VDT 8 bit 

Texas Instruments 926 VDT 

Texas Instruments 931 VDT 

Tandy TRS-80 Model 100 

Tandy trs-80 model 16 console 

Tandy Model 600 

Teletype 4420 

Teletype 4424 

Teletype 4424 in display function group ii 
Teletype 5410 terminal in 80 column mode 
Teletype 5410 in 132 column mode 

old Televideo 910 

Televideo 910 PLUS 

old Televideo 

Televideo 9220 w/status line @ bottom 
Televideo 9220 132 col w/status line @ bottom 
Televideo924 

Televideo950 

TVI 950 w/2 pages 

TVI 950 w/4 pages 

TVI 950 w/alt pages 

bare TV1950 no is 

TVI950 w/no standout 

Visual 50 emulation of DEC VT52 

Visual 55 emulation of DEC VT52 (called V55) 
Visual 200 with function keys 

Visual 200 no function keys 

Visual 200 using insert char 

Visual 200 reverse video 

Visual 200 reverse video using insert char 
Visual 50 in ADDS viewpoint emulation 
Visual 55 using ADDS emulation 

Visual 613 

Xterm terminal emulator 

Xterm terminal emulator (small screen 24x80) 
DEC vt100 

VT100 w/no init 

DEC VT100 without automargins 


(Continued on next page) 
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Name 


vt100s 
vtl00w 
vt102 
vt131 
vt132 
vt220 
vt220d 


vt50 

vt50h 

vt52 

vt52so 

vtz 
w2110A 
ws084 
wso84fr 
wso84er 
wso84nr 
wso84sp 
wso84sw 
ws584uk 
wso84us 
ws685 
wy100 

wy 120 

wy 120-25 
wy120-vb 
wy120-wvb 
wy120w 
wy120w-25 
wy150 

wy 150-25 
wy150-vb 
wy150-wvb 
wy150w 
wy 150w-25 
wy30 
wy30-vb 
wy390 
wy350-vb 
wy350-wvb 
wy350w 
wy50 
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Terminal 


DEC vt100 132 cols 14 lines 

DEC vt100 132 cols 

DEC vt102 

DECdec vt131 

VT-132 

DEC vt220 generic 

DEC VT220 in vt100 mode with DEC function key 
labeling 

DEC vt50 

DEC vt50h 

DEC vt52 

DEC vt52 with brackets added for standout use 
Zilog vtz 2/10 

Wang 2110 Asynch Data Entry Terminal - 80 column 
Olivetti WS584 

Olivetti WS584 with French keyboard 

Olivetti WS584 with German keyboard 

Olivetti WS584 with Norwegian/Danish keyboard 
Olivetti WS584 with Spanish keyboard 

Olivetti WS584 with Swedish/Finnish keyboard 
Olivetti WS584 with U.K. keyboard 

Olivetti WS584 with U.S.A. keyboard 

Olivetti WS685 

Wyse 100 

Wyse 120 

Wyse 120 80-column 25-lines 

Wyse 120 Visible bell 

Wyse120-wvb 

Wyse 120 132-column 

Wyse 120 132-column 25-lines 

Wyse 150 

Wyse 150 80-column 25-lines 

Wyse 150 Visible bell 

Wyse150-wvb 

Wyse 150 132-column 

Wyse 150 132-column 25-lines 

Wyse WY-30 in wy30 mode 

Wyse 30 Visible bell 

Wyse 350 80 column color terminal emulating wy50 
Wyse 350 Visible bell 

Wyse 350 132-column Visible bell 

Wyse 350 132 column color terminal emulating wy50 
Wyse 50/80 Wyse WY-50 with 80 column screen 


(Continued on next page) 
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(Continued) 


Name 


wy90-wvb 
wyo0l 


wy50n 
wyo0vb 
wyo0w 
wy60 


wy60-25 
wy60-42 
wy60-43 
wy60-vb 
wy60ak 
wy60w 


wy60w-25 
wy60w-42 
wy60w-43 
wy60w-vb 
wy/5 
wy75-mc 
wy75-vb 
wy75-wvb 
wy/oap 


wy/ow 
wy79x 

wy85 
wy85-vb 
wy85-wvb 
wy85w 
wy85w 
wy99et 
wy99egt-25 
wy99egt-25-w 
wy99et-vb 
wy99gt-w 
wy99egt-w-vb 
wyse120ak 
x1720 

xitex 

Z29 

Z39 


Terminal 


Wyse 50 132-column Visible bell 

Wyse WY-60 with 80 column/43 line screen in WY50+ 
mode 

Wyse WY-50 - 80 column screen, no automargin 

Wyse WY-50/80vb Wyse WY-50/80 with visible bell 
Wyse WY-50/132 Wyse WY-50 with 132 column screen 
Wyse WY-60 with 80 column/24 line screen in wy60 
mode 

Wyse 60 80-column 25-lines 

Wyse 60 80-column 42-lines 

Wyse 60 80-column 43-lines 

Wyse 60 Visible bell 

Wyse 60 in wy60 mode with ANSI arrow keys + 

Wyse WY-60 with 132 column/24 line screen in wy60 
mode 


Wyse 60 132-column 25-lines 

Wyse 60 132-column 42-lines 

Wyse 60 132-column 43-lines 

Wyse 60 132-column Visible bell 

Wyse WY-75 with 80 column line 

Wyse 75 with magic cookies 

Wyse 75 with visible bell 

Wyse 75 with visible bell 132 columns 

Wyse WY-75 with Applications and Cursor keypad 
modes 


Wyse WY-75 in 132 column mode 

Wyse WY-75 with 132 column lines in vi editor mode 
Wyse 85 in 80 column mode, vt100 emulation 
Wyse 85 with visible bell 

Wyse 85 with visible bell 132-columns 

Wyse 85 in 132 column mode, vt100 emulation 
Wyse 85 in 132-column mode 

Wyse 99gt 

Wyse 99gt 80-column 25-lines 

Wyse 99gt 132-column 25-lines 

Wyse 99et Visible bell 

Wyse 99gt 132-column 

Wyse99gt-wvb 

Wyse 120 with ANSI key values 

Xerox 1720 

Xitex sct-100 

Zenith z29 

Zenith Z-39 


(Continued on next page) 
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Name Terminal 

zen30 Zentec 30 

zen40 Zentec 40 

zen50 Zentec 50 

zephyr Zentec zephyr220 in vt100 mode 

zephyrnam Zentec zephyr220 in vt100 mode w/out automargins 
Files 

/etc/termcap 
See also 


tset(C), environ(M), termcap(F) 
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terminal capability database 


Syntax 


/usrflib/terminfo/?/* 


Description 


806 


terminfo is a compiled database (see tic(C)) describing the capabilities of ter- 
minals. Terminals are described in terminfo source descriptions by giving a set 
of capabilities which they have, by describing how operations are performed, 
by describing padding requirements, and by specifying initialization 
sequences. This database is used, for example, by vi(C) and curses(S), so they 
can work with a variety of terminals without changes to the programs. To 
obtain the source description for a terminal, use the -I option of 
infocmp(ADM). When doing an infocmp for the terminal you are on, there is 
no difference between infocmp and infocmp -I. 


Entries in terminfo source files consist of a number of fields separated by com- 
mas. White space after each comma is ignored. The first line of each terminal 
description in the terminfo database gives the name by which terminfo knows 
the terminal, separated by bar (| ) characters. The first name given is the most 
common abbreviation for the terminal (this is the one to use to set the 
environment variable TERM in $HOME profile; see profile(M)); the last name 
given should be a long name fully identifying the terminal, and all others are 
understood as synonyms for the terminal name. All names but the last should 
contain no blanks and must be unique in the first 14 characters; the last name 
may contain blanks for readability. 


Terminal names (except for the last verbose entry) should be chosen using the 
following conventions. The particular piece of hardware making up the ter- 
minal should have a root name chosen, for example, for the AT&T 4425 termi- 
nal, att4425. Modes that the hardware can be in, or user preferences, should 
be indicated by appending a hyphen and an indicator of the mode. See 
term(M) for examples and more information on choosing names and 
synonyms. 
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Part 1: Terminal capabilities 


Capabilities in terminfo are of three types: boolean capabilities (which show 
that the terminal has some particular feature), numeric capabilities (which 
specify the size of the terminal or particular features), and string capabilities 
(which provide a sequence that can be used to perform particular terminal 
operations). 


In the following tables, a “Variable” is the name by which a C programmer 
accesses a capability (at the terminfo level). A “Capname” is the short name 
for a capability used in the source description. It is used by a person updating 
the database and by the tput(C) command when asking what the value of the 
capability is for a particular terminal. A “Termcap Code” is a two-letter code 
that corresponds to the old termcap capability name. 


Capability names have no hard length limit, but an informal limit of five char- 
acters has been adopted to keep them short. Whenever possible, names are 
chosen to be the same as or similar to those specified by the ANSI X3.64-1979 
standard. Semantics are also intended to match those of the ANSI standard. 

All string capabilities listed below may have padding specified, with the 
exception of those used for input. Input capabilities, listed under the 
“Strings” section in the following table, have names beginning with key_. The 
following indicators may appear at the end of the “Description” for a variable. 


(G) indicates that the string is passed through tparm() with parameters 
(parms) as given (#.) 


(*) | indicates that padding may be based on the number of lines affected 
(#;) indicates the ith parameter 


(**) not present in all versions of termcap 
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Booleans 
Variable Cap- Termcap _ Description 2 
name code 
auto_left_margin bw bw cub1 wraps from column 0 to last column 
auto_right_margin am am Terminal has automatic margins 
back_color_erase bce be Screen erased with background color 
can_change ccc cc Terminal can re-define existing color 
ceol_standout_glitch xhp xs Standout not erased by overwriting (hp) 
col_addr_glitch xhpa YA Only positive motion for hpa/mhpa caps 
cpi_changes_res cpix YF Changing character pitch changes 
resolution 
cr_cancels_micro_mode crxm YB Using cr turns off micro mode 
eat_newline_glitch xenl xn Newline ignored after 80 columns 
(Concept) 
erase_overstrike eo eo Can erase overstrikes with a blank 
generic_type gn gn Generic line type (for example, dialup, 
switch) 
hard_copy he he Hardcopy terminal 
hard_cursor chts HC Cursor is hard to see 
has_meta_key km km Has a meta key (shift, sets parity bit) 
has_print_wheel daisy YC Printer needs operator to change character set 
has_status_line hs hs Has extra “status line” 
hue_lightness_saturation hls hl Terminal uses only HLS 
color notation (Tektronix) 
insert_null_glitch in in Insert mode distinguishes nulls 
Ipi_changes_res Ipix YG Changing line pitch changes resolution 
memory_above da da Display may be retained above the screen 
memory_below db db Display may be retained below the screen 
move_insert_mode mir mi Safe to move while in insert mode 
move_standout_mode msgr ms Safe to move in standout modes 
needs_xon_xoff nxon nx Padding won't work, xon/xoff required 
no_esc_ctlc xsb xb Beehive (fl=escape, f2=ctrl C) 
no_pad_char npc NP Pad character doesn’t exist 
non_dest_scroll_region ndscr ND Scrolling region is non-destructive 
non_rev_rmcup nrrmc NR smcup does not reverse rmcup 
over_strike os os Terminal overstrikes on hard-copy terminal 
prtr_silent mc5i 
row_addr_glitch xvpa YD Only positive motion for vpa/mvpa caps 
semi_auto_right_margin sam YE Printing in last column causes cr 
status_line_esc_ok eslok es Escape can be used on the status line 
dest_tabs_magic_smso xt xt Destructive tabs, magic smso char (t1061) 
tilde_glitch hz hz Hazeltine; cannot print tilde (”) 
transparent_underline ul ul Underline character overstrikes 
xon_xoff xon xO Terminal uses xon/xoff handshaking 
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Numbers 
Variable Cap- Termcap Description 

name code 
buffer_capacity bufsz Ya Number of bytes buffered before printing 
columns cols co Number of columns ina line 
dot_vert_spacing spinv Yb Spacing of pins vertically in pins per inch 
dot_horz_spacing spinh Yc Spacing of dots horizontally in dots per inch 
init_tabs it it Tabs initially every # spaces 
label_height lh lh Number of rows in each label 
label_width lw lw Number of columns in each label 
lines lines li Number of lines on a screen or a page 
lines_of_memory lm Im Lines of memory if > lines; 0 means varies 
magic_cookie_glitch xmc sg Number of blank characters left by smso or rmso 
max_attributes ma ma Maximum combined video attributes 

terminal can display 

max_colors colors Co Maximum number of colors on the screen 
max_micro_address maddr Yd Maximum value in micro_..._address 
max_micro_jump mjump Ye Maximum value in parm_..._micro 
max_pairs pairs pa Maximum number of color-pairs on the screen 
maximum_windows wnum MW Maximum number of definable windows 
micro_col_size mcs Yf Character step size when in micro mode 
micro_line_size mls Yg Line step size when in micro mode 
no_color_video ncv NC Video attributes that can’t be used with colors 
number_of_pins npins Yh Number of pins in print-head 
num_labels nlab Nl Number of labels on screen (start at 1) 
output_res_char orc Yi Horizontal resolution in units per character 
output_res_line orl Yj Vertical resolution in units per line 
output_res_horz_inch orhi Yk Horizontal resolution in units per inch 
output_res_vert_inch orvi Yl Vertical resolution in units per inch 
padding_baud_rate pb pb Lowest baud rate where padding needed 
print_rate cps Ym Print rate in characters per second 
virtual_terminal vt vt Virtual terminal number (UNIX system) 
wide_char_size widcs Yn Character step size when in double wide mode 
width_status_line wsl ws Number of columns in status line 
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Variable Cap- Termcap _ Description 
name — code 

acs_chars acsc ac Graphic charset pairs aAbBcC - def=vt100 
back_tab cbt bt Back tab 
bell bel bl Audible signal (bell) 
carriage_return cr cr Carriage return (*) 
change_char_pitch cpi ZA Change number of characters per inch(+*) 
change_line_pitch Ipi ZB Change number of lines per inch(**) 
change_res_horz chr ZC Change horizontal resolution(**) 
change_res_vert cvr ZD Change vertical resolution(**) 
change_scroll_region csr cs Change to lines #1 through #2 (vt100) (G) 
char_padding rmp rP Like ip but when in replace mode 
char_set_names csnm Zy List of character set names 
clear_all_tabs tbc ct Clear all tab stops 
clear_margins mgc MC Clear all margins (top, bottom, and sides) 
clear_screen clear cl Clear screen and home cursor (*) 
clr_bol ell cb Clear to beginning of line, inclusive 
clr_eol el ce Clear to end of line 
clr_eos ed cd Clear to end of display (*) 
column_address hpa ch Horizontal position absolute (G) 
command_character cmdch CC Terminal settable cmd character in prototype 
create_window cwin CW Define win #1 to go from #2,#3 to #4,#5 
cursor_address cup cm Move to row #1 col #2 (G) 
cursor_down cud1 do Down one line 
cursor_home home ho Home cursor (if no cup) 
cursor_invisible civis vi Make cursor invisible 
cursor_left cubl le Move left one space 
cursor_mem_address mrcup CM Memory relative cursor addressing (G) 
cursor_normal cnorm ve Make cursor appear normal (undo vs/Vvi) 
cursor_right cufl nd Non-destructive space 

(cursor or carriage right) 
cursor_to_ll Il Il Last line, first column (if no cup) 
cursor_up cuul up Upline (cursor up) 
cursor_visible cvvis vs Make cursor very visible 
define_char defc ZE Define a character in a character set (**) 
delete_character dchl dc Delete character (*) 
delete_line dll dl Delete line (*) 
delete_phone dial DI Dial phone number #1 
dis_status_line dsl ds Disable status line 
display_clock dclk DK Display time-of-day clock 
display_pc_char dispc S1 Displays PC character 
down_half_line hd hd Half-line down (forward 1/2 linefeed) 
ena_acs enacs eA Enable alternate character set 
enter_alt_charset_mode smacs as Start alternate character set 
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Variable Cap- Termcap Description 

name code 
enter_am_mode smam SA Turn on automatic margins 
enter_blink_mode blink mb Turn on blinking 
enter_bold_mode bold md Turn on bold (extra bright) mode 
enter_ca_mode smcup ti String to begin programs that use cup 
enter_delete_mode smdc dm Delete mode (enter) 
enter_dim_mode dim mh Turn on half-bright mode 
enter_doublewide_mode swidm ZF Enable double wide printing 
enter_draft_quality sdrfq ZG Set draft quality print 
enter_insert_mode smir im Insert mode (enter) 
enter_italics_mode sitm ZH Enable italics 
enter_leftward_mode slm ZI Enable leftward carriage motion 
enter_micro_mode smicm ZJ Enable micro motion capabilities 
enter_near_letter_quality snlq ZK Set near-letter quality print 
enter_normal_quality snrmq ZL Set normal quality print 
enter_pc_charset_mode smsc S4 Enables PC-scancode mode 
enter_protected_mode prot mp Turn on protected mode 
enter_reverse_mode rev mr Turn on reverse video mode 
enter_secure_mode invis mk Turn on blank mode (characters invisible) 
enter_shadow_mode sshm ZM Enable shadow printing 
enter_standout_mode smso so Begin standout mode 
enter_subscript_mode ssubm ZN Enable subscript printing 
enter_superscript_mode ssupm ZO Enable superscript printing 
enter_underline_mode smul us Start underscore mode 
enter_upward_mode sum ZP Enable upward carriage motion 
enter_xon_mode smxon SX Turn on xon/xoff handshaking 
erase_chars ech ec Erase #1 characters (G) 
exit_alt_charset_mode rmacs ae End alternate character set 
exit_am_mode rmam RA Turn off automatic margins 
exit_attribute_mode sgr0 me Turn off all attributes 
exit_ca_mode rmcup te String to end programs that use cup 
exit_delete_mode rmdc ed End delete mode 
exit_doublewide_mode rwidm ZQ Disable double wide printing 
exit_insert_mode rmir ei End insert mode 
exit_italics_mode ritm ZR Disable italics 
exit_leftward_mode rlm ZS Enable rightward (normal) carriage motion 
exit_micro_mode rmicm ZT Disable micro motion capabilities 
exit_pc_charset_mode rmsc 55 Disables PC-scancode mode 
exit_shadow_mode rshm ZU Disable shadow printing 
exit_standout_mode rmso se End standout mode 
exit_subscript_mode rsubm ZV Disable subscript printing 
exit_superscript_mode rsupm ZW Disable superscript printing 
exit_underline_mode rmul ue End underscore mode 
exit_upward_mode rum ZX Enable downward (normal) carriage motion 
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Variable Cap- Termcap _ Description 
name code 

exit_xon_mode rmxon RX Turn off xon/xoff handshaking 
fixed_pause pause PA Pause for 2-3 seconds 
flash_hook hook fh Flash the switch hook 
flash_screen flash vb Visible bell (may not move cursor) 
form_feed ff ff Hardcopy terminal page eject (*) 
from_status_line fsl fs Return from status line 
goto_window wingo WG Got to window #1 
hangup hup HU Hang-up phone 
init_lstring isl il Terminal or printer initialization string 
init_2string is2 is Terminal or printer initialization string 
init_3string is3 i3 Terminal or printer initialization string 
init_file if if Name of initialization file 
init_prog iprog iP Path name of program for initialization 
initialize_color initc Ic Initialize the definition of color 
initialize_pair initp Ip Initialize color-pair 
insert_character ich] ic Insert character 
insert_line ill al Add new blank line (*) 
insert_padding ip ip Insert pad after character inserted (*) 
key_al kal Kl KEY_A1, 0534, upper left of keypad 
key_a3 ka3 K3 KEY_A3, 0535, upper right of keypad 
key_b2 kb2 K2 KEY_B2, 0536, center of keypad 
key_backspace kbs kb KEY_BACKSPACE, 0407, 

sent by backspace key 
key_beg kbeg @1 KEY_BEG, 0542, sent by beg(inning) key 
key_btab kcbt kB KEY_BTAB, 0541, sent by back-tab key 
key_cl kel K4 KEY_C1, 0537, lower left of keypad 
key_c3 kc3 K5 KEY_C3, 0540, lower right of keypad 
key_cancel kcan @2 KEY_CANCEL, 0543, sent by cancel key 
key_catab ktbc ka KEY_CATAB, 0526, sent by clear-all-tabs key 
key_clear kcelr kC KEY_CLEAR, 0515, sent by clear-screen 

or erase key 
key_close kclo @3 KEY_CLOSE, 0544, sent by close key 
key_command kcmd @4 KEY_COMMAND, 0545, 

sent by cmd (command) key 
key_copy kcpy @5 KEY_COPY, 0546, sent by copy key 
key_create kert @6 KEY_CREATE, 0547, sent by create key 
key_ctab kctab kt KEY_CTAB, 0525, sent by clear-tab key 
key_dc kdch1 kD KEY_DC, 0512, sent by delete-character key 
key_dl kdl1 kL KEY_DL, 0510, sent by delete-line key 
key_down kcud1 kd KEY_DOWN, 0402, sent by terminal 

down-arrow key 
key_eic krmir kM KEY_EIC, 0514, sent by rmir 
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Variable Cap- Termcap Description 

name code 
key_end kend @7 KEY_END, 0550, sent by end key 
key_enter kent @8 KEY_ENTER, 0527, sent by enter/send key 
key_eol kel kE KEY_EOL, 0517, sent by clear-to-end-of-line key 
key_eos ked kS KEY_EOS, 0516, sent by 

clear-to-end-of-screen key 

key_exit kext @9 KEY_EXIT, 0551, sent by exit key 
key_f0 kf0 k0 KEY_F(0), 0410, sent by function key f0 
key_fl kfl kl KEY_F(1), 0411, sent by function key f1 
key_f2 kf2 k2 KEY_F(2), 0412, sent by function key f2 
key_f3 kf3 k3 KEY_F(3), 0413, sent by function key f3 
key_f4 kf4 k4 KEY_F(4), 0414, sent by function key f4 
key_f5 kf5 k5 KEY_F(5), 0415, sent by function key f5 
key_f6 kf6 k6 KEY_F(6), 0416, sent by function key 6 
key_f7 kf7 k7 KEY_F(7), 0417, sent by function key f7 
key_f8 kf8 k8 KEY_F(8), 0420, sent by function key f8 
key_f9 kf9 k9 KEY_F(9), 0421, sent by function key f9 
key_f10 kf10 k; KEY_F(10), 0422, sent by function key f10 
key_f11 kf11 Fl KEY_F(11), 0423, sent by function key f11 
key_f12 kf12 F2 KEY_F(12), 0424, sent by function key f12 
key_f13 kf13 F3 KEY_F(13), 0425, sent by function key f13 
key_f14 kf14 F4 KEY_F(14), 0426, sent by function key f14 
key_f15 kf15 F5 KEY_F(15), 0427, sent by function key f15 
key_f16 kf16 F6 KEY_F(16), 0430, sent by function key f16 
key_f17 kf17 F7 KEY_F(17), 0431, sent by function key f17 
key_f18 kf18 F8 KEY_F(18), 0432, sent by function key f18 
key_f19 kf19 F9 KEY_F(19), 0433, sent by function key f19 
key_f20 kf20 FA KEY_F(20), 0434, sent by function key f20 
key_f21 kf21 FB KEY_F(21), 0435, sent by function key f21 
key_f22 kf22 FC KEY_F(22), 0436, sent by function key f22 
key_f23 kf23 FD KEY_F(23), 0437, sent by function key f23 
key_f24 kf24 FE KEY_F(24), 0440, sent by function key f24 
key_f25 kf25 FF KEY_F(25), 0441, sent by function key f25 
key_f26 kf26 FG KEY_F(26), 0442, sent by function key £26 
key_f27 kf27 FH KEY_F(27), 0443, sent by function key f27 
key_f28 kf28 FI KEY_F(28), 0444, sent by function key f28 
key_f29 kf29 FJ KEY_F(29), 0445, sent by function key f29 
key_f30 kf30 FK KEY_F(30), 0446, sent by function key f30 
key_f31 kf31 FL KEY_F(31), 0447, sent by function key f31 
key_f32 kf32 FM KEY_F(32), 0450, sent by function key f32 
key_f33 kf33 FN KEY_F(33), 0451, sent by function key f13 
key_f34 kf34 FO KEY_F(34), 0452, sent by function key [34 
key_f35 kf35 FP KEY_F(35), 0453, sent by function key £35 
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Variable Cap- Termcap _ Description 
name —- code 

a ee 
key_f36 kf36 FQ KEY_F(36), 0454, sent by function key £36 
key_f37 kf37 FR KEY_F(37), 0455, sent by function key £37 
key_f38 kf38 FS KEY_F(38), 0456, sent by function key £38 
key_f39 kf39 FT KEY_F(39), 0457, sent by function key £39 
key_f40 kf40 FU KEY_F(40), 0460, sent by function key f40 
key_f41 kf41 FV KEY_F(41), 0461, sent by function key f41 
key_f42 kf42 FW KEY_F(42), 0462, sent by function key f42 
key_f43 kf43 FX KEY_F(43), 0463, sent by function key £43 
key_f44 kf44 FY KEY_F(44), 0464, sent by function key £44 
key_f45 kf45 FZ KEY_F(45), 0465, sent by function key £45 
key_f46 kf46 Fa KEY_F(46), 0466, sent by function key f46 
key_f47 kf47 Fb KEY_F(47), 0467, sent by function key £47 
key_f48 kf48 Fe KEY_F(48), 0470, sent by function key f48 
key_f49 kf49 Fd KEY_F(49), 0471, sent by function key £49 
key_f50 kf50 Fe KEY_F(50), 0472, sent by function key f50 
key_f51 kf51 Ff KEY_F(51), 0473, sent by function key f51 
key_f52 kf52 Fg KEY_F(52), 0474, sent by function key f52 
key_f53 kf53 Fh KEY_F(53), 0475, sent by function key f53 
key_f54 kf54 Fi KEY_F(54), 0476, sent by function key f54 
key_f55 kf55 Fj KEY_F(55), 0477, sent by function key f55 
key_f56 kf56 Fk KEY_F(56), 0500, sent by function key £56 
key_f57 kf57 F] KEY_F(57), 0501, sent by function key f57 
key_f58 kf58 Fm KEY_F(58), 0502, sent by function key £58 
key_f59 kf59 Fn KEY_F(59), 0503, sent by function key £59 
key_f60 kf60 Fo KEY_F(60), 0504, sent by function key £60 
key_f61 kf61 Fp KEY_F(61), 0505, sent by function key f61 
key_f62 kf62 Fq KEY_F(62), 0506, sent by function key f62 
key_f63 kf63 Fr KEY_F(63), 0507, sent by function key f63 
key_find kfnd @0 KEY_FIND, 0552, sent by find key 
key_help khlp %1 KEY_HELP, 0553, sent by help key 
key_home khome kh KEY_HOME, 0406, sent by home key 
key_ic kich1 kI KEY_IC, 0513, sent by ins-char/enter 

ins-mode key 
key_il kill kA KEY_IL, 0511, sent by insert-line key 
key_left kcub1 kl KEY_LEFT, 0404, sent by terminal 

left-arrow key 
key_ll kil kH KEY_LL, 0533, sent by home-down key 
key_mark kmrk %2 KEY_MARK, 0554, sent by mark key 
key_message kmsg %3 KEY_MESSAGE, 0555, sent by message key 
key_move kmov A. KEY_MOVE, 0556, sent by move key 
key_next knxt %5 KEY_NEXT, 0557, sent by next key 
key_npage knp kN KEY_NPAGE, 0522, sent by next-page key 
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name code 

key_open kopn %6 KEY_OPEN, 0560, sent by open key 
key_options kopt %7 KEY_OPTIONS, 0561, sent by options key 
key_ppage kpp kP KEY_PPAGE, 0523, sent by previous-page key 
key_previous kprv %8 KEY_PREVIOUS, 0562, sent by 

previous-object key 
key_print kprt %9 KEY_PRINT, 0532, sent by print or copy key 
key_redo krdo 0 KEY_REDO, 0563, sent by redo key 
key_reference kref &1 KEY_REFERENCE, 0564, sent by ref(erence) key 
key_refresh krfr &2 KEY_REFRESH, 0565, sent by refresh key 
key_replace krp! &3 KEY_REPLACE, 0566, sent by replace key 
key_restart krst &4 KEY_RESTART, 0567, sent by restart key 
key_resume kres &5 KEY_RESUME, 0570, sent by resume key 
key_right kcufl kr KEY_RIGHT, 0405, sent by terminal right-arrow key 
key_save ksav &6 KEY_SAVE, 0571, sent by save key 
key_sbeg kBEG &9 KEY_SBEG, 0572, sent by shifted beginning key 
key_scancel kCAN &0 KEY_SCANCEL, 0573, sent by shifted cancel key 
key_scommand kCMD *} KEY_SCOMMAND, 0574, sent by shifted 

command key 
key_scopy kCPY *2 KEY_SCOPY, 0575, sent by shifted copy key 
key_screate kCRT +3 KEY_SCREATE, 0576, sent by shifted create key 
key_sdc kDC +4 KEY_SDC, 0577, sent by shifted delete-char key 
key_sdl kDL *5 KEY_SDL, 0600, sent by shifted delete-line key 
key_select kslt *6 KEY_SELECT, 0601, sent by select key 
key_send kEND +7 KEY_SEND, 0602, sent by shifted end key 
key_seol kEOL *8 KEY_SEOL, 0603, sent by shifted clear-line key 
key_sexit kEXT *9 KEY_SEXIT, 0604, sent by shifted exit key 
key_sf kind kF KEY_SF, 0520, sent by scroll-forward /down key 
key_sfind kFND *0 KEY_SFIND, 0605, sent by shifted find key 
key_shelp kHLP #1 KEY_SHELP, 0606, sent by shifted help key 
key_shome kHOM #2 KEY_SHOME, 0607, sent by shifted home key 
key_sic kIC #3 KEY_SIC, 0610, sent by shifted input key 
key_sleft kLFT #4 KEY_SLEFT, 0611, sent by shifted left-arrow key 
key_smessage kMSG wa KEY_SMESSAGE, 0612, sent by shifted message key 
key_smove kMOV %b KEY_SMOVE, 0613, sent by shifted move key 
key_snext kNXT %oc KEY_SNEXT, 0614, sent by shifted next key 
key_soptions kOPT %d KEY_SOPTIONS, 0615, sent by shifted options key 
key_sprevious kPRV %e KEY_SPREVIOUS, 0616, sent by shifted prev key 
key_sprint kPRT Yf KEY_SPRINT, 0617, sent by shifted print key 
key_sr kri kR KEY_SR, 0521, sent by scroll-backward/up key 
key_sredo kRDO WE KEY_SREDO, 0620, sent by shifted redo key 
key_sreplace kRPL %h KEY_SREPLACE, 0621, sent by shifted replace key 
key_sright kRIT %i KEY_SRIGHT, 0622, sent by shifted right-arrow key 
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name —- code 

key_srsume kRES %j KEY_SRSUME, 0623, sent by shifted resume key 
key_ssave kSAV 1 KEY_SSAVE, 0624, sent by shifted save key 
key_ssuspend kSPD 2 KEY_SSUSPEND, 0625, 

sent by shifted suspend key 
key_stab khts kT KEY_STAB, 0524, sent by set-tab key 
key_sundo kUND 3 KEY_SUNDO, 0626, sent by shifted undo key 
key_suspend kspd &7 KEY_SUSPEND, 0627, sent by suspend key 
key_undo kund &8 KEY_UNDO, 0630, sent by undo key 
key_up keuul ku KEY_UP, 0403, sent by terminal up-arrow key 
keypad_local rmkx ke Out of “keypad-transmit” mode 
keypad_xmit smkx ks Put terminal in “keypad-transmit” mode 
lab_f0 1f0 10 Labels on function key f0 if not f0 
lab_fl Ifl a Labels on function key f1 if not f1 
lab_f2 1f2 12 Labels on function key f2 if not f2 
lab_f3 1f3 13 Labels on function key f3 if not f3 
lab_f4 1f4 14 Labels on function key f4 if not f4 
lab_f5 1f5 15 Labels on function key f5 if not f5 
lab_f6 1f6 16 Labels on function key f6 if not f6 
lab_f7 1f7 17 Labels on function key f7 if not f7 
lab_f8 1f8 18 Labels on function key f8 if not £8 
lab_f9 1f9 19 Labels on function key f9 if not £9 
lab_f10 1f10 la Labels on function key f10 if not £10 
label_format fln Lf Label format 
label_off rmin LF Turn off soft labels 
label_on smin LO Turn on soft labels 
meta_off rmm mo Turn off “meta mode” 
meta_on smm mm Turn on “meta mode” (8th bit) 
micro_column_address mhpa ZY Like column_address for 

micro adjustment ** 
micro_down mcudl ZZ Like cursor_down for micro adjustment 
micro_left mcub1 Za Like cursor_left for micro adjustment 
micro_right mcuf1 Zb Like cursor_right for micro adjustment 
micro_row_address mvpa Zc Like row_address for micro adjustment ** 
micro_up mceuul Zd Like cursor_up for micro adjustment 
newline nel nw Newline (behaves like cr followed by If) 
order_of_pins porder Ze Matches software bits to print-head pins 
orig_colors oc oc Set all color(-pair)s to the original ones 
orig_pair op op Set default color-pair to the original one 
pad_char pad pe Pad character (rather than null) 
parm_dch dch DC Delete #1 chars (G*) 
parm_delete_line dl DL Delete #1 lines (G*) 
parm_down_cursor cud DO Move down #1 lines. (G*) 
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Variable Cap- Termcap _ Description 
name code 

parm_down_micro mcud Zf Like parm_down_cursor for 

micro adjust. (G*) 
parm_ich ich IC Insert #1 blank chars (G*) 
parm_index indn SF Scroll forward #1 lines. (G) 
parm_insert_line il AL Add #1 new blank lines (G*) 
parm_left_cursor cub LE Move cursor left #1 spaces (G) 
parm_left_micro mcub Zg Like parm_left_cursor for micro adjust. (**) 
parm_right_cursor cuf RI Move right #1 spaces. (G*) 
parm_right_micro mcuf Zh Like parm_right_cursor for micro adjust. (**) 
parm_rindex rin SR Scroll backward #1 lines. (G) 
parm_up_cursor cuu UP Move cursor up #1 lines. (G*) 
parm_up_micro mcuu Zi Like parm_up_cursor for micro adjust. (**) 
pkey_key pfkey pk Prog funct key #1 to type string #2 
pkey_local pfloc pl Prog funct key #1 to execute string #2 
pkey_xmit pfx px Prog funct key #1 to xmit string #2 
plab_norm pin pn Prog label #1 to show string #2 
print_screen mc0 ps Print contents of the screen 
prtr_non mcop pO Turn on the printer for #1 bytes 
prtr_off mc4 pf Turn off the printer 
prtr_on mcS po Turn on the printer 
pulse pulse PU Select pulse dialing 
quick_dial qdial QD Dial phone number #1, without 

progress detection 
remove_clock rmclk RC Remove time-of-day clock 
repeat_char rep rp Repeat char #1 #2 times (G*) 
req_for_input rfi RF Send next input char (for ptys) 
reset_Iistring rs1 rl Reset terminal completely to sane modes 
reset_2string rs2 r2 Reset terminal completely to sane modes 
reset_3string rs3 r3 Reset terminal completely to sane modes 
reset_file rf rf Name of file containing reset string 
restore_cursor rc rc Restore cursor to position of last sc 
row_address vpa cv Vertical position absolute (G) 
save_cursor sc sc Save cursor position 
scroll_forward ind sf Scroll text up 
scroll_reverse ri sr Scroll text down 
select_char_set SCs Zj Select character set (**) 
set_attributes sgr sa Define the video attributes (G) #1-#9 
set_background setb Sb Set current background color 
set_bottom_margin smgb Zk Set bottom margin at current line 
set_bottom_margin_parm smgbp  Z] Set bottom margin at line #1 (**) 
set_clock sclk SC Set time-of-day clock 
set_color_pair scp sp Set current color-pair 
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Variable Cap- Termcap Description 

name — code 
set_foreground setf Sf Set current foreground color1 
set_left_margin smgl ML Set left margin at current line 
set_left_margin_parm smglp Zm Set left margin at column #1 (**) 
set_right_margin smer MR Set right margin at current column 
set_right_margin_parm smegrp Zn Set right margin at column #1 (**) 
set_tab hts st Set a tab in all rows, current column 
set_top_margin smegt Zo Set top margin at current line 
set_top_margin_parm smegtp Zp Set top margin at line #1 (**) 
set_window wind wi Current window is lines #1-#2 cols #3-#4 (G) 
start_bit_image sbim Zq Start printing bit image graphics (**) 
start_char_set_def scsd Zr Start definition of a character set (**) 
stop_bit_image rbim Zs End printing bit image graphics 
stop_char_set_def resd 2t End definition of a character set 
subscript_characters subcs Zu List of “subscript-able” characters 
superscript_characters supcs Zv List of “superscript-able” characters 
tab ht ta Tab to next 8-space hardware tab stop 
these_cause_cr docr Zw Printing any of these chars causes cr 
to_status_line tsl ts Go to status line, col #1 (G) 
tone tone TO Select touch tone dialing 
underline_char uc uc Underscore one char and move past it 
up_half_line hu hu Half-line up (reverse 1/2 linefeed) 
user0 ud ud User string 0 
user] ul ul User string 1 
user2 u2 u2 User string 4 
user3 u3 u3 User string 3 
user4 u4 u4 User string 4 
userd ud ud User string 5 
user6 u6 u6 User string 6 
user7 u7 u7 User string 7 
user8 u8 u8 User string 8 
user9 u9 u9 User string 9 
wait_tone wait WA Wait for dial tone 
xoff_character xoffc XF X-off character 
xon_character xonc XN X-on character 
xon_character xonc XN Alternate XON character (scancode mode) 
xoff_character xoffe XF Alternate XOFF character (scancode mode) 
zero_motion zerom 2x No motion for the subsequent character 
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Cap- Variable Termcap Description 
name code 
am auto_right_margin am Terminal has automatic margins 
bw auto_left_margin bw cubl1 wraps from column 0 to last column 
ccc can_change cc Terminal can re-define existing color 
chts hard_cursor HC Cursor is hard to see 
cpix cpi_changes_res YF Changing character pitch changes resolution 
cps print_rate Ym Print rate in characters per second 
crxm cr_cancels_micro_modem YB Using cr turns off micro mode 
cwin create_window CW Define win #1 to go from #2,#3 to #4,#5 
da memory_above da Display may be retained above the screen 
daisy has_print_wheel YC Printer needs operator to change character set 
dclk display_clock DK Display time-of-day clock 
db memory_below db Display may be retained below the screen 
dial dial_phone DI Dial phone number #1 
eo erase_overstrike eo Can erase overstrikes with a blank 
eslok status_line_esc_ok es Escape can be used on the status line 
gn generic_type gn Generic line type (e.g., dialup, switch) 
he hard_copy he Hardcopy terminal 
hls hue_lightness_saturation hi Terminal uses only HLS 
color notation (Tektronix) 
hs has_status_line hs Has extra “status line” 
hz tilde_glitch hz Hazeltine; can’t print tilde (-) 
in insert_null_glitch in Insert mode distinguishes nulls 
km has_meta_key km Has a meta key (shift, sets parity bit) 
Ipix Ipi_changes_res YG Changing line pitch changes resolution 
mcdi prtr_silent 
mir move_insert_mode mi Safe to move while in insert mode 
msgr move_standout_mode ms Safe to move in standout modes 
npc no_pad_char NP Pad character doesn't exist 
nirmc non_rev_rmcup NR smcup does not reverse rmcup 
nxon needs_xon_xoff nx Padding won't work, xon/xoff required 
os over_strike os Terminal overstrikes on hard-copy terminal 
sam semi_auto_right_margin YE Printing in last column causes cr 
ul transparent_underline ul Underline character overstrikes 
xenl eat_newline_glitch xn Newline ignored after 80 columns (Concept) 
xhp ceol_standout_glitch xs Standout not erased by overwriting (hp) 
xhpa col_addr_glitch YA Only positive motion for hpa/mhpa caps 
xon xon_xoff xO Terminal uses xon/xoff handshaking 
xsb no_esc_ctlc xb Beehive (f1=escape, f2=ctrl C) 
xt dest_tabs_magic_smso xt Destructive tabs, magic smso char (t1061) 
xvpa row_addr_glitch YD Only positive motion for vpa/mvpa caps 
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Numbers 
Cap- Variable Termcap _ Description 
name code 
bufsz buffer_capacity Ya Number of bytes buffered before printing 
colors max_colors Co Maximum number of colors on the screen 
cols columns co Number of columns in a line 
cps print_rate Ym Average print rate in characters per second 
it init_tabs it Tabs initially every # spaces 
lh label_height Ih Number of rows in each label 
lines lines li Number of lines on a screen or a page 
Im lines_of_memory Im Lines of memory if > lines; 0 means varies 
lw label_width lw Number of columns in each label 
maddr max_micro_address Yd Maximum value in micro_..._address 
mcs micro_col_size Yf Character step size when in micro mode 
mjump max_micro_jump Ye Maximum value in parm_..._micro 
mls micro_line_size Yg Line step size when in micro mode 
nev no_color_video NC Video attributes that can’t be used with colors 
nlab num_labels Nl Number of labels on screen (start at 1) 
npins number_of_pins Yh Number of pins in print-head 
orc output_res_char Yi Horizontal resolution in units per character 
orhi output_res_horz_inch Yk Horizontal resolution in units per inch 
orl output_res_line Yj Vertical resolution in units per line 
orvi output_res_vert_inch Yl Vertical resolution in units per inch 
pairs max_pairs pa Maximum number of color-pairs on the screen 
pb padding _baud_rate pb Lowest baud rate where padding needed 
spinh dot_horz_spacing Yc Spacing of dots horizontally in dots per inch 
spinv dot_vert_spacing Yb Spacing of pins vertically in pins per inch 
vt virtual_terminal vt Virtual terminal number (UNIX system) 
widcs wide_char_size Yn Character step size when in double wide mode 
wsl width_status_line ws Number of columns in status line 
xmc magic_cookie_glitch sg Number of blank characters left 
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Strings 

Cap- Variable Termcap Description 

name code 

acsc acs_chars ac Graphic charset pairs aAbBcC - def=vt100 
bel bell bl Audible signal (bell) 

blink enter_blink_mode mb Turn on blinking 

bold enter_bold_mode md Turn on bold (extra bright) mode 

cbt back_tab bt Back tab 

chr change_res_horz ZC Change horizontal resolution (**) 

civis cursor_invisible vi Make cursor invisible 

clear clear_screen cl Clear screen and home cursor (*) 

cmdch = command_character CC Terminal settable cmd character in prototype 
cnorm cursor_normal ve Make cursor appear normal (undo vs/vi) 
cpi change_char_pitch ZA Change number of characters per inch (**) 
cr carriage_return cr Carriage return (*) 

csnm char_set_names Zy List of character set names 

csr change_scroll_region cs Change to lines #1 through #2 (vt100) (G) 
cub parm_left_cursor LE Move cursor left #1 spaces (G) 

cubl cursor_left le Move left one space. 

cud parm_down_cursor DO Move down #1 lines. (G*) 

cuf parm_right_cursor RI Move right #1 spaces. (G*) 

cufl cursor_right nd Non-destructive space (cursor or carriage right) 
cup cursor_address cm Move to row #1 col #2 (G) 

cuu parm_up_cursor UP Move cursor up #1 lines. (G*) 

cvr change_res_vert ZD Change vertical resolution (**) 

cvvis cursor_visible vs Make cursor very visible 

dch parm_dch DC Delete #1 chars (G*) 

dchl delete_character dc Delete character (*) 

defc define_char ZE Define a character in a character set 

dim enter_dim_mode mh Turn on half-bright mode 

dl delete_line dll Delete line (*) 

dl parm_delete_line DL Delete #1 lines (G*) 

do cursor_down do Down one line 

docr these_cause_cr Zw Printing any of these chars causes cr 

dsl dis_status_line ds Disable status line 

ech erase_chars ec Erase #1 characters (G) 

ed clr_eos cd Clear to end of display (*) 

el clr_eol ce Clear to end of line 

ell clr_bol cb Clear to beginning of line, inclusive 
enacs ena_acs eA Enable alternate character set 

ff form_feed ff Hardcopy terminal page eject (*) 

flash flash_screen vb Visible bell (may not move cursor) 

fln label_format Lf Label format 

fsl from_status_line fs Return from status line 

hd down_half_line hd Half-line down (forward 1/2 linefeed) 
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(Continued) 
Cap- Variable Termcap Description 
name code 
home cursor_home ho Home cursor (if no cup) 
hook flash_hook fh Flash the switch hook 
hpa column_address ch Horizontal position absolute (G) 
ht tab ta Tab to next 8-space hardware tab stop 
hts set_tab st Set a tab in all rows, current column 
hu up_half_line hu Half-line up (reverse 1/2 linefeed) 
hup hangup HU Hang-up phone 
ich parm_ich IC Insert #1 blank chars (G*) 
ichl insert_character ic Insert character 
if init_file if Name of initialization file 
il parm_insert_line AL Add #1 new blank lines (G*) 
ill insert_line al Add new blank line (*) 
ind scroll_forward sf Scroll text up 
indn parm_index SF Scroll forward #1 lines. (G) 
initc initialize_color Ic Initialize the definition of color 
initp initialize_pair Ip Initialize color-pair 
invis enter_secure_mode mk Turn on blank mode (characters invisible) 
ip insert_padding ip Insert pad after character inserted (*) 
iprog init_prog iP Path name of program for initialization 
isl init_lstring il Terminal or printer initialization string 
is2 init_2string is Terminal or printer initialization string 
is3 init_3string i3 Terminal or printer initialization string 
kBEG key_sbeg &9 KEY_SBEG, 0572, sent by shifted beginning key 
kCAN key_scancel &0 KEY_SCANCEL, 0573, sent by shifted cancel key 
kCMD key_scommand *] KEY_SCOMMAND, 0574, sent by 

shifted command key 
kCPY key_scopy *2 KEY_SCOPY, 0575, sent by shifted copy key 
kCRT key_screate *3 KEY_SCREATE, 0576, sent by shifted create key 
kDC key_sdc *4 KEY_SDC, 0577, sent by shifted delete-char key 
kDL key_sdl *5 KEY_SDL, 0600, sent by shifted delete-line key 
kEND key_send *7 KEY_SEND, 0602, sent by shifted end key 
kEOL key_seol *8 KEY_SEOL, 0603, sent by shifted clear-line key 
kEXT key_sexit *9 KEY_SEXIT, 0604, sent by shifted exit key 
kFND key_sfind *0 KEY_SFIND, 0605, sent by shifted find key 
kHLP key_shelp #1 KEY_SHELP, 0606, sent by shifted help key 
kHOM key_shome #2 KEY_SHOME, 0607, sent by shifted home key 
kIC key_sic #3 KEY_SIC, 0610, sent by shifted input key 
kLFT key_sleft #4 KEY_SLEFT, 0611, sent by shifted left-arrow key 
kMOV key_smove b KEY_SMOVE, 0613, sent by shifted move key 
kMSG key_smessage %a KEY_SMESSAGE, 0612, sent by 

shifted message key 
kNXT key_snext %c KEY_SNEXT, 0614, sent by shifted next key 
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(Continued) 
Cap- Variable Termcap __ Description 
name code 
kOPT key_soptions %d KEY_SOPTIONS, 0615, sent by 

shifted options key 
kPRT key_sprint Yof KEY_SPRINT, 0617, sent by shifted print key 
kPRV key_sprevious %e KEY_SPREVIOUS, 0616, sent by shifted prev key 
kRDO key_sredo Wg KEY_SREDO, 0620, sent by shifted redo key 
kRES key_srsume %j KEY_SRSUME, 0623, sent by shifted resume key 
kRIT key_sright %oi KEY_SRIGHT, 0622, sent by shifted right-arrow key 
kRPL key_sreplace %h KEY_SREPLACE, 0621, sent by shifted replace key 
kSAV key_ssave !] KEY_SSAVE, 0624, sent by shifted save key 
kSPD key_ssuspend 2 KEY_SSUSPEND, 0625, sent by shifted suspend key 
kUND key_sundo 13 KEY_SUNDO, 0626, sent by shifted undo key 
kal key_al K1 KEY_A1, 0534, upper left of keypad 
ka3 key_a3 K3 KEY_A3, 0535, upper right of keypad 
kb2 key_b2 K2 KEY_B2, 0536, center of keypad 
kbeg key_beg @1 KEY_BEG, 0542, sent by beg(inning) key 
kbs key_backspace kb KEY_BACKSPACE, 0407, sent by backspace key 
kcl key_cl K4 KEY_C1, 0537, lower left of keypad 
kc3 key_c3 K5 KEY_C3, 0540, lower right of keypad 
kcan key_cancel @2 KEY_CANCEL, 0543, sent by cancel key 
kcbt key_btab kB KEY_BTAB, 0541, sent by back-tab key 
kclo key_close @3 KEY_CLOSE, 0544, sent by close key 
kelr key_clear kC KEY_CLEAR, 0515, sent by clear-screen or erase key 
kemd key_command @4 KEY_COMMAND, 0545, sent by cmd 

(command) key 
kcpy key_copy @5 KEY_COPY, 0546, sent by copy key 
kert key_create @6 KEY_CREATE, 0547, sent by create key 
kctab key_ctab kt KEY_CTAB, 0525, sent by clear-tab key 
kcub1 key_left kl KEY_LEFT, 0404, sent by terminal left-arrow key 
kcud] key_down kd KEY_DOWN, 0402, sent by terminal 

down-arrow key 
kcuf1 key_right kr KEY_RIGHT, 0405, sent by terminal right-arrow key 
keuul key_up ku KEY_UP, 0403, sent by terminal up-arrow key 
kdch1 key_dc kD KEY_DC, 0512, sent by delete-character key 
kdl1 key_dl kL KEY_DL, 0510, sent by delete-line key 
ked key_eos ked KEY_EOS, 0516, sent by clear-to-end-of-screen key 
kel key_eol kE KEY_EOL, 0517, sent by clear-to-end-of-line key 
kend key_end @7 KEY_END, 0550, sent by end key 
kent key_enter @8 KEY_ENTER, 0527, sent by enter/send key 
kext key_exit @9 KEY_EXIT, 0551, sent by exit key 
kf0 key_f0 k0 KEY_F(0), 0410, sent by function key f0 
kfl key_f1 kl KEY_F(C), 0411, sent by function key f1 
kf10 key_f10 k; KEY_F(ADM), 0422, sent by function key f10 
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(Continued) 

Cap- Variable Termcap _ Description 

name code 

kf11 key_f11 Fl KEY_F(ADM), 0423, sent by function key f11 
kf12 key_f12 F2 KEY_F(ADM), 0424, sent by function key f12 
kf13 key_f13 F3 KEY_F(ADM), 0425, sent by function key f13 
kf14 key_f14 F4 KEY_F(ADM), 0426, sent by function key £14 
kf15 key_f15 F5 KEY_F(ADM), 0427, sent by function key f15 
kf16 key_f16 F6 KEY_F(ADM), 0430, sent by function key f16 
kf17 key_f17 F7 KEY_F(ADM), 0431, sent by function key f17 
kf18 key_f18 F8 KEY_F(ADM), 0432, sent by function key f18 
kf19 key_f19 F9 KEY_F(ADM), 0433, sent by function key f19 
kf2 key_f2 k2 KEY_F(S), 0412, sent by function key f2 

kf20 key_f20 FA KEY_F(20), 0434, sent by function key f20 
kf21 key_f21 FB KEY_F(21), 0435, sent by function key f21 
kf22 key_f22 FC KEY_F(22), 0436, sent by function key f22 
kf23 key_f23 FD KEY_F(23), 0437, sent by function key f23 
kf24 key_f24 FE KEY_F(24), 0440, sent by function key f24 
kf25 key_f25 FF KEY_F(25), 0441, sent by function key f25 
kf26 key_f26 FG KEY_F(26), 0442, sent by function key f26 
kf27 key_f27 FH KEY_F(27), 0443, sent by function key f27 
kf28 key_f28 FI KEY_F(28), 0444, sent by function key f28 
kf29 key_f29 FJ KEY_F(29), 0445, sent by function key f29 
kf3 key_f3 k3 KEY_F(S), 0413, sent by function key £3 

kf30 key_f30 FK KEY_F(S), 0446, sent by function key £30 
kf31 key_f31 FL KEY_F(S), 0447, sent by function key f31 
kf32 key_f32 FM KEY_F(S), 0450, sent by function key f32 
kf33 key_f33 FN KEY_F(ADM), 0451, sent by function key £33 
kf34 key_f34 FO KEY_F(S), 0452, sent by function key £34 
kf35 key_f35 FP KEY_F(S), 0453, sent by function key {35 
kf36 key_f36 FQ KEY_F(S), 0454, sent by function key £36 
kf37 key_f37 FR KEY_F(S), 0455, sent by function key £37 
kf38 key_f38 FS KEY_F(S), 0456, sent by function key £38 
kf39 key_f39 FT KEY_F(S), 0457, sent by function key £39 

kf4 key_f4 k4 KEY_F(F), 0414, sent by function key f4 

kf40 key_f40 FU KEY_F(40), 0460, sent by function key £40 
kf41 key_f41 FV KEY_F(41), 0461, sent by function key f41 
kf42 key_f42 FW KEY_F(42), 0462, sent by function key £42 
kf43 key_f43 FX KEY_F(43), 0463, sent by function key £43 
kf44 key_f44 FY KEY_F(44), 0464, sent by function key £44 
kf45 key_f45 FZ KEY_F(45), 0465, sent by function key f45 
kf46 key_f46 Fa KEY_F(46), 0466, sent by function key £46 
kf47 key_f47 Fb KEY_F(47), 0467, sent by function key £47 
kf48 key_f48 Fe KEY_F(48), 0470, sent by function key f48 
kf key_f5 k5 KEY_F(M), 0415, sent by function key £5 
kf50 key_f50 Fe KEY_F(50), 0472, sent by function key f50 
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(Continued) 

Cap- Variable Termcap Description 

name code 

kf51 key_f51 Ff KEY_F(51), 0473, sent by function key f51 

kf52 key_f52 Fg KEY_F(52), 0474, sent by function key f52 

k£53 key_f53 Fh KEY_F(53), 0475, sent by function key f53 

kf54 key_f54 Fi KEY_F(54), 0476, sent by function key f54 

kf55 key_f55 Fj KEY_F(55), 0477, sent by function key f55 

kf56 key_f56 Fk KEY_F(56), 0500, sent by function key f56 

kf57 key_f57 Fl KEY_F(57), 0501, sent by function key f57 

kf58 key_f58 Fm KEY_F(58), 0502, sent by function key [58 

kf59 key_f59 Fn KEY_F(59), 0503, sent by function key f59 

kf6 key_f6 k6 KEY_F(6), 0416, sent by function key f6 

kf60 key_f60 Fo KEY_F(60), 0504, sent by function key f60 

kf61 key_f61 Fp KEY_F(61), 0505, sent by function key f61 

kf62 key_f62 Fq KEY_F(62), 0506, sent by function key f62 

kf63 key_f63 Fr KEY_F(63), 0507, sent by function key f63 

kf7 key_f7 k7 KEY_F(7), 0417, sent by function key f7 

Kf8 key_f8 k8 KEY_F(8), 0420, sent by function key f8 

kf9 key_f9 k9 KEY_F(9), 0421, sent by function key f9 

kfnd key_find @0 KEY_FIND, 0552, sent by find key 

khip key_help %1 KEY_HELP, 0553, sent by help key 

khome  key_home kh KEY_HOME, 0406, sent by home key 

khts key_stab kT KEY_STAB, 0524, sent by set-tab key 

kichl key_ic kI KEY_IC, 0513, sent by ins-char/enter ins-mode key 
kill key_il kA KEY_IL, 0511, sent by insert-line key 

kind key_sf kF KEY_SF, 0520, sent by scroll-forward/down key 
kil key_ll kH KEY_LL, 0533, sent by home-down key 

kmov key_move %o4 KEY_MOVE, 0556, sent by move key 

kmrk key_mark %o2 KEY_MARK, 0554, sent by mark key 

kmsg key_message %3 KEY_MESSAGE, 0555, sent by message key 
knp key_npage kN KEY_NPAGE, 0522, sent by next-page key 

knxt key_next %5 KEY_NEXT, 0557, sent by next-object key 

kopn key_open %6 KEY_OPEN, 0560, sent by open key 

kopt key_options %o7 KEY_OPTIONS, 0561, sent by options key 

kpp key_ppage kP KEY_PPAGE, 0523, sent by previous-page key 
kprt key_print %9 KEY_PRINT, 0532, sent by print or copy key 
kprv key_previous %8 KEY_PREVIOUS, 0562, sent by previous-object key 
krdo key_redo %0 KEY_REDO, 0563, sent by redo key 

kref key_reference &l1 KEY_REFERENCE, 0564, sent by ref(erence) key 
kres key_resume &5 KEY_RESUME, 0570, sent by resume key 

krfr key_refresh &2 KEY_REFRESH, 0565, sent by refresh key 

kri key_sr kR KEY_SR, 0521, sent by scroll-backward/up key 
krmir key_eic kM KEY_EIC, 0514, sent by rmir or smir in insert mode 
krpl key_replace &3 KEY_REPLACE, 0566, sent by replace key 

krst key_restart &4 KEY_RESTART, 0567, sent by restart key 
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Cap- Variable Termcap Description 

name code 

ksav key_save &6 KEY_SAVE, 0571, sent by save key 

kslt key_select *6 KEY_SELECT, 0601, sent by select key 

kspd key_suspend &7 KEY_SUSPEND, 0627, sent by suspend key 

ktbc key_catab ka KEY_CATAB, 0526, sent by clear-all-tabs key 

kund key_undo &8 KEY_UNDO, 0630, sent by undo key 

1f0 lab_f0 10 Labels on function key f0 if not f0 

lf1 lab_f1 11 Labels on function key f1 if not f1 

1f10 lab_f10 la Labels on function key f10 if not £10 

1f2 lab_f2 12 Labels on function key f2 if not f2 

1f3 lab_f3 13 Labels on function key f3 if not f3 

1f4 lab_f4 14 Labels on function key f4 if not f4 

1f5 lab_f5 I5 Labels on function key f5 if not f5 

1f6 lab_f6 16 Labels on function key f6 if not f6 

1f7 lab_f7 17 Labels on function key f7 if not f7 

1f8 lab_f8 18 Labels on function key £8 if not £8 

1f9 lab_f9 19 Labels on function key f9 if not f9 

I cursor_to_ll ll Last line, first column (if no cup) 

Ipi change_line_pitch ZB Change number of lines per inch ** 

ma max_attributes ma Maximum combined video attributes 
terminal can display 

mc0 print_screen ps Print contents of the screen 

mc4 prtr_off pf Turn off the printer 

mcs prtr_on po Turn on the printer 

mcSp prtr_non pO Turn on the printer for #1 bytes 

mcub parm_left_micro Zg Like parm_left_cursor for micro adjust. +* 

mcub1l micro_left Za Like cursor_left for micro adjustment 

mcud parm_down_micro Zf Like parm_down_cursor for micro adjust. (G*) 

mcud1 micro_down ZZ Like cursor_down for micro adjustment 

mcuf parm_right_micro Zh Like parm_right_cursor for micro adjust. +* 

mcuf1 micro_right Zb Like cursor_right for micro adjustment 

mcuu parm_up_micro Zi Like parm_up_cursor for micro adjust. ** 

mcuul micro_up Zd Like cursor_up for micro adjustment 

mgce clear_margins MC Clear all margins (top, bottom, and sides) 

mhpa micro_column_address ZY Like column_address for micro adjustment ** 

mrcup cursor_mem_address CM Memory relative cursor addressing (G) 

mvpa micro_row_address Zc Like row_address for micro adjustment ** 

ndscr non_dest_scroll_region ND Scrolling region is non-destructive 

nel newline nw Newline (behaves like cr followed by If) 

oc orig_colors oc Set all color(-pair)s to the original ones 

op orig_pair op Set default color-pair to the original one 

pad pad_char pe Pad character (rather than null) 

pause fixed_pause PA Pause for 2-3 seconds 
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(Continued) 

Cap- Variable Termcap Description 

name code 

pfkey pkey_key pk Prog funct key #1 to type string #2 

pfloc pkey_local pl Prog funct key #1 to execute string #2 

pfx pkey_xmit px Prog funct key #1 to xmit string #2 

pln plab_norm pn Prog label #1 to show string #2 

porder order_of_pins Ze Matches software bits to print-head pins 
prot enter_protected_mode mp Turn on protected mode 

pulse pulse PU Select pulse dialing 

qdial quick_dial QD Dial phone number #1, without progress detection 
rbim stop_bit_image Zs End printing bit image graphics 

rc restore_cursor Tc Restore cursor to position of last sc 

rcsd stop_char_set_def Zt End definition of a character set 

rep repeat_char rp Repeat char #1 #2 times (G*) 

rev enter_reverse_mode mr Turn on reverse video mode 

rf reset_file rf Name of file containing reset string 

rfi req_for_input RF Send next input char (for ptys) 

ri scroll_reverse sr Scroll text down 

rin parm_rindex SR Scroll backward #1 lines. (G) 

ritm exit_italics_mode ZR Disable italics 

rlm exit_leftward_mode ZS Enable rightward (normal) carriage motion 
rmacs exit_alt_charset_mode ae End alternate character set 

rmam exit_am_mode RA Turn off automatic margins 

rmclk remove_clock RC Remove time-of-day clock 

rmcup exit_ca_mode te String to end programs that use cup 
rmdc exit_delete_mode ed End delete mode 

rmicm exit_micro_mode ZT Disable micro motion capabilities 

rmir exit_insert_mode el End insert mode 

rmkx keypad_local ke Out of “keypad-transmit” mode 

rmin label_off LF Turn off soft labels 

rmm meta_off mo Turn off "meta mode" 

rmp char_padding rP Like ip but when in replace mode 

rmso exit_standout_mode se End standout mode 

rmul exit_underline_mode ue End underscore mode 

rmxon exit_xon_mode RX Turn off xon/xoff handshaking 

rsl reset_1string rl Reset terminal completely to sane modes 
rs2 reset_2string 12 Reset terminal completely to sane modes 
rs3 reset_3string 13 Reset terminal completely to sane modes 
rshm exit_shadow_mode ZU Disable shadow printing 

rsubm exit_subscript_mode ZV Disable subscript printing 

rsupm exit_superscript_mode ZW Disable superscript printing 

rum exit_upward_mode ZX Enable downward (normal) carriage motion 
rwidm exit_doublewide_mode ZQ Disable double wide printing 

sbim start_bit_image Zq Start printing bit image graphics ** 

sc save_cursor sc Save cursor position 
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Cap- Variable Termcap _ Description 

name code 

sclk set_clock SC Set time-of-day clock 

scp set_color_pair sp Set current color-pair 

SCs select_char_set Zj Select character set ** 

scsd start_char_set_def Zr Start definition of a character set ** 
sdrfq enter_draft_quality ZG Set draft quality print 

setb set_background Sb Set current background color 

setf set_foreground Sf Set current foreground color 

ser set_attributes sa Define the video attributes #1-#9 (G) 
sgr0 exit_attribute_mode me Turn off all attributes 

sitm enter_italics_mode ZH Enable italics 

slm enter_leftward_mode ZI Enable leftward carriage motion 
smacs enter_alt_charset_mode as Start alternate character set 

smam enter_am_mode SA Turn on automatic margins 

smcup enter_ca_mode ti String to begin programs that use cup 
smdc enter_delete_mode dm Delete mode (enter) 

smgb set_bottom_margin Zk Set bottom margin at current line 
smgbp set_bottom_margin_parm Zl Set bottom margin at line #1 ** 
sme} set_left_margin ML Set left margin at current line 
smglp set_left_margin_parm zm Set left margin at column #1 ** 
smegr set_right_margin MR Set right margin at current column 
smgrp set_right_margin_parm Zn Set right margin at column #1 *+# 
smet set_top_margin Zo Set top margin at current line 
smegtp set_top_margin_parm Zp Set top margin at line #1 ** 

smicm enter_micro_mode ZJ Enable micro motion capabilities 
smir enter_insert_mode im Insert mode (enter) 

smkx keypad_xmit ks Put terminal in “keypad-transmit” mode 
smin label_on LO Turn on soft labels 

smm meta_on mm Turn on “meta mode” (8th bit) 
smso enter_standout_mode sO Begin standout mode 

smxon enter_xon_mode SX Turn on xon/xoff handshaking 
sniq enter_near_letter_quality ZK Set near-letter quality print 

snrmq enter_normal_quality ZL Set normal quality print 

sshm enter_shadow_mode ZM Enable shadow printing 

ssubm enter_subscript_mode ZN Enable subscript printing 

ssupm enter_superscript_mode ZO Enable superscript printing 

subcs subscript_characters Zu List of “subscript-able” characters 
sum enter_upward_mode ZP Enable upward carriage motion 
supcs superscript_characters Zv List of “superscript-able” characters 
swidm enter_doublewide_mode ZF Enable double wide printing 

tbc clear_all_tabs ct Clear all tab stops 

tone tone TO Select touch tone dialing 

tsl to_status_line ts Go to status line, col #1 (G) 

ud user0 uO User string 0 


(Continued on next page) 
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(Continued) 

Cap- Variable Termcap Description 

name code 

ul user1 ul User string 1 

u2 user2 u2 User string 2 

u3 user3 u3 User string 3 

u4 user4 u4 User string 4 

u5 user5 ud User string 5 

u6 user6 u6 User string 6 

u7 user7 u7 User string 7 

u8 user8 u8 User string 8 

u9 user9 u9 User string 9 

uc underline_char uc Underscore one char and move past it 

up cursor_up cuul Upline (cursor up) 

vpa row_address cv Vertical position absolute (G) 

wait wait_tone WA Wait for dial tone 

wind set_window wi Current window is lines #1-#2 cols #3-#4 (G) 

wingo goto_window WG Got to window #1 

wnum maximum_windows MW Maximum number of definable windows 

xoffc xoff_character XF X-off character 

xOnc xon_character XN X-on character 

zero zero_motion Zx No motion for the subsequent character 
Sample entry 


The following entry for the AT&T 610 terminal is among the more complex 
entries in the terminfo file. 


610 | 610bct | ATT610 | att610 | AT&T 610; 80 column; 98key keyboard 
am, eslok, hs, mir, msgr, xenl, xon, 
cols#80, it#8, 1lh#2, lines#24, lw#8, nlab#8, ws1#80; 
acsc=‘‘aaffgg)j)kkllmmnnooppqarrssttuuvvwwxxyyzz{{ | | }}77, 
bel="G, blink=\E[5m, bold=\E{1m, cbt=\E[(Z, 
Civis=\E[?251, clear=\E[H\E[J, cnorm=\E[?25h\E[?121, 
cr=\r, csr=\E[%i%pl%d;%p2%dr, cub=\E[%p1%dD, cubl=\b, 
cud=\E[(%p1%dB, cudl=\E[B, cuf=\E[%pl1%dc, cufl=\E[C, 
cup=\E[%i%p1%d;%p2%dH, cuu=\E[%pl%dA, cuul=\E[A, 
Cvvis=\E[?12;25h, dch=\E[%p1%dP, dchl=\E[P, dim=\E[2m, 
dl=\E[%p1%dM, dll=\E(M, ed=\E[J, el=\E[K, el1=\E[1K, 
flash=\E[?5h$<200>\E(2?51, fsl=\E8, home=\E[H, ht=\t, 
ich=\E[%p1%d@, il=\E(%p1%dL, ill=\E[L, ind=\ED, 
invis=\E[(8m, 
isl=\E(8;0 | \E(?3;4;5;13;151\E[13;201\E[?7h\E[12h\E(B\E)0, 
is2=\E[0m*0O, is3=\E(B\E)0, kLFT=\E[\s@, kRIT=\E[\sA, 
kbs=\b, kebt=\E(Z, kclr=\E[2J, kcubl=\E[D, kcud1l=\E[B, 
kcuf1=\E[C, kcuul=\E({A, kfl=\E0Oc, kf10=\ENp, 
kf11=\ENq, kf12=\ENr, kf£13=\ENs, kf14=\ENt, kf2=\EOd, 
k£3=\EOe, kf4=\EOf, kf£5=\EOg, kf£6=\EOh, kf7=\EOi, 
k£8=\EOj), kf£9=\ENo, khome=\E[H, kind=\E(S, kri=\E[T, 
L1=\E(24H, mc4=\E[?4i, mcS=\E[?5i, nel=\EE, 
pf£x=\E[%p1$d; 3p2%1%302dq\s\s\sF%pl%ld\s\s\s\s\s 
\s\s\s\s\s\s%p2%s, 
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pin=\E[%p1%d;0;0;0q%p2%:-16.16s, rc=\E8, rev=\E[7m, 

ri=\EM, rmacs="0, rmir=\E&[41, rmin=\E(2p, rmso=\E[m, 

rmul=\E(m, rs2=\Ec\E({?31, sc=\E7, 

sgr=\E(0%8?Spo%c; 13; 82sp5ht;2%;3?sp2st ; 4B; $2$p4ses Ss; 
S?$P3$p1S | BL; 73; S$?Sp7St ; BS; ms27SpIst “NSe°O$;, 

sgr0=\E({m°O, smacs="N, smir=\E[4h, smln=\E[p, 

smso=\E(7m, smul=\E[4m, tsl=\E7\E[25;%itpl$dx, 


Types of capabilities in the sample entry 


The sample entry shows the formats for the three types of terminfo capabilities 
listed: Boolean, Numeric, and String. The names of Boolean capabilities are 
often listed as abbreviations or acronyms, such as am (short for “automatic 
margins”) in the sample entry. (“Automatic margins” is a short description of 
an automatic return and linefeed when the end of a line is reached.) 


Numeric capabilities are followed by the character “#” and then the value. 
Thus, in the sample, cols (which shows the number of columns available on a 
terminal) gives the value 80 for the AT&T 610. (Values for numeric capabilities 
may be specified in decimal, octal or hexadecimal, using normal C conven- 
tions.) 


Finally, string-valued capabilities such as el (clear to end-of-line sequence) are 
listed by a two- to five-character capname, an “=”, and a string ended by the 
next occurrence of a comma. A delay in milliseconds may appear anywhere 
in such a capability, enclosed in $<..> brackets, as in el=\EK$<3>. Padding 
characters are supplied by tputs(). The delay can be any of the following: a 
number (5), a number followed by a “ *” (5*), a number followed by a “/” 
(5/), or a number followed by both (5*/). A “*” shows that the padding 
required is proportional to the number of lines affected by the operation, and 
the amount given is the per-affected-unit padding required. (In the case of 
insert characters, the factor is still the number of lines affected. This is always 
1 unless the terminal has in and the software uses it.) When a “*” is speci- 
fied, it is sometimes useful to give a delay of the form 3.5 to specify a delay 
per unit to tenths of milliseconds. (Only one decimal place is allowed.) 


A “/” indicates that the padding is mandatory. Absence of a “/” is not 
shown, if the terminal has xon defined. Padding information is advisory and 
will be used only for cost estimates or when the terminal is in raw mode. 
Mandatory padding will be transmitted regardless of the setting of xon. 


A number of escape sequences are provided in the string valued capabilities 
for easy encoding of characters there. Both \E and \e map to an ESCAPE char- 
acter, *x maps to a control-x for any appropriate x, and the sequences \n, \1, 
\r, \t, \b, \f, and \s give a newline, linefeed, return, tab, backspace, formfeed, 
and space, respectively. Other escapes include: \* for caret (*); \\ for 
backslash (\); \, for comma (,); \: for colon (:); and \O for null. (\0 will 
actually produce \200, which does not terminate a string but behaves as a null 
character on most terminals.) Finally, characters may be given as three octal 
digits after a backslash (for example, \123). 
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Sometimes individual capabilities must be commented out. To do this, put a 
period before the capability name. For example, see the second ind in the 
example above. Note that capabilities are defined in a left-to-right order and, 
therefore, a prior definition will override a later definition. 


Preparing descriptions 

The most effective way to prepare a terminal description is by imitating the 
description of a similar terminal in terminfo and building up a description gra- 
dually, using partial descriptions with vi(C) to check that they are correct. Be 
aware that a very unusual terminal may expose deficiencies in the ability of 
the terminfo file to describe it or the inability of vi(C) to work with that termi- 
nal. To test a new terminal description, set the environment variable TER- 
MINFO to a pathname of a directory containing the compiled description you 
are working on: programs will then look there rather than in /usr/lib/terminfo. 
To get the padding for insert-line correct (if the terminal manufacturer did not 
document it) a severe test is to comment out xon, edit a large file at 9600 baud 
with vi(C), delete 16 or so lines from the middle of the screen, then hit the “u” 
key several times quickly. If the display is corrupted, more padding is usually 
needed. A similar test can be used for insert-character. 


1.1 Basic capabilities 


The number of columns on each line for the terminal is given by the cols 
numeric capability. If the terminal has a screen, then the number of lines on 
the screen is given by the lines capability. If the terminal can clear its screen, 
leaving the cursor in the home position, then this is given by the clear string 
capability. If the terminal overstrikes (rather than clearing a position when a 
character is struck over) then it should have the os capability. If the terminal 
is a printing terminal, with no soft copy unit, give it both he and os. (os 
applies to storage scope terminals, such as the Tektronix 4010 series, as well as 
hard-copy and APL terminals.) If there is a code to move the cursor to the left 
edge of the current row, give this as cr. (Normally this will be carriage return, 
control M.) If there is a code to produce an audible signal (such as a bell or a 
beep), specify it as bel. If the terminal uses the xon-xoff flow-control protocol, 
like most terminals, specify xon. 


If there is a code to move the cursor one position to the left (such as back- 
space), that capability should be given as cub1. Similarly, codes to move to 
the right, up, and down should be given as cuf1, cuu1, and cud1. These local 
cursor motions should not alter the text they pass over; for example, you 
would not normally use “cuf1=\s” because the space would erase the charac- 
ter moved over. 


A very important point here is that the local cursor motions encoded in ter- 
minfo are undefined at the left and top edges of a screen terminal. Programs 
should never attempt to backspace around the left edge, unless bw is given, 
and should never attempt to go up locally off the top. In order to scroll text 
up, a program will go to the bottom left corner of the screen and send the ind 
(index) string. 
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To scroll text down, a program goes to the top left corner of the screen and 
sends the ri (reverse index) string. The strings ind and ri are undefined when 
not on their respective corners of the screen. 


Parameterized versions of the scrolling sequences are indn and rin which 
have the same semantics as ind and ri except that they take one parameter, 


and scroll that many lines. They are also undefined except at the appropriate 
edge of the screen. 


If the terminal wraps around to the beginning of the next line when it reaches 
the right margin, then it should have the am capability. The am capability 
tells whether the cursor sticks at the right edge of the screen when text is out- 
put, but this does not necessarily apply to a cuf1 from the last column. The 
only local motion which is defined from the left edge is if bw is given: then a 
cub1 from the left edge will move to the right edge of the previous row. If bw 
is not given, the effect is undefined. This is useful for drawing a box around 
the edge of the screen, for example. If the terminal has switch selectable 
automatic margins, the terminfo file usually assumes that this is on; that is, am. 
If the terminal has a command which moves to the first column of the next 
line, that command can be given as nel (newline). It does not matter if the 
command clears the remainder of the current line, so if the terminal has no cr 
and If it may still be possible to craft a working nel out of one or both of them. 


These capabilities suffice to describe hardcopy and screen terminals. Thus the 
model 33 teleprinter is described as: 
he, os, xon 
cols#72, 
bel="G, cr=\r, cudl=\n, ind=\n, 


while the Lear Siegler ADM-3 is described as: 


adm3 |lsi adm3, 
am, bel=*G, clear=*2, cols#80, cr="M, cubl="H, 
cudl="J, ind="J, lines#24, 


1.2 Parameterized strings 


Cursor addressing and other strings requiring parameters in the terminal are 
described by a parameterized string capability, with printf(S) -like escapes 
(%x) in it. For example, to address the cursor, the cup capability is given, 
using two parameters: the row and column to address to. (Rows and 
columns are numbered from zero and refer to the physical screen visible to 
the user, not to any unseen memory.) If the terminal has memory-relative 
cursor addressing, that can be indicated by mrcup. 


The parameter mechanism uses a stack and special % codes to manipulate it 
in the manner of a Reverse Polish Notation (postfix) calculator. Typically, a 
sequence will push one of the parameters onto the stack and then print it in 
some format. Often more complex operations are necessary. Binary opera- 
tions are in postfix form with the operands in the usual order. That is, to get 
x-5 one would use %gx%{5}%-. 
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The % encodings have the following meanings: 


YoYo outputs ‘%’ 
%[[:]flags][width|.precision] |[doxXs] 
as in printf, flags are [-+#] and space 


%oC print pop() gives Yoc 
%p[1-9] push pe parm 

%P[a-z] set variable [a-z] to pop() 
%gla-Z] get variable [a-z] and push it 
%'c’ push char constant c 

%{nn} push decimal constant nn 
%l push strlen(pop( )) 


%+ Y- Y* No / %mM 

arithmetic (%m is mod): push(pop() op pop()) 
%&e Yo | Yo" bit operations: push(pop() op pop()) 
Y= Y> Y< logical operations: push(pop() op pop()) 


VA %O logical operations: and, or 
Yo! Yo™ unary operations: push(op pop()) 
%i (for ANSI terminals) 


add 1 to first parm, if one parm present, 
or first two parms, if more than one parm present. 


%? expr Yt thenpart %e elsepart %; 
if-then-else, %e elsepart is optional; 
else-if’s are possible ala Algol 68: 
%? Cc %t b, %e Cy %ot b, %e C, %ot b, %e C, %ot b, %e b.%; 


c, are conditions, b. are bodies. 


If the “-” flag is used with “%[doxXs]”, then a colon (:) must be placed 
between the “%” and the “-” to differentiate the flag from the binary “%-” 
operator, for example, “%:-16.16s”. 


Consider the Hewlett-Packard 2645, which, to get to row 3 and column 12, 
needs to be sent \E&a12c03Y padded for 6 milliseconds. Note that the order 
of the rows and columns is inverted here, and that the row and column are 
zero-padded as two digits. Thus’ its cup capability is 
“cup=\E&a%p2%2.2dc%p1%2.2dY$<6>”. 


The Micro-Term ACT-IV needs the current row and column sent preceded by a 
“T, with the row and column. simply encoded in_ binary, 
“cup=*T%p1%c%p2%c”. Terminals which use “%c” need to be able to back- 
space the cursor (cub1), and to move the cursor up one line on the screen 
(cuul). This is necessary because it is not always safe to transmit \n, ~D, and 
\r, as the system may change or discard them. (The library routines dealing 
with terminfo set tty modes so that tabs are never expanded, so \t is safe to 
send. This turns out to be essential for the Ann Arbor 4080.) 
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A final example is the LS! ADM-3a, which uses row and column offset by a 
blank character, thus “cup=\E=%p1%'\s'%+%c%p2%'\s’'%+%c”. After send- 
ing “\E=", this pushes the first parameter, pushes the ASCII value for a space 
(S), adds them (pushing the sum on the stack in place of the two previous 
values), and outputs that value as a character. Then the same is done for the 
second parameter. More complex arithmetic is possible using the stack. 


1.3 Cursor motions 


If the terminal has a fast way to home the cursor (to very upper left corner of 
screen) then this can be given as home; similarly a fast way of getting to the 
lower left-hand corner can be given as Il; this may involve going up with cuul 
from the home position, but a program should never do this itself (unless Il 
does) because it can make no assumption about the effect of moving up from 
the home position. Note that the home position is the same as addressing to 
(0,0): to the top left corner of the screen, not of memory. (Thus, the \EH 
sequence on Hewlett-Packard terminals cannot be used for home without los- 
ing some of the other features on the terminal.) 


If the terminal has row or column absolute-cursor addressing, these can be 
given as single parameter capabilities hpa (horizontal position absolute) and 
vpa (vertical position absolute). Sometimes these are shorter than the more 
general two-parameter sequence (as with the Hewlett-Packard 2645) and can 
be used in preference to cup. If there are parameterized local motions (for 
example, move n spaces to the right) these can be given as cud, cub, cuf, and 
cuu with a single parameter indicating how many spaces to move. These are 
primarily useful if the terminal does not have cup, such as the Tektronix 4025. 


1.4 Area clears 


If the terminal can clear from the current position to the end of the line, leav- 
ing the cursor where it is, this should be given as el. If the terminal can clear 
from the beginning of the line to the current position inclusive, leaving the 
cursor where it is, this should be given as el1. If the terminal can clear from 
the current position to the end of the display, then this should be given as ed. 
ed is only defined from the first column of a line. (Thus, it can be simulated 
by a request to delete a large number of lines, if a true ed is not available.) 


1.5 Insert/ldelete line 


If the terminal can open a new blank line before the line where the cursor is, 
this should be given as il1; this is done only from the first position of a line. 
The cursor must then appear on the newly blank line. If the terminal can 
delete the line which the cursor is on, then this should be given as dl1; this is 
done only from the first position on the line to be deleted. Versions of il1 and 
dl1 which take a single parameter and insert or delete that many lines can be 
given as il and dl. 


If the terminal has a settable destructive scrolling region (like the VT100) the 
command to set this can be described with the csr capability, which takes two 
parameters: the top and bottom lines of the scrolling region. The cursor pos!- 
tion is, unfortunately, undefined after using this command. It is possible to 
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get the effect of insert or delete line using this command -- the sc and re (save 
and restore cursor) commands are also useful. Inserting lines at the top or 
bottom of the screen can also be done using ri or ind on many terminals 
without a true insert/delete line, and is often faster even on terminals with 
those features. 


To determine whether a terminal has destructive scrolling regions or non- 
destructive scrolling regions, create a scrolling region in the middle of the 
screen, place data on the bottom line of the scrolling region, move the cursor 
to the top line of the scrolling region, and do a reverse index (ri) followed by a 
delete line (dl1) or index (ind). If the data that was originally on the bottom 
line of the scrolling region was restored into the scrolling region by the dl1 or 
ind, then the terminal has non-destructive scrolling regions. Otherwise, it has 
destructive scrolling regions. Do not specify csr if the terminal has non- 
destructive scrolling regions, unless ind, ri, indn, rin, dl, and dl1 all simulate 
destructive scrolling. 


If the terminal has the ability to define a window as part of memory, which all 
commands affect, it should be given as the parameterized string wind. The 
four parameters are the starting and ending lines in memory and the starting 
and ending columns in memory, in that order. 


If the terminal can retain display memory above, then the da capability 
should be given; if display memory can be retained below, then db should be 
given. These indicate that deleting a line or scrolling a full screen may bring 
non-blank lines up from below or that scrolling back with ri may bring down 
non-blank lines. 


1.6 Insert/delete character 


There are two basic kinds of intelligent terminals with respect to insert /delete 
character operations which can be described using terminfo. The most com- 
mon insert/delete character operations affect only the characters on the 
current line and shift characters off the end of the line rigidly. Other termi- 
nals, such as the Concept 100 and the Perkin Elmer Owl, make a distinction 
between typed and untyped blanks on the screen, shifting upon an insert or 
delete only to an untyped blank on the screen which is either eliminated, or 
expanded to two untyped blanks. You can determine the kind of terminal you 
have by clearing the screen and then typing text separated by cursor motions. 
Type “abc def” using local cursor motions (not spaces) between the abe and 
the def. Then position the cursor before the abc and put the terminal in insert 
mode. If typing characters causes the rest of the line to shift rigidly and char- 
acters to fall off the end, then your terminal does not distinguish between 
blanks and untyped positions. If the abc shifts over to the def which then 
move together around the end of the current line and onto the next as you 
insert, you have the second type of terminal, and should give the capability 
in, which stands for “insert null”. While these are two logically separate 
attributes (one line versus multiline insert mode, and special treatment of 
untyped spaces) no terminals whose insert mode cannot be described with the 
single attribute have been seen. 
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terminfo can describe both terminals which have an insert mode and terminals 
which send a simple sequence to open a blank position on the current line. 
Give as smir the sequence to get into insert mode. Give as rmir the sequence 
to leave insert mode. Now give as ich1 any sequence needed to be sent just 
before sending the character to be inserted. Most terminals with a true insert 
mode will not give ich1; terminals which send a sequence to open a screen 
position should give it here. (If your terminal has both, insert mode is usually 
preferable to ich1. Do not give both unless the terminal actually requires both 
to be used in combination.) If post-insert padding is needed, give this as a 
number of milliseconds padding in ip (a string option). Any other sequence 
which may need to be sent after an insert of a single character may also be 
given in ip. If your terminal needs both to be placed into an ‘insert mode’ and 
a special code to precede each inserted character, then both smir/rmir and 
ich1 can be given, and both will be used. The ich capability, with one param- 
eter, n, will insert n blanks. 


If padding is necessary between characters typed while not in insert mode, 
give this as a number of milliseconds padding in rmp. 


It is occasionally necessary to move around while in insert mode to delete 
characters on the same line (for example, if there is a tab after the insertion 
position). If your terminal allows motion while in insert mode you can give 
the capability mir to speed up inserting in this case. Omitting mir will affect 
only speed. Some terminals (notably Datamedia’s) must not have mir 
because of the way their insert mode works. 


Finally, you can specify dch1 to delete a single character, dch with one param- 
eter, n, to delete n characters, and delete mode by giving smdc and rmdc to 
enter and exit delete mode (any mode the terminal needs to be placed in for 
dch1 to work). 


A command to erase n characters (equivalent to outputting n blanks without 
moving the cursor) can be given as ech with one parameter. 


1.7 Highlighting, underlining, and visible bells 


Your terminal may have one or more kinds of display attributes that allow 
you to highlight selected characters when they appear on the screen. The fol- 
lowing display modes (shown with the names by which they are set) may be 
available: a blinking screen (blink), bold or extra-bright characters (bold), dim 
or half-bright characters (dim), blanking or invisible text (invis), protected text 
(prot), a reverse-video screen (rev), and an alternate character set (smacs to 
enter this mode and rmacs to exit it). (If a command is necessary before you 
can enter alternate character set mode, give the sequence in enacs or “enable 
alternate-character-set” mode.) Turning on any of these modes singly may or 
may not turn off other modes. 


If you set any display attributes for highlighting, you will also want to pro- 
vide the capability for turning them off. To do so, set sgr0. 
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You should choose one display method as standout mode (see curses(S)) and 
use it to highlight error messages and other kinds of text to which you want to 
draw attention. Choose a form of display that provides strong contrast but 
that is easy on the eyes. (We recommend reverse-video plus half-bright or 
reverse-video alone.) The sequences to enter and exit standout mode are 
given as smso and rmso, respectively. If the code to change into or out of 
standout mode leaves one or even two blank spaces on the screen, as the TVI 
912 and Teleray 1061 do, then xmc should be given to tell how many spaces 
are left. 


Codes to begin underlining and end underlining can be given as smul and 
rmul, respectively. If the terminal has a code to underline the current charac- 
ter and move the cursor one space to the right, such as the Micro-Term MIME, 
this can be given as uc. 


For historical reasons, some programs interpret rmso, rmul to mean “turn off 
all attributes”, not just standout and underline, respectively. 


If there is a sequence to set arbitrary combinations of modes, this should be 
given as sgr (set attributes), taking nine parameters. Each parameter is either 
0 or non-zero, as the corresponding attribute is on or off. The nine parameters 
are, in order: standout, underline, reverse, blink, dim, bold, blank, protect, 
alternate character set. Not all modes need to be supported by sgr; only those 
for which corresponding separate attribute commands exist should be sup- 
ported. (See the example at the end of this section.) 


Terminals with the “magic cookie” glitch (xmc) deposit special “cookies” 
when they receive mode-setting sequences, which affect the display algorithm 
rather than having extra bits for each character. Some terminals, such as the 
Hewlett-Packard 2621, automatically leave standout mode when they move 
to a new line or the cursor is addressed. Programs using standout mode 
should exit standout mode before moving the cursor or sending a newline, 
unless the msgr capability, asserting that it is safe to move in standout mode, 
is present. 


If the terminal has a way of flashing the screen to indicate an error quietly (a 
bell replacement), then this can be given as flash; it must not move the cursor. 
A good flash can be done by changing the screen into reverse video, pad for 
200 ms, then return the screen to normal video. 


If the cursor needs to be made more visible than normal when it is not on the 
bottom line (for example, to make a non-blinking underline into an easier-to- 
find block or blinking underline) give this sequence as cvvis. The boolean 
chts should also be given. If there is a way to make the cursor completely 
invisible, give that as civis. The capability cnorm should be given which 
undoes the effects of either of these modes. 
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If the terminal needs to be in a special mode when running a program that 
uses these capabilities, the codes to enter and exit this mode can be given as 
smcup and rmcup. This arises, for example, from terminals, such as the Con- 
cept, with more than one page of memory. If the terminal has only memory 
relative cursor addressing and not screen relative cursor addressing, a one 
screen-sized window must be fixed into the terminal for cursor addressing to 
work properly. This is also used for the Tektronix 4025, where smcup sets the 
command character to be the one used by terminfo. If the smcup sequence will 
not restore the screen after a rmcup sequence is output (to the state prior to 
outputting rmcup), specify nrrmc. 


If your terminal generates underlined characters by using the underline char- 
acter (with no special codes needed) even though it does not otherwise over- 
strike characters, then you should give the capability ul. For terminals where 
a character overstriking another leaves both characters on the screen, give the 
capability os. If overstrikes are erasable with a blank, then this should be indi- 
cated by giving eo. 


Example of highlighting: assume that the terminal under question needs the 
following escape sequences to turn on various modes. 


Tparm Attribute Escape sequence 
parameter 
none \E[Om 
pl standout \E[0;4;7m 
p2 underline \E[0;3m 
p3 reverse \E[0;4m 
p4 blink \E[0;5m 
po dim \E[0;7m 
p6 bold \E[0;3;4m 
p7 invis \E[0;8m 
protect not available 
p9 altcharset AO (off) ~N(on) 


Note that each escape sequence requires a 0 to turn off other modes before 
turning on its own mode. Also note that, as suggested above, standout is set 
up to be the combination of reverse and dim. Also, because this terminal has 
no bold mode, bold is set up as the combination of reverse and underline. In 
addition, to allow combinations, such as underline+blink, the sequence to use 
would be \E[0;3;5m. The terminal does not have protect mode, either, but that 
cannot be simulated in any way, so is ignored. The altcharset mode is dif- 
ferent in that it is either ~O or ~N, depending on whether it is off or on. If all 
modes were to be turned on, the sequence would be \ E[0;3;4;5;7;8m-N. 
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Now look at when different sequences are output. For example, ;3 is output 
when either p2 or p6 is true; that is, if either underline or bold modes are turned 
on. Writing out the above sequences, along with their dependencies, gives the 


following: 

Sequence When to output Terminfo translation 

\E[0 always \E[O 

3 if p2 or p6 %? Vp2Vopb6% | Yot;3%; 

4 if pl or p3 Or p6 %? Yp1%p3% | “pb % | %t;4%; 
25 if p4 %o? Pp4%t;5%; 

of if pl or po %? Yp1%p5% | %ot;7%; 

8 if p7 %o? Yop7 Vt ;8%; 

m always m 

“N or *O if p9 ~N, else ~O %? VpIVt*N%e*O%; 


Putting this all together into the sgr sequence gives: 


sgr=\E[0%?%p2%p6% ot;3%;%o? Yop 1%op3% | Yopb6%o | 34%; Yo? Vp5%ot;5%; 
Yo? Yp1Vp5% | Yt;7%;%o? Vop7 Vot;8%;M%? WpIVt ~N%e*O%;, 


1.8 Keypad 


If the terminal has a keypad that transmits codes when the keys are pressed, 
this information can be given. Note that it is not possible to handle terminals 
where the keypad only works in local (this applies, for example, to the 
unshifted Hewlett-Packard 2621 keys). If the keypad can be set to transmit or 
not transmit, give these codes as smkx and rmkx. Otherwise the keypad is 
assumed to transmit. 


The codes sent by the left arrow, right arrow, up arrow, down arrow, and 
home keys can be given as kcub1, kcuf1, kcuu1, kcud1, and khome respec- 
tively. If there are function keys such as f0, f1, ..., 63, the codes they send can 
be given as kf0, kf1, ..., kf63. If the first 11 keys have labels other than the 
default f0 through f10, the labels can be given as 1f0, 1f1, ..., 1f10. The codes 
transmitted by certain other special keys can be given: kll (home down), kbs 
(backspace), ktbe (clear all tabs), kctab (clear the tab stop in this column), kelr 
(clear screen or erase key), kdch1 (delete character), kdl1 (delete line), krmir 
(exit insert mode), kel (clear to end of line), ked (clear to end of screen), kich1 
(insert character or enter insert mode), kil1 (insert line), knp (next page), kpp 
(previous page), kind (scroll forward /down), kri (scroll backward/up), khts 
(set a tab stop in this column). In addition, if the keypad has a 3 by 3 array of 
keys including the four arrow keys, the other five keys can be given as kal, 
ka3, kb2, kc1, and kc3. These keys are useful when the effects of a 3 by 3 
ane pad are needed. Further keys are defined above in the capabilities 
ist. 
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Strings to program function keys can be given as pfkey, pfloc, and pfx. A 
string to program their soft-screen labels can be given as pln. Each of these 
strings takes two parameters: the function key number to program (from 0 to 
10) and the string to program it with. Function key numbers out of this range 
may program undefined keys in a terminal-dependent manner. The differ- 
ence between the capabilities is that pfkey causes pressing the given key to 
give the same result as the user typing the given string; pfloc causes the string 
to be executed by the terminal in local mode; and pfx causes the string to be 
transmitted to the computer. The capabilities nlab, lw, and lh define how 
many soft labels there are and their width and height. If there are commands 
to turn the labels on and off, give them in smIn and rmin. smln is normally 
output after one or more pln sequences to make sure that the change becomes 
visible. 


1.9 Tabs and initialization 


If the terminal has hardware tabs, the command to advance to the next tab 
stop can be given as ht (usually control I). A “backtab” command which 
moves left to the next tab stop can be given as cbt. By convention, if the tele- 
type modes indicate that tabs are being expanded by the computer rather than 
being sent to the terminal, programs should not use ht or cbt even if they are 
present, since the user may not have the tab stops properly set. If the terminal 
has hardware tabs which are initially set every n spaces when the terminal is 
powered up, the numeric parameter it is given, showing the number of spaces 
the tabs are set to. This is normally used by tput init (see tput(C)) to deter- 
mine whether to set the mode for hardware tab expansion and whether to set 
the tab stops. If the terminal has tab stops that can be saved in nonvolatile 
memory, the terminfo description can assume that they are properly set. If 
there are commands to set and clear tab stops, they can be given as tbe (clear 
all tab stops) and hts (set a tab stop in the current column of every row). 


Other capabilities include: is1, is2, and is3, initialization strings for the termi- 
nal; iprog, the path name of a program to be run to initialize the terminal; and 
if, the name of a file containing long initialization strings. These strings are 
expected to set the terminal into modes consistent with the rest of the terminfo 
description. They must be sent to the terminal each time the user logs in and 
be output in the following order: run the program iprog; output is1; output 
is2; set the margins using mgc, smgl, and smgr; set the tabs using tbc and hts; 
print the file if; and finally output is3. This is usually done using the init 
option of tput(C); see profile(M). 


Most initialization is done with is2. Special terminal modes can be set up 
without duplicating strings by putting the common sequences in is2 and spe- 
cial cases in isl and is3. Sequences that do a harder reset from a totally 
unknown state can be given as rs1, rs2, rf, and rs3, analogous to is1, is2, is3, 
and if. (The method using files, if and rf, is used for a few terminals, from 
/usr/lib/tabset/*; however, the recommended method is to use the initialization 
and reset strings.) These strings are output by tput reset, which is used when 
the terminal gets into a wedged state. Commands are normally placed in rs1, 
rs2, rs3, and rf only if they produce annoying effects on the screen and are not 
necessary when logging in. 
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For example, the command to set a terminal into 80-column mode would nor- 
mally be part of is2, but on some terminals it causes an annoying glitch on the 
screen and is not normally needed since the terminal is usually already in 80- 
column mode. 


If a more complex sequence is needed to set the tabs than can be described by 
using tbe and hts, the sequence can be placed in is2 or if. 


Any margin can be cleared with mgc. (For instructions on how to specify 
commands to set and clear margins, see “Margins” below under “Printer capa- 
bilities.”) 


1.10 Delays 


Certain capabilities control padding in the tty(7) driver. These are primarily 
needed by hard-copy terminals, and are used by tput init to set tty modes 
appropriately. Delays embedded in the capabilities cr, ind, cub1, ff, and tab 
can be used to set the appropriate delay bits to be set in the tty driver. If pb 
(padding baud rate) is given, these values can be ignored at baud rates below 
the value of pb. 


1.11 Status lines 


If the terminal has an extra “status line” that is not normally used by software, 
this fact can be indicated. If the status line is viewed as an extra line below 
the bottom line, into which one can cursor address normally (such as the 
Heathkit h19’s 25th line, or the 24th line of a VT100 which is set to a 23-line 
scrolling region), the capability hs should be given. Special strings that go to 
a given column of the status line and return from the status line can be given 
as ts] and fsl. (fsl must leave the cursor position in the same place it was 
before tsl. If necessary, the sc and rc strings can be included in tsl and fs] to 
get this effect.) The capability ts] takes one parameter, which is the column 
number of the status line the cursor is to be moved to. 


If escape sequences and other special commands, such as tab, work while in 
the status line, the flag eslok can be given. A string which turns off the status 
line (or otherwise erases its contents) should be given as dsl. If the terminal 
has commands to save and restore the position of the cursor, give them as sc 
and re. The status line is normally assumed to be the same width as the rest 
of the screen, for example, cols. If the status line is a different width (possibly 
because the terminal does not allow an entire line to be loaded) the width, in 
columns, can be indicated with the numeric parameter wsl. 


1.12 Line graphics 


If the terminal has a line drawing alternate character set, the mapping of 
glyph to character would be given in acsc. The definition of this string is 
based on the alternate character set used in the DEC VT100 terminal, extended 
slightly with some characters from the AT&T 4410v1 terminal. 
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Gyphname i ett (tw:téiAYC(‘ ‘i ‘(‘(CUt;!;!O!OWUWUUUUUUU 


character 
arrow pointing right + 
arrow pointing left ; 
arrow pointing down 
solid square block 
lantern symbol 
arrow pointing up 
diamond 
checker board (stipple) 
degree symbol 
plus/minus 
board of squares 
lower right commer 
upper right corner 
upper left corner 
lower left corner 
plus 
scan line 1 
horizontal line 
scan line 9 


~t m= oO- 


MOOD 3 x 09 mp 


left tee (+) 
right tee (4) 
bottom tee (| ) 
top tee (|) 
vertical line 
bullet 


eS Ss 


The best way to describe a new terminal’s line graphics set is to add a third 
column to the above table with the characters for the new terminal that pro- 
duce the appropriate glyph when the terminal is in the alternate character set 
mode. For example, 


Glyph name vt100+ new tty 
character character 


upper left corner 
lower left corner 
upper right corner 
lower right corner 
horizontal line 
vertical line 


“ono 
QaAnmA 


Now write down the characters left to right, as in “acsc=|RmFkTjGq\,x.”. 


In addition, terminfo allows you to define multiple character sets. See “2.5 
Alternate character sets” for details. 
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1.13 Color manipulation 


There are two methods of color manipulation: the HP method and the Tek- 
tronix method. Most existing color terminals belong to one of these two 
classes. 


The Tektronix method uses a set of N predefined colors (usually 8) from 
which a user can select “current” foreground and background colors. Thus 
the terminal can support up to N colors mixed into N*N color-pairs to be dis- 
played on the screen at the same time. 


The HP method restricts the user from defining the foreground independently 
of the background, or vice-versa. Instead, the user must define an entire 
color-pair at once. Up to M color-pairs, made from 2*M different colors, can 
be defined this way. 


The numeric variables colors and pairs define the number of colors and 
color-pairs that can be displayed on the screen at the same time. If a terminal 
can change the definition of a color (for example, the Tektronix 4100 and 4200 
series terminals can do this), this should be specified with ccc (can change 
color). To change the definition of a color (Tektronix method), use inite (ini- 
tialize color). It requires four arguments: color number (ranging from 0 to 
colors-1) and three RGB (red, green, and blue) values (ranging from 0 to 1,000). 


Tektronix 4100 series terminals use a type of color notation called HLS (Hue 
Lightness Saturation) instead of RGB color notation. For such terminals one 
must define a boolean variable hls. The last three arguments to the initc 
string would then be HLS values: H, ranging from 0 to 360; and L and S, rang- 
ing from 0 to 100. 


If a terminal can change the definitions of colors, but uses a color notation dif- 
ferent from RGB and HLS, a mapping to either RGB or HLS must be developed. 


To set current foreground or background to a given color, use setf (set fore- 
ground) and setb (set background). They require one parameter: the number 
of the color. To initialize a color-pair (HP method), use initp (initialize pair). 
It requires seven parameters: the number of a color-pair (range = 0 to pairs-1), 
and six RGB values: three for the foreground followed by three for the back- 
ground. (Each of these groups of three should be in the order RGB.) When 
initc or initp are used, RGB or HLS arguments should be in the order “red, 
green, blue” or “hue, lightness, saturation”), respectively. To make a color- 
pair current, use scp (set color-pair). It takes one parameter, the number of a 
color-pair. 


Some terminals (for example, most color terminal emulators for PCs) erase 
areas of the screen with current background color. In such cases, bce (back- 
ground color erase) should be defined. The variable op (original pair) con- 
tains a sequence for setting the foreground and the background colors to what 
they were at the terminal start-up time. Similarly, oc (original colors) contains 
a control sequence for setting all colors (for the Tektronix method) or color- 
pairs (for the HP method) to the values they had at the terminal start-up time. 
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Some color terminals substitute color for video attributes. Such video 
attributes should not be combined with colors. Information about these video 
attributes should be packed into the nev (no color video) variable. There is a 
one-to-one correspondence between the nine least significant bits of that vari- 
able and the video attributes. The following table depicts this corre- 
spondence. 


Attribute NCV Bit 
number 


A_STANDOUT 
A_UNDERLINE 
A_REVERSE 
A_BLINK 

A_DIM 

A_BOLD 
A_INVIS 
A_PROTECT 
A_ALTCHARSET 


CONDE WNK © 


When a particular video attribute should not be used with colors, the corre- 
sponding ncv bit should be set to 1; otherwise it should be set to zero. For 
example, if the terminal uses colors to simulate reverse video and bold, bits 2 
and 5 should be set to 1. The resulting values for nev will be 22. 


1.14 Miscellaneous 


If the terminal requires other than a null (zero) character as a pad, then this 
can be given as pad. Only the first character of the pad string is used. If the 
terminal does not have a pad character, specify npc. 


If the terminal can move up or down half a line, this can be indicated with hu 
(half-line up) and hd (half-line down). This is primarily useful for super- 
scripts and subscripts on hardcopy terminals. If a hardcopy terminal can eject 
to the next page (form feed), give this as ff (usually control L). 


If there is a command to repeat a given character a given number of times (to 
save time transmitting a large number of identical characters) this can be indi- 
cated with the parameterized string rep. The first parameter is the character 
to be repeated and the second is the number of times to repeat it. Thus, 
tparm(repeat_char, ’x’, 10) is the same as XxxxXxXxXxxx. 


If the terminal has a settable command character, such as the Tektronix 4025, 
this can be indicated with cmdch. A prototype command character is chosen 
which is used in all capabilities. This character is given in the cmdch capabil- 
ity to identify it. The following convention is supported on some UNIX sys- 
tems: If the environment variable CC exists, all occurrences of the prototype 
character are replaced with the character in CC. 


Terminal descriptions that do not represent a specific kind of known terminal, 


such as switch, dialup, patch, and network, should include the gn (generic) 
capability so that programs can complain that they do not know how to talk 
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to the terminal. (This capability does not apply to virtual terminal descrip- 
tions for which the escape sequences are known.) If the terminal is one of 
those supported by the UNIX system virtual terminal protocol, the terminal 
number can be given as vt. A line-turn-around sequence to be transmitted 
before doing reads should be specified in rfi. 


If the terminal uses xon/xoff handshaking for flow control, give xon. Padding 
information should still be included so that routines can make better decisions 
about costs, but actual pad characters will not be transmitted. Sequences to 
turn on and off xon/xoff handshaking may be given in smxon and rmxon. If 
the characters used for handshaking are not ~S and ~Q, they may be specified 
with xonc and xoffe. 


If the terminal has a “meta key” which acts as a shift key, setting the 8th bit of 
any character transmitted, this fact can be indicated with km. Otherwise, soft- 
ware will assume that the 8th bit is parity and it will usually be cleared. If 
strings exist to turn this “meta mode” on and off, they can be given as smm 
and rmm. 


If the terminal has more lines of memory than will fit on the screen at once, 
the number of lines of memory can be indicated with Im. A value of Im#0 
indicates that the number of lines is not fixed, but that there is still more mem- 
ory than fits on the screen. | 


Media copy strings which control an auxiliary printer connected to the termi- 
nal can be given as mc0: print the contents of the screen, mc4: turn off the 
printer, and mc5: turn on the printer. When the printer is on, all text sent to 
the terminal will be sent to the printer. A variation, mc5p, takes one parame- 
ter, and leaves the printer on for as many characters as the value of the param- 
eter, then turns the printer off. The parameter should not exceed 255. If the 
text is not displayed on the terminal screen when the printer is on, specify 
mc5i (silent printer). All text, including mc4, is transparently passed to the 
printer while an mc5p is in effect. 


1.15 Special cases 


The working model used by terminfo fits most terminals reasonably well. 
However, some terminals do not completely match that model, requiring spe- 
cial support by terminfo. These are not to be construed as deficiencies in the 
terminals; they are just differences between the working mode! and the actual 
hardware. They may be unusual devices or, for some reason, do not have all 
the features of the terminfo model implemented. 


Terminals which can not display tilde (~) characters, such as certain Hazeltine 
terminals, should indicate hz. 


Terminals which ignore a linefeed immediately after an am wrap, such as the 
Concept 100, should indicate xenl. Those terminals whose cursor remains on 
the right-most column until another character has been received, rather than 
wrapping immediately upon receiving the right-most character, such as the 
VT100, should also indicate xenl. 
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If el is required to get rid of standout (instead of writing normal text on top of 
it), xhp should be given. 


Those Teleray terminals whose tabs turn all characters moved over to blanks, 
should indicate xt (destructive tabs). This capability is also taken to mean that 
it is not possible to position the cursor on top of a “magic cookie” therefore, to 
erase standout mode, it is instead necessary to use delete and insert line. 


Those Beehive Superbee terminals which do not transmit the escape or 
control-C characters, should specify xsb, indicating that the (F1) key is to be 
used for escape and the (F2) key for (Ctrl)c. 


1.16 Similar terminals 


If there are two very similar terminals, one can be defined as being just like 
the other with certain exceptions. The string capability use can be given with 
the name of the similar terminal. The capabilities given before use override 
those in the terminal type invoked by use. A capability can be canceled by 
placing xx@ to the left of the capability definition, where xx is the capability. 
For example, the entry 


att4424-2|Teletype 4424 in display function group ii, 
rev@, sgr@, smul@, use=att4424, 


defines an AT&T 4424 terminal that does not have the rev, sgr, and smul capa- 
bilities, and hence cannot do highlighting. This is useful for different modes 
for a terminal, or for different user preferences. More than one use capability 
may be given. 


Part 2: Printer capabilities 
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The terminfo database allows you to define capabilities of printers as well as 
terminals. To find out what capabilities are available for printers as well as 
for terminals, see the two lists under “Terminal capabilities” that list capabili- 
ties by variable and by capability name. 


2.1 Rounding values 


Because parameterized string capabilities work only with integer values, we 
recommend that terminfo designers create strings that expect numeric values 
that have been rounded. Application designers should note this and should 
always round values to the nearest integer before using them with a 
parameterized string capability. 


2.2 Printer resolution 


A printer's resolution is defined to be the smallest spacing of characters it can 
achieve. In general printers have independent resolution horizontally and 
vertically. Thus the vertical resolution of a printer can be determined by 
measuring the smallest achievable distance between consecutive printing 
baselines, while the horizontal resolution can be determined by measuring the 
smallest achievable distance between the left-most edges of consecutive 
printed, identical, characters. 
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All printers are assumed to be capable of printing with a uniform horizontal 
and vertical resolution. The view of printing that the terminfo currently 
presents is one of printing inside a uniform matrix: All characters are printed 
at fixed positions relative to each “cell” in the matrix; furthermore, each cell 
has the same size given by the smallest horizontal and vertical step sizes dic- 
tated by the resolution. (The cell size can be changed as will be seen later.) 


Many printers are capable of “proportional printing”, where the horizontal 
spacing depends on the size of the character last printed. The terminfo does 
not make use of this capability, although it does provide enough capability 
definitions to allow an application to simulate proportional printing. 


A printer must not only be able to print characters as close together as the hor- 
izontal and vertical resolutions suggest, but also of “moving” to a position an 
integral multiple of the smallest distance away from a previous position. 
Thus printed characters can be spaced apart a distance that is an integral mul- 
tiple of the smallest distance, up to the length or width of a single page. 


Some printers can have different resolutions depending on different “modes”. 
In “normal mode”, the existing terminfo capabilities are assumed to work on 
columns and lines, just like a video terminal. Thus the old lines capability 
would give the length of a page in lines, and the cols capability would give 
the width of a page in columns. In “micro mode”, many terminfo capabilities 
work on increments of lines and columns. With some printers the micro 
mode may be concomitant with normal mode, so that all the capabilities work 
at the same time. 


2.3 Specifying printer resolution 


The printing resolution of a printer is given in several ways. Each specifies 
the resolution as the number of smallest steps per distance: 


Specification of printer resolution 


Characteristic Number of smallest steps 

orhi Steps per inch horizontally 
orvi Steps per inch vertically 
orc Steps per column 

orl Steps per line 


When printing in normal mode, each character printed causes movement to 
the next column, except in special cases described later; the distance moved is 
the same as the per-column resolution. Some printers cause an automatic 
movement to the next line when a character is printed in the rightmost posi- 
tion; the distance moved vertically is the same as the per-line resolution. 
When printing in micro mode, these distances can be different, and may be 
zero for some printers. 
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Specification of printer resolution 

Automatic motion after printing 

Normal Mode:. 

orc Steps moved horizontally 
orl Steps moved vertically 
Micro Mode: 

mcs Steps moved horizontally 
mils Steps moved vertically 


Some printers are capable of printing wide characters. The distance moved 
when a wide character is printed in normal mode may be different from when 
a regular width character is printed. The distance moved when a wide char- 
acter is printed in micro mode may also be different from when a regular 
character is printed in micro mode, but the differences are assumed to be 
related: If the distance moved for a regular character is the same whether in 
normal mode or micro mode (mcs=orc), then the distance moved for a wide 
character is also the same whether in normal mode or micro mode. This 
doesn’t mean the normal character distance is necessarily the same as the 
wide character distance, just that the distances do not change with a change in 
normal to micro mode. However, if the distance moved for a regular charac- 
ter is different in micro mode from the distance moved in normal mode5 
(mcs<orc), the micro mode distance is assumed to be the same for a wide 
character printed in micro mode, as the table below shows. 


Specification of printer resolution 


Automatic motion after printing wide character 
Normal Mode or Micro Mode (mcs = orc): . 


widcs Steps moved horizontally 
Micro Mode (mes < orc): 
mcs Steps moved horizontally 
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There may be control sequences to change the number of columns per inch 
(the character pitch) and to change the number of lines per inch (the line 
pitch). If these are used, the resolution of the printer changes, but the type of 
change depends on the printer: 


Specification of printer resolution 


Changing the character/line pitches 


cpi Change character pitch 

cpix If set, cpi changes orhi, otherwise changes orc 
lpi Change line pitch 

Ipix If set, lpi changes orvi, otherwise changes orl 
chr Change steps per column 

cvr Change steps per line 


The cpi and Ipi string capabilities are each used with a single argument, the 
pitch in columns (or characters) and lines per inch, respectively. The chr and 
cvr string capabilities are each used with a single argument, the number of 
steps per column and line, respectively. 


Using any of the control sequences in these strings will imply a change in 
some of the values of orc, orhi, orl, and orvi. Also, the distance moved when 
a wide character is printed, widcs, changes in relation to orc. The distance 
moved when a character is printed in micro mode, mes, changes similarly, 
with one exception: if the distance is 0 or 1, then no change is assumed (see 
item marked with ** in the following table). 


Programs that use cpi, lpi, chr, or cvr should recalculate the printer resolution 


(and should recalculate other values — see “2.7 Effect of changing printing 
resolution’). 
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Specification of printer resolution 


Effects of changing the character/line pitches 


Before 


Using cpi with cpix clear: 
orhi ’ 


orc ’ 
Using cpi with cpix set: 
orhi ’ 


Using lpi with \pix clear: 
orvi’ 
orl ’ 


Using Ipi with lpix set: 
orvi’ 

orl ’ 

Using chr: 

orhi’ 


a 


orc 
Using evr: 

orvi ’ 

orl ’ 

Using cpi or chr: 
widcs ’ 


mcs ’ ** 


After 


orhi ; 
orhi 


V 


orc= 
cpl 


orhi=orc V ,,; 
orc 


orvi 
orvi 


V pi 


orl= 


orvi=orl-V),, 
orl 


orhi 
Vix 


orvi 
V. Ur 


widcs=widcs’*—— 
orc 


,_ orc 
mcs=mcs 
or 


orc 


Vepir Vipir Venr, aNd Vy are the arguments used with cpi, Ipi, chr, and cvr 


respectively. The ** mark indicates the old value. 


2.4 Capabilities that cause movement 


In the following descriptions, “movement” refers to the motion of the “current 
position”. With video terminals this would be the cursor; with some printers 
this is the carriage position. Other printers have different equivalents. In gen- 
eral, the current position is where a character would be displayed if printed. 
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terminfo has string capabilities for control sequences that cause movement a 
number of full columns or lines. It also has equivalent string capabilities for 
control sequences that cause movement a number of smallest steps. 


String capabilities for motion 


mcub1 Move 1 step left 

mcufl Move 1 step right 

mcuul Move 1 step up 

mcud1 Move 1 step down 

mcub Move N steps left 

mcuf Move N steps right 

mcuu Move N steps up 

mcud Move N steps down 

mhpa Move N steps from the left 
mvpa Move N steps from the top 


The latter six strings are each used with a single argument, N. 

Sometimes the motion is limited to less than the width or length of a page. 
Also, some printers do not accept absolute motion to the left of the current 
position. terminfo has capabilities for specifying these limits. 


Limits to motion 


mjump Limit on use of mcub1, mcuf1, mcuu1, mcud1 
maddr Limit on use of mhpa, mvpa 

xhpa If set, hpa and mhpa can’t move left 

xvpa If set, vpa and mvpa can’t move up 


If a printer needs to be in a “micro mode’ for the motion capabilities described 
above to work, there are string capabilities defined to contain the control 
sequence to enter and exit this mode. A boolean is available for those printers 
where using a carriage return causes an automatic return to normal mode. 


Entering/Exiting micro mode 


. 


smicm Enter micro mode 
rmicm Exit micro mode 
crxm Using cr exits micro mode 


The movement made when a character is printed in the rightmost position 
varies among printers. Some make no movement, some move to the begin- 
ning of the next line, others move to the beginning of the same line. terminfo 
has boolean capabilities for describing all three cases. 


What happens after character printed in rightmost position 
sam Automatic move to beginning of same line 
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Some printers can be put in a mode where the normal direction of motion is 
reversed. This mode can be especially useful when no capabilities exist for 
leftward or upward motion, because those capabilities can be built from the 
motion reversal capability and the rightward or downward motion capabili- 
ties. It is best to leave it up to an application to build the leftward or upward 
capabilities, though, and not enter them in the terminfo database. This allows 
several reverse motions to be strung together without intervening wasted 
steps that leave and reenter reverse mode. 


Entering/Exiting reverse modes 


slm Reverse sense of horizontal motions 
rlm Restore sense of horizontal motions 
sum Reverse sense of vertical motions 
rum Restore sense of vertical motions 
While sense of horizontal motions reversed: 

mecub1 Move 1 step right 

mcufl Move 1 step left 

mcub Move N steps right 

mcuf Move N steps left 

cubl Move 1 column right 

cufl Move 1 column left 

cub Move N columns right 

cuf Move N columns left 

While sense of vertical motions reversed: 

mcuul Move 1 step down 

mcud1 Move 1 step up 

mcuu Move N steps down 

mcud Move N steps up 

cuul Move 1 line down 

cud1 Move 1 line up 

cuu Move N lines down 

cud Move N lines up 


The reverse motion modes should not affect the mvpa and mhpa absolute 
motion capabilities. The reverse vertical motion mode should, however, also 
reverse the action of the line “wrapping” that occurs when a character 1s 
printed in the right most position. Thus printers that have the standard ter- 
minfo capability am defined should experience motion to the beginning of the 
previous line when a character is printed in the right-most position under 
reverse vertical motion mode. 


The action when any other motion capabilities are used in reverse motion 
modes is not defined; thus, programs must exit reverse motion modes before 
using other motion capabilities. 


Two miscellaneous capabilities complete the list of new motion capabilities. 
One of these is needed for printers that move the current position to the 
beginning of a line when certain control characters, like “line-feed” or “form- 
feed”, are used. The other is used for the capability of suspending the motion 
that normally occurs after printing a character. 
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Miscellaneous motion strings 


docr List of control characters causing cr 

zerom Prevent auto motion after printing next single 
character 

Margins 


terminfo provides two strings for setting margins on terminals: one for the left 
and one for the right margin. Printers, however, have two additional margins, 
for the top and bottom margins of each page. Furthermore, some printers do 
not require using motion strings to move the current position to a margin and 
fixing the margin there, as with the existing capabilities, but require the speci- 
fication of where a margin should be regardless of the current position. 
Therefore terminfo offers six additional strings for defining margins with 


printers. 

Setting Margins 

smg] Set left margin at current column 
smegr Set right margin at current column 
smgb Set soft bottom margin at current line 
smet Set soft top margin at current line 
smgbp Set soft bottom margin at line N 
smglp Set soft left margin at column N 
smegrp Set soft right margin at column N 
smgtp Set soft top margin at line N 


The last four strings are used with a single argument, N, that gives the line or 
column number, where line 0 is the top line and column 0 is the leftmost 
column. 

Note that not all printers use 0 for the top line or the leftmost column. 


All margins can be cleared with mgc. 
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Shadows, italics, wide characters, superscripts, subscripts 


Five new sets of strings are used to describe the capabilities printers have of 
enhancing printed text. 


Enhanced printing 

sshm Enter shadow-printing mode 

rshm Exit shadow-printing mode 

sitm Enter italicizing mode 

ritm Exit italicizing mode 

swidm Enter wide character mode 

rwidm Exit wide character mode 

ssupm Enter superscript mode 

rsupm Exit superscript mode 

supcs List of characters available as superscripts 
ssubm Enter subscript mode 

rsubm Exit subscript mode 

subcs List of characters available as subscripts 


If a printer requires the sshm control sequence before every character to be 
shadow-printed, the rshm string is left blank. Thus programs that find a con- 
trol sequence in sshm but none in rshm should use the sshm control sequence 
before every character to be shadow-printed; otherwise, the sshm control 
sequence should be used once before the set of characters to be shadow- 
printed, followed by rshm. The same is also true of each of the sitm/ritm, 
swidm/rwidm, ssupm/rsupm, and ssubm/rsubm pairs. 


Note that terminfo also has a capability for printing emboldened text (bold). 
While shadow printing and emboldened printing are similar in that they 
“darken” the text, many printers produce these two types of print in slightly 
different ways. Generally, emboldened printing is done by overstriking the 
same character one or more times. Shadow printing likewise usually involves 
overstriking, but with a slight movement up and/or to the side so that the 
character is “fatter”. 


It is assumed that enhanced printing modes are independent modes, so that it 
would be possible, for instance, to shadow print italicized subscripts. 


As mentioned earlier, the amount of motion autcmatically made after printing 
a wide character should be given in widcs. 


If only a subset of the printable ASCII characters can be printed as superscripts 
or subscripts, they should be listed in supcs or subes strings, respectively. If 
the ssupm or ssubm strings contain control sequences, but the corresponding 
supcs or subcs strings are empty, it is assumed that all printable ASCII charac- 
ters are available as superscripts or subscripts. 
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Automatic motion made after printing a superscript or subscript is assumed 
to be the same as for regular characters. Thus, for example, printing any of 
the following three examples will result in equivalent motion: 
BiB. B 

Note that the existing msgr boolean capability describes whether motion con- 
trol sequences can be used while in “standout mode”. This capability is 
extended to cover the enhanced printing modes added here. msgr should be 
set for those printers that accept any motion control sequences without affect- 
ing shadow, italicized, widened, superscript, or subscript printing. Con- 
versely, if msgr is not set, a program should end these modes before attempt- 
ing any motion. 


2.5 Alternate character sets 


In addition to allowing you to define line graphics (described in “1.12 Line 
graphics”), terminfo also lets you define alternate character sets. The following 
capabilities cover printers and terminals with multiple selectable or definable 
character sets. 


Alternate character sets 


SCs Select character set N 

scsd Start definition of character set N, M characters 
defc Define character A, B dots wide, descender D 
rcsd End definition of character set N 

csnm List of character set names 

daisy Printer has manually changed print-wheels 


The scs, resd, and csnm strings are used with a single argument, N, a number 
from 0 to 63 that identifies the character set. The scsd string is also used with 
the argument N and another, M, that gives the number of characters in the set. 
The defc string is used with three arguments: A gives the ASCII code 
representation for the character, B gives the width of the character in dots, 
and D is zero or one depending on whether the character is a “descender” or 
not. The defc string is also followed by a string of “image-data” bytes that 
describe how the character looks (see below). 


Character set 0 is the default character set present after the printer has been 
initialized. Not every printer has 64 character sets, of course; using scs with 
an argument that does not select an available character set should cause a null 
result from tparm(). 


If a character set has to be defined before it can be used, the scsd control 
sequence is to be used before defining the character set, and the resd is to be 
used after. They should also cause a null result from tparm() when used with 
an argument N that doesn’t apply. If a character set still has to be selected 
after being defined, the scs control sequence should follow the rcsd control 
sequence. By examining the results of using each of the scs, scsd, and resd 
strings with a character set number in a call to tparm(), a program can deter- 
mine which of the three are needed. 
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Between use of the scsd and resd strings, the defc string should be used to 
define each character. To print any character on printers covered by terminfo, 
the ASCII code is sent to the printer. This is true for characters in an alternate 
set as well as “normal” characters. Thus the definition of a character includes 
the ASCII code that represents it. In addition, the width of the character in 
dots is given, along with an indication of whether the character should des- 
cend below the print line (like the lower case letter “g” in most character sets). 
The width of the character in dots also indicates the number of image-data 
bytes that will follow the defe string. These image-data bytes indicate where 
in a dot-matrix pattern ink should be applied to “draw” the character; the 
number of these bytes and their form are defined below under “Dot-mapped 
graphics”. 


It is easiest for the creator of terminfo entries to refer to each character set by 
number; however, these numbers will be meaningless to the application de- 
veloper. The csnm string alleviates this problem by providing names for each 
number. 


When used with a character set number in a call to tparm(), the csnm string 
will produce the equivalent name. These names should be used as a reference 
only. No naming convention is implied, although anyone who creates a ter- 
minfo entry for a printer should use names consistent with the names found in 
user documents for the printer. Application developers should allow a user 
to specify a character set by number (leaving it up to the user to examine the 
csnm string to determine the correct number), or by name, where the applica- 
tion examines the csnm string to determine the corresponding character set 
number. 


These capabilities are likely to be used only with dot-matrix printers. If they 
are not available, the strings should not be defined. For printers that have 
manually changed print-wheels or font cartridges, the boolean daisy is set. 


2.6 Dot-matrix graphics 

Dot-matrix printers typically have the capability of reproducing “raster- 
graphics” images. Three new numeric capabilities and three new string capa- 
bilities can help a program draw raster-graphics images independent of the 
type of dot-matrix printer or the number of pins or dots the printer can handle 
at one time. 


Dot-matrix graphics 


npins Number of pins, N, in print-head 

spinv Spacing of pins vertically in pins per inch 
spinh Spacing of dots horizontally in dots per inch 
porder Matches software bits to print-head pins _ 
sbim Start printing bit image graphics, B bits wide 
rbim End printing bit image graphics 
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The sbim string is used with a single argument, B, the width of the image in 
dots. 


The model of dot-matrix or raster-graphics that the terminfo presents is similar 
to the technique used for most dot-matrix printers: each pass of the printer's 
print-head is assumed to produce a dot-matrix that is N dots high and B dots 
wide. This is typically a wide, squat, rectangle of dots. The height of this rec- 
tangle in dots will vary from one printer to the next; this is given in the npins 
numeric capability. The size of the rectangle in fractions of an inch will also 
vary; it can be deduced from the spinv and spinh numeric capabilities. With 
these three values an application can divide a complete raster-graphics image 
into several horizontal strips, perhaps interpolating to account for different 
dot spacing vertically and horizontally. 


The sbim and rbim strings are used to start and end a dot-matrix image, 
respectively. The sbim string is used with a single argument that gives the 
width of the dot-matrix in dots. A sequence of “image-data bytes” are sent to 
the printer after the sbim string and before the rbim string. The number of 
bytes is an integral multiple of the width of the dot-matrix; the multiple and 
the form of each byte is determined by the porder string as described below. 


The porder string is a comma separated list of pin numbers; the position of 
each pin number in the list corresponds to a bit in a data byte. The pins are 
numbered consecutively from 1 to npins, with 1 being the top pin. Note that 
the term “pin” is used loosely here; “ink-jet” dot-matrix printers do not have 
pins, but can be considered to have an equivalent method of applying a single 
dot of ink to paper. The bit positions in porder are in groups of 8, with the 
first position in each group the most significant bit and the last position the 
least significant bit. 


The “image-data bytes” are to be computed from the dot-matrix image, map- 
ping vertical dot positions in each print-head pass into eight-bit bytes, using a 
1 bit where ink should be applied and 0 where no ink should be applied. If a 
position is skipped in porder, a 0 bit is used. There must be a multiple of 8 bit 
positions used or skipped in porder; if not, 0 bits are used to fill the last byte 
in the least significant bits. 


2.7 Effect of changing printing resolution 
If the control sequences to change the character pitch or the line pitch are 
used, the pin or dot spacing may change: 


Dot-matrix graphics 
Changing the character/line pitches 


cpi Change character pitch 
cpix If set, cpi changes spinh 
lpi Change line pitch 

lpix If set, lpi changes spinv 
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Programs that use cpi or Ipi should recalculate the dot spacing: 


Dot-matrix graphics 
Effects of changing the character/line pitches 


Before After 

Using cpi with cpix clear: 

spinh ’ spinh 

Using cpi with cpix set: 

spinh ’ spinh=spinh aor 
orhi® 


Using Ipi with lpix clear: 


spinv ’ spinv 

Using Ipi with Ipix set: 

spinv ’ spinv=spinv~™ orhi 
P P P orhi’ 

Using chr: 

spinh ’ spinh 

Using evr: 

spinv ’ spinv 


orhi’ and orhi are the values of the horizontal resolution in steps per inch, 
before using cpi and after using cpi, respectively. Likewise, orvi’ and orvi are 
the values of the vertical resolution in steps per inch, before using lpi and 
after using Ipi, respectively. Thus, the changes in the dots per inch for dot- 
matrix graphics follow the changes in steps per inch for printer resolution. 


2.8 Print quality 


Many dot-matrix printers can alter the dot spacing of printed text to produce 
near “letter quality” printing or “draft quality” printing. Usually, it is impor- 
tant to be able to choose one or the other because the rate of printing generally 
falls off as the quality improves. There are three new strings used to describe 
these capabilities. 


Print quality 

snlq Set near-letter quality print 
snrmq Set normal quality print 
sdrfq Set draft quality print 


The capabilities are listed in decreasing levels of quality. If a printer does not 
have all three levels, one or two of the strings should be left blank as 
appropriate. 
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2.9 Printing rate and buffer size 


Because there is no standard protocol that can be used to keep a program syn- 
chronized with a printer, and because modern printers can buffer data before 
printing it, a program generally cannot determine at any time what has been 
printed. Two new numeric capabilities can help a program estimate what has 
been printed. 


Print rate/buffer size 


cps Nominal print rate in characters per second 
bufsz Buffer capacity in characters 


cps is the nominal or average rate at which the printer prints characters; if this 
value is not given, the rate should be estimated at one-tenth the prevailing 
baud rate. bufsz is the maximum number of subsequent characters buffered 
before the guaranteed printing of an earlier character, assuming proper flow 
control has been used. If this value is not given it is assumed that the printer 
does not buffer characters, but prints them as they are received. 


As an example, if a printer has a 1000-character buffer, then sending the letter 
“a” followed by 1000 additional characters is guaranteed to cause the letter “a” 
to print. If the same printer prints at the rate of 100 characters per second, 
then it should take 10 seconds to print all the characters in the buffer, less if 
the buffer is not full. By keeping track of the characters sent to a printer, and 
knowing the print rate and buffer size, a program can synchronize itself with 
the printer. 


Note that most printer manufacturers advertise the maximum print rate, not 
the nominal print rate. A good way to get a value to put in for cps is to gen- 
erate a few pages of text, count the number of printable characters, then see 
how long it takes to print the text. 


Applications that use these values should recognize the variability in the print 
rate. Straight text, in short lines, with no embedded control sequences will 
probably print at close to the advertised print rate and probably faster than 
the rate in cps. Graphics data with a lot of control sequences, or very long 
lines of text, will print at well below the advertised rate and below the rate in 
cps. If the application is using cps to decide how long it should take a printer 
to print a block of text, the application should pad the estimate. If the applica- 
tion is using cps to decide how much text has already been printed, it should 
shrink the estimate. The application will thus err in favor of the user, who 
wants, above all, to see all the output in its correct place. 


As described in the “Tabs and initialization” section above, a terminal’s initial- 
ization strings, is1, is2, and is3, if defined, must be output before a curses(S) 
program is run. An available mechanism for outputting such strings is tput 
init (see tput(C) and profile(M)). 
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If a null character (\O) is encountered in a string, the null and all characters 
after it are lost. Therefore it is not possible to code a null character (\0) and 
send it to a device (either terminal or printer). The suggestion of sending a 
\0200, where a \0 (null) is needed can succeed only if the device (terminal or 
printer) ignores the eighth bit. For example, because all eight bits are used in 
the standard international ASCII character set, devices that adhere to this stan- 
dard will treat \0200 differently from \0. 


Tampering with entries in /usr/lib/COREterm/?/* or /usr/lib/terminfo/?/* (for 
example, changing or removing an entry) can affect programs such as vi(C) 
that expect the entry to be present and correct. In particular, removing the 
description for the “dumb” terminal will cause unexpected problems. 


Files 


See also 
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/usrflib/terminfo/?/+ | compiled terminal description database 
/usrflib/.COREterm/?/* subset of compiled terminal description database 
/usr/lib/tabset/* tab settings for some terminals, in a format appropriate 


to be output to the terminal (escape sequences that set 
margins and tabs) 


captoinfo(ADM), curses(S), infocmp(ADM), printf(S), profile(M), term(M), 
terminfo(F), tic(C), tput(C), vi(C) 
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termio 


general terminal interface 


Description 


All asynchronous communications ports use the same general interface, no 
matter what hardware is involved. The remainder of this section discusses the 
common features of this interface. Please refer to termios(M) for details of 
POSIX-specific extensions to termio. 


When a terminal file is opened, it normally causes the process to wait until a 
connection is established. In practice, users’ programs seldom open these files; 
they are opened by getty(M) and become a user's standard input, output, and 
error files. (To do this, getty(M) opens the terminal for read/write access, then 
FDUPs it twice.) The very first terminal file opened by the process group 
leader of a terminal file not already associated with a process group becomes 
the “control terminal” for that process group. The control terminal plays a 
special role in handling quit and interrupt signals, as discussed below. The 
control terminal is inherited by a child process during a fork(S). A process 
can break this association by changing its process group using setpgrp(S). 


A terminal associated with one of these files ordinarily operates in full duplex 
mode. Characters can be entered at any time, even while output is occurring, 
and are only lost when the system’s character input buffers become com- 
pletely full, which is rare, or when the user has accumulated the maximum 
allowed number of input characters that have not yet been read by some pro- 
gram. Currently, this limit is 256 characters. When the input limit is reached, 
all the saved characters are thrown away without notice. 


Normally, terminal input is processed in units of lines. A line is delimited by 
a newline (ASCII LF) character, an end-of-file (ASCII EOT) character, or an 
end-of-line (ASCII EOL) character. This means that a program attempting to 
read will be suspended until an entire line has been entered. Also, no matter 
how many characters are requested in the read call, one line will be returned 
at most. It is not, however, necessary to read a whole line at once; any number 
of characters, even one, may be requested in a read without losing informa- 
tion. 


Erase and kill processing is normally performed during input. By default, a 
(Ctrl)h or (Bksp) erases the last character typed, but it will not erase beyond the 
beginning of the line. By default, a (Ctrl)u kills (deletes) the entire input line, 
and optionally outputs a newline character. Both these characters operate on a 
keystroke basis, independent of any backspacing or tabbing that may have 
been done. Both the erase and kill characters may be entered literally by 
preceding them with the escape character (\). In this case, the escape charac- 
ter is not read. The erase and kill characters may be changed (see stty(C)). 
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Certain characters have special functions on input. These functions and their 
default character values are summarized as follows: 


INTR 


QUIT 


SWTCH 


ERASE 


KILL 


EOF 


NL 


EOL 


STOP 


START 


(Rubout or ASCII DEL) Generates an interrupt signal which is sent to 
all processes with the associated control terminal. Normally, each 
such process is forced to terminate, but arrangements may be made 
either to ignore the signal or to receive a trap to an agreed-upon loca- 
tion; see signal(S). 


((Ctrl)\ or ASCII FS) Generates a quit signal. Its treatment is identical 
to the interrupt signal except that, unless a receiving process has 
made other arrangements, it will not only be terminated, but a core 
image file (core) will be created in the current working directory. 


(ASCII NUL) Is used by the shell layers facility, shl(C), to change the 
current layer to the control layer. 


((Ctrl)h) Erases the preceding character. It will not erase beyond the 
start of a line, as delimited by an NL, EOF, or EOL character. 


((Ctrl)u) Deletes the entire line, as delimited by a NL, EOF, or EOL 
character. 


((Ctrl)d or ASCII EOT) May be used to generate an end-of-file from a 
terminal. When received, all the characters waiting to be read are 
immediately passed to the program, without waiting for a newline, 
and the EOF is discarded. Thus, if there are no characters waiting, 
which is to say the EOF occurred at the beginning of a line, zero char- 
acters will be passed back, which is the standard end-of-file indica- 
tion. 


(ASCII LF) Is the normal line delimiter. It cannot be changed or 
escaped. 


(ASCII NUL) Is an additional line delimiter, like NL. It is not normally 
used. 


((Ctrl)s or ASCII DC3) Temporarily suspends output. It is useful with 
CRT terminals to prevent output from disappearing before it can be 
read. While output is suspended, STOP characters are ignored and 
not read. 


((Ctrl)q or ASCII DC1) Resumes output which has been suspended by 
a STOP character. While output is not suspended, START characters 
are ignored and not read. The START/STOP characters cannot be 
changed or escaped within termio (but see termios(M) for further 
information). 


The character values for INTR, QUIT, SWTCH, ERASE, KILL, EOF, and EOL may 
be changed to suit individual tastes. The ERASE, KILL, and EOF characters 
may be escaped by a preceding backslash (\) character, in which case no 
special function is carried out. 
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When the carrier signal from the dataset drops, a “hangup” signal is sent to all 
processes that have this terminal as the control terminal. Unless other 
arrangements have been made, this signal causes the processes to terminate. If 
the hangup signal is ignored, any subsequent read returns with an end-of-file 
indication. Thus, programs that read a terminal and test for an end-of-file can 
terminate appropriately when hung up on. 


When one or more characters are written, they are transmitted to the terminal 
as soon as the previously typed characters have been entered. Input charac- 
ters are echoed by putting them in the output queue as they arrive. If a pro- 
cess produces characters more rapidly than they can be typed, it will be 
suspended when its output queue exceeds a given limit. When the queue has 
drained down to the given threshold, the program is resumed. 


ioctl commands 


Several ioctl(S) system calls apply to terminal files. The primary calls use the 
termio structure, defined in the file /usr/include/sys/termio.h: 


#define NCC 8 


struct termio { 


unsigned short c_iflag; /* input modes * / 
unsigned short c_oflag; /* output modes * / 
unsigned short c_cflag; /* control modes * / 
unsigned short c_lflag; /* line discipline modes * / 
char c_line; /* line discipline */ 


unsigned char c_cc{NCC]; /* control chars * / 


); 
Primary ioctl(S) system calls have the form: 


ioctl (fildes, command, arg) 
struct termio *arg; 


Commands using this form are: 


TCGETA Get the parameters associated with the terminal and store them in 
the termio structure referenced by arg. 


TCSETA Set the parameters associated with the terminal from the structure 
referenced by arg. The change is immediate. 


TCSETAW Wait for the output to drain before setting the new parameters. 
This form should be used when changing parameters that will 
affect output. 


TCSETAF Wait for the output to drain, then flush the input queue and set the 
new parameters. 
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Additional ioctl(S) calls have the form: 


ioctl (fildes, command, arg) 
int arg; 


Commands using this form are: 


TCSBRK Wait for the output to drain. If arg is 0, then send a break (zero bits 
for 0.25 seconds). 


TCXONC Start/stop control. If arg is 0, suspend output; if 1, restart 
suspended output; if 2, block; if 3, unblock. 


TCFLSH If arg is 0, flush the input queue; if 1, flush the output queue; if 2, 
flush both the input and output queues. 


Special control characters 


The special control characters (used to interrupt processes, erase characters, 
and switch jobs) are defined by the array c_cc field of the termio structure. 
The relative positions and initial values for each function are as follows: 


Position Name Initial value 
0 VINTR DEL 

1 VOQUIT FS 

2 VERASE (Ctri)h 

3 VKILL (Ctrl)u 

4 VEOF/VMIN EOT 

5 VEOL/VTIME NUL 

6 VEOL2 EOL 

7 VSWTCH NUL 


Input modes 


The c_iflag field specifies the treatment of input. The initial value of this 
field is 0 (all bits clear). 
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The following input mode flags may be set: 


IGNBRK 
BRKINT 
IGNPAR 
PARMRK 
INPCK 
ISTRIP 
INLCR 
IGNCR 
ICRNL 
IUCLC 
IXON 
IXANY 
IXOFF 


IGNBRK 


BRKINT 


IGNPAR 


PARMRK 


INPCK 


ISTRIP 


INLCR 


ICRNL 


IUCLC 


IXON 
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0000001 Ignores break condition 

0000002 Signals interrupt on break 

0000004 Ignores characters with parity errors 
0000010 Marks parity errors 

0000020 Enables input parity check 

0000040 Strips high bit from character 
0000100 Maps NL to CR on input 

0000200 Ignores CR 

0000400 Maps CR to NL on input 

0001000 Maps uppercase to lowercase on input 
0002000 Enables start/stop output control 
0004000 Enables any character to restart output 
0010000 Enables start/stop input control 


Ignore the break condition (a character framing error with data 
all zeros). It is not put on the input queue and is therefore not 
read by any process. 


Cause the break condition to generate an interrupt signal and 
flush both the input and output queues. 


Ignore characters with other framing and parity errors. 


If set, read a character with a framing or parity error which is 
not ignored as the 3-character sequence: 0377, 0, X, where X is 
the data of the character received in error. To avoid ambiguity in 
this case, if ISTRIP is not set, read a valid character of 0377 as 
0377, 0377. 


If not set, read a framing or parity error which is not ignored as 
the character NUL (0). 


If set, input parity checking is enabled. If not set, disable input 
parity checking. This allows output parity generation without 
input parity errors. 


If set, strip valid input characters to 7 bits. If not set, process all 8 
bits. 


Translate a received NL character into a CR character. IGNCR 
Ignore (do not read) a received CR character. 


Translate a received CR character into a NL character. 


Translate a received uppercase alphabetic character into the cor- 
responding lowercase character. 


If set, enable start/stop output control. A received STOP charac- 


ter suspends output and a received START character restarts out- 
put. 
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If not set, ignore (do not read) all start/stop characters. 


IXANY Causes any input character to restart output which has been 
suspended. 

IXOFF If set, enable start/stop input control. Transmit START charac- 
ters when the input queue is nearly empty and STOP characters 
when nearly full. 

Output modes 


The c_oflag field specifies the treatment of output. The initial value of this 
field is 0 (all bits clear). 


The following output mode flags may be set: 


OPOST 
OLCUC 
ONLCR 
OCRNL 
ONOCR 
ONLRET 
OFILL 
OFDEL 
NLDLY 
NLO 
NL1 
CRDLY 
CRO 
CR1 
CR2 
CR3 
TABDLY 
TABO 
TAB1 
TAB2 
TAB3 
BSDLY 
BS0 
BS1 
VTDLY 
VT0 
VTl 
FFDLY 
FFO 
EPL 


OPOST 


OLCUC 
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0000001 Postprocesses output 

0000002 Maps lowercase to uppercase on output 
0000004 Maps NL to CR-NL on output 
0000010 Maps CR to NL on output 
0000020 No CR output at column 0 
0000040 NL performs CR function 
0000100 Uses fill characters for delay 
0000200 Fills is DEL, else NUL 

0000400 Selects newline delays: 

0 

0000400 

0003000 Selects carriage return delays: 
0 

0001000 

0002000 

0003000 

0014000 Selects horizontal tab delays: 
0 

0004000 

0010000 

0014000 Expands tabs to spaces 

0020000 Selects backspace delays: 

0 

0020000 

0040000 Selects vertical tab delays: 

0 

0040000 

0100000 Selects form feed delays: 

0 

0100000 


If set, output characters are post-processed as indicated by the 
remaining flags. If not set, characters are transmitted without 
change. 


Transmit a lowercase alphabetic character as the corresponding 
uppercase character. This function is often used in conjunction 
with IUCLC. 
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ONLCR 
OCRNL 


ONOCR 


ONLRET 
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Transmit the NL character as the CR NL character pair. 
Transmit the CR character as the NL character. 


Do not transmit the CR character when it is in column 0 (first 
position). 


If set, use the NL character to perform the carriage return func- 
tion; the column pointer is set to 0, and the delays specified for 
CR will be used. If not set, use the NL character 


To perform the linefeed function; the column pointer will 
remain unchanged. Also set the column pointer to 0 if the CR 
character is actually transmitted. 


The delay bits specify how long transmission stops to allow for mechanical or 
other movement when certain characters are sent to the terminal. No delay is 
implemented if none of the bits has been set. Note that actual delays depend 
on line speed and system load. 


The following delay modes are defined: 


OFILL 


OFDEL 


NLDLY 


NL1 


CRDLY 


CR1 


CR2 


CR3 
TABDLY 


TAB1 


TAB2 
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Transmit fill characters to implement a delay instead of a real 
timed delay. This is useful for high baud rate terminals which 
need only a minimal delay. 

If set, DEL is the fill character; if not set, it is NUL. 

Use to turn off the newline delay bits. 


Select a newline delay of about 0.10 seconds. If ONLRET is set, 
use carriage return delays instead of newline delays. 


Use to turn off the carriage return delay bits. 


Select a carriage return delay dependent on the current column 
position. If OFILL is set, transmit 2 fill characters. 


Select a carriage return delay of about 0.10 seconds. If OFILL is 
set, transmit 4 fill characters. 


Select a carriage return delay of about 0.15 seconds. 

Use to turn off the horizontal tab delay bits. 

Select a horizontal tab delay which is dependent on the current 
column position. If OFILL is set, 2 fill characters will be transmit- 


ted for any delay. 


Select a horizontal tab delay of about 0.10 seconds. If OFILL is 
set, 2 fill characters will be transmitted for any delay. 
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TAB3 Specify that tabs are to be expanded into spaces. 

BSDLY Use to turn off the backspace delay bits. 

BS1 Select a backspace delay of about 0.05 seconds. If OFILL is set, 1 
fill character will be transmitted. 

VTDLY Use to turn off the vertical tab delay bits. 

VTl1 Select a vertical tab delay of about 2 seconds. 

FFDLY Use to turn off the form feed delay bits. 

FF1 Select a form feed delay of about 2 seconds. 


Hardware control modes 


The c_cflag field describes the hardware control of the terminal. The initial 
value of this field is B9600, CS8, CREAD, HUPCL. 


The following hardware control modes may be set: 


CBAUD 0000017 Baud rate: 
BO 0 Hang up 
B50 0000001 50 baud 
B75 0000002 75 baud 
B110 0000003 110 baud 
B134 0000004 134.5 baud 
B150 0000005 150 baud 
B200 0000006 200 baud 
B300 0000007 300 baud 
B600 0000010 600 baud 
B1200 0000011 1200 baud 
B1800 0000012 1800 baud 
B2400 0000013 2400 baud 
B4800 0000014 4800 baud 
B9600 0000015 9600 baud 
B19200 0000016 19200 baud 
EXTA 0000016 External A 
B38400 0000017 38400 baud 
EXTB 0000017 External B 
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CSIZE 
CSS 

CS6 

CS7 

CS8 
CSTOPB 
CREAD 
PARENB 
PARODD 
HUPCL 
CLOCAL 
LOBLK 
CTSFLOW 
RTSFLOW 
CRTSFL 


ORTSFL 


CBAUD 


BO 
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0000060 Character size: 

0 5 bits 

0000020 6 bits 

0000040 7 bits 

0000060 8 bits 

0000100 Sends two stop bits if set, else one 

0000200 Enables receiver 

0000400 Parity enable 

0001000 Odd parity if set, else even 

0002000 Hangs up on last close 

0004000 Local line if set, else dial-up 

0010000 Block layer output 

0020000 Enables CTS handshaking on a serial line 

0040000 Enables RTS handshaking on a serial line 

0100000 Enables bidirectional hardware flow control - 
included for backward compatibility 

0100000 Enables unidirectional or bidirectional hardware 
flow control depending on the settings of CTSFLOW 
and RTSFLOW 


Use to turn off the baud rate bits. 


Zero baud rate; used to hang up a connection. If BO is specified, 
Data Terminal Ready (DTR) will not be asserted. Without DTR, 
the line is disconnected if it is connected through a modem. For 
any particular hardware, impossible speed changes are ignored. 


B50 B75 B100 B134 B150 B200 B300 B600 B1200 
B1800 B2400 B4800 B9600 B19200 EXTA B38400 EXTB 


Use to specify the baud rate. 


CSIZE Use to turn off the character size bits. 

CS5 CS6 CS7 CS8 
Use to specify the character size in bits for both transmission 
and reception. This size does not include the parity bit, if any. 

CSTOPB If set, use 2 stop bits; if not set, use 1 stop bit. For example, at 
110 baud, 2 stops bits are required. 

CREAD If set, enable the receiver; if not set, the receiver is disabled and 
no characters will be received. 

PARENB Enable parity generation and detection, and add a parity bit to 
each character. 

PARODD sIf set, select odd parity if PARENB is also set; if not set, select 
even parity if PARENB is also set. 

HUPCL Disconnect the line when the last process with the line open 
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either closes it or terminates; that is, Data Terminal Ready (DTR) 
will not be asserted. 
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CLOCAL Assume the line to be a local, direct connection with no modem 
control. Data Terminal Ready (DTR) and Request To Send (RTS) 
are asserted, but incoming modem signals are ignored. If CLO- 
CAL is not set, modem control is assumed. This means that DTR 
and RTS are asserted. Also, Carrier Detect (CD) must be asserted 
before communications can proceed. 


LOBLK If set, block the output of a shell layer when it is not the current 
layer; if not set, multiplex the output generated by the shell 
layer onto the current layer. 


CTSFLOW __ Enable CTS handshaking. 
RTSFLOW _ Enable RTS handshaking. 


CTSFLOW and RTSFLOW correspond to the stty(C) settings ctsflow and 
rtsflow. 


The RS-232 serial interface provides the RTS and CTS signal lines to allow 
handshaking between Data Terminal Equipment (DTE; devices such as termi- 
nals, printers, and computers) and Data Circuit terminating Equipment 
(sometimes referred to as Data Communications Equipment or DCE; almost 
always a modem). (There are exceptions to these definitions; for example, 
DCE serial ports and DTE modems exist.) Communication using bidirectional 
flow control in hardware is more efficient and reliable than using software 
flow control (IXON/IXOFF). There is also no problem with sending binary data 
over a link which uses RTS/CTS based handshaking. 


Unidirectional flow control works in the following manner: 


e The DTE asserts the RTS (Request To Send) line when it is ready to send 
data to the DCE. 


e The DTE drops RTS when there is no more data in its output buffer. 


e The DCE asserts the CTS (Clear To Send) line when it is ready to receive 
data from the DTE. 


e The DCE drops CTS if it needs to stop the DTE sending data. 


In this way, the DCE controls the flow of data from the DTE but not the other 
way around. The implicit assumption is that the DTE is faster than the DCE. 
With the high-speed modems now available, bidirectional flow control is used 
in preference; this avoids the possibility of characters being lost due to the 
modem causing the input buffer on the serial port to overflow. 


Using bidirectional flow control, the DTE asserts RTS when it is ready to 
receive data (reversing its role from the unidirectional case), and drops RTS 
when its input buffer becomes too full. As for the unidirectional case, the DCE 
asserts CTS when it is ready to receive data, and drops CTS when its input 
buffer is too full. In each case, the sending equipment stops transmitting 
whenever it sees the incoming control line drop. 
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CRTSFL Changes the meaning of RTS (with RTSFLOW and CTSFLOW not 
set) to allow bidirectional flow control. CRTSFL is included for 
backward compatibility; ORTSFL should be used in preference. 


ORTSFL Old RTSFLOW; depending on the settings of RTSFLOW and 
CTSFLOW, ORTSFL determines the type of flow control. 


The hardware flow control modes which may be obtained by combining the 
flags ORTSFL, RTSFLOW, and CTSFLOW are shown in the following table: 


Flag combination 

ORTSFL | RTSFLOW | CTSFLOW 
(ORTSFL | RTSFLOW) & “CTSFLOW 
(ORTSFL | CTSFLOW) & “RTSFLOW 
ORTSFL & (RTSFLOW | CTSFLOW) 
(RTSFLOW | CTSFLOW) & “ORTSFL 
RTSFLOW & (CTSFLOW | ORTSFL) 
CTSFLOW & “((RTSFLOW |! ORTSFL) 
“(ORTSFL | RTSFLOW | CTSFLOW) 


Flow control mode 

Enable unidirectional flow control 
Assert RTS when ready to send 

No effect 

Enable bidirectional flow control 
Enable bidirectional flow control 
No effect 

Stop transmission when CTS drops 
Disable hardware flow control 


Older serial devices requiring unidirectional flow control should use the stty 
settings ortsfl rtsflow ctsflow. 


Bidirectional flow control is achieved using the stty settings: ortsfl -rtsflow 
-ctsflow, or -ortsfl rtsflow ctsflow. These settings are the ones most likely to 
work with high-speed modems and other modern serial devices. (The settings 
supercede the older stty settings crtsfl -rtsflow -ctsflow.) 


In both the unidirectional and bidirectional cases, you should also specify 
-clocal -ixon -ixoff to stty. These settings specify that the line has modem 
control, and that software flow control is disabled. 


Software flow control (IXON and IXOFF) should be disabled when using hard- 
ware flow control (ORTSFL, RTSFLOW and CTSFLOW). The reverse also 
applies; disable hardware flow control when using software flow control. 


Set all flags explicitly on or off when selecting the flow control mode using 
stty. For example, to set bidirectional flow control, you would enter: 
stty ortsfl -ctsflow -rtsflow -ixon -ixoff. 


The use of the settings CTSFLOW, RTFLOW, CRTSFL, or ORTSFL is strictly 


hardware dependent, and should only be used between devices capable of 
supporting RTS/CTS signaling. 
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The RS-232 line must also be wired correctly for RTS/CTS handshaking. The 
EIA 232D standard has the following pin connections for linking DTE to DCE: 


DTE DCE 

1 to 1 Shield 

2 to 2 Transmit Data TXD 

3 to 3 Receive Data RXD 

4 to 4 Request to Send RTS 

5 to 5 Clear to Send CTS 

6 to 6 Data Set Ready DSR 

7 to 7 Signal earth return 

8 to 8 Carrier Detect CD 

20 to 20 Data Terminal Ready DTR 
22 to 22 Ring Indicator RI, sometimes used by modems 


For direct connection linking DTE to DTE back-to-back, the pin connections 
(null-modem) are: 


DTE DTE 

1 to 1 

2 to 3 

3 to 2 

4 to 5 

5 to 4 

6 and 8 to 20 

7 to 7 

20 to 6 and 8 


Line discipline modes 


The line discipline used by the serial driver is chosen by the setting of the 
c_line field. The basic line discipline used by standard terminal drivers is line 
discipline 0 (zero). 


The c_lflag field of the argument structure is used by the line discipline to 
control terminal functions. The initial value of this field is 0 (all bits clear). 


Line discipline 0 provides the following modes: 


ISIG 0000001 Enable signals 

ICANON 0000002 Canonical input (erase and kill processing) 
XCASE 0000004 Canonical upper/lower presentation 

ECHO 0000010 Enables echo 

ECHOE 0000020 Echoes erase character as BS-SP-BS 

ECHOK 0000040 Echoes NL after kill character 

ECHONL 0000100 Echoes NL 

NOFLSH 0000200 Disables flush after interrupt or quit 
XCLUDE 0100000 Exclusive use of the line 
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ECHO 
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If set, check each input character against the special control 
characters INTR, SWTCH and QUIT. If the character matches 
one of these, perform the function associated with that character 
(generate the signal associated with that character). 


If not set, perform no checking. 


Special input functions are only available if ISIG is set. These 
functions may be disabled individually by changing the value of 
the control character to an unlikely or impossible value (for 
example, 0377). 


If set, select canonical processing (“cooked” mode). This enables 
the erase and kill edit functions, and the assembly of input char- 
acters into lines delimited by NL, EOF and EOL. 


If not set, satisfy read requests directly from the input queue 
(“raw” mode). A read will not be satisfied until at least VMIN 
characters have been received or the timeout value VTIME has 
expired and at least one character has been input. This allows 
fast bursts of input to be read efficiently while still allowing sin- 
gle character input. (See the discussion in “VMIN and VTIME 
settings”.) 


If set with ICANON, accept an uppercase letter on input by 
preceding it with a “ \” character, and is output preceded by a 


“\” character. In this mode, the following escape sequences are 
generated on output and accepted on input: 


For: Use: 


For example, A is input as \a, \n as \\n, and \N as \\\n. 


Echo characters when they are received. 


With ICANON set, the echo modes ECHOE, ECHOK, and ECHONL are 


possible: 


ECHOE 
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If ECHO is also set, echo the erase character as the ASCII 
sequence BS SP BS. This clears the previous character on a CRT 
screen. 


If set and ECHO is not set, echo the erase character as the ASCII 
sequence SP BS. 
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ECHOK Echo the NL character after the kill character to emphasize that 
the line will be deleted. Note that an escape character preceding 
the erase or kill character removes any special function. 


ECHONL Echo the NL character even if ECHO is not set. This is useful for 
terminals set to local echo (so-called half duplex). 


Unless escaped, the EOF character is not echoed. Because EOT is the default 
EOF character, this prevents terminals that respond to EOT from hanging up. 


NOFLSH Disable the normal flush of the input and output queues associ- 
ated with the quit and interrupt characters. 


XCLUDE Causes any subsequent attempt to open the tty device using 
open(S) to fail for all users except the super user. The call 
returns EBUSY in errno if it fails. 


XCLUDE is useful for programs which must have exclusive use 
of a communications line. It is not intended for the line to the 
program’s controlling terminal. 


Clear XCLUDE before the setting program terminates, otherwise 
subsequent attempts to open the device will fail. 


VMIN and VTIME settings 


VMIN and VTIME set the timing characteristics for reading characters in 
“raw” mode: 


VMIN The minimum number of characters that should be received 
when the read is satisfied (that is, the characters are returned to 
the user). 

VTIME A timer of 0.10 second granularity used to time-out “bursty” and 


short-term data transmissions. The value of VTIME is measured 
in tenths of seconds. 


The four possible values for VMIN and VTIME and their interactions are: 


VMIN > 0, VTIME>0 __ In this case, VTIME serves as an inter-character timer 
activated after the first character is received, and 
reset upon receipt of each character. VMIN and 
VTIME interact as follows: 


As soon as one character is received the inter- 
character timer is started. 


If VMIN characters are received before the inter- 
character timer expires the read is satisfied. 
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VMIN > 0, VTIME = 0 


VMIN = 0, VTIME > 0 


VMIN = 0, VTIME = 0 
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If the timer expires before VMIN characters are 
received the characters received to that point are 
returned to the user. 


A read(S) operation will sleep until the VMIN and 
VTIME mechanisms are activated by the receipt of 
the first character; thus, at least one character must 
be returned. 


In this case, because VTIME = 0, the timer plays no 
role and only VMIN is significant. A read(S) opera- 
tion is not satisfied until VMIN characters are 
received. 


In this case, because VMIN = 0, VTIME no longer 
serves as an inter-character timer, but now serves as 
a read timer that is activated as soon as the read(S) 
operation is processed. A read(S) operation is satis- 
fied as soon as a single character is received or the 
timer expires, in which case, the read(S) operation 
will not return any characters. 


In this case, return is immediate. If characters are 
present, they will be returned to the user. 


The VMIN and VTIME values are stored in the position for the EOF and EOL 
characters respectively. VMIN and VTIME are interpreted as EOF and EOL if 
ICANON is set. Default VMIN and VTIME values are stored in the 
/usr/include/sys/termio.h file. To change these values, unset ICANON and use 
stty(C) to change the VMIN and VTIME values as represented by EOF and 


EOL. 
Files 

/dev/tty 

/dev/tty* 

/dev/console 
See also 


fork(S), getty(M), ioctl(S), mapchan(F), mapchan(M), read(S), setgprp(S), 
shl(C), signal(S), stty(C), termios(M), tty(M) 


Standards conformance 


termio is conformant with; 


AT&T SVID Issue 2; 


X/Open Portability Guide, Issue 3, 1989. 
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POSIX general terminal interface 


Description 


This entry discusses the POSIX termios extensions to the termio(M) interface. 
Only those functions not described in termio(M) are described here. 


Certain characters have special functions on input. These functions and their 
default character values are summarized as follows: 


SUSP (Unset by default) If the ISIG flag is enabled, receipt of the SUSP 
character causes a SIGTSTP signal to be sent to the current process 
group. The SUSP character is discarded when processed. It is often 
set to(Ctrl)z. 


Several library functions apply to terminal files. The primary calls use the 
following structure, defined in the file <termios.h>: 


#define NCCS 13 
struct termios { 


tcflag_t ciflag? /* input modes */ 

tcflag_t c_oflag; /* output modes */ 

teflag2t c_cflag; /* control modes */ 

tcflag_t c_lflag; /* local (line discipline) modes */ 
char c_line; /* line discipline */ 

CELE c_cc{NCCS]; /* control chars */ 

char c_ispeed; /* input baud rate */ 

char c_ospeed; /* output baud rate */ 


i 
The additional special control characters defined by the array c_cc. are: 


10 VSUSP NUL 
11 VSTART DCl 
12 VSTOP DC3 


The following additional line discipline (0) functions are available in the 
c_lflag field: 


IEXTEN 0000400 enable extended functions 
TOSTOP 0001000 SIGTTOU on background output 


If IEXTEN is set, additional non-POSIX functions are recognized. This is the 
default. If IEXTEN is not set, the modes ICANON, ISIG, IXON, and IXOFF are 
assumed. 


876 1 February 1993 


termios(M) 


If TOSTOP is set, the signal SIGTTOU is sent to the process group of a process 
that tries to write to its controlling terminal if it is not the foreground process 
group. By default, this signal stops the members of the process group. If 
TOSTOP is not set, the output generated by the process is output to the 
current output stream. 


The associated library functions are found in tcattr(S) and tcflow(S). 


Files 
/dev/tty 
/dev/tty* 
/dev/console 
See also 


ioctl(S), signal(S), stty(C), tcattr(S), tcflow(S), termio(M), tty(M) 
Standards conformance 

termios is conformant with: 

IEEE POSIX Std 1003.1-1990 System Application Program Interface (API) 


[C Language] (ISO/IEC 9945-1); 
X/Open Portability Guide, Issue 3, 1989. 
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Transport Interface cooperating STREAMS module 


Description 
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timod is a STREAMS module for use with the Transport Interface (TI) functions 
described in the Development System Programmer's Reference Manual Volume 2. 
The timod module converts a set of ioctl(S) calls into STREAMS messages that 
may be consumed by a transport protocol provider which supports the Trans- 
port Interface. This allows a user to initiate certain TI functions as atomic 
operations. 


The timod module must only be pushed onto a stream terminated by a trans- 
port protocol provider which supports the TI. 


All STREAMS messages, with the exception of the message types generated 
from the ioctl commands described below, will be transparently passed to the 
neighboring STREAMS module or driver. The messages generated from the 
following ioctl commands are recognized and processed by the timod 
module. The format of the ioctl call is: 


#include <sys/stropts.h> 


struct strioctl strioctl; 


strioctl.ic_cmd = cmd; 
strioctl.ic_timeout = INFTIM; 
Strioctl.ic_len = size; 
strioctl.ic_dp = (char *) buf 
loctl(fildes, I_STR, &strioctl); 


where, on issuance, size is the size of the appropriate TI message to be sent to 
the transport provider and on return, size is the size of the appropriate TI 
message from the transport provider in response to the issued TI message. 
buf is a pointer to a buffer large enough to hold the contents of the appropri- 
ate TI messages. The TI message types are defined in <sys/tihdr.h>. The possi- 
ble values for the cmd field are: 


TILBIND Bind an address to the underlying transport protocol pro- 
vider. The message issued to the TI_BIND ioctl is equivalent 
to the TI message type T_BIND_REQ and the message 
returned by the successful completion of the ioctl is 
equivalent to the TI message type T_BIND_ACK. 


TILUNBIND Unbind an address from the underlying transport protocol 
provider. The message issued to the TILUNBIND ioctl is 
equivalent to the TI message type T.UNBIND_REQ and the 
message returned by the successful completion of the ioctl is 
equivalent to the TI message type T.OK_ACK. 
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TI_GETINFO 


TIOPTMGMT 


Return values 
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Get the TI protocol specific information from the transport 
protocol provider. The message issued to the TI.GETINFO 
ioctl is equivalent to the TI message type T.INFO_REQ and 
the message returned by the successful completion of the 
ioctl is equivalent to the TI message type T.INFO_ACK. 


Get, set, or negotiate protocol specific options with the trans- 
port protocol provider. The message issued to the 
TI_LOPTMGMT ioctl is equivalent to the TI message type 
T_OPTMGMT_REQ, and the message returned by the suc- 
cessful completion of the ioctl is equivalent to the TI mes- 
sage type TOPTMGMT_ACK. 


If the ioctl system call returns with a value greater than 0, the lower 8 bits of 
the return value will be one of the TI error codes as defined in <sys/tiuser.h>. If 
the TI error is of type TSYSERR, then the next 8 bits of the return value will 
contain an error as defined in <sys/errno.h> (see Intro(S)). 


Files 
/usr/include/sys/timod.h 
/usr/include/sys/tiuser.h 
/usr/include/sys/tihdr.h 
/usr/include/sys/errno.h 
See also 


tirdwr(M) 


AT&T STREAMS Primer 
AT&T STREAMS Programmer's Guide 
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create a time locale table 


The utility timtbl is provided to allow new LC_TIME locales to be defined. It 
reads a specification file, which contains definitions of the way in which time 
and date information is presented for a particular locale, and produces a 
binary table file, to be read by setlocale(S), which determines the behavior of 


The information supplied in the specification file consists of lines in the fol- 


The “=” can be separated from the item and string fields by zero or more 
space or tab characters. The following values are meaningful for item: 


specification of the format string for representing the date. It 
will contain “%” directives representing variable items such as 
the month number, as used in the format string for strftime(S). 

specification of the format string for representing the time of 
string indicating 12-hour clock times before midday, for exam- 


ple “AM”. 


string indicating 12-hour clock times after midday, for example 
“PM”. 


string for formatting combined date and time. 


full name of the first day of the week (Sunday). 


full name of the seventh day of the week. 


Syntax 
timtbl [ specfile | 
Description 
the strftime(S) routine. 
lowing format: 
item = string 
DATE_FMT 
TIME_FMT 
day. 
F_NOON 
A_NOON 
D_T_FMT 
DAY_1 
DAY_7 
880 
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ABDAY_1 abbreviated name of the first day of the week, for example 
“Sun”. 


ABDAY_7 _ abbreviated name of the seventh day of the week. 


MON_1 full name of the first month in the Gregorian calendar. 


MON_12 full name of the twelfth month. 


ABMON.1 | abbreviated name of the first month. 


ABMON_12_ full name of the twelfth month. 


The string is a sequence of characters surrounded by quotes ("). Characters 
within the string can be specified both literally and using “\” escapes; the fol- 
lowing three strings are equivalent: 


"Tuesday" - literal 
"\x54ue\x73da\x79" — - hexadecimal escapes 
"\124ue\163da\171" —_- octal escapes 


The strings for the items DATE_FMT, TIME_FMT and D_T_FMT will also 
include “%” directives as detailed in the strftime(S) manual page, to specify 
variable portions of the string. 


All characters following a hash (#) are treated as a comment and ignored up to 
the end of the line, unless the hash is within a quoted string. 


The various items may be specified in any order. If any items are not speci- 
fied, a warning message will be produced, and the null string ('"') substituted. 


The binary table output is placed in a file named “time”, within the current 
directory. This file should be copied or linked to the correct place in the setlo- 
cale file tree (see locale(M)). To prevent accidental corruption of the output 
data, the file is created with no write permission; if the timtbl utility is run in 
a directory containing a write-protected “ctype” file, the utility will ask if the 


existing file should be replaced: any response other than “yes” or “y” will 
cause timtbl to terminate without overwriting the existing file. 


If the specfile argument is missing, the specification information is read from 
the standard input. 
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Diagnostics 


If the input table file cannot be opened for reading, processing will terminate 
with the error message, “Cannot open specification file”. 


Any lines in the specification file which are syntactically incorrect, or contain 
an unrecognized value for the item, will cause an error message to be issued 
to the standard error output, specifying the line number on which the error 
was detected. The line will be ignored, and processing will continue. 


If a particular item is specified more than once, a warning message will be 
produced, and processing will continue. 


If the specification file does not contain specifications for all possible items, a 
warning message will be produced. 


If the output file, time, cannot be opened for writing, processing will terminate 
with the error message, “Cannot create table file”. 


Any error conditions encountered will cause the program to exit with a non- 
zero return code; successful completion is indicated with a zero return code. 


Limitations 


See also 


The strings D_LFMT, T.FMT, AM_STR and PM_STR may be used as alternatives 
to DATE_FMT, TIME_FMT, F_NOON and A_NOON respectively, if required. 
These alternatives are provided for consistency with the identifiers used by 
nl_langinfo(S). 


chrtbl(M), locale(M), numtbl(M), setlocale(S), strftime(S) 


Standards conformance 
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timtbl is not part of any currently supported standard; it is an extension of 
AT&T System V provided by The Santa Cruz Operation, Inc. 
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tirdwr 


Transport Interface read/write interface STREAMS module 


Description 


tirdwr is a STREAMS module that provides an alternate interface to a transport 
provider which supports the Transport Interface (TI) functions described in 
the Development System Programmer's Reference Manual Volume 2. This alternate 
interface allows a user to communicate with the transport protocol provider 
using the read(S) and write(S) system calls. The putmsg(S) and getmsg(S) sys- 
tem calls may also be used. However, putmsg and getmsg can only transfer 
data messages between user and stream. 


The tirdwr module must only be pushed (see I_PUSH in streamio(M)) onto a 
stream terminated by a transport protocol provider which supports the TI. 
After the tirdwr module has been pushed onto a stream, none of the Transport 
Interface functions can be used. Subsequent calls to TI functions will cause an 
error on the stream. Once the error is detected, subsequent system calls on the 
stream will return an error with errno set to EPROTO. 


The following are the actions taken by the tirdwr module when pushed on the 
stream, popped (see I_POP in streamio(M)) off the stream, or when data 
passes through it. 


push When the module is pushed onto a stream, it will check any exist- 
ing data destined for the user to ensure that only regular data mes- 
sages are present. It will ignore any messages on the stream that 
relate to process management, such as messages that generate sig- 
nals to the user processes associated with the stream. If any other 
messages are present, the ILPUSH will return an error with errno 
set to EPROTO. 


write The module will take the following actions on data that originated 
from a write system call: 


e All messages with the exception of messages that contain con- 
trol portions (see the putmsg and getmsg system calls) will be 
transparently passed onto the module’s downstream neighbor. 


e Any zero length data messages will be freed by the module and 
they will not be passed onto the module’s downstream 
neighbor. 


e Any messages with control portions will generate an error, and 


any further system calls associated with the stream will fail 
with errno set to EPROTO. 
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read 


pop 


The module will take the following actions on data that originated 
from the transport protocol provider: 


All messages with the exception of those that contain control 
portions (see the putmsg and getmsg system calls) will be tran- 
sparently passed onto the module's upstream neighbor. 


The action taken on messages with control portions will be as 
follows: 


Messages that represent expedited data will generate an 
error. All further system calls associated with the stream 
will fail with errno set to EPROTO. 


Any data messages with control portions will have the con- 
trol portions removed from the message prior to passing 
the message to the upstream neighbor. 


Messages that represent an orderly release indication from 
the transport provider will generate a zero length data mes- 
sage, indicating the end-of-file, which will be sent to the 
reader of the stream. The orderly release message itself will 
be freed by the module. 


Messages that represent an abortive disconnect indication 
from the transport provider will cause all further write and 
putmsg system calls to fail with errno set to ENXIO. All 
further read and getmsg system calls will return zero length 
data (indicating end of file) once all previous data has been 
read. 


With the exception of the above rules, all other messages 
with control portions will generate an error and all further 
system calls associated with the stream will fail with errno 
set to EPROTO. 


Any zero length data messages will be freed by the module and 
they will not be passed onto the module’s upstream neighbor. 


When the module is popped off the stream or the stream is closed 
and an orderly release indication has been received previously, an 
orderly release request will be sent to the remote side of the trans- 
port connection. 


See also 
streamio(M), timod(M), Intro(S), getmsg(S), putmsg(S), read(S), write(S) 
AT&T STREAMS Primer 
AT&T STREAMS Programmer's Guide 
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translate character sets 


Syntax 
trchan [ -ciko ] mapfile 
Description 
trchan performs mapping as a filter, using the same format of mapfile as 
mapchan(M) (described in mapchan(F)). This allows a file consisting of one 
internal character set to be “translated” to another internal character set. 
trchan reads standard input, maps it, and writes to standard output. A 
mapfile must be given on the command line. Errors cause trchan to stop pro- 
cessing unless -c is specified. 
The following options can be used with trchan: 
-C causes errors to be echoed on stderr, and processing is continued. 
“i specifies that the “input” section of the mapfile is used when translat- 
ing data. 
-k specifies that the “dead” and “compose” sections of the mapfile are 
used when translating data. 
-0 specifies that the “output” section of the mapfile is used when translat- 
ing data. 
The -i, -k and -o options can be specified in any combination; if none 
are specified, trchan uses the entire mapfile, as if all three were speci- 
fied together. 
Limitations 
trchan currently ignores the control sections of the mapfile. 
Files 
/usr/lib/mapchan/* 
See also 


ascii(M), mapchan(F), mapchan(M) 
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Standards conformance 


trchan is not part of any currently supported standard; it is an extension of 
AT&T System V provided by The Santa Cruz Operation, Inc. 
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tty 


special terminal interface 


Description 


The file /dev/tty is, in each process, a synonym for the control terminal associ- 
ated with the process group of that process, if any. It is useful for programs or 
shell sequences that wish to be sure of writing messages on the terminal no 
matter how output has been redirected. It can also be used for programs that 
demand the name of a file for output, when typed output is desired, and 
when it is tiresome to find out what terminal is currently in use. 


The general terminal interface is described in termio(M). 


Files 
/dev/tty 
/dev/tty* 
See also 
termio(M) 


Standards conformance 
tty is conformant with: 


AT&T SVID Issue 2; 
X/Open Portability Guide, Issue 3, 1989. 
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tz 
time zone environment variable 
Syntax 
letc/tz 
Description 
TZ is the shell environment variable for the time zone of the system and is set 
in the file /etc/TIMEZONE (see timezone(F) for a complete description of the 
syntax for defining TZ). 
The shell script /ete/tz, generally run during installation, prompts for the 
correct time zone, prompts for the dates when time is shifted from standard to 
daylight time and back, and for the number of hours to shift (partial hours in 
the form of hh:mmiss are acceptable). and sets TZ correctly in the appropriate 
files. The following files are examined to see if they read from /etc/TIMEZONE 
to set TZ for their environment: 
/etc/eshre 
/etc/profile 
/etc/rc2 
/.profile 
If these files do not read from /etc/TIMEZONE, a warning is issued. 
Users living in a time zone different than that of the host machine may change 
TZ in their $HOME/profile or $HOME/.login files. 
To change the time zone for the entire system, run the shell script /etc/tz (as 
root) or use an editor to change the variable TZ in the file /etc/TIMEZONE. 
Limttations 
The date(C) automatically switches from Standard Time to Summer Time 
(Daylight Saving Time). Leap days are properly accounted for. 
Changes to TZ are immediately effective, (that is, if a process changes the TZ 
variable, the next call to a ctime(S) routine returns a value based on the new 
value of the variable). 
Files 
/etc/rc2 
/etc/default/login 
/etc/tz 
$HOME/ profile 
$HOME/ login 
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See also 


ctime(S), date(C), environ(M), timezone(F) 


Standards conformance 


tz is not part of any currently supported standard; it is an extension of AT&T 
System V provided by The Santa Cruz Operation, Inc. 
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undocumented 


programs not documented elsewhere in these manuals 


Description 
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Several programs distributed with SCO UNIX System V are not fully docu- 
mented. In general, these programs fall into two categories: programs 
retained to provide compatability with earlier versions of SCO UNIX System V, 
and programs intended for execution by other programs, which are rarely of 
interest to the end user. 


This page lists undocumented programs, together with brief notes on their 
functionality and relevance. Note that this list is likely to change with future 
releases of SCO UNIX System V. We strongly recommend that you make no 
attempt to use or remove programs on this list; doing so may interfere with 
the functionality of other programs. 


Undocumented but useful programs are as follows: 


brand Used by installation scripts; documented in Product Engineering 
Toolkit. 

cleanup Shell script occasionally run by the root crontab file to clean up 
log files. 


checkeq Macro eqn(CT) checker. 


debrand Used by installation scripts; documented in Product Engineering 
Toolkit. 


ibmlpopt Used by the print service; displays lp(C) options specific to the 
IBM ProPrinter. 


menu_add Link to /vin/true. 
menu_del Link to /vin/true. 


message Used by installpkg(ADM), displaypkg(ADM), and 
removepkg(ADM). 


mt Lists the drive model number of the (obsolete) Intel tape drive. 
pwdmenu Used by backup(ADM). 


utmp_getty Provided for mscreen(M) support. 
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See also 


undocumented(M) 


Utilities marked with an asterisk are unsupported and are included in the op- 


erating system because they are part of the base distribution: 


/etc/_fst 
/usr/bin/asa 
/etc/brand 
/usr/bin/checkeq 
/etc/ckbupscd 
/etc/cleanup 
/etc/debrand 
/usr/bin/dsconfig 
/usrflib/emactovi 
/usr/bin/fixshlib 
/etc/frec 
/etc/fsanck 
/etc/fsba 
/usr/bin/ibmlpopt 
/usr/bin/inipcrm 
/usr/binfmenu_add 
/usr/bin/menu_del 
/usr/bin/message 
/usr/bin/mlist 
/vin/mt 
/usr/bin/fnewmail 
/usr/binfpwdmenu 
/etc/rstab 
/etc/setclk 
/usr/bin/update 
/etc/utmp_getty 


Intro(ADM), Intro(C), Intro(F), Intro(HW), Intro(M) 
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_fst* 

asa* 
brand 
checkeq 
ckbupscd* 
cleanup 
debrand 
dsconfig* 
emactovi* 
fixshlib* 
frec* 
fsanck* 
fsba* 
ibmlpopt 
inipcrm* 
menu_add 
menu_del 
message 
mlist* 

mt 
newmail* 
pwdmenu 
rstab* 
setclk* 
update* 
utmp_getty 
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values 


machine-dependent values 


Syntax 


#include <values.h> 


Description 
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This file contains a set of manifest constants, conditionally defined for partic- 
ular processor architectures. : 


The model assumed for integers is binary representation (ones or twos com- 
plement), where the sign is represented by the value of the high-order bit. 


BITS(type) 


HIBITS 


HIBITL 


HIBITI 


MAXSHORT 


MAXLONG 


MAXINT 


MAXFLOAT 
LN_MAXFLOAT 


MAXDOUBLE 
LN_MAXDOUBLE 


MINFLOAT 
LN_MINFLOAT 


The number of bits in a specified type (for example, 
int). 


The value of a short integer with only the high-order 
bit set (in most implementations, 0x8000). 


The value of a long integer with only the high-order bit 
set (in most implementations, 0x80000000). 


The value of a regular integer with only the high-order 
bit set (usually the same as HIBITS or HIBITL). 


The maximum value of a signed short integer (in most 
implementations, 0x7FFF = 32767). 


The maximum value of a signed long integer (in most 
implementations, 0x7FFFFFFF = 2147483647). 


The maximum value of a signed regular integer (usu- 
ally the same as MAXSHORT or MAXLONG). 


The maximum value of a single-precision floating- 
point number, and its natural logarithm. 


The maximum value of a double-precision floating- 
point number, and its natural logarithm. 


The minimum positive value of a_ single-precision 
floating-point number, and its natural logarithm. 
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MINDOUBLE 
LN_MINDOUBLE 


FSIGNIF 

DSIGNIF 
Files 

/usr/include/fvalues.h 
See also 


Intro(s), math(M) 


Standards conformance 


values(M) 


The minimum positive value of a double-precision 
floating-point number, and its natural logarithm. 


The number of significant bits in the mantissa of a 
single-precision floating-point number. 


The number of significant bits in the mantissa of a 
double-precision floating-point number. 


values is conformant with X/Open Portability Guide, Issue 3, 1989. 
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xtproto 


multiplexed channels protocol used by xt(HW) driver 


Description 


Files 


See also 
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The xt(HW) driver contains routines which implement a multiplexed, multi- 
buffered, full-duplex protocol with guaranteed delivery of ordered data via an 
8-bit byte data stream. This protocol is used for communication between 
multiple UNIX system host processes and an AT&T windowing terminal oper- 
ating under layers(C). 


The protocol uses packets with a 2-byte header containing a 3-bit sequence 
number, 3-bit channel number, control flag, and data size. The data part of a 
packet may not be larger than 32 bytes. The trailer contains a CRC-16 code in 2 
bytes. Each channel is double-buffered. 


Correctly received packets in sequence are acknowledged with a control 
packet containing an ACK; however, out of sequence packets generate a con- 
trol packet containing a NAK, which will cause the retransmission in sequence 
of all unacknowledged packets. 

Unacknowledged packets are retransmitted after a timeout interval which is 


dependent on baud rate. Another timeout parameter specifies the interva! 
after which incomplete receive packets are discarded. 


/usr/include/sys/xtproto.h channel multiplexing protocol definitions 


layers(M), layers(C), xt(HW) 


1 February 1993 


SC 


OPEN SYSTEMS SOFTWARE 


Please help us to write computer manuals that meet your needs by completing this 
form. Please post the completed form to the Publications Manager nearest you: The 
Santa Cruz Operation, Ltd., Croxley Centre, Hatters Lane, Watford WD1 8YN, 
United Kingdom; The Santa Cruz Operation, Inc., 400 Encinal Street, P.O. Box 1900, 
Santa Cruz, California 95061, USA or SCO Canada, Inc., 130 Bloor Street West, 10th 
Floor, Toronto, Ontario, Canada M55 1N5. 


Volume title: 
(Copy this from the title page of the manual, for example, SCO UNIX Operating System User's Guide) 


Product: 
(for example, SCO UNIX System V Release 3.2 Operating System Version 4.0) 


How long have you used this product? 
QO) Lessthanonemonth OQ) Lessthansix months JU) Less than one year 


Q) 1 to 2 years Q) More than 2 years 

How much have you read of this manual? 

Q) Entire manual L) Specific chapters Q) Used only for reference 
Agree Disagree 

The software was fully and accurately described OQ QO QO O 

The manual was well organized QQ0a0o 00 

The writing was at an appropriate technical level 

(neither too complicated nor too simple) OQ0Q0Q00 0 

It was easy to find the information | was looking for OQOQao0a0 0 

Examples were clear and easy to follow OQOagu 0 Qa 

Illustrations added to my understanding of the software QOQQOQ00Q Q 

I liked the page design of the manual QOQ0 U0 Q 


If you have specific comments or if you have found specific inaccuracies, 
please report these on the back of this form or on a separate sheet of paper. 
In the case of inaccuracies, please list the relevant page number. 


May we contact you further about how to improve SCO UNIX documentation? 
If so, please supply the following details: 


Name Position 
Company 

Address 

City & Post/Zip Code 

Country 

Telephone Facsimile 


1 February 1993 


a 
BH@ 1 208P201 
61064 


